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PREFACE

This conference is the 11th in the series of Tri-Service
Conference on Corrosion since its inception in 1967. Over
the years, these conferences have proved their usefulness and
endured the test-of-time in serving the present and future
needs of the military. Coneidering the global environment as
the theater of operation for the services, which is not only
highly. corrosive to the military hardware but also extremely
demanding (stressful) under combat conditions, prevention and
control of corrosion become a never ending task.

The purpose of this conference is to develop new directions,
and highlight the awareness that the problems of corrosion in
the military are far fron over. There is a serious need for
new approaches, methods and products for our aging weapon
systems-tiand even current acquisitions. As we step into the

l-we-tn-y first century, new concepts will have to be devised
to protect materials of the future. We will have to seek out
new ways to maintain the structural and functional integrity
of all naval, ground, air and space weapon systems. The
-oncepts like smart coatings, materials with artificial
intelligence, sensors and electric field or electronic
barriers for corrosion protectiopn which are in their infancy
now, - of tomorrow. Conferences
like this provide an excellent forum for a free exchange of
ideas and cultivate an interservice coordination of current
and future research. -

There is still a great need for more implementation of the
existing technology into our fleets and commands,#-and for
transitioning the state-of-the-art in solving problems
relating to corrosion and corrosion assisted falJur .. This
requires an active participation of all levels 6t tedonical
and maintenance support personnel of the -DOD -'afid its
contractors. The forums like this are ideal '-forpreparing
new technical manuals, training courses etc. for experts
from the government, industry and academia are available to
provide valuable guidance and assistance. The theme is to
disseminate the latest information available in. the services
as soon as possible.

-- -)The papers published in this proceeding cover a wide variety
of topics such as organic and inorganic coatings, inhibitors,
environmental assisted cracking, new materials, electronics
and EMI corrosion, measurement techniques; sensors and
corrosion monitors, tribology, failure analysis, lessons
learned, and others of general interest. Heyvvrd.

Finally, I would like to conclude by expressing my sincere
thanks to Lee Biggs and Chris Dickey in helping prepare this
final manuscript for publication before the conference.,,
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FORWARD

The 1989 Tri-Service Corrosion Conference continues the
tradition of conferences held on this important topic by the
three services since the 601s. The purose of the conference
is to focus attention on the state-of-the-art, as well as the
research and development efforts of corrosion control of
military equipment within the Department of Defense. Both
DoD personnel and contractors must become more aware of the
cost, both in dollars and in readiness, the "corrosion tax"
is imposing on all aspects of our national defense.
Additionally the products, procedures and techniques of
corrosion control pioneered by the services can be of a more
general benefit to the nation in transitions to the private
sector. Thus, this conference endeavors to provide a forum
for exchange of the latest information to minimize the
ravages of corrosion to our national assets.

spE :rEc JOHN J. DE LUCCIA
I U, Manager, Aerospace Materials Division

Naval Air Development Center
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CORROSION ENGINEERING IN THE 90s

T.S. Lee
NACE

P.O. Box 218340
Houston, TX 77218 USA

ABSTRACT

Demands and opportunities face the entire engineering community as we
approach a new decade. This paper explores several areas where corrosion
engineers can focus their individual and collective attention to contribute to
society and to enhance their position in the technical community.

INTRODUCTION

Today the corrosion engineering profession faces a critical period but also we are presented with
an opportunity to positively influence the future. The time is critical because we have seen the
recent dismantling of research labs and customer technical service groups by some industries
with a resultant upheaval and early retirement of many senior professionals.

By contrast, however, there appears to be some growing evidence of recognition by public
officials and some industries that technology is important to the future economic health of
industrialized countries. This presents our profession with an opportunity to impact future
policy decisions and enhance the importance of the corrosion engineering profession.

We know that corrosion is important economically and represents a significant cost to an
industrialized nation. Based on the well known NBS-Battelle study conducted at the request of
US Congress in the mid 1970s, it is estimated that 3-5% of the US gross national product is the
annual cost of corrosion. This is an amount almost equivalent to the annual US federal budget
deficit in recent years and may indeed be just as difficult a cost to control in its entirety as
the deficit has proven to be. However, there is a component of this annual corrosion cost that
was estimated in the study to be avoidable through the proper application of existing technol-
ogy. Estimated at 15% of the annual cost, this represents almost $20 billion a year.

To realize these savings and to develop or refine the technology to properly control some of the
remaining 85% of the annual cost, we must have skilled and knowledgeable corrosion engineering
professionals properly influencing industry and government leaders in their policy decision
making.

This is not easily accomplished for two reasons. First, corrosion is not recognized as a specific
engineering discipline. The corrosion engineer is a unique individual who develops a special skill
which requires a working familiarity with many disciplines. The result is that corrosion
engineers do not have the recognized identity and influence that civil, mechanical, electrical, or
chemical engineers do. The second reason for the difficulty faced by corrosion engineers in

1



influencing policy is that our profession is rather inconspicuous when we are doing a good job
of corrosion control. It is very easy for the unenlightened to view corrosion control as an
avoidable cost when no material or system failures occur. The situation is somewhat analogous
to saving costs by eliminaing security at airports since hijacking incidents are no longer
commonplace. It is only with a disaster that the effective control techniqu';.s and personnel are
missed.

However, despite these difficulties, it is possible for corrosion professionals both as individuals,
and collectively through organizations such as NACE, to properly exert influence in an effective
manner.

ENGINEERING PRIORITIES

Before reviewing specific actions which can be taken, a review is in order of some items which
have been targeted by the American Association of Engineering Societies (AAES) as priority
issues(l) and which may help place the concerns of the corrosion engineering community in a
more global perspective.

A first priority of AAES is the comprehensive review of US technology policy undertaken by
The Committee on Science, Space and Technology of the US House of Representatives. This
study is intended to complement a similar recent policy report on the sciences and will cover
topics such as patent policy, intellectual property rights, antitrust laws, research, education, and
international competitiveness. This policy review is a promising step toward recognition of the
importance that a coherent national technology policy has on our national and international
economic well being.

As an example of the link between technology and economic strength, Congressman George
Brown of California in a speech to AAES (2) noted that economists have estimated that nearly 50
percent of the growth of the American economy in the last century was derived from new
technology. Even with technology serving as the biggest contributor to economic growth,
Congressman Brown marveled that the annual economic report by the Council of Economic
Advisors never mentions the impact of science and technology on economic policy.

To further elucidate the role of technology in fostering economic strength, Congressman Brown
referred to a National Academy of Sciences report which compared the US and Japan economies
in terms of technology investments. He reported that in Japan each manufacturing worker is
backed by $48,000 in technology and capital investment, in contrast to a $32,000 per worker
investment in the US. To achieve equivalency to Japan, it was estimated that an investment in
industrial plants and equipment of about $320 billion would be required for the 20 million
manufacturing workers in the US.

Brown also pointed out that, unfortunately, the disparity is growing rather than diminishing as
reflected by a report by the President's Commission on Industrial Competitiveness. This report
noted that from 1960 to 1982, Japan invested 32% of its GNP in fixed capital versus only a 10%
investment by the US. During that same period Japanese productivity increased an average of
5.9% annually versus only a nominal 1.2% annual increase in the US.
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With this potentially critical situation faced by the engineering community, there is a need to
assess our future ability to retain technological strength. Clearly, we are in an age of informa-
tion and technology that requires a highly skilled and well educated work force to retain a
competitive position. Thus, the AAES has identified engineering and science education as
another of its priority issues. The goal is to increase standards for elementary and secondary
education and to enhance emphasis on math, science and technology in schools. The importance
of these goals is very evident in a recent report by Dr. Erich Bloch,(3 ) the Director of the
National Science Foundation, in which he reviewed recent trends in education and demographics
as they reflect our ability to produce scientists and engineers to effectively handle future
technological needs.

Dr. Bloch noted that in the last decade, the employment of scientists and engineers increased
three times faster than total US employment and twice as fast as total professional employment.
He also noted that the total number of scientists and engineers engaged in research and
development increased by almost 60% from 1973 to 1985.

However, he observed !it over tle last 20 years there has been no increase in the proportion
of US scientists and engineers engaged in research and development. In contrast, other
industrialized countries are rapidly gaining in their research and development work force.
Japan, for example, in 1982 produced more engineers in absolute numbers than did the US with
only half the overall population total. Developing nations also are positioning themselves to be
more effective international competitors as evidenced by India's tenfold increase in scientists
and engineers in the last two decades.

These numbers reflect an apparent continuing need for educated and skilled scientists and
engineers, yet our trend in the universities has been in the opposite direction with science and
engineering degrees representing a smaller fraction of total degrees awarded by US colleges and
universities than was evident in the mid-60's.

Further, Dr. Bloch pointed out the increasing dependence that the US faces on foreign nationals
to provide necessary skills in some science and engineering disciplines. In recent years more
than half of the new engineering PhD's have been foreign nationals. Obviously, many of these
graduates remain in the US and make valuable contributions to research, education, and the
economy. However, it does reflect a recent trend of decreased interest of US students in
science and engineering and further reinforces the reality that the US is one of many increas-
ingly equal partners in the global technology base.

In light of this situation, what can we as corrosion engineering professionals do to positively
impact future developments? There are numerous possibilities but I would like to focus on the
four areas of communications, education, productivity, and globalization.

COMMUNICATIONS

First, we must communicate more effectively with different constituencies than we have tradi-
tionally. All too frequently, we as corrosion professionals talk only with our peers. However,
we must reach out and interact with other groups if we expect to influence decision making.
Some specific steps we can tke individually and collectively include making conscious attempts
to talk with management and financial personnel in industry and government to better educate
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them on matters related to corrosion control and materials. We should meet with civic groups
to better educate local civic leaders on the importance of materials and their performance in
hostile environments. We also should meet with other local societies and trade groups and
provide technical speakers on corrosion control at their local meetings and at national confer-
ences.

Your corrosion society, NACE, also should continue to participate with other engineering
societies in groups such as the Federation of Materials Societies where a collective voice can be
raised over materials policies. NACE also maintains contacts in Washington DC to provide
insights on opportunities for NACE members to contribute input on proposed government studies,
legislation, and regulations. Through this arrangement, it is hoped that NACE will better be
able to have appropriate representations from our membership on various advisory panels, which
will result in more technically enlightened government action.
All of these steps at communicating with different constituencies serve to elevate the visibility
of corrosion engineering. This can have only positive benefits to the profession and to society
in general since there are major issues facing the US and the world that involve materials
performance and corrosion and for which industry and government leaders and the general public
have a concern.

For example, economic considerations are dictating that many utilities and process industry
plants are operating beyond their original design lives. In many cases this is successfully
occurring due to effective corrosion monitoring and control. The result is that the public
benefits directly by lower costs through avoiding additional capital investments and by exper-
iencing a safe environment made possible by proper containment of potentially hazardous process
environments.

Another example of concern to the public is the situation with the nation's infrastructure. Our
highways, bridges, and municipal water and wastewater facilities have, in many cases, exceeded
their original design lives. Good corrosion control technology will play a key role in the
rehabilitation and rebuilding of much of this infrastructure. The public and government should
be made aware of this role since the overall effort will be of enormous economic impact to the
US--estimated at $400 billion to $3 trillion over the next 10 to 20 years.

EDUCATION

The second area where our profession can have a positive impact is in education. Individually
and collectively we can influence education programs to rejuvenate the sciences and engineering.

At a local level, each of us can become more involved with school boards and attempt to
establish a renewed emphasis on math and science. We can become more proactive with math
and science teachers in our junior and senior high schools and provide them with assistance in
lectures, field trips, and equipment. As individuals and through local NACE sections, we should
support these programs and help motivate young people to complete their schooling, to acquire a
proficiency in science and math, and to pursue careers in engineering or the sciences.

In parallel to these efforts, we also should encourage development of a proper balance of skills
to assure that well rounded engineers result with good communication skills and exposure to
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civics, politics, law, and economics. After all, these are critical survival skills for engineers in
today's society.

In the colleges and universities, an effective dialogue must develop between industry and the
educators to assure that students are provided with a proper balance of theoretical and practical
knowledge. It is in everyone's best interest for students to enter industry prepared to contri-
bute rather than requiring deprogramming and retraining.

We can impact this issue in at least three ways. First, by offering opportunities for students to
work in our industries on a "co-op" basis, we provide an invaluable training ground to the
student and hopefully provide equal benefit to industry. Second, interaction between corrosion
professionals and local university engineering students and educators fosters a critical dialogue
which can be sustained by involvement of students in student sections of professional societies
or in existing local sections. NACE members also can lend their support to university programs
through lectures, field trips, and donations of supplies and equipment. And third, as individuals
and through professional associations, we must redouble our efforts to integrate an undergradu-
ate corrosion and materials performance course in all engineering curricula. All engineering
graduates should have at least a rudimentary knowledge of corrosion for their ultimate cost
effective performance in industry.

Beyond the area of formal education, we must also recognize the value of continuing education
in this world of rapid technology advancement. To retain our competitive edge and to survive
technically, we must continue to pursue new knowledge through participation in special confer-
ences, through reading of technical journals and books, and through specialized education and
training courses. It is through professional associations like NACE that many of these contin-
uing education needs can be served.

PRODUCTIVITY

A third area which will impact the future role of the corrosion engineering profession is our
ability to enhance our productivity. This obviously is a difficult thing to quantify, but it has
been estimated in a number of surveys that technical professionals spend about one-half of their
time doing jobs that do not require the level of talent that the professional possesses. In
today's bottom-line business climate, it behooves us to maximize our contributions and somehow
increase our efficiency in use of our technical skills.

In this case, the answer is probably not to work harder but rather to work smarter. We must
efficiently use information sources available to us and apply the benefits of prior experience.
There are many traditional information sources such as periodicals, books, standards, and vendor
literature which are invaluable. Also critical is the network of peers with whom we consult and
with whom we work in various technical committees. The knowledge of who to call for help ii
often 90% of the battle of solving a materials problem in a timely and cost effective manner.

A final information tool of obvious increasing importance is computer software. Many packages
are available and NACE is actively developing a variety of computer tools for corrosion pro-
fessionals including personal computer application packages; an evaluated, comprehensive database
of materials performance information; expert systems software to aid the novice and experienced
corrosion professional; and text retrieval packages for convenient access to literature.
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GLOBALIZATION

The final area of which we should be increasingly conscious is the need to think on a global
scale. Our ability to function effectively while oblivious of international technology develop-
ments is in the past. We must recognize that there are indeed technological developments
overseas which can help all of us in our professional duties and we must effectively engage in
two-way dialogues with our international partners.

The US engineering community has traditionally paid little attention to foreign technical
literature while our US technical journals are regularly translated and eagerly read by our
overseas counterparts. We must reverse that trend and pay close attention to technical develop-
ments from outside the US.

NACE can aid in these efforts to broaden our international perspective through its functions as
an international professional association. With 20% of our membership, or about 3000 members,
residing outside of the US, we have a reasonable base from which to grow and further enhance
the proper two-way exchange of technology. This responsibility is recognized by NACE leader-
ship and is a high priority issue.

CONCLUSION

In summary, this paper has presented a few thoughts on how NACE corrosion engineering
professionals can become more visible partners in shaping the future of our society. There are
numerous other approaches and our collective and individual goal should be to pursue the
opportunities which present themselves and positively impact the future of the world in which
we live.
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CORROSION CONTROL AND PREVENTION ON
AGING COMMERCIAL AIRCRAFT

J. A. Marceau, Corrosion Control Specialist
The Boeing Company, Seattle, Washington

R. G. Caton, Manager Metals Unit,
The Boeing Company, Seattle, Washington

This paper describes types and causes of corrosion in aging
commercial aircraft. Areas of concern, corrosion detection
and prevention, design philosophy and preventive maintenance
will also be described.

INTRODUCTION

As commercial jet aircraft age, the normal signs of extended use are usually
wear and fatigue, both of which are predictable and repairable in a timely
manner to maintain airworthiness of the aircraft. Corrosion is another form
of deterioration which may occur, but one that is not predictable nor easily
detectable in many instances. Consequently, the insidious nature of corrosion
may degrade structure such that fail-safe and/or load carrying capability may
be lost unless the operator continually takes corrective action through a good
corrosion control program.

In the airline industry, economic and market conditions are resulting in the
use of airplanes beyond their original economic design life objective.
Because of this situation, Boeing initiated a program in July 1986 to assess
aging airplane structures and systems. Figure 1 shows the Boeing fleet status
as of September 1988 illustrating the number of airplanes of each model
approaching and exceeding their design objective. Over 70 airplanes which had
exceeded at least 75% of their economic design objective were surveyed. The
results of this survey were used to support actions necessary to ensure safe
and economic operation of aging airplanes and to promote improved design of
new airplanes. The presence of corrosion was one of the more significant
findings of this program and its severity varied considerably depending upon
the effectiveness of the operator's corrosion control program.

The following discussion is intended to provide an awareness of the many
facets of potential corrosion problems in commercial jet aircraft from their
design through their years of commercial service. It is a basic fact that the
structural materials available for aircraft design have a potential for
corrosion. Therefore, operators still must establish and maintain an
effective corrosion control program on new airplanes as well as the old.

CAUSES OF CORROSION

There are many contributing causes for corrosion in commercial aircraft as
shown in Figure 2. The process starts with the initial design. Corrosion
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prevention is influenced by the selection of materials, processes, finishes
and the details of the structural configuration. It is important to consider
not only the mechancial properties but also corrosion resistance properties
when selecting the optimum material for design and to develop a structural
configuration with good drainage, is well as the elimination of crevices in
corrosion prone areas by faying surface sealing.

The next potential source for corrosion problems lies in the manufacturing
process. Processing for the various finish systems is crucial because
protection of metal details is almost entirely dependent on the finishes
applied. The most important processing combination which influences corrosion
performance is the metal surface treatment and the organic (paint or adhesive)
primer applied afterwards. The system must offer the long term durability
needed to prevent separation of the organic material from that surface which
often may result in corrosion.

Once airplanes are in the hands of the operators many conditions exist which
may cause deterioration of the protective finishes, e.g., general use result-
ing in damage to the finishes, environmental conditions within the airplane
(for example from cargo), the aircraft operational environment (Figure 2),
accidental contamination (e.g., lavatory and galley spillage), and maintenance
practices.

These contributing causes of corrosion either create the water (electrolyte)
necessary for corrosion to occur or the condition for the electrolyte to be
trapped. Water will always be present in and around an operational airplane,
therefore, elimination of water sources (or electrolyte) is not possible and
other means of combating corrosion must be taken. The influence these
electrolytes have on potential corrosion problems is greatly influenced by the
operators corrosion control plan and his effectiveness in implementing such a
plan. One of the most significant observations from the Aging Fleet Survey
conducted by Boeing during 1987 and 1988, reference 1, was the effectiveness
of the operator's corrosion control program regardless of his geographic
locations or aircraft utilization. The following discussion on types of
corrosion, areas of concern, design philosophy, preventive maintenance and
detection is primarily based on the corrosion of aluminum alloys since these
alloys comprise approximately 80% of the aircraft structure.

TYPES OF CORROSION

Corrosion manifests itself in many different forms although there are only a
few basic mechanisms. Following is a brief description of some of the most
common forms seen in aicraft structure. Exfoliation corrosion and stress
corrosion cracking (SCC) are the two most destructive forms of corrosion
found. Stress corrosion cracking is a rapid stress and environmentally
induced reaction which follows the grain boundaries in a single plane for
aluminum causing rapid loss of load carrying capability. Exfoliation
corrosion follows grain boundaries of the metal alloy at a fairly rapid rate
but involves multiple planes causing a leaf like separation with very slow
corrosion of the grains themselves, Figure 3. This results in a rapid loss of
structure with relatively little loss of metal. General surface corosion,
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on the other hand, consumes metal at a relatively slow uniform rate over large
areas taking much longer to reduce the load carrying capability of the
structure. However, when general corrosion is allowed to proceed unchecked,
it can develop pits which then become stress risers allowing fatigue cracks to
develop in the structure.

Crevice corrosion is the most common form of corrosion found in airplanes and
occurs whenever water (electrolyte) is trapped between two confinements, e.g.,
under loose paint, a delaminated bondline, a poorly protected joint, to name a
few. It can occur either on a macro scale or a micro scale and can quickly
develop into pits or exfoliation, depending on the alloy involved.

Pitting corrosion is another form of crevice corrosion, where a localized area
starts corroding more rapidly than the surrounding area to form a pit. This
then becomes self-contained, like crevice corrosion, by creating its own
aggressive environment. Pits are generally not as destructive as exfoliation,
but quite often result in a stress riser which may reduce the fatigue life of
the part.

Filiform corrosion most commonly occurs under exterior decorative paints. It
is also a form of crevice corrosion, but takes on the appearance of little
filaments growing under the paint film, Figure 4. Filiform corrosion occurs
only when the relative humidity is between 65% and 95%. Normally it is an
aesthetic problem, but may develop into a structural problem if ignored
developing into pits and/or exfoliation corrosion.

Galvanic corrosion results when two galvanically dissimilar metals are
electrically connected in the presence of an electrolyte. This can occur on a
macro scale, e.g., stainless steel attached to aluminum, or on a micro scale,
e.g., an alloying constituent in an aluminum alloy forming a bimetallic
precipitate at the surface. The localized anode and cathode will cause
galvanic corrosion under the right conditions and subsequently develop into a
pit.

AREAS OF CONCERN

As a result of many years of service experience, plus information gained from
the aging fleet survey, certain areas present more problems because of their
function and location in the aircraft. The most common problem areas on older
aircraft have been floor structure under lavatories and galleys, Figure 5, and
around entry areas, Figure 6. The bilge always sees the worst environments,
so structure (e.g., stringers, frame shear ties, fittings and extrusions
against the skin) suffer.

Adhesive bonding of structure on early aircraft resulted in mixed performance
creating a major portion of skin related corrosion problems. Some early
aircraft have experienced delamination of these bonds. The reason some bonds
have delaminated was found to be a process deficiency of the metal surface
treatment not identifiable using technology available at the time the
processes were established by the aircraft industry. The problems have since
been corrected on aircraft manufactured since the mid-1970's and today Boeing

9



uses a phosphoric acid anodize process for all structural bonding. A
delaminated bond in the bilge, Figure 7, and a delaminated longitudinal lap
splice, Figure 8, will generally result in more severe corrosion because of a
more aggressive environment than a bond delamination in the interior of the
crown which by comparison is very mild environment, Figure 9.

Wing and empennage structure have had their share of corrosion problems also,
although to a much lesser degree than the fuselage. Bond delamination of
honeycomb sandwich trailing edge components has contributed to many of these
early problems. However, most problems have been in faying surfaces, most
commonly the spar buildup and of fittings.

Fittings in older model aircraft exhibited a high incidence of stress
corrosion cracking, primarily because of a materials problem. The aluminum
alloy used, 7079-T6, had excellent mechanical properties for many structural
applications. The phenomenon of stress corrosion cracking was known and
laboratory tests of this material were conducted in accelerated environments
to validate the use of this material. Based on these test results the
material appeared reasonable for use and was selected for design. However,
after exposure to airplane seriice environments, it was found that 7079-T6 was
more susceptible to real time exposure. Since then all aluminum alloys have
had extended seacoast SCC testing before being used.

DESIGN PHILOSOPHY FOR CORROSION PREVENTION

Many material compromises go into the design of an airplane and are based on
weight, cost, function and reliability. Aluminum and low alloy steels are the
two groups of metals most susceptible to corrosion problems. Therefore, the
first step in designing corrosion prevention into an airplane is to select the
alloys which are least prone to corrode and still meet the requirements of the
design, for instance, 7075-T6 aluminum alloy is susceptible to exfoliation
corrosion, whereas 7075-473 while it will not exfoliate does pit and suffers
a reduction in strength properties. A new heat treatment -T76 is much less
subject to exfoliation than the -T6 condition and gives good pitting
resistance while resulting in only a minor weight penalty.

Once the structtiril materials have been selected, there are basically four
additional design considerations which will significantly reduce corrosion
during the service life of the airplane. These are:

1. Effective drainage of all structure is vital to prevent entrapment of any
fluids. This may be accomplished by providing cross-drainage of fuselage
stringers allowing all liquids to effectively find their way into the
bilge where through hull drains are located. Wherever water can be
trapped, the design must provide for drainage pathways to the through
hull drains. Figure 10 shows the results of poor cross drainage. Good
drainage is particularly important with the new high recirculation air-
conditioning systems which increase the humidity level in the aircraft.
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2. The finish system is required to protect the metals. A system consists
of a specific surface treatment process and a specific paint compatible
with that surface. This results in an environmentally durable system
that won't chip, delaminate or otherwise form a crevice between the metal
surface and the paint.

3. The elimination of crevices in joints is required by faying surface
sealing all joints with a chromated polysulfide sealant in known
corrosion prone areas, e.g., skin/stringer/shear tie joints below
passenger floor, fittings, wing/empennage spar web to chord to skin
joints, wheel well structure and nonaluminum fastener installation.

4. Corrosion inhibiting compounds need to be applied in the final assealbly
of models to all corrosion prone areas of the structure, e.g., inside the
fuselage crown and lower lobe, pressure bulkheads, pressure deck, under
lavatories and galleys, wheel wells, wing/empennage cove areas, dry bays,
empennage torque box interiors and under fairings.

These are only the major considerations in designing corrosion prevention into
an airplane. Examples of corrosion improvements implemented into the
production of one of the Boeing models over the years is shown in Figure 11.
Today's aging fleet is represented by those airplanes manufactured over
15 years ago, whereas the newer designs of the 757/767/737-300, 400 and
500/747-400 models represent the bulk of corrosion improvements. Based on
today's knowledge of corrosion prevention, tomorrow's aging fleet should have
far fewer corrosion problems than those now being exp "enced.

PREVENTIVE MAINTENANCE

Airlines have become increasingly aware of the significance tieir maintenance
programs can have on corrosion. Operators can significantly reduce its
occurrence and severity by using a good corrosion prevention program. The
specifics of each individual operator's plan will differ depending on his
experience, maintenance program and operational environment. However,
corrosion is always a potential threat because of the many factors pointed out
in Figure 2. There are several significant factors which should be common
among operators because of their impact on corrosion control:

- Personnel training

- The continual use of corrosion inhibitors

- Planning for corrosion and factoring in the time to
clean up corrosion early during "C" and HMV checks

- Accessibility to the structure

Personnel training can be a significant impact on the repair of corrosion once
it is discovered. The restoration of a good, durable finish is very important
if recurrence of corrosion is to be eliminated. It is necessary to remove all
evidence of corrosion, treat the surface with an approved chemical (e.g.,
Alodine 1200) to produce a conversion coating (cleanliness is extremely
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critical to insure good paint primer adhesion) and apply one or two coats of
an approved corrosion inhibiting primer. Figure 12 shows an example of poor
surface treatment of a previously repaired stringer area. Application of a
corrosion inhibiting compound may have prevented the corrosion from reforming
or at least slowed it down significantly.

Washing exterior surfaces of an airplane will help reduce corrosion if done
intelligently. Washing will remove dirt deposits which are sites for
retaining water (electrolyte) which then can lead to corrosion. However, the
operator must understand that washing areas, e.g., wheel wells, landing gear
and wing cove areas, corrosion inhibitors previously applied will be removed
as well as some of the grease in lubricated joints. These areas are normally
washed less frequently than aerodynamic surfaces and, when washed, the
corrosion inhibitor must be reapplied followed by greasing all lubricated
joints. Avoid removal of materials such as grease and fay seals by high
pressure.

CORROSION DETECTION

Corrosion detection is most effectively achieved by visual inspection and
touching. The effectiveness of the inspector is entirely dependent on his
skill which is a function of his training, experience and knowledge of the
structure. A good inspector is like a detective. He not only looks for the
obvious and known problems, but is wary of possible new problem areas. Visual
inspection and touching accounts for more than 90% of detection. Equipment
necessary for visual inspection is relatively simple and consists of a flash-
light, long handle mirror, magnifying glass, plastic scraper for probing and
removing loose paint and work stands and ladders. Other methods include dye
penetrant, eddy current, ultrasonic and X-ray procedures for specific
appl ications.

All corrosion problems start out as small, seemingly insignficant problems.
The chipped paint around the fastener heads in a wing spar cove area present a
small prublem but, if ignored, may develop into a major/costly repair.

Corrosion in faying surfaces such as body skin lap splices, skin doublers,
skin stringers, wing spar chord/skin or webs are difficult to detect until
some additional evidence is apparent. Bulging of body skins between fasteners
is a telltale sign of corrosion in the joint. If not repaired in a timely
manner signficant structural degradation may occur; fastener heads may become
distressed or cracks in the skin may develop as shown in Figure 13. The
presence of blind fasteners in this example indicates that previously
distressed fasteners existed, but were replaced with blind fasteners. The
operator in this case failed to recognize and correct the basic source of the
problem.

A lack of easy accessibility to the structure sometimes results in corrosion
initiation without detection in its early stages. The stringer flange corro-
sion in the fuselage crown area, Figure 14, is often not found in its early
stages because airlines don't get into these areas very often. Since the
environment in the crown is rather benign, there has been less tendency to be
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concerned with corrosion compared to areas below the passenger floor.
However, an increase in interior crown corrosion incidences in older aircraft
was evident from the aging fleet survey.

The effectiveness of feeling as well as seeing is illustrated in Figure 15
where corrosion occurreu under a spar chord-to-wing skin joint. This could be
difficult to see unless the light and shadowing was right, but was easily
detectable by running a hand along the surface and feeling the discontinuity.

In some situations where a costly teardown would be necessary to gain
inspection access to the structure, eddy current, ultrasonic or X-ray may help
determine if significant corrosion exists. It should be noted that these
techniques have limitations in detecting corrosion, and their success is
highly dependent on the skill and training of the operator.

SUMMARY

Corrosion of aging airplanes is the combined effects of materials selection,
design, finishing, processing details, maintenance programs and operational
environments. Airplanes manufactured today are expected to have fewer
corrosion problems 20 years from now than the current aged fleet because of
significant design and corrosion protection improvements and the increased
awareness operators have of their role of preventive maintenance in corrosion
control. However, maintenance and corrosion control programs will still play
a major role in the control of corrosion as the airplanes age.

The most significant factors in controlling corrosion have been drainage,
sealing faying surfaces in corrosion prone areas, the finish systems used to
protect the metals, the liberal use of corrosion preventive compounds and a
good corrosion control maintenance program.

REFERENCE
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ACTIVE FLEET * AIRPLANES EXCEEDING
(TOTAL) ECONOMIC GIVEN % OF

INITIAL (TOTAL) DESIGN DESIGN OBJECTIVE
SERVICE NUMBER NUMBER LIFE

MODEL DATE OPERATORS AIRPLANES OBJECTIVE 75% 100%

707 Sep. 80 206 20,000 Flights 167 64
1958 (729) 60,000 Hours 148 52

20 Years 189 147
720 Jul. 6 12 30,000 Flights 12 5

1960 (153) 60,000 Hours 12 5
20 Years 12 12

727 Feb. 124 1,653 60,000 Flights 199 7
1964 (1,821) 50,000 Hours 825 389

20 Years 836 510
737 Feb. 128 1,503 75,000 Flights 61 1

1968 (1,567) 51,000 Hours 258 43
20 Years 296 69

747 Jan. 65 593 20,000 Flights ** 83 5
1970 (629) 60,000 Hours 225 73

20 Years 197 0

* Airplanes known to have flown during the past 12 months.

** Special design life objectives have been established for -SP and -SR
derivatives.

Figure 1. Fleet status of Boeing commercial jet airplanes for September 1988.

SContributing causes
of corrosion

[esign FkM F Maintenance
odeterioration , ,,,amlnatlonJ problem areas

-Poor din - Chippn Lavatory spillage - Neglect
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- Stress - Breakar round fasteners -Cherncal spils Poor corrosion control

-Oiskailaj netls - Abrasion - Mercury program or lack of
-Finish system Deposits Fire residues implementation
-Mamials selIecion -Age Poor training

Manufacturing Environmental Operational
proceslng Iconditions environment

-Metal finishig processes withn airplne Seacoast
- Bonding process -Conlesakon Tropical
"Training Animals - Humidity
- Assembly - Fish - Industrial

- Microbial growth

Figure 2. Contributing causes of corrosion.
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Figure 11. Corrosion improvements implemented on the
737 model and typical of others.

Figure 12. Corrosion of a previous Figure 13. Bulging of skin between
repair because of inadequate corro- fasteners due to corrosion causing
sion removal, poor surface treatment distressed fastener heads plus stress
or improper repair materials, corrosion cracking of the skin.
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Figure 14. Stringer flange corrosion in the crown of an aged airplane.

Figure 15. Slight lifting of spar chord due to corrosion
underneath which is not easily felt.
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PRESERVING UNSHELTERED EXHIBIT AIRCRAFt

Robert C. Mikesh
Senior Curator
Aeronautics Department

National Air and Space Museum
Smithsonian Institution
Washington, DC 20560

Abstract: This paper describes the problems of protecting
museum aircraft from corrosion resulting from outdoor
display environments. The approach adopted by the Swiss
Transport Museum is presented, together with a description
of other measures taken to extend the life of these aircraft
in order to preserve their technology. Recommendations are
made to show how other museums can adopt similar programs
for displaying aircraft in outdoor, corrosive environments.

We deplore it! We search for alternate solutions -- but in time, nearly
every air museum is faced with the realization that a large aircraft
essential to the collection may have to be exhibited outside the museum
building. This has only one advantage, and that is to save for study and
exhibit a particular aircraft that would otherwise be rejected and, in a
short time, cut up for scrap.

To collect and display selected aircraft is the purpose of air museums in the
first place. However, the disadvantages of exhibiting them outdoors become
overwhelming if the exhibit is not realistically planned in advance.

Recognizing and facing the problems at the very beginning, before accepting
an aircraft, are often obscured by the allure and excitement of acquiring the
magnificent airplane that is being offered. Within a few short years, the
wisdom of having accepted such a large aircraft that is beyond the capability
of the museum staff and volunteers to maintain is often questioned. As a
result, they must watch the elements overtake and produce a shabby,
rust-streaked aircraft exterior that has anything but a pleasing and inviting
appearance. Such airplanes soon become a liability to the museum, not an
asset.

There are solutions, if the problems are properly addressed in a methodical,
well-planned program for each aircraft. The cost can be high and much time
can be consumed, and this must be recognized early. Airplanes have never
been inexpensive, including those that cost the museum nothing to acquire.
So often it is not its initial cost to be considered, even when the airplane
is free, but the continual up-keep required to maintain and support them.
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One measure of the professionalism and maturity of a museum is how this
difficult problem is managed.

Perhaps only portions of the plan described here can be managed by most
museums, but at least this description will address the issues to be
considered. These actions divide into four distinct phases that can be
addressed separately in aircraft planning considerations. These phases
include the acceptance transactions, aircraft moving, exhibit positioning,
and reccurring maintenance. If each of these major phases is adequately
solved, the airplane and the museum have a chance at a long and pleasant
relationship.

One museum that has attained near perfection in outdoor preservation of an
aircraft is the Swiss Transport Museum in Luzern. The Museum acquired a
Convair 990 Coronado from Swissair in 1975 and moved it to the Museum
grounds. It was placed in the courtyard of the Museum, and even today it
looks as new as the day it arrived. The years of exposure to the country's
extreme seasonal temperatures and conditions show little effect because of
proper care. The air in luzern has a high content of carbon and sulfur
dioxides and nitrogen oxide, combined with high and low humidities depending
upon the time of year and wind direction.

Despite these problems, the Museum intended to have the airplane in an open
environment, flanked by some of the support equipment associated with
passenger transports, as aircraft of this size are seen. Had they elected to
house this airplane in a building, it would not have blended well with the
other buildings or the openness they desired. One can wonder, however, which
avenue, outdoor maintenance costs or building costs, would have been the
least expensive to follow. Based upon the experience gained by the Swiss
Transport Museum, here then, are some factors and guidance to consider before
acquiring an aircraft for outdoor exhibit.

The acceptance transaction is always the first issue to be considered, but
perhaps it is not always addressed with the museum's best interest in
perspective. If the airplane in question is an air transport being acquired
directly from a major airline, the problems can be less cumbersome than if it
is accepted after several users. Nevertheless, the benefits of enlisting the
help of an airline that once used the type as an active and supportive
sponsor, should be recognized by both the sponsoring company and the museum.
In the case of the Coronado, this airplane represents Swissair, the flag
carrier of Switzerland. The company was proud of this airplane and its
service, and now it has high visibility in the company colors and the bold
name on its fuselage that is seen by countless visitors to the museum.

It is essential to work out mutual agreements with the sponsoring company
early in the acceptance phase. Preparation and maintenance support can most
efficiently be done by the company rather than by the museum staff, which is
always limited in number. During this early, pre-acceptance phase, try to
work out a written agreement concerning periodic support that the company
will give to the airplane and the museum. Identify recurring work to be
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performed by the company. Set a time limit for this support, such as five
years. This would be much easier for its management to accept than an
open-ended agreement. If the museum exhibits this aircraft in that company's
markings, a satisfied company would probably renew its agreement rather than
see the airplane deteriorate with its name on it. Whenever possible, enlist
the help of the airline's maintenance facility to prepare the airplane before
it is delivered to the museum. The importance of this was not recognized
until after the Convair 990 was in place at the Sw:iss Museum. It then became
the responsibility of the airline technicians to accomplish the entire
project while working out of tool boxes in the open museum location. It was
estimated that sixty percent of the preparation work could have been done at
the maintenance facility under much easier, and Less costly, conditions.

The airline's maintenance facility is the best place to check for, and to
remove, corrosion. This is a must in any case in order to enhance the life
expectancy of the airplane, a task which the maintenance tacility is well
equipped to accomplish. Replacement with worn parts just because this
airplane will not fly after its ferry flight is false economy. Those parts
will not last as long, so their purpose is defeated. The airplane should be
delivered in first-class condition, as the airline wishes it to represent its
company.

The interior can be brought up to exhibit standards and configuration while
at the maintenance facility. This is important if museum visitors will be
permitted to enter the cabin, especially since this is an important feature
in the preservation of air transports. While some museums have resorted to
placing plexiglass walls along the aisle to keep visitors away from seats,
this portrays a false, confining interior. Much depends upon the museum's
location and its visitors, but a more aesthetically pleasing method is to
have heavy clear mylar covers for the seats along the aisle to protect them
from hands as visitors move through the cabin. These protective covers will
not last indefinitely, so a continuing source for replacements must be
available.

Other work to be done at the maintenance facility will become evident,
depending upon the aircraft type. The next phase, aircraft moving will be a
problem that can only be addressed on an individual basis, but exhibit
placement is a factor needing considerable pre-planning. A major reason for
the Swiss Museum's continuing success in preserving the Coronado is that
ground support equipment is close at hand and has been dedicated to it. Not
visible to visitors is an underground room below the airplane, hidden beneath
the surface of the exhibit grounds. An air conditioner with a 500 cu/m/hr
capacity is in this well lighted and ventilated basement. The outlet for
this unit is connected unobtrusively to the airplane at the normal connecting
point for a g3round equipment air conditioni ng unit . This permaiient
Lnslilation maiit(tns the aircraft cabin between 18 to 20 degrees C (65 to
69 degrees F).

This feature not only makes it pleasant for visitors walking through the
museum aircraft, especially on a hot summer day, but is important for other
reasons as well. During the hours that the cabin doors are closed and air
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flow is restricted, the exhausted air is forced through the structural parts
of the airplane, i.e. wings and fuel systems, cabin wall interiors, lower
fuselage cargo compartment, empennage, etc. With the Coronado, the fuel
purge-and-dump system is used to direct low humidity air through the fuel
cells and wing structure. Openings were made through closed parts of the
structure to allow this gentle passage of air to take place. As a result,
daily condensation and damaging moisture is prevented at all points of the
structure's interior by the flow of cool dry air.

Also contained in the basement below the aircraft is a heavy duty air
compressor. When maintenance work requires compressed air, which is often
needed with any aircraft, the source is readily available. Concealed in this
way, the resounding noise that the air compressor generates is muffled and
therefore not offensive to museum visitors, and is certainly less tiring for
technicians working on the aircraft.

While considering these major expense items for the well-being of the
airplane, a water line to the aircraft site should be included. An airplane
needs exterior washing frequently to keep it in exhibitable condition;
therefore, the convenience of available water should be addressed early in
the planning phase.

Where and how to locate the airplane is more of an exhibits design function,
but other factors should be considered as well. When making this selection,
it should be looked upon as a permanent fixture. Placement of the
underground support equipment for an aircraft, for example, is a major
consideration. This might be determined by the predicted direction of strong
winds. Pointing the nose into the wind is normal in positioning aircraft,
but if wind is not a factor, consider the direction of sun exposure.
Sunlight has a damaging effect upon the outside finish of an aircraft, and
will effect one side more than the other. The angle at which the aircraft
will generally be viewed by visitors may warrant some inflexibility in
positioning.

How an aircraft rests on its landing gear should be an important element for
special attention. While viewed at distances that outdoor exhibits can
provide, an airplane does not look right if the landing gear strut travel is
bottomed out, or worse if one or more Lires are flat. The best solution is
to place a sparer within each landing gear strut that will support the weight
of the aircraft and maintain proper strut extension. Make certain not to
insert a material that will rust or corrode and therefore cause damage. A
correctly sized phenolic bar insert would be best, but a properly treated
metal bar that will not rust would suffice. To disassemble a landing gear
strut is a heavy equipment operation, and to avoid this, some museums
fabricate a split collar to go around the strut extension. This is the next
best solution, but the strut does not look normal when viewed closely, and
the sleeve can damage the sliding surface of the strut over time.

Landing gear jacks are essential for taking the weight of the aircraft off
the tires. These must be custom made for the height of the jack support
point of the strut, allowing about one inch of tire-to-ground clearance. If
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securely anchored, these jacks can also serve as points at which to secure
the airplane to the ground. This avoids the ugliness of tie-down cables.
Once in place, this all but eliminates the endless need to re-inflate tires
as their air slowly seeps away.

Some museums prefer to mount an aircraft in some attitude other than as it
would normally rest on the ground. This introduces a new set of problems.
An example is the Douglas DC-3 at the Swiss Transport Museum. The designers
of this airplane took into account that while at rest, rain water would
surely seep into the aircraft in varying degrees, and they provided water
drain holes at low points throughout the structure. With the aircraft
mounted at a level flight attitude, for example, moisture pools appeared in
unexpected places and new avenues for water to escape had to be created.

With the airplane established on the museum grounds, the recurring
maintenance phase begins by preparing the exterior to endure the rigors of
outdoor exposure in the years ahead. Again, the technicians of Swissair are
to be complimented for mastering the many problems encountered. Following
their plan, once the airplane is initially prepared, a periodic process of
attacking certain areas of the aircraft surface in greatest need of attention
begins. The side facing the sun will require the most repeated attention.
For the Coronado, Max Widmer from the Swissair Technical Department has all
but taken this reccurring project as a personal undertaking. It shows by his
workmanship. Each spring, at the end of Switzerland's winter snow, Widmer
and an assistant depart the airline maintenance facility in Zurich for a ten-
to fifteen-week stay at Luzern. Their time is devoted to accomplishing many
things that would have been best accomplished originally at the maintenance
facility and, more visibly, with working on areas of the aircraft needing
painting or repairs. What they cannot accomplish in this time must be left
until the following year. Nevertheless, this ongoing maintenance program is
rigorously followed, and the excellent condition of the airplane shows this.

Max Widmer has a simple and logical checklist for these functions which he
can recite from memory. This forms the basis for any portion of the airplane
being worked on.

1. Clean by generally washing the airplane.
2. Remove any corrosion.
3. Paint inside surfaces with primer (the National Air and Space

Museum, on the other hand, recommends a clear coating if not
painted originally by the factory) and paint outside surfaces
with appropriate color.

4. Apply corrosion prevention material on the inside of the structure.
5. Clear all cracks and crevasses that are not securely filled, and

seal all skin-line seams on the top and sides of the structure,
leaving lower seams open.

6. Ventilate structure where possible.
7. Inspect from time to time and prevent damage before it occurs.
8. Repair as needed.

Understanding most of these steps is rather straightforward, but some need
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further explanation. This airplane is washed religiously twice a year, in
the spring and fall. Natural rain will not handle the situation as well as
it used to in earlier years. Not all the unsightly rust stains will wash
off. To prevent them from recurring, steel items which cause rust stains are
removed. Where possible on the Coronado, steel fasteners have been replaced
with titanium hardware of the type used on Swissair DC-10s. When suitable
replacement items cannot be found, the fasteners are removed and sandblasted
for rust removal. This is followed by a normal galvanic treatment such as
cadmium plating. Uncoated steel parts are coated the same day after cleaning
with NOVEROX, a rust converter primer (Material Note 1). Otherwise they
would begin rusting overnight in Switzerland's humid night air, which is not
unlike conditions at many places in the United States. When installed they
are coated with a wet, putty-like material, PR1422B2 (Material Note 2), which
seals them in place and prevents water entry under the taper screw head and
threads. Residue is removed with acetone and a cotton towel. The heads are
painted again to match the surrounding area, which is normally covered using
a paint roller. Cross point screw slots that are missed are paint-filled
with a small brush. This material does not permanently fix the screws in
place, for they can be removed. All this is painstakingly time consuming
work, but the results are gratifying.

To help cut down on water streak lines on the lower surfaces of the aircraft
structure, an area easily examined by visitors, artificial dams made with
aluminum tape have been strategically placed. Rather than having a run of
water go the entire length of a surface, leaving a telltale streak, the tape
causes water to drip off at the point of contact. This is also used to
divert water and its associated streaks so that it will drop from the lower
surface of the aircraft at an earlier point.

Any access panels within the area worked on are opened for interior
inspection. After corrections are made, a coating of LPS3 is sprayed over
the interior (Note 3). This product is recommended by Boeing as a
preservative for the interior of aircraft structures. There are other
products that can be obtained for this purpose, such as Bilstein R-2000 (Note
4). These materials have a property which neutralizes electrolysis action,
or provides a thin self-healing coating that displaces moisture for the
prevention of corrosion. They can be expected to last from three to five
years. LPS3 remaining on outer surfaces or closing edges must be removed
before the access panels are closed. Since this material creeps very well,
as it is designed to do, it would otherwise serve as a barrier preventing
sealing these edges.

Properly sealing the upper and side surfaces of the aircraft from water is of
prime importance. Not only does this prevent trapped moisture from causing
corrosion and related deterioration, it also prevents water streaks from
entering skin openings. This is a laborious, but rewarding, operation.

First, the skin mating line is cleaned, using a tow-scraper to loosen
embedded dirt and deteriorated caulking material. Then it is cleared with
air pressure from the air compressor previously described. When cleaned and
dried, both sides of the seam are masked with masking tape, right at the
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edge. Using a caulking gun, sealer such as PR1422B2 (Note 2) is forced into
the crevice. A putty knife (a steel rod, of 1/4 to 3/8 inch diameter, bent
to a spoon-like profile), or a more suitable trowel, smooths the seam
surface, and the masking tape is then removed. What is seen just within the
skin line is a very fine black line (white or other colors are available)
that detracts in no way from the aesthetic appearance of the airplane.
Initially this can be slow work, but in the case of the Coronado, Widmer and
his helper Fritz Zaugg sealed 110 windows of this aircraft in four days.
Once finished, it gives a crisp appearance, and also keeps water stain lines
from reappearing under window frames after the stains have been removed.

Upper skin lines often overlap the lower surface. These must not be
overlooked since, through capillary attraction, water does run uphill. To
prevent moisture from entering these seams, they must be filled and smoothed
as well. By masking the seam edge to be filled, the fill-line need not be
any wider than one-and-one-half times the thickness of the lapped skin edge
itself. Filled seams of this type, using the material described, can last
from six to ten years. But since climate conditions vary, they must be
inspected at least annually for cracking and tightness.

Some cracks cannot be filled with putty, such as gaps between flaps,
ailerons, and spoilers on the wing, and between the elevator and the
horizontal stabilizer. These are bridged with 3M aluminum tape in widths of
1 inch, 2 inches, 3 inches, and 120 mm. One-inch aluminum tape is also used
to close gaps around h&-hes and removable access panels, such as cowlings.
This is applied like roof tiles, starting at the lowest edges and the next
applied tape overlapping the lower one, and so on. Once all the areas are
sealed, a final one-inch save-tape prevents the upper-most seal tape from
being forced away by ice and snow as it slides down the wings, stabilizer,
and engine cowlings. Tape ends are always smoothly cut with scissors, and
all tapes are pressed into place with plastic-smoothers.

Normally, this tape will last for one year through the Swiss seasons, but the
operation moves quickly once the skill of application is learned. It is
essential that earlier tape residue is completely removed with white-spirit,
nylon brush, and cotton cloth, and then degreased with acetone or
chloroethene, before new tape is applied. The residue must be removed
carefully and not accidentallly distributed over the adjacent area. This is
confirmed with the bare hand, for if residue remains on the aircraft skin,
the surface feels sticky. This prevents corrosion and improves the adhesive
qualities of new tape.

Repainting is a routine process and must be done for appearance's sake,
before it is needed. While red is an exciting color on almost any vehicle,
it is the most difficult color to maintain. In the case of the Swissair
Coronado, the red fuselage stripe on the southern side needed repainting
after three years because of white paint run-off that would not wash off. On
the shaded side, the same red paint has been in place for ten years and is
still in good condition. This illustrates that, by concentrating on selected
sections of the aircraft exterior rather than the nearly impossible task of
addressing the entire airframe while at the museum, no more than necessary
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work need be undertaken.

The unpainted skin on the Coronado is taking on a leadened appearance rather
than the once shiny aluminum surface. Good results were obtained over a test
section of the fuselage on the shaded side. This test area was prepared by
first applying an acid treatment to the metal skin, then treated with Flex
Coat (Note 5), followed by Metaflex FCR Wash-Primer (Note 6) and Aerodur
Primer S15/90 (Note 7). The final coatings consisted of Aerodur C12/100
(Note 8) and Aerodur Clear Coat UVR (Note 9) applied with a spray gun. This
is a clear polyurethane lacquer. When conditions prevent spraying, a paint
roller has been used. From ,lose-up inspection, rolling gives an uneven
surface, somewhat like that of an orange skin, but it is not noticeable at
any normal viewing distance. Max Widmer refers to this clear coated surface
as the "wet look." At this point, it is noted that the glossy surface
requires more frequent washing than bare metal, but the improved appearance
makes it worth the effort.

Sun radiatin- through windows is another consideration, especially for
cockpits, with their larger glassed areas. It is best to totally paint the
windows to keep the temperature lower for the interior aircraft components.
However, this gives a very artificial appearance. A reflective, yet
transparent, window tint film has been applied to the cockpit windows of the
Swiss Transport Museum's Coronado 990 and DC-3. Widmer reports a marked
reduction of heat in the un-air-conditioned DC-3 cockpit after the window
film was applied, from an average 55 degrees C (132 F) to 35 degrees C (95 F)
over a one-week period.

The main problem with applying window tint film to aircraft windows is that
it will not adhere as well to these acrylic surfaces as it will to auto
glass, for which it was designed and is marketed. It will adhere to aircraft
windows initially, but over time it will begin to bubble because of the
breathing qualities of acrylic surfaces used for aircraft windows. Where the
situation warrants, remove the window frame and place the tint film, cut to
extend beyond the window area, on the window surface, without removing the
clear adhesive barrier. Reinstall the window frame, which now holds the film
in place. As an alternate method, adhesive tape has been used to hold the
film in place, but it releases the film over time because of the heat and the
smooth film surface.

There are three or more types of reflective film available through auto
window tinting companies. Of the Matico window tint films on the market, the
most reflective mirror-like finish prevents 79 percent of the sun's heat from
passing through. This is the best, but it gives an unnatural appearance.
For automobiles, RG-210, an almost black film through which the car occupants
cannot even be seen, reflects 75 percent of the heat. The best appearing
film is RG-321, described as smoke or gray. It reflects 71 percent of the
heat. A combination'of these films might be used, such as black for covering
cabin windows where light is seldom seen from ground level through the cabin,
and gray for cockpit windows which often show light from the opposite side.
This material costs approximately $1.25 per square foot. Although expensive,
there is not all that much window area in an airplane and the benefits gained
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through heat reduction would be appreciable.

The visible results of the many phases of preserving the Swiss Transport
Museum's Coronado, which have been in place since 1975, are impressive, to
say the least. But all good things must come to an end sometime, and when
that end will come remains to be seen. Dr. Alfred Waldis, President of the
Swiss Transport Museum when the Coronado was accepted, was asked when he
would expect that the maintenance of this airplane would be overtaken by
outdoor deterioration. He replied that he would be satisfied if this
airplane could serve as an exhibit for a period of thirty-five to fifty
years. To do so would make all this effort worth while. After that time, a
newer generation airplane would be worthy of this exhibit location. With the
removal of the 990, the cockpit and other technical components may be
retained as separate, and more easily managed, indoor exhibit items.

"This is not a bright future for such an airplane when other museums plan in
terms of hundreds of years," according to Waldis. "But this is better than
other alternatives, such as letting it deteriorate at its own natural rate or
not having the airplane at all."

Materials:

Note 1.
Rust converter primer

NOVEROX
SFS Stadler Inc.
Building 1, Box 9392
McArther Road, Route 183
Reading, Pennsylvania 19605

Note 2.
Airplane putty as PR1422 types

Product Research & Chemical Corporation
Burbank, California

or
410 Jersey Ave
Glouchester City, New Jersey 08030

PR1422B2 = thick viscosity, 2-hours working time
PR1422B1/2 = thick viscosity, I hour working time
PR1422A2 = thin viscosity, 2-hour working time
PR1422A1/2 = thin viscosity, hour working time
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Note 3.
LPS3 conforms to MIL-Spec. C23411, C16173D, SAE AMS-3066
Boeing Material Standard 3-23D

LPS-Research Laboratories Inc.
4647 Hugh Howell Road
Tucker, Georgia 30084

(404) 934 7800

Note 4.
Bilstein R-2000 Anti-Rust Compound

S.E. Waxoyl
6001 F Georgia Ave.
West Palm Beach, Florida 33405

Note 5.
Flex Coat for surface preparation.

B & B Chemical Company Inc.
Miami, Florida 33266-0796

Telex 51-4794

Note 6.
Metaflex is a European product. Equivalent to

PPG Industries DX1791/1792

PPG Industries
19699 Progress Drive
Strongsville, Ohio 44136

Note 7.
Aerodur is a European product. Primer S15/90 is equivalent to

PPG Industries DPU 35/301
(See address above)

Note 8.
Aerodur C12/100 is equivalent to

PPG Industries Durethane

Note 9.
Aerodur Clear Coat UVR is equivalent to

Ditzler Delclear

Ditzler Automotive Finishes
P.O. Box 5090
Seven Oaks Station
Detroit, Michigan 48235
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CONVAIR 990 CORONADO has been on outdoor exhibit at the Swiss
Transport Museum in luzern since 1975. Having had proper care
over the years, it is a handsome center-piece in its normal
setting. Condition and appearance remain near perfect.

TEST PANEL of outer skin has been coated with polyurethane
lacquer to test iLs protective quality. This has proven
successful and also gives a like-new appearance. Unprotected
areas to the left and right show water streaks more readily.
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SEALING MATERIAL (black caulking) has been used to fill all
seams that would allow water to enter the structure. Steel
screws in this engine pylon have been freed of rust and coated
with a putty-like material for a tight, waterproof seal.

POOLING OF WATER is prevented by this build-up of black sealing
compound where an external wing spar stiffener would otherwise
prevent water runoff. Note aluminum sealin3 tape at left which
covers the gap between the wing and the landing flap.
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MICROENCAPSULATED DNBM QUATERNARY AMMONIUM
CORROSION INHIBITORS

L. J. Bailin
Research & Development Division

Lockheed Missile & Space Company, Inc.
Palo Alto, CA 94304-1191

and

V. S. Agarwala
Naval Air Development Center
Warminster, PA 18974-5000

ABSTRACT

The microencapsulation of kilogram quantities of
DNBM (dichromate, nitrite, borate, and molybdate)
quaternary ammonium corrosion inhibitors for use
in anticorrosion primers, paints, and polymers has
been performed by spray drying an oil-in-water
emulsion of the DNBM in aqueous methyl cellulose.
An organosilane, methyltrimethoxy silane, was
applied to render the shells impermeable to the
solvents in the test formulation during cure. The
microcapsules produced were principally in the
5-50 pm particle size range. The capsules contain
up to 78% core (payload), and increased levels to
85-90% are expected during scale-up: The inhibitor
DNBM was developed to retard corrosion fatigue
and stress corrosion cracking, as well as general
corrosion, in high strength steels and aluminum
alloys. The test results for the materials in varied
configurations have be *n presented.

INTRODUCTION

The catastrophic damage that is caused by environmentally
related failures of naval aircraft parts made from high
strength steel and aluminum alloy has long been recognized as
a major material problem. Several compounds in combination
that have been successful in retarding corrosion fatigue and
stress corrosion cracking in these materials are described in
a recent report on corrosion inhibition of aerospace
components in naval environments (1). The inhibitors are
abbreviated DMBM, which is an acronym for a dark brown, high
viscosity, 100 percent mixture of neat quaternary ammonium
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dichromate, nitrite, borate, and molybdate. The functional
properties of these compounds are:
a) Inhibition of moisture entry at a crack tip, thereby

inhibitinq corrosion;
b) Modification of the interfacial chemistry, wherein atomic

hydrogen is removed rapidly, thereby impeding its entry
into the metal;

c) Creation of a chemical barrier (passive film) at the crack
surface; and

d) Maintenance of a uniform pH at the crack tip by means of
buffer reactions.

EXPERIMENTAL AND RESULTS

p= M Development
The D, N, and M inhibitors have been prepared in kilogram
quantities by double exchange reactions of a quaternary
ammonium methylsulfate with alkali metal dichromate, nitrite,
and dimolybdate salts. The borate quaternary was commercially
available in development quantities. The choice of the
sulfate salt as a starting material rather than the chloride
quaternary was based on the desirability to maintain chloride
levels as low as possible. A block diagram of the dichromate
synthesis is shown in Figure 1.

The current DNBM mixture is prepared by adding equal molar
quantities of Cr20 7 , MoO-, N02-, and B 07 as quaternary
ammonium salts to aromatic or aliphatic sofvents, followed by
solvent evaporation in a vacuum oven at 70-800 C. In the
Sresence of toluene, reduction of Cr(VI) to Cr(III) can occur
n bright light to form benzoic acid, benzaldehyde, and

benzyl alcohol, as detected in the illuminated solution by
GC-MS, and is illustrative of the oxidative activity of the
dichromate quaternary salt. Of direct consequence to the
performance of the inhibitor are the following observations:
a) The salt is insoluble in distilled (ion free) water;
b) The addition of quaternary starting material does not

cause any change in solubilization in distilled water; and
c) The addition of aqueous sodium chloride or other water

soluble ions causes an orange color, Cr(VI), to appear.

This evidence supports the concept of reversibility of
exchange equilibria, as well as the integrity of the
quaternary functionality as shown in Figure 1. The probable
mechanism for DNBM corrosion inhibition is therefore release
of the inorganic inhibitor anions in the presence of
seawater, which, under adverse conditions, will make its way
to the substrate that is to be protected. In addition to the
dissociation reactions, there will form free quaternary
ammonium cations that can act as a barrier at aluminum or
steel substrates. Non-dissociated DNBM can also serve as a
barrier film. Information on the pH of DNBM mixtures in
seawater has been reported elsewhere (2).
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Packaging of DMBM for Primer Application
The purposes of packaging DNBM into microcapsules are quite
specific. The DMBM inhibitor must be prevented fromcontacting the solvents of the epoxy or other polymer systems

with which it is formulated. The DMBM mixture is thereby
held in reserve in the primer coat such that when called for,
e.g., as the result of environmental effects, the mixture is
released into the damaged area. At the same time, the shell
of the microcapsule must be sufficiently hydrophilic and
susceptible to Cl- such that when seawater penetrates the
primer, the shell will allow passage of salt water, thereby
releasing the DNBM inhibitor from the capsules. Since the
capsule shell characteristics must be controlled, a shell
surface treatment is necessary to accommodate the different
penetration/ release rates required of the microcapsules. The
criteria used for selection of the microcapsule shell
polymers are:
a) Insoluble in coating solvents;
b) Non-reactive with DNBM or coating components;
c) Well-established polymer properties; and
d) Amenable to commercial formulation and production with

the DNBM.

The principal solvents that are used in epoxy polyamide
coatings, for example, are general solvents. These include
methyl ethyl ketone, isopropyl alcohol, isobutyl alcohol,
butyl cellosolve, and cellosolve acetate. The MIL-T-81772,
Type II (epoxy) diluent contains methyl ethyl ketone, methyl
isobutyl ketone, and ethylene glycol monoethyl ether or
propylene glycol monomethyl ether. The coating polymers that
are insoluble in these solvents and that are also water
soluble/dispersible belong to the family of cellulose ethers.
Of these, methyl cellulose and hydroxypropyl methylcellulose
were the principal test candidates. Polyvinyl alcohols,
derived from hydrolyzed polyvinyl acetate, have similar
properties and were also included.

Microencapsulation Process
The basic microencapsulation process involves several steps,
and are described as follows for the DNBM-cellulose ether
system. The initial step is formation of a stable oil-in-
water emulsion of DNBM in an aqueous colloidal solution of
the cellulose ether. Methyl cellulose is first dissolved in
deionized water to form a stable colloidal solution. Next,
core material is added, and high shear high speed mixing is
applied to disperse the DNBM. It was noted experimentally
that excess ionic salt impurities (e.g. chloride, sulfate,
acetate, etc.) in the polymer materials, particularly the
polyvinyl alcohols, were detrimental to the stability of the
emulsions; this was observed when the DNBM mixture, reacting
prematurely with the impurities, produced yellow-colored
aqueous solutions of Cr(VI) ion with a corresponding loss in
stability of the colloid.
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The success of the microencapsulation step depended largely
on the stability of the micro-emulsion. An example of the
emulsification step is given as follows; in this instance,
the quaternary ammonium dichromate was used to test the
stability of the emulsion in a laboratory run:

To 500 mL of a 5% methyl cellulose colloidal solution, 29%
(based on weight of total solids) quaternary ammonium
dichromate salt was added. The weight of "D" was 10.0 7.
The dispersion was prepared under shear at -18,000 rpm in a
commercial Oster blender. After 10 minute mixing, during
which the temperature of the mixture increased to approx.
700 C, the dispersion was centrifuged to separate the foam
from the liquid phase. The size of the emulsion particles
was between 1 and 20 pm, and remained constant without
settling or agglomerating for over four weeks. To prepare
large quantities of the emulsion, a Gifford-Wood homogenizer
was used to prepare multiqallon quantities of DNBM foam-free
colloid in which the particlesizes were somewhat larger than
that produced in the laboratory unit.

The objective at this juncture was to separate the water
layer from the colloid dispersion. Following preliminary
coacervation and phase separation experiments, which were
only partially successful (cf. Reference 3), spray drying
techniques were applied. These were found to provide
reproducible results under defined conditions of nozzle size,
flow rate, core content, and concentration of the shell
polymer. Initially, a laboratory spray dryer was utilized to
show feasibility. Following the success of these trials, an
Anhydro spray dryer was used to prepare the microcapsules;
this is shown in Figure 2. Following a multiplicity of runs,
the range of particle sizes obtained was 5-50 pm, with a few
capsules as large as 100 pm. In order to compress the range
to 20-45 pm for compatibility with current epoxy and poly-
urethane formulations, air classification will be used for
control in future runs. In a recent series from the Anhydro
dryer, the following conditions were applied, which are
typical of the process:

Nozzle size 0.120 in. (3 mm)
Feed rate 65 g/min
Atomizing air 40 psi
Inlet temperature 190-2000 C
Outlet temperature 100-ii00 C
Yield (recovery) 53%

The microcapsules were examined for their size and roundness
by scanning electron microscopy as shown in Figure 3. Their
payload was analyzed for chemical content through atomic
absorption analysis and compared with the initial Cr and Mo
concentrations for the starting DNBM. The results are
reported in Table 1. Based on dry weight correction, the
average payload of microcapsules was found to be 78.6% DNBM.
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Centrifugal Atomization

Pneumatic Nozzle Atomization
Flow Diagram

Figure 2. The schematic / flow diagram of Anhydro spray dryer

Table 1. The chemical analysis of microcapsule core
for DNBM content (payload)

*Core Load
Sample %Cr %Mo %H20 %DNBM (Calc from)

------ +-------------------------------------------------------
Neet DNBM
11048-29 2.44 4.19 ---

Microcaps. 1.76 3.08 7.32 77.8 (Cr data)
8-530 79.3 (Mo data)

MicrocaDsule Surface Treatments
To prevent uncontrolled diffusion of the primer/coating
solvents through the methylcellulose shell of the micro-
capsules during paint formulation, a means to treat the shell
surface was developed. Alkoxy silanes were applied by a
vapor deposition process. Satisfactory solvent hold-out was
achieved when the treated microcapsules were mixed with the
epoxy diluent used to formulate commercial MIL-P-23377 epoxy
polyamide coatings. The process involves exhausting the
silane by means of a low vacuum, 10-100 Torr, through the
capsules contained on a stainless steel screen. The liquid
silane is contained below the screen in a reservoir, and the
excess unreacted silane is trapped in front of the mechanical
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FIGURE 3. SEM PHOTOGRAPHS OF MICROCAPSULES CONTAINING 76%

CORE LOAD OF DNBM.
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pump using liquid nitrogen. After 2-3 hours of contact
in which the silane reacts principally with the absorbed
moisture on the surface of the capsules, the reactor is
opened to air and allowed to further hydrolyze overnight.
The product is then sieved through a 240 mesh screen to
break up agglomerates. The principal silanes evaluated were
methytrimethoxysilane, hexamethyldisilazane, and trimethyl-
methoxysilane. Of the series, the first candidate was most
successful in achieving a solvent resistant barrier.

The silanized capsules were then used for laboratory
preparation and evaluation in the epoxy polyamide coatings.
However, because of particle-to-particle contact durin the
silanization process, which results in incomplete coating of
the microcapsules, a series of three separate treatments were
required for the laboratory process. A simplified single-
stage method was therefore required for use in scale-up. The
method that was designed utilizes a twin shell blender (or
dual cone blender) that maintains the microcapsules in
continuous motion during the silane contact period. The
silane is introduced as a gas via an inert gas bubbler
through the intensifier bar into the blender which also
rotates at a controlled rate, see Figure 4. This is a
standard process for treating powders with liquids and gases.

Because of the residual water present on the microcapsules
following the spray dry process, the resultant powder is
always strongly flocculated. To change the properties of the
capsules to a dispersed state, a fumed silica commodity was
added. The addition resulted in a significant fluid-like
change in flow properties such that the powder will be able
to be airclassified efficiently as well as treated uniformly
in the twin-shell blender. To test the compatibility of the
fumed silica addition, it was determined experimentally that
the presence of the silica did not adversely change the
reaction of the silane with the microcapsules that contained
the SiO 2.

DNBM in Epoxy Polvamide Primer
To establish the effectiveness of DNBM as a general corrosion
inhibitor a base-line test was designed using neat DNBM
(100%) directly on steel surfaces. The DNBM mixture was
spray applied from a solvent solution in toluene onto 1010
steel panels that had been sand blasted to white metal. The
calculated weight of DNBM was based on the amount of
microcapsules that was designed to take the place, weight for
weight, of the strontium chromate in the MIL-P-23377 epoxy
polyamide primer. For a 4 in x 6 in x 1/8 in 1010 steel
panel, 0.3 - 0.4 g DNBM was deposited directly onto the bare
steel surfaces, which was followed after evaporation of the
solvent, by deposition of both chromate-free and chromate-
containing epoxy layers. A similar quantity of methyl
sulfate quaternary (starting material for the DNBM quaternary
salts) was also deposited to serve as controls. Clear epoxy
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PANEL 74 - 1000 HOURS

MINUS
SrCrO4

PANEL 77 -1000 HOURS

Mil-P-23377

FIGURE 5a. SALT SPRAY EXPOSED PANELS OF 1010 STEEL COATED
WITH MULTILAYERS OF DNBM/EPOXY. [Note bleed-through of DNBM
unaffected by salt)
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PANEL 83 -144H

MINUS
SrCrO4

PANEL 85 -72H

Mil-P-23377

FIGURE 5b. SALT SPRAY EXPOSED PANELS OF 1010 STEEL COATED WITH
METHYL SULFATE CONTROL QUATERNARY/EPOXY. [Note excessive
blistering]J
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PANEL 88 -24H

- MINUS
• .. ,SrCrO 4

PANEL 90 -1000H

Mil-P-23377

FIGURE 5c. SALT SPRAY EXPOSED PANELS OF 1010 STEEL COATED
WITH EPOXY AS CONTROL.
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was applied last, since some DNBM was observed to have bled-
through into the first epoxy layer before cure was complete.
Following seven days of room-temperature cure, diagonal
scribe lines were drawn on the panels according to ASTM
Method D-1654, using a tungsten carbide tip, style E, with
1/64 inch nose radius.

The coatings were exposed to an ASTM Standard B-117 salt
spray environment, and the test was run for 1000 hours. Salt
spray effects were observed at the scribe lines or within the
coatings depending on the formulation and type of inhibitor.
Table 2 lists the observed corrosion results. Photographs of
the corrosion areas are shown in Figure 5a through 5c. The
effects of corrosion inhibition by the DNBM materials are
clearly evident.

Table 2. Corrosion Resistance of Multilayer DNBM/Epoxy
Coating of 1010 Steel After 1000 Hours of Salt Spray Testing.

Coating Coating Time-to-Failure Mechanism
Number System Hours of Corrosion

74 (4) DNBM/epoxy/Clear 1000 Blisters
(No Cr)

77 (3) DNBM/epoxy/Clear 1000 Blisters
(Includes Cr) Lifting

83 (3) CH3SO4 Quat / 144 Excess
Epoxy / Clear Small
(No Cr) Blisters

85 (2) CH3SO4 Quaternary/ 72 Excess
Epoxy /Clear Small
(Includes Cr) Blisters

88 (2) Epoxy /Clear 240 Large
(No Cr) Blisters

90 (3) Epoxy /Clear 1000 Undercutting
Lifting

--------------- w-------- -- - - - - - -- - - - - - -- - - - - -

Numbers in parentheses indicate the number of test panels.

Microencapsulated DNBM in Epoxy Polyamide Primer
The first formulations of the microencapsulated DNBM
inhibitors were prepared by adding the capsules to mixed
Parts A and B of the MIL-P-23377 epoxy polyamide primer. The
catalyst remained the same as the standard Part B; however,
the Part A contained no strontium chromate but all other
fillers, such as titanium dioxide, silica, etc. Because of
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the limitations in the method of deposition of the siloxane
on the surface of the capsules, which increases the surface
area, a maximum of 70% of the replaceable SrCrO4 could be
added without exceeding the binder demand of the total
pigment content. Thus, 1010 steel panels were coated with
this non-SrCrO4 primer but containing 5% microcapsules with
two levels of DNBM core loading. In Figures 6 and 7, panels
B and C represent the 30% and 55% core load of DNBM in micro-
capsules, respectively; panels A represent the control, i.e.
standard primer with SrCrO for comparative evaluation. The
panels were tested in the 9% salt spray chamber for up to 36
days. The results can be best described by examining the
scribed areas of the test panels shown in Figures 6 and 7
It can be easily concluded that the severity of corrosion and
blistering in the scribe region decreased from Panel A to C,
indicating an improvement in the corrosion resistance
behavior by the microencapsulated DNBM over the standard
primer. Of course, the magnitude of corrosion increased after
36 days of exposure; however, the relative performance did
not change. It can be also noted that between Panels B and C
an increase in core load with DNBM had improved the corrosion
resistance significantly. Thus, it is anticipated that at
higher core load, 76% DNBM, the effects may be even more
pronounced.

DISCUSSION AND CONCLUSIONS

In an earlier study (4) it was determined that the chemical
system DNBM exhibited nearly eight fold increase in the
corrosion fatigue or stress corrosion cracking life of a high
strength 4340 steel in high humidity (moist) chloride
environments. The DNBM is a liquid mixture of quaternary
ammonium complexes of dichromate, nitrite, borate and
molybdate in an aprotic solvent. In this phase they have
performed synergistically and effectively as corrosion
inhibitors and crack arrestment compounds. For their
application in coatings, the DNBM was packaged into
microcapsules so that its multifunctional properties were
preserved, and at the same time, are available whenever
required to provide protection. Thus, a method was developed
to microencapsulate the DNBM for formulation in primers or
paints. Methyl cellulose was used as a polymer and alkoxy
silane as post treatment to protect the outer shell of the
capsules. Specifically, the purpose of microencapsulation
was to protect the DNBM from contact with the solvents and
uncured polymers of the epoxy system. In microcapsules, the
DNBM mixture would be held in reserve in the primer coat
until required due to environmental and service damages. The
shell of the capsule is held sufficiently hydrophilic so that
when seawater seeps through the primer or cracks, the walls
of the microcapsule could release the DNBM inhibitor. To
date, capsules of 5-50 jim have been successfully fabricated
with nearly 78% DNBM core load. The painted panels of steel

44



oz4

E-4U

E4f

00
P14 19

H0

454



rCi z

02
E4 0

t~H uf

H0-

W 04Z

.~;jji~< 4



with less than 5% of microcapsules (with DNBM) in primer were
tested in 5% salt spray chamber for up to 36 days. Their
corrosion resistance was superior to that of the standard
MIL-P-23377 primer with SrCrO4 .

The basic mechanism by which DNBM inhibits corrosion and
cracking is that it releases the inorganic (inhibitor) anions
in the presence of sea-water, which, under adverse service
conditions, will make its way through the coating to the
metal substrate that is to be protected. The solvent in the
DNBM quaternary complexes serves as a wetting agent and
carrier of inhibitor ions, thus enhancing their mobility to
reach highly restricted geometries such as fine cracks or
crevices.

On-going formulation and salt spray tests include primers
that contain fumed silica silane-treated microcapsules and
those that are not silica treated. These tests are being
performed currently at both Lockheed, Palo Alto, and the
Naval Air Development Center. Efforts are under way to
up-scale the fabrication of microcapsules to about 25 pounds
by 1990.
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ABSTRACT
Conventional paint strippers cannot be used on composite surfaces
without damage to the substrate. Current practice is the use of hand
sanding for paint removal from these surfaces. Plastic Media Blast
(PMB) offers a more economical means of paint removal. In this paper,
it is our intent to provide data supporting PMB as a viable process for
paint removal from composite surfaces. The PMB process eliminates
health hazards associated with chemical stripping and reduces
hazardous waste. Plastic media dust is classified as a hazardous waste
only if the paint system being removed contains sufficient quantities
of hazardous ingredients

PMB applications for composites is based solely on economic Justification. Methylene
chloride, the major ingredient in chemical strippers, attacks the resin binder and gel coats
used in composites. Current airframe manufacturer recommendations only approve hand
sanding for paint removal from composite surfaces. Hand sanding is a laborious, time
consuming process that in itself can also damage the substrate. Airline technical process
people can confirm considerable substrate damage resulting from their use of hand sanding.

It is extremely difficult to equate economic advantages due to variance in processing
requirements and basic pay rate. However, estimates of reduced man hours should enable any
interested facility to calculate their own savings. Examples cited below are taken from
AVIATION EQUIPMENT MAINTENANCE (ref. #1) and unpublished United Airlines data (ref.
#2). CFMI authorized an evaluation of plastic media blasting to strip CFM56 spinner cone.
The General Electric representative examined the test cones and granted final approval to
United Airlines to strip these cones using PMB. PMB takes about 25 minutes as opposed to the
3 to 3.5 man hours for chemical stripping. A scrap B-747 wing panel was used to simulate PMB
stripping. Polyurethane topcoat removed from a one-square foot area without removing the
black conductive coating. In one test area, the conductive paint removed to expose the
fiberglass surface. A circular test disc of fiberglass was removed .exposing honeycomb
substrate. Under 40X magnification, small craters were observed where plastic media
impinged on the fiberglass, but damage was far less than usually exerienced when hand
s (The fact that PMB is less damaging than hand sanding is further supported by
references #1 1 & 12.) Recommended policy is removal of polyurethane topcoat only, leaving
black conductive coating intact. Estimated man hour savings for PMB versus hand sanding is
75 man hours per B-747 rudder. One side of a B-737 rudder was test stripped using PMB.
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Using PolyPlus 30-40 at 48 psig nozzle pressure, three foot standoff distance and 75 degree
nozzle angle to the surface, one side of the rudder was completely stripped in about 35 minutes.
Surface completely acceptable for reapplication of conductive coating and polyurethane paint
system. Use of PMB versus hand sanding saved approximately 34 man hours per B-737 rudder.

A graphite/epoxy composite section, as supplied by Boeing with a 1-mil bondable interior
Tedlar coating, was test stripped. PolyPlus 30-40 at 47 pslg nozzle pressure (3 feet distance at 75
degrees) removed the Tedlar film. A circular disc, exposing the honeycomb substrate, was
examined under 40X magnification. Voids noted were believed to be present in new composite.
A very few broken fibers were also noted, but damage is far less than from sanding. PMB used
to remove the exterior topcoat paint, leaving primer to assure that the graphite/epoxy
substrate is undamaged. Based on test work with the B-747 wing panel, the B-737 rudder, and
the graphite/epoxy test panel, United Airlines estimated that an annual savings of over
$125,000 could be realized by using PMB processing in lieu of hand sanding of composite
surfaces. This was a rough estimate based on work done in 1985. Current estimates may well
alter these figures, but the U.S. dollar savings will be greater, not less.

U.S. Naval Air Rework Facility (NARF) Alameda, California, (ref. #3) states that PMB can be
used on epoxy cast fiberglass/laminate composites, polyester fiberglass laminates, and
graphite/epoxy composites without damaging the surface. Work done at Alameda (ref. #4) on
painted graphite/epoxy panels used PolyPlus and PolyExtra 20/30 at 40 psig nozzle pressure.
Paint coatings easily removed by both media. PoyExtra yielded a smoother finish.
Microscopic examination of stripped graphite/epoxy surface indicated only superficial
isolated surface graphite fiber breakage. It was uncertain if this fiber breakage was due to PMB
or defects already present. Fiber breakage was so minor that no significant loss of mechanical
strength wou!d be realized.

Further testing at NARF North Island, California, (ref, #5) supported the conclusion that
PolyExtra is the preferred material for paint/primer removal from graphite/epoxy substrates.
Overall mechanical effects were insignificant. Interlaminate shear (ILS) and flexural bending
tests, which evaluate interply strength and maximum fiber strain respectively, were run.
Specimens were loaded with affected surfaces in tension and in compression. Comparison of ILS
strength indicated less than 7% difference in strength values between controls (12 specimens)
and test (24 specimens). PMB paint stripping exhibited varying degrees of surface damage,
depending upon media hardness and dwell time. Test specimens evaluated for mechanical
properties Indicate no significant changes in mechanical values, even though in some cases
surface deterioration occurred in the first ply of the graphite/epoxy. Damage to the epoxy surface
would be minimized if there were no requirement to strip past the primer layer.

Boeing Commercial Airplane Company (ref. #6) states that PMB, under select operating
conditions, can efficiently strip protective coatings from fiberglass, graphite and Kevlar
substrates without sustaining fiber breakout or visible surface damage. Media recommended is
PolyExtra 30/40 at 30 psig nozzle pressure using 1/4 inch nozzle, 45 degree incidence angle, and 4
to 12 inches nozzle distance from substrate. Boeing Vertol (ref. #7) states that the paint can be
removed from fiberglass without damage, if their standard procedures are enforced. Media is
applied at a 60 degree impingement angle at 30 inches from substrate. Additionally, honeycomb
panels (fiberglass and aluminum outer skins) showed no evidence of delamination after PMB.

NARF Cherry Point, North Carolina, (ref. #8), using PolyPlus 30/40 at 20-40 pslg nozzle
pressure, saw no evidence of delamination and very little disturbance of the epoxy matrix for
graphite/epoxy composites. Examination of composite structure revealed very few. very small
areas of fiber exposure and occasional broken fiber. These incidences were considered
minimal and not as extensive as with hand sanding.
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Graphite/epoxy test panels were PMB stripped of polyurethane top coat and epoxy primer by
Pauli & Griffin for the U.S. Air Force Wright Aeronautical Laboratories at Wright-Patterson
Air Force Base using various mesh sizes of PolyExtra, PolyPlus and Type III media (ref. #9).
For summary of test results see summary sheet Exhibit A. Test panels were examined both
visually and using scanning electron microscope (SEM) with photomicrographs taken of each
test area. Breakthrough or removal of gel coat is considered damaging. Note that on Panels 3,
4, 6, 7, 8, 11 & 12, topcoat removed without completely removing the primer or damaging the
substrate. Panel #1 shows complete paint removal without damage in spite of a 10 minute
dwell time; panel #2 acceptable with only slight breakthrough of gel coat. Appendix A consists
of 7 pages of photomicrographs corresponding to summary Exhibit A.

Data covered in the preceding paragraph was partially the basis for the Air Force Wright
Aeronautical Laboratories (AFWAL) Letter of June 2, 1988, to the FAA (ref. #10). In their
opinion, research has shown that surface of a composite panel may be left intact during a PMB
paint removal process providing excessive pressures, long dwell times, and close standoff
distances are not used. Typical safe parmeters (after microscopic examination and
nondestructive inspection) are: 90 degree angle, 12-18 inch standoff distance, 30 psi, 3.5 mohs
hardness media, 30/40 mesh media. Other sets of parameters are being investigated.

The Systems Support Division of the Materials Laboratory (AFWAL/MLSE), Wright-Patterson
AFB, conducted three studies in 1988 to investigate using PMB to remove polyurethane paint
(MIL-C-83286) from graphite/epoxy composites (ref. # 11). Nondestructive evaluation (NDE)
and mechanical testing were performed on stripped and baseline test panels. In no case did
NDE show any non-visible damage caused by the PMB process. On comparing the effects of
"hand" sanding to PMB, "hand" sanding was found to cause severe degradations Li tensile
strength. Damage levels were visible to the naked eye. Using 3.0 mohs hardness media and
various PMB parameters, tensile and interlaminar shear tests showed no degradation caused
by the PMB process. On the average, no harmful effects from PMB were discovered when
investigating the effects of nine separate sets of PMB parameters on unidirectional
graphite/epoxy. An important criteria is using the primer coast as a "flag". This technique
limits dwell time of the blast pattern on any one area of the test panel and thereby reduces
chances for damage. Based on their tests, AFWAL/MLSE recommended to HQ Air Force
Logistics Command that PMB be approved for use on composites providing: "primer as flag"
criteria is used in all operations: System Program Managers for each aircraft also approve the
process.

The Naval Air Development Center (NADC) assessed the nicrostructure of unidirectional
graphite/epoxy laminates after paint removal with plastic media blasting (PMB) (ref. # 12).
Five independent process variables were investigated: media material, media size, nozzle
pressure, angle of attack and standoff distance. Any damage to the microstructure was
evaluated using ultrasonics, optical microscopy and scanning electron microscopy.
Conclusions are:
1. One cycle PMB paint removal can be performed on graphite/epoxy with only minor surface

abrasion to the resin. This was demonstrated with a variety of process conditions using
both polyester (Type I) and urea formaldehyde (Type II) media.

2. Type I media caused less damage to graphite/epoxy microstructure than the Type II media.
Increasing the dwell time to five times the coating removal duration caused severe damage
with the Type II media. Little change in the microstructure was seen after extended dwell
exposure with the Type I media. This indicates that the Type I media is less sensitive to
operator error than the Type II media.

3. All of the Phase I PMB process conditions that were investigated resulted in a surface
erosion effect on the graphite/epoxy materials without causing subsurface damage. Paint
removal on panels that were hand sanded was non-uniform. The samples had areas of
complete coating removal and other areas with primer remaining. Extensive fiber damage
resulted and release ply pattern was no longer visual.
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4. Minor surface damage w4.3 observed in the composite materials after four paint/blast
cycles. One condition was found to cause only resin abrasion and no fiber abrasion damage
after four paint/blast cycles. However, the use of both Type I and 'Iype II media caused
small surface cracks in the resin after four paint/blast cycles. These cracks did not extend
past the resin rich surface of the composite. In fact. less damage was caused to the substrate
than by hand sanding a single time,

5. Little difference was seen between AS4/3501-6 and IM6/3501-6 graphite/epoxy composite
materials. Other materials may be more susceptible to damage. For instance,
bismaleimide resins used for higher temperature applications have lower fracture
toughness properties and may require less aggressive blast conditions.

CONCLUSIONS
In the past four years considerable testing and actual application of PMB processing have been
accomplished. Although reports do exist disclaiming the advantages of PMB, we believe that
the preceding data is more than adequate to establish that PMB is both an economic and viable
tool for stripping paint from composites. Paull & Griffin Company is striving to become a
leading depository of technical information on PMB. We will gladly furnish you with a copy of
the references cited herein and assist you in your confirmation of the economic benefit of PMB
for stripping composites. Please remember that only adequately trained personnel should use
PMB on composites or damage can and will result. With our equipment, we have available a
training package to assure that your people can successfully do the job.
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EXHIBIT A

Graphite Epoxy Panel Testing for Ist Lt. Butkus
U.S. Air Force Wright Aeronautical Laboratories

November 1987
SUMMARY OF PARAMETERS

PMB machine used: Pauli & Griffin PRAM 31 Cabinet
Nozzle used: Pauli & Griffin PTX 1/4" venturi

Panel size: 20 square inches

Exh.A Nozz. Nozz. Nozz. Dwell AFWAL/ML
Phot"# Media Ar* Piress "llme FindinLgs (verbatim)

1. PolyExtra 60-80°  12-18" 25 psi 10 min 1 No visible damage; no
30-40 damage shown on SEM

2. PolyExtra 45°  12-18" 40 psi 2 min 2 No visible damage; slight
30-40 breakthrough of "gel

coat" on SEM

3. PolyExtra 450 18" 25 psi 2 min *3 Primer intact visibly
30-40 and on SEM.

No visible damage

4. PolyExtra 300 18" 40 psi 2 min *4 Same as # 3
20-40

5. PolyPlus 30-900 12-18" 20 psi 2 mn 5 Faint 'gel coat' pattern
30-40 remaining. Examination

under visible and SEM
show almo3t total lack
of gel coat. Damage to
surface is apparent

6. PolyPlus 450 12" 20 psi 1 min *6 Primer and some paint
30-40 remaining: no visible

damage

7. PolyPlus 300 18" 40 psi 1 min *7 Same as # 3
40-60

8. PolyPlus 600 18" 25 psi 1 min *8 Same as # 3
40-60

9. Type 111 450 18" 20 psi I min 9 Same as # 5
20-40

10. Type Il 300 18" 40 psi 1 min 10 Same as # 5
20-40

11. Type 111 60 12" 20 psi 1 min *11 Primer and some paint

20-40 remaining. No visible
damage

12. Type Il 300 18" 40 psi 1 min "12 Primer generally intact:
30-40 no visible damage

13. Type l1 450 18' 50 psi 20 Sec 13 Extreme damage (total
20-40 gel coat erosion)

visible and SEM

14. Type IIl 450 18" 60 psi 20 Sec 14 Same as #13
20-40

* NO HARM TO SUBSTRATE
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APPENDIX A - Photomicrographs of U.S. Air Force graphite epoxy panels after dry
paint stripping with plastic media blast (PMB) using a Pauli & Griffin PRAM 31 Cabinet
PMB system. Photomicrographs and scanning electron microscope analysis by the
U.S. Air Force Wright Aeronautical Laboratories (AFWAL), Wright Patterson Air Force
Base, Ohio, November 1987.
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APENDIX A - Photomicrographs of U.S. Air Force graphite epoxy panels after dry

paint stripping with plastic media blast (PMB) using a Pauli & Griffin PRAM 31 Cabinet

PMB system. Photomicrographs and scanning electron microscope analysis by the

U.S. Air Force Wright Aeronautical Laboratories (AFWAL), Wright Patterson Air Force

Base, Ohio, November 1987.

P'G/AF W A- ,s . _i

54



APPENDIX A - Photomicrographs of U.S. Air Force graphite epoxy panels after dry
paint stripping with plastic media blast (PMB) using a Pauli & Griffin PRAM 31 Cabinet
PMB system. Photomicrographs and scanning electron microscope analysis by the
U.S. Air Force Wright Aeronautical Laboratories (AFWAL), Wright Patterson Air Force
Base, Ohio, November 1987.
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APPENDXA - Photomicrographs of U.S. Air Force graphite epoxy panels after dry

paint stripping with plastic media blast (PMB) using a Pauli & Griffin PRAM 31 Cabinet

PMB system. Photomicrographs and scanning electron microscope analysis by the

U.S. Air Force Wright Aeronautical Laboratories (AFWAL), Wright Patterson Air Force

Base, Ohio, November 1987.
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APPENDIX A - Photomicrographs of U.S. Air Force graphite epoxy panels after dry
paint stripping with plastic media blast (PMB) using a Pauli & Griffin PRAM 31 Cabinet
PMB system. Photomicrographs and scanning electron microscope analysis by the
U.S. Air Force Wright Aeronautical Laboratories (AFWAL), Wright Patterson Air Force
Base, Ohio, November 1987.
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APPENDIX A - Photomicrographs of U.S. Air Force graphite epoxy panels after dry

paint stripping with plastic media blast (PMB) using a Pauli & Griffin PRAM 31 Cabinet

PMB system. Photomicrographs and scanning electron microscope analysis by the

U.S. Air Force Wright Aeronautical Laboratories (AFWAL), Wright Patterson Air Force

Base, Ohio, November 1987.
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APPENDIX A - PhotomicrogrAphs of U.S. Air Force graphite epoxy panels after dry
paint stripping with plastic media blast (PMB) using a Pauli & Griffin PRAM 31 Cabinet
PMB system. Photomicrographs and scanning electron microscope analysis by the
U.S. Air Force Wright Aeronautical Laboratories (AFWAL), Wright Patterson Air Force
Base, Ohio, November 1987.
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ABSTRACT
At the U.S. Department of Defense Tri-Service Advanced
Coatings Removal Conference, Orlando, Florida, March 1-
3, 1988, we presented information on Air Canada's
interest in the development of a dust-free, automated,
plastic media dry stripping system. This included a
description of semi-automated equipment under
development for this project based on Air Canada's
stationary/simulator configuration experience. Phase I of
their program was to build a prototype of the proposed
robotic arm, and it's dust enclosure to: prove basic
automation concepts; show reasonable paint removal rate
from a curved surface; and, establish that process is dust-
free and recovers media in a closed-cycle fashion. Phase I
was successfully completed by the March 1988 date of the
first paper, except for the determination of optimum
blasting parameters. This paper contains Air Canada's
calculations on the effect of different blasting parameters
in order to determine optimum values required for
completion of Phase I. Also included is progress into
Phase II. Phase II is to prove the total concept by building
and demonstrating the capability of a complete system,
i.e., with the robotic arm/blast enclosure mounted on the
arm of a motorized man-lift/platform.

Air Canada shares the various concerns expressed so far about the dry
stripping process (effect on fatigue life, crack propagation, control of
blasting operation/parameters to prevent deformation/buckling of aluminum
skins and aggressive clad removal, contamination risk for the media, need
for adequate/consistent operator t-aining, etc.). Yet, once acceptable
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blasting parameters are determined for various substrate materials,
structures, etc., control over the execution of the 'Job" will still be in the
hands of the operator. Air Canada does not believe this is acceptable, but
does believe PMB will be a viable method of paint removal on their aircraft if
the process is automated. After reviewing Republic Airlines' operation in
Atlanta, Air Canada concluded that, due to the dust generated by the
process, most airlines could not adopt the process, as they cannot afford the
luxury of a dedicated dry stripping facility. The only answer to Air Canada
would be to use a large blasting enclosure to ensure closed-cycle recovery of
plastic media and dust without permitting them to escape into the hangar
atmosphere. They were able to prove this concept three years ago by using a
small blasting enclosure of their own design and an off-the-shelf Pauli &
Griffin PRAM 45 Vacuum Return Unit. However, a larger "blasting
enclosure" would be needed to achieve minimum acceptable production
(removal) rates. This concept would only be feasible if automated.

Shortly after reaching the above conclusions, Air Canada personnel observed
a completely automated blasting operation which used a dedicated booth and
was for depainting railcars and locomotives. It appeared that the concept
could be transferred and upgraded for use on their aircraft. Air Canada has
since agreed to participate in a program with Compustrip Systems Ltd. The
program entails the development of an automated, dust-free, dry stripping
system meeting Air Canada's minimum requirements. The program has two
basic phases:

Phase I: Build a prototype of the proposed robotic arm, and it's dust
enclosure, to:
1. Prove the basic automation concepts;
2. Show it is possible to remove paint from a curved surface at a

reasonable rate;
3. Prove the process does not generate dust, but recovers the

media in a closed-cycle fashion.

Phase II: Prove the total concept by building and demonstrating the
capability of the complete system, i.e., with the robotic arm/blast
enclosure mounted on the boom of a motorized man-lift/platform.

Phase I was successfully completed in November 1987, except for the
determination of optimum blast parameters. To complete Phase I, Air
Canada is calculating the effect of different blasting parameters (pressure,
angle, media mass flow, media types and sizes, and travel speed) to
determine their optimum values for their paint schemes. That is, which
parameters give the, highest removal rate with the least effect/disturbance of
alclad surfaces (alclad removal and surface roughness). This is being done
using the "simulator" configuration discussed later on in this paper.
Findings so far are:
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1. Optimum blast angle: 75 degrees (see Attachment A)
2. A lean flow rate of 7 pounds per minute produces a significantly higher

removal rate than a 10 pounds per minute flow rate.
3. Moving up or down the test panel produces little or no significant

difference in removal rate.
4. The normal 2.5 to 3.0 mil coatings are easily removed at travel speeds

of 8 to 9 feet per minute (maximum for "simulator") and nozzle
pressures of 20-25 psi. To obtain complete removal of the 6 mil
coating (Red over White) at the same travel speed requires blast
pressures some 5 to 10 psi higher (see Attachment B).

5. With pressures in the 15-30 psi range and travel speeds of 5-9 feet
per minute, surface roughness is in the 205 to 360 micro-inch range
when using PolyPlus 20-40.

6. Varying mass flow rate between 7 and 13 pounds per minute at given
pressures and angles produces variations in average surface roughness
of 15-20 micro-inches. The leaner flow rates tend to give a slightly
rougher surface.
NOTE: All test panels are .050" 2024-T3 Alclad Aluminum in 2 ft. x 4 ft.
sizes. They are painted and cured as complete 4 ft. x 12 ft. sheets and
then cut to size. Curing is at room temperature for 7 days, followed by
96 hours at 140 degrees F.

In response to Air Canada's interest in the development of a dust-free,
automated, dry-stripping system, Compustrip Systems Ltd. of Montreal
proposed the concept shown in Figure 1. It has been named the
"Compustrip VR-2000 System." 'VR" stands for "vacuum return" and 2000
indicates a two nozzle system designed to fill needs into the next century.
The Compustrip VR-2000 System is a semi-automated system in that:

1. It must be positioned manually for access to the different areas of a
large aircraft:

2. For each designated section of a specific airframe, it is preprogrammed
to execute the dry-stripping operation automatically, using specific
blasting parameters (nozzle pressure and angle, media mass flow rate,
and travel speed).

Blast distance is fixed at three feet as determined by the depth of the blast
enclosure.

It is important to note that Compustrip Systems do not use any vision-type
feedback information to alter blasting parameters. The system supervisor,
therefore, has to select an initial "travel speed" (the inverse of dwell time)
capable of completely removing the coating system using the pre-
programmed blasting parameters. This is accomplished manually by testing
first the highest possible "travel speed" and then falling back to slower
"available" speeds in a step-by-step fashion until satisfied with the visually
observed result. That selected speed is used to dry-strip the rest of the
specific airframe section. If/when incomplete coating removal is observed,
the system supervisor inputs "location data" into a simplified keyboard for
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selective re-execution. A line on the hangar floor, illustrated on the right-
hand side of Figure 1, represents a portion of the "guidance system" needed
to ensure proper travel along the fuselage, wing, etc. A sensor placed under
the motorized man-lift completes this guidance system.

Figure 1 shows the four major sub-systems that make-up the complete
Compustrip VR-2000 Systems. These are:

1. Motorized man-lift (platform) adapted for this application and
mounted vn a 45 foot or 65 foot boom, depending upon the size of the
aircraft to be stripped. This unit provides all vertical and horizontal
axis mobility for the system. The basket will be removed and replaced
by the robotic arm, and it's enclosure, for the dry-stripping operation.

2. Custom-built two-nozzle Pauli & Griffin PRAM dry stripping. media
recovery. and reclamation system.

3. Four stage telescopic arm and blasting enclosure for a two nozzle
operation, each nozzle being 1/2 inch bore, long venturi design. The
nozzles are mounted on a turret for precise selection and control of
blast angle. Proximity-type sensors mounted at the mouth of the
enclosure provide instant feedback to the computer to ensure proper
force is exerted against the aircraft fuselage to maintain an adequate
"seal" at all times.

4. "Equipment Carriage" with computer console and Pauli & Griffin blast.
recovery, and reclamation system.

A prototype of this robotic-arm and blast enclosure, Figure 3, was fabricated
and mounted on a stationary column in a "simulator" configuration for use on
a simulated DC-9 fuselage half. This took place at Air Canada in June of
1987. A hydraulic system powers this "simulator" robotic arm, which is
programmable for motions about five axes:

1. Arm travel "up and down" column.
2. Arm "angle" to column.
3. Arm extension ("in and out")
4. Enclosure angle (180 degree mobility from vertically upward to

vertically downward).
5. Nozzle angle of impingement (variable between 65 and 90 degrees in

the current enclosure model).

The simulator was built to:
1. Optimize design of the robotic arm and the blast enclosure.
2. Develop basic software to operate the system in the "automatic" mode.
3. Provide a "tool" to Air Canada for experimentation and selection of

optimized blasting parameters.

Following the successful November 1987 demonstration of the capability of
the system in this stationary/simulator configuration (automated, dust-free
paint stripping on a mock-up of a DC-9 fuselage section), Air Canada has:
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1. Included the possible acquisition of two Compustrip VR-2000
Systems in their new aircraft dry stripping and repainting facility to be
operational in Toronto by the end of 1989.

2. Funded a portion of the fabrication cost for a production model of the
Compustrip System for demonstration and acceptance testing.

3. Acquired an "adapted" motorized man-lift for this
demonstration/acceptance testing program. Paull & Griffin is
providing the custom-built, two-nozzle PRAM dry stripping system.

This final development and acceptance testing program was scheduled to
start in mid 1988 at Air Canada in Montreal. Current plans call for initial
testing to be conducted on a life-size mock-up of the aft section of a B-747
fuselage and tail. Further testing will be done on an out-of-service DC-8
prior to moving on to an in-service aircraft demonstration.

In the interim, Air Canada M & P Engineering is conducting a blast
parameter evaluation and optimization program, using the Compustrip
simulator still in their Montreal facility. Air Canada's production goal is to
achieve a net average coating removal rate of 4 sq. ft. per min. with each of
the two Compustrip Systems they may acquire.

Air Canada's inspired program to have an automated, dust-free dry stripping
operation in place by the end of 1988 has been slightly delayed due to
equipment problems. A new production version of the Compustrip VR-2000
was delivered to Air Canada Montreal on September 22, 1988 for on site
hardware and software fine-tuning. The current schedule is to demonstratc
a fully-automated, production ready system by mid 1989. Prior to this time,
Air Canada will have completed calculating the effect of different blast
parameters to determine their optimum values for their paint schemes. Air
Canada further hopes to put their VR-2000 Compustrip System into service
in Toronto in early 1989.

Phase II, so far, has resulted in the following major areas being up-graded
from the original stationary simulator prototype:

1. The new/up-graded robotic-arm is now mounted at the end of the
boom of a modified 60 foot Simon man-lift. This will permit complete
mobility required to access any portion of Air Canada's aircraft.

2. Previous electro-magnetic relay based control panel replaced by
independent I/O (input-output) computers for all three major sub-
systems (man-lift, robot-arm, blast/reclaim system).

3. The master computer, located at the operator control station will
initiate all automated process sequences and will constantly monitor
the proper operation of all sub-system components/sensors. Selected
failures, disallowed actions and diagnostic information will be provided
to the operator via computer screen. The original simulator prototype
had none of this on-line feed-back capability.
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4. The last/final stage of the three-section hydraulic cylinder of the
telescopic robotic arm is now totally independent from the first two
stages. Only the former will be used for fine adjustment of arm
extension against the aircraft surface.

5. The speed of extension or retraction of the arm is now automatically
adjusted to the rate of change in compression/pressure as the blast
enclosure travels on the aircraft. This feature combined with the one
in (4) above will result in much smoother travel along curved surfaces
(while maintaining a "seal").

6. Air pressure transducers located at the blast nozzles will provide on-
line feedback and adjustment/shut-down capability within pre-
selected ranges of pressure.

To review, the major benefits associated with automated dry-stripping are:
1. All the benefits of manual PMB (better paint adhesion, faster turn

around time, less composite damage, no hydrogen embrittlement,
high return on investment (ROI)).

2. Consistent effect on substrate (not operator dependent).
3. Reduction in operator training costs (skills development and

maintenance).
4. Improved productivity.
5. Reduced labor cost (maximum 3 persons for 2 systems).
6. Records exact process parameters In video, print or disc format.

Yields improved QA (quality assurance).

The above benefits are applicable, as well as some valuable addiia
benefits when the automated system has a dust-free/vacuum return
caRablly, as does the Compustrip VR-2000.
These are:

1. No dust in the work environment.
2. Reduced media contamination risk.
3. Reduced media loss rate.
4. Reduced media inventory requirement.
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IMPROVED NAVY SHIPBOARD ANTICORROSIVE PAINT SYSTEMS

Stephen Hobaica
David Taylor Research Center

Annapolis, MD 21402

ABSTRACT

The many different severe environments aboard Navy
ships that corrode metal components have led to the
need for new or improved anticorrosive paints.
These environments are characterized by high
humidity, temperature extremes, and exposure to
chemicals and other conditions deleterious to
paint. Shipboard areas included are bilges,
sanitary tanks, salt water tanks, and machinery
spaces. A standard Navy epoxy polyamide paint
series, F150 described in MIL-P-24441 is currently
used in bilges and tanks. Low temperatures in the
bilge, as low as 40°F create poor conditions for
application and curing of the F150 series paints.
Metal surfaces are wet due to condensation and cure
rate is severely decreased. Conversely, sanitary
tanks experience elevated temperatures and may
contain harsh chemicals from galley waste and
detergents. Yet another environment is present in
saltwater tanks where paints must resist the
effects of cathodic protection and cyclic immersion
and drying. The significantly different
requirements for each shipboard area results in
marginal performance of the F150 series paints,
which were not originally formulated for these
extreme conditions. Various paints formulated to
perform in these environments are being evaluated.
Paints for shipboard machinery and components (e.g.
hatch and equipment covers) is another area
requiring improved anticorrosive paint systems.
Currently, Fll, a light gray enamel described in
MIL-E-15090, is used. Powder coatings and flame
spray aluminum topcoated with a powder coating are
far superior to conventional liquid paints. For
components which can be removed for coating, flame
spray aluminum and electrostatic powder coatings
are being evaluated. Paints which are easy for the
crew to apply and maintain are being investigated
for shipboard components which cannot be removed
for painting. General requirements for all paint
systmes are VOC (volatile organic content)
compliance, closed cup flash point greater than
100 F, and that the paints shall not contain
carcinogens or toxic materials. The present goal
of the Navy is for a VOC of less than 340 g/L.

[Manuscript Not Available at the Time of Printing]
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RINSING EDFICIENCY

Albert M. Pradel
U.S. Army Tank-Automotive Command

ATTN: AMSTA-TMC
Warren, Michigan 48397-5000

Rinse water efficiency: ways to improve, ways to trouble-
shoot, ways to test. This paper discusses the importance
of rinsing in all surface preparations. The role of
rinsing will be stressed. Simple rinsing, compound rinsing
and counter-flow rinsing will be detailed, with diagrams
and matimatical rinsing efficiency relationships. Examples
of industrical installations will be quoted with water cost
information. Several very simple methods and tests will be
included, which can be used for problem-solving situations,
routine process controls, and preventive maintenance.

Corrosion of U.S. Army tactical vehicles' metal components is a perennial
problem, with monumental costs. Total U.S. Army "cost of corrosion" is
estimated at $2 to $3 billion dollars per year. Metal components, of cold
rolled steel, galvanized steels and aluminum are finished with primers and
top coat paints. Approximately 70% of the corrosion related failures in U.S.
Army tactical vehicles are traceable to improper or inadequate metal surface
preparation. This is fact.

But let's think about a typical cross section of a vehicle's finished metal
components. This would include any painted part. The metal, typically gets
precleaned, cleaned, rinsed, sometimes twice-rinsed, conversion-reaction
coated, rinsed, acid rinsed and, on some, rinsed with deionized water. All
of this happens before priming, drying, cooling, (some call it prime
coating), primer flash-off and/or primer baking, and then, finally, the
application of one or more layers of top coat paint. Looks like we have
quite a combination of many surface preparations. If the total system is to
perform on U.S. Army vehicles in providing corrosion protection, EACH surface
must be prepared and maintained properly and completely to assure that our
field personnel can depend on top quality and READINESS. The total painted
metal system is only as good as its weakest surface. Sound familiar? Of
course! Our Navy and Air Force personnel know all about weak chains, we are
all in the same boat .... Involvement in the prevention of corrosion. Seems
that we have painted multi-faceted corrosion prone systems. Now, why should
WE be concerned about RINSING? Better yet - Why not?

Industry had, for many years, wasted more rinse water than was used
efficiently. Efficiency involves what? Effective use of time, personnel,
material, equipment, and MONEY!! But, with the advent of E.P.A., OSHA,
competitive pressure, design changes, vehicle marketing and other factors,
improvements in handling vehicular components and the vehicles themselves,
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had to be made. These pressures resulted in manufacture-s having to pay for
water into their factories and processes, and in some ar~as, effluent or
discharge water leaving the plant. The environmental impact of various
contaminants in our country's air and water are widely publicized, if not
totally known and/or understood. We are building up to the point that we,
via exchange of technology with industry, can benefit.

Rinsing is as important as any of the many above steps, processes, and
materials, along with process-parameters. The parameters include time,
temperature, concentration, pH, type of chemical, work energy, via agitation/
immersion or mechanical, sheer, energy. Within the processes we and industry
had always thought, and referred to the active steps: The cleaning/cleaner,

the etching/etchant, the surface conversion/conversion coatings, such as
chromate conversion coatings, iron phosphate coatings, zinc phosphate
coatings, with or without calcium modification, and acidulated seal rinses,

chromated or non-chromated.

Industry found that we all have to pay more attention to detail. It was long
overdue to look at the key surface preparation problems, how to improve ALL
surface conditions prior to, within each step, during the time between steps,
on and on. Keep in mind all the above process steps!

Rinsing's job is to remove the material of the previous process step and
render the work surface ready to receive, accept and retain the next one.

Rinsing is a DILUTION PROCESS. It's efficiency has next to nothing to do
with the size of the rinse tank, regardless of the rinse method employed. It
has to do with the rate of dilution. Let's look at Figure One, which shows
one stage of SIMPLE RINSING. These figures are only schematics. This one
shows just the first three steps in a prepaint treatment process. The RINSE,
Step two, is to remove, by dilution, the cleaning material, usually alkaline,
from the metal surface so that it can accept the phosphate or chromate

conversion coating of Step three-. Consider the metal parts' surfaces

carrying one gallon of liquid per hour. The DRAG-IN/DRAG-OUT RATE is One
Gallon per hour, 1-GPH. Fresh tap water enters the rinse stage at the rate
of 100 gallons per hour, 100-GPH. The figures are just relative numbers, the

mathmatical significance is their ratio. The overflow is maintained
constantly. The dilution ratio attained and maintained is one hundred to
one, (100:1). O.K.! One stage of Simple Rinsing.

Figure I

SIMPLE 9INSING ONE STAGE

WORK DRAG RATE - ONE GPG

OVERFLOW FRESH MTER
100 OPH

CLEAN RINSE COAT

DILUTION RATIO

100 TO 1
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Figure 2

SIMPLE RINSING - TWO STAGES

WORK DRAG RATE - ONE GPH
M. IIMNNWNO

FRESH VATER
100 OPH EACH

'1 2t 4

CLEAN RINSE RINSE COAT

DILUTION RATIOS 100 TO 1 100 TO I

NET 10.000 TO 1
USING 200 OPH V44TER

In Figure Two, an improvement is made by using two stages of simple rinsing,
stages two and three. The dilution ratio is increased to ten thousand to
one. Remember, the Drag-Out/Drag-In rate is the same. But the water feed
rate has been doubled, two hundred gallons per hour of fresh water versus one
hundred in Figure One. TWICE the water RATE.
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Figure 3

COUNTER FLOW RINSING - TWO STAGES

WORK DRAG RATE - ONE GPH

FRF3H VWTER
100 GPH EACH

lu

1 3 3 4

CLEAN RINSE RINSE COAT

DILUTION RATIOS 100 TO 1 100 TO 1

NET 10,000 TO I
USING 100 GPH VXTER

Figure Three is titled Counter Flow Rinsing, Two Stages. The contaminated
overflow water from Stage Three is directed back to Stage Two and overflowed
from it. The rinse water flow is counter-to, opposite, that of the metal

parts, or work in these Figures. With the same drag-out/drag-in rate of one

GPH, now only one hundred GPH of fresh tap water, the effected dilution ratio

is ten thousand to one. In Figure One we had 100 to 1, with 100 GPH drag-

out/drag-in. Here we have the dilution ratio of 10,000 to 1 with the same

rate of 100 GPH of rinse water. We have cut from 200 GPH to 100 GPH fresh

water, increased the rinse water dilution efficiency to a ratio of 10,000 to

1. Now the metal work surfaces are more ready to accept the material to be

developed/deposited/reaction-formed, in Stage Four.

The surfaces are cleaner than those generated with one stage of Simple

Rinsing. Industry had to do this, improve product quality, reduce costs
within the same process time(s), and conserve water. A large industrial,
aluminum extrusion factory retrofitted their process line with counter-flow
rinsing in 1979. Their products are used in making storm windows and doors.
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Their line includes: (1) Clean (2) Rinse (3) Rinse (4) Etch (5) Rinse (6)
Deoxidize (7) Rinse (8) Rinse (9) Deionized water rinse (10) Electrocoat
Paint. A very large system. The extrusions are 18-20 feet long. The
process containers, tanks, hold 8500 gallons each. They had been paying
money for water into and out-of their factory. At the end of the first year
following retro-fitting for counter-flow rinsing, their water bill was
reduced by $29,000 dollars. A Fact! This is a large system, but the concept
can h applied to any size system. Industrial plating factories have used
countei-flow rinsing for 50 years. Electrocoat painting is the same as
electro plating.

Figure Four shows a take-off on counter-flow rinsing. It is titled COUNTER
FLOW RINSING AND NEUTRALIZING. It shows all six functional steps clean,
rinse, rinse, coat, rinse, and seal rinse. It could be called Modified
Counter-flow Rinsing.

Figure 4

COUNTER FLOW RINSING
AND NEUTRALIZING

WORK DRAG RATE ONE GPH

FRESH VOTER

IjL Li Li
I 4 -

CLEAN RINSE RINSE COAT RINSE SEAL RINSE
HIGH pH LOW pH

OVERFLOW TO
SEWER OR TREATMENT
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Another function variation that industry has proven successful involves a
four, five, or six stage iron phosphate process, via tank immersion or

spray. Here they put the same material in two tanks. This is a cleaner-iron
phosphate type. They gain more cleaning power and life. In the first tank
increased cleaning power is effected by adusting the pH to 5.0 to 5.5.
Normal range for this type material is pH 4.0 to 5.5. In the second tank, pH
is adjusted to the low end 4.0 to 4.5, to provide maximum iron-phosphating
power. The system is cost effective. Naturally, with time the first tank
becomes saturated with soils, and adding more fresh cleaner chemicals is not
effective. The first tank is dumped, material in the second tank is pumped
to the first. The second tank is then recharged with fresh iron phosphate.
Some minor adjustments are made to reset the operating parameters for each
tank.

In processing aluminum extrusions with a chromate conversion coating, another
successful approach has been the use of acidic type cleaning. This is done
by some industrial companies who produce to the Architectural Aluminum
Manufacturer's Association (AAMA) specifications. They eliminate the
problems inherent to drag-out/drag-in of typical alkaline cleaners to the
acidic chromate conversion coating tank. The acidic cleaner must be
controlled very carefully as to temperature, pH, concentration and time of
contact with the aluminum parts.

Industry has had to get more involved with water and how best to use and
conserve it. Analysis of the water used is required. The chemical and
physical characteristics of water varies considerably throughout the United
States and throughout the world.

Think of how many ways water is used, in making parts for U.S. vehicles,
aircraft and ships. Cleaning materials, etchants, deoxidizers, pickling
acids, neutralizers, conversion coatings, lubricants, stamping compounds.
This list could go on for several more pages.

We know that metal treatment chemical companies, who supply the industrial
companies, are capable of supplying metal forming compounds that are, indeed,
easier to remove. The dissolved solids in water itself can become corrosion
sites under the primer/paint, on all vehicles, of all types. Dissolved
solids include carbonates, chlorides, oxides, among many others.

Under the various hostile environments that all U.S. Air Force, Navy and Army
vehicles must perform, these materials can and do cause corrosion-related
failures.

Lets review. Back to the chain and its links---the marriage of metal,
coatings, primers, and paint. Our vendor's paint suppliers provide them with
paint characteristics, proper application methods, and paint performance
requirements. None of us want to waste taxpayers money on top quality paints
applied over corrosion-inducing materials. Industry's and our demand for
UNIFORMITY gets a bit closer to attainment, when we combine our talents and
experiences.

75



Most first step cleaners are alkaline, pH above 7. Actually, for metal
cleaning of our types of metals, pH is between 11 and 14. Conversion
coatings are acidic: for ferrous metals these include iron phosphate and
zinc phosphate; for non-ferrous metals, magnesium, aluminum, and their
alloys, these include chromate conversion coatings, such as chrome-chromate,
and chrome-phosphate. All contain hexavalent and tri-valent chrome and
fluorides.

The modification is this: The primary fresh tap water enters Stage Five, the
overflow water is counter flowed back, to enter Stage Three. Stage Three
overflow feeds Stage Two and overflow from Stage Two goes to the sewer or an
effluent treatment facility. A further modification, where needed, is to add
a low rate water feed to Stage Three. The various prepaint treatment
factories and products vary, enough, to cause the need for specific figures
and equipment. In addition to increasing rinse water efficiency, this system
provides built in neutralization, an added benefit, more mileage out of the
same water. The dragont liquid from Stage Four is acidic, that from Stage
Two, and less so, from Stage Three, will be alkaline. Neutralization on the
fly, built in. Industry learned that much of this information had been known
but not applied. They, and we can learn also, look at ways and tools to use
in getting the data needed in making decisions. Here are some: (1) Titate
the rinse water for presence of the material in the previous stage. Care
must be taken in selecting the sample site, (2) Check the pH and Total
Dissolved Solids (TDS) on the rinse water. Remember, one percent by weight
is 10,000 parts per million, (3) Check pH, TDS and titration of a sample of
drippings from the work metal, (4) Check pH, with paper, on the wet surface
of the work metal, part, (5) Know the analysis of the water used in the
factory. From industry we can also learn ways to improve rinsing
efficiency: (1) Put the fresh water entry across the bottom of the rinse
tai.'---with drilled holes every 3-4 inches. This requires installation of an
anti-siphon valve.

The most common error made at rinse tanks is location of the fresh water
entry too close to the overflow trough. Most of the water Is wasted. The
across the bottom entry pipe causes all the water to work at providing
uniform purge and movement of the entire rinse water volume, (2) The overflow
trough should be located along the longest side of the tank. This effects
maximum flow efficiency in cleaning the rinse water, (3) In a spray washer,
use fresh water in an additional pair of risers---one each side of the rinse
stage, at the exit end. This way, fresh water is the last to rinse the work,
before it leaves. This water becomes part of the circulated rinse water,
(4) Use VEE-JET nozzles for maximum work energy with the highest pressure you
can tolerate, (5) Also in spray washers---use misting nozzles in the
vestibule areas. This keeps the parts wet and prevents premature dry down
providing improved rinse water efficiency AND prevents inter-stage corrosion;
rust on ferrous metals and/or other oxidation products on non-ferrous metals,
(6) As discussed above, multipe rinse stages and/or (7) Counter-flow Rinsing.

Advantages gained by improving rinse water efficiency are: (1) Reduction in
cross contamination---the drag-out/drag-in problem, (2) Reduction in chemical
use, (3) Increase in coating integrity, (4) Increase in coating performance
and therefore, vehicle performance, (5) Reduction in END COSTS!
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If we plot quality versus TIME, and get a saw tooth profile, the system is
out of control. Not uniforml If we control as many parameters, tools and
materiel as possible, the curve can be flattened. Make it approach
horizontal at a level above Q.C. acceptance.

Draw your own curve---plot quality as cleanliness, coating weights, cross-
hatch adhesion compliance, salt spray performance - whatever - versus TIME.
If the curve is saw-toothed, there are may improvements possible. Problems
are solved by making decisions to do something-only when the data has been
analyzed. Like the one that says BEFORE WE SOLVE A PROBLEM, WE MUST FIRST
DEFINE IT.
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CORROSION OF M299 IGNITION CARTRIDGE BODIES
IN THE M374A3 81mm MORTAR

J. Senske and C. Manning
SMCAR-AET-M

Picatinny Arsenal
New Jersey 07806-5000

ABSTRACT

Misfires of M374A3 81mm mortars at Ft. Hood, Texas
have been traced to the build-up of corrosion in
the M299 ignition cartridge body. Corrosion
products have been identified in the cavities
between the black powder pellet and primer and the
black powder pellet and flash tube. A review of
the mortar design indicates that the combination of
high internal moisture levels, graphite in the
black powder pellets and weaknesses which may have
contributed to the corrosion problem. Sulfuric
acid anodizing and duplex corrosion resistance of
ignition cartridge bodies compared to chromate
conversion coating after salt spray and temperature
-humidity cycling tests. Cost impact on the M374A3
mortar has been minimal.

[Manuscript Not Available at the Time of Printing]
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MICROBIOLOGICALLY INFLUENCED CORROSION (MIC) OF 4140 STEEL
BY FACULTATIVE ANAEROBIC MICROORGANISM COATING

Joanne M. Jones and C.M. Dacres
Biotechnology Group (Code R301)
Naval Surface Warfare Center
Silver Spring, MD 20903-5000

ABSTRACT

Marine and atmospheric marine corrosion is
a potential hazard for metals, alloys and
composites that come in contact with the sea
or salt spray. A large part of marine
corrosion may be initiated or influenced by
the attachment and growth of bacteria and other
marine organisms. Metal interfaces in aquatic
systems are sites of intense microbial activity
and can harbor complex communities of bacteria,
rotozoa and algae. The problem of corrosion
n real-life environmental situations is

extremely complex and there may be more than
one mechanism for biocorrosion operating. In a
biofilm, there is the potential for both
aerobic corrosion mechanisms involving oxygen
concentration cells and anaerobic corrosion
from microbes such as sulfate reducers growing
in the anodic region. MIC studies have been
undertaken to evaluate the corrosivity of
coated steel in a marine environment. The
coatings are suspected to be breached by
microbes which create a freshly exposed steel
surface that is further attacked by chloride
ions or microorganisms. The corrosion caused
by this marine incursion appears to be
significant enough to be of concern.

EXPERIMENTAL

The coupons were fabricated from steel alloy 4140 and were
zinc plated. They were coated with grey 2770 enoxy, grey
17104 epoxy or black 3147 nylon. These polymeric coatings
were electrostatically applied to the metallic coating of
zinc in order to improve the corrosion life of the underlying
steel. Epoxy coatings are widely used as heavy-duty moisture
and chemical resistant coatings and linings in immersion and
atmospheric marine environments. Nylon is used because of
its strength, low coefficient of friction and wear
resistance.

The coated steel coupons were exposed to the marine
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environment at NSWC/Ft. Lauderdale. Several forms of
corrosion (crevice corrosion, cavitation, pitting and
intergranular attack) were observed. Microbial sampling of
coupons from the constant immersion flume tank yielded mixed
cultures of facultative anaerobic microbes (sulfate reducers
and non-sulfate reducers). The three mixed cultures were
tested at NSWC/W) for MIC of bare 4140 steel using an
accelerated corrosion test: (1) one mixed culture gave a mpy
value similar to that of the controls (sterile 4140 steel
coupon; sterile coupon + sterile culture medium); (2) one
mixed culture gave twice the accelerated corrosion value
(mpy) as the controls; and (3) one mixed culture gave an 8-
fold decrease in the accelerated corrosion value (mpy) as the
controls. Due to the different corrosion rates obtained for
the three mixed cultures, it will be important to isolate
pure cultures (identify to genus and species) from these
mixed cultures and to further study the interactions between
the microbes and the coated metals, coatings alone and the
bare 4140 steel.

Scanning electron micrographs of the bare 4140 steel and the
coated 4140 steel show that the surfaces are heavily fouled
with the facultative microbes. In comparing the EDAX (energy
dispersive X -ray) spectra for the controls (sterile coupon +
sterile medium; no bacteria) versus the experimental samples
(bacteria present), one sees a high peak of sulfur in the
experimental samples due to the presence of sulfate reducing
bacteria. Both the epoxy and nylon coated 4140 steel show a
breaching of the coating in the presence of facultative
microbes with both iron and zinc from the substrate steel
present in the EDAX spectra.

Many investigators have suggested that metal ions attract
marine microbes and that biofilms varied for different metals
and alloys. Graphite (pure carbon) disks in the constant
immersion flume tanks (NSWC/ Ft. Lauderdale) did have a
biofilm of facultative anaerobes but sulfate reducing
bacteria were not isolated from that biofilm. It will be
important to study the epoxy and nylon coatings on graphite
or glass to determine if sulfate reducing bacteria are
attracted to the protective coatings or if these bacteria are
attracted to metal ions leaching through the coatings.

CONCLUSION

We postulate a synergistic effect between the microorganisms
in the biofilm and various seawater parameters that results
in the degradation/deterioration of the epoxy and nylon
coatings as an initial process to the intense corrosion of
the substrate material (steel). A detailed knowledge of
biocorrosion processes is necessary for developing methods to
minimize or inhibit the biodeterioration of metals, coated
metals and alloys, and composite materials exposed to the
marine environment.
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CORROSION INHIBITION BY PORPHYRINS AND PHTHALOCYANINE,

V. S. Agarwala
Naval Air Development Center, Warminster, PA

and

S. Hettiarachchi
SRI International, Menlo Park, CA

ABSTRACT

The general consideration of the geometrical
structure (spatial arrangements) and the chemical
properties of porphyrin and phthalocyanine
molecules suggest that they could be capable
of strong chemisorption at metallic surfaces.
Thus, a number of different porphyrins and their
metallo-derivatives were synthesized and studied.
The corrosion and electrochemical studies showed
their excellent potential for corrosion inhibition.
The current studies have shown that the "tailor-make"
approach, through modification of chemical structure,
could transform them into most efficient corrosion
inhibitors. The inhibition improves as the parent
groups of either porphyrin or phthalocyanine are
enhanced in their chelating and pi-bonding properties
with the metal substsrate, and as the size of the
molecule is enlarged.

INTRODUCTION

Generally most corrosion inhibitors are no custom made items.
Classically, the development of the largest class of
corrosion inhibiting substances was based on their molecular
size which allows them to adsorb on the metal surface and
suppress metal dissolution and reduction reactions. Now, it
is accepted that the effectiveness of inhibitors is better
predicted by the nature of chemical bonds than by the mere
sizes of the molecule and their adsorption characteristics.
Since porphyrins were discovered as a potential source for
corrosion inhibitors (1-4), a considerable amount of interest
has been generated in the family of such macrocyclic
compounds (5,6). In addition to porphyrins, phthalocyanines
also open up an excitingly new field in corrosion inhibition.
Structurally, both of these parent compounds are similar with
some subtle differences. The macrocyclics of these types are
extremely stable, highly planar and possess high electron
density in the pi-orbital system of the molecule for strong
interactions with the conduction band of the surface metal
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atoms (7-12). Their generalized structures are as shown in

Figure 1.

The Concepts of Corrosion Inhibition

The mechanism of corrosion inhibition by the porphyrins or
phthalocyanines, called macrocyclics, is mostly considered
due to strong chemisorption onto the metal surface such as
those suggested on the basis of Lewis acid-base and the
charge transfer theories (10-12). Further, the chemical
structures of porphyrins and phthalocyanines suggest that
their strong interaction with a metal surface would involve:
(i) chelation of the surface atoms by the four inner nitrogen
atoms (1); (ii) coordination of the surface atoms by the
peripheral polar substituents of the macrocycle (7-9); (iii)
coordination of a surface atom to the central metal of a
metallo-macrocycle; (iv)"sitting-atop" complex formation
involving the porphyrin and surface metal ions (9-11); and
(v) interaction of the pi-molecular orbitals of the
macrocycle with the d-orbitals of the metal (12). Despite
the likely ability of these compounds to strongly interact
with metals, forming a stable surface film, relatively few
studies have been conducted with some limited success
resulting in potential corrosion inhibitors. The attempts
reported here were made to synthesize these compounds with
varying degree of complexity, in order to keep the structure
rigidly planar and stable in the presence of acid-chloride
environments (2-4, 13-14). Theoretically, planar molecules
are expected to provide a high degree of coverage and hence a
higher corrosion inhibition efficiency. Metallo-derivatives
of porphyrins and phthalocyanines have been synthesized by
adding transition metal ions in the center of the macrocyclic
ring, in order to incorporate redox character in the
chemisorbed surface films. A number of metalloporphyrins have
been reported in literature which show photoactive
electrochemical behavior (15-17). The literature data on
phthalocyanine films have been shown to demonstrate
photovoltaic, photoconducting and catalytic applications (18-
20). The use of phthalocyanines in lubricant systems dates
back to the fifties (21-22). Their thermal stability and
planar stacking ability make them quite unique in reducing
corrosion and wear.

The Parent Structure

Porphyrins and phthalocyanines are analog structures with
well defined planar configuration as shown in Figure 1. They
are tetradentate ligands containing four pyrrole subunits
linked together by unsaturated bridges allowing a full
aromatic conjugation throughout the macrocyclic structure.
The differences in the bridging groups of the pyrrole
subunits make them different macrocyclics. Porphyrins are
typically identified with -CH= , and phthalocyanines with
-N= bridging groups. These structures can be synthetically
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altered by substitution and addition. Depending on the
substitution in the pyrrole rings (positions R, - R8 ) and in
the meso (R - RE positions) in Figure 1, a range of
properties of importance can be designed. With metal
insertion into the macrocyclic center, a number of compounds
can be formed which can be responsive to electrochemical
redox processes, and can be thermally stable. This paper
reports a review of such work done on the two macrocyclics,
porphyrins and phthalocyanines, as possible corrosion
inhibitors. The synthetic steps involved in the preparation
of basic, polymeric and metallo-compounds of either
macrocycle have been omitted in this paper for brevity and
thematic reasons; they have been discussed elsewhere (23-27).

Porphyrins

In the work reported by Longo and Agarwala (3), a number of
porphyrins were synthesized and studied. The water soluble
porphyrins were prepared by making them ionic or polar
through methylation to yield cationic tetramethyl-porphin,
called TMP. The counter anions were iodide, chloride,
benzoate, sulfate or toluenesulfonate (TS). Several metallo-
derivatives of TMP or tetramethylpyridylporphin [TMPyP].TS
containing central metal ions of Cr(III), Fe(III), Co(II),
Ni(II), Cu(II), Mo(II) and Zn(II) were synthesized (27).
Although a number of parent porphyrin compounds are available
commercially, most compounds studied by Longo, et al. were
synthesized to develop tailor-made structures. For corrosion
studies, the water soluble compounds were studied directly by
using 1 mM concentration in 1% NaCl solution. The mass-loss
results of this study on Armco iron showed some corrosion
inhibition (cf.Table 1). It was observed that the inhibition
by 5,10,15,20-tetra-4-methyl-pyridylporphin [TMPyP] was most
affected by the nature of the polar group (anion) present.
For example, the compounds of TMPyP containing toluene
sulfonate (also called sultone, TS) and iodide showed higher
inhibition efficiencies compared to other polar groups or
anions (see Table 1).

Several water soluble metallo-derivatives of TMPyP.TS were
also prepared and tested as potential inhibitors in 1.G%
NaCl. These results are reported in Table 2. Compared to the
results obtained with metal-free porphyrins in Table 1, the
mass loss rates for metallo-porphyrins were generally lower,
i.e., metallo-porphyrins show higher inhibition efficiencies
than their metal-free counterparts. In aqueous systems, the
bonding of porphyrin occurs as the metal corrodes, and the
surface metal atoms lose their electrons which are then
picked up by either the polar group of the porphin ring or
the central metal ions of the metallo-porphyrin. Since
metallo-porphyrins were more efficient than the metal-free,
perhaps the latter mechanism is preferred. The effects of pH
and porphyrin concentration on mass-loss rates of iron
specimens were also studied. Although, the data for [TMPyP]-
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iodide in Table 3 show no significant inhibitor concentration
effect in either salt or acid solutions, no genralization
could be made at this time. Why only water showed a four-
fold decrease in mass-loss rates is not understood.

The study of insoluble porphyrins, listed in Table 4, was
made by dissolving them in benzene or N,N-dimethyl formamide
(DMF). The test specimens of Armco iron were pretreated with
these porphyrins by refluxing at 500 C. According to Longo,
et al. (2), the so treated insoluble porphyrins did appear to
exhibit a higher degree of corrosion inhibition than the
water soluble porphyrins; the experimental data showed a lack
of reproducibility. Thus, the results were not reported.
However, when vapor deposition method was used the results
were highly encouraging. Table 4 summarizes the results of
these studies on (iron) specimens which were prepared by
vapor deposition of various porphyrins and metallo-
porphyrins. It was noted that the metal-free porphyrins
showed least mass-loss rate, or inhibition efficiency of 90%
or higher (cf. Table 4). Although metallo-porphyrins by
vapor deposition also decreased the corrosion rate of iron,
but not to same significant level. Probably, thermal
treatment provides enough activation energy for a metal-free
porphyrin to form a metallo-derivative or complex with the
atoms of the iron surface. The fluorescence studies in the
near UV region seem to confirm this conclusions (27).

The potentiodynamic polarization studies on Armco iron in 1%
NaCl at pH 2 containing porphyrins and metallo-porphyrins
(1.0 mM) generally showed mixed, anodic and cathodic,
polarization behavior. A typical behavior for a water
soluble porphyrin, TMPyP.TS, was as shown in Figure 2 (curves
B); here the curves A represent the control, a behavior
without porphyrin. However, when TMPyP was vapor deposited
before testing in 1% NaCl (pH 2), a further shift in the
curves as indicated in Figure 2, curves C, was exhibited.
The shifts of curves to lower current densities are direct
indications of greater porphyrin effect, and hence higher
inhibition efficiency. According to Agarwala and Longo (4),
the effects of water soluble compounds were shown to be
concentration dependent as they also affected polarization
shifts to lower current densities.

Among water soluble compounds, the effects of polarization by
metallo-porphyrins were much more significant than their
counterpart metal-free porphyrins. The typical behavior of
these compounds were as illustrated in Figure 3 for Cu(II)-
TMPyP.TS and Fe(III)-TMPyP.TS. The shifts of the anodic and
cathodic polarization curves with the inhibitors were much
greater than without the inhibitor (control curves A). The
anodic curve for Fe(III)-TMPyP.TS exhibited a small passive
potential region which was not displayed by metal-free
porphyrins. Generally, most metallo-derivatives of TMPyP.TS,
including VO(II, Cr(II), Co(II), Ni(II), Mo(II), Ru(II),
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Rh(II) and AV(II), exhibited anodic inhibition. The
inflections in the cathodic curves were not due to reduction
of oxygen or the porphyrins themselves; solutions which were
purged with argon for periods as long as 2 h exhibited these
inflections, and spectro-photometric analysis of these
solutions showed that the porphyrin were unchanged.

As with the mass-loss studies, the most promising results
were obtained when Armco iron specimens, treated with metal-
free and water insoluble porphyrins by vapor deposition, were
examined. In these cases the cathodic currents were reduced
by several factors relative to the cathodic current observed
for untreated electrodes (2). In addition, there was a
significant decrease in the anodic current. Of the several
porphyrins examined, the most effective and efficient
corrosion inhibition was achieved by tetraphenylporphin
[TPhP]. It is also the least expensive of the porphyrins.
Compared to the conventional organic inhibitors, porphyrins,
at present, are more expensive. However, porphyrins provide
a greater surface coverage therefore, might be comparable in
cost. Implications regarding the state of the metal surface
after porphyrin treatment came from an examination of the
fluorescence produced when treated specimen interface was
exposed to near UV radiation (4000 A). Free-base porphyrins
will produce a brilliant red fluorescence (6500 A and 7200 A)
under these conditions, whereas iron porphyrins and other
transition metal porphyrins will not (35). In the case of
iron specimens treated with tetraphenyl porphin, TPhP, the
specimens prepared by vapor deposition did not fluoresce,
whereas those prepared with the benzene solutions fluoresced
brilliantly. This suggests that the porphyrin definitely
forms some kind of an iron complex during vapor deposition,
whereas treatment with organic solutions results in simple,
physical deposition of the porphyrin on the iron surface.
The same conclusion was reached by electron paramagnetic
resonance techniques which are sensitive to a depth of 100
nm; an appreciable decrease in the ferromagnetism with a
concomitant appearance of a paramagnetic resonance signal,
from what was presumed to be an iron-porphyrin moiety, was
observed. Generally, it was concluded by Agarwala and Longo
(3) that inhibition by the free-base porphyrins occurs by
forming some kind of complexes with the metal atoms of
substrate, whereas by the metalloporphyrins primarily by
precipitation or chemisorption through oxides or oxygen atoms
of the metal surface.

Phthalocyanines

The study of Hettiarachchi, Chan, Wilson and Agarwala (14,
26) was directed to explore the phthalocyanines or
polyphthalocyanines as acid corrosion inhibitors for steel.
They believed that phthalocyanines would be more effective as
corrosion inhibitors compared with porphyrins because of the
almost rigid planarity of the phthalocyanine molecule (28-
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32). In addition to the chemisorption pathways described
earlier, a higher degree of planarity is expected to increase
the interaction between the pi-electron system of the
phthalocyanine with the conduction band of the metal.
Furthermore, the more planar the molecule, higLer will be the
degree of coverage and, hence, the inhibition efficiency.
According to Snow and Jarvis (12) the planarity and electron
density in the pi-system of macrocyclics affect their surface
adsorption properties and that the phthalocyanine compounds
are specifically useful for the formation of stable films.

The study of polyphthalocyanines was considered even more
useful than their monomers since the polyphth-locyanines
could form an entirely new class of inhibitors because of
their high electronic conduction (13, 26). An important
feature here is that the polyphthalocyanines, while
inhibiting corrosion, are capable of retaining an important
property which is only expected of metals, i.e., its
electrical conductivity. This suggests some tremendously
useful military applications of the material in future.

The synthesis of phthalocyanines and polyphthalocyanines was
carried out by conventional chemical routes described
elsewhere (26). First, the water soluble compounds were
tested to determine if they might be as effective as
porphyrins in their inhibitor efficiency. Hettiarachchi,
et.al. (26) synthesized highly water-soluble tetrasulfo-
phthalocyanines [TSPC], both metal-free and, with a variety
of metal ion centers: Co(II), Co(III), Fe(II), Fe(III) and
Vanadyl. Although these phthalocyanines satisfied the
planarity and the water solubility requirements, they failed
as effective inhibitors. Hence water soluble phthalocyanines
were eliminated from their investigations. Among the water
insoluble compounds, tetraamino [TAPC] and tetracarboxy
(TCPC] derivatives based on Co(II), Co(III) and Fe(III)
centers were synthesized. The study on metal-free insoluble
phthalocyanines was also eliminated as they offered no
advantage over their metallo-derivatives. The polymeric
phthalocyanine TCPCs were synthesized using Co(II) and
Fe(III) as centers.

In the case of water-soluble phthalocyanines, the compounds
were directly dissolved in 1% NaCl solution to make it 1 mM
with respect to the phthalocyanine before testing. When the
phthalocyanine was water-insoluble, the polished steel
specimens were immersed in a 1 mM solution of the TCPC
compound in dimethylsulfoxide (DMSO) over a period of 13 h,
washed with DMSO and dried at 1000 C before testing.

The polyphthalocyanines coatings on steel surface were
prepared by dissolving Co(II)-TCPC or Fe(III)-TCPC in
dimethyl sulfoxide (DMSO) and immersing the polished and
degreased metal sample in this solution for 12 h. The metal
sample was then removed from the coating solution and
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introduced into an oven sparged with argon gas. The sample
was then heat treated at 450TO C in the inert atmosphere,
during which process an adherent and stable phthalocyanine
polymer coating was formed.

The in-situ polymerization of TCPC was first observed by
Achar et. al.(25). The polymerization process is not a
typical condensation reaction as it occurs with the loss of
H20, CO, and C02 . This process (polymerization) is a
multistep reaction; loss of water produces the anhydride as
an intermediate which, then, thermally decomposes to give the
polymeric product where the molecules of phthilocyanines are
linked by a covalent bond between benzene rings.
Hettiarachchi, et al. (26) adapted this method to polymerize
monomeric TCPC adsorbed on a metal electrode surface. In the
case of Fe(III)-TCPC polymer coatings, the concentration of
the phthalocyanine solution was increased to minimize the
porosity of the polymer coating. Some experiments were
performed with multiple coatings as well as afte pre-etching
the sample in 1% NaCl solution of pH 2 before phthalocyanine
treatment.

The effectiveness of phthalocyanines as acid corrosion
inhibitors for steel was studied by conventional
electrochemical dc and ac techniques. The details of these
tests, potentiodynamic polarization and ac impedance
spectroscopy, have been reported elsewhere (33-34). A
rotating disk electrode at 1800 RPM (30 Hz) has been used for
the polarization measurements. Water soluble TSPC
derivatives with metal centers exhibited poor corrosion
inhibition (14), see Table 5. Water insoluble TAPC
derivatives served as better corrosion inhibitors than their
water soluble counterparts when the metal surface was coated
with an adsorbed layer of the compound. The polarization
plots (E vs.log i) showed no significant differences in the
presence or absence of phthalocyanines. A summarized view of
the electrochemical parameters is reported in Table 5,
indicating the influence of these monomers. Compared to
Co(II)-TAPC, Fe(III)-TAPC showed higher degree of corrosion
inhibition, however, the inhibitor efficiency was still far
too low to be of any significance. Thus, the investigators
opted to concentrate on the formation of stable polymeric
phthalocyanine coatings on the metal surface (14).

To study polyphthalocyanine coatings for corrosion
inhibition, the electrochemical testing was performed with a
rotating cylinder electrode instead of using a rotating disk
arrangement (26). This change was deemed necessary because
it was not possible to heat treat the phthalocyanine coated
metal disk at 450 C due to the inability of the Teflon mount
to withstand such temperatures. The problem was overcome by
using a removable cylinder electrode. Additionally, since
the rotating cylinder electrode renders much faster mass
transfer rates at reasonably slow rotational speeds, all the
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experiments with polyphthalocyanine coatings were performed
with a rotating cylinder electrode at a rotational speed of
255 RPM. The results of the potentiodynamic polarization
measurements for the mild steel in 1% NaCl solution (pH 2)
with and without polymeric coatings were as shown in Figure
4. The number of distinct features noted from this figure
are: (i) the corrosion potential shifted to more positive
values with the polymer, Fe(III)-TCPC showed the most
positive shift; (ii) both the anodic and cathodic
polarization curves shifted to lower current densities; and
(iii) the anodic reaction rates (polarization curves) were
reduced by almost two orders of magnitude with the coatings.
The results of these studies are summarized in Table 6.

The ac-impedance studies were also performed on the above
polymeric coatings at the free corrosion potential by holding
the potential at this value, using a PAR Model 173
potentiostat. The impedance measurements over a wide
frequency range (1 kHz to 10 mHz or less) were made with the
help of a Solartron Model 1250 Transfer Function Analyzer.
The amplitude of the ac signal used was 8 mV. Evaluation of
the corrosion behavior of a polymer-coated metal, such as
that used in this case, was made possible by the wideband ac
impedance measurements, which provided information on both
the resistive and the capacitive behavior of the interface.
The results of these experiments were shown as Nyquist plots
[Re(Z) vs. Imag.(Z)] of the interfacial impedance as a
function of frequency, as in Figure 5. The curves, slightly
suppressed semicircles, show the characteristics of steel in
chloride solutions with and without the presence of
polyphthalocyanines The polarization resistance (R ) values,
calculated from these impedance spectra, were detegmined from
the intercepts (lengths of the diameters) of the suppressed
semicircles along the [Re(Z)] axis. According to
Hettiarachchi, et al. (see Table 6), the R values increased
3 and 6 folds when three coatings of polymepic Co(II)-TCPC
and a single coat of Fe(III)-TCPC were applied on the steel
surface, respectively; the corresponding calculated inhibitor
efficiencies were approximately 68% and 83%, respectively.
Pre-treatment of the metal surface, such as etching, did not
improve the bonding of the polymer Fe(III)-TCPC, Table 6.
The suppressed nature of the semi-circle still remains with
the center below the real axis, indicating that the
interfacial impedance is a result of more than one
electrochemical process. However, neither the Nyquist plot
nor the Bode plot provided the necessary resolution to permit
the separation of the multiple electrochemical processes
involved.

The water insoluble polymeric phthalocyanine coatings based
on Fe(III) centers gave inhibitor efficiencies as high as
83%, as confirmed by both slow potentiodynamic technique and
the AC-impedance analysis (Table 7). The polymerization was
achieved by simple dip coating followed by heat treatment of
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the coated surface at 4500 C in an inert atmosphere. The
resulting coating was shown to be adherent and electrically
conducting, thereby providing a unique set of conducting
polymer inhibitors that can be used in acid environments.
High void fraction in the polymer were considered possible
limitations in the achievement of higher inhibition
efficiency. Hence, some studies were conducted to develop
polyphthalocyanines with very low void fractions. Thus,
polymer coating of Fe(III)-TCPC containing p-hydroxy pyridine
groups as shown in Figure 6 were synthesized and tested (26).
Contrary to the expectations, the inhibition efficiency did
not improve, it went down (cf.Table 7). The authors
attributed this to poor surface coverage by the polymer
during its derivatization on the metal surface. The
alternatives suggested were to overcome this problem by first
synthesizing the p-hydroxy pyridine derivative of the monomer
and then polymerize it on the metal surface. Currently, this
work is being carried out at by the author.

The effects of incorporating long chain aliphatic hydrocarbon
groups in the phthalocyanines were also investigated.
Particularly, the two groups studied were carboxy-
aminoundecanoic acid and carboxy-aminocaproic acid.
Hettiarachchi, et al. (26) prepared and studied Fe(III) and
Co(II) tetrakis (N-carboxy-12-aminoundecanoic acid)
phthalocyanine [TCAUPC], and Fe(III) and Co(II) tetrakis (N-
carboxy-6-aminocaproic acid) phthalocyanine [TCACPC]
compounds. The results, in Table 7, indicated a significantly
high corrosion inhibition. The inhibitor efficiencies of up
to 88% were realized by these molecules, whereas with the
polyphthalocyanines 83% was the best.

SUMMARY AND CONCLUSIONS

The parent structures of the porphyrins and phthalocyanines,
were considered to be unique for the development of new
corrosion inhibitors for iron and steel. The "tailor-make"
approach, to build on the basic structure through synthetic
steps, was found very successful in enhancing the inhibition
efficiency. One of the prime considerations in this study
was to keep the structure spatially flat and rigid. Several
approaches were taken whereby a macrocycle could be anchored
to the surface atoms of the test metal. Macrocyclics were
weighted down by the addition of heavy groups to the ring
structure so that when adsorbed, they could provide high
surface coverage, or linked with surface active groups or
high valent metal ions for chemisorption.

Corrosion studies were performed with water soluble,
insoluble and metallo-derivatives of porphyrins on Armco iron
through several methods of application. Among the soluble
type, metallo-derivatives with sultones or iodide as counter
anion were highly efficient ( 90%). The best corrosion
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inhibition was accomplished with those which were metal-free
and vapor-deposited in vacuum. The insoluble porphyrins and
metallo-porphyrins were ineffective when applied from organic
solutions even at reflux temperatures (80 C or 140 C). These
observations imply that the porphyrins can react and bond to
metal surface at the higher temperatures as with vapor
deposition. The fact that the free base porphyrins are more
effective than the metallo-porphyrins suggests that the
reaction mechanism involves bonding of surface metal atoms to
the inner nitrogen atoms of the porphyrin molecule.

The study on phthalocyanine, a structural analog of
porphyrin, was primarily performed by Hettiarachchi and co-
workers (14, 26). They synthesized a number of metallized
and metal-free derivatives of phthalocyanines with the intent
that their basic interactive character and spatial
arrangements would remain intact. The water soluble
quaternized (tetrasulfo- and tetraamino-) phthalocyanines
complexes with Co(II) and Fe(III) showed no significant
corrosion inhibition of mild steel when tested in 1% NaCl
solution at pH 2. Apparently, these complexes did not adhere
well or adsorb on the surface effectively. A number
polymeric coatings of the phthalocyanine and derivatives of
phthalocyanines which contained long alkyl chains to increase
adsorption were also prepared and tested. The polymeric
coating of iron(III)-tetracarboxy-phthalocyanines, [Fe(III)-
TCPC], was able to provide up to 83% inhibition efficiency.
These were sheet polymers of graphite-type structure,
containing voids between the phthalocyanine units. Attempts
to fill these voids through formation of p-hydroxy-pyridine
derivatives were unable to improve corrosion inhibition
efficiency. Primarily because these steps were taken after
the polymerization, and therefore, could not fill the void.
A better alternative would be to syntheize the monomer with
p-hydroxy pyridine groups first, a course of action to be
pursued next. In comparison with the polymers, the long
alkyl-chain substituted phthalocyanines exhibited more
promising results (26). It was determined that the length of
the alkyl chain and the nature of thet central metal ion are
important in providing higher inhibition efficiency. For
example, a ten carbon chain tetracarboxy-aminoundecanoic acid
phthalocyanines (TCAUPCI with Fe(III) and Zn(II) as central
metal ions showed inhibition efficiencies of 88% and 87%,
respectively. But when the alkyl chain of five carbon atoms
was used, as in the case of tetracarboxyaminocaproic acid
phthalocyanine [TCACPC] with the same central metal ions, the
observed inhibition efficiencies were lower. The
substitution of central metal ion with Co(II) or Si(IV) also
decreased the inhibition efficiency.

In general, this review has indicated that the macrocyclics
of the porphyrin and phthalocyanine type offer an excellent
promise as corrosion inhibitors for iron and steels. In
particular the "tailor-make" approach has demonstrated that a
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number of types of these new classes of compounds can be
systematically synthesized to produce successful inhibitors,
and that they can be applied to other metallic substrates.
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TABLE 1

MASS LOSS RESULTS USING TMPyP AND VARIOUS COUNTER
ANIONS IN 1.0% NaCi, pH 6 (CONC.: 0.05 mM)

Inhibitor Corrosion Rate, mdd % Inhibition
Counter Ion 12h 48h Efficiency*

Control 380 370 0
Iodide 53 74 80
Chloride 174 182 50
Benzoate 84 106 70
Sulfate 114 160 59
Toluenesulfonate 96 87 76

Ali entries are averages of 5 observations.
* Based on 48h data.

TABLE 2

MASS LOSS RESULTS IN THE PRESENCE OF METALLO-DERIVATIVES
OF TMPyP-TS IN 1.0% NaCl, pH 6 (CONC.: 0.3 mM).

Incorporated Corrosion Rate, mdd % Inhibition
Metal Ion 12h 48h Efficiency*

None 380 370 0
VO(II) 71 46 87
Co(II) 53 68 81
Cu(II) 62 49 87
Fe(III) 27 15 96
Ni(II) 59 45 87
Mn(III) 32 28 92
Rh(II) 48 27 93

* Based on 48h data.

TABLE 3

THE EFFECT OF pH AND PORPHYRIN CONCENTRATION ON
THE CORROSSION RATE OF IRON.

Inhibitor < ------ Corrosion Rate, mdd ------ >
TMPyP Iodide Distilled Water 1% NaCl 0.1 mM HC1

0.001 mM 79 97 91
0.01 mM 39 97 80
0.1 mM 21 97 80
1.0 mM 18 103 80

* All measurements were made after 48 hours of immersion.
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TABLE 4

RESULTS OF MASS-LOSS STUDIES ON IRON SPECIMENS PREPARED BY
VAPOR DEPOSITION OF PORPHYRIN IN 1% NaCi SOLUTION.

*Corrosion % Inhibition Number
Porphyrins Rate, mdd Efficiency of Tests

None** 382 + 37 0 3
TPhP 28 ± 10 93 - 15
TPyP 36 + 20 91 I 6
T(o-ChloroPh)P 38 + 8 90 4
5-Nitroporphin 62 ± 84 - 4
NiTPhP 202 + 31 47 3
CoTPhP 182 + 21 52 3
ZnTPhP 89 + 17 77 3
VOTPhP 173 + 40 55 3
Fe(III)TPhPC1 312 + 37 18 3
Mn(III)TPhPC1 283 + 18 26 3
RhTPhP 271 + 26 29 3
ZnTPyP 103 + 13 73 3
Fe(III)TPyPCI 327 + 27 14 3
CoTPyP 120 T 18 68 3

* Average corrosion rate determined by total immersion of
specimens for 7 days.

** Specimens heated in vacuum in the absence of porphyrin.

TABLE 5

RESULTS OF ELECTROCHEMICAL POLARIZATION MEASUREMENTS ON MILD
STEEL TREATED EITH PHTHALOCYANINES IN 1% NaCI (pH 2).

Inhibitor Ecorr mV/Decade Icorr % Inhibition
System mV(SCE) pa )c mA/cm2  Efficiency

None -500 45 -370 1.05 --
*VO-TSPC -488 43 -350 1.0 5
*Co(II)-TSPC -498 38 -300 0.95 10
*Fe(III)-TSPC -490 39 -475 0.93 7
Co(II)-TAPC -505 45 -325 0.95 10
Co(II)-TAPC -493 43 -370 0.82 22
(on etched steel)

Fe(III)-TAPC -505 45 -340 0.65 37
Fe(III)-TAPC -500 44 -372 0.88 16
(on etched steel)

* 1 mM concentration in test solution (water soluble).
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TABLE 6

RESULTS OF ELECTROCHEMICAL POLARIZATION MEASUREMENTS ON MILD
STEEL TREATED WITH POLYPHTHALOCYANINES IN 1% NaCl (pH 2).

Inhibitor Ecorr mV/Decade Icorr % Inhibition
System mV(SCE) )a pc mA/cm2  Efficiency

None -538 247 -193 0.48 --
Co(II)-TCPC -525 260 -205 0.20 55
(3 coats)

Fe(III)-TCPC -495 225 -- 0.08 83
Fe(III)-TCPC -512 228 -- 0.16 66
(on etched steel)

TABLE 7

RESULTS OF THE AC IMPEDANCE MEASUREMENTS ON MILD STEEL
TREATED WITH MONOMER AND POLYMER PHTHALOCYANINES

IN 1% NaCi SOLUTION (pH 2).

Inhibitor R in Wmax, C in % Inhibition
System Oh9.cm2 rad./s PF/cm2 Efficiency

None 42 63 378 --
Poly Co(II)-TCPC 137 10 750 68
(3 coats)

Poly Fe(III)-TCPC 240 13 318 83
Poly Fe(III)-TCPC 159 16 400 74
(on etched steel)

Poly Fe(III)-TCPC 174 2 3640 77
** (low void fraction)
*Fe(III)-TCAUPC 323 16 196 88
*Co(II)-TCAUPC 243 4 1038 83
*Fe(III)-TCACPC 255 25 157 84
*Co(II)-TCACPC 114 40 222 65

* Phthalocyanine containing long chain hydrocarbon groups:
[TCAUPC] - tetrakis (N-carboxy-12-aminoundecanoic acid)
(TCACPC] - tetrakis(N-carboxy-6-aminocaproic acid).

** Containing p-hydroxy pyridine groups in the voids.
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Figure I - General structures of (A) porphyrin, and
(B) phthalocyanine molecules with conjugated double
bonds. Metal ions may be chelated at the center of
the ring by bonding to the four inner nitrogen atoms.
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Figure 2 - The effect of porphyrins on the potentiostatic
polarization behavior of Armco iron in 1.0% NaCi (pH 2);
Cur'ves A: Control (without inhibitor) , Curves B: with
TMPyP.TS (1.0 mM), Curves C: Vapor deposited TMPyP.
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Figure 3 - The effect of water soluble metalloporphyrins
on polarization behavior of Armco iron in 1%( NaCi (pH 2);
Curves A: Control (without inhibitor),* Curves B: with
Cu(II)-TMpyP.TS, and Curves C: with Fe(III)-TMPyP.TS at
1.0 mM concentration.
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Figure 4 - The effect of polyphthalocyanines on the
polarization behavior of mild steel in 1. NaC1 solution
of pH 2 : (a) without coating, (b) three coatings of
Co(II)-TCPC, (c) after etching in 1% NaCi (pH 2) followed
by a single coating of Fe(III)-TCPC, and (d) single coating
of Fe(III)-TCPC. (dE/dt a 0.1 mV/s)

100



200

E
0

C,

100 Fe(III)TCPC
0

a a

a Co(II)TCPC a

Sb uncoated D a

0 100 200

REAL(Z)/IICmA2

Figure 5 - Nyquist plots E Re(Z) vs. Imag.(Z)] for mild steel
in 1% NaCl solution (pH 2) with: (a) uncoated steel, (b) three
coatings of Co(II)-TCPC and (c) single coating of Fe(III)-TCPC
polymers.
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Figure 6 The structure of void filled polyphthalocyanine with
p-hydroxy pyridine groups, and containing central metal ions in
the phthalocyanine rings.
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ANALYSIS OF PRIMERLESS FINISHING SYSTEMS FOR ALUMINUM
PHASE I - ELECTROCHEMICAL IMPEDANCE TESTING

Stephen J. Spadafora, Charles R. Hegedus, Donald J. Hirst
and Anthony T. Eng

Air Vehicle and Crew Systems Technology Department
Naval Air Development Center
Warminster, PA 18974-5000

ABSTRACT

A recent trend in the corrosion protection of
aluminum alloys used in military equipment is the
development of primerless finishing systems, where
the topcoat can be applied directly to surface
treated aluminum. Currently, two approaches are
available to obtain a primerless system: (1) a
urethane sealed, sulfuric acid anodized
pretreatment which can be directly topcoated and
(2) a primerless or self-priming topcoat which can
be directly applied to a standard Al surfaceyretreatment. A two phase study was performed to
nvestigate the properties of these two systems.

The first phase investigated the electrochemical
properties of both coating-pretreatment systems on
aluminum and compared their performance to
conventional Navy finishing systems. The second
phase compared the physical properties of both
conventional Navy finishing systems and the two
coating-pretreatment systems on several aluminum
substrates. This paper discusses the
Electrochemical Impedance Spectroscopy analysis of
these systems performed in Phase I. These test
results indicate that primerless systems show
promise as viable alternatives for the
conventional system and should be fully
characterized by extensive physical performance
testing.

INTRODUCTION

Military airframe and aerospace equipment are primarily
constructed with aluminum alloys due to their high specific
strength compared to other structural materials. If left
unprotected during deployment, these alloys would rapidly
corrode, causing the aircraft to be grounded. With the high cost
and importance of these systems, protective materials and
processing methods which maximize component service lifetime
while minimizing failure must be utilized. Therefore, to
minimize the threat of environmental deterioration, inorganic
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surface treatments and organic coatings are specified for
virtually all military aerospace systems. These precautions are
particularly important for alloyc on Navy aircraft which are
normally stationed in highly corrosive marine locations.

Generally, Navy aircraft finishing systems consist of an
inorganic surface treatment followed by a series of organic
coatings. MIL-S-5002C describes cleaning requirements and
surface treatments for aluminum alloys. Surface treatments
enhance the adhesion and corrosion inhibition of subsequent
organic coatings. These treatments can be either an anodized
film produced in accordance with MIL-A-8625 or a chromate
conversion coating achieved by applying materials conforming to
MIL-C-81706 to produce a conversion coating meeting MIL-C-5541.
MIL-F-7179 provides the requirements for paint systems used on
U.S. military aircraft. The Navy's standard organic coating
system consists of an epoxy primer (MIL-P-23377 or MIL-P-85582)
and a polyurethane topcoat (MIL-C-83286 or MIL-C 85285). The
primers are adherent, and inhibit substrate corrosion due to a
high concentration of strontium chromate (3). The polyurethane
topcoats are flexible, chemical and weather resistant, while
providing the required optical properties. Some aircraft also
require a coat of spray sealant (MIL-S-8802, MIL-S-81733, or MIL-
P-87112) between the primer and topcoat around fasteners and
areas of excessive flexing. The sealant coat enhances the
flexibility of the coating system and prevents cracking of the
paint system. This finishing system was specifically designed to
protect aluminum aircraft structures from the harsh Navy
operational environment. References (1-3) provide more detailed
descriptions of corrosion control documents and finishing systems
for military equipment.

Although the above finishing system has been the premier aircraft
finishing system for 20 years, it has several deficiencies. The
primer is brittle, particularly at low operating temperatures (-
51oC), resulting in cracking of the paint system on highly flexed
areas. Sealants are soft and easily deformed, and are difficult
to apply and remove. In addition, increased awareness for
environmental preservation has caused state and local governments
to begin limiting the volatile organic compound (VOC) emissions
during painting operations. These new regulations have impacted
both equipment manufacturers and rework depots by limiting the
amount and types of paints which they can apply. Finally,
increased concern for the effects of carcinogenic chromates on
worker safety has caused environmental agencies to issue
regulations limiting or eliminating the use of chromates used in
the conversion coatings and primers in the current finishing
system. These deficiencies have prompted a recent trend to
develop finishing systems consisting of a surface pretreatment
and only one organic coating (4-7). This has been accomplished
by using either conventional topcoats on a modified pretreatment
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(4), or a self-priming topcoat on conventional pretreatments (5-
6). Either method eliminates the use of a primer, saving
application time, manhours, and materials. This effort
investigated the effectiveness of these systems to protect
aluminum substrates.

DESCRIPTION OF PRIMERLESS FINISHING SYSTEMS

The two currently available approaches to eliminate the primer
from a finishing system are: (1) Modify the inorganic
pretreatment or (2) Modify the topcoat. Reference (4) discloses
a coating composition and application process for a modified
anodized surface treatment which precludes the use of a
subsequent primer prior to topcoating. This process follows the
standard anodizing procedure (8) except for the final sealing
step. The conventional process increases the natural oxide
surface film thickness, which is normally 1 to 5 nanometers, to
an oxide thickness of 0.5 to 100 microns. The resultant anodized
film consists of a non-porous underlying layer with a porous
oxide structure on the surface. To increase the corrosion
resistance of the film, the porous layer is normally sealed with
steam hot water or dichromate solutions. In contrast, the
modified procedure utilizes a colloidal suspension of
polyurethane resin, typically 7% solids in an alkaline solvent
water bath, to seal theporous oxide surface. The particle size
of the colloidal suspension is designed to fit within the
anodized surface structure. Upon contact with the aluminum
surface, normally at 180oC, the solution induces film hydration
and also impregnates the porous structure. After sealing the
specimen is exposed to air which allows curing and crosslinking
of the polyurethane resin. This results in a hard, water and
solvent resistant, flexible and corrosion resistant film. A
standard topcoat, MIL-C-83286 or equivalent, can be applied to
this substrate one hour after removal from the sealing tank.
Adhesion of the polyurethane topcoat to the pretreatment is
expected to be good due to the obvious chemical compatibility.
Specific formulations and procedures are provided in ref. (4).

The alternative method for eliminating the need for a primer is
to use a topcoat which is self-priming. Reference (5) describes
the development and properties of one such coating (UNICOAT).
This coating can.be applied directly to deoxidized, anodized or
chromate conversion coated aluminum surfaces, and provides the
properties of the conventional primer and topcoat system used on
military aircraft. Unicoat consists of titanium dioxide, zinc
molybdate, zinc phosphate, an organo-zinc salt, vesiculated
polymer bead pigments dispersed in a two component, aliphatic
polyurethane binder. While all of the pigments contribute to the
film's opacity, the zinc molybdate, zinc phosphate, and organo-
zinc salt are responsible for corrosion inhibition. The
polyurethane binder provides good adhesion, flexibility, chemical
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resistance and weather resistance. The volatile organic
compounds (VOC) content of the original formulation has been
optimized to give a VOC of 415 grams per liter of paint. The
viscosity of this admixed material is sufficient for application
by conventional air spray at slightly higher inline pressures.
In addition, this formulation is suitable for airless spray
application techniques. If a lower viscosity material is
desired, the coating can be thinned with either 1,1,1
trichloroethane, which is currently exempt from emission
regulations, or with standard urethane thinners.

EXPERIMENTAL

In order to characterize the electrochemical nature of both
primerless finishing systems, they were evaluated against the
performance of standard paint systems used on Navy and Air Force
aircraft. To accomplish this task, nine pretreatment and coating
combinations were investigated on a bare 7075T-6 aluminum
substrate, which is a widely used alloy on Navy aircraft. The
three pretreatments used in this study were: the standard
sulfuric acid anodized (SAA) treatment with a dichromate seal
(prepared at our laboratories), the urethane sealed-SAA treatment
(prepared by Lockheed Georgia) and the standard chromate
conversion coating (obtained from Q Panel, Cleveland, OH). The
chromic acid and conversion coated specimens represent the common
substrates found on military aircraft prior to painting. The
three paint systems used in the investigation were: 1) The
standard epoxy primer (MIL-P-23377D, Type 1 "Primer Coatings,
Epoxy Polyamide, Chemical and Solvent Resistant") and the
standard polyurethane topcoat (MIL-C-83286, "Coating Urethane,
Aliphatic Isocyanate, for Aerospace Application"); 2) The
standard polyurethan3 topcoat (MIL-C-83286) alone; and 3)
UNICOAT, a self-priming topcoat (SPTC). All of the coating
systems were applied by conventional air spray and were allowed
to cure for seven days prior to testing. Dry film thickness for
the primer was 15.2 to 22.9 microns (0.006 to 0.009 inches). The
MIL-C-83286 topcoat and Unicoat were both applied to a dry film
thickness of 50.8 to 55.9 microns (0.020 to 0.022 inches).

Electrochemical Impedance Spectroscopy was used to evaluate the
electrochemical properties of these systems. An EG&G Princeton
Applied Research Corp. (PARC) Model M368-4 AC Impedance System
with a Model 5208EC Lock-in Analyzer was used to obtain the EIS
measurements. The test cell used for this investigation
consisted of a glaas o-ring joint clamped onto a coated metal
specimen as described in reference (9). The electrolyte used for
specimen exposure was a 3.5% NaCi solution with a pH of 6. The
specimens were exposed to the electrolyte solution for 1200 hours
at room temperature and periodic impedance measurements were made
over the test exposure time. The first series of tests were
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performed after 24 hours of exposure in order to allow the

electrochemical system to reach equilibrium.

RESULTS AND DISCUSSION

Electrochemical impedance spectroscopy (EIS) provides qualitative
and quantitative information about the corrosion resistance
properties of both the coating and the substrate in addition to
providing insight on the nature of their interfacial adhesion.
Reference (10) provides a detailed description of EIS and its
application for analyzing organic coating/metal substrate
systems. Figures 1-4 contain Bode magn: tude and phase diagrams
of the EIS test results obtained at various exposure intervals
for several of the coating/pretreatment systems. These specifiz
spectra represent the significant EIS trends that were identified
during this investigation.

After 24 hours immersion, all of the self-priming topcoat (SPTC)
specimens had an impedance of 1.2x109 ohms in the low frequency
range (10-2 Hz) which was the highest impedance of the three
coatings as displayed in Figure 1. High impedance values
correlate to low conductivity coatings that provide good barrier
protection to the substrates to which they are applied. This
impedance value is far above 107 ohms which is widely accepted as
the lower limit below which no barrier protection is provided by
the coating (10). In addition, the shape of the . sdance curve
is virtually straight over most of the frequency ra,,4e with a
negative slope, again indicating capacitance behavior (i.e. good
barrier properties). Unicoat's high frequency phase angles were
between -800 and -900, again indicating good barrier properties,
where -900 would be a perfect capacitor/barrier. The results for
tha SPTC remained the same throughout the 1200 hour test duration
as illustrated in Figure 2. On all pretreatments, the low
frequency Unicoat impedance remained above 109 ohms, while the
high frequency phase angles continued to exhibit capacitive
behavior, remaining between -750 and -900.

The only change in the self-priming topcoat results occurred in
low frequency phase angle curve for the SAA-urethane/SPTC system.
During the test, the transition from capacitive to resistive
behavior had shifted to a slightly lower frequency, indicating an
improvement in the barrier properties. This change could have
resulted from an increase in coating adhesion enhanced or
catalyzed by the presence of some electrolyte at the interface.
This increased degree of interfacial bonding with time, was also
noted in references (11-12). Finally, during the 1200 hour test
period, the chemical corrosion resistance properties of the
inhibitors in this coating did not come into play and will not be
addressed here.
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All of the primer and topcoat (EP-UR) systems had impedance
values of.6.3x107 ohms after 24 hours immersion. The EP-UR
magnitude curve, although similar to the SPTC curve, was evident
at a lower impedance range and leveled off at a hi her frequency
value. The low frequency impedance magnitude remayned between
107 and. 108ohms and the shape of the curve was virtually
unchanged over most of the exposure time. Again, these results
indicate barrier type properties, however, not as good as
Unicoat., The EP-UR system's phase angles were between -600 and -
80o, which also shows less capacitive/barrier behavior. Unicoat
provided better barrier protection because it was specifically
designed to have a smoother less porous surface than the standard
epoxy-urethane coating system. Although the EP-UR coating is a
poorer barrier coating than the SPTC, it does provide excellent
corrosion protection due to the large concentration of strontium
chromate (Reference (3)).

At 1200 hours, the chromate conversion coating/EP-UR impedance
curve began to show an upward turn after leveling off in the low
frequency range as shown iii Figure 3. Also, the phase angle
curve was beginning to devalop a peak in the high frequency
range. These two trends indicate the presence of electrolyte at
the interface resulting from some adhesion loss. In addition,
some type of electrochemical reactions were occurring at the
interface, probably corresponding to chemical inhibition of the
corrosion process by the inhibitors within the primer.

The performance of the unprimed polyurethane topcoat (UR) varied
with the different pretreatments. The topcoated SAA-urethane
seal system performed closer to the other two coatings in the
impedance diagram with an initial low frequency impedance of
3x108 ohms and a virtually straight magnitude curve. This curve
did not significantly change over the test duration. The phase
angle cur:ve for this system behaved like the SPTC and standard
EP-UR systems in the low frequency range. However, in the high
frequency area there was a resistance peak similar to the one
described for the conversion coatinq-EP-UR system at 1200 hours.
This peak gradually became more resistive, which relates to
interface degradation.

After one day, the UR topcoat on the SAA/dichromate seal and
conversion coated pretreatments had low impedance values (1.3x107
and 2.5x106 ohms, respectively) and provided little or no barrier
protection to the substrate. Furthermore, unlike the shape of
he other impedance curves, the UR impedance curve leveled off in

the mid-frequency range and curved upward in the low frequency
range. This behavior corresponds to a porous coating with poor
adhesion, where electrolyte is allowed to penetrate the film and
accumulate at the coating-metal interface. The phase angle
behavior for these pretreatments was significantly different than
the other two materials (see Figure 4). At 105 Hz the phase
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angle was -80o, however as the frequency decreased, the phase
angle reached a maximum of approximately -50 at about 1 Hz. This
gradual change from capacitance to resistance then sharply
reversed back to capacitan.e again in the low frequency area.
This was due to a double layer capacitance at the metal surface
resulting from the presence of electrolyte at the interface. As
exposure continued, the inflections in the impedance curves began
to shift to higher frequencies with impedance values below 107
showing no real barrier protection. Also, the peak maximum in
the phase angle diagram for the conversion coated specimens
shifted from 1Hz at 24 hours to 10 Hz at 504 hours and finally
reached 50 Hz at 1200 hours. In addition to shifting, the peak
broadened from spanning five decades to six decades and finally
spanning seven decades, respectively. These changes indicate
that electrochemical reactions were occurring at the interface
and possibly represented the onset and propagation of the
corrosion process.

While the chemical protection provided by the SPTC 's corrosion
inhibitors did not come into play during the EIS testing, Unicoat
was by far the best barrier coating. The standard coating system
offered barrier protection to the substrates only to a lesser
degree than the SPTC. Also, the chemical corrosion inhibition of
the EP-UR coating was not specifically demonstrated in the EIS
tests, except possibly in the 1200 hour conversion coating
results. The UR system offered no chemical protection against
corrosion and it provided poor barrier protection, except with
the urethane sealed SAA pretreatrent. Finally, as exposure time
increased the results for the EP-UR and UR coatings changed for
the different pretreatments, while all of the SPTC spectra
remained virtually the same over the entire 1200 hour test
duration.

SUMMARY

Comparison of all the EIS data showed some interesting general
trends for the organic coatings and the inorganic pretreatments.
Unicoat appeared to have the best overall adhesion and provided
the best barrier protection. The standard system was not as
effective a barrier as the SPTC, however, it still was a good
protective system. Finally, according to the' test results, the
unprimed polyurethane topcoat provided the worst protection of
the three coating systems. In summarizing the performance of the
inorganic pretreatments, the SAA-urethane showed promising
electrochemical impedance characteristics when coated with the
standard urethane topcoat. The SAA-dichromate performed well
with the SPTC system and fair with the epoxy-urethane system,
however, its pertormance with the urethane topcoat was poor.
Finally, the EIS data indicated that the chromate conversion
coating appeared to be the best pretreatment for short term
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durations, however, its long term durability was significantly
inferior to the SAA treatments.

The objective of this study was to investigate the
electrochemical characteristics of two primerless finishing
systems obtained by: (1) A modified surface treatment and (2) a
modified organic coating. The sulfuric acid anodized-urethange
seal method showed promising results in the electrochemical
impedance analysis. A pretreatment that forms strong chemical
bonds with an applied organic coating is a viable concept and
should be further studied. The self-priming topcoat performed
well on all pretreatments used in this evaluation. The
performance of both systems, in comparison to the standard primer
and topcoat system used on military aircraft, was promising and
should be fully investigated by extensive physical testing.
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alloy with the SAA/dldhromate seal pretreatment after 24 hours.
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ANALYSIS OF PRIMERLESS FINISHING SYSTEMS FOR ALUMINUM
PHASE II - PHYSICAL PERFORMANCE TESTS
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ABSTRACT

A recent trend in the corrosion protection of
aluminum alloys used in military equipment is the
development of primerless finishing systems, where
the topcoat can be directly applied to surface
treated aluminum. A previous investigation
evaluated the electrochemical characteristics of
two currently available primerless finishing
systems: (1) a polyurethane sealed, sulfuric acid
anodized pretreatment that can be directly
topcoated and (2) a primerless or self-priming
topcoat which can be applied directly to a
standard aluminum surface pretreatment. This
phase of the study evaluates the physical
properties of both pretreatment-coating systems on
several aluminum substrates and compares their
performance to conventional Navy finishing
systems. Adhesion, flexibility, chemical and
corrosion resistance tests are used to determine
the properties of these systems. These results
are correlate with the Phase I Electrochemical
Impedance Spectroscopy data. Analysis of all of
the test results indicate that primerless systems
show promise as viable alternatives for the
conventional system and should be considered for
specific finishing applications.

INTRODUCTION

A recent trend in the corrosion protection of aluminum alloys
used in military equipment is the development of primerless
finishing systems, where a topcoat can be directly applied to
surface treated aluminum. References (1-6) provide more detailed
descriptions of corrosion control documents, finishing systems
for military equipment and information on the primerless
finishing approaches. Phase I of this investigation described
the properties and deficiencies of the standard Navy finishing
system. In addition, the phase I report discusses the two
currently available primerless finishing systems. An evaluation
of the electrochemical characteristics of these systems is also
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described in this paper. Analysis of the EIS results indicated
that primerless systems showed promise as viable alternativeb for
the conventional system and their properties should be fully
defined using conventional physical coatings tests.

The two approaches to eliminate the primer from a finishing
system are: (1) Modify the inorganic pretreatment or (2) Modify
the organic coating system. Reference (4) discloses a coating
composition and application process for a modified sulfuric acid
anodized surface treatment which is sealed with a polyurethane
colloidal suspension. The resultant film is hard, water and
solvent resistant, flexible and corrosion resistant and can be
directly topcoated with the standard MIL-C-83286 topcoat or
equivalent. Reference (5) describe the development and
properties of a topcoat (UNICOAT) which can be applied directly
to deoxidized, anodized or chromate conversion coated aluminum
surfaces without the use of a primer. This coating provides the
properties of the conventional primer and topcoat system used on
military aircraft. Either method eliminates the use of a primer,
saving application time, manhours, and materials. This effort
investigated the effectiveness of these systems to protect
aluminum substrates.

EXPERIMENTAL

The performance of the two primerless finishing systems on
various aluminum substrates was evaluated against the performance
of standard paint systems used on Navy and Air Force aircraft.
To accomplish this task, three coating systems were evaluated on
twelve substrate-pretreatment combinations for their adhesion,
chemical (fluid) resistance, flexibility and corrosion protection
properties. The three paint systems used in the investigation
were: 1) The standard Navy system (MIL-P-23377D, Type 1 epoxy
primer and MIL-C-83286 polyurethane topcoat); 2) The standard
MIL-C-83286 topcoat alone; and 3) UNICOAT (a self-priming
topcoat). All coating systems were applied by conventional air
spray and allowed to cure for seven days prior to testing. Dry
film thickness for the primer was 15.2 to 22.9 microns (0.006 to
0.009 inches). The MIL-C-83286 topcoat and Unicoat were both
applied to a dry film thickness of 50.8 to 55.9 microns (0.020 to
0.022 inches). The twelve substrate-pretreatment combinations
were based on four substrates (Bare and Clad, 2024 T-3 and 7075
T-6 aluminum aloys) and three pretreatments (a dichromate
sealed, sulfuric acid anodized (SAA) treatment (NADC), a urethane
sealed-SAA treatment (Lockheed Georgia) and the standard chromate
conversion coating (Q Panel, Cleveland, OH)). With the exception
of the flexibility tests, all of the test procedures were
conducted on these substrates. The flexibility tests were
conducted on anodized 2024-0 (annealed) aluminum specimens sealed
with either the urethane colloidal suspension or hot water. The
physical properties of each system were determined in accordance
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with test methods from the American Society for Testing and
Materials (ASTM) and Federal Test Method Standard (FTMS) No.
141B. The following is a description of the experimental
procedures use in this investigation.

Adhesion of the finishing systems was evaluated using two
methods: wet tape adhesion (ASTM D 3359, method A) and scrape
adhesion (ASTM D 2197, method A). The wet tape test was
performed on specimens after 24 hours immersion in distilled
water. Upon removal, an "X" was scribed through the coating and
into the substrate between two parallel lines, 1 inch apart. A
strip of 3M 250 masking tape was firmly applied to the scribed
surface and immediately removed with one quick motion. The
specimens were subsequently examined and the percentage of
coating remaining on the surface was recorded. The scrape test
was performed using a SG-1605 Scrape Adhesion Tester (Gardner
Laboratory) on specimens with a section of the substrate surface
exposed. A weighted stylus was guided along the exposed
substrate at a 450 angle into the coating system. The scrape
adhesion was recorded as the heaviest weight used without
shearing the coating from the substrate.

Impact flexibility of the coating systems was evaluated at 23oC
(74oF) using FTMS Method 6226 (G.E. Impact). The test apparatus
consisted of a steel cylinder with protruding spherical knobs at
the end. When the steel cylinder strikes the reverse side of the
specimen, the coating system is subjected to elongations of 0.5,
1, 2, 5, 10, 20, 40, and 60%. The imprints formed from the knobs
were examined and the impact elongation was recorded as the
highest deformation without cracking of the coating. The coating
systems were also tested for flexibility at -51oC. The test
method, described in ASTM D 1737, is performed by bending the
specimen 180o around 1/8, 1/4, 1/2, and 1 inch diameter mandrels.
After returning to room temperature, the coatings were examined
and-the smallest diameter mandrel bend which the coating
withstood without cracking was recorded.

The ability of the finishing systems to resist common fluids used
in aircraft was evaluated by immersing each test system in
different liquids under various exposure conditions. Specimens
from each system were immersed for twenty four hours in
lubricating oilat 12loC (250oF), hydraulic fluid at 65oC
(150oF), and a hydrocarbon solvent at 25oC (77oF). Upon removal,
the coatings were examined for softening, uplifting, blistering,
and other defects which may have resulted from the exposure.
Coated samples were also immersed in water at 49oC (120oF) for 96
hours and again examined after removal.

Four aluminum specimens of each finishing system were scribed
with a 5.1 cm (2.0") figure "X" through the coating into the
substrate. For each system, two specimens were exposed in 5%
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salt spray (ASTM B 117) for 2000 hours and two were exposed to
S02/salt spray (ASTM G 85) for 500 hours. The panels were
inspected for corrosion in the scribe area and blistering of the
coating. Subsequently, one panel per pair was chemically treated
to remove the organic coating without disturbing the substrate
and then re-examined for corrosion.

RESULTS AND DISCUSSION

Since a primer is normally applied to a surface to enhance the
adhesion of a subsequent topcoat and also to provide the primary
source of corrosion inhibition, the suspected weakest point in a
primerless system would be the substrate-topcoat interface.
Therefore, the finishing systems were analyzed with special
emphasis placed on surface interaction phenomena at this
interface, primarily adhesion and corrosion. Figure 1 is a
series of scanning electron micrographs taken at 10,OOOX of the
three different pretreatments on both bare and clad 2024
aluminum. These photographs illustrate the micro-topography of
the pretreatments, which will ultimately effect the interfacial
properties between the organic and inorganic coatings.

The results of the adhesion tests are provided in Table 1. All
of the scrape adhesion results are significantly higher than the
standard 3 kg requirement for this property, indicating adequate
adhesion under ambient laboratory conditions. In general,
Unicoat exhibited the best overall ccating performance in the wet
tape test. Systems with a conversion coating treatment also
performed well, as expected, siice one objective of conversion
coatings is to enhance adhesion of subsequent organic coatings.
However, many of the finishing systems on the urethane and
dichromate sealed anodized specimens exhibited coating removal in
the wet tape adhesion test, indicating a susceptibility to
coating-substrate water disbondment. This poor wet adhesion is
not unusual, since the.sealing process minimizes the porosity of
the anodized film leaving a smoother surface topography (Figure
1). Although this improves corrosion protection, it also
minimizing the potential for mechanical interlocking between the
paint and the substrate. Adhesion of the organic coating is then
mainly dependent upon chemical bonds which are susceptible to
deterioration if water penetrates to the interface (7).

Standard low gloss coating specification criteria for the
flexibility tests used in this investigation are 20% elongation
and a 2 inch mandrel bend. Most of the systems tested met or
exceeded these test recuirements. In addition, all of the
coatings performed a little better on the water sealed anodized
substrates than on the urethane sealed SAA, indicating a slight
deficiency at the SAA-urethane seal/coating interface.
Furthermore, the urethane topcoat had better impact elongation
(40%) than the other two coating systems (20%). Poor flexibility
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is expected with the system containing the brittle apoxy primer,
especially at the low temperatures common for military aircraft
cruising at high altitudes. However, the self-priming topcoat
(SPTC) has a polymer system which should provide as much
flexibility as the standard topcoat. This is illustrated in the
results for the mandrel bend test performed at -51oC where the
SPTC is much more flexible (1/4 inch mandrel) than the other two
coatings (I inch mandrels). Although the lowest mandrel used was
1/4 inch, previous results (5) indicate that Unicoat can
withstand a 1/8 inch bend at this temperature without cracking.

Good performance in the chemical resistance tests not only
indicates good binder integrity, but it can also indicate good
coating/substrate interfacial stability. Most of the systems in
this investigation exhibited excellent resistance to lubricating
oil, hydraulic fluid, hydrocarbons and water. Unicoat, which has
resisted these exposures on numerous substrates, peeled from the
urethane sealed SAA pretreatment after immersion in lubricating
oil. This failure was unexpected, especially since Unicoat has a
similar polyurethane binder to MIL-C-83286 which showed no signs
of failure. Another coating deficiency was observed in the water
resistance test. After 4 days immersion at 49oC, the MIL-C-83286
polyurethane topcoat had tiny blisters over the entire surface of
the urethane sealed, anodized panels. Since no other urethane
pretreatment system failed the water immersion test, this
indicates a slight adhesion weakness at the coating7pretreatment
interface. This adhesion weakness, however, could improve with
aging of the finishing system.

Corrosion resistance is one of the primary concerns in most high
performance Navy coating systems. This is especially true for
primerless systems, since a primer normally provides the main
source of corrosion inhibition .!t: the substrate. The corrosion
resistance properties of the finishing systems were analyzed
using both 5% NaCl salt spray and S02/salt spray exposures.
These two types of corrosion promoting conditions were selected
because they emphasize the severe nature of Navy operational
environments.

Scribed specimens, exposed to 5% salt spray for 2000 hours, were
examined for corrosion in the scribe area and for blistering of
the coating. Subsequently, the coatings were chemically removed
from the surface without disturbing the underlying substrate and
the panels were re-evaluated. A summary of the test results is
provided in Table 2 and photographs of the specimens with the
coatings removed are provided in Figures 2-4. The standard epoxy
primer and polyurethane topcoat system performed well on all
substrates. There were no significant corrosion products in the
scribe or blistering of the coating. The conversion coated 7075
clad specimen with the standard system exhibited several pits
along the scribe. In addition, there was some slight surface
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corrosion and coating uplifting along the scribe of the 7075
Clad, urethane sealed/SAA specimens with the standard system.
Since these deficiencies were minor relative to the other
results, they were considered insignificant.

The self-priming topcoat also provided good corrosion protection
on all of the substrates. There was no uplifting or blistering
of the coating on any section of the specimens. The scribe areas
had slight to moderate deposits of aluminum oxide with no
pitting, however, examination of these specimens after removing
the coating indicated these products were minimal and confined to
the scribe area. A previous report (5) indicated that these
deposits are formed early during salt spray exposure, but no
further corrosion occurs for up to one year. This suggests that
these deposits assist in the corrosion inhibition process.

The MIL-C-83286 polyurethane topcoat performed well on the
dichromate sealed SAA with no blistering or uplifting of the
coating and only slight corrosion in the scribe area of the 7075
specimens. (Corrosion on the corner of the 2024 T-3 specimen in
Figure 3 was the result of an edge effect and was discounted.)
The good performance of the urethane on this substrate was
unexpected because, aside from the dichromate seal which is
damaged in the scribe area, there are no other corrosion
inhibitors in the system. The polyurethane topcoated substrates
with the sulfuric acid anodized-urethane seal showed some
corrosion products and pitting in the scribe of all four panels.
Poor performance was exhibited by the urethane coated, chromate
conversion coating substrates, which had corrosion and pitting
along the scribe and underfilm corrosion on every specimen.
Superficial corrosion products in the scribe was considered
acceptable, however, any pitting in the scribe, corrosion
extending from the scribe, or damage to the coating was
unacceptable.

Scribed S02/salt spray specimens were exposed for 500 hours and
examined for corrosion in and away from the scribe and damage to
the coating system. Again, the organic coatings were chemically
stripped and the specimens were re-evaluated. These results are
summarized in Table 3. S02/salt spray exposure is an extremely
aggressive environment and simulates industrial stack gases such
as those found on diesel powered carriers. The 500 hour exposure
period was selected because differences in finishing system
performance were observed after this duration. The specimens
coated with the standard primer and topcoat system as well as
those with the urethane topcoat had severe surface corrosion
and/or pitting on all twelve substrates. In addition, the
topcoat blistered on the conversion coating pretreatment and on
the clad specimens with the SAA-dichromate seal. The extent of
the corrosion with the topcoat was expected because of the lack
of a corrosion inhibiting pigment. The results with the standard
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system were slightly unexpected since this system is considered
one of the premier protective systems for aluminum due to the
strontium chromate contained within the primer. Unicoat
outperformed the other two coating systems on all of the
substrates. Although there were some slight spots of surface
corrosion and small pits, these areas were considered
insignificant relative to the extensive corrosion observed on the
other specimens. Figures 5-7 provide vivid illustrations of the
performance of all of the systems after sulfur dioxide/salt spray
exposure.

SUMMARY

Comparison of all the performance data for the organic coatings
indicated some correlation between the test results. Adhesion,
S02-salt spray and water resistance test data show a general
trend in adhes.don performance from Unicoat as the best system, to
the unprimed polyurethane topcoat as the worst. Furthermore, the
EIS data from the Phase I effort correlated well with this
performance trend for the coating systems. The only exception to
his trend was in the 5% NaCl salt spray test results, where the
standard primer/topcoat (EP-UR) system properties proved to be
just slightly better than those of the self-priming topcoat.

In summarizing the performance of the inorganic pretreatments,
the SAA-urethane resulted in poor adhesion and flexibility for
nearly all of the alloy/organic coatings analyzed. However, it
did assist in providing fair corrosion protection in both salt
spray tests, and when coated with the standard urethane topcoat,
its electrochemical impedance characteristics were promising.
The SAA-dichromate provided fair adhesion for the urethane
coatings but poor adhesion for the epoxy-urethane system. Its
performance with all of the organic coatings was good in salt
spray and fair in S02-salt spray. The chromate conversion
coating provided excellent adhesion for all of the coatings and
good corrosion protection when coated with either the standard
system or the self-priming topcoat. Performance in the S02-salt
spray was only good when coated with Unicoat. The EIS data
indicated that the chromate conversion coating appeared to be the
best pretreatment for short term durations, however, its long
term durability was significantly inferior to the SAA treatments.
There was some disagreement between the EIS results and the wet
tape adhesion tests, however, these discrepancies were attributed
to differences in the thermodynamic activity of the water used in
the wet tape and EIS test solutions (7).

The objective of this study was to investigate the applicability
of primerless finishing systems in lieu of the standard primer
and topcoat system used on military aircraft. The sulfuric acid
anodized-urethane seal method showed promising results in the
electrochemical impedance analysis, although it did not perform
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as well as the standard system. This approach is a viable
concept, however, incorporating corrosion inhibitors in the
subsequent coating may be essential to improve the overall
corrosion protection. The self-priming topcoat performed well
throughout the evaluation and could be used on a variety of
substrates. While either primerless finishing system approach
would offer numerous advantages for specific applications, three
advantages would be prevalent with both approaches: 1) Reduced
volatile organic emissions; 2) Reduced chromate emissions; and 3)
Reduced finishing system application time.
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TABLE 1. ADHESION TEST RESULTS

WET TAPE SCRAPE
SUBSTRATE / PRETREATMENT / COATING (% REMAINING) (Kg)

2024 BARE / SAA-URETHANE / EP & UR 97 9
2024 CLAD/ SAA-URETHANE / EP & UR 10 7
7075 BARE / SAA-URETHANE / EP & UR 25 8
7075 CLAD/ SAA-URETHANE / EP & UR 100 10
2024 BARE / SAA-URETHANE / URETHANE 0 7
2024 CLAD / SAA-URETHANE / URETHANE 0 4
7075 BARE / SAA-URETHANE / URETHANE 0 6
7075 CLAD / SAA-URETHANE / URETHANE 90 9
2024 BARE / SAA-URETHANE / UNICOAT 100 10
2024 CLAD / SAA-URETHANE / UNICOAT 0 9
7075 BARE / SAA-URETHANE / UNICOAT 75 10
7075 CLAD / SAA-URETHANE / UNICOAT 100 9

2024 BARE / SAA-DICHROMATE / EP & UR 80 9
2024 CLAD / SAA-DICHROMATE / EP & UR 0 5
7075 BARE / SAA-DICHROMATE / EP & UR 75 8
7075 CLAD / SAA-DICHROMATE / EP & UR 0 7
2024 BARE / SAA-DICHROMATE / URETHANE 100 10
2024 CLAD / SAA-DICHROMATE / URETHANE 0 7
7075 BARE / SAA-DICHROATE / URETHANE 100 10
7075 CLAD/ SAA-DICHROMATE / URETHANE 100 10
2024 BARE / SAA-DICHROMATE / UNICOAT 100 10
2024 CLAD / SAA-DICHROMATE / UNICOAT 100 10
7075 BARE / SAA-DICHROMATE / UNICOAT 100 10
7075 CLAD / SAA-DICHROMATE / UNICOAT 100 9

2024 BARE / CHR CONV COAT / EP & UR 100 10
2024 CLAD / CHR CONV COAT / EP & UR 100 10
7075 BARE / CHR CONV COAT / EP & UR 100 10
7075 CLAD / CHR CONV COAT / EP & UR 100 10
2024 BARE / CHR CONV COAT / URETHANE 100 10
2024 CLAD / CHR CONV COAT / URETHANE 100 10
7075 BARE / CHR CONV COAT / URETHANE 70 10
7075 CLAD/ CHR CONV COAT / URETHANE 100 10
2024 BARE / CHR CONV COAT / UNICOAT 100 10
2024 CLAD / CHR CONV COAT / UNICOAT 100 10
7075 BARE / CHR CONV COAT / UNICOAT 100 10
7075 CLAD / CHR CONV COAT / UNICOAT 100 10

EP & UR: MIL-P-23377 EPOXY PRIMER AND MIL-C-83286 TOPCOAT
URETHANE: MIL-C-83286 TOPCOAT
UNICOAT: SELF-PRIMING TOPCOAT
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TABLE 2. 5% NaCI SALT SPRAY TEST RESULTS

FINISHING SYSTEM SCRIBE COMMENTS

2B / SAA-UR / EP+UR No Corrosion Products (Corr. Prod.)
2C / SAA-UR / EP+UR No Corrosion
7B / SAA-UR / EP+UR No Corrosion
7C / SAA-UR / EP+UR Slight Surface Corr. Prod. 100% Of Scribe
2B / SAA-UR / UR Many Pits & Corr. 1/8" Out From Scribe
2C / SAA-UR / UR Surface Corr. 100% Of Scribe & A Few Pits
7B / SAA-UR / UR Extensive Pitting (Pit.) In Entire Scribe
7C / SAA-UR / UR Surface Corr. In 100% Scribe & A Few Pits
2B / SAA-UR / SPTC Surface Corr. Prod. In 50% of Scribe
2C / SAA-UR / SPTC Slight Surface Corr. Prod. 100% Of Scribe
7B / SAA-UR / SPTC Surface Corrosion Products 100% Of Scribe
7C / SAA-.UR / SPTC Surface Corrosion Products 100% Of Scribe

2B / SAA-DC / EP+UR No Corrosion
2C / SAA-DC / EP+UR No Corrosion
7B / SAA-DC / EP+UR No Corrosion
7C / SAA-DC / EP+UR No Corrosion
2B / SAA-DC / UR No Corrosion
2C / SAA-DC / UR No Corrosion
7B / SAA-DC / UR Slight Surface Corr. Prod. 100% Of Scribe
7C / SAA-DC / UR Slight Surface Corr. Prod. 100% Of Scribe
2B / SAA-DC / SPTC No Corrosion
2C / SAA-DC / SPTC Slight Surface Corr. Prod. 50% Of Scribe
7B / SAA-DC / SPTC Slight Suriace Corr. Prod. 25% Of Scribe
7C / SAA-DC / SPTC Slight Surface Corr. Prod. 75% Of Scribe

2B / C.C.C. / EP+UR No Corrosion
2C / C.C.C. / EP+UR No Corrosion
7B / C.C.C. / EP+UR No Corrosion
7C / C.C.C. / EP+UR Slight Corr. 100% of Scribe & A Few Pits
2B / C.C.C. / UR Large Pits Along Scribe & Over Surface
2C / C.C.C. / UR Surface Corr. In Scribe & 2 Severe Areas
7B / C.C.C. / UR Corr./Pit. Along Scribe & Over Surface
7C / C.C.C. / UR Corr./Pit. Along Scribe & Under Coating
2B / C.C.C. / SPTC Slight Scribe Corr. & 2 Areas From Scribe
2C / C.C.C. / SPTC Slight Scribe Corr. & 1 Area From Scribe
7B / C.C.C. / SPTC Slight Scribe Corr. & 2 Areas Along Scribe
7C / C.C.C. / SPTC Slight Surface Corrosion In Scribe

EP+UR:MIL-P-23377 & MIL-C-83286; UR:MIL-C-83286 and SPTC:UNICOAT

2 = 2024-T3 Al. Alloy; 7 = 7075-T6 Al. Alloy; B = BARE & C = CLAD

SAA-UR = Sulfuric Acid Anodized with the Urethane Seal
SAA-DC = Sulfuric Acid Anodized with the Dichromate Seal
C.C.C. = Chromate Conversion Coating
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TABLE 3. S02/SALT SPRAY TEST RESULTS

FINISHING SYSTEM COMMENTS

2B / SAA-UR / EP+UR Pit. In 100% of Scribe
2C/ SAA-UR / EP+UR Pit. In & Severe Corr. 1/2" From Scribe
7B / SAA-UR / EP+UR Pit. In & Extending From The Scribe
7C / SAA-UR / EP+UR Severe Corr. In & 1/4" From Scribe
2B SAA-UR / UR Pitting In 100% of Scribe
2C / SAA-UR / UR Pit. In & Severe Corr. 1/2" From Scribe
7B / SAA-UR / UR Pitting In & Extending From The Scribe
7C / SAA-UR / UR Severe Corr. In & 1/4" From Scribe
2B/ SAA-UR / SPTC No Corrosion
2C / SAA-UR / SPTC Corrosion Along 10% of The Scribe
7B / SAA-UR / SPTC No Corrosion
7C / SAA-UR / SPTC Several Slight Corr. Spots Along Scribe

2B / SAA-DC / EP+UR Pitting In 100% of Scribe
2C / SAA-DC / EP+UR Pitting In & Extending 1/8" From Scribe
7B / SAA-DC / EP+UR Pitting In & Extending From The Scribe
7C / SAA-DC / EP+UR Surf. Corr./Pitting In & 3/4" From Scribe
2B / SAA-DC / UR Pitting In 100% of Scribe
2C / SAA-DC / UR Pit. In & 1/8" From Scribe;Paint Blistered
7B / SAA-DC / UR Pitting In 100% of Scribe
7C / SAA-DC / UR Corr./Pit. 3/4" From Scribe;Paint Blistered
2B / SAA-DC / SPTC No Corrosion
2C / SAA-DC / SPTC 2 Small Pits Along The Scribe
7B / SAA-DC / SPTC No Corrosion
7C / SAA-DC / SPTC Several Small Pits Along The Scribe

2B / C.C.C. / EP+UR Pitting In 100% of Scribe
2C / C.C.C. / EP+UR Pitting In & Extending From Scribe
7B / C.C.C. / EP+UR Pitting In & Extending 1/4" From Scribe
7C / C.C.C. / EP+UR Surf. Corr./Pitting In & 1/2" From Scribe
2B / C.C.C. / UR Corr./Pitting Over Surf.; Paint Blistered
2C / C.C.C. / UR Corr./Pitting Over Surf.; Paint Blistered
7B / C.C.C. / UR Corr./Pitting Over Surf.; Paint Blistered
7C / C.C.C. / UR Corr./Pitting Over Surf.; Paint Blistered
2B / C.C.C. / SPTC 3 Small Pits Along The Scribe
2C / C.C.C. / SPTC Several Small Pits Along The Scribe
7B / C.C.C. / SPTC 5 Small Pits Along The Scribe
7C / C.C.C. / SPTC 2 Small Pits Along The Scribe

EP+UR:MIL-P-23377 & MIL-C-83286; UR:MIL-C-83286 and SPTC:UNICOAT

2 = 2024-T3 Al. Alloy; 7 = 7075-T6 Al. Alloy; B = BARE & C = CLAD

SAA-UR = Sulfuric Acid Anodized with the Urethane Seal
SAA-DC = Sulfuric Acid Anodized with the Dichromate Seal
C.C.C. = Chromate Conversion Coating
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PROTECTION OF MAGNESIUM COMPONENTS FOR THE

MILITARY ENVIRONMENT

David S. Tawil

Magnesium Elektron Ltd.,
Swinton, Manchester,
England. M27 2LS.

ABSTRACT

The military requirement for optimum performance
in portability, payload, range and speed can be
aided by the use of lightweight magnesium.
However, improved performance has sometimes been
offset by corrosion problems resulting in
increased maintenance and reduced readiness. One
answer to combat this problem is to ensure the
best possible corrosion protection at initial
build and to educate military personnel in the
corrosion maintenance of this "minority" metal.
This is particularly important as peace time
military equipment life cycles are continually
being extended.

The change from simple chromate conversion
coatings on magnesium to the more "effective"
anodic conversion coatings, as now specified in
many military standards, has not generally
resulted in the expected improvement in corrosion
performance. This has been partly due to the
misconception that anodic films are by themselves
protective and the recommendation that chromated
primer systems be directly applied onto the anodic
film. This paper highlights the benefits of resin
sealing the anodic film prior to conventional
painting and presents recently generated support-
ing data. Protection against galvanic corrosion
and the development of a high temperature (5500F)
protection scheme for magnesium is also covered.

INTRODUCTION

Magnesium alloys are currently used in many military applications
in order to "lighten the load". Aircraft applications include
many examples of aeroengine gearboxes and intermediate casings,
constant speed drives and generator sets, ancillary power units,
transmission casings, wheels as well as flight controls.
Applications on the ground are more limited because of the
reduced requirement for weight savings but examples here include
manpack radios, lightweight ground to air missiles, launcher
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systems and tent frames. In Europe more use of magnesium is made
for vehicle applications such as in the French AMX 30 and 40
battle tanks.

Magnesium is invariably compared to its nearest competitor,
aluminium, in terms of specific mechanical properties and
corrosion performance. With some very new exceptions, magnesium
alloys have a much greater corrosion susceptibility not only in
terms of general corrosion but more importantly by galvanic
action at dissimilar metal contact. Military experience with
magnesium has been mixed. Some applications have given long
trouble free service whereas others have been beset by corrosion
problems resulting in costly refurbishment or replacement
programmes. Undoubtedly the operational environment is a major
factor - not only in terms of the general environment i.e.
temperate/tropical, land based/marine, but more specifically the
local environment i.e. warm sheltered engine component or cold
exposed component. With today's well travelled military
equipment, assumptions about a benign service environment cannot
be made and the worst case situation must always be catered for.

GALVANIC CORROSION PROTECTION

Before even considering the options available for general
corrosion protection the priority must be for protection against
galvanic corrosion. Magnesium's position in the electrochemical
series coupled with its inability to polarise or form protective
films in salt solution renders it particularly susceptible to
galvanic attack. Accelerated salt spray testing (ASTM B117) of
unprotected magnesium panels fitted with stainless steel bolts
will cause deep (: 0.08") pitting corrosion extending up to 1/4"
away in 3 1/2 days (Figure 1). Whilst this is an extreme example
it aptly demonstrates the relative importance of protection
against galvanic corrosion.

Many exposed galvanic couples can and should be eliminated by
good design practices. Examples include the use of studs located
in blind holes rather than the use of through bolts or the
avoidance of metallic identification plates riveted to magnesium
assemblies. Dissimilar metals should be plated to improve their
compatibility with magnesium. In particular steel or stainless
steel inserts, fasteners, washers, spacers etc. should be cadmium
plated and chromated passivated (1). Better still would be the
use of 5000 or 6000 series aluminium washers or spacers in place
of their steel counterparts. Again these should be chromate
passivated to improve their polarisation resistance and should be
of suitable size to lengthen any electrolytic path (1).

Of real practical benefit is the use of wet assembly procedures
when installing dissimilar metals into and onto magnesium.
Correct wet assembly involves the application of sealing
compounds onto mating faces immediately before assembly and
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should not be confused with the daubing of sealants to cover the
dissimilar metal after assembly. For permanent or semipermanent
joints, corrosion inhibited polymerising assembly compounds
should be used (MIL-S-81733) which will remain elastic in service
and will not crack. For fasteners which are removed for regular
access the non-setting corrosion inhibited pastes or putty type
compounds should be used and reapplied as necessary. The use of
chromated epoxy primers, i.e. MIL-P-23377, for wet assembly is
not recommended as these systems will dry out and rapidly crack
in service.

The benefits of wet assembly are illustrated in Figure 2 where
galvanic corrosion has occurred on the magnesium flange assembly
which was not wet assembled. Both flanges had identical paint
schemes and were subjected to the same weathering and accelerated
corrosion test.

Final protection at dissimilar metal junctions is the
overpainting of the joint area and in particular the cathodic
(more noble) metal. This will effectively eliminate electrolyte
contact between the metals. Primer and topcoat systems should be
applied.

Galvanic corrosion caused by dissimilar metal contact is easily
recognised but there are other forms of galvanic corrosion that
can occur with magnesium. Cathodic contamination of magnesium
surfaces arising from blasting, peening, brushing, tumbling,
lapping and other abrasive operations are particularly damaging.
A contaminated surface i.e. from wire brushing, will have a
greatly increased corrosion rate which cannot be effectively
protected by paint coatings. Any abrasive operation with
incompatible or contaminated (Fe, Ni, Cu, C etc.) materials
should either be avoided or steps taken to thoroughly clean the
magnesium surface afterwards. This can be achieved by a range of
acid pickling techniques (MIL-M-3171) providing dimensional
losses of 0.002" per surface can be tolerated. Recent work (2)
has also highlighted the desirability of clean, strong acid baths
to obtain the best results. For machine finished components,
Fluoride Anodising (3) is an effective cleaning treatment that
will not cause significant dimensional loss.

MAGNESIUM CORROSION

Typical corrosion rates for unprotected magnesium alloys as
determined in accelerated tests (Table 1) show that magnesium is
adversely affected in salt laden environments. In recent years
there have been sign ficant advances which have dramatically
improved the salt spray resistance of some magnesium alloys to
levels comparable with those of aluminium alloys (Figure 3).
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TABLE 1 - TYPICAL MAGNESIUM ALLOY CORROSION RATE DATA

ENVIRONMENT CORROSION RATE
(mg/cm2/day)

ASTM B117 Salt Fog 2 - 10
3% NaCl Immersion 2 - 5
Intermittent Seawater Spray* 0.1 - 0.2
Industrial Atmospheric 0.01 - 0.02
Rural Atmospheric 0.005 - 0.01

*Specimens in a sheltered outdoor environment,
sprayed 3 times/working day with natural sea-
water. Test duration 6 months.

For the magnesium-aluminium series alloys (i.e AZ91, AZ61,
AZ31)the corrosion performance benefits of maintaining a high
purity (low levels of Fe, Ni and Cu impurities) melt have been
demonstrated (2,4).

For the speciality magnesium-zirconium series alloys where
superior mechanical properties over a wider range of temperatures
is of major importance there has until recently been a necessary
compromise of corrosion resistance. All Zr grain refined alloys
are "high purity" in that Fe and to a lesser extent Ni impurities
are naturally controlled to very low levels by precipitation with
Zr. Corrosion performance of these alloys is largely governed by
the major strengthening alloy additions such as zinc (i.e. ZE41
alloy) or silver (i.e. QE22 alloy). Recent research (5), using
yttrium as the strengthening addition has produced a series of
Mg-Y-RE-Zr alloys with good elevated temperature (5000F)
mechanical properties and excellent salt spray corrosion
resistance as well.

Corrosion resistant sand casting alloys like WE54
(Mg-5%Y,4%RE-Zr) and WE43 (Mg-4%Y, 3%RE-Zr) are expected to enter
service in the next few years but the corrosion resistant high
purity AZ91E alloy is immediately available for replacement in
existing AZ91C applications. This considerable improvement in
corrosion resistance does not however protect against galvanic
corrosion or surface contamination effects and the advantages of
using these alloys can be inadvertently lost by uneducated use.

GENERAL CORROSION PROTECTION

Magnesium corrosion protection is in principle no different to
that for any other metal but magnesium is less forgiving if
mistakes are made. Protection schemes are usually selected on
the basis of expected operational environment, design life,
allowable corrosion and cost. For magnesium components in the
military environment, quite simply, only the very best protection

137



schemes should be used. Quality and money spent at initial build
will pay off in the long run. This life cycle cost approach is
particularly important for peace time military hardware.

Protection of magnesium components is specified by various
Military Standards (i.e. MIL-Std-1568) usually with reference to
specifications MIL-M-3171 and MIL-M-45202 which detail the
various pre-treatments prior to painting. The tendency in recent
years has been to move away from the simple chromate conversion
coatings to the more abrasion and damage resistant anodic
coatings in the expectation that improved corrosion protection
would result. This has not unfortunately been the case. To
understand why it is necessary to study the nature of conversion
coatings on magnesium.

Chromate (Dow 7, Cr/Mn (6)) or anodic (HAE, Dow 17) conversion
coatings will passivate magnesium surfaces and provide an
effective "key" for painting but they are porous (Figures 4, 5,6)
and by themselves offer no corrosion protection. This has three
basic implications. The first is that conversion coatings,
particularly chromate and thin anodic types, will degrade with
time and environmental conditions and should be "painted" as soon
as possible after application. Secondly, no component should be
put into service with just a conversion coating as protection - a
condition that in practice frequently occurs, particularly at
mating faces. Finally, to obtain optimum corrosion protection
the porosity of the conversion coating should first be sealed
before conventional painting.

A process known as Surface Sealing (7) was developed which
effectively seals conversion coating porosity. This process is
also covered in MIL-M-3171C. In the process a freshly chromated
or anodised component is pre-baked at 380-400OF to drive off all
surface moisture and after cooling to approximately 140OF is
sprayed with, or preferably dipped into, a "water" thin solution
of a high temperature curing resin. An epoxy (Araldite HZ/PZ
985) or an epoxy-phenolic (Araldite PT 961) resin is preferred
although the technique can be used to good effect with other
unpigmented resin systems. The first coat of resin is then
partially cured at temperature and the process repeated to obtain
three thin coats before final cure at 380-400OF for 45 minutes.

The full three coat system applied onto a chromate film produces
a build up of only 0.001" and is intended for use on all
component surfaces including mating faces. On anodised surfaces
the resin build up is less, due to the higher levels of film
porosity. For fine tolerance areas the number of coats can be
limited to two or even one coat in extreme circumstances but this
will of course reduce the effectiveness of the system. Not only
is Surface Sealing an excellent water resistant barrier coating
but having sealed the conversion coating porosity, corrosion
spread from a damage point is significantly restricted.
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Only when the gross porosity of anodic coatings has been
effectively sealed can their superior protection abilities,
compared to chromate coatings, be realised. This is not achieved
by overpainting with conventional primer systems (Figure 7), as
recommended by MIL-Std-1568 for example, and goes some way to
explain why the switch to anodic coatings has not resulted in
improved magnesium corrosion protection.

A.C Impedance data (8) for AZ31 specimens immersed in 0.5 M NaCl
at room temperature demonstrates the improvement in protection
with the number of coats of Surface Sealing applied (Figures 8, 9
and 10). The data also re-emphasises that chromate and anodic
conversion coatings are not protective in saline environments.

Recent work (9) by the Army (MTL, Watertown) has also assessed
the effectiveness of the Surface Sealing procedure incorporated
into full protection schemes on ZE41 alloy. General corrosion
and corrosion spread from scribed damage was significantly less
for protection schemes with the Sealer as determined in
conventional ASTM B117 salt fog tests (Figures 11, 12). AC
Impedance data is also presented.

TABLE 2 ADHESION OF EPOXY POLYAMIDE PRIMERS TO SURFACE SEALING

SUBSTRATE COATING POST ADHESION*
TREATMENT VALUE (psi)

Cr/Mn chromated Araldite 985 None >4,000
magnesium Surface Seal

Cr/Mn chromated MIL-P-23377 None 1,830
magnesium primer

Araldite 985 MIL-P-23377 None 145
Surface Seal primer

Araldite 961 MIL-P-23377 None 1,170
Surface Seal primer

Araldite 985 MIL-P-23377 30 mins @ 1,100
Surface Seal primer 250OF
Araldite 985 Improved adhe- None 485
Surface Seal sion primer

*approx. 700 psi required to completely pass crosshatch
and tape pull test.

However Levy (9) reported poor adhesion between the sealer
(Araldite 985) and the subsequently applied MIL-P-23377 chromated
epoxy-polyamide primer. Poor adhesion was also reported in work
by Robinson (10). Recent work (11) using a pull off adhesion
tester (ASTM D4541) has determined that epoxy-polyamide primer
adhesion to Araldite 985 sealer is poor but can be significantly
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improved by a post bake at 2500F. Alternatively, improved
adhesion primers, incorporating silane additions can be used
which do not require post bake treatment. No problems with
epoxy-polyamide primer adhesion to Araldite 961 sealer were
noted. Results are given in Table 2.

Epoxy and epoxy-phenolic sealers are effective up to temperatures
of approximately 4000F. For higher temperature applications, up
to 5000F, epoxy-silicone and silicone resins can be used but it
is known that these systems are not very resistant to aeroengine
lubricants. However considerable military use of magnesium is
for oil system casings operating at temperatures up to 350OF and
future trends are for hotter applications. These components will
require conventional exterior protection but increasingly
internal protection is also required. Hot oil systems,
particularly when contaminated with water, can produce acid
radicals which will corrode magnesium. It has been demonstrated
(12) that protection schemes based on Dow 17 anodic coatings are
more suited in resisting hot acidic oil attack. Sealing the Dow
17 film with epoxy or phenolic resins provided protection up to
400OF in hot oil environments. Protection up to 500OF was
obtained by using a polyimide resin as the sealer. This is
beyond the temperature limit for the MIL-L-23699 specification
ester lubricants currently in use. A full Dow 17/polyimide
protection scheme also afforded good conventional corrosion
protection against salt fog/elevated temperature cycling at
temperatures up to 5750 F.

In conclusion, there is existing technology that will effectively
protect magnesium components operating in the aggressive military
environment. There are also protection schemes for future
applications. The problem has not been for lack of technology
but rather the application of known technology. The question to
be asked is - why?
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Figure 4 SEM photo-
micrograph of surface
of chromate film on
wrought magnesium
alloy.

Figure 5 SEM photo-
micrograph of surface
of thin HAE anodic
coating on magnesium
alloy.

Figure 6 SEM photo-
micrograph of surface
of thick HAE anodic

. coating on magnesium
v alloy.
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Figure 7. SEM photo-
micrograph of cross
section through Dow 17
film which has been
coated with MIL-P--23377
primer.
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VOC COMPLIANT COATINGS FOR AEROSPACE APPLICATIONS

David F. Pulley
Naval Air Development Center

Warminster, PA 18974

ABSTRACT

The Department of Defense has agreed to cooperate
with the Environmental Protection Agency with
respect to compliance with environmental regu-
lations at government-owned or operated facilities.
As part of this effort, the Navy is committed to
revising all of the specifications for coatings
applied to aircraft and ground support equipment
and including limits for volatile organic compounds
(VOC) content. This has already been accomplished
for most of the epoxy and polyurethane paints using
water-borne, high-solids, or exempt-solvent
technologies. The new materials are generally
equivalent in performance to the existing solvent-
borne coatings, but do require special handling by
the military and contractor personnel that apply
them in production and in the field. They, in turn,
are looking at various types of spray equipment
(airless, electrostatic, plural-component, etc.)
for the efficient application of these materials.
This paper will discuss the available compliant
paints and how their chemistry affects different
properties that are critical to the aerospace
ndustry. Their impact on both the applicator and

end-user will also be presented.

INTRODUCTION

The organic coatings specified by the Navy for aerospace
applications are unique in that they must function in a
corrosive, salt-water environment with a minimum of
maintenance. In general, they must adhere to several
different metallic and composite substrates, remain flexible
at temperatures approaching -600 F, and resist exposure to
weathering, corrosion, and harsh chemioals. They must often
provide specific properties including resistance to heat,
rain-erosion, etc. while minimizing aircraft detection by
visual, infrared, and radar techniques.
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STANDARD PAINT SYSTEM

The standard paint system for the exterior and interior surfaces
of aircraft, weapons, and ground support equipment includes a
solvent-borne, epoxy primer and polyurethane topcoat. The
primer, which meets specification MIL-P-23377, has a VOC content
of 630-670 grams/liter. It possesses good adhesion to aluminum,
steel, titanium, and other alloys as well as graphite-epoxy
composites and contains a high concentration of strontium
chromate as the primary corrosion inhibitor. The topcoat, which
meets specification MIL-C-83286, has a VOC content of 560-650
grams/liter. It provides a highly-flexible barrier to moisture
with excellent weatherability and chemical resistance. It is
furnished in colors ranging from gloss whites, reds, and yellows
to flat (camouflage) grays and greens.

ENVIRONMENTAL REGULATIONS

Because of severe air-quality problems, the state of California
has implemented the most stringent regulations in the United
States. The Navy has rework facilities and contractor plants
throughout California. They are located primarily in three local
districts: the Bay Area Air Quality Management District, the San
Diego Air-Pollution Control District, and the South Coast Air
Quality Management District. The Environmental Protection
Agency, by enforcing the Clean Air Act, has tried to standardize
regulations within the aerospace industry. By definition,
aircraft and the weapons attached to them fall under the
aerospace rules; while ground support equipment falls under the
metal parts rules. These rules are listed as follows:

District Aerospace Rule Metal Parts Rule

Bay Area Regulation 8, Rule 29 Regulation 8, Rule 19

San Diego Rule 67.3 Rule 67.9

South Coast Rule 1124 Rule 1107

The current maximum limits for primers are 350 grams/liter
(aerospace) and 340 grams/liter (metal parts). For topcoats, the
limits are 420 grams/liter (aerospace) and 340 grams/liter (metal
parts). Measurements of volatile organic compounds must include
not only solvents but any volatile chemicals in the resin,
pigment, or additive components of each paint. Exempt solvents
such as water or l,l,l-trichloroethane are not included in the
total paint volume. The most common test method is ASTM D 3960.
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WATER-BORNE TECHNOLOGY

Water can be used to dilute organic resins with chemical
structures that are hydrophilic. Unfortunately, this affinity
for water usually results in paint films with poor resistance to
moisture. Generally, the most durable finishes employ a
combination of water and organic co-solvents.

About ten years ago, Deft used this technology to develop a
water-borne, epoxy primer. It was packaged as a high-solids
solvent-borne material with all of the water added at the point
of application. This eliminated any problems with freeze-thaw
stability. In the laboratory, the Deft primer met all of the
performance requirements of specification MIL-P-23377. The
primary difference was in the use of barium chromate, rather than
the accepted strontium chromate, as the corrosion-inhibiting
pigment. This was done because of the incompatibility of the
curing agent with the strontium ion, resulting in a short pot
life. Concern about filiform corrosion with the less-soluble
barium chromate was never confirmed in the field. Extensive
service testing and production application on hundreds of fleet
aircraft have demonstrated the quality of this new primer.

The major adjustment on the part of the applicator comes from the
slower drying time, particularly when the humidity is high. This
can be alleviated by increasing the air-flow across the wet
primer. It will be dry-hard in six hours at an air velocity of
88 feet/minute. The low volatility of water also results in a
smoother surface finish that is evident even after topcoating.
The higher density of water (compared to organic solvents) yields
significantly less overspray and, therefore, improves the
transfer efficiency. Organic contaminants, such as hydraulic
fluid, are exposed by the primer due to its high surface tension.
Equipment clean-up can be accomplished in many cases with just
soap and water.

In 1984, specification MIL-P-85582 was established for the
procurement of water-borne, epoxy primers with a maximum VOC
content of 340 grams/liter. Deft later resolved the
compatibility problem with strontium chromate; and a separate
class for that inhibitor was added. Recently, DeSoto was
qualified as a second source. Efforts to develop a water-borne
topcoat have been unsuccessful, due to the limited weatherability
of these resins.
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HIGH-SOLIDS TECHNOLOGY

The development of high-solids coatings has been a slow,
deliberate process. Reduced solvent concentrations generally
yield a higher viscosity, shorter pot life, and rougher surface
finish. The use of low molecular-weight resins to lower the
viscosity will further shorten the pot life and reduce the
flexibility of the applied film. The pot life can be increased
by incorporating blocked polymers that inhibit the crosslinking
reaction until "unblocked" by moisture in the air. Naturally,
the inhibited reaction also extends the drying time. The use of
high-boiling solvents to improve the surface finish will further
increase the drying time. These solvents can sometimes cause a
new phenomenon, where sharp edges are exposed as the paint flows
out.

Recently, a number of advances have occurred. An evaluation of
seven proprietary, high-solids, epoxy primers showed that the
technology is feasible. As expected, they exhibited a higher
viscosity and a shorter pot life. In addition, they had a longer
drying time and reduced flexibility. However, one of the primers
(made by Pratt & Lambert) met all of the performance requirements
in specification MIL-P-23377. Despite the high viscosity, it
could be sprayed to a dry-film thickness of 0.6-0.9 mil as
required for aircraft application. The test results were used to
write a new revision to the specification (with a separate high-
solids class) that will be issued shortly. The maximum VOC
content will be 340 grams/liter.

The Army Belvoir Research and Development Center approved high-
solids, epoxy topcoats from the Everseal Manufacturing Company
and the Sherwin-Williams Company for use under Army contracts.
They each meet the 340 grams/liter VOC content established for
metal parts application. We have evaluated both materials and
revised specification MIL-C-22750 to include provisions for their
use. This revision will be issued in the near future.

Most of the work in this area has been devoted toward
polyurethane topcoats, since they represent the optimum
performance attainable with regard to flexibility, durability,
and weatherability. Specification MIL-C-85285 was revised last
year to accomodate high-solids materials at a maximum VOC content
of 420 grams/liter (for aircraft application). Since then, we
have qualified products from Akzo Coatings, Deft, and DeSoto.
For metal parts application, we reduced our flexibility
requirements in order to use lower molecular-weight resins and
meet the lower VOC content of 340 grams/liter. The latest
revision of the specification now includes a separate type for
this purpose. No one has qualified a topcoat at this time.
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EXEMPT-SOLVENT TECHNOLOGY

1,1,1-trichloroethane (TCA) is listed as an exempt solvent in Vbc
regulations issued by 45 of the 50 states. This is due to the
fact that it is not photochemically reactive and does not
contribute to the generation of "smog" in industrial areas.
However, it has been linked with other chlorinated compounds in
the degradation of the ozone layer in the upper atmosphere. For
this reason, TCA may be only a stop-gap solution to existing
environmental regulations.

TCA is compatible with most organic resins when used in
combination with other strong solvents. It has a number of
advantages including no appreciable odor or flammability and low
overspray (due to its high.density). Contractors often prefer
this option, since it requires no modifications to existlng
contracts or process specifications. Coating performance is
virtually unchanged from the original non-compliant paints. In
addition, more suppliers can furnish materials at lower cost in
comparison to the new water-borne and high-solids coatings.

However, there are many reasons to restrict the use of TCA in
paints. In addition to the ozone problem, chlorinated solvents
are treated as a hazardous waste and require expensive methods of
disposal. They react with aluminum, particularly at high
temperatures or pressures. Therefore, airless spray equipment
must have all wetted parts composed of stainless steel or other
resistant materials.

A special concern for the Navy is the tendency of aggressive ions
such as chlorine to cause stress-corrosion cracking within high-
strength, structural alloys. Extensive testing by Grumman
Aircraft Systems, the McDonnell Aircraft Company, and our
laboratory revealed that TCA could be used with certain
restrictions. First, the solvent must be an inhibited grade such
as Dow Chemical's CHLOROTHENE SM. Then, each paint specification
utilizing TCA must limit the maximum solvent retention to 1
percent by weight after seven days air-dry in accordance with
test method ASTM F 151. Finally, paints containing TCA must not
be used in high-temperature applications such as engine
components or where the solvent could become entrapped such as
fasteners (wet installation) or faying surfaces.

In 1984, specification MIL-P-23377 was the first to include a
separate exempt-solvent class. Since then, epoxy primers from
Advanced Coatings & Chemicals, Akzo Coatings, Con-Lux Coatings,
Crown Metro, Deft, DeSoto, Kop-Coat, and Seagrave Coatings
Corporation have been qualified. Another development by DeSoto,
with the tradename KOROFLEX, is an elastomeric polyurethane
primer designed for aircraft subject to structural flexing at low
temperatures. The only compliant version of this primer ulilizes
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TCA. Specification MIL-P-85853 was written for the procurement
of KOROFLEX; and it should be issued in the near future. Epoxy
topcoats will also be available as a separate, exempt-solvent
type r ider specification MIL-C-22750. Qualification testing will
begi:. % an the next revision of the specification is issued.

SPECIATY COATINGS

A number of specialty coatings are considered to be compliant
without any reformulation needed. Rain-erosion coatings are
high-solids, elastomeric, polyurethane coatings applied as thick
(12 mil) films to provide protection to aircraft radomes from
rain impingement at high speeds.

Temporary, camouflage paints are water-borne, acrylic paints
applied in the field over a conventional paint system in order to
change the camouflage scheme of aircraft scheduled for rapid
deployment. They can be easily removed by an alkaline solution
after a few weeks without damaging the underlying paints.

Thermal-insulating coatings are high-solids, polyester or epoxy-
polysulfide coatings containing reactive fillers that insulate
weapons from accidental fuel-fires until the fires can be
extinguished. They function by ablative or intumescent
mechanisms.

Walkway coatings are high-solids topcoats filled with an abrasive
grit that allows workers to walk over horizontal surfaces without
slipping.

Passive countermeasures include coatings that prevent the
detection of our aircraft by visual, infrared, radar, and other
techniques. These materials are generally high-solids; although,
in many cases, the exact formulations are classified.

FUTURE WORK

There are other, non-compliant coatings that have not been
addressed because of funding limitations and higher priorities.
Wash primers are dilute solutions of a polyvinyl butyral resin
reacted with phosphoric acid to produce an adherent pretreatment
for metals. They are applied as a very thin film (0.3-0.5 mil).

Zinc-rich primers use epoxy or alkyl silicate binders filled with
powdered zinc to protect steel substrates from corrosion. The
high concentration of zinc requires an equally high solvent
content.
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Lacquer topcoats are one-component alkyd or acrylic paints that
Ory by solvent evaporation. These topcoats are useful where ease
of application is more important than performance (such aS
spraying with aerosol cans).

High-temperature paints are those that operate at temperatures
from 400oF.to 1200oF. They often utilize silicone resins, alone,
or in combination with other resins.

METHODS OF JPRAY APPLICATION

Conventional, air-atomized spray equipment is rapidly being
replaced by more sophisticated types, because of the trends
toward high-solids coatings and improved transfer efficiency.
Airless spray equipment atomizes paint by forcing it through an
orifice at high pressures (at least 2000 pounds/square inch).
This allows the applicator to spray viscous materials easily.
However, he must learn to work quickly; since the higher flow
rate and solids-content increases the rate of film-build. With
airless spray, the surface finish tends to be rougher; althQugh.
"air-assisted" airless equipment is available to alleviate this.

The transfer efficiency of both types of spray equipment can be'
greatly improved using electrostatic attraction. With this'
technique, a high-voltage charge is applied to the paint so that
it is drawn toward the surface to be coated (which has been
electrically grounded). All new and revised specifications will
require every qualified product to be compatible with
electrostatic spray application. Paint manufacturers must assure
that their materials have the proper resistivity. This can be
accomplished with the use of polar solvents.

Airless spray equipment is often combined with plural-component
mixing. This is an automated process where the two components in
a catalyzed paint are mixed at a precise volume ratio just before
flowing to the paint-gun. It eliminates any concern about the
short pot life of high-solids coatings; since the paint is mixed
seconds before application. When stopping production, only the
paint-gun and the hose between the gun and the mixing equipment
need to be flushed with thinners and cleaned. Waste disposal,
therefore, is also minimized. This technology has raised
questions about the need for an "induction time" in most
specifications. This is a period of 30-60 minutes during which
admixed paints are supposed to prereact before application
(theoretically improving the drying time and film properties).
Polymer chemists disagree on whether the induction time has any
real benefit.
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SUMMARY

The impact of VOC regulations has been profound. There are fewer
paint suppliers able to keep up with the current state-of-the-
art. With less competition, prices have increased substantially.
The painting contractor finds that the application of compliant
paints is much more complex. Mixing ratios may range anywhere
from 1:1 to 4:1 by volume. The short pot life limits his working
time to 4 hours or less. Higher viscosities make it difficult to
apply a thin film. Longer drying times reduce his productivity.
The finished product may exhibit "orange-peel" or other surface
imperfections. He will probably have to buy new spray equipment
to better handle these materials.

For the end-user, the situation is quite different. The
performance of these compliant paints is generally equivalent to
the non-compliant paints used in the past. Hopefully, the
current VOC limits will remain in effect for a while so that the
paint industry can improve the application properties of their
products and the aerospace industry can evaluate the durability
of these materials over a eriod of several years. Obviously,
the trend for VOC limits will be downward. We just hope that
future regulations can be based on proven technology and
implemented in a spirit of cooperation.
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ABSTRACT

The U.S. Army has experienced a continuing corrosion problem
with magnesium components of aircraft requiring increased
maintenance and impacting both cost and readiness. A recent
modernization program has replaced a number of magnesium
parts with aluminum to reduce the corrosion problem but with
a concomitant weight penalty. In order to fully utilize the
advantages of magnesium, more corrosion resistant alloys with
improved protective schemes are needed. This paper assesses
the corrosion resistance of several protective schemes for
magnesium alloy ZE41A incorporating a conversion coating or
ME anodize, with or without a sealer, several primers, and a
polyurethane topcoat. The tests employed include 5% salt
spray, 100% RH at 100OF followed by tape adhesion, and AC
impedance to develop Nyquist and Bode plots. It was
concluded that the application of the sealer significantly
improved the corrosion resistance of the paint scheme. Best
results were obtained when the AE anodize was used as the
initial treatment.

INTRODUCTION

U.S. Army experience with magnesium alloys as components in aircraft has shown
a significant corrosion problem requiring increased maintenance, and impacting
both cost and readiness. During the Vietnam era there was widespread use of
magnesium in Army aircraft to reduce weight and increase performance. In a
recent modernization program, however, a number of magnesium parts have been
replaced with aluminum to reduce the corrosion problem. It is clear that more
corrosion-resistant magnesium alloys with improved protective schemes are
needed before their advantages can be fully utilized.

The best current practice for protecting magnesium in Army aircraft employs an
anodize or chromate conversion treatment, an epoxy primer, and a polyurethane
top coat. This paper assesses a protective scheme for MG alloy ZE41A which has
been modified by the British approach of interposing a baked epoxy resin
(sealer) between the conversion coating and primer application. For
comparison purposes, the current practice described above is also assessed.
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MATERIALS

Magnesium alloy ZE41A-T5 was selected because it is presently being used in our
newest aircraft. Table 1 contains the nominal composition of this alloy, the
heat treatment, and mechanical properties. The corrosion resistance in mpy
obtained by both immersion in 3% NaCl solution aid electrochemical polarization
In both 100 ppm Cl and 3.5% NaCl solutions is also included. Note, that the
immersion and polarization data in 3.5% NaCl solution are in good agreement;
120 mpy and 115 mpy, respectively.

The protective schemes evaluated are described schematically in Figure 1. The
variables include the initial conversion coating, the presence of the sealer,
and the primers. The chemical agent resistant polyurethane topcoat was
standard for all systems evaluated. The thickness of each coating layer is
shown schematically in Figure 2. The procedure for applying the sealer is
contained in Table 2. The application of the conversion coatings, primers, and
topcoat was carried out in accordance with the specifications and standards
shown in Figure 1.

TABLE I

K9 ZE41A-T5 PROPERTIES TABLE 2

NOMINAL COMPOSIIION Zinc 35-5O % ARALDITE 985 APPLICATION "(D.T.D. 935)
Rare Earths (Ce) 1 2 X
Zirconium 0 4-1.0 X PRE.HEATTO I1 200WC
Magnesium balance

COOLED TO 60 C

HEAT TREATMENT 625"F (2 hrs ), AIR COOL
340*F (10- 16 hrs ). AIR COOL DIPPEDINRESINSOLUTION

DRAINED 15-30 MINUTES
MECHANICAL PROPERTIES TENSILE STRENGTH 28 0 KSI

Y S (0.21 offset) 195 Ksl . CURED AT 180 C FOR IS MINUTES
ELONGATION 2.51

. COOLED TO 0 
C

CORROSION RESISTANCE IMMERSION for 28 1'20 mpy . REPEAT TWICE
days In 3X NaCI

SALT SPRAY 600 mpy . FINAL CURE AT 180' C FOR 41 MINLTIFS
POLARIZATION.

100 ppm Cl NaCI 7 mpy
3SX NaCI 115 mpy

EXPERIMENTAL

The testing program included exposure to both salt spray (fog) and 100%
humidity. Tape adhesion tests were performed after exposure to 100% humidity.
The test panel dimensions and preparation are listed in Table 3. The standard
test methods for procedures and evaluation are contained in Table 4. In
addition to the above, electrochemical AC impedance measurements were carried
out to evaluate the performance of the coating/metal systems. The test cell is
shown in Figure 3. AC impedance was performed with a PARC273 potentiostat in
conjunction with a PARC 5208 Lock-In Amplifier, Apple II computer, and the PARC
Softcorr 368 program. Measurements were obtained at the corrosion potential
over the frequency range lOOK Hz to 0.01 Hz for up to 42 days in 100 ppm Cl
solution. The corrosion potential was monitored before each experiment.
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TABLE 4
STANDARD TEST HMODS FOR PROCEDURES

AND EVALUATION

TABLE 3 . Salt Spray (Fog) Testing ASTM 8117
TEST PANELS . $% NaCI,"*rF

"DIMENSIONS: 6"(l) X4" (w) X /" (t) * Evaluation or Pointed or Coated Specimens
subjected to Corrosive Environments ASTM D165H

" PaaeisWare a " me ide and
r~aola side wore cersn cI . Transparent Plastic Grids used to estimate

.usked with paraia wax area failed fur unscribed panels

* ~ anes (aed Mean creepage from scribe for scribed panels
were scribed with an "X"

. Coated Metal bpecimens at 100% RH, 100OF,
*hTo In duplicat ASTM F2247 prior to

. Measuring Adhesion By Tape Test
ASTM D3359. Method 13
" Rating on sceekl5to 58
" 5B beg,88 worst
" Based on % of coated area

removed from substrate

RESULTS AND DISCUSSION

Salt Spray (Fog) Test

Conversion Coatings, Sealer, and Primers

Results of salt spray testing of the three different primers in conjunction
with either the ME anodize or chrome manganese conversion coating are
expressed as % area failed as a function of exposure time in Table 5 and Figure
4. The data represent an average of two measurements on duplicate panels. It
should be noted that the sealer Araldite 985 was applied to only those schemes
employing the epoxy polyamide primer (MIL-P-23377). This primer is currently
used in Army aircraft in conjunction with the CARC polyurethane topcoat
(MIL-C-46186C). The efficacy of the primers applied over the CrMn conversion
coating may be ranked in decreasing order of salt spray resistance as
MIL-P-52192 > MIL-P-85582 > MIL-P-23377. The application of the sealer
Araldite 985 significantly improves the performance of t41L-P-23377 to a level
comparable to MIL-P-52192, as also shown in Figure 5. Similar data for the MAE
anodize as an alternate to the Cr Mn treatment shows the same ranking of
primers, but the magnitude of the failed area is diminished in each case.

TABLE 5
SALT SPRAY PERFORMANCE OF CONVERSION TREATED AND PRIM4ED PANELS

__________ %AREA FAILED
PANEL 1D COAT SYSTEM DAY 6 DAY 13

A(HAE) 23377 15 38 36_72
B(HAE) 52192 0 00 0 16
C(HAE) 85582 2 73 14 10
D(OHAE) 985. 23377 0 12 0 45

MICr Mn) 23' 31_37__ 63 03
1N(Cr Mn) 5212 0 0 I3 30

&ICTM n) 85582 1 405 17 48!:
PlM) 985 23377 1 0 96 1 3 00
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Conversion Coatings and Sealer and Primers and Topcoat

The salt spray performance of the protective schemes, which included the
polyurethane topcoat is shown in Table 6 and Figures 6 through 9. Again, the %
area failed represents an average of measurements on duplicate panels. The
variables were HE anodize or CrMn conversion treatment and the three primers.
Considering the CrMn treated systems after 42 hours of salt spray exposure, the
best performance was exhibited by the scheme employing the sealer, Araldite
985, and the MIL-P-23377 primer. The marked improvement in performance
achieved by interposing Araldite 985 between the conversion coating and the
primer is shown in Figure 6, and the photographs of exposed scribed panels are
shown in Figure 7. Similar results were obtained with the HE anodized panels
as shown in Figures 8 and 9. However, the HE treated systems performed better
than the comparably treated CrMn systems. Robinson has also reported the
beneficial effect of several sealers in reducing salt spray corrosion when used
with chromate conversion coating, primed and finish coated.

TABLE 6

SALT SPRAY PERFORMANCE OF CONVERSION TREATED, PRIMED. AND TOPCOATED PANELS

% AREA FAILED

PANEL ID COAT SYSTEM DAY 7 DAY 14 DAY 21 DAY 28 DAY 35 DAY 42
E(HAE) 23377,46168 000 0 46 0 91 5 15 10 44 15 68
F(HAE) 52192,46168 0 00 0 39 1 72 1501 20 82 26 44
G(HAE) 85582,46168 030 0 39 0 42 0 51 0 68 0 89
H(HAE) 985,23377.46168 0 00 0 00 000 0 15 0 15 0 48

0 Cr Mn) 23377,46168 0 12 1 84 12 62 15 15 20 45 26 20
R Cr-Mn . 52192,46168 0 12 0 36 048 C 69 0 93 5 75

S Cr-Mn) 85582.46168 021 15 06 20 30 25 30 30 90 37 14
T(Cr Mn) 985,23377,46168 001 001 0 17 0 24 2 59 3 24

TAPE ADHESION TEST

Conversion Coatings and Sealer and Primers

The cross-cut tape adhesion test was performed after the coated test panels
were exposed to 100% relative humidity at 100OF with condensation on the
specimens at all times during the 5-week exposure. The coating adhesion of the
primers that were applied to either CrMn or M E-treated panels was rated on a
scale of OB to 5B, as shown in Table 7. These ratings are based on the removal
of the coating from the substrate after application, rapid removal of the tape,
and inspection of the cross-cut grid area. A rating of OB represents an
affected area of greater than 65%. The best rating, 5B, represents no flaking
and detachment of the coating. All of the primers show very good adhesion
except for the case where the sealer, Araldite 985, had been applied between
the CrMn or HME conversion coating and the MIL-P-23371 primer. Failure
occurred at the sealant/primer interface since only the primer was removed.
Despite the poor adhesion of primer to sealant, this coating scheme performed
as well as the other primers during the salt spray test. It should be noted
that the duration of the 100% humidity exposure was 3 times as long as the
exposure to the 3.5% salt spray.
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TABLE 7

RESULTS OF THE TAPE ADHESION TEST

PANELA COATING SCHEME RATILG

A HAE. MIL-P-23377 SB

B HAE. MIL-P-52192 5B

C HAE, MIL-P-85582 5B

D HAE. 985, MIL-P-23377 OB

M Cr-Mn. MIL-P-23377 4.58

N Cr-Mn, MIL-P-52192 5B

0 Cr-Mn. MIL.P.85582 4.5P

P Cr-Mn. 985. MIL-P-23377 OB

AC Impedance Measurements

Electrochemical impedance techniques are finding increased application in both
corrosion research and the evaluation of the performance of organic
coating/metal systems. Since corrosion processes occurring on metal substrates
under organic coatings are electrochemical in nature, assessment of the
corrosion resistance of organic coatings has been made employing
electrochemical measurements and much data has been reported showing that
various electrical parameters can be important in selecting a corrosion-
-resistant organic coating. Leidheiser has reviewed a number of
electrochemical and electrical measurement techniques for predicting corrosion
at the metal/organic coating interface. Ib reported that a coating system
resistance measured by both A9 and DC Pesistance techniques degraded with time
and a lower limit of about 10 ohms/cm existed, below which corrosion occurred
underneath the coating. lb associated this temporal degradation with ion and
water penetration into the coating, transport of ions through the coating, and
follow-on elestrochemical reactions at the coating/metal interface.
Mikhailovskii has reported that in many cases the DC resistagce may not be a
true measure of the corrosion resistance of paints. Mansfeld has reviewed the
current status of polarization resistance measurement and points out the
advantages of the AC impedance technique in obtaining the polarization
resistance especially for measurements in low conductivity media and for
systems with low corrosion rats, Mansfeld has also reviewed methods of
analyses of AC impedance data.;' The value of polarization resistan5e Rp has
been obtained from both Nyquist and Bode plots. Scantlebury, et al., have
applied analysis of Nyquist plots (also known as Cole-Cole) to provide an
estimate of the film integrity and protective capacity of chlorinated rubber
and coal tar epoxy coatings.

Figure 10 contains complex impedance plots of the real impedance Z' versus the
imaginary impedance Z" for each excitation frequency. These plots compare the
behavior of the MIL-P-23377 primer which was applied over an MiE-treated panel
(A) and exposed to a solution cotitaining 100 ppm Cl for 1, 7, 14, and 21 days.
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Although the behavior after 1 day appears to indicate that the response of the
system is solely capacitive over the range shown, the response curve beyond the
range of the plot is a large semicircle. The impedance behavior after 7, 14
and 21 days shows that the high frequency intercept of the curves with the
Z'-axis is the same, but the reponse curves are smaller semicircles with the
center of the semicircle lying along the Z'-axis. An estimate of the
polarization resistance may be made from the intersection of the low frequency
semicircle with the V-axis. Similar impedance behavio5 for a chlorinated
rubber coating has been reported by Scantlebury, et al." After 7 and 14 days
of exposure the polarization resistance became increasingly smaller as existing
pores were permeated or pathways developed, with electrolyte increasing the
ionic conductivity in the coating. After 14 days, a second semicircle appeared
at low frequencies and at the same time a small area of corrosion was observed
under the coating. It appears that Cl ions and water had penetrated into the
coating, followed by transport of ions through the coating and substrate
ionic/electronic charge transfer reactions at the coating/metal interface.
Similar Nyquist plot behavior was observed for the MIL-P-23377 primer which had
been applied over the chrome manganese conversion coating (M). Nyquist plots
which show the effect of interposing the sealer between the i E anodize and
MIL-P-23377 primrr (D) are contained in Figure 11. There is very little effect
of exposure time on the response curves even after 42 days of immersion in 100
ppm Cl solution. Thus, plots for 7, 14, 21, and 28 days are not shown.
Corrosion of the underlying Mg alloy was not observed. This behavior attests
to the beneficial effect of the sealer, and correlates well with the data
obtained from salt spray tests.

The Bode plot, log Z1 vs. log F (frequency) is an alternative to the Nyquist
plot and is more useful because it allows a more effective extrapolation of
data from higher frequencies. It provides a better estimate of polarization
resistance when data scatter precludes adequate fitting of the Nyquist
semicircle. Polarization resistance determinations were made by extrapolation
from the linear region of the Bode plot at low frequencies to the log (Z) axis.
Figure 12 contains Bode plots for the panel which has been ME anodized and
primed with MIL-P-23377 after immersion in 100 ppm Cl solution for 1, 7, 14,
and 21 days. Polarization resistance values extrapolated from these plots are
contained in Table 8 and show that polarization resistance decreases with time
of exposure as existing pores in the coating are permeated. 6After 142days of
exposure, the coating system resistance degraded to below 10 ohms/cm where
corrosion of MgZE41A occurred.

TABLE 8

POLARIZATION RESISTANCE OF PROTECTIVE SCHEMES

DAYS OF IMMERSION A t D M P
1 25 X1017 7 1X109 3 OX-0-9 2 OXIO^7

7 1 6X1OA5 2 3X10^9 8 2Xl0 8 30 XIO'7
14 1 4XIO^5 I 7X1 9 4 6X 0^6 _ 6X1O^6

21 1 1X105 1 3XI0^9 1 lX O^5 3 2X1O^4
28 2 0X10^9 71JXJ0^4

35 2 OXIO^9 91 X O^4_,,
42 63X1 _8
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The effect of applying the sealer Araldite between the anodize and primer is
shown in the Bode plots of Figure 13 and also the polarization resistance
values in Table 8. Very little change is apparent even after 42 days of
immersign, and the lower limit of Rp is well above the critical value of 10
ohms/cm . The plots for exposure times between 7 and 35 days are not shown
because they fall in the very narrow region between the 1-day and 42-day
curves. Again, these data support the results of the salt spray tests.

Table 8 also contains Rp values for the same coating systems except for the
replacement of the MAE anodize with the CrMn conversion coating. Without the
sealer, the CrMn-treated system performed better than the ME-treated system
over a period of 14 days. The application of the sealer provided no beneficial
effect with CrMn-treated-and-primed-system. The HE anodize, Araldite 985
sealed, and MIL-P-23377-primed system performed the best with no failure after
42 days of exposure. The change in polarization resistance of all of the above
described schemes plotted as a function of exposure time is more dramatically
shown in Figure 14.

CONCLUSIONS

1. The salt spray resistance of the MIL-P-23377 primer was not as good as
either the MIL-P-52192 or MIL-P-85582 primers regardless of the initial
treatment (CrMn or M E anodize).

2. The application of the Araldite 985 sealer significantly improved the
performance of the MIL-P-23377 primer particularly when the HE anodize was
used.

3. The AC impedance data also demonstrated the beneficial effect of the sealer
in conjunction with the HAE anodize.

4. The Araldite sealer also contributed significantly to improving the salt
spray resistance of the polyurethane CARC MIL-C-46186 topcoat regardless of the
primer used and the initial treatment.

5. Despite the beneficial effect of the sealer in salt spray resistance of the
primers, tape adhesion tests showed that the adhesion of the primer to the
sealer was poor after 5 weeks of exposure to 100% relative humidity. As a
consequence, efforts are now underway to improve the adhesion of sealer to
primer by employing a post-baking tgeatment in accordance with a
recommendation by Taylor and Tawil. Also, other sealers are being
investigated.

6. The AC impedance data appeared to provide an estimate of the film integrity
and protective capability of the primers which correlated6 with th salt spray
test results. Values of polarization resistance below 10 ohm/cm indicated
significant degradation.
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ABSTRACT

In a 1986 study, the U.S. Army estimated the cost of
corrosion to its worldwide aircraft and vehicle fleets at
$2.8 billion annually. More important than the cost to
treat and repair components is the impact of corrosion on
safety and on the operational readiness of military units.

To most effectively combat the adverse affects of corrosion
in aircraft, the U.S. Army Aviation Systems Command (AVSCOM)
plans to apply a life-cycle management philosophy to develop
a comprehensive Corrosion Prevention and Control (CPC)
Program. This initiative is designed to ensu:e CPC issues
aro thoroughly addressed and resolved in the material
development, deployment, operation, and support phases of
the system acquisition life. Furthermore, CPC is an active
influence in the design, testing, management, supply,
maintenance, and training activities associated with system
development.

This life-cycle approach to CPC has been implemented to
limited and varying degrees on the UH-60, AH-64, OH-58D and
CH-47 helicopter programs, and benefits are being realized
This paper will significantly address how AVSCOM and the
Army aviation combunity apply this philosophy to combat
corrosion, "the silent enemy."

CORROSION PREVENTIOk, AND CONTROL (CPC) AND ARMY AVIATION

The best way to manage corrosion is through prevention and control. Corrosion
can be minimized by proper coating of exposed metal, avoidance of dissimilar
etal contact, use of corrosion-resistant alloys, use of proper sealants and

water-displacing compounds, avoidance of poor design features, and most
important, awareness of corrosion and implementati, a of an effective CPC
Program.
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CPC is like many other system design constraints or criteria. The key to
implementing an effective CPC Program is to take a life-cycle approach to the
problem. That is exactly what the U.S. Army Aviation Systems Command (AVSCOM)
Product Assurance Directorate and Quality Engineering Division have done.

Although the life-cycle management philosophy has only recently been
formalized as described in this paper, CPC is being practiced throughout the
Army aviation community as part of a total AVSCOM life-cycle plan. It is
envisioned that the LHX helicopter will be the first system to fully realize a
"cradle-to-grave" life-cycle CPC program.

A draft AVSCOM pamphlet has been completed and distributed through the U.S.
Army combat development, material development, and use- commands for
evaluation. This published guide to the proper means of implementing CPC at
all levels, all commands, and in all phases of the acquisition life cycle was
developed to encourage commitment to and excite the imagination of leaders and
staffs throughout the U.S. Army in searching out new technologies,
applications, and techniques to implement CPC.

ARINC Research Corporation has provided research, data collection, and
analysis support to assist AVSCOM in implementing the initiatives envisioned
by its Quality Engineering Division, and in doing so, has extracted,
organized, and presented information from many regulations, directives,
standards, and policy and procedures documents in a concise "how to" document
for new decision makers and managers involved in the acquisition and support
of U.S. Army aircraft.

CPC IMPLEMENTING DIRECTIVES

CPC directives are the primary means of establishing the overall CPC Program
and identifying specific responsibilities throughout the Army. These
CPC-associated directives include the following:

Army Regulation (AR) 750-59, including the Army Materiel Command (AMC)
Supplement I, establishes Army policy and procedures for implementing and
managing an effective CPC Program for all Army systems, equipment, and
components. AR 750-59 requires that CPC be addressed in design, testing,
management, maintenence, and training.

AVSCOM Regulation 702-5 establishes a command-wide CPC Program and delineates
the policy, responsibilities, and procedures to be followed to minimize
corrosion of Army aviation equipment.

CPC STANDARD

The major CPC-related standard is Aeronautical Design Standard, Air Vehicle
Materials and Processes (ADS-13D), which describes the general requirements of
AVSCOM for the materials and processes used in the design and construction of
Army aircraft. For corrosion resistance to be incorporated into a system,
this CPC-related standard is incorporated into all system specifications,
requests for proposals (RFPs), statements of work (SOWs), and contracts.
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CPC MAINTENANCE MANUALS

CPC Maintenance Manuals are the primary means of implementing CPC policy and
procedures in the field. CPC-related maintenance manuals include the
following:

Aeronautical Eguioment Maintenance Management Policies and Procedures
(TM55-1500-328-25) provides all maintenance management policies and procedures
for the avi- "on maintenance organization and is the primary policy manual
used by mait. enance personnel.

Corrosion Control for Army Aircraft (TM43-0105) provides information on
materials and procedures for the general control and prevention of corrosion
of aircraft and aircraft equipment.

Aircraft-SDecific Technical Manual Series provide all of the required
information and procedures needed to perform repairs on an aircraft at the
aviation unit maintenance (AVUM) and aviation intermediate maintenance (AVIM)
levels.

Degot Maintenance Work Reauirements (DMWRs) provide inspection and maintenance
procedures for the highest level of maintenance performed on an aircraft or
system.

THE LIFE-CYCLE APPROACH TO CPC

AVSCOM takes a life-cycle approach to managing the CPC Program for U.S. Army
aircraft. This philosophy is significant because it recognizes a commitment
to fighting corrosion from conceptualization of a need until the retirement of
the system that meets that need; which sometimes occurs as long as 30 or more
years later. Only in this manner can the benefits of the program be
maximized. Anything less, and a positive initiative in one life-cycle phase
will be compromised by an oversight in another part of the system life. For
example, during the design phase, Army technology surveys identify a finishing
compound to protect the skin of the aircraft. Cost benefits and other
analyses indicate that the compound should be applied at production. If the
program manager does not ensure that the logistic support system also
recognizes this special process, subsequent maintenance actions on the fielded
system may result in unprotected portions of the aircraft. Just as quality
assurance, reliability, and integrated logistic support are system parameters
addressed throughout the life of an aircraft, so must CPC be considered.

OVERVIEW OF THE CPC LIFE CYCLE

To put the AVSCOM CPC life-cycle management approach in perspective, a
schematic highlighting the major phases and the activities in each phase is
provided in Figure 1. Note that the traditional acquisition process has been
simplified to a scheme involving four major phases. Each phase as it relates
to CPC is as follows:
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1. Des n - Corrosion is minimized by using design practices that address
selection of materials, coatings, system geometry, environmental extremes,
storage and packaging requirements, and repair requirements.

2. Development - Corrosion is prevented by ensuring that the system is
properly developed, integrated, and tested.

3. Production - Corrosion is controlled by establishing proper manufacturing
processes; establishing and enforcing controls for acquisition, packaging,
handling, storage, and transportation; and improving the manufacturing
process.

4. De2loyment and Operation - Corrosion is controlled by carefully planning
and monitoring deployment, maintaining the system (including the integrity of
the CPC implementation), and evaluating the system in the field.

DESIGN PHASE

As depicted in Figure 1, five tasks are associated with the design phase of
the CPC life cycle. These tasks are (1) preparation of the CPC Plan, (2)
selection of the prime contractor, (3) establishment of the Corrosion
Prevention Action Team (CPAT), (4) establishment of general design guidelines
and material selection criteria, and (5) preparation of the Finishing
Specification.

Preparation of the CPC Plan

The CPC-related Standard ADS-13D dictates that a CPC Plan be developed for
each aircraft program. The AVSCOM CPC Program is implemented through the CPC
Plan. The Army's Program Manager provides system-level CPC specifications or
design guidelines in accordance with AMC policy. The initial draft of the CPC
Plan is submitted by the prime contractor as part of a proposal package. The
plan describes the contractor's approach to meeting the Government
requirements for CPC.. The final plan is submitted for approval after contract
award. Updates to the CPC Plan are accomplished as required.

Selection of the Prime Cortractor

The prime contractor is selected in accordance with normal source selection
criteria; one of which is the effectiveness of the proposed CPC program, as
identified in the CPC Plan. Although the weighting scheme for addressing CPC
criteria in the proposal evaluation process will vary for each Request for
Proposals, any proposal offering an effective CPC Program Plan that will
increase aircraft availability and reduce life-cycle costs will surely enhance
the evaluation of the contractor's overall offering, The program, project, or
product manager verifies that the prime system contractor possesses the
necessary skills and capabilities in CPC and appoints a coordinator to
interface with the selected prime contractor on matters involving CPC Plan
implementation.



Establishment of the Corrosion Prevention Action Team (CPAT)

The CPAT is established to bring the designer, maintainer, trainer, and user
of a system together so they may contribute their unique experiences to
problem definition and the formulation of recommendations or solutions. The
CPAT meets throughout the life of the program. The CPAT is chaired by an
AVSCOM representative and includes engineering representatives from the
contractor. The primary function of the CPAT is to ensure that CPC objectives
are met.

Establishment of General Design Guidelines and Material Selection Criteria

The primary consideration in the design and construction of aviation systems
is the ability of the design to comply with structural and operational
requirements. In the selection of suitable materials and appropriate
processing methods, consideration must also be given to those materials,
processing methods, and protective treatments that reduce service failures
resulting from corrosion of parts and assemblies in servi.e.

Preparation of the Finishing Specification

The contractor prepares a finishing specification. The specification
describes the specific corrosion protection finish or techniques to be used on
the various substrates of all components and assemblies to protect them
against corrosion in the environments to which they will be exposed. This
document is prepared in accordance with MIL-F-7179. After AVSCOM approval,
the requirements contained therein are included in all applicable production
drawings. The Finishing Specification is submitted for approval 60 days
following contract award or in accordance with DD-1423. Through design
reviews, analysis of field reports, and field inspections, data are collected
for required revisions to this document.

DEVELOPMENT PHAk.'

Eight tasks are associated with the development phase of the CPC life-cycle
(see Figure 1). These tasks are (1) participation at design reviews, (2)
preparation of CPC-related manufacturing data and operations sheets, (3)
preparation of system-peculiar corrosion preventive maintenance procedures,
(4) development and modification of TMs and DMWRs, (5) testing, (6)
development of training, (7) modification and enhancement of the original
design, and (8) packaging, handling, storage, and transportation, and care of
supplies in storage.

Participation at Design Reviews

In the normal development cycle of a system, preliminary and critical design
reviews are conducted. CPC specifications and their impacts on other system
specifications are defined at the system design review (design phase). CPC is
considered in trade-off analyses at the preliminary design review (PDR).
Drawings and process specifications are reviewed for compliance with CPC
requirements at the critical design review (CDR).
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Preparation of CPC-Related Manufacturing Data and Operations Sheets

Manufacturing engineers face a special challenge when developing manufacturing
instructions. In addition to their normal task of converting design drawings
to man- or machine-readable data, they must also ensure that CPC requirements
are included while minimizing the impact on producibility, quality, and cost
goals. For example, operations sheets must address forging or casting
machinery and other means of fabricating parts from raw materials. Process
specifications must address finishes, coatings, or special metallurgical
processes. Assembly drawings must address fasteners and how to avoid trapping
moisture or contaminates. Test specifications must ensure that no fabrication
process or assembly has adversely affected the functional operation of any
subassembly or the total system.

Preparation of System-Peculiar Corrosion Preventive Maintenance (PM)
Procedures

The contractor prepares system-peculiar corrosion control procedures that
detail the maintenance procedures to be utilized by personnel in the aviation
unit maintenance (AVUM), the aviation intermediate maintenance (AVIM), and
depot levels of maintenance. Maximum use is made of the Tri-Service Aircraft
Weapon Systems Cleaning and Corrosion Control Manual (TM55-1500-344-23) and
the Avionic Cleaning and Corrosion Prevention/Control manual
(TM55-1500-343-23). Through field inspections and CPAT feedback, this
procedure is updated as required.

Development and Modification of TMs and DMWRs

CPC manuals are the primary means of implementing CPC policy and procedures in
the field. CPC technical manuals provide (1) policy and procedures, (2)
general instructions, and (3) criteria and standards. The AVUM and AVIM
manuals contain information on calendar-based corrosion inspections, corrosion
prevention and correction techniques, nondeferrable maintenance requirements,
and appropriate accept and reject criteria. DMWRs contain CPC measures for
depot-level repair and overhaul. DMWRs provide inspection and maintenance
procedures for aircraft or systems. They contain corrosion inspection and

repair information, as well as requirements for disassembly, cleaning,
inspection, repair, reconditioning, rehabilitation, modification, reassembly,
servicing, testing, and storage of assemblies or parts. DMWRs are reviewed by
a CPAT to ensure adequacy of CPC procedures, data, reporting requirements, and
contract requirements.

Testing

Program managers and developers ensure that appropriate issues for testing,
related to corrosion, are included in all technical test (TT) and user test
(UT) programs so that corrosion problems will be detected and corrected prior
to production of the system. Testing includes exposure and performance tests
in natural and accelerated environments where corrosion is most likely to
occur. The Test and Evaluation Master Plan (TEMP) integrates the tests into
the normal agenda of operational, performance, and support testing.
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Development of Training

User training is developed for manufacturing engineers, product assurance and
test specialists, operators, and maintenance and packaging personnel and is an
essential ingredient in the identification and control of corrosion. The
Training and Doctrine Command and U.S. Army Materiel Command/Materials
Technology Laboratory (MTL) corrosion control training programs ensure that
military and civilian personnel are trained in CPC.

Modification and Enhancement of the Original Design

Engineering change proposals (ECPs), prepared by the contractor and identified
through a Product Improvement Program (PIP), Multi-Stage Improvement Program
(MSIP), or other design change program, help to identify design deficiencies
and provide a means of implementing corrective action. They also provide a
realistic projection of budget and depot resource requirements to implement
d-sign changes. Modification work orders (MWOs) are the vehicle for
implementing hardware modifications in the field or at the depot level.

Packaging. Handling, Storage, and Transportation (PHS&T) and Care of Supplies
in Storage (COSIS.

AVSCOM Regulation 702-5 requires that CPC be addressed in PHS&T because of the
tremendous potential loss of stored material from corrosion. Within AVSCOM,
the Director of Materiel Management is responsible for PHS&T. The appropriate
Program Management Offices determine the storage environment parameters to
minimize corrosion. The Director of MTL at the AMC Center of Excellence in
Corrosion reviews all packaging and shipping methods. Special attention is
given to the design and finishing of metal shipping and storage containers.
Procedures such as coating parts, using weld-through primer or continuous
welding, or applying organic sealant are techniques that are considered.

COSIS ensures that the true condition of material is known and properly
recorded, and that material is maintained in a ready-for-issue condition to
meet supply demands by using units.

PRODUCTION PHASE

The production phase consists of five tasks (see Figure 1). These tasks are
(1) assignment and coordination of the ARPRO CPC coordinator, (2) product
manufacturing, (3) subcontracting of alternate sources of supply
("Breakouts"), (4) enforcement of CPC acquisition controls, and (5)
application of new processes and technologies.

Assignment and Coordination of the ARPRO CPC Coordinator

An Army Plant Representative Office (ARPRO) CPC Coordinator (ACC) is appointed
for each system in production and serves on the CPAT. The ACC monitors the
contractor's compliance with CPC specifications and with the CPC Product
Assurance Plan. The ACC also provides for an exchange of information between
the ACC and the AVSCOM CPC point of contact (POC) on all CPC matters.

175



Product Manufacturing

The Subordinate Commodity Command CPC Action Office (e.g., materiel developers
such as AVSCOM, MICOM) ensures compliance to all CPC requirements in
manufacturing. Adequate precautions are taken during manufacturing operations
to maintain the integrity of corrosion prevention requirements and to prevent
the introduction of corrosion or corrosive elements.

Subcontracting of Alternative Sources of Supply ("Breakouts")

The Competition Advocacy Subcontracting Management Office (CASMO) ensures that
potential bidders are aware of CPC requirements. The Competition Advocacy
Shopping List (CASL) categorizes the types of business that vendors can
provide AVSCOM and provides detailed information as to documentation required
for qualification as an approved vendor. Qualification testing, first article
inspections (FAI), and pre-award surveys are designed to assess a potential
vendor's capability and plant capacity to meet AVSCOM manufacturing
requirements.

Enforcement of CPC Acguisition Controls

The Deputy Chief of Staff for Development, Engineering, and Acquisition
(DCSDEA) provides policy, procedures, and guidance to ensure that CPC is fully
considered in all acquisition documents. DCSDEA further ensures that proper
emphasis is given to CPC in funding programs. The Deputy Chief of Staff for
Product Assurance and Testing (DCSPAT) ensures that all major acquisition
programs are subjected to a CPC review. The major subordinate commands (MSCs)
incorporate the applicable CPC Program requirements into all acquisition
contracts. The CASL provides acquisition controls for AVSCOM suppliers by
categorizing the types of business vendors can provide. All suppliers must
fall into one of the categories in order to be considered. These categories
are enforced to ensure high quality in the supplies procured.

ADplication of New Manufacturing Processes and Technologies

The Deputy Chief of Staff for Production at Headquarters, AMC ensures that CPC
is considered in all Manufacturing Methods and Technology (MMT) and Military
Adaptation of Commercial Items (MACI) projects and production reviews; and
that CPC objectives are stressed in the Production Engineering and Planning
(PEP) and Value Engineering Programs (VEPs) in order.to improve the product
during the manufacturing process. New MMT projects will be initiated within
the Production Engineering Measures (PEM) appropriations and activities. The
AVSCOM Production Engineering Division Facilities and Technology Branch
(AMSAV-EMC) validates processes and equipment to be utilized and ensures that
CPC is considered in all MMT related to Army aircraft.

DEPLOYMENT AND OPERATION PHASE

As depicted in Figure 1, the Deployment and Operation phase consists of five
tasks. These tasks are (1) aircraft deployment ("fielding"), (2) maintenance
of fielded systems, (3) conduct of command survey, (4) accomplishment of
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airframe condition evaluation (ACE) and aircraft analytical corrosion
evaluation (AACE), and (5) updating of the sample data collection (SDC)
system.

Aircraft Deployment (Fielding)

Fielding refers to all efforts undertaken to introduce a new system to the end
user (i.e., operational unit). It includes the delivery of the end item to
the user and initialization of user operations and maintenance. During
deployment, units receiving new equipment at operational sites prepare the
equipment for initial use. These procedures are detailed in the appropriate
technical manuals (TMs) for the weapon system and are based on guidelines set
down in the CPC Plan for that aircraft. Areas that influence corrosion
protection and avoidance most are cleaning and preservation methods, storage
and handling, inspection procedures, and repair procedures. These procedures
are incorporated into the appropriate TMs for the weapon system. If, during
operations, a corrosion problem arises that is not covered by the TMs, the
unit prepares a Quality Deficiency Report (QDR) that is forwarded to the
AVSCOM Maintenance Directorate for incorporation of changes into the TM or
further engineering action. When alternate fielding procedures are found to
be necessary, the CPAT is informed and a "lessons learned" report is
developed.

Maintenance of Fielded SYstems

The contractor or user conducts continuous examinations of the system and
component parts to ensure maximum use of CPC coatings and treatments. The
contractor or user also monitors and inspects the corrosion prevention
measures instituted by all subcontractors, enforces standards, and performs
overall preventive maintenance. Three levels of maintenance currently exist:
AVUM, AVIM, and depot. The severity of the corrosion, as well as other
maintenance factors, determine which level of maintenance is responsible for
repair.

Conduct of Command Survey

A survey of all Regular Army, Reserve, and National Guard battalions, as well
as depots, is conducted at least once every four years. All equipment,
including aircraft, weapons, communications and electronic equipment, and
vehicles is surveyed to determine its condition. CPC Program management and
maintenance facilities are also evaluated. Surveyed activities provide
proposed corrective actions and milestones to AMC Product Assurance and
Testing (AMCQA-AE) within 60 days. Status of the action is reported to AMC
quarterly. AMC provides feedback of the survey results to the proper
agencies.

Accomplishment of Airframe Condition Evaluation (ACE) and Aircraft Analytical
Corrosion Evaluation (AACE)

It is the policy of the U.S. Army Aviation Systems Command in accordance with
AVSCOM Regulation 750-7 that an ACE/AACE be performed annually on all
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first-line/mission-essential Army aircraft worldwide. ACE involves an annual
structural evaluation of each aircraft in the operational fleet to identify
those in the greatest need of depot maintenance, which is performed in
accordance with AVSCOM Pamphlet series 750-1. AACE, a special corrosion
evaluation program, was established as a companion to ACE and is performed in
accordance with AVSCOM Pamphlet series 750-2. The on-site AVSCOM Senior
Maintenance Specialist coordinates all ACE team operations with AMC Logistics
Assistance Officers (LAOs).

Uodating of the Samole Data Collection (SDC) System

The SDC allows major readiness commands (MACOMs) to collect management data on
a select number of end items in the field environment. The SDC system
collects unscheduled maintenance and time between overhauls (TBO) data. These
data are used to conduct cost-benefit analyses related to implementation of
ECPs and MWOs and to support other CPC trade-off studies.

CPC RELATIONSHIP WITH THE FLIGHT SAFETY PARTS PROGRAM

In recent years, the U.S. Army has identified numerous aircraft parts,
assemblies, and installation procedures whose failure, malfunction, or absence
could cause loss of, or serious damage to, the aircraft, or worse, cause
serious injury or death to the occupants. These aircraft parts are referred
to as flight safety parts (FSPs).

The FSP Program, developed by AVSCOM, provides for the life-cycle
identification and control of all FSPs and their critical cha:acteristics. A
critical characteristic is defined as any feature such as dimension,
tolerance, finish, material or assembly, manufacturing/inspection process,
operation, field maintenance, or depot overhaul requirements that if
nonconforming, miss , or degraded would cause failure or malfunction of the
FSP.

Failure of an FSP due to corrosion can be extremely costly and detrimental to
aircraft and life. For this reason, identification and application of CPC
techniques are of great importance. In most cases, CPC life-cycle activities
can be directly interfaced with FSP Program tasks.

Applying CPC techniques to FSPs increases (1) safety, (2) readiness, (3) the
overall life of the part or component, and (4) FSP reliability and
maintainability.

FUTURE CPC ACTIVITIES

A parallel effort under way at AVSCOM Quality Engineering is the development
and utilization of a quantitative Corrosion Prevention and Control Decision
Support System (CPCDSS). This software gives each program manager, integrated
logistic support (ILS) manager, and quality engineer a parametric cost-benefit
analysis tool to determine if an individual ECP or MWO is worth implementing
on the basis of cost savings over the system life cycle. CCDSS will also
determine the value of additional information and permit sensitivity analyses

178



to test assumptions about input parameters. Additional versions of the model
will go beyond analysis of hardware only and analyze the cost savings
attributable to CPATs, special technical manuals (such as the Tri-Service
Corrosion manual), and even the infrastructure of staff needed to support CPC
at AVSCOM (Government and contractor). Validation of the model and
development of a user's guide has recently been completed. Analysis and
prioritization of ECP candidates will follow immediately.

SUMMARY

It has been estimated that corrosion costs the U.S. Army billions of dollars
yearly for treatment and repair of aircraft and components, and results in
reduced troop safety and in lowered readiness of combat units. To lessen the
costs and hazards associated with corrosion, prevention and control techniques
are enforced. The AVSCOM CPC Program is the Army's fundamental method for
ensuring that corrosion is minimized to sustain high levels of performance and
readiness of aviation systems. CPC has been applied already to a limited
extent on current aircraft programs. In future aircraft programs, the CPC
Program will be implemented in every phase of the aircraft life cycle, as
described herein, in order to provide the greatest payback to Army aviation of
the future.
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NUCLEAR, BIOLOGICAL, AND CHEMICAL (NBC) CONTAMINATION
SURVIVABILITY - AN UPDATE

Joseph J. Feeney
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and Engineering Center (CRDEC)
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ABSTRACT

DOD Instruction 4245.13, Design and Acquisition of
NBC Contamination-Survivable Systems, establishes
DOD policy and procedures for the design and
acquisition of systems that must perform mission
essential functions in an NBC-contaminated
environment. Army Regulation 70-71, Secretary of
the Navy Instruction 3400.2, and Air Force
Regulation 80-38 establish policy and procedures
for the developing and acquisition of materiel to
ensure its survivability and sustainability in an
NBC-contaminated environment.

NBC contamination survivability is the capability
of a system and its crew to withstand an NBC--
contaminated environment, including decontamination,
without losing the ability to accomplish its
assigned mission. Characteristics of NBC
contamination survivability are decontaminability,
hardness (against agents and decontaminants), and
compatibility of the NBC-protected man with his
equipment. Decontaminability is the ability of a
system to be decontaminated to reduce the hazard to
personnel operating, maintaining, and resupplying
it. Hardness is the ability of a system to with-
stand the damaging effects of NBC contamination and
any decontamination agents and procedures required
to decontaminate it. Compatibility is the ability
of a system to be operated, maintained, and
resupplted by personnel wearing the full NBC
protective ensemble. These characteristics are based
on engineering design criteria which are intended
for use only in a developmental setting.

INTRODUCTION

The material damaging effects of contaminants such as chemical
agents are often overlooked in comparison to the harmful, and
often deadly, effects thay can produce. For example, nerve agents,
which act by deactivating acetylcholinesterase, are generally
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organophosphorus compounds which can pose considerable problems
in storage due to their corrosive hydrolysis products which
attack metals. The hydrolyses of such nerve agents as sarin (GB)
or soman (GD) vary with pH but hydrofluoric acid (HF) is a primary
hydrolysis product for both. Other types of chemical agents, when
hydrolyzed, also produce corrosive by-products, e.g., choking
(phosgene-hydrochloric acid), blister (mustard-hydrochloric acid),
and blood (hydrogen cyanide-ammonia and formic acid) agents.
Hydrolysis of methyl phosphonyldifluoride (DF), a binary component
of chemical agent munitions, also produces HF. Decontaminants,
such as supertropical bleach (STB), are also very corrosive to
metals. Additionally, chemical agents, as well as their
decontaminants, pose considerable problems, e.g., softening,
blistering, etc., for non-metals such as plastics, rubber, etc.,
even when exposed for short duration.

On 15 June 1987, DOD initiated a formal program for NBC
contamination-survivable systems with the publication of DOD
Instruction 4245.13. The purpose of this instruction is to
provide management and document directions for NBC

contamination survivability activities conducted during the
development and acquisition of systems that are critical to
force-wide survivability in NBC environments. This includes
conventional forces, non-strategic nuclear forces, strategic
nuclear forces and upporting command, control, communications

and intelligence (C I) systems.

This paper will outline the requirements in DOD Instruction

4245.13 and the service regulations/instructions, present
examples of the effects of chemical contaminant; and
decontaminants on materials and electronics, a.id discuss
effective methods and techniques available for achieving
NBC contamination survivability. The aim of this paper is
to provide an overview/update of NBC contamination surviv-
ability, not to present a means of implementing DODI 4245.13
or a service specific regulation/instruction.

BACKGROUND

DOD Instruction 4245.13, "Design and Acquisition of Nuclear,
Biological and Chemical (NBC) Contamination-Survivable Systems",
is the central DOD document providing NBC contamination surviv-
ability policy. This instruction, intended for use in con-
junction with DOD Directive 4245.5 "Acquisition of Nuclear-

Survivable Systems", calls for consideration of the effects of
residual radiological contamination and chemical/biological
agents and their decontaminants on the design and acquisition
of systems. DOD Instruction 4245.13 applies to all programs,
systems and subsystems designated as major system acquisition
programs as well as any other programs reviewed periodically
by the Under Secretary of Defense for Acquisition, USD(A),
under exceptional management procedures. Execution of the
provisions for nonmajor systems is the responsibility of the
military services.
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NBC contamination results from the deposition and/or sorption
of residual radioactive material, or biological, or chemical
agents on or by structures, areas, personnel, or objects.
Nuclear (N) refers to residual radioactive material resulting
from fallout, rainout, or irradiation produced by a nuclear
explosion and persisting longer than one minute after burst.
Biological (B) refers to all the general classes of micro-
organisms and toxins that cause disease in man, plants, or
animals or cause the deterioration of materiel. Chemical (C)
refers to all known chemical substances intended for military
operations to kill, seriously injure, incapacitate, or
temporarily irritate or disable man through their physio-
logical effects.

NBC contamination survivability is defined as the capability
of a system and its crew to withstand an NBC-contaminated
environment, including decontamination, without losing the
ability to accomplish the assigned mission. Characteristics
of NBC contamination survivability include decontaminability,
hardness (to both agents and decontaminants), and compatibility
for personnel wearing the full NBC protective ensemble.

CHARACTERISTICS of NBC CONTAMINATION SURVIVABILITY

Quantitative criteria, or characteristics, are designed to
ensure that all materiel systems developed to perform mission
essential functions can be used by personnel who are wearing
protective clothing and equipment, and that such systems
survive the effects of contamination by chemical and biological
agents, radioactive contaminants and decontamination processes.
These criteria are based upon engineering design criteria,
intended for use only in a developmental setting. They do
not define doctrinal or operational criteria for decontam-
ination of systems or specify how to achieve the required
survivability.

Decontaminability

Decontaminability is the ability of a system to be decontam-
inated to reduce the hazard to personnel operating, maintaining,
and resupplying the system during its normal mission profile,
which shall not exceed 12 hours. Decontaminability is enhanced
by maximum use of materials that do not sorb NBC contaminants
and facilitate their rapid removal with decontaminants, by
incorporating designs that reduce or prevent accumulation of
NBC contamination and provide ready accessibility for decontam-
ination, by incorporating contamination control devices and
techniques to reduce the amount of contamination, and by
providing space on equipment for such NBC equipment as
detectors, alarms, etc.

Hardness

Hardness is the ability of a system to withstand the damaging
effects of NBC contamination and any decontaminants and

182



procedures required to decontaminate it. Hardness refers to
the condition of equipment, including critical operational
and functional performance characteristics, after it has been
subjected to contamination and decontamination cycles.

Compatibility

Compatibility is the ability of a system to be operated,
maintained, and resupplied by personnel wearing the full
NBC protective ensemble. Compatibility requires consideration
of the NBC-protected man and machine interface.

DEPARTMENT OF DEFENSE INSTRUCTInN 4245.13

For those military services and DOD agencies designing and
acquiring systems to be NBC contamination survivable, DOD
Instruction 4245.13 requires each DOD component to:
- Assess NBC-contamination survivability and identify

vulnerabilities and associated risks for systems with
NBC contamination survivability recuirements.

- Present cost and operational trade-offs to the Defense
Acquisition Board (DAB) at Milestone I. For the Army
Streamlined Acquisition Process (ASAP), this will occur
at the Milestone I/II Program Decision.

- Ensure that nonmajor mission-essential systems are
scrutinized closely for potential impacts on mission-
essential functions.

- Develop and employ procedures similar to those contained
in DOD Instruction 4245.13 to ensure that these nonmajor
mission-essential systems exhibit appropriate NBC
contamination survivability.

- Advise the Under Secretary of Defense for Acquisition,
USD(A), at each milestone review if another major or
nonmajor system has become a critical survivability
limitation in the operation of the major system under
development.

- Develop NBC contamination survivability criteria and
standards arid submit them to USD(A) for review.

Each DOD component can use different procedures to attain
NBC contamination survivability, including trade-offs for
cost, operational effectiveness, etc,

SUMMARY

DOD Instruction 4245.13 established a formal NBC contamination
survivability program throughout the Department of Defense. The
instruction provides management and documentation requirements
for the survivability of systems designed and adquired to
perform mission essential functions in an NBC-contaminated
environment.
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CANNON TUBE BORE CORROSION CAUSED BY PRESERVATION MATERIALS

BY

Donald M. Winegar and John R. Cammarene
Department of the Army

Benet Laboratories
Watervliet Arsenal

Watervliet, NY 12189-4050

Benet Laboratories Corrosion Control. personnel
developed a cyclic test to confirm that spontaneous
decomposition of 1, 1, 1 - trichloroethane (Methyl
Chloroform), a halogenated hydrocarbon cleaning
solvent contained in MIL-L-63460, caused corrosion
of the bore surface of gun tubes that were sealed
for long term storage. It was also found that there
was a marked increase in corrosion when impregnated
type Volatile Corrosion Inhibitor (VCI) paper was
used. This test may also be used for comparing
other combinations of preservation oils and VCI
papers to determine which will provide better
protection from corrosion.

INTRODUCTION

Letterkenny Army Depot reported a reddish discoloration in four 105MM M68 tube
bores that had been preserved and packaged for long term storage. The
materials utilized comprised of MIL-L-63460 Lubricant, Cleaner, and
Preservative Oil (CLP) and MIL-P-3420 Packaging Materials, Volatile Corrosion
Inhibited Treated (VCI). A random inspection of 105MM M68 tubes stored at
Watervliet Arsenal using a borescope revealed that some tubes had minor
etching and pitting of the bore surface caused by corrosion.

ACTION TAKEN

Review and change Packa ing Data Sheets as required. Since CLP had been
recently implementqd and upon consultation with the vendor and other sources,
it was determined that CLP was the most plausible cause. CLP was suspended
from use as a long term preservative and the Packaging Data Sheets were
immediately changed to replace CLP with MIL-L-3150, (P-7), preservative oil.
All appropriate depots, arsenals, and agencies were notified of the corrosion
problem and of the replacenent of CLP with MIL-L-3150 preservative oil.

Inspect and reprocessall cannon tubes stored at Watervliet Arsenal. Each
cannon tube stored at Watervliet Arsenal and awaiting shipment was unpacked,
cleaned of CLP preservative oil, and its bore surface inspected with a
borescope. Upon opening of the bore covering, a pungent, vinegar-like odor
was detected in many tubes. The entire bore surface was affected by the
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corrosion process. Many tubes had excess liquid laying in the bottom of tile
bore. No excess corrosion action was present in the surface area covered by
this liquid. It was evident that a vapor chemical reaction had occurred.

After inspection, each tube was cleaned in a hot alkaline cleaner to stop the
corrosion action. Each tube was then rinsed, borescoped again, and
reprocessed back into storage.

Twenty-nine of thirty 155MM M199 tube bores inspected were found to have Stage
1 corrosion, and two 155MM M185 tube bores were found to have Stage 1
corrosion. Table I summarizes the inspection report of 276 105MM M68 tubes.

TABLE 1

105MM M68 Tubes Inspected

Extent of Corrosion
Packaged Tubes Stage Stage Stage
Month Year Examined None 1 2 3

May 83 60 7 22 23 8
Jun 83 54 8 18 15 13
Jul 83 70 18 35 15 2
Aug 83 55 42 13
Sep 83 37 29 8

Total V T 9 _W_ 'f

The stages of corrosion and their definitions are tabulated in Table 2. No
stage 4 corrosion was found.

TABLE 2

Corrosion Stages
(Adopted from MIL-STD-624)

Stage Description

1 Discoloration, staining. No direct visual evidence of pitting, etching,
or other surface damage.

2 Loose rust, black, or white corrosion accompanied by minor etching and
pitting of surface. No scale or tight rust.

3 Rust, black, or white corrosion accompanied singly or in combination
with etching, pitting or more extensive surface damage. Loose or
granular condition.

4 Rust, black, or white corrosion progressed to the point where fit, wear,
function, or life of the item has been affected. Powdered or scaly
condition, with pits or irregular areas of material removed from
surface of item.
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Review shop procedures for processing tubes. The Packaging Data Sheet
required that the bore and chamber and all unpainted tube surfaces, except
surfaces protected by dry film lubricant, be preserved with MIL-L-63460 CLP
oil. Application of the oil was by fogging. All excess oil was thoroughly
drained before further processing. The muzzle end of the tube was to be
elevated approximately 10 degrees to allow for continuous drainage of cleaning
solvents and preservative oil during processing. The ends were then sealed
after insertion of VCI paper and the tube wrapped and containerized.

As designed, the fogging device was not operating properly because teflon
particles in the CLP were clogging the holes. The holes were enlarged to
provide a continuous flow of CLP. As modified, the device was delivering a
plurality of small streams of CI.P. As the fogging device was pulled through
the tube, the VCI paper was attached to the rear of the device and pulled
through at the same time. When the device was removed, the ends were sealed
and the tube further packaged.

Review CLP specification and determine its composition. The MIL-L-63460
material (CLP) used had been manufactured by the Break-Free Division of
San/Bar Corporation and were all of the same batch. Revision B, Amendment 1,
of the military specification was in effect at the time of manufacture, August
1982. San/Bar Corporation was approved for listing on QPL 63460, dated
4 February 1982, and the reference test or qualification was MD-9427 for
Break-Free CLPO.

The qualifying agenc. for Break-Free CLP provided a copy of a chemical
analysis of "CLP" material as determined by the Naval Weapons Center, China
Lake, California and published April 1981.' The General Electric Company,
Schenectady, NY was contracted to perform a chemical analysis of the suspect
CLP material. San/Bar Corporation provided a chemical analysis by telephone
and through a personal representative. Table 3 tabulates a general analysis
derived from these sources.

TABLE 3

Analysis of CLP

% by weight Ingredient

12% 1-1-1 Trichloroetliane (Methyl Chloroform)
7% Freon TF
5% Butyl Carbitol Acetate Ester
4% N-Butyl Acetate Ester
2% Isopropyl Alcohol
1% Isobutyl Acetate

0.5% Methyl Ethyl Ketone (MEK)
0.5% Heptane

32% Total Solvents
67.7% to 67.8% Total Fats
0.2%-0.3% Water
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The cleaning portion of CLP is Freon TF and methylchloroform. The water
content of CLP is approximately 0.17% by weight, but may be as great as 0.3%.

All the requirements of specification MIL-L-63460 were met when a sample of
the suspect CLP material was tested by the qualifying agency.

Review the requirements of specifications MIL-P-3420 and MIL-I-8574 and retest

the papers used in packaging the corroded tubes.

(1) Packaging Materials, Volatile Corrosion Inhibited Treated - MIL-P-3420

MIL-P-3420 is strictly a performance specification. No specific Volatile
Corrosion Inhibitor (VCI) material composition is specified. The VCI material
is applied by coating or impregnating the carrier paper. The base
specification required a pH of 6.0 to 8.0 with 7.0, preferred for the carrier
paper and Amendment 1, specified an upper limit of pH 8.5. Revision B, and
all other revisions to MIL-P-3420 did not specify any pH value for the carrier
paper. Additionally no water content is specified for the finished product.
The treated carrier paper is to be used in accordance with the requirements of
MIL-I-8574.

All of the MIL-P-3420 packaging material of the same manufacturer and lot
number employed in packaging the affected cannon tubes were collected from the
packaging area and the storeroom and stored separately from the remaining
stock of material. Revision E of the specification, was in effect at the time
paper was manufactured. Two different manufactures of Class 2, Style A and
B materials were involved. They were Ludlow's Laminating and Coating
Division, Holyoke, MA and Daubert Coated Products of Cullman, AL. The product
and plant of each manufacturer was on the specification's Qualified Products
List.

The General Electric Company (GE) also analyzed and determined the qualitative
chemical composition of the Ludlow and Daubert VCI papers. GE also chemically
reacted samples of each of the VCI papers with CLP to see if there was any
evidence of one, or the other, paper being more reactive with the CLP. From
the test results, GE concluded that:

- The main ingredients in the coating on the Ludlow VCI paper are
dicyclohexylammonium nitrite and a phosphate. In addition, there are smaller
amounts of another nitrite, nitride, sulfate, and chloride anions, as well as
a number of other elements in trace amounts in this paper.

- The main ingredients in the impregnant of the Daubert VCI paper are sodium
nitrite and sodium nitrate. In this paper, there are also smaller amounts of
another nitrite, sulfate, and chloride anions, but no phosphate. In this
paper also, there are a number of other elements in trace amounts.

- No significant reaction occurred between either of the two papers and the
CLP fluid under room temperature conditions.
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- The major surprise in the results of this work is the finding of large amounts
of sodium nitrate present in the Daubert VCI paper.

Samples of each manufacturer's packaging material were submitted to the
responsible qualifying agency for testing and evaluation. All samples passed
the qualification test for QPL listing. Some samples were deliberately soaked
in water and excess water removed by squeezing before testing to evaluate the
affect of excess moisture content in the impregnated VCI paper.

(2) Inhibitors, Corrosion, Volatile, Utilization of - MIL-I-8574

This specification covers procedures for the use of volatile corrosion
inhibitors in the packaging of parts and assemblies. Revision E of the
specification, was in effect at the time of the corrosion problem.
Engineering requirements state that VCI material must be protected from acids
and their vapors. Hydrochloric acid type metal cleaners should not be used
for cleaning items to be protected by VCI material. VCI material should not
be exposed to industrial fumes containing hydrogen chloride, hydrogen sulfide,
sulfur dioxide or other acidic vapors. A representative unit pack is to be
submitted for a compatibility test of the materials to be employed in
packaging the item to be preserved. The testing is performed in a chamber at
90% humidity for 72 hours at 140 0F.

Perform jug tests to obtain possible corrosion conditions. Samples of cannon
steel were obtained from excess metal cut from finished machined tubes. Each
sample was cleaned, preserved, and packaged in one of a variety of packaging
arrangements utilizing the packaging procedures practiced prior to using CLP
(P-9 oil conforming to VV-L-800), during the use of CLP, and during the newly
adopted MIL-L-3150 (P-7) oil period. The samples were placed in mason
jar-like glass containers, tightly sealed to keep out the surrounding ambient,
and placed on a window ledge in direct sunlight. No corrosion occurred during
a test period of 16 weeks. Because of these negative results, further
investigations were necessary.

Investigate and evaluate the storage environment of the tubes at the Arsenal.

The gun tubes are sealed at both the breech and the muzzle ends, and the gas
ports are either covered and sealed by packaging material or enclosed by the
bore evacuator attached to the tube. The tube is enclosed in a wooden
container which is open to the ambient on the bottom - spaced boards - and
closed on the remaining four sides and top. The packaged cannon is stored in
the open, on a concrete pad, and stacked at least three high.

The exposure to the weather during late spring, summer, and early fall causes
cyclic vaporization and condensation of any liquid in the cannon bore. The
degree of vaporization and condensation is dependent on temperature and the
vapor pressure of the material involved.
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Interview corrosion personnel and perform a literature survey. Discussions of
possible corrosion processes were held with various fellow corrosion
prevention specialists, consultants, seminar instructors, etc. Always, the
corrosion theory proffered was that water vapor presen caused a portion of
the methyl chloroform to form hydrochloric acid (HCI).i The HCl then attacked
the VCI material of the carrier paper forming nitrates, nitrides, acetates,
and tile like, which form a corrosion media of mixed acids which then attacked
the steel of the bore. Packaging handbooks, corrosion preventiotl information,
and government publications caution one to be aware that metiy) chloroform
will hydrolize to HCl in the presence of moisture.

Fortunately, a chance inquiry one day elicited information that a government
worker had accidently discovered that a selected group of halogenated
hydrocarbon materials could undergo metal halide catalyzed hydrolysis. In
particular, the investigator produced phosgene from carbon tetrachloride.
Other metal halide catalyzed reactions were also studied. Some of the
chemical reactions took place at room temperature and pressure conditions.

A literature search discovered an article titled "Metal Halide Catalyzed
Hydrolysis of Trichloromethyl Compounds" authored by Marion E. Hill of the
U.S. Naval Ordnance Laboratory Chemical Research Department.3  Hill reports
"1,1,1 - trichloroethane reacted very vigorously at room temperature with
hydrated ferric chloride, giving acetic acid as the hydrolysis product". A
70% yield of acetic acid was obtained in an experiment. This appeared to be a
possible chemical reaction that produced the odor noted upon opening the
packaged tubes at the Arsenal!

THE MECHANISM FOR THE CORROSION OF THE BORES OF THE GUN TUBES

Freon TF and 1,1,1-trichloroethane (methyl chloroform) are the principal
ingredients of the cleaning portion of CLP. The cleaning portion comprises
approximately 30 percent, by weight, of CLP. Freon TF comprises 8 to 12
percent by weight. 1,1,1-trichloroethane comprises approximately 12 percent
by weight. Water comprises about 0.17 percent, by weight, of CLP.

It is well known that vapors of chlorinated hydrocarbons will undergo
hydrolysis to form hydrochloric acid (HCl) when continuously exposed to a
humid atmosphere. The HCI attacks the clean surfaces of the bore producing
ferric chloride as a reaction product. The ferric chloride absorbs moisture
present in the tube bore to produce hydrated ferric chloride. A portion of
the remaining 1,1,1-trichloroethane undergoes a catalyzed (ferric chloride)
hydrolysis to produce mainly acetic acid (70% yield as well as vinyl
chloride and a product having the formula C6H5O2C1.Z

The aforementioned chemicals can react with the VCI treated papers. Coated
carrier papers such, for example, as Ludlow VCI material bonded to one side of
the carrier paper will undergo little, if any, chemical action with tile
available reaction products. The carrier paper has little or no porosity and
the VCI material is not readily soluble in water. However, impregnated
carrier paper has a porous structure and contains water soluble VCI materials.
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These water soluble VCI materials can be readily ionized thereby enabling
further chemical actions to occur involving the acids and solvents present
with material such as the nitrites and nitrates present in the Daubert paper.
Such chemical reactions when they occur will enhance the corrosion of the bore
tube surface.

CYCLIC rEST PROCEDURE TO DEMONSTRATE CORROSION MECHANISM

A cyclic test procedure was developed to prove the theory of corrosion
reaction. Rifled sections of 105MM M68 finished tubes, when cut to size,
approximately 8-10 inches in length, were packaged in a manner which
duplicated the process employed for the corroded tubes except the plywood
muzzle cover was replaced with a plexiglas cover for viewing. Other tube
samples were prepared to evaluate various packaging material and preservation
process means. Application of CLP was done without the use of an exhaust hood
to minimize evaporation of the cleaning portion of CLP and to simulate actual
shop procedures. The samples were prepared as follows:

(1) Cleaning process and agents prescribed by MIL-P-116 (Preservations,
Method of), C-3, solvent cleaning utilizing P-D-680 dry cleaning
solvent and MIL-L-15074, corrosion preventative, finger print
remover.

(2) Drying procedure prescribed by MIL-P-116, 0-4, wiping using clean
white dry cloths.

(3) The preservative oil was applied to the rifled bore area utilizing
clean cloths.

(4) A VCI strip was cut to form a t ibe and inserted into the gun tube
section.

(5) One end was sealed using a wooden disc sealed in protective wrap.
The other end was sealed with a 1/4" PLEXIGLASO disc which allowed
visual monitoring of the rifled bore area.

The CLP and VCI papers were from the same lots of materials employed in
packaging the cannon which experienced the corroded tube bores.

Initially, the prepared samples were to be tested in an environmental chamber
wherein a 24 hour cycle would simulate the hourly average temperature each
corroded tube experienced during storage at the Watervliet Arsenal. However,
the chamber was not available because of needed repair work. A second
environmental chamber was available, but the test temperature could only be
changed every 24 hours because of personnel availability and the elapsed time
required to bring the chamber to a desired equilibrium temperature. Cyclic
exposure conditions consisted of 24 hour periods at each temperature of 35F,
75F, 11OF and all of them at 70% humidity. Each test specimen was examined at
each change of temperature. The results are 4abulated in Table 4, froa Benet
Weapons Laboratory Internal Technical Report-
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TABLE 4

Cyclic Testing Data

Sample Number of Days Until
Number Preservative Oil VCI Paper Corrosion Observed

1-1 CLP Daubert Style B 8
1-2 CLP Daubert Style B 8
1-3 CLP Daubert Style B 12
2-1 None None 6
2-2 CLP None 8
3-1 CLP Ludlow Style B 14
3-2 CLP Ludlow Style B 116+
3-3 None Ludlow Style B 116+
4-1 CLP Daubert-Style A 6
4-2 CLP Daubert Style A 7
4-3 None Daubert Style A 8
A-I P-7 None 16
A-2 P-7 None 7
A-3 P-7 Daubert Style A 55
A-6 P-7 Daubert Style A 64
A-7 P-9 None 11
.A-g P-7 Ludlow Style B 46
A-1O P-7 Ludlow Style B 64
A-12 P-9 None 29
A-13 P-9 Daubert Style A 116+
A-14 P-9 Daubert Style A 69
A-15 P-9 Ludlow Style B 116+
A-16 P-9 Ludlow Style B 116+

+ Testing terminated - no corrosion

VV-L-800 (P-9) was used prior to using P-7. We had nto problems with it.
However, Rock Island Arsenal had found that P-9 caused corrosion in gasoline
tanks of armored vehicles and told Watervliet Arsenal not to use it anymore
for long term storage of Arsenal products.

Examination of the test samples indicate that corrosion of the tube bore surface
occurred more quickly when only CLP and CLP with VCI impregnated carrier paper
were employed as the preservation means.

CONCLUSIONS

a. Corrosion of the bore tubes occurred as a result of a vapor phase cnemical
reaction which resulted in the chemical attack of the entire bore surface of
the cannon. The effect of chemical concentration is noted by the fact that
although 155MM cannons experienced corrosion, the degree of corrosion was less
than that experienced by the 105MM cannon.
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b. The corrosion was initiated by the catalyzed hydrolysis of the
1,1,1-trichloroethane present in CLP. It is believed that the "1,1,1"
material was of the uninhibited variety, rather than inhibited. However, it
was an improper utilization of the CLP since halogenated hydrocarbons should
never be used in a closed system.

c. The corrosion process, in this instance, was enhanced by the presence
of impregnated VCI packaging material. However, the same paper if used with
MIL-L-3150 preservation oil will not present a corrosion problem regardless of
its water content.

d. A compatability test of a sample pack in accordance with the
requirement 4.3.1 of MIL-I-8574 probably would not have detected a corrosion
problem because of the method of testing specified therein.

e. All users of CLP material were not made aware of the presence of
halogenated hydrocarbon material therein, the requirement that the article to
be preserved had to remain open until all "1,1,1" material had been
evaporated, and that CLP was hazardous to people exposed to its use in poorly
ventilated areas.

f. Personnel aware of the China Lake CLP report failed to communicate its
contents to the packaging personnel involved in processing the cannon tubes.

RECOMMENDATIONS

a. Amend MIL-P-3420.

(1) Reinstate the pH requirement of 6.5 to 7.5 for carrier paper.

(2) List coated paper and impregnated paper separately.

(3) Provide a maximum acceptable water content for all VCI treated
carrier paper.

Note: (1) and (2) have been adopted.

b. The agency responsible for qualifying a product for a QPL must know
and understand all the materials, including proprietary material, present in a
QPL product. A knowledgable person should be designated that can be contacted
to evalute the use of the QPL product and alert the user of any possible
toxicity and/or corrosion problems.

Note: ARDEC has designated a person to perform this task.

c. A better means of supplying corrosion/corrosion prevention reports
and information should be initiated.

Note: Corrosion Prevention Action Team (CPAT) now performs this function.
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d. A re-examination and a more detailed investigation of Hill's
experiment should be conducted. Such an investigation should include other
closed systems such as hydro-pneumatic systems, hydraulic systems, fuel lines,
and the like, for all military ap-lications.
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ABSTRACT

It is well known that 7XXX series aluminum alloys are
susceptible to corrosion in seawater environments; how-
ever, in the presence of Otto fuel and seawater, a
synergistic reaction occurs which greatly accelerates the
corrosion rate of these alloys. Because of this synerg-
ism, a large number of anodized AA-7175-T74 torpedo fuel
tanks have suffered rapid localized attack after as few as
six exercises. Otto fuel is a liquid dinitrate ester
monopropellent containing dibutylsebacate as a desensi-
tizer and 2-nitrodiphenylamine as a stabilizer. This
research was initiated to study the interactions between
Otto fuel and seawater to better understand the mechanisms
by which premature failure occurred. Weight-loss measure-
ments were conducted in ASTM seawater, Otto fuel, and a
mixture of Otto fuel and seawater. The solution chemis-
tries of the Otto fuel-seawater mixture were analyzed
using ion chromatography. Additional testing was per-
formed using electrochemical techniques to study the pit-
ting and cathodic polarization behavior ofthis alloy. A
mechanism for premature failure of exercise torpedo fuel
tanks is proposed herewith.

INTRODUCTION

The navy is currently using anodized AA-7175-T74 exercise torpedo fuel
tanks. Many of these torpedos are powered by Otto fuel. Otto fuel is a
liquid dinitrate ester monopropellent containing dibutylsebacate as a
desensitizer and 2-nitrodiphenylamine as a stabilizer. During torpedo
operation, Otto fuel comes in contact with seawater, seawater entering
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the fuel tank in amounts equal to spent Otto fuel. At the conclusion of
a test run, the torpedo fuel tank contains seawater, i.e., Otto fuel is
completely displaced. After recovery of the torpedo, the seawater is
flushed from the tank with potable water, and several more rinses are
performed before the tank is refilled with Otto fuel. Unfortunately, a
large percentage of the exercise fuel tanks undergo rapid localized
attack and must be refurbished in as little as six runs - worse yet, the
fuel tank must often be discarded because of near penetration of the fuel
tank wall. One such fuel tank was acquired by this lab for analysis.
Representative photographs of localized attack in several locations can
be seen in Figure 1. The large pit in Figure la is nearly 60% of the way
through the hull thickness. In Figure lb the rib-stiffener is severely
attacked. This particular torpedo was removed from active service after
nine exercises. Research was initiated to study the possible interaction
between Otto fuel and seawater to better understand the mechanisms by
which rapid failure occurred.

EXPERIMENTAL

The corrosion behavior of AA-7175-T74 was determined by weight-loss (WL)
measurements and electrochemical techniques. All specimens were obtained
from an actual forged fuel tank. The chemical composition of AA-7175-T74
is given in Table 1. WL samples were cut into l"x2" coupons and the sur-
faces were machined smooth. No further surfacing of the coupons was per-
formed, except the edges were rounded with a file. All samples were

TABLE 1. CHEMICAL COMPOSITION OF AA-7175-T74

Si Fe Cu Mn Mg Cr Zn Ni

.10 .12 1.5 .01 2.24 .17 5.5 .01

washed with a detergent, rinsed with distilled water, rinsed with ace-
tone, followed by a rinse in ethanol, and air dried. Prior to exposure
testing each sample was weighed to the nearest 0.1 mg. Samples were
exposed to ASTM seawater (ASTM D1141), Otto fuel, and a mixture of Otto
fuel and ASTM seawater in triplicate at room temperature and one sample at
600 C. Exposure testing was completed in 30 days. Samples were removed

from their respective test environment and immediately rinsed with dis-
tilled water and dried in an air stream; samples were then weighed and
photographed. After the initial examination, the corrosion product
layers were removed by exposure to concentrated HNO3 for 1-2 minutes.
The corrosion product-free samples were then rinsed with distilled water,
dried in an air stream, and reweighed; this procedure was repeated until
no weight changed was recorded. Corrosion rates are reported in mils per
year (mpy).
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The pH of seawater from both the one- and two-phase test solutions was
recorded at the end of the test. In addition, the seawater solutions
were analyzed using ion chromatography. Ion chromatography was performed
using a Dionex® 202i Ion Cbromatograph interfaced with two detectors: a
conductivity detector and a variable ultraviolet absorbance detector, set
at 206 nm. Three separation columns were used to detect for the presence
of CI', NO, NO, S0 and Br' in the ppm range. Ion chromatographic
analyses are still in progress and only qualitative results will be
reported herewith. Samples similar to those used in the WL studies were
used for all electrochemical tests. AA-7175 fuel tank samples were cut
into 4"x" coupons, lead wires were attached with Ag contact paint, and
uold-mounted in an acrylic polymer. Sample surfaces were wet-ground
through successive size SiC papers to a final 600 grit finish; this was
followed by rinsing with liberal amounts of distilled water, the surface
was cleaned with a moist cotton swab, first in the direction of the abra-
sion lines, rinsed, then swabbed transverse to the abrasion lines, rinsed
again in distilled water, and dried in a hot air-stream. Samples were
immediately immersed in the appropriate solution for electrochemical
testing. Potentiodynamic cyclic pitting scans were performed in deae-
rated synthetic seawater. All solutions were deaerated for a minimum of
two hours before sample introduction. Samples were pre-immersed for
4 hour, scans were started at open circuit potential (Eocp), scanned in
the noble direction at a rate of 0.2 mV/sec, and reversed at 250 pA/cm 2 .
Pitting behavior as a function of pH was studied by adjusting the pH of
the seawater with NaOH or HCl to the desired value. The effect of N03
and NO additions to seawater on the pitting potential (Ep) were also
investigated. Potentiodynamic cathodic polarization scans were conducted
in neat 3.5% NaCl and in 3.5% NaCi solutions with various additions of
No and NO .

RESULTS

Corrosion rate data obtained from WL studies are summarized in Table 2.

TABLE 2. CORROSION RATE DATA OBTAINED FROM WEIGHT-LOSS TESTS

Solution 0C WL (mg) mpy

ASTM Seawater 24 5.0 0.89
60 6.0 1.10

40tto Fuel- Seawater 24 31.0 5.60
60 358.0 64.20

All samples exposed to neat Otto fuel at 240C and 600C showed no change
in weight over the duration of the test. Only moderate rates of corro-
sion were obtained in neat seawater at both temperatures, but samples
exposed to the two-phase seawater-Otto fuel mixture exhibited higher
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rates of corrosion. The corrosion rate was about five times greater at
240C and two orders of magnitude higher at 600C compared to samples
exposed to only seawater at 240C and 600C. The severity of attack on the
samples exposed to the two-phase environment is highlighted in Figure 2.
The attack on the sample exposed to.the two-phase seawater-Otto fuel
mixture at 600C was so severe at the interface that localized attack
penetrated about 80% of the way through the sample; a cross-section
micrograph of the largest and deepest pit can be seen in Figure 3.

Analysis of seawater after sample exposure to the one- and two-phase
environments was performed to determine if the presence of Otto fuel
changed the solution chemistry. A transformation of the synthetic
seawater to a more aggressive environment would explain the rapid rate of
attack on samples exposed to the two-phase environment The pH of all
seawater solutions was adjusted to 8.2 prior to sample introduction. A
summary of the recorded pH at the conclusion of the test is given in
Table 3. Ion chromatography analyses revealed that both NOS and NOi were
present in the seawater layer of the two-phase environment. Qualitative
and quantitative results indicated that higher concentrations of both
anions were present in the seawater of the two-phase environment at 600C.
Neither anion was present in the seawater from the one-phase environment.
This result indicated that a reaction had occurred between the Otto fuel
layer and the seawater.

TABLE 3. SUMMARY OF pH VALUES RECORDED AFTER SAMPLE
EXPOSURE TO ASTM SEAWATER AND ASTM SEAWATER-
OTTO FUEL MIXTURE FOR 30 DAYS AT 600C & 240C

Condition 0C pH

ASTM Seawater 24 8.06
60 7.06

4Otto Fuel-4Seawater 24 7.06
60 7.72

Electrochemical testing was initiated to better understand the influence
of NO and NO on the corrosion behavior of AA-7175-T74. Results from
preliminary tests will be used in the discussion section to help provide
some insight into the mechanism of rapid attack of exercise torpedo fuel
tanks.

DISCUSSIONS

Analysis of the test environments indicated that the only striking dif-
ference between the one- and two-phase environments is the presence of
NOj and NOj in the seawater of the two-phase system. It is proposed that
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the seawater hydrolyzes the dinitrate ester, which constitutes 76% of
Otto fuel, to release NOS. Similar reactions are documented in the
literature1 , and the proposed mechanism is:

CH3 [CHONO2]2 + 2H2 O- -CH 3 (CHOH)2 + 2H+ + 2NOS.

As indicated, highly soluble NOS is liberated and simultaneously promotes
a lowering of the pH. Although the pH is not much different in the two
seawater environments at the end of the test (see Table 3), it is pos-
sible that the local pH is acidic near the interface between seawater and
Otto fuel. Ep values were observed to decrease with decreasing pH as
determined by potentiodynamic cyclic pitting scans (see Figure 4).
However, if a near neutral pH occurs at the interface as indicated by
measured values at the conclusion of the test, pitting susceptibility
would actually decrease as shown in Figure 4. In addition, in the pres-
ence of N03 at several concentrations it was observed that Ep increased,
which suggested that NOS had an inhibiting effect (see Table 4). Studies
on the effect of NO concentration and pH was only recently started, but
preliminary results indicated that in the presence of NO the Ep is inde-
pendent of pH. Similar behavior was observed for NOi.

TABLE 4. SUMMARY OF PITTING POTENTIALS FOR AA-7175-T74
EXPOSED TO DEAERATED ASTM SEAWATER WITH ADDED
NITRATE AND NITRITE ANIONS

Concentration
(moles/liter)
N03 NOj pH Ep(mV)

.005@ - 8.2 -742±7

.01@ - 8.2 -739±3

.05* - 8.2 -709

.05* - 6.5 .742

- .005@ 8.2 -743±3
- .05@ 8.2 -768±2
- .10* 8.2 -712

- 8.2 -768±17*

@ average of three experiments
* only one experiment
# average of six experiments

It is well known that the nitrate anion is an effective inhibitor for the
protection of aluminum alloys. 2 "3 The results from this study show
that corrosion is accelerated when seawater comes in contact with Otto
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fuel. This observation suggests that NOS behaves in a synergistic way to
exacerbate the rate of attack. Research by Foley et al. has shown that
for certain NO/CI" ratios the corrosion rate of AA-7075-T6 is increased
by 5-10 fold.4 "6 One of their early theories attributed increased attack
to the reduction of NOS to NOj and it was shown that the corrosion rate
of AA-7075-T6 was increased by an order of magnitude for exposure to a
0.01N NOj/O.01N C1" solution. It was later proposed by Foley et al.
that perhaps the continued reduction of NO to NH3 was responsible for
accelerated attack; they found in certain ammonium salt solutions that
the corrosion of aluminum reaches a catastrophic rate, specifically for
certain mixtures of NH4NO3 and NH4CI.5 This observed effect was
attributed to the ability of NH3 to form soluble complexes with MgZn2
intermetallics found in AA-7075 alloys. 6 The seawater solutions in this
test were not analyzed for NH3 but analyses will be conducted in the
future. Electrochemical studies will also be conducted to study the
effect of NH+ additions to seawater on Ep.

The failure of fuel tanks probably occurs because small amounts of
seawater remain behind after repeated flushes prior to reintroduction of
Otto fuel. This small volume of seawater is envisioned to be surrounded
by a large volume of Otto fuel. The time before the next exercise is not
known, but with sufficient time the aggressive nature of the seawater
combined with the presence of N03 and an initially low pH favors rapid
attack of the anodized coating. Compromise of the anodized coating expo-
ses bare aluminum which continues to corrode on subsequent exposures to
both seawater and Otto fuel-seawater mixtures. A fundamental aspect of
all corrosion reactions is the need for readily reducible species; in
seawater the reduction of oxygen is the most common cathodic process. A
small volume of seawater would presumably contain a relatively small con-
centration of dissolved oxygen, and once the oxygen is consumed the cor-
rosion reaction should cease. This is obviously not the case because of
the documented evidence of severe corrosion. The presence of a moderate
supply of NO provides an alternative cathodic reaction so corrosion can
take place in the absence of oxygen. In fact, potentiodynamic polariza-
tion curves conducted in 3.5% NaCl with and without the presence of NOS
or NOi revealed that these anions were effective cathodic depolarizers
(see Figure 5). In addition, the cathodic activity remains high even in
deaerated solution as shown in Figure 6. Although the specific synerg-
isms between seawater and NOS, NOj, and perhaps NH3 is known not conclu-
sively, it is obvious from these preliminary results that the corrosion
rate of AA-7175-T74 is increased catastrophically.

CONCLUSION

The proposed mechanism for accelerated failure of exercise torpedo fuel
tanks is:

o small volumes of seawater remain after repeated flushes with
potable water
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o seawater hydrolyzes the Otto fuel to release NOS and, at least
temporarily, lowers the pH

o NOS acts as a cathodic depolarizer, which sustains the corrosion
process

o NOj is formed from the cathodic reduction of NOS and also acts
as a cathodic depolarizer

o NOj may be further reduced to NH3 , which, according to the
literature, results in rapid corrosion of AA-7075 because of the
ease of formation of soluble NHWi complexes with intermetallic
species.
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_ RI 1 SYSTEm 2

FIGURE IA. LARGE PIT ON AA-7175-T74 FUEL TANK AFTER NINE EXERCISES
OF TORPEDO

~D

FIGURE lB. SEVERE ATTACK OF FUEL TANK RIB-STIFFENER
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FIGURE 3. MICROGRAPH OF LOCALIZED ATTACK ON AA-7175-T74
AFTER 30 DAYS EXPOSURE TO ASTM SEAWATER-OTTO
FUEL MIXTURE @ 600 C (46.5X)

203



-700 AA-7175-T74

-725
U

-750

E/
00" W -775 - o x

- 8 0 0 1 - a ,, -I - ,
4 5 6 7 8 9 10

pH

FIGURE 4. Effect of pH on Pitting Potential

AA-7175-T74

O"
V) -100

-200 - w/NOS

0a

W -300 o-o no NO or NO

C. 0\
oo
"' "%-, w/ NO- °

v -400 ,2  0A

0

-500
1E-8 1E-7 1E-6 1E-5 1E-4 1E-3

Log i (a/cm2)

FIGURE 5. Cathodic Polarization Curves in 3.5% NaCl
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UaNLT OF 10 CORROION PROaEMON OF VARIOUS MEH S
OF REPUR OF ICn VA~mPOR E1MZBTM ALMM (IVDR) OOATIN30

Christine L. Martuch
Cleveland Pneumatic Company

3781 East 77 Street
Cleveland, OH 44105

ABTRACT

Mie chiping of Ion Vapor Deposited Alumintm (IVDA) coatings
in service has become a common problem in the aircraft
industry in recent years. An investigation was conducted
into the effects of various repair methods for IVDA coatings
specifically as a function of corrosion resistance of the
repaired area. Several materials were tested by utilizing
their respective recminded methods of repair:

(1) Alseal 518, an aluminum refractory coating;
(2) Sermetel 249, a high-temperature resistant

aluminum refractory coating;
(3) Dow Corning's 1-2577 silicone resin conformal

coating; and
(4) Brush cadmium plating using the Dalic 2023

solution.

In addition, the application of primer, sealant, and paint
was also investigated as a means of repair. The treated
panels were subjected to salt spray testing per ASMM B117 for
a period of four weeks. Of the four repair methods which
were tested, the catalyzed Sermetel 249 was found to offer
the greatest advantages as a method of repairing IViA in that
it is relatively easy to apply, requires few tools or
materials, cures at ron temperature, and offers exoellent
salt spray corrosion resistance. Moreover, it was determined
that for Sermetel 249 to be a feasible repair coating, the
interfaces between the Sermetel and the IVDA must be blended
in smoothly to prevent the formation of bubbles in the paint.
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Flaking and chipping have been common problems for IVDA coatings in
the past. Recently, a subcontractor of the Cleveland Pneumatic
Ompany (CPC) had reported problemis of flaking and chipping of IVDA
coatings on parts while they were being handled between various
processing steps and had requested information as to a possible method
of repair.

Presently, CPC Oastomer's specification for IVDA coating requires that
bare areas shall not exceed four (4) spots 0.10 inch in diameter or
equivalent. Parts having bare areas larger than this must be either
stripped and reooated per the Engineering Drawing or subjected to the
Materials Review Board MRB disposition. It was decided that an
investigation to determine suitable repair procedures that would not
require any embrittlement relief would be very useful. The other
critical feature to be considered for such repair is that the IVDA
coated landing gear axles are often exposed to appreciable
temperatures in service. The possible high temperature service
envirorment excludes any repair procedure that utilizes cadmium alloy
coatings.

IME KNIML HMEWX

The test program outlined at CPC was discussed with the Technical
personnel currently involved in the IVDA Group at McDonnell Douglas
Aircraft Corporation (MtAir - St. Iuuis) (1). It may be noted that
the McAir Technical Group was responsible for developing the IVO
process. The Alseal 518 aluminum refractory coating was strongly
reccovended by McAir as they had experienced considerable success
using the Alseal as a repair coating. However, the Alseal requires a
minim= of 400°F cure. Since elevated temperature bakes have on
occasion caused blistering of IVIA coatings, it was decided that this
product wild be evaluated without such a bake. Sermetel 249, another
aluminum refractory coating, was known to fully cure at room
temperature, so it was tested as a possible repair method. Dow
Corning's conformal coating, 1-2577, which is a silicone resin, was
considered as a possible repair method as it was also known to cure at
room temperature. A fourth procedure for effective protection
consisting of epoxy primer, polysulfide sealant, and polyurethane
enamel paint was also tested. Brush (stylus) cadmium plating using
SIF(X's Dalic 2023 solution was included for ccmparison prposes.
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Twenty (20) 4130 grade steel salt s=ay panels, 4 inches X 6 inches in
size, were IV coated to a thickness of 0.0015 inches per side; one-
inch diaeter spots were deliberately xmsked before IY1h ooating to
create sizes for repair. The spots to be repaired were cleaned by
grit blasting with 80-120 mesh SiO2 and air sprayed to remove residual
grit. Sootchbrite (3M Comany) was used to scuff a 1/2 inch wide
section around the periphery of the repair arms in order to blend in
the steel with the IV . Using the five different repair methods,
namely Alseal 518, Sermetel 249, Dow Corning 1-2577, the
primer/sealant/paint application, and brush cadmium plating, the
ample. were repaired to the thicknes levels sh n in Table I.

TAILE 1

RESULTS OF SALT SPRAY TESTS
PERFORMED ON REPAIRED IVDA COATED PANELS

AVERAGE THICKNESS
OF REPAIR COATING

NO. METND OF REPAIR IN NILS EFFECT OF SALT SPRAY

Al Alseai 518 Did not cure Not applicable
A2 Atseat 518 Did not cure Not applicable
AS Atseat $18 Did not cure

1 Sermtet 249 6.0 slack interfacial stains after 240 hours
SZ Sermetel 249 9.0 Stack interfaciat stains after 240 hours
53 Sermetel 249 1.8 slack interfacial stains after 216 hours
54 Sermetel 249 0.8 slack interfacial stains after 240 hours
55 Sermtes 249, Primer, Sealant, Paint 2.3* Paint bubbled at interface, 288 hours
56 Sermetel 249, Primer, Sealant, Paint 0.8' No effect
ST Sermetel 249 2.7 Slack interfacial stains after 288 hours
58 Sermetel 249 2.7 Slack interfacial stains after 288 hours
69 SermeteL 249 2.7 Black interfacial stains after 288 hours

SC1 Clean with MEK, Dlic $rush Cad 0.6 stuck interfacial stains after 240 hours
SC2 Scotchbrite, Datic $rush Cad 0.6 Black Interfacial stainless after 96 hours
803 Scotchbrite, Datic Brush Cad 0.6 slack interfacial stains after 96 hours
BC4 Etch, Desaut, Dalic Brush Cad,

Primer, Sealant, Pain 0.6* No effect

P1 Primer, Sealant, Paint N/A No effect
P2 Primer, Sealant, Paint N/A No effect
P3 Primer, Sealant, Paint N/A Smell rust spots visible through paint away

from scratch after 288 hours
P4 Primer, Sealant, Paint N/A No effect

R Repair thickness before paint application.
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TABLE 1 (Con't.)

RESULTS OF SALT SPRAY TESTS
PERFORMED ON REPAIRED IVDA COATED PANELS

AVERAGE THICKNESS
OF REPAIR COATING

NO. METHOD OF REPAIR IN MILS EFFECIT OF SALT SPRAY

CP1 Sermetel 249 & 273 Catalyst; 1.0" Slight paint bIbbling at interface
Scotchbrite applied to interface; after 280 hours
Primer and paint applied

CP2 Sermetel 249 & 273 Catalyst; 1.0" SLight paint bubbling at interface
Scotchbrite applied to interface; after 280 hours
Primer and paint applied

CP3 Sermetet 249 & 273 Catalyst; 0.8* Slight paint bubbling at interface
Scotchbrfte applied to interface; after 280 hours
Primer and paint applied

CK Sermetel 249 & 273 Catalyst; 0.9* Five very small paint bubbles on
Scotchbrite applied to interface; repaired surface after 256 hours
Primer and paint appiled

CPS Sermetel 249 & 273 Catalyst; 0.9* Slight paint bubbling at interface
Scotchbrite applied to interface; after 280 hour
Primer and paint applied

CP6 SermteL 249 & 273 Catalyst; 1.1* Slight paint bubbling at interface
Scotchbrite applied to interface; after 256 hours
Primer and paint applied

CP7 Sermetel 249 & 273 Catalyst; 1.0" Smell amount of bubbling in paint at
Scotchbrite applied to interface; interface and away from repaired area
Primer and paint applied after 280 hours

CP8 Sermetel 249 & 273 Catalyst; 0.9* No bubbling occurred in 672 hours
Scotchbrite applied to interface;
Primer and pint applied

CP9 Sermtel 249 & 273 Cacatyst; 1.0* Slight paint bubbling at interface
Scotchbrite applied to interface; after 280 hours
Primer and paint applied

CPIO Sermetel 249 & 273 Catalyst; 0.8* Slight paint bubbling at interface
Scotchbrite applied to interface; after 280 hours
Primer and paint applied

* Repair thickness before paint application.
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Originally the Sermetel was applied to panels S1-S9 without the use of the
Sermetel 273 catalyst. The technical personnel from Sermatech, which is
the manufacturer of Sermetel, informed CPC that although corrosion
prblem may not be experienced with the panels on which Sermetel was used
in the uncatalyzed form, Sermatech would not guarantee the performance of
the Sermetel without the proper use of its catalyst. For the study of the
catalyzed Sermetel 249, ten (10) salt spray panels, CP1-CPIO, were then
IVDA coated to a thickness between 0.0015-0.0020 inches per side; the same
method of curface preparation was followed for these panels. The
thickness levels of the catalyzed Sermetel coatings are also presented in
Table I. Sootchbrite was used to smooth out the rough interfaces between
the Sermetel and the IVDA.

The repair areas of panels AI-A3 were painted with Alseal 518 aluminum
paint. Panels S1-$9 were repaired by painting with Sermetel 249. The
panels repaired with Sermetel 249 and Alseal 518 were left to cure to room
tenperature for 24 hours. Brush alodine was then applied to the areas of
panels repaired with Alseal 518 and Sermetel 249, and the panels were
allowed to dry for a minimum of one hour.

Panels BCl-BC4 were brush cadmium plated using certified Dalic 2023
cadmium solution. Before brush cadmium plating any repair areas, various
cleaning methods were tested, including wiping with methyl ethyl ketone,
scuffing with Scotchbrite, and reverse etching with Dalic's etching and
deszmtting solution.

In addition, panels S5, S6, BC4, and PI-P4 were primed with one coat of
M 425 primer, then coated with one layer of Products Research and
Chemical Corporation's PR 1436-G sealant (approved per MIL-S-81733), then
given two coats of 4S 420 polyurethane enamel (NMS 420).

For panels CPl-CPl0, Sermetel 249 was used as a repair method along with
the Sermetel 273 catalyst. On the areas to be repaired, the Sermetel 249
was first painted and left to dry for one-half hour. The Sermetel 273
catalyst was then painted directly over the Sermetel 249; this catalyst
was allowed to set for one hour, and then was rinsed off the panel using
deionized water. To these panels, one coat of primer (M4S 425) and two
coats of polyurethane enamel (NMS 420) was applied.

Panels Dl, D2, and D3 were repaired using Dow Corning's 1-2577 silicone
resin conformal coating. This coating was simply brushed over the repair
area allowed to cure at room temperature for five days. An attempt was
made to apply primer (MMS 425) to panels D2 and D3, but this primer would
not adhere to silicon coating. On all painted panels, a diagonal line was
scribed down to the base metal by using a X-Acto knife.

All panels were subjected to salt spray testing at CPC's plating facility
for a period of four weeks (672 hours). The results were recorded and the
appearances reported in Table I.
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Adhesion testing was performed on panels painted with Sermetel 249 by
bending the panels over a 900 iadius mndrel. 7e results are shown in
Table II.

TABLE 2

RESULTS OF ADHESIOI TESTS

AVERAGE THICKNESS
OF COATING

No, METHOD OF TRJEATMENT IN MILS SEMO TEST RESULTS

1.7 Passed
STI Seuetel 249 0.9 Passed

ST2 Sermetet 249

DI -C99G W-

Xl9Wl 518 (nu tr.rate cured)

Twenty-four (24) hours after the Alseal 518 had been applied to the IVDA
coated panels, it was noted that the surface of this coating appeared to
be dry. Hmever, when an attept was made to brush alodine the repair
areas, the Alseal coating flowed freely. Thus, rom tPperaU e is not
sufficiently high for curing the Alseal cating. No further tasting old
be performed on these panels as the Alseal did not cure. Obviously,
unmcued Alseal 518 cild not be ecployed to repair IVr coated surfaces.

Snt 249

The Sermtel 249 was the easiest repai coating to apply. Also, this
oating did fully cure after 24 hours. After four (4) weeks in the salt
spray chamber, no evidence of any red or white corrosion prodct was noted
on the surfaces of the IVDA coated panels which were repaired with
Sermetel. Sme dark stains and discoloration was noted at the interface
between the Sermetel and the IVM. These stains were visible in the salt
spray cbamber as early as 216 hours. Figures 1 and 2 illustrate this
staining characteristic. The stains appear more severe in panel S9
(Figure 2) which was coated with 2.7 mils of Sermtel, copared to those
on the surface of Si which was coated with 6.0 mils of Sernetel. The
cause of the staining could not be exactly determined. Ho;ever, no
evidence of corrosion was present in any of the stained areas. Specimen
S4 ahich had 0.8 mils of Sermetel 249 exhibited no evidence of corrosion.
As a result, a mininum coating thickness of 0.8 mils is recimerxded for
repair.
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In the areas in which the Senretel came in contact with the IVDA, the
Sermetel flaked off. On panel S5 which had been repaired with Sermetel
and on which primer, sealant, and paint had been applied, bubbling
occurred in the paint in areas where there was a rough interface between
the Sermetel and the IVDA. This paint bubbling is clearly illustrated in
Figure 3. In certain areas in which bubbles had formed in the paint on
panel S6, the paint was removed by using either an X-Acto knife locally or
swabbing areas with Turco paint stripper. The removal of paint from the
bubbled areas did not reveal the presence of any red corrosion product on
the surface of the steel, as illustrated in Figure 6. Panel S6 was also
repaired using Sermetel and coated with primer, sealant, and paint. No
signs of bubbling were noted at the interface between the repaired area
and the IVD. (See Figure 4.) It appeared that the bubbling in the paint
formed most often when the transition area between the Sermetel and the
IVDA was rough. However, in order for the .Sermetel to be effectively
utilized as repair method, the interfacial areas must be blended in
smoothly using an abrasive, such as Scotchbrite.

Panels STi and ST2, which had been painted with Sermetel 249, and were
subjected to bend testing, exhibited no evidence of flaking or chipping of
the Sermetel as reported in Table II. The coating remained completely
intact upon bending 900 over a mandrel.

On those panels on which catalyzed Sermetel had been applied, namely
CPI-CPI0, no evidence of any red rust had been found after four weeks of
salt spray testing. A small amount of bubbling had been noted in the
paint in areas where the Sermetel - IVDA interface was rough. The
majority of the panels displayed that the smoothing of the Sermetel - IVD
interface by using Scotchbrite greatly minimized the formation of paint
bubbles. Figure 7 illustrates the changes in the painted surface of panel
CP9 after four weeks of salt spray testing. In this figure it can be seen
that at the edges, some bubbling had occurred in the paint. For panel
CPB, shown in Figure 8, no bubbling had been noted in the paint. Again,
the occrenoe of the bubbling in the paint appears to be related to the
surface texture of the Sermetel - IVD interface.

Although it appears that rough surface textures is a possible cause of the
paint bubbling on the panels repaired with Sermetel, it nas not been
firmly established as the only source of the bubbling. The questions of
the bubbling in the paint is being further addressed through additional
testing of panels which were coated with IVAA and repaired with Sermetel.
The prevention is critical because the majority of parts which would be
repaired with Sermetel would then be coated with primer and paint. CPC is
directing future investigative efforts toward determining the primary
cause(s) of the bubbling which occurs in the paint on panels which had
been repaired with Sermetel.
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Dcv Corn M 1-2577 Conform Coat

When applied by itself with no additional coatings sud as primer or
paint, Dow Corning's 1-2577 conformal coating served as a satisfactory
means of corrosion protection, as evidenced by the performance of panel D1
in the salt spray test (ref. Table I). After four weeks of salt spray
testing, no corrosion had been noted on this panel. However, when an
attept was made to apply primer to this coating on panels D2 and D3, it
was found that the primer would not adhere to the silicon coating. hen
the question of improving paint adhesion was referred to the Product
Information Center of Dow Coming, it was indicated by Dow Corning that
there was probably no practical means of prorating adhesion of the primer
to the silicon coating (2). The 1-2577 was originally intended for use as
an insulating cmpun d for coating printed circuit board assemblies.

Brush ab u

Brush cadmium plating using the Dalic solution proved to be a feasible
alternate repair method, but was not the easiest in terms of application.
During plating it was noted that if the stylus came in contact with the
IVDA coating just past the steel - IVDA interface, the brush cadmium
plating solution would not transfer to the steel area to be repaired. In
such cases it was necessary to repeat the cleaning procedure, change the
stylus cover and begin brush plating again, taking caution not to allow
the stylus to owe in contact with the IVDA. The presence of dark stains
was also noted at the interfaces between the brush cadmium plate and IVh
surfaces as seen in Figure 5 for sample BC3. Again, no evidence of any
corrosion product was visible on the surface of the brush cadmium plated
panels, regardless of the cleaning method applied.

P-iner/Bealpt/a~int

Panels Pl-P4, on which only primer, sealant, and paint were applied as a
means of repair, did not display any significant corrosion problems. Cn
panel P3 some suall pinpoints of corrosion product were noted through the
paint in areas away from the repaired areas and the scratd, but these
w.re minimal.

The following conclusions may be drawn from this study:

1) The Alseal 518 did not care at room temperature; thus it cannot be
used as a method of repairing IVIA coating surfaces.
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2) The Dow Corning 1-2577 silicone coating cannot be used as a repair
method as primer and paint would not adhere to this coating.

3) The other three (3) repair methods which were tested, namely,
Sermetel 249, brush cadmiu plating using the Dlic 2023 solution,
and the application of primer, sealant, and paint, offered
satisfactory corrosion resistance as displayed by repaired panels
which were subjected to for (4) weeks of salt spray testing.

4) Of the three (3) possible repair methods, the Sermetel 249 used with
the Sermetel 273 catalyst displayed the greatest advantages 'in that
it is relatively easy to apply, requires few tools or materials,
cres at roan temperature, and offers excellent salt spray corrosion
resistance.

5) For Sermetel 249 to be a feasible repair coating the interfaces
betwee the Sermetel and IDA must be blene in carefully to prevent
the formation of bubbles in the paint.

1) Telecon Between C. L. Martuch (Cleveland Pneumatic Cmqmny and J.
Reilly (MiAir), 6/9/87.

2) Telecon between C. L. Martuc (Cleveland Pnematic Coupany) and G.
Cmgdon (Dow Coing), 11/4/87.
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POLYACRYLIC ACID-MODIFIED ZINC PHOSPHATE CONVERSION COATINGS
FOR CORROSION PROTECTION OF STEEL

T. Sugama, L. E. Kukacka, and N. Carciello
Department of Applied Science
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Brookhaven National Laboratory

Upton, New York 11793

Polyacrylic acid, p(AA), electrolyte macromolecules
diffused into crystalline zinc phosphate (Zn'Ph)
conversion coatings that are precipitated onto cold-
rolled steel by dissolution-recrystallization proces-
ses, enhance the corrosion protection of steel. One
of the specific subserviences was that, when the NaOl{-
dissolution of Zn'Ph is considered, the Zn-OOC elec-
trostatic bonds at p(AA)-Zn'Ph interfaces are trans-
formed into Na+-OOC ionic bonds which associate with
the salt complexed macromolecules. Another is the
intermolecular chemical reactions between p(AA) and
polymeric topcoats. These contributions relate
directly to a lower cathodic delamination rate.

INTRODUCTION

Insoluble crystalline zinc phosphate (Zn'Ph) conversion coatings can be
produced on steel surfaces by immersing the surface-cleaned steel substrate
into a phosphating solution containing three components, zinc orthophosphate
dihydrate [Zn 3(PO4)2 .2H201, H3P04 , and water. The major phase in the conver-
sion coating derived from this simple phosphating solution is the same zinc
phosphate dihydrate as that used in the converting solution. This suggests
that the conversion to the Zn.Ph occurs through a dissolution-recrystalliza-
tion process of the original Zn3(PO4)2.2H 20 powders. As a result, all of the
conversion coatings which are discussed in this paper were prepared using the
above process.

When cold-rolled steel surfaces are treated with zinc phosphating solutions
containing polyelectrolyte macromolecules having proton-donating type pendant
groups such as carboxylic acid or sulfonic acid, several corrosion protective
benefits are accrued. The positive surface sites of phosphate crystal embryos
at the beginning of the precipitation of Zn*Ph conversion coatings on the
steel surface are stron~ly chemisorbed by the anionically charged segments of
the polyelectrolytes. 1- i This segmental chemisorption of polyanions eiLher
on newly precipitated nuclei or on growth sites during the primary crystalliza-
tion processes, not only acts to array a uniformly packed fine crystal morphol-
ogy brought about by the suppression and delay of the crystal growth, but also
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significantly improves the stiffness and ductility characteristics of the
normally brittle Zn.Ph layer. Enhancement of adhesion with subsequent poly-
meric finishers is also obtained. The latter relates directly with the chemi-
cal bonds formed at the interface between the functional organic species such
as ionic carboxylate and carboxylic acid groups existing at the outer-most
surface sites of the conversion coating and the polymeric topcoats.

On the other hand, Leidheiser, et al. 4 have reported that cathodic delamination
of polymeric coatings from zinc phosphated steel surfaces is due mainly to
alkaline dissolution of the phosphate coating. This is caused by the hydroxyl
ions generated by oxygen reduction reactions, 1120 + 1/2 02 + 2 e- = 2 OH-, and
the migration of alkali metal cations through the topcoat to the reaction zone
for charge balance. Thus, it has been demonstrated that the sodium hydroxide
solution dissociates a larger amount of zinc and phosphate ions from the
Zn.Ph coating surfaces. Since the OH- ions which cause delamination at
paint/Zn.Ph interfaces form at pores and defects in the Zn'Ph layers, the
formation of highly dense, thick, and low porosity conversion coatings should
yield inherently slow oxygen reduction kinetics.

Therefore, studies were conducted to explore the effects of polyacrylic acid
[p(AA)] polyelectrolyte macromolecules when they are internally diffused
throughout the crystalline Zn'Ph, and on the degree of the alkaline dissolu-
tion of coatings. Cathodic delamination studies for polyester-modified poly-
urethane (PU)-coated Zn'Ph specimens were also performed to determine the
role of the intermolecular chemical reaction at PU modified Zn.Ph interfaces
in reducing the delamination rates of the PU topcoat from the Zn.Ph.

RESULTS AND DISCUSSION

In order to investigate the ability of p(AA)-chemisorbed conversion coatings to
provide corrosion protection to steel, p(AA) macromolecules at concentrations
of up to 5 wt% were incorporated into a convertible solution consisting of 1.3
wt% Zn3(PO4 )2.2H20, 2.7 wt% H3PO4 and 96.0 wt% water. Figure 1 shows SEM
microtexture views and associated EDX data for the unmodified, and 1 and 2%
p(AA)-modified conversion coatings. It is evident from comparisons of the
topographical features of the crystals precipitated on the steel surfaces, that
the addition of p(AA) serves to decrease the crystal size. This is due pri-
marily to the chemisorption of p(AA) on the precipitated crystal nuclei faces
at the beginning of recrystallization processes, thereby suppressing the crys-
tal growth.3 The accompanying EDX data indicate that the Fe/Zn ratios for the
conversion coatings increase with increased p(AA) concentration. Since the
only source of Fe is the steel, the extent of suppression of crystal growth by
the p(AA) relates directly to the precipitation rate of iron-rich phosphate
compounds. At a 5% p(AA) concentration, a further increase in the Fe/Zn ratio
was obtained (not shown in figure). The surface morphological image shows two
discriminable crystal phases: o:e is that of a reticular crystal network and
the other is the plate-like crystal network. From the EDX quantitative evalua-
tion, the former is associated with the Fe-rich phosphate crystalline coatings
and the latter is from the Zn-rich phosphate compounds. The identification of
these different phosphate phases was made using x-ray powder diffraction (XRD)
with CuKa radiation at 50 KV and 16 mA.
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As a result, for the 2% p(AA) samples, all of prominent spacing lines in the
XRD pattern ascribe to zinc phosphate dihydrate [Zn 3(PO4)2.2H20], which is
representative of the recrystallization of the starting material dissolved in
the phosphating solution.5 In contrast, the XRD pattern for the 5.0% p(AA)
sample has two new spacings at 0.311 and 0.437 nm. These spacings reveal the
presence of strengite (FePO4.2H20).

6 Therefore, the Fe-rich reticular and
Zn-rich plate-like crystals which were observed by SEM-EDX analyses, are
associated with the formation of FeP04 *2H20 and Zn3(PO4) 2"2H20 phases,
respectively.

This results in the production of thinner conversion coatings containing a high
proportion of ferric phosphate compounds. Thus, the coating thickness and iron
content appears to depend on the amount of p(AA). Experimentally, the measured
thicknesses for coatings containing 0, 1, 2 and 5% p(AA) were approximately 30,
28, 25 and 20 Am, respectively.

Efforts were made to determine how the proportions of Fe existing in the con-
version layers participate in the corrosion protection process. To obtain this
information, the polarization behavior of p(AA)-modified conversion specimens
in an aerated 0.5M NaCl solution was determined, and the resultant polarization
curves were correlated as a function of EDX Fe/Zn ratios for various p(AA) con-
centrations. These results are given in Figure 2. A comparison of the cath-
odic polarization areas from the unmodified Zn'Ph and p(AA)-modified Zn'Ph
specimens indicates two noteworthy features: (1) the short-term steady-state
current value for the modified specimens is lower than that for the unmodified
one in the potential region between -1.0 and -1.1 v, and (2) the incorporation
of 5% p(AA) resulted in a shift in corrosion potential to a more negative site
and an increase in current density at the potential axis. The lower current
density for the modified specimens (result No.1 above) compared to that of the
specimen without p(AA), is attributed to a low hydrogen reduction as well as to
a less active surface. This confirms that the oxygen reduction reaction is
inhibited by the p(AA) macromolecule chemisorbed on the crystal faces. With
regards to the second observation, the introduction of 5% p(AA) into the con-
version layer seemed to reduce the corrosion-resistive effectiveness. From
this observation and the previously discussed SEM-EDX data, it can be concluded
that the presence of agglomerated strengite in the Zn3 (PO4)2.2H20 layer
results in an increase in intrinsic phosphate porosity, thereby giving poor
corrosion protection.

Another important goal of our work was to obtain knowledge regarding possible
interactions between p(AA) and the crystal conversion coating, and then to
understand how the interfacial reaction products act to increase the corrosion
resistance of Zn.Ph-coated steel. The former was investigated by means of
XPS, and it was observed that even when a high concentration of 5% p(AA) was
used, the p(AA) film deposited at the outermost burface sites was thin enough
to see the photoemission signal from the underlying Zn- and Fe- phosphate com-
pounds. The binding energy (BE) scale in the XPS spectra was calibrated with
the CIS of the principal hydrocarbon, "CHn", peak fixed at 285.0 eV as an
internal reference standard.

Trhe CIs core level photoemission spectra for bulk p(AA), and 1% p(AA)- and 5%
p(AA)- modified conversion coating surfaces are shown in Figure 3. The Cls
region of the bulk p(AA) (Figure 3-a) has two main peaks; 285.0 eV corresponds
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to the hydrocarbons in the main chain and 288.9 eV ascribes to the carbon
originating from the carboxylic acid, COOH, in the p(AA). The spectrum for the
5% p(AA)-modified coating (Figure 3-b) shows a shift in the peak to a lower BE
site and the appearance of a new peak at 287.2 eV, as compared to that of the
bulk p(AA). The new peak emerging at about 1.7 eV lower BE from the COOH peak,
is located between a carbonyl carbon, C-0, at approximately 288.0 eV and a
carbon-oxygen single bond at approximately 286.5 eV. 7 For samples containing
1% p(AA) (Figure 3-c), a further shift in the COOH peak toward lower BE was
observed.

Figure 4 shows typical 2p doublet separation spectra for the Zn2p3/2 and 2pl/2
lines from unmodified and modified conversion coatings. The distance separat-
ing the 2p3/2 and the 2p1/2 energies for both the unmodified and modified coat-
ings is in the range of 23.7 to 23.5 eV. This means that the presence of p(AA)
in the conversion coatings does not change the separation distance. There-
fore, these peaks appear to be assigned to zinc originating from the zinc phos-
phate dihydrate crystal. The main difference between these spectra is the
shift of the 2p3/2 and 2p1/2 peaks to higher energy sites when the p(AA) con-
tent is reduced. For 5% and 1% p(AA) concentrations, the values of 1022.5 eV
(Figure 4-e) and 1022.9 eV (Figure 4-f) for the 2p3/2 core level correspond to
increases of 0.1 and 0.5 eV, respectively, compared to unmodified coatings.
The reason for the increased Zn2p peak energy, the decrease in BE of the COOH
carbon, and the new peak at 287.2 eV for the Cjs region, may be charge transfer
from the Zn in the crystal coating to the electron accepting oxygen portion in
the functional pendent group of p(AA). In fact, the 018 core level (not shown)
at the p(AA)/Zn.Ph interfaces indicated the presence of a strong peak at
531.4 eV which ascribes to the formation of COO-metal complexes. Two possible
Zn-0 bond formations for carboxylate-linked Zn complexes yielded through a
mechanism involving charge transfer reactions at p(AA)-Zn.Ph interfaces are
discussed below.

0 =C C

-0 01 -\ / -
IZn+ Zn2+

(W) (H1)

One of the complex formations is a zLnc-oxygen-carbon (Zn-O-C) bond structure
(I) which is produced by the reaction of an oxygen atom in the carboxylic anion
with a Zn atom. The other (II) may be formed by a charge transf3rring interac-
tion between both oxygens in the carboxylate group and the Zn atom. The latter
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formation relates to the assignment of the new line at 287.2 eV which is
situated between the C-0 and the C-0 bond peaks. It was found that the inter-
facial reaction products at the p(AA) - Zn.Ph interfaces are Zn-O-C complexes
containing an electrostatic bond yielded through the charge transferring
reaction.

The studies were extended further to investigate the influence of these inter-
facial complex products upon the alkali-dissolution of the conversion coatings.
Table I indicates the changes in the EDX intensity ratios of P/Zn and Fe/Zn,
and Ecorr, as a function of p(AA) for phosphated steel specimens after exposure
to a O.IM NaOH solution for I hr at 25*C. As seen in the table, the P/Zn
ratios for all exposed specimens are significantly lower than those for the
unexposed specimens. All of the Fe/Zn ratios increased. The former suggests
the dissociation of a greater amount of phosphate brought about by the alkaline
dissolution of Zn.Ph. Thus, this seems to imply that interfacial reaction
products composed of Zn-O-C complexes do not significantly inhibit the alkali-
dissolution of conversion coatings. However, the differences in Fe/Zn ratios
compared with those from the unexposed samples decreased significantly with
increased p(AA) concentrations, thereby suggesting that p(AA) macromolecules
diffused electrostatically onto Zn.Ph crystal faces act to decrease the rate
of ferrous ion dissociation from the steel.

The Ecorr values for specimens after exposure to NaOH were determined from
the polarization curves in aerated 0.5M NaCl solutions. To investigate the
variation in Na atom percentages as a function of p(AA), the surfaces of the
exposed specimens were also examined using XPS. As noted in Table 1, the Ecorr
values for all the exposed specimens containing p(AA) shifted to less negative
positions, as compared to those for the unexposed ones. The largest shift was
observed for specimens modified with 5% p(AA). Figure 5 gives comparisons
between the Cis spectrum features of 1% p(AA)-modtfied Zn'Ph before (Figure
5-J) and after (Figure 5-k) exposure to NaOH solutions. The most striking
features in the spectrum of the exposed samples were the shift in

011
the carboxyl carbon, -C-O-, peak to a higher BE site, and a decrease in inten-
sity of the peak at 287.2 eV, while maintaining the same position of hydrocar-
bons at 285.0 eV. In conjunction with the increase of 0.3 eV in the BE of
carboxyl carbon, there was a corresponding 'ecrease in the BE in the Zn2p3/2
region for the sample subjected to NaOH exposure (see Figure 6-m), as compared
with that of the unexposed sample (Figure 6-1). The excitation of the new line
at 1020.4 eV for the exposed samples is assigned to the formation of new
Zn-based compounds brought about by the alkali-dissolution of the conversion
coating. This seems to suggest that during the exposure to the NaOH solution,
Na ions act to promote the breakage of the Zn-OOC electrostatic bonds. The
breakage may be related to an elemental substitution of Zn for Na. However,
the corresponding Nals core level spectra have not yet been clearly resolved
because of a very noisy exciting peak feature.

On the basis of the above information, the following statements can be made
regarding the function of p(AA) in reducing the dissociation of Fe and improv-
ing the protection of the conversion coatings when subjected to NaOH. When the
p(AA)-modifted conversion coatings come in contact with a NaOH solution, the
reactive Na+ ion will break the Zn-OOC electrostatic bonds in the interfacial
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reaction products to form a -COO- Na+ salt complex which contains an ionic
bond. This transformation from a Zn-O electrostatic bond to a Na-O ionic bond
can be expressed as follows:

-COO-Zn- +2NaOH ----.- CO0- Na+ + NaO-Zn- I 1120

It can therefore be assumed that the precipitation of a salt complexed macro-
molecvle formed by an ionic reaction between the carboxylic anion and the Na+

cation during the progression of the alkaline dissolution of the conversion
layers can serve as a barrier to the ferrous ion dissociation from the steel.
This reflects on the corrosion resistance of the steel.

The effect of p(AA) macromolecules existing at the outermost surface sites of
the modified Zn'Ph coatings on the resistance to the cathodic delamination of
the polymeric topcoat from the Zn'Ph, was also investigated. In these
studies, a polyester-modified polyurethane (PU) topcoat was applied to modified
Zn.Ph specimens. The cathodic delamination tests for the PU-coated Zn'Ph
specimens were conducted in an air covered 0.5M NaC. solution using an applied
potential of -1.5 volts vs SCE for up to 6 days. A defect was made using a
drill bit with a diameter of approximately I mm. After exposure, the specimens
were removed from the cell and allowed to dry. The PU1 coating was removed by
cutting, and a delaminated region which appeared as a light gray area adjacelit
to the defect, was detected. These test results are reported in Table 2. The
PU to-blank steel joint systems exhibited considerable delamination of the PU
after exposure for only one day. In contrast, the presence of a conversion
coating as an intermediate layer In the PU/steel joint system significantly
reduced the rate of cathodic delamination. Further improvement was obtained
using the p(AA)-modified conversion coating systems. As seen in table, the
delaminatton rates for the 6 day-exposed specimens decrease with increased
p(AA) concentrations ranging from 1 to 5%.

In the PU/p(AA)-modified coating joint systems, the major reason for reducing
the rate of delamination is the intermolecular chemical reactions between the
carboxylic acid groups of p(AA) existing at the outermost surface sites of the
conversion coating and the isocyanate groups of PU. The interfacial reaction
product formed through the interaction mechanism given below could result in a
lower susceptibility t' hydrolysis of the particular isocyanate which is
essentially hyrolyzed to substitute the primary amine in the presence of
NaOH.

8,9

-R-NCO + IIOOC-R- --.. -R-NH-CO-O-CO-R- -R-N[i-CO-R- * CO2

The above statements suggest that the initial failure in this joint system
occurs at the conversion coating/steel interface, in contrast with the
PU/conversion coating interfacial regions for the PU-unmodified coating joint
systems.
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CONCLUSIONS

The following generalizations can be drawn from our results.

I. The precipitation of a dense crystalline conversion coating on
cold-rolled steel by a dissolution-recrystallizatLon process using
zinc orthophosphate dihydrate as a starting material, considerably
reduced the corrosion rate of steel in an aerated NaCL solution.

2. When modified with p(AA) electrolyte macromolecules, the conversion
coatings yield low hydrogen evolution as well as a less active
surface.

3. The precipitation of a large amount of strengite, FePO4*2H2O, formed
by adding an excessive amount of p(AA), seems to result in a less
effective protective coating.

4. The interfacial reaction products at the p(AA)-zinc phosphate
interfaces, were identified to be Zn-OOC complexes yielded by a charge
transfer reaction between Zn atoms in the crystalline conversion
coating and the electron accepting oxygen portions of the p(AA).

5. The resultant Zn-O electrostatic interfacial bond had no significant
effect on the rate of alkaline dissolution of conversion coatings
subjected to NaOi exposure, because of the breakage of the Zn-O bond
by the attack of reactive Na+.

6. The formation of -COO- Na+ salt complexed macromolecules precipitated by
transformation of Zn-O electrostatic bonds into Na-O ionic bonds are
subservient to the corrosion resistance of steel.

7. The intermolecular chemical reaction between the carboxylic groups of
the p(AA) existing at the outermost surface sites of the conversion
coating and the isocyanate groups in polyurethane topcoats led to a
lower rate of cathodic delamination of the polyurethane film from the
substrate. Thus, the beginning of the delamination failure occurs
through the conversion coating/steel interface, as compared to that at
the polyurethane/conversion coating interface in the polyurethane
unmodified coating joint system.
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Table 1. Variations in P/Zn and Fe/Zn Intensity Count Ratios and Corrosion
Potential Values, Ecorr, as a Function of p(AA) Concentration for
Phosphated Steel Specimens After Exposure to 0.1M NaOH Solution.

PAA, Before Exposure After Exposure

Ecorr, Ecorr,
% P/Zn Fe/Zn Volt P/Zn (Difference*) Fe/Zn (Difference) Volt

0 0.55 0.49 -0.592 0.26 (-52.7%) 0.72 (+46.9%) -0.620

1 0.54 0.56 -0.595 0.24 (-55.6%) 0.75 (+33.9%) -0.540

2 0.57 0.60 -0.610 0.23 (-59.7%) 0.79 (+31.7%) -0.521

5 0.55 0.74 -0.651 0.25 (-54.6%) 0.89 (+20.3%) -0.480

*Difference compared with that of unexposed specimen; difference, % = [(ratio

of exposed specimen - ratio of unexposed specimen)/ratlo of unexposed onel
x 100.
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Table 2. Comparison Between the Delaminated Areas of Polyurethane-Coated
Steel, Unmodified Zn'Ph, and p(AA)-Modified Zn.Ph Panels
Exposed to 0.5M NaCI Solution.

p(AA), Delaminated Area, mm2

I Day 3 Day 6 Day

PU/Steel Joint 113 1256

0 0.8 4.9 19.6

1 0.2 2.5 10.8

2 0.2 0.9 7.1

5 0.2 0.9 4.9

227



?P&A) 01

Element Counta/lOO see. ratiolft

Fe13134 0.49

Za 36843 1.00

P20107 0.5

WA~, 1.02

latoosity Intes"Ity
Ileaent Counts/iOO 9ee. roti*/Zn

1. 1906S 0.S6

Zn 34050 1.00

118387 0.54

7(hi2.02

Intenotty Intesity
Element Counts/1OO se. ratio/m

It 18368 0.60

Zn 30411 1.00

P17295 0.57

c
't'~ury . 2 ptj)to~r ipli, vid ass cited 'P X j&f- I Fr 'flJ1)olfiod and

p( \) -nodi ~ d CIV~r o o oco-t n228



- s.4

W 1 .1..,.

OSP (AA), Fe/Zn.O.49

0>........ IWpAA) , ft/,n.0.56 \

2"p AA), ?./Z,.O.6o
5%p(AA) Fe/Zn-o, 79

I--

0
0.

-IIS

.i. .11 , , , , I I , , .. p,,,l t
'i '11 o  

I,'

CURRENT DENSITY LA/cm 2
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Figure 3. CIS spectra for bulk p(AA) (a), 5% p(AA)-Zn'Ph interface, (b)
and 1% p(AA)-Zn.Ph interface (c).
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A METHOD FOR LOW HYDROGEN EMBRITTLEMENT CADMIUM PLATING

R. Varma
SRI International
Menlo Park, CA

and
V. S. Agarwala

Naval Air Development Center
Warminster, PA

ABSTRACT

The conventional (direct current) electroplating
introduces a high dose of hydrogen in the plated
parts such as a high strength steel, which may
cause embrittlement. Thus, a reverse pulse plating
method was investigated using a fast cathodic pulse
which was separated from the subsequent anodic and/or
cathodic pulses with long rest periods. A fluoborate
bath was used to produce silvery cadmium coating.
In combination with laminar electrolyte flow system,
the pulse method produced almost hydrogen-free, fine
grain deposit of cadmium.

INTRODUCTION

In aerospace applications, high-strength steel components (such as
landing gears, fasteners) may fail mechanically prematurely (1,2)
during service from the conjoint action of stress and hydrogen-
embrittlement. Corrosion of steel is concomitant with production
of hydrogen which may diffuse into the bulk of steel and cause
embrittlement. Electrodepositing of cadmium onto steel components
as a sacrificial coating is a conventional practice for corrosion
protection in naval/marine environments. However, hydrogen is
also codeposited with Cd during conventional electroplating and,
therefore, is a cause for concern. Usually cadmium is
electroplated from a cyanide bath [an aqueous solution prepared
from CdCO 3, CdO, Cd(CN)2, NaCN, and NaOH] in the industry (3).

Generally, electroplating is conductel with direct current, DC, at
low current densities (e.g., 30 mA/cm ) and for a long time. Most
significantly, the cyanide plating invariably is accompanied by
hydrogen codeposition which may be responsible for hydrogen
embrittlement related failures of cadmium coated high strength
steel components.

231



Cadmium plating from fluoborate electrolyte has been claimed to be
less prone (4) to result in hydrogen codeposition. In a recent
study Varma and Vargas (5) have emphasized a need to control the
electrodeposition overpotential during the initial stage of film
growth to avoid hydrogen codeposition. Study on high-rate
electrodeposition of cadmium from cadmium fluoborate solution,
using pulse currents and forced electrolyte-convection, provided
preliminary indications that less hydrogen was deposited. This
p aper reports the investigations, for the first time, of almost
hydrogen-free electrodeposition of fine-grained cadmium on 300 M
steel substrate from fluoborate electrolyte.

The important factors that control the rate of cadmium deposition
and the quality of electrodeposits in plating are: (i) the
overpotential (4) or the current density, (ii) mass-transport
limitation for the cadmium ions in the electrolyte, (iii) the pH
of the electrolyte and, (iv) the nature of the substrate surface.
The electrochemical deposition of cadmium from aqueous fluoborate
electrolyte is a diffusion controlled process, and the maximum
rate for deposition is given by the limiting current density, iDl.
In the DC mode it is given by the equation,

iDl = ZF [ Co / d ()

where,
z = number of electrons involved in the electroreduction step
F - Faraday's Constant
CO = bulk concentration of cadmium ions
and
d = diffusion layer thickness.

Here, the magnitude of iDl is limited by d or the limitation of Cd
ions that are able to reach the cathode surface. However, in the
pulse method, the use of high cathodic peak current pulses (- 0.5
to 1 A/cm ) of short duration (< 0.5 ms) followed by sufficiently-
long rest periods and/or anodic pulses provides a number of
advantages. Cathodic peak pulse current (< pulse limiting current,
iPl defined as the maximum pulse current density at which the
surface concentration of the cadmium electroactive species reaches
zero at the end of pulse) can be increased many fold in comparison
to inD with proper (short) choice of pulse durations to assure
high aepositi on rates which result in finer grains.

For a short total pulse cycle period, T << 1 s, and simple
cathodic-rest-cathodic pulse (Pulse A, see Figure 1) sequence the
ratio ipP /iDl approaches the reciprocal of the duty cycle, 0, as
given below:

ipl / iDl --------- 1/0 (2)

T << 1

where T = ton + toff  (3)

and 0 = [ ton / T] (4)
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where tn, and toff are durations of cathodic pulse and rest
periods. Use of cathodic pulse current at high-limiting values
can become mass-transport limited. Forced convection of
electrolyte has been utilized in this work to reduce the thickness
of diffusion boundary layer, d. This is achieved by use of
laminar/turbulent electrolyte flow past the steel coupon surface
to result in high Reynold's number, Re, helpful in mass transport
according to the relationship

d = [ 1 / (Re)0 "2 ] (5)

Recently Vargas and Varma (5) investigated the codeposition of
hydrogen during the nucleation stage of cadmium electrodeposition.
It was observed that the use of cathodic overpotentials (vs. SCE)
of 200 mY or higher resulted in hydrogen deposition. The cathodic
peak pulse currents of 0.7 A/cm2 or lower may indeed give rise to
overpotentials which do not exceed hydrogen deposition
overvoltage, during the cadmium deposition.

EXPERIMENTAL

The electroplating set-up used for depositing thin coatings (-15
pm) of cadmium on 50 x 50 x 0.25 mm 300 M steel coupons is shown
in Figure 1. The electrode assembly consists of a cadmium-plated
copper plate cathode on which the steel coupon is held by a magnet
and an anode disc, 18 cm-diameter, of cadmium foil (1 mm thick of
3N purity from Good Fellow Metals). The cadmium foil-disc is
wrapped around and is fastened to a rotating 18 cm-diameter, steel
plate disc, which is attached to the rotor shaft of a Pine
Instrument Model DPR-70-100-400 Rotating Electrode System. The
cadmium anode is placed - 25 mm above the steel cathode and can be
rotated to provide forced electrolyte convection at the cathode
surface boundary. The electrolyte was prepared in triple
distilled water and had the following composition: 22.5 g NH4 BF4
(99.9% Cerac/Pure chemicals); 60 g/L H3BO (99.9% Fisher Sci.);
242.3 g/L Cd(BFA) , rest water, pH adustea to 2.2 - 2.3 by adding
ammonia. The electrolyte conductivity and pH were measured
and arranged to be kept near 0.1/ Ohm.cm and 2.24, respectively.

To ensure tight adhesion of the cadmium deposits to the 300 M
steel substrate, the machine-finished coupons were mechanically
polished to 600 grit SiC paper. This was followed by degreasing
and anodic cleaning. The anodization with a commercial alkaline
cleaner (Kemtex 195 PG from Bjistol, Inc.) was conducted for 2
minutes at 800 C with 60 mA/cm current density. The thoroughly
washed and dried steel coupon was now mounted on a cadmium-plated
copper platform and held close to the anode, and rotated at 300
RPM, using a magnet on the opposite siie as shown in Figure 1.
The platings we'e produced, utilizing the pulse profiles shown in
Figures 2(i) and 2(ii). The pulse profiles used in the
experiments were: (i) Pulse A, the cathodic-rest-cathodic, and
(ii) Pulse B, a Periodic Reverse Pulse consisting of cathodic-
rest-anodic-cathodic sequence. The pulses were generated by
Dynatronix Model 70-100-400 pulse generator. After plating one
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side of the steel coupon, it was turned over and the unplated side
now plated under the same conditions. The thickness of cadmium
films on steel obtained in a large number of experiments were
found to be in the range 10-15 um. The relative amounts of
hydrogen diffused into the 300 M steel during cadmium plating of
the coupons were measured using Barnacle Electrode cell system
(6), The cell system is based on the couples Ni/NiOOH, NaOH,
H/H". The technique is described in detail elsewhere (6). The
cadmium plate of the steel coupon was removed with a swab
impregnated with saturated aqueous solution of ammonium nitrate
and then wiped with a Scotch Brite pad. The steel coupon is made
with the anode against a reference Ni/NiOOH cathode in 0.2 M NaOH
solution. The cell is short circuited through a zero resistance
ammeter and Coloumbs during 30 minutes of cell discharge measured;
the current in the steady state is then directly related to the
diffusible hydrogen in the steel.

Table la

Summary of Cadmium Plating Parameters and Hydrogen
Measurement Values

Pulse A Peak Current
Plate ---------------------------- Total [H] 2 Thick-
No. ic 2 tc to catholic anodi5 Coulombs pA/cm ness,

A/cm ms ms A/cm A/cm A.min mil

00 0.7 0.4 4.6 -- -- 12 .. ..

01 0.8 0.5 9.5 0.8 0.0 10 .. ..

02 0.8 0.5 9.5 0.8 0.0 10 -- --

03 0.8 0.4 4.6 0.8 0.0 12 0.40 0.60

04 0.7 0.4 4.6 0.7 0.0 12 -- --

05 0.7 0.4 4.6 0.7 0.0 12 0.46 0.63

06 0.7 0.4 4.6 0.7 0.0 12 0.44 0.63

07 0.5 0.4 4.6 0.5 0.0 14 0.51 --

08 0.5 0.4 4.6 0.5 0.0 14 0.49 0.38

09 0.5 0.4 4.6 0.5 0.0 14 0.42 0.62

10 0.5 0.4 4.6 0.5 0.0 16 0.40 0.46

11 0.5 0.4 4.6 0.5 0.0 16 0.46 0.59
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Table lb

Summary of Cadmium Plating Parameters and Hydrogen
Measurement values

Pulse B Peak Current Total Plate
----------------------------------- Coul- [H) Thick-

Plate 1i a t c to ta t, Cathooic anodic ombs pA hess,
No. cm ms ms ms ms A/cm4 A/cm4 A.cm c mil

12 0.5 0.25 0.4 4.6 0.2 1.8 0.5 0.25 16 0.45 0.4

13 0.5 0.25 0.4 4.6 0.2 1.8 0.5 0.25 16 0.55 0.4

15 0.5 0.25 0.4 4.6 0.2 1.8 0.5 0.25 16 .. ..

16 0.6 0.25 0.4 4.6 0.2 1.8 0.5 0.25 20 -- 0.6

17 0.5 0.25 0.4 4.6 0.2 1.8 0.5 0.25 20 -- 0.6

B1 Unplated Specimen (Control) 0.40 0.0

B2 Unplated Specimen (Control) 0.40 0.0

The morphology of cadmium electrodeposits on the coupon surfaces
as well as the steel-cadmium interface were examined by scanning
electron and optical microscopy.

RESULTS AND DISCUSSION

The electrochemical operating conditions used in the plating of
300 M steel coupon and the results obtained with use of Pulse A
and Pulse B plating along with the measured values of diffusible
hydrogen in steel are included in Table la and lb.

The results on hydrogen measurements on steel coupons plated,
under Pulse A or Pulse B with forced convection of electrolyte,
show that mobile or diffusible hydrogen in cadmium-plated steel
coupons areav0.40 - 0.50 pA.cm- where a5 the measured value for
bare coupons is approximately 0.4 pA.cm- . The conventional DC
plated coupons with - 0.5 mil thick plate will shown 0.8 pA.cm-2

hydrogen.

Certainly, the experimental results shows that codeposition of
hydrogen during cadmium plating has been reduced significantly.
The risk of hydrogen embrittlement by use of fast pulses in
conjunction with forced electrolyte convection is minimizel. Use
of modest cathodic peak pulse current of -v 0.5 - 0.7 A.cm- , a
short duration (^.,0.4 ms), and a long rest period (- 5 ms)
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followed by cathodic or anodic quick pulses provides plating with
almost 100% Faradaic efficiency, when plated under laminar
electrolyte flow conditions. It appears the hydrogen overvoltage
of approximately - 200 mV vs SCE reference is never attained by
the cathode under these conditions, and hence, hydrogen
codeposition is significantly minimized. Laminar flow conditions
at the cathode are created by the anode rotating at 300 RPM. The
Reynolds Numbers, Re, of fluid flow near the cathode flat surface
can be calculated by the equation,

)(n ps2
Re = (6)

where, p(R-r0)

X - the distances from the center of rotating shaft
.I = angular velocity in radians per second
p = viscosity, 0.1 gm/cm
p = 1 gm/cm

R-r = 5.08 cm
- = Separation of electrodes, 2.54 cm

The calculated Reynolds num bers are given in Table 2.

Table 2
Reynolds Number of Aqueous Electrolyte
with Electrode Separation of 2.54 cm.

RPM(m) Re(Inside) Re(Outside) Re(Average)

300 15,193 35,451 25,322

350 17,724 41,355 29,540

The thickness of diffusion on boundary layer S is related to the
Reynolds number by relation,

1
d = (5)(Re) 0 . 2

A crude estimate reveals that a 300 RPM rotation of anodic disc
across the steel coupon cathode results in at least a tenfold
reduction of d. This enhances the mass transport of electroactive
species across the diffusion boundary layer; a coupling of this
with pulse parameters produces smooth deposits both in case of
Pulse A and Pulse B depositions.
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The examination of surface morphology [see Figures 3 to 4(i)] of
electrodeposits as well as the steel-cadmium cross section [see
Figure 4(11)] interfaces provided the following results: (a) the
cadmium coating shows strong adhesion, see Figures 4(11), to the
steel substrates without any voids or inclusions, (b) the
micrographs suggest that uniform fine-grain electrodeposits of
cadmium can be obtained with Pulse A and Pulse B in conjuction
with forced electrolyte convection, and (c) the use of periodic
reverse pulse or Pulse B provided finer grains of cadmium in the
electrodeposits (see Figures 4) in comparison to coatings obtained
with Pulse A (see Figure 3), other conditions remained unchanged.

CONCLUSIONS

The Periodic Reverse Pulse plating method, incorporating a fast
cathodic pulse which is separated from the subsequent anodic/
cathodic pulses by a long rest period, has been highly successful
in producing silvery cadmium coatings on steel from an aqueous
fluoborate electrolyte. Also, the deposition obtained by
combination of pulse currents and laminar electrolyte flow system
(forced convection of electrolyte at Re ' 20,000 - 25 000) result
in a near hydrogen-free electrodeposition of fine-grained cadmium.
This is confirmed by the determination of diffusible hydrogen by
the electrochemical (Barnacle Electrode) method.
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Figure 1 - Electrochemical cell set-up for pulse plating
of cadmium under forced electrolyte convection.
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Figure 2 - Pulse current wave-forms used in cadmiumelectrodepositon: (i) pulse A, (ii) pulse B.
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Figure 3 - Scanning electron micrograph of cadmium electro-
deposit on 300 M steel from aqueous fluobora~e electrolyte
under pulse currents (pulse A; i = 0.7 A/cm , tc = 0.4 ms, and
to = 4.6 ms), and forced electrolyte Convection (w = 300 rpm).



4J r-I (-

'0 4 J rO

04 II-

tp011011

0 U)
I O (' 0)0 0V-o 4) 0>

44P (n U Z
4 J r-I' ,O

0) - N4JO0
M -W-'U 0) -

~O4 4Jf

rA 0) Q

0 P 4J W~c

241(0



RED PLAGUE IN COATED COPPER WIRE

Saul Isserow
Army Materials Technology Laboratory

Watertown, MA

ABSTRACT

The moisture-induced oxidation of silver-plated
copper wire serves as a textbood example of
galvanic corrosion. The generation of red cupric
oxide accounts for the team Red Plague. The
resulting destruction of copper conductors can have
serious consequences in critical electrical
circuits. Red Plague was the subject of several
investigations in the 60's. In recent years the
subject seems to have lain dormant in apparent
attempts at benign neglect. Yet its manifestation
is reported sporadically and it cannot be
disregarded. This presentation will re-assess the
occurrence of Red Plague, the causes, inspection
procedures and changes in materials and/or
processing to minimize Red Plague or eliminate it
completely.

[Manuscript Not Available at the Time of Printing]
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SHAFT SEAL CORROSION

Richard E. Rebis and Edward B. Bieberich
David Taylor Research Center

Bethesda, MD 20084

ABSTRACT

Corrosion in metal to metal crevices and on O-ring
sealing surfaces on shaft sleeve and seal components
has contributed to leakage through the shaft seals
on ships. Three corrosion mechanisms that occur in
the seals area are stray current, galvanic, and crevice
corrosion. Since the contribution of each of these
three mechanisms, which may act singly or in concert,
to overall shaft seal corrosion has not been determined,
a program was developed to identify the operative
modes of corrosion attack.

The shaft seal materials studied in this investigation
were 70/30 copper-nickel, Inconel 625 , and Monel 400.
To study the contribution of the three corrosion
mechanisms, corrosion tests of various mechanical and
material configurations were performed. Testing
consisted of plate specimens of the shaft seal
materials that were immersed in 300C quiescent
natural seawater for one year.

Test results indicate that the galvanic driving force
is enough alone to cause excessive corrosion in
copper-nickel/Monel crevices and appears to be the
dominant mode of attack, while stray current does
not appear to contribute significantly to the attack
in these crevices. However, the copper-nickel
specimens had an increase in weight loss due to the
stray current. Inconel did not suffer corrosion
attack on boldly exposed surfaces or in metal to
metal crevices.

INTRODUCTION

Corrosion attack in metal to metal crevices and on O-ring sealing
surfaces on shaft sleeve and seal components, Figure 1, is an
important factor related to service performance of shaft seals on

* Inconel 625 and Monel 400 are registered trademarks of Huntington
Alloys Products Division, The International Nickel Company,
Huntington, West Virginia
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ships. The areas in the seals system that corrode and potentially
contribute to leakage are the lock ring groove (LRG) and O-ring
grooves on the sleeve and on the outside diameter of the seal ring.
Since minor corrosion attack may lead to leakage, corrosion attack
in the 0.25 mm to 0.50 mm (0.010 to 0.020 inch) range is considered
significant for this investigation of shaft seal materials.

To improve corrosion performance of the shaft sleeve and under 0-
ring grooves of seal parts, alternate materials for shaft seal
construction were studied. The materials investigated were 70/30
CuNi, Monel 400, and Inconel 625. The success of these materials
in terms of improved corrosion performance depends on how well they
withstand the corrosion mechanisms that occur in the seal area.
These mechanisms, which act singly or in concert, are stray
current, galvanic, and crevice corrosion. Since the contribution
of each of these three mechanisms has not been determined, tests
were conducted to identify the operative modes of corrosion attack.
The objective of the corrosion tests was to study the overall
material compatibility in the shaft seals area and the effect of
galvanic, crevice, and stray current corrosion mechanisms on the
bimetallic crevices in the seals area.

CORROSION TEST PROCEDURES

70/30 CuNi, Monel 400, and Inconel 625 were used in the corrosion
tests. The 70/30 CuNi specimens were cut from a centrifugally cast
shaft sleeve, while the Monel 400 and Inconel 625 specimens were
machined from 6.35 mm (0.25 inch) thick plate that was hot rolled
and annealed. Alloy compositions are in Table 1.

All the corrosion tests were performed at the LaQue Center for
Corrosion Technology (LCCT), Wrightsville Beach, NC. Static
immersion tests of various material combinations were conducted in
filtered 300C natural seawater for a one year period. A small flow
rate through the tank replaced the water approximately 4 to 5 times
a day. Triplicates of each material configuration were tested.
Specifics of these immersion tests (Tests 1-4) follow.

Test 1. To study the LRG galvanic crevice corrosion problem, the
following plate test was implemented. A metal to metal crevice
was made by bolting two dissimilar metal plates together with
titanium fasteners and tightening to 75 in.lbs. The fasteners were
coated after assembly with an enamel based paint to prevent
galvanic interactions. To simulate the shaft sleeve, a 66 mm (2.6
inch) square plate with an O-ring groove machined in it was made
from 70/30 CuNi or Inconel 625, while a 127 mm (5.0 inch) square
plate of Monel 400 or Inconel 625 was chosen to simulate the mating
and lock rings' contribution to the crevice, Figure 2. The remote
specimen in Figure 2 was used only for tests 3 and 4. Although an
O-ring groove was machined into the sleeve specimen, O-rings were
not inserted and thus the name "plates without O-rings" was
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designated for this test. The metal to metal crevice gap was
approximately 40 microns. The material test matrix is presented
in Table 2.

Test 2. A second configuration of the plate set-up was exposed
using the same parameters and material matrix as for the first
test, except that o-rings were inserted. They were inserted to
study crevice corrosion under O-rings which occurs in the shaft
seals area. The test was designated "plates with 0-rings". The
metal to metal crevice opening was approximately 100 microns.

To discuss and document surfaces for tests 1 and 2, both the sleeve
and mating specimen surfaces were designated as a crevice side and
a backside. The crevice side was defined as the surface that
formed the metal-to-metal crevice with the other plate, while the
backside was defined as the surface not in direct contact with the
other plate. The crevice side of the sleeve was subdivided into
three areas: the crevice, the O-ring groove, and the area inside
the O-ring groove. For this test, the crevice was defined as the
area between the metal surface outside of the O-ring groove and the
outer edge of the sleeve plate.

Test 3. A third test configuration was devised to study the effect
of improved grounding on corrosion in the seals area. Improved
grounding of the shaft sleeve to the housing occurs when the ship
is stopped, the shaft is at rest and a direct electric path exists
through the reduction gears. The sleeve is also grounded to the
housing through the shaft grounding strap.

As a result of the improved grounding in the current configuration,
the 70/30 shaft sleeve is coupled to a greater area of Monel
material, which is cathodic to 70/30 CuNi.' Increasing the
cathode:anode ratio causes the corrosion rate of the anodic
material to increase.2 To determine the effect of increasing the
cathodic area on the corrosion of the galvanic lock ring/LRG
crevice, the following setup was employed. A 127 mm (5 inch)
square piece of remote material of Monel or Inconel was
electrically connected to the sleeve/mating couple. The connection
was made by bolting an insulated copper wire to the corners of the
remote and mating specimens and then sealing the exposed ends of
the wire with epoxy to prevent galvanic interactions. The test
configuration is shown in Figure 2 and the material matrix for the
"plates with remotes" is given in Table 3.

Test 4. The fourth configuration permitted evaluation of the
effect of low levels of stray-current. To investigate the increase
in attack of both general and galvanic crevice corrosion due to
imposition of stray current, the test configuration and material
matrix used in test 3 was repeated except that a potentiostat was
connected to maintain a voltage difference between the
sleeve/mating couple and the remote specimen.
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For these "plate tests with overvoltages", the remote specimen was
held 0.2 volts (V) cathodic to the sleeve/mating couple. The 0.2
V difference was chosen by assuming that the voltage would in
general be the result of incomplete, inadequate or poor shaft
grounding practices which would result in a partial voltage
reduction between the shaft and the hull.

To document the corrosion attack on all plate specimens evaluated,
the following procedure was used. Corrosion attack was measured
on the back and crevice sides of the sleeve and mating materials
with a micrometer. In addition, depth of attack measurements were
taken on the remote specimens with a micrometer.

Weight loss of the sleeve, mating, and remote specimens after the
one-year exposure were calculated by subtracting the final weight
of the specimen from the weight of its unexposed condition.
Potential measurements were taken weekly. Current measurements
between the remote and the sleeve/mating couple were measured with
a zero resistance ammeter. Readings were taken at the same
frequency as the potential measurements.

To discuss the corrosion data, the following abbreviations are used
to describe various material combinations. For the plate tests
with and without O-rings, a sleeve/mating material combination will
be designated by the sleeve material first followed by the mating
material. For example, CuNi/Monel (C/M) indicates the sleeve
material is 70/30 CuNi and Monel is the mating material which is
bolted to the sleeve material. For the plates with remotes and
overvoltage tests, the three specimens of the couple are indicated
by the following code: sleeve/mating/remote. So CuNi/In625/Monel
(C/I/M) indicates a CuNi sleeve material, an Inconel mating
specimen, and a Monel remote which is electrically coupled to the
sleeve/mating couple, Figure 2.

RESULTS AND DISCUSSION

Crevice Attack of the 70/30 CuNi Sleeve Material

The maximum depth of crevice attack on the 70/30 CuNi and Inconel
625 sleeve materials under the four test conditions is presented
in Figures 3-6. For each material configuration, the Figures 3-6
show three data points to illustrate the maximum depth of crevice
attack on each sleeve specimen of the triplicate exposures. Under
all test conditions, the Inconel 625 sleeve material suffered no
attack in metal to metal crevices.

Comparable to the Inconel sleeve materials' crevice corrosion
resistance, the CuNi/CuNi couple had no attack in two of the three
crevices and a maximum of only 0.05 mm (0.002 inches) attack in the
crevice on one of triplicate specimens for the plate without 0-ring
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configuration, Figure 3. This test indicates that 70/30 CuNi would
provide very adequate service if it were the sole material of
construction or if it could be electrically isolated from more
noble materials in the seals system.

The CuNi/Monel couple of the plate without O-ring configuration,
which represents the present shaft sleeve and lock ring materials,
had a maximum of 0.43 mm (0.017 inches) attack on the CuNi sleeve
crevice face. For the CuNi/Inconel couple without O-rings, a
maximu.. #.: 0.32 mm (0.012 inches) attack occurred on the sleeve
crevice. .onel or Inconel in direct bimetallic crevices with CuNi
causes increased attack in CuNi crevices. Compared to the
performance of the CuNi/CuNi couple, it can be seen that the
relatively poor performance of 70/30 CuNi shaft sleeves in the
fleet are more related to the dissimilar metals (Monel or Inconel)
used in contact with them, than on any particularly intrinsically
poor performance of the material itself. Thus, the galvanic
influences on the performance of shaft seal materials has been
demonstrated to be of major importance.

For the plates with O-rings, Figure 4, the Inconel sleeve crevices
suffered no attack and the crevices on the sleeve material of the
CuNi/CuNi combinations had virtually no attack. However, attack
on the 70/30 CuNi sleeve crevice when coupled to Monel or Inconel
increased by an order of magnitude over the same combinations
without O-rings. For the CuNi/Inconel and CuNi/Monel combinations,
the maximum attack on the sleeve crevice was 2.87 mm and 3.51 mm
(0.113 inches and 0.138 inches), respectively. The only
explanation to be proffered at this point for the increase in
attack compared to plates without O-rings is that insertion of the
O-ring increases the gap between the two plates by roughly a factor
of two, permitting refreshment of the electrolyte in the gap, and
an increased rate of galvanic corrosion. This provides an
interesting insight into the interplay of mechanisms operative in
bimetallic crevices. Under typical single-metal crevices, the
tightness of the crevice is usually related to the time of
initiation for attack, as a tighter crevice tends to increase
concentration differences (metal ion or oxygen) from inside to
outside the crevice and thus reduce the initiation time to reach
a critical crevice solution.3 With the bimetallic crevices tested
here, it appears that the main driving force for attack in the
crevice is galvanic, and those conditions which favor the cathodic
reactions inside the crevice stimulate faster rates of attack.

For the plates with remotes, Figure 5, the maximum depth of crevice
attack on the CuNi sleeves for the all couples was between 0.28 mm
(0.011 inches) and 0.38 mm (0.015 inches). Since the plates with
remotes test is the plate without O-rings test, Figure 3, plus
additional remote material electrically coupled, the effect of
remote material on the crevice corrosion of the sleeve material can
be studied. The addition of cathodic material to the couple did
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not significantly increase the depth of crevice attack on the CuNi
sleeve material coupled to Monel or Inconel mating specimens.
Electrically coupling a Monel remote to the CuNi/CuNi sleeve/mating
couple increases the attack in the CuNi/CuNi crevice up into the
range of the direct bimetallic crevices. In terms of the shaft
seals area, if a CuNi lock ring was employed to create a CuNi/CuNi
crevice with the LRG, the Monel seal ring should be electrically
isolated to reduce its galvanic influence on the CuNi/CuNi crevice.
The data suggests that, from a galvanic standpoint, crevice
corrosion of the 70/30 copper nickel sleeve is equally affected by
either direct metal crevice contact or electrical contact to either
Inconel or Monel. As expected, the addition of the increased area
of cathodic material accelerated the weight loss of the CuNi sleeve
material two to ten fold compared to the plates without O-ring
specimens.

The depths of crevice attack of the sleeve material for stray
current tests, or plates with 0.2 V overvoltage tests, are
illustrated in Figure 6. The maximum depth of crevice attack on
the CuNi sleeve material for the C/C/M 0.2 V overvoltage (ov),
C/M/M ov, C/I/I ov, and C/I/M ov couples was between 0.20 mm (0.008
inches) and 0.36 mm (0.014 inches). The sleeve specimen for one
of the triplicates of the C/M/M ov combination was machined thinner
than the other two and suffered penetration through the back of the
specimen to the bottom of the O-ring groove. As a result, the
crevice was exposed to seawater from both sides and attack was
accelerated to achieve a maximum depth of attack of 0.90 mm (0.035
inches). However, this data point was not considered due to the
penetration of the thinner sleeve specimen.

The effect of stray current on crevice corrosion of the sleeve
material can be examined by comparing the plates with remotes
tests, Figure 5, to the plates with 0.2 V overvoltage tests, Figure
6. The effect of the stray current (ie. holding the remote
specimen 0.2 volts cathodic to the sleeve/mating couple) caused
little or no increase in the crevice corrosion of the CuNi sleeve
specimens. While there was essentially no increased corrosion on
the copper nickel crevice due to stray current, all copper nickel
sleeve samples did have an increase in the overall weight loss.

The plate tests (Tests 1-4) indicate that the main corrosion
mechanism driving the attack in the simulated lock ring/LRG crevice
is galvanic. Stray current and extra cathodic remote material
have little or no effect on increasing the depth of attack in
bimetallic crevices of CuNi and Monel or Inconel and thus do not
appear to be the dominant corrosion mechanisms.

Corrosion Performance of Monel

The deepest attack on the Monel mating specimens occurred on the
face of the material which formed a crevice with the sleeve
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specimen. The depth of attack on the Monel mating specimen is
depicted in Figure 7. When the Monel mating specimen is coupled
to a CuNi sleeve material, the maximum depth of attack is 0.52 mm
(0.020 inches). For the I/M plate tests with and without O-rings
and I/M/M plate test, the maximum depth of attack is similar to
the same configurations with CuNi as the sleeve material. In the
I/M/M ov combinations, the attack is increased compared to the same
couples with a CuNi sleeve. In the I/M/M ov test, the maximum
depth of attack on the Monel mating specimen was 2.81 mm (0.110
inches) versus 0.57 mm (0.022 inches) with a CuNi sleeve.

As these were static tests, the Monel in direct contact with CuNi
probably performed somewhat worse than one might expect under flow
conditions. Since the plates were exposed vertically and crevice
corrosion occurred at the sleeve/mating interface, corrosion
products accumulated on the mating material below the crevice.
These corrosion products created additional crevices on the mating
surface and thus more attack. Exposure to flow conditions would
reduce the amount of accumulated corrosion product and attack of
the Monel would probably be less.

The depth of attack on the Monel remote specimens is plotted in
Figure 8. The attack on the Monel remote dramatically increased
when it was coupled to Inconel compared to CuNi. When coupled to
CuNi, the deepest attack on a Monel remote was 0.05 mm (0.002
inches). However, in the I/I/M couple the deepest attack on the
Monel remote was 1.18 mm (0.046 inches) and even with a 12:1 area
ratio of Monel to Inconel in the I/M/M couple, the maximum attack
on the remote was over 1.02 mm (0.040 inches). The deepest attack
usually occurred in crevices formed between the remote specimen and
the bolt washers. Bolt washers were made of the same material as
the plate specimen, in this example a Monel washer on the Monel
remote. Therefore, a small area of Inconel can cause significant
attack of Monel compared to the tolerances of the shaft seals area.
From this limited amount of data, one might expect that the seal
housing will have accelerated attack, particularly in crevices,
when Inconel sleeves and seal parts are used.

Corrsion Performance of Inconel 625

Under all conditions tested, Inconel did not suffer corrosion
attack in the metal to metal crevices or on the boldly exposed
surfaces of the sleeve, mating, and remote specimens. Stray
current, at the 0.2 V overvoltage level, did not affect the
corrosion resistance of Znconel. However, two cases of attack on
Inconel occurred in a metal to non-metal crevice formed between
the Inconel and epoxy used to seal the electrical connection. In
the plates with O-rings test, slight crevice attack of 0.15 mm
(0.006 inches) occurred on the Inconel under the epoxy. Since no
attack was noted on the Inconel under 0.2 V overvoltage condition,
a decision was made to increase the stray current to 0.5 volts on
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one of the triplicates of I/I/I and I/I/M. On these two specimens,
crevice attack perforated the 6.35 mm (0.25 inch) thick plate under
the epoxy crevice.

CONCLUSIONS

The plate tests (Tests 1-4) indicate that the main corrosion
mechanism driving the attack in the simulated lock ring/LRG crevice
is galvanic.

Of all metal to metal crevice tests, single metal crevices of
either 70/30 CuNi or Inconel 625 performed well. Mixed metal
crevices of 70/30 CuNi with Monel or Inconel 625 had higher rates
of crevice corrosion. Even the remote galvanic coupling of Monel
to an all CuNi crevice produced adverse crevice performance
rivaling the mixed metal crevice performance.

Stray current and extra cathodic remote material have little or
no effect on increasing the depth of attack in bimetallic crevices
of CuNi and Monel or Inconel and thus do not appear to be the
dominant corrosion mechanisms.

Although stray current driven by a 0.2 V overvoltage caused
increased weight losses of anodic (CuNi or Monel) sleeve and mating
specimens, crevice attack was not significantly increased.

The introduction of O-rings into bimetallic crevices between plates
of CuNi and Monel or Inconel caused increased attack of the CuNi
at the outer edge of the crevice.

Inconel 625 performed well in all metal to metal crevices, however,
crevice attack under epoxy indicates a possible problem for
all-Inconel designs. 0.5 volts induced heavy stray current attack
under epoxy.

Monel suffered increased rates of attack when coupled to Inconel,
particularly in crevices.
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NEW STAINLESS STEELS FOR THE MARINE ENVIRONMENT

A. J. SEDRIKS
Materials Division

Office of Naval Research
Arlington, Virginia

ABSTRACT

A review is presented of the research and development
effort which has been aimed at providing new
stainless steels for use in seawater and seawater
cooled systems. Three new categories of highly
corrosion resistant stainless steels are described,
namely the superaustenitics (i.e. austenitic
nitrogen-containing 6% molybdenum grades), the
titanium-stabilized superferritics, and the duplex
grades containing molybdenum and nitrogen. The key
microstructural and alloy composition effects which
improve resistance to localized corrosion (which is
the main mode of failure of stainless steels in
seawater) are discussed. The joint effect of
molybdenum and nitrogen is found to be exceptionally
beneficial for the localized corrosion resistance of
the austenitic and duplex grades, whereas inclusions
and second phases are generally detrimental for all
grades. Problems encountered with thick sections,
such as sigma and chi phase precipitation in the
superaustenitics and high ductile-to-brittle
transition temperatures in the superferritics are
identified and areas for research are noted.
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INTRCDUCTION

It has been recognized for some time that it is mainly the lack of resist-
ance to localized corrosion (i.e. crevice corrosion and pitting) which limits
the suitability of stainless steels for seawater service (1). This recognition
has provided the stimulus for developing new stainless steels with high
resistance to crevice corrosion and pitting for long term service in seawater.

The chemical mechanisms for crevice corrosion and pitting are similar,
although these forms of attack manifest themselves in different ways.
Crevice corrosion occurs within the crevices formed by rivets, nuts, bolts,
gaskets, valve seats, surface deposits and barnacles, as the stagnant
solution within the crevices becomes depleted of oxygen and acidifies due to
the hydrolysis of metal ions. On the other hand, pitting occurs on an open
surface and does not require the presence of a crevice. In terms of
electrochemical descriptors, pitting initiates when the corrosion potential
equals, or in noble to, the pitting potential, Figure 1 (2). This condition
can result from the displacement of the pitting potential in the active
direction and/or the displacement of the corrosion potential in the noble
direction. The former can be caused by increasing the temperature of the
seawater while the latter can be caused by contamination of the seawater with
strong oxidizers such as chlorine or the facilitation of the cathodic
reactions by biofilms.

For stainless steels the same metallurgical variables which improve
crevice corrosion resistance also improve pitting resistance (2), and this
improvement is seen in both seawater tests and in ferric chloride tests
(3). This has enabled extensive alloy development work to be carried out
employing accelerated laboratory tests with only occasional long-term
seawater tests being necessary for confirmation purposes.

As a result of this effort over the past decade or so, three new generic
groups of stainless steels have been identified as strong candidates for
long-term seawater service, namely the superaustenitics, the superferritics
and the duplexes containing molybdenum and nitrogen (i.e. superduplexes).

It is the purpose of this review paper to describe and define the effects
of alloy composition and microstructure on the localized corrosion resistance
of these new stainless steels, identifying benefits, possible problem areas
and needed additional research.

SUPERAUSTENITICS

Historically the superaustenitics derive from an alloy originally
identified as IN-748, containing 27%Ni,20%Cr and 8.5%Mo. This alloy, covered
by U.S. Patent 3,547,625, was developed in the 1960's by the research
laboratories of the International Nickel Company with the original objective
of providing a stainless steel for marine wire rope which would not be
susceptible to crevice corrosion in seawater. Subsequent modifications
involving lowering the molybdenum content and adding nitrogen have led to the
presently available superaustenitics described in Table 1. Their localized
corrosion resistance derives primarily from the combination of 20%Cr, 6%Mo
and O.2%N. Also, currently being evaluated (4) are modifications containing
higher chromium and lower molybdenum (i.e. 25%Cr, 5%Mo and 0.2%N).

The importance of nitrogen in raising the pitting potential in the noble
direction is shown in Figure 2 (5) and in increasing the crevice corrosion
temperature in ferric chloride is shown in Table 2 (6,7).
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To maintain the high resistance to localized corrosion the alloying
elements must be in solid solution. Precipitation of carbides and nitrides
can lead to chromium depletion in the vicinity of the precipitate and the
precipitation of intermetallics such as sigma, chi and Laves phases can cause
similar depletion of chromium and molybdenum in surrounding regions. These
depleted regions can present areas of low corrosion resistance and serve as
sites for the initiation of pitting, crevice corrosion, and in some cases
also intergranular corrosion. In the case of superaustenitics, experience
has shown that it is the precipitation of sigma that can cause a loss in
localized corrosion resistance (8). The appearance of sigma is shown in
Figure 3 (1).

In the Fe-Cr-Ni-Mo alloy system, high nickel contents minimize and high
chromium plus molybdenum contents enhance the precipitation of sigma and chi
at elevated temperatures. High nitrogen contents retard the precipitation of
these intermetallics (9), as do additions of mischmetal to the melt to alter
their precipitation characteristics at grain boundaries, rapid cooling or
heat treatment. A combination of these procedures prevents the formation of
sigma and chi in commercial sheet material. In thicker plate material these
phases may be present at the center of the material (10) where cooling rates
have been slower. Unless these phases are present at the surface, corrosion
resistance is not likely to be affected.

Reheating at temperatures in the range 540-10400C can lead to the
precipitation of sigma and chi at the surface grain boundaries with the
possible impairment of corrosion resistance if molybdenum and/or chromium
depletion occurs, Figure 4 (11). Post-weld or homogenizing heat treatments,
if necessary, should be carried out in the temperature range 1120-11800C to
dissolve the sigma and chi phases, followed by rapid cooling to prevent their
re-precipitation in the range 540-10400C. In welding superaustenitic alloy
plate overmatched fillers (e.g. Inconel alloy 625) are used to ensure that
the high localized corrosion resistance is maintained by the weld.

As a general point regarding these alloys, the question should be asked
whether the traditional fear of the presence of any and all sigma and chi in
the microstructure is fully warranted. Obviously the presence of continuous
or semicontinuous networks of brittle phases at grain boundaries is not
tolerable. However, dispersed phases of this type, not surrounded by
envelopes of material depleted in the alloying elements needed fur corrosion
resistance may be less detrimental with regard to corrosion resistance.
Further metallurgical and corrosion research in this area could be both
informative arid useful, particularly for sea water applications. Also needed
for these alloys are well characterized time-temperature-precipitation
diagrams defining the regimes for the formation of sigma, chi, Laves phases,
carbides and nitrides. Such diagrams are particularly useful in identifying
cooling rates needed to avoid precipitation.

Further studies are also needed to establish whether there is any role of
manganese sulfide inclusions in initiating localized corrosion in
superaustenitics. Manganese sulfides are the preferred sites for pit
initiation in type 304 and 316 stainless steels (2) which contain between 5
and 10 times more sulfur (e.g. 0.01%) than the superaustenitics (e.g.
0.001-0.002%).

SUPERFERRITICS

Historically the superferritics derive from a high purity 29%Cr-4%Mo
alloy developed and patented by M.A. Streicher at the DuPont Experimental
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Station in the 1960's (12). The criteria evaluated by Streicher in the
identification of the ?9%Cr-4%Mo composition are shown in Figure 5 (12). In
the subsequent comiercial development it became evident that the carbon plus
nitrogen contents of these high chromium superferritics had to be kept at
0.025% maximum. Exceeding this level resulted in susceptibility to
intergranular corrosion due to chromium depletion adjacent to precipitated
chromium carbides and nitrides at grain boundaries. Accordingly, the earlier
superferritic var4ants such as 29-4 were made from low carbon materials by
vacuum induction melting (13), since the C+N=0.025% max. requirement could
not be attained by the less costly argon-oxygen decarburization (AOD) process.
However, subsequent development led to the adoption of AOD as the preferred
production technique in conjunction with titanium stabilization to tie up the
carbon and nitrogen. Most superferritics produced to-day contain up to 0.04%
carbon plus nitrogen and are stabilized with about 0.5%Ti, Table 3. The one
exception is 29-4-2 which is still produced by vacuum melting with a low
carbon plus nitrogen level and without titanium, Table 3. The titanium in
the stabilized grades causes the carbon and nitrogen to precipitate as
titanium carbide and nitride at high temperatures so that little of these two
elements is left to precipitate as chromium carbide and nitride on cooling.

As in the case of the superaustenitics, the superferritics can also
precipitate intermetallics such as sigma, chi and Laves phases on heating to
elevated temperatures. The time-temperature-precipitation diagram defining
the regimes for the precipitation of these phases is shown in Figure 6 (14).
A heat treatment (I hour at 8710C) selected to produce sigma precipitation
has been shown to be detrimental to the crevice corrosion resistance of the
29-4-2 grade (15). Heating at 1050 0C will dissolve these intermetallics.

No studies appear to have been carried out to determine the effect of the
alpha prime phase on the localized corrosion resistance of the superferritics.
This phase, which is responsible for the phenomenon known as "475°C
embrittlement" in lower chromium ferritics (2), has been shown to reduce the
pitting resistance of a 19%Cr-2%Mo ferritic stainless steel (16).

Also, no studies appear to have been carried out to determine whether
sulfide inclusions play any role in the initiation of localized corrosion in
superferritics, or which sulfides are present.

The main drawback to greater utilization of the superferritics remains
their low ductile-to-brittle transition temperatures (DBTT's) in thicker
sections. The variation of the DBTT with thickness for the 29-4-2 grade is
shown in Figure 7 (17). This figure shows that the transition temperature
for 29-4-2 is below room temperature for thicknesses up to 12.7mm (0.Sin),
which enables the alloy to be manufactured and sold as plate. The ductility
enforced maximum thicknesses for Monit and for 29-4C are much less than for
29-4-2, partly reflecting the fact that carbon, nitrogen and titanium raise
the DBTT for a given thickness. Nickel is one alloying element that lowers
the DBTT for a given thickness, Figure 8 (18), and further research could
possibly identify other even more effective alloying elements. Considering
the technological significance of this effect, there has been surprisingly
little research devoted to this topic. Nor is there much fundamental insight
into the brittle transition which is generally thought to be associated with
constraints in thicker materials that prevent deformation through the
thickness.

The addition of nickel, in addition to lowering the DBTT, also increases
corrosion resistance of high chromium superferritics in reducing acids (12).
However, it also makes the alloys susceptible to stress-corrosion cracking in
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the magnesium chloride test (12,18) and promotes the formation of sigma and
chi phases.

To-date the DBTT problem of superferritics has been largely circumvented
by using these materials in applications such as thin-walled condenser tubing
for seawater cooled power plants, Table 4. As noted in Table 4,
superferritics have been in condenser service since about 1980 so that
service experience is now available. Two service problems have been
encountered. This first is hydrogen-induced cracking, which is encountered
with the 29-4C and SEA-CURE alloys when these materials are cathodically
polarized to potentials in the range -0.9 to - 1.4 volts (S.C.E.), Figure 9
(19). Cathodic protection at about - 0.8 volts (S.C.E.) is often necessary
to protect the condenser tubesheets or waterboxes from corrosive attack.
Accordingly, the data of Figure 9 demonstrate that overprotection at
potentials more negative than -0.8 volts (S.C.E.) must be carefully avoided.
Since hydrogen can also be picked up from annealing in hydrogen atmospheres
or acid pickling, these processes should be avoided for superferritic
stainless steels, The second problem which has been encountered, and is also
related to tubesheets, is crevice corrosion. The use of type 316 tubesheets
with superferritic tubing produces a metal-to-metal crevice in which one of
the metals (type 316) is much less resistant to crevice corrosion. The attack
which initiates on the type 316 member of the crevice generates significant
acidity which ultimately destroys the passive film on the superferritic (20).
These sort of problems can be prevented by using alloys more resistant to
crevice corrosion for the tubesheet (e.g. AL-6XN), seal-welding, or cathodic
protection (20).

DUPLEX STAINLESS STEELS WITH MOLYBDENUM AND NITROGEN (SUPERDUPLEXES)

These stainless steels contain both austenite and ferrite, often in the
ratio 50:50, and are hence referred to as duplex. The duplexes containing
molybdenum and nitrogen, sometimes known as superduplexes by analogy with the
superaustenitics and the superferritics, historically derive from the
American Castings Institute alloy CD-4MCu which was formulated in the 1950's
by Ohio State University to contain 2% molybdenum (21). The nitrogen
addition came later as a result of research and development by Langley Alloys
Ltd., England, initially resulting in an alloy designated as LANGALLOY 40V,
and finally as FERRALIUM alloy 255. To-day the latter alloy is available as
both cast material and wrought material. Some of the modern commercially
available wrought superduplexes are shown in Table 5.

The phase diagram for a duplex stainless steel is shown in Figure 10 (22).
This figure is a pseudo-binary diagram at 65% Fe and is an interpolation of
the 60%Fe and 70%Fe pseudo-binary diagrams of Pugh and Nisbet (23). The
phase diagram shows that at 25% chromium the alloy will solidify as ferrite.
Austenite precipitation will start at theco /c+ boundary and the amount of
austenite precipitated will be dependent on the cooling rate. Low cooling
rates will enable more austenite to form. Commercial practice is to process
or heat treat the alloy at temperatures in the rang. 1050 to 1150 0C and to
water quench to maintain a structure of about 50% ferrite and 50% austepnite.

Slow cooling or re-heating to high temperatures can give rise to a wide
variety of precipitates shown in Figure 11 (24). In addition to the phases
shown in Figure 11, the nitrogen containing superduplexes also precipitate
chromium nitride approximately within the same temperature-time regime
in which M23C6 is precipitated (25).
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Of the phases identified, only chromium nitride and sigma have been shown
to have a deleterious effect on the localized corrosion resistance of duplexes.
The precipitation of chromium nitride, which can lead to chromium depletion in
the vicinity of the nitride, has been shown (26) to provide sites for crevice
corrosion initiation in cast and annealed duplex stainless steels.

The presence of sigma in duplexes will reduce pitting resistance, as shown
in Figure 12 (27), and crevice corrosion resistance (15). Annealing in the
alpha prime precipitation region for 4 hours did not have an adverse effect on
pitting resistance, possibly because of insufficient precipitation of alpha
prime (Figure 12).

Manganese sulfide would be expected to be present in the duplex stainless
steels at the manganese levels shown in Table 5. The possibility exists,
therefore, that the pitting resistance of the duplex stainless steels could be
improved further by reducing the manganese content to levels at which chromium
sulfides are formed. This approach has been explored, for example, in the
development of a new duplex stainless steel in England (28).

The high localized corrosion resistance of the superduplexes derives
primarily from their high chromium, molybdenum and nitrogen contents, with the
beneficial effect of nitrogen having been re-confirmed by recent studies (29).
A comparison of the pitting potentials in synthetic seawater as a function of
temperature for the superduplex grade DP-3 and AISI type 316 austenitic stainless
steel is shown in Figure 13 (30), with more noble values being exhibited by the
superduplex grade at all temperatures.

Regarding other alloying elements it should be noted that some duplex
stainless steels contain tungsten additions in the range 0.5-1.0% (28,30).
Tungsten additions in this range have been shown to improve the crevice corrosion
resistance of duplex stainless steels (31). Copper additions of the order of
1 to 2% are used to extend the application of duplex stainless steels to include
sulfuric acid service.

The nitrogen content of weld metal can be maintained by adding 5 vol.%
nitrogen gas to the argon shielding gas during TIG-welding both for the
superduplexes (32) and austenitics (33,34).

COMPARISONS AND EMERGING USES

The mechanical properties and crevice corrosion temperatures determined
in 10% FeCl 3 solution according to ASTM Procedure G-48 are shown in Table 6 (3,5,
7,17,18,35). The superduplexes provide the highest mechanical strength whereas
the super-ferritics exhibit the highest crevice corrosion resistance in the
ferric chloride test.

Results from crevice corrosion tests in seawater are shown in Figure 14
(36,37) for a large number of alloys, with the superferritics 29-4C and MNIT
exhibiting complete resistance to attack under all the test conditions selected.
SEA-CURE is shown here as susceptible. However, this result pertains to an
earlier alloy containing only 25%Cr and 3%Mo. SEA-CURE is now produced with
27.5% Cr and 3.5%Mo and would, therefore, be expected to be more resistant. No
seawater data is available for Al-6XN, but it would be expected to be comparable
wit' 254-SMO in view of its similar Cr, Mo and N content. Similarly, the duplex
alloy 2205 was not included in the seawater evaluation shown in Figure 14.

Further seawater crevice corrosion tests should be carried out to document
the behavior of these newer alloys.

260



In conclusion it should be noted that many alloys in the superaustenitic,
superferritic and superduplex stainless steel families are now past the
development stage and are seeing application in seawater service. The
substantial utilization of the superferritics as thin-walled condenser tubing
was noted earlier in Table 4. The superaustenitics have been seen more
diverse use in seawater applications such as cooling water tubing, plate heat
exchangers and seawater piping for offshore platforms (38). The
superduplexes have seen specialized Navy uses such as submarine shaft
seals, pumps, retractable bow plane systems and missile launcher components,
carrier catapult trough covers, patrol boat propellers and propeller shafts
and hovercraft propellers and rudders (39,40).
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Figure 1. Schematic polarization curve illustrating conditions under which
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A COMPARATIVE CORROSION STUDY OF
TITANIUM AND COPPER-NICKEL ALLOYS

Anh H. Le and Mark W. Dust

Naval Surface Warfare Center
Materials Division

Electrochemistry Branch
10901 New Hampshire Avenue
Silver Spring, MD 20903-5000

ABSTRACT

Copper-nickel (Cu-Ni) alloys are very susceptible
to erosion corrosion and crevice corrosion when
used in marine applications for seawater piping
systems and heat exchangers. Titanium has been
suggested as an alternative material for this
application. The corrosion behavior of titanium
(grades 2 and 5) was investigated in sodium
chloride solutions by electrochemical techniques.
The corrosion data of titanium were compared to
those of Cu-Ni alloys 70/30 and 90/10 in terms of
localized corrosion and erosion corrosion
tendencies.

I. INTRODUCTION

The selection of a suitable material for seawater piping and heat
exchangers in naval applications presents many difficulties.
.Traditionally, 70/30 or 90/10 Cu-Ni alloys have been the
materials of choice. These alloys exhibit the following
favorable characteristics: corrosion resistance; ductility;
joining by soldering, brazing, or welding; castability; and low
cost (1).

Unfortunately, Cu-Ni alloys have problems in use. In certain
portions of piping systems, particularly at bends and elbows,
Cu-Ni alloys are susceptible to failure caused by erosion
corrosion and crevice corrosion (2). Small amounts of iron,
typically 0.3 to 2.0%, have been added to Cu-Ni alloys to improve
their resistance to erosion corrosion (3), however, the failures
continue to occur.
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In similar applications for petroleum refinery heat exchangers,
titanium is increasingly used as a replacement material for Cu-Ni
alloys (4,5). The properties that make titanium attractive to
petroleum engineers also make titanium attractive for marine
applications. Titanium has higher yield and tensile strengths,
lower density resulting in overall weight reduction, and greater
resistance to erosion corrosion than Cu-Ni alloys (2).

The purpose of this study is to compare the corrosion behavior of
Cu-Ni alloys (70/30 and 90/10) and titanium alloys (grades 2 and
5). Electrochemical testing was conducted to investigate the
effect of the following variables: sodium chloride concentration,
pH, deaeration (dissolved oxygen) effect, simulated flow rate and
temperature.

II. EXPERIMENTAL

1. Samples

Materials used in this study were titanium alloys, grades 2 and 5
and Cu-Ni alloys, 70/30 and 90/10. Titanium alloys were obtained
from Titanium Metals Corporation of America. The elemental
compositions of these alloys are:

Titanium Alloys

Per Cent 0 Fe H C N Al V Ti
---------------------------------- --------------------------

Grade 2 0.25 0.20 0.015 0.10 0.03 .... Bal.

Grade 5 0.20 0.40 0.015 0.10 0.05 5.5-6.7 3.5-4.5 Bal.

Copper-Nickel Alloys

-----------------------------------------------------------
Per Cent Cu Ni Fe Mn Zn Pb P
------------------------------------------------------------

90/10 88.15 9.51 1.53 0.6 0.098 0.005 0.003
70/30 68.81 30.0 0.53 0.51 0.02 0.003 0.003

Samples were prepared by abrading with sandpaper (240, 400 and
600 grit) and thn ultrasonically cleaned in distilled water.
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2. Equipment setuo

An EG&G Corrosion Measurement Console Model 350A, EG&G
Potentiostat/Galvanostat Model 273, SoftCorr Corrosion 342
software and a corrosion cell consisting of two graphite
electrodes, a working electrode and a saturated calomel reference
electrode were used to obtain the anodic polarization and
potentiostatic pitting curves. Potentials were reported in volts
versus saturated calomel electrode reference unless otherwise
noted. Open-circuit potentials were determined when the
potential shifted less than 10 mV in 10 minutes. Corrosion rates
are reported in mils per year (mpy).

Sodium chloride solutions with a normality ranging from 0.001 to
3.0 were used to study the concentration effect. The solutions
were prepared with analytical grade sodium chloride and distilled
water. Nitrogen was purged into solutions for at least 3 hours
for deaerated tests. Hydrochloric acid (HC1) and sodium
hydroxide (NaOH) were added as necessary to 3.5 wt.% (0.6 N)
sodium chloride solution to obtain the desired pH in the range
from pH 2 to pH 10. A rotating electrode setup was used to
simulate the effect of the flow of seawater. Different rotating
speeds were chosen from 1000 rpm up to the maximum speed of
.0,000 rpm. A temperature-controlled water bath was used to
study the effect of temperature at room temperature (250C), 500C,
750C and 1000C.

III. RESULTS AND DISCUSSION

1. Effect of chloride concentration

In general, the protection of a metal from hostile environments
is achieved by forming a self-healing oxide film on the metal
surface. Tomashov et al (6) reported that for titanium the
composition of the oxide film varies across its thickness. The
film contained TiO next to the base metal, TiO2 at the outer
surface, and an interior consisting mainly of Ti2O3 . The
chloride solution retards the repassivation process by attacking
the titanium oxide to form a soluble titanium complex.
Increasing the chloride concentration will accelerate the
corrosion process.

As shown in Figure 1, corrosion rates of titanium, grades 2 and
5, in sodium chloride solutions are more than two orders of
magnitude smaller compared to those Cu-Ni alloys. For all four
alloys, the corrosion rate increased as concentration of sodium
chloride increased up to 0.1 N and leveled off at 0.6N (3.5
wt.%). The corrosion rates of Cu-Ni 70/30 in general are less
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than those of Cu-Ni 90/10. Similarly, corrosion rates of

titanium grade 5 are less than those of titanium grade 2.

2. Effect of oxygen

Copper alloys are subject to increased attack in the presence of
oxygen. To eliminate the dissolved oxygen, nitrogen gas was
purged into 3.5 wt.% NaC1 solution for at least three hours
before the test. The effect of deaeration on Cu-Ni alloys and
titanium alloys is shown in Figure 2. A general behavior was
observed for the four alloys in that the corrosion rates are
reduced in deaerated 3.5 wt.% solution.

3. Effect of DH

Corrosion rates of Cu-Ni and titanium alloys were determined from
the anodic polarization technique at various pH values ranging
from pH 2 to pH 11.5. The maximum corrosion rate of Cu-Ni alloys
was in the range of pH 6 and pH 8 while the corrosion rate of
titanium alloys was independent of pH. It is shown in Figure 3
that titanium grade 5 corroded less than titanium grade 2 in
either acidic or basic solutions.

4. Effect of ltirring rate

Titanium is normally resistant to localized corrosion (pitting
and crevice corrosion) in seawater. Only very slight uniform
weight loss occurs under stagnant flow conditions (0.03 mpy for
4.5 years) or under high velocity (>138 ft/sec) conditions (0.2
mpy for 4.5 years)(7). To simulate the effect of the flow rate
of the liquid medium on the corrosion rate of the metal, a
rotating electrode setup was employed. Cylindrical samples of
Cu-Ni, 70/30 and 90/10, and titanium grade 2 were used. The top
and bottom surfaces were covered by an insulator coating so only
the lateral surface was exposed to the 3.5 wt.% NaCl solution.
The corrosion rates of Cu-Ni alloys increased as the stirring
rate increased. Cu-Ni 70/30 is less susceptible to the stirring
rate effect than Cu-Ni 90/10. The corrosion rate of titanium
alloy grade 2 remained constant even at the maximum stirring rate
of 10,000 rpm (see Figure 4).

5. Effect of temperature

Pure titanium (99.9%) is highly resistant to pitting corrosion,
(with a pitting potential of 9.0-10.5 volts in 0.5N NaCl), but it
is impractical to use because it has a low tensile strength. The
addition of relatively small amounts of oxygen (0.1-0.4%) and
nitrogen (0.01-0.025%), as well as small amounts of iron, carbon,
and hydrogen improves the strength of titanium at the cost of
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reduced pitting resistance (8). Posey and Bohlmann (9) showed
that the pitting potential of titanium-aluminum alloys shifted to
more negative potentials as the temperature increased. Also,
they observed that as the aluminum content increased, the pitting
potential decreased. It Is assumed that the development of pits
on titanium occurs through the formation of titanium complexes in
chloride solution (TiC14). Therefore, the formation of the
titanium salts at the base of the pit is much more important than
a low pH for propagating pits (10). The solubility of the
titanium complex increases as the temperature increases,
resulting in greater pitting corrosion.

It has been reported that in 3.5 wt.% NaCl, titanium grade 2 is
considered to be immune to corrosion, especially pitting
corrosion up to 150 0C (11). In Figure 5, the corrosion rates of
Cu-Ni and titanium alloys increased as the temperature increased.
Pitting corrosion of titanium alloy grade 5 shifted to a more
negative potential as the temperature increased. Pitting
corrosion of titanium grade 2 was not observed visually, however,
pitting on the titanium grade 5 became very distinct, even at the
temperature of 35 OC. At room temperature (250C) pitting
potential of titanium grade 5 is 6.350 V, but the value
drastically decreases to a potential of 2.6 V at 450C (see Figure
6). Pitting corrosion of titanium alloy grade 5 occurs at low
temperature, perhaps due to the selective dissolution of aluminum
or iron from the titanium alloy surface, forming aluminum or iron
ionic complexes. In addition, aluminum and iron may interact
with the titanium to form a local galvanic cell. As a result,
the total corrosion reaction of titanium grade 5 is accelerated.

IV. CONCLUSION

Titanium shows great promise as a replacement material for Cu-Ni
alloys in seawater piping and heat exchanger applications because
of its improved corrosion behavior in marine environments. In
this study, titanium grades 2 and 5 were compared with Cu-Ni,
70/30 and 90/10, in terms of corrosion resistance under a variety
of environments. The effects of chloride concentration,
deaeration, pH, solution velocity, and temperature were examined.
The following conclusions were made:

1. The corrosion rates for Cu-Ni 70/30 were marginally lower
than those for Cu-Ni 90/10 under the conditions listed below:

- NaCI concentrations from 0.001N to 2N
- Deaerated or aerated 3.5 wt.% NaCl solutions
- Stirring rates from 0 to 6000 rpm
- Temperatures from 250C to 1000C
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2. The corrosion rates for Cu-Ni 70/30 were not significantly
different from those of Cu-Ni 90/10 at various pH levels from 2
to 12.

3. The corrosion rates for titanium grade 5 were marginally
lower than those for titanium grade 2 under the conditions listed
below:

- NaCl concentrations from 0.01N to 2N
- Deaerated or aerated 3.5 wt.% NaCi solutions
- pH levels from pH 2 to pH 10
- Temperatures from 250C to 100 0C

4. Titanium grade 5 is more susceptible to pitting corrosion
than titanium grade 2.

5. Both grades of titanium demonstrated greater corrosion
resistance than either Cu-Ni alloy for all of the tested
conditions.
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Figure 1: Chlorde Concentration Effect
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Figure 5: Effect of Temperature
3.5 wtX NaCI

100.000-

I1.000o CUIO

Aianu 5i in352t
A7,1

0.100

0.10

Temperature (OC)

Igro6 ffctofTmpraur n itin2otn4a



4,
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ADVANCED SUPERALLOYS AT 13060-2000°F (704"-1093PC)
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ABSTRACT

The cyclic oxidation resistance and the hot corrosion resistance of three single crystal
nickel-base superalloys and DS MAR M 200 are compared. The comparison is made
by using burner rig oxidation tests at 2000°F (10939C), and tube furnace oxidation and
hot corrosion tests at 2000°F (1093°C), 1650°F (900 C), and 1300°F (704°C). The rig
tests and the tube furnace tests produce similar results with the single crystal alloys
being more oxidation resistant than DS MAR M 200. A significant difference between
the hot corrosion resistance of these alloys was not observed. All four alloys were
extremely susceptible to hot corrosion induced by a liquid deposit.

INTRODUCTION

Superalloy solidification procedures are now available whereby single crystal gas turbine blades can be fabri-
cated. Superalloys with such structures have certain mechanical properties that are superior to conventionally
cast and directionally solidified alloys.1 Since the single crystal alloys do not require alloying elements to pro-
vide grain boundary strengthening, their compositions are different and somewhat less complicated than their
polycrystalline counterparts. In a previous paper,2 the oxidation resistances of several single crystal superalloys
in air at 2000OF (10930C) were compared to a polycrystalline alloy, DS MAR M 200,* under both isothermal
and cyclic conditions. The oxidation resistances of all the single crystal alloys were superior to the polycrystal-
line alloy. A significant difference between the oxidation of the different single crystal alloys was not observed.

In this previous investigation, the cyclic oxidation tests were performed by using a tube furnace in which the
specimens were cycled to room temperature once every one-half hour of exposure at 2000°F (1093°C).
Another method of oxidation testing is to use a dynamic burner rig. ' Burner rig testing often utilizes high gas
velocities (200-300 m/s) and, while not reproducing the exact conditions in a gas turbine, it does simulate more
closely such conditions than the tube furnace oxidation test. One of the objectives of the present paper is to
compare the oxidation behavior of the single crystal alloys and DS MAR M 200 by using dynamic burner rig
testing at 2000°F (1093 0C), as well as tube furnace cyclic oxidation testing at 2000°F (1093fC) and 1650°F
(900°c).

For some gas turbine operating conditions, deposits may accumulate upon the surfaces of turbine hardware.

The compositions of such deposits depend upon the operating conditions (e.g., fuel impurities, air

* Registered trade name.
1. GELL, M., DUIIL, D. N., and GIAMEI, A. F. Superalloys 1980. TIEN, J.K,WLODEK, S.T., MORROW, III,1I., GUiLIL,

M., MAUREI, G., cd., American Society for Metals, Metals Park, Ohio, 1980, p. 205.
2. LEVY, M., FAIR[LL P., and PEiTIT, F. Oxidation of Some Advanced Single-Ciystal Nickel-Base Superalloys in Air

at 2000 F (1093 C). Corrosion, v. 42, no. 12, 1986, p. 708.
3. DOERING, ii. V., and BERGMAN, P. A.. Mat. Res. Stand, v. 9, 1%9, p. 35.
4. DILS, R. R, and FOLLENSBEE, P. S. Corrosion, v. 33, 1977, p. 385.
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contaminants, and temperatures). Very often, the deposits are sulfates containing sodium and calcium. Such
deposits can significantly affect the degradation of superalloys at temperatures of 1300°F (704fC) and above.
Another objective of this paper is to compare the Na2SO4-induced hot corrosion of the single crystal superal-
loys to DS MAR M 200 by using tube furnace tests at 1650°F (900°C) and 1300OF (7040C).

EXPERIMENTAL

Table 1 presents the nominal compositions of the alloys used in this study. To protect the proprietary rights of
the various alloy manufacturers that supplied material, the compositions are simply identified by a letter rather
than by their commercial name. A state-of-the-art directionally solidified alloy (DS MAR M 200 with hafnium)
has been included for comparison purposes.

Table 1. NOMINAL COMPOSITIONS OF ALLOYS (WEIGHT PERCENT)

Designation NI Cr Co Mo W Ta Ti Al Cb HI

Alloy A bal 10 5 4 12 1.5 5
Alloy B bal 7.5 4 0.5 7.5 6 0.9 5.5 0.1
Alloy C bal 8 5 0.5 8 6 1 5.5

DS MAR M 200 bal 8.75 10 12 2 5 1 3

All of the alloys were received as 1.3 to 1.6 cm (0.5 to 0.63 in.) diameter rods. From these rods, specimen discs
1.3 cm (0.5 in.) in diameter and 3 mm (0.118 in.) thick were fabricated. These discs were polished through 600
grit SiC paper, scrubbed with hot soapy water, and rinsed with acetone before using in the cyclic oxidation and
hot corrosion tests. The burner rig specimens were also machined from these rods. Their bases were cylindri-
cally shaped, 1.3 cm (0.5 in.) in diameter, and 2.4 cm (0.95 in.) long. The remainder of these specimens were 8
cm (3.15 in.) long and wedge shaped. The leading edge of the wedge had the curvature of the original cylinder,
and an average length of 3 cm (1.2 in.). The trailing edge had an average length 0.3 cm (0.12 in.) and the center
was about 1.3 cm (0.5 in.) from the center of the leading edge. The surfaces of the burner rig specimens were
not polished after final machining to a 90 RMS finish.

The laboratory tube furnace apparatus that was used for the cyclic oxidation and cyclic hot corrosion tests has
been described previously. It consists of an electrically heated vertical tube furnace with the bottom sealed to
inhibit convective flow. A suspension chain and an electrically motorized arm are used to move the specimens
cyclically into and out of the hot zone of the furnace through the top end. The specimens remain in the hot
zone for 30 minutes and thern in the cool zone (just outside the furnace) for 5 minutes, where they cool to 212OF
(100°C). The cyclic oxidation tests were performed at 20000F (10930C) and 1650°F (900°C) in air. The cyclic
hot corrosion tests employed temperatures of 1650°F (9000C) and 13000F (7040C) in air. The specimens usual-
ly were examined after every 20 hours of exposure; however, when the attack was not substantial, exposure and
observation intervals of 150 hours were used. The specimens were examined using a low power microscope and
weighed. In the case of the hot corrosion tests, the specimens were coated with about 1 mg/cm 2 of Na2SO4.
This deposit was applied by heating specimens to 250OF (121 0C) and spraying them with an aqueous mist
saturated with Na2SQ4. The specimens were coated with the deposit at the beginning of the test. They were
washed in hot water at each observation period prior to weighing. A new deposit was applied just prior to the
next exposure.

The burner rig was used only to assess the oxidation behavior of the alloys at 2000°F (10930C). This type of rig
has been described in the literature.3'4 It consists of a combustor with the specimens placed on a rotating plat-
form in front of the nozzle from which the hot gases emerged. The specimens wcre exposed at test tempciaturc
for 12 minutes and then exposed to forced air cooling for 4 minutes. The fuel was JP5. The specimen platform
held eight erosion bars and it was rotated at 120 rpm. The specimen temperature Aas measured by using a t\o
color pyrometer (Ircon Modline).
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All of the alloys subjected to oxidation or hot corrosion conditions in each of the test methods were sectioned
and mounted using standard metallographic techniques. When etching was required, AG21 (50 cm3 lactic acid,
30 cm3 HNO3, and 2 cm HF) was used. All specimens were examined by optical metallography and scanningclcctron microscopy (SEM).

RESULTS AND DISCUSSION

Characterization of the as received specimens

The four cast alloys identified in Table 1 were solution hcat treated at 2350OF to 2400°F (12880C to 13150C) for
two to fo. hours and then air cooled. The resulting microstructures have been described in previous
papers. ' All of the single crystal alloys contained a fine (0.2 -0.51) dispersion of y' particles in a V matrix. In
addition, these alloys contained a much larger globular shaped y' (enriched in Ta and W). The former y' was
formed upon cooling below the solvus of the y-phase, whereas the latter evidently developed during freezing of
the liquid, and is often referred to a eutectic V'. The MAR M 200 alloy contained fine y', eutectic y' at grain
boundaries, and carbides, all in a matrix of y-phase.

Cyclic oxidation

The cyclic oxidation was performed at 2000OF and 1650OF (1093C and 900PC). In the case of the testing at
2000°F (1093°C), weight change data are presented in Figure 1 for both burner rig and tube furnace tests. If
weight loss is used as a means of comparing the alloys in these tests, both tests give the same ranking of the
alloys. In particular, MAR M 200 has undergone more degradation than any of the single crystal alloys. For
both tests, all of the single crystal alloys require at least twice the exposure time as MAR M 200 to have the
same weight loss. In the case of the tube furnace test, there is not a significant difference in weight loss between
any of the single crystal alloys. The burner rig data show smaller losses for Alloy A than for Alloys B or C. The
ranking of the oxidation resistances of the single crystal alloys must be done with care since the differences in
weight losses are not large, and all the oxidation products may not spall from the specimen surfaces. Optical
metallographic and scanning electron microscope observations of the exposed specimens also must be con-
sidered in making these comparisons.

In Figures 2, 3, 4, and 5, photographs are presented to compare the microstructural features that developed
during the degradation of MAR M 200 and the single crystal alloys in the tube furnace test and in the burner
rig. Photographs to show the degradation of MAR M 200 after 250 hours in the cyclic oxidation furnace are
presented in Figure 2. A thick external scale has been formed and internal oxidation of the aluminum to form a
discontinuous subscale is evident. The etched specimen in this figure exhibits an aluminum depleted zone
below a thick external oxide scale and a subscale zone. The degradation microstructure of MAR M 200 after 80
hours in the burner rig test at 2000°F (10930C) is presented in Figure 3. The microstructural features
developed in this alloy are considered to be identical in both tests. The microstructural features that developed
in the single crystal alloys during exposure in the cyclic tube furnace and in the burner rig are presented in
Figures 4 and 5, respectively. Zones depleted of y' have been developed in both tests with localized regions
having thick scales of oxide. In the zones depleted of V', a phase having a platelet shape has been formed. This
phase does not develop in MAR M 200. It has been determined to contain nickel, tungsten, tantalum, and
molybdenum, and to be susceptible to preferential oxidation. With the exception of the platelet phase, the
microstructural features of the MAR M 200 are very similar to those of the single crystal alloys. As shown in a
previous paper,3 both MAR M 200 and all of the single crystal alloys are A1203 - formers when oxidized isother-
mally with different amounts of transient oxidation occurr:ng before these A1203 scales develop continuity.
Hence, in cyclic oxidation tests such as those used in the present investigation, the similarity between the
degraded microstructures is to be expected.

5. OBLAK, J. M., and OUCZARSKI, W. A. Celli!ar Recrystallization in a Nickel-Base Superalloy. Trans. Met. Sec. of

AIME. v. 242, 1968, p. 1563.
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The weight change data for the cyclic oxidation of the alloys at 1650F (X) 'C) are presented in Figure 6. ''he
weight change data are weight gains rather than the weight losses obtained at 2(X)0'F (1093('C). Moreover, the
weight gains of the single crystal alloys are significantly less than those for MAR M 200. Finally, the data for the
single crystal alloys appear to follow a parabolic rate law. This may he the case for MAR M 200 also, but only
up to about (XX) hours of testing. In Figure 7, the weight change versus time data for two of the single crystal
alloys (Alloys A and C) are plotted to show conformance with the parabolic rate law. Some scatter in the data
show that a small amount of cracking and spalling of the oxide scale has occurred. Nevertheless, it is apparent
that these data can be approximated by a parabolic relationship. Similar results were obtained for the other
single crystal alloy in the cyclic oxidation test at 16500F (W(XPC). If the scatter in the measurements is not con-
sidered, the three single crystal alloys have parabolic rate constants of 1.5 x 10' , 0.9 x 10" , and 1.3 x I0"f2 4 ,
(g /cm -S) for Alloys A, B, and C respectively. MAR M 200 conforms to the parabolic relationship for about
1000 hours and has a parabolic rate constant of 4.7 x 10-1" (g 2/cm 4-S). If data in the literature 6 for the growth
of A12O3 scales on Ni-Cr-Al alloys are used to obtain the parabolic rate constant for the growth of A1203 scales,
a value of 1.10 x 10-14 (g2/cm4-S) is obtained. The results show that the oxidation kinetics for Alloys A, B, and C
are controlled by the growth of A1203 scales. Parabolic growth may also be approached for the oxidation of
MAR M 200 for exposure times of 1(XX) hours and less. These conclusions must be substantiated by metal-
lographic observations since it is apparent that some cracking of the alumina scales is occurring during the ther-
mal excursions, and is responsible for the very small parabolic rate constant of Alloy A.

Figures 8 and 9 are typical degradation microstructurcs of MAR M 2(X) and one of the single crystal alloys after
3150 hours of exposure in the cyclic oxidation at 1650°F (9000C). The MAR M 20 specimen has a relatively
thick external scale above the subscale A1203 as showna in Figure 8. Evidence of nitride formation is visible
below this subscale zone in the zone which is denuded of ". Such microstructural features clearly show that this
alloy is no longer an A1203 - former. The microstructure typical of the single crystal alloys after exposure in the
cyclic oxidation test at 1650°F (9000C) is presented in Figure 9. Zones of y-phase adjacent to the surfaces of
these alloys which are denuded of y' have been formed. Moreover, zones of coarsened y' are also evident
beneath these y zones. The coarsening of the y' is being examined in more detail. Results available in the litera-
ture5 indicate that this coarsening of y' is due to recrystallization. Specimens of Alloy B were grit-blasted to cre-
ate a surface totally covered with coarsened X' upon recrystallization. The weight changes of such specimens
during isothermal oxidation at 2000°F (1093 C) and 1650°F (9000C) were not different from those of specimens
given the surface preparation described in the experimental section. The microstructure in Figure 9 is clearly
consistent with external protective scales of A1203 having been present on the surfaces of these alloys during
cyclic oxidation at 1650OF 900°Q), since no internal oxidation is evident. The cyclic oxidation data obtained at
2000°F (10930C) and 1650 F (900°C) show that the single crystal alloys have better oxidation resistance than
MAR M 200. This is the same conclusion that was obtained from the tube furnace cyclic oxidation tests at
20000F (1093 09 in a previous paper,2 however, these data have now been corroborated by the burner rig tests
at 2000 F (1093 C) and tube furnace cyclic oxidation testing at 1650°F (900°C). As discussed in a previous
paper, 2 the better oxidation resistance of the single crystal alloys results from the different compositions of
these alloys compared to MAR M 200, Table 1, rather than microstructural effects. The cyclic oxidation data
obtained for the single crystal alloys at 1650 0F (900C) show that these alloys may not need coatings for applica-
tions at temperatures below about 1600"F (871 C).

The results from the burner rig tests and the tube furnace cyclic oxidation tests are essentially the same. The
burner rig test is more severe and permits the differenc-s in performance among the alloys to be discerned
more quickly. It should be noted that the cycle used in the burner rig was such that more thermal cycling
occurred in this test. On the other hand, the tube furnace is a much cheaper test and much more amenable to
the controlled variation of critical parameters than the burner rig. The data obtained in the current investiga-
tion show that tube furnace cyclic oxidation can be used in place of burner rig oxidation tests. Longer times will
be required to produce the degradation, but the temperature and gas composition can be maintained at control-
led and defined levels throughout the test. Both of these tests must always be accompmied by dettiled metal-
lographic examination of the exposed specimens upon the conclusion of the test.

6. GIGGiINS, C. S., and Porn i'; s. J. Electrochem. Soc. v. 118, 1971, p. 1782.
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Cyclic hot corrosion

Weight change data for the Na2SO4 - induced hot corrosion of the alloys at 1650°F (900°C) in air are presented
in Figure 10. After about 100 hours, all of the alloys show large weight losses indicative of very severe hot cor-
rosion attack. Typical degradation microstructures for MAR M 200 and one of the single crystal superalloys
are presented in Figures 11 and 12. The microstructural features formed as a result of the hot corrosion of
MAR M 200 and the single crystal alloys are the same. All of the alloys had thick corrosion products composed
predominantly of oxides near the gas interface and of sulfides adjacent to the unaffected substrate. The hot cor-
rosion behavior of all of the alloys in this test is comparable. The hot corrosion degradation microstl.ctures are
typical of those that are observed on structural alloys for high temperature Na2SO4-induced attack.'

When hot corrosion testing is performed at 1300°F (7040C), the gas composition is a more critical parameter
than at 1650°F (9000C).? Furthermore, the composition of the salt deposit that is used is also important since
some deposits may be solid. The initial hot corrosion tests at 1300°F (7040 C) were performed using Na2SO4
deposits in air. After 100 hours of testing, all the alloys exhibited a few mllfigrams/cm of weight loss, which
shows that the deposit was affecting the hot corrosion process. Based on the cyclic oxidation data obtained at
16500 F (900 0C) for these alloys, very small weight gains would be expected for oxidation at 13000F (7040C). A
micrograph of a specimen exposed for 120 hours in this test is presented in Figure 13. The attack is small; never-
theless, there are some areas of localized degradation that show the deposit has affected the oxidation of all the
alloys. In this test, it was not possible to determine if one of the alloys had been attacked less than the others.

In order to attempt to accelerate the hot corrosion attack at 1300°F (7040 C), the tests were performed in air but
using a Na2SO4-45 mole percent MgSO4 deposit which is a liquid at 1300°F (704°C). The liquid deposit of
Na2SO4-45 mole percent MgSQ4 caused much more severe attack of the alloys at 1300°F (704°C) than Na2SO4.
Weight change versus time data for this test is presented in Figure 14. The specimens were washed and brushed
to remove loose corrosion products before weighing. Very substantial weight gains or losses for exposure at
13000F (7040 C) have been obtained (Figure 14). Even though some specimens gained weight and others lost
weight, the magnitude of the weight changes are very large compared to those produced d. - oxidation. All
of the alloys have undergone very severe hot corrosion degradation, In Figure 15, the microst.cture of Alloy C
is presented after 120 hours in the hot corrosion test using the Na2SO4 45 mole percent MgSO4 composition.
Some of the corrosion products have spalled from the surface of this specimen. Comparison of this microstruc-
ture to that presented in Figure 13 shows much more attack has occurred with the Na2SO4-45 mole percent
MgSO4 deposit. In Figures 16 and 17, the microstructures of MAR M 200 and one of the single crystal alloys
are presented upon termination of the cyclic hot corrosion tests using deposits of Na2SO4-45 mole percent
MgSO4 after 750 hours. The amount of attack is extremely severe for all of the alloys, but a ranking is not pos-
sible. Tungsten and tantalum were detected in the corrosion products by energy dispersive analysis. It is not
the purpose of this paper to attempt to develop models for the hot corrosion of these alloys. A liquid deposit
produces more attack of these alloys. Based upon data available in the literature, the hot corrosion of these al-
loys should be affected by their refractory metal content. It, therefore, is proposed that the rapid hot corrosion
is caused by the liquid deposit reacting with oxides of the refractory elements in these alloys.

At 13000F (7049C), the hot corrosion of many alloys becomes more severe as SO3 is added to gas mixtures con-
taining oxygen. Such a test is not really critical to the hot corrosion of the alloys studied in this program because
very severe attack of all of the alloys occurred in air. Nevertheless, in order to provide a comparison, one of the
single crystal alloys was coated with deposits of NaJSO4-45 mole percent MgSO4 and exposed isothermally at
13000 F (7040C) to oxygen containing S03 at 3 x 10' atm. The weight change as a function of time for one of
these specimens is presented in Figure 18. The weight change data show that very significant attack is occurring
since virtually no weight change would be observed for this alloy in the absence of the deposit at this

7. BORNSMEIN, N. S., and DECREISCENI F, M. A Trans. Met. Soc. AIME, v. 245, 1969, p. 1947.
8. SEYBOIT, A. U. Trans. TMS-AIME, v.242,1968, p. 1955.
9. BARKALOW, R. I1., and mui ni, I,. s. Proc. of the 4111 Conference on Gas Turbine Materials ;n a Marine Environ-

nzent. Naval Sea Systems Command, Annapolis, MD, R. v. 493, 1979.
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temperature. A photomicrograph of the specimen exposed to the conditions described in Figure 18 is
presented in Figure 19. Very substantial attack is evident after an exposure time of 24 hours. A specimen of the
alloy that was used in the experiment with Na2SO4-45 mole percent MgSO4 deposit and exposed at 7000F in
oxygen with S03 was also exposed under the same conditions but with no deposit on its surface. The resulting
weight change after 20 hours is indicated in Figure 18. This weight change is very small. The absence of attack
was also confirmed by visual examination of the specimen upon conclusion of this test. These results shown that
the liquid deposit is the most important parameter in causing the hot corrosion attack of the alloys rather than
the composition of the gas. The attack may be more severe when S03 is present in the gas, but also occurs at an
unacceptably high rate in air. In the case of hot corrosion resistant coatings, the composition of the gas is criti-
cal, and S03 is required for attack to occur. In the case of nickel-base superalloys, however, the presence of
refractory metal oxides must be a sufficient condition to cause severe hot corrosion attack even in the absence
of SO3.

CONCLUSIONS

Nickel-base alloys have been tested at 2000°F (1093°C) in cyclic oxidation tests using a tube furnace and a
burner rig. The same ranking of the alloys was obtained in both tests with the single crystal superalloys having
better oxidation resistance than the dircctionally-solidified alloy MAR M 200. These results show that tube fur-
nace tests can be used in place of burner rig tests to rank alloys providing that the tests are accompanied with
detailed metallographic examination of the exposed specimens. This ensures that the conditions produce
degradational microstructures similar to those of the burner rig or the service application of interest.

Oxidation tests at 1650°F (9000C) using the tube furnace produced a ranking of the alloys consistent with the
2000°F (1093 0C) results and showed that the nickel-base single crystal alloys had protective scales of A12 0 3 that
did not extensively crack or spall after 3000 hours of cyclic oxidation. The single crystal alloys probably can be
used uncoated for applications involving oxidizing conditions and temperatures below 1650 F (9X0C).

All of the alloys were severely degraded when a liquid sulfate deposit was placed upon their surfaces at 16500F
(9000C) and 1300OF (7040 C). There is no significant difference between the hot corrosion resistance of these
alloys when tested in air or in oxyger with SO3, provided a liquid deposit was present in both cases. All of the
alloys would require a coating if they were to be exposed to any type of hot corrosion conditions at tempera-
tures of 1300°F (704 0C) or higher.
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Figure 2. Typical microstructure that developed Figure 3. Typical microstructure that developed
during cyclic oxidation of MAR M 200 in the during cyclic oxidation of MAR M 200 In the
tube furnace test at 2000OF (109300). burner rig at 2000OF (109,10C).

40 p

Figure 4. Typical microstructure that developed
during cyclic oxidation of single crystal superalloys
in the tube furnace at 20000F (1093C), (Afloy B).



Figure 5. Typical microstructure that developed
during cyclic oxidation of single crystal superalloys
at 16500F (90000).
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Figure 6. Weight change data for the cyclic oxidation of the alloys at 1650OF (90000).
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Figure 7. Meight change squared versus time data for Alloy A and C.
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Figure 8. Typical miorostructural features developed Figure 9. Typical microstructural features developed
on MAR M 200 after 3150 hours of cyclic oxidation at on all of the single crystal superalloys after 3150 hours
1650OF (90000). of cyclic oxidation at 1650OF (9000).
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Figure 10. Weight change data for the Na2SO4.induced hot corrosion
of the alloys at 1650°F (9000C) In air.

Figure 11, Typical features observed after exposure Figure 12. Typical features observed after exposure of
of MAR M 200 in the cyclic hot corrosion test at the single crystal alloys in the cyclic hot corrosion test
1650°F (1093°C). at 1650OF (10930C), a) corrosion products, b) sulfides

at corrosion products -alluy interface.
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Flgure 13. Typical microstructural features that dev-
eloped on MARI M 200 and on the single crystal
alloys after 120 hours of cycio hot corrosion at 1300OF
(70400) using deposits of N82SO4 (Alloy B).
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Figure 15. Photomicrograph of Alloy C after 120 hours Figure 16. Photomicrograph showing microstructures
in the cyclic hot corrosion test at 1300OF (7040C) using of MAR M 200 upon conclusion of the cyclic hot cor-
Na2SO4.45 mole percent Mg S04 deposit. rosion test (750 hours) at 1300°F (7040C) using

deposits of Na2SO4-45 mole percent Mg SO4.

I-4

200j

Figure 17. Photomicrograph showing microstructures
of Alloy A upon conclusion of the cyclic hot corrosion
test (750 hours) at 1300OF (7040C) using deposits of
Na2SO4-45 mole percent Mg SO4.
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Figure 18. Weight change versus time data for the Isothermal hot corrosion (Na2SO4-45 mole
percent Mg S04 deposit) of a single crystal alloy (Alloy B) at 130OPF (70400) In oxygen with an
SO3 pressure of 3 x 10*5 atm. Data are also presented for the alloy exposed to the same conditions
but with no deposits on Its surface.

Figure 19. Typical photomicrograph of single crystal alloy after exposure to hot corrosion
conditions at 130OPF (70400) with oxygen containing SO3i at a pressure of 3 x 10'5 atm.
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EFFECTS OF HIGH TEMPERATURE EXPOSURE
ON THE PERFORMANCE OF ELECTROLESS NICKEL
AS A CORROSION RESISTANT COATING ON STEEL

R. D. Daniels and H. B. Harpalani
University of Oklahoma
Norman, Oklahoma 73019

Corrosion induced failures of steel aircraft
components plated with electroless nickel indicate
that embrittlement and cracking of the coating
caused by heating can aggravate the corrosion
problem on the steel. Studies were made of the
changes in structure and hardness of electroless
nickel after heating to temperatures that are
encountered in service. Electroless
nickel-phosphorus coatings in three phosphorus
composition ranges were studied, 1-3 wt% P, 6.5-8
wt% P, and 10.5-11 wt% P. The coatings as
deposited are microcrystalline or amorphous.
Recrystallization and grain growth (often with
preferred orientation) and precipitation of
nickel-phozphide, Ni3P, occur with increasing
temperature. Peak hardness is produced by heating
to about 350°C. Maximum hardness is independent of
phosphorus composition. Heating above 400°C
softens the material; the lower the phosphorus
content the greater the softening. Ni3P becomes
the matrix phase for the two higher phosphorus
compositions. The results suggest that the low
phosphorus coating may be successfully employed in
the 300-4000C temperature range if it is
preconditioned by heating to an overaged condition.

INTRODUCTION
Aircraft jet engine cartridge starter assemblies made of steel
are plated with electroless nickel to protect them from
atmospheric corrosion. In analyzing service failures of the
starter breech chambers, it has been observed that structural
changes, hardness changes, and cracking have occurred in
electroless nickel coatings exposed repeatedly to temperatures
above 300 0C [1,2,3]. Such temperatures are routinely encountered
on the chamber dome surface each time a solid fuel cartridge is
burned in the chamber. The structural changes embrittle the
coating. Cracking of the coating appears to occur by a process
of thermal fatigue.
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Electroless nickel is a barrier type coating, providing
protection from corrosion for the substrate by sealing it off
from the environment. It provides excellent corrosion resistance
in the atmosphere and in many other environments so long as the
barrier remains intact. However, a cracked coating can promote
localized corrosion on a steel substrate through galvanic action
since the coating is more noble than the substrate, Figure 1.

Electroless nickel plating is produced by reduction of nickel
from aqueous solution with a suitable reducing agent [4]. The
usual source of nickel is nickel sulfate and the reducing agent
is sodium hypophosphite. The deposit is an alloy of nickel and
phosphorus. Phosphorus content can range from 1 to 12 wt% and is
determined by the solution temperature and pH. The electroless
nickel coating on the steel breech chambers contains 9-10 wt% P.

The mechanical properties of an electroless nickel coating are
sensitive to its phosphorus content and to exposure at elevated
temperatures [5]. The phosphorus content also influences the
resistance of the coating to corrosion in chemical environments
[6). Experience with the aircraft starter breech chambers
suggested a need to reexamine the effects phosphorus content and
elevated temperature exposure on the structure and properties of
electroless nickel to determine if coatings more tolerant of
thermal cycling could be produced.

EXPERIMENTAL PROCEDURES
Electroless nickel coatings in three phosphorus composition
ranges were studied, 1-3 wt% P, 6.5-8 wt% P, and 10.5-11 wt% P.
The samples were prepared by Enthone, Inc., West Haven,
Connecticut. The plating process has been described by Tracy et
al. [6). The coatings were plated on 0.15 cm thick coupons of
1010 steel to a thickness of 25 pm. The coupons were cut into
1.5 cm x 2.5 cm x 0.15 cm specimens for heat treatment.
Specimens were heated in an air furnace at ten temperatures over
the range from 235 0C to 8000C, with closer temperature intervals
in the region of significant hardness changes. Specimens were
heated for one hour and then cooled in ambient air.

Specimens for hardness and metallographic examination were
mounted in cross section and wet ground and polished. Specimens
for x-ray diffraction analysis were lightly ground and polished
on the coating surface to remove tarnish. For microstructural
examination the cross-sections were chemically etched. Nital (2%
nitric acid in methanol) was suitable for specimens heated above
400°C, but it was necessary to use a special etchant ( 5g NaCN
and 5g (NH4)2SO4 in 100ml water) for as-plated specimens and
those given the lower temperature heat treatments.

Hardness was determined on the coating cross section using a
Wilson "Tukon" microhardness tester with a Knoop indentor. The
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load obtained with a 200 g mass was used to measure the hardness
of the coatings with 1-3 wt% and 6.5-8 wt% phosphorus. This load
caused cracking in the 10.5-11 wt% coating heated at 3506C, so a
mass of 100 g was used with specimens of this composition. There
was reasonable agreement between hardness values obtained with
100 g and 200 g masses below 350"C. Hardness measurements are
reported in units of KHN200.

A recording x-ray diffractometer with copper Ka radiation was
used to obtain x-ray diffraction patterns of the as-plated and
the plated and heated specimens for each phosphorus composition.
Specimens were scanned over the diffraction angle 26 from 30
degrees to 100 degrees at intervals of 0.05 degrees 29 for a
period of one second. Pole figures to determine preferred
crystallographic orientations in the coatings were obtained for
selected specimens [7].

RESULTS AND DISCUSSION
The hardness of the electroless nickel coatings following
exposure to elevated temperatures is presented in Figure 2.
Hardness is plotted versus temperature for each of the three
coating compositions. The coating with 1-3 wt% phosphorus has a
higher hardness in the as-plated condition than the 6.5-8 wt% P
and 10.5-11 wt% P alloys, 850 KHN200 compared to about 650
KHN200. All three coating compositions showed increasing
hardness when heated and achieved maximum hardness at about
350"C. The maximum haedness of about 1000 KHN200 was independent
of composition. Above 400"C the hardness decreased. The
hardening can be attributed to a precipitation hardening
reaction.

X-ray diffraction patterns obtained on the as-plated coatings are
presented in Figure 3. The diffraction pattern for 1-3 wt% P
coating, Figure 3(a), exhibits two major diffraction peaks which
index as the (111) and (200) reflections of the nickel phase.
The diffraction patterns for the 6.5-8 and 10.5-11 wt% P
coatings, Figures 3(b) and 3(c), exhibit one broad diffraction
peak characteristic of an amorphous material.

The x-ray diffraction patterns obtained after heating the
coatings for one hour at 385°C are presented in Figure 4. The
diffraction pattern for nickel is now more well defined in the
1-3 wt% P coating, Figure 4(a), making it possible to index the
(220), (311), and (222) reflections. No second phase is in
evidence. In the 6.5-8 and 10.5-11 wt% P coatings, Figures
4(b) and 4(c), the nickel phase is now well defined but a second
phase is also present. This second phase was indexed as
body-centered tetragonal, with lattice constants ao = 8.9739
angstrom and co = 4.3974 angstrom. This is nickel phosphide,
Ni3P (8].
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The diffraction patterns obtained after heating the coatings for
one hour at 800°C are presented in Figure 5. Evidence of a small
amount of the second phase is present in the 1-3 wt% P alloy,
Figure 5(a). This is expected since the maximum solubiltiy of
phosphorus in nickel is reported to be 0.17 wt% (9]. Increasing
amounts of the Ni3P phase are present with increasing phosphorus
content in the coating. The diffraction peaks for the Ni3P phase
are indexed on the patterns in Figures 5(b) and 5(c).

There is evidence for development of preferred orientation or
texture in these coatings, i.e., a non-random clustering of
crystallographic orientations of grains about some particular
orientation. This is evident from a consideration of the
relative intensities of the (111) and (200) lines in the 1-3 wt%
P coating. The relative intensities shift with annealing
temperature as can be seen by comparing Figures 3(a), 4(a), and
5(a). Results of a detailed study of the as-plated textures and
the textures produced by annealing the coatings are reported
elsewhere (7].

Metallographic examination of as-plated coatings in cross-section
revealed a laminated structure with the laminations parallel to
the substrate surface. This structure was obtained regardless of
phosphorus content, Figure 6. The laminations are probably the
result of periodic variations of phosphorus composition as the
coating is deposited on the substrate. After heating to 400°C,
remnants of the laminated structure persist, but evidence of a
two phase mixture of nickel (containing very little phosphorus in
solution) and the intermetallic compound nickel phosphide is
present. After heating at 8000C, an equilibrium distribution of
the two phases is produced. In the low phosphorus coating,
nickel is the matrix phase. In the high phosphorus coating,
nickel phosphide becomes the matrix phase, Figure 7. In the
6.5-8 wt% P coating neither phase is continuous across the entire
thickness of the plating, but nickel phosphide appears to be the
matrix phase at the coating/substrate interface. This may be a
consequence of some diffusion of nickel into the iron substrate.

Most studies of the mechanical properties and corrosion
resistance of electroless nickel have been concerned with the
as-plated coatings. This has lead to the conclusion that high
phosphorus coatings have greater ductility than low phosphorus
coatings and that their corrosion resistance is superior [4].
This may be the case when the coating is amorphous or
microcrystalline as are the two higher phosphorus coatings
studied here. (Note the lower hardness of these compositions in
the as-plated condition, Figure 2). However, when nickel
phosphide is formed the situation is changed. Nickel phosphide
is a brittle phase and produces a brittle coating even in the
overaged condition where the hardness is determined by the
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relative amounts of the two phases in the microstructure [5].
This can be seen in Figure 2 for specimens heated to 800oC.

For materials which will be subjected to elevated temperatures in
service sufficient to produce a microstructure with a brittle
nickel phosphide matrix, the advantages of the phosphorus content
will be lost if the coating cracks through a process of thermal
fatique. A lower phosphorus coating may be more appropriate
under such circumstances. Its corrosion resistance is still
good, generally superior to that of pure nickel (4), and the
microstructure produced by heating to the overaged condition will
produce a more ductile, crack resistant coating.

CONCLUSIONS
Cracking of high phosphorus electroless nickel coatings in
applications where the coatings are subjected to elevated
temperatures indicated the need to consider coating compositions
more resistant to thermal fatigue. Evaluation of low, medium and
high phosphorus content coatings for structural changes produced
by heating indicated that the low phosphorus-coating, 1-3 wt% P,
may be the most suitable for this application. A matrix of
nickel can be produced by heating the coating into an overaged
condition, i.e., above 4006C. In this softened condition
the low phosphorus coating should be more resistant to cracking
during thermal cycling than the higher phosphorus coatings.
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Fig. 1. Localized corrosion of steel under cracks in electroless
nickel coating.
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Fig. 2. Hardness of electroless nickel coatings after annealing

at the temperatures indicated.
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Fig. 5. X-ray diffraction patterns obtained on electroless
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Fig. 6. Cross-section through as-plated electroless nickel
coating with 9 wt% phosphorus (from Reference 8). NaCN-(NH4 )2SO4
etch. Magnification 400X.

Fig. 7. Cross-section through electroless nickel coating of same
composit. on as Fig. 6, after annealing at 800oC for 1 hour. In
this two-phase structure the lighter etching is nickel. The
darker phase is Ni3P. 2% nital etch. Magnification 400X.
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PROTECTIVE COATINGS FOR OPTICAL FIBERS

J. COVINO
RESEARCH DEPARTMENT
NAVAL WEAPONS CENTER

CHINA LAKE CA. 93555-6001

Optical fibers are being used in varied environments for commu-
nication links. Among the harsh environments seen by fibers
today are: salt water, cold/hot temperatures, high speeds and
dynamic high shock environments. In order for a data link to be
effective in these environments the fiber and the coating must be
well designed. This paper addresses fiber properties and
coatings designed for these environments. Among some of the
desirable properties are: moderate to high strength, small bend
radius, and small dB losses while the fiber is in use. The coating
on the other hand must be very effective in protecting the fiber
from the environment. Coatings should be "hermetic", very light
weight, shock resistant, and stable at both low and high temper-
atures.

INTRODUCTION

Communication in today's societies is not only essential but also technologically quite
complex. Many forms of communication systems have appeared over the years. The
principal motivations behind each new system was either to improve the transmission
fidelity, to increase the data rate so that more information could be sent, or to increase
the transmission distance between relay stations. Communication today can be made
at a multitude of frequencies ranging from radio, millimeter wave, infrared, visible
trough ultraviolet.1-2 Communication using an optical carrier wave guide along a glass
fiber has become extremely attractive. Among some advantages of such a data link
are:3

1. Enormous potential band width
2. Small size and weight
3. Electrical isolation
4. Immunity to interference and cross talk
5. Signal security
6. Low transmission loss
7. Ruggedness and flexibility
8. System reliability and ease of maintenance
9. Potential low cost
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Due to the attractiveness of optical fiber data links for military applications, much
emphasis has been placed on the evaluation of their assets and limitations. Optical
fibers are being investigated for use in a variety of environments. These environments
range from salt water, cold/hot temperatures, high speeds to dynamic high shock.
However, in order for a data link to be effective in these environments, the fiber and its
coating must be well designed. This paper addresses some fiber properties and
coating designs for these environments.

The paper is divided into two areas. The first area discusses the use of a single mode
fiber for "Pay-out" environments. These environments are at high speeds and involve
extreme temperature fluctuations. The data presented addresses the basic mechani-
cal properties of these fibers and properties of a few protective coatings which are
being considered for such environments. The second area will address the use of the
Sol-Gel method for the development of a protective coating which is impermeable to
water and can also withstand large temperature gradients.

FIBER MECHANICAL CHARACTERIZATION

Conventional tensile tests were made on three different fibers. Details on the mea-
surement techniques and background for these measurements are found elsewere.4-8
The fiber lengths used for these measurements were 25 inches long. The data from
these measurements is tabulated in Table I. All fibers had a cladding size of 125 Am.
Fiber A and Fiber B had a ultraviolet (UV) cured acrylate coating of 125 Am making the
total diameter of the fiber 250 Am. Fiber C was a hermetic coated fiber with cladding
size of 125 Am.

Table I shows the UV cured acrylate coated fibers are about 100 kpsi stronger than the
"hermetically" coated fiber. This implies that the process used to apply the "hermetic
coating is possibly degrading the quality of the Si0 2 fiber.

TABLE I. Ultimate Tensile Strength for the Three Different Fibers.

ULTIMATE TENSILE
FIBER TYPE STRENGTH

(kpsi)

A 687-718

B 640

C 563
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Bend measurements were also performed on the three different fibers. As a fiber
unspools during a "pay-out" test it would be expected to experience a bending radius
where it leaves the spool. In order to simulate this, tensile tests were performed on the
fibers about a bend. Fibers were pulled with a 90 degrees bend around pins of
varying diameter. The fiber lengths used in these experiments were 25 inches.
Frictional effects were neglected. Figure 1 illustrates the ultimate tensile strength
versus fiber bend radius about a pin for the three different fibers. As can be seen from
these measurements, the "hermetically" sealed fiber is also less bend resistant when
compared to the UV cured acrylate coated fibers. Note that the fracture stress
measured by this method at the larger diameters (above 0.65 inch) is essentially the
same as the measured ultimate tensile strength for these fibers (see Table I).

Measurements were also made of the fibers to evaluate the number of revolutions
required for a given fiber under a fixed load to fail. These measurements were made
in order to simulate the twisting that a fiber undergoes during unspooling off of a
bobbin. The data is tabulated in table II.

TABLE II. Twisting Measurements Under a Given Load for the Three Different Fibers.

Fiber Type Load (Ibs) Number of Revolutions Ultimate
to Break Tensile Strength

5 238 255
A

10 130 510

5 191
B

10 121 ....

5 127 255
C

10 54 510

The data in table II illustrates that Fiber C is less resistive to twisting under a given load
when compared to Fibers A and B. However, when looking at the ultimate tensile
strength of Fiber A verses Fiber C at failure for either a 5 lbs or a 10 lbs load the values
are identical. This indicates that if a fiber fails in a torsional mode it is the SiO 2 core
that fails and the buffer coating does not appear to enter into the failure mechanism.

322



The data from all three mechanical measurements presented show that the "hermetic"
fiber (Fiber C) is weaker than the other two fibers (Fiber A and B) under all types of
load conditions. The UV cured acrylate coating appears to be more shock and stress
resistive. However, Fiber C, because of its hermeticity, can withstand temperatures
well above 5000C and still maintain its optical integrity while Fibers A and B start to
degrade at temperatures ranging from 300 to 5000C. Furthermore, Fiber C is expected
to have better aging properties due to the nature of the protective coating.

Fibers of the same class as Type A and Type B were first wound on a bobbin and than
subject to unspooling ("Pay-out") at high speed. Scanning Electron Microscopy (SEM)
photographs were taken of the fibers at points at which failure took place. Represen-
tative SEM photographs are included in this paper for Fiber B only. However similar
observations have been made for Fiber A. Figure 2a and b are SEM images of Fiber B
after it has been damaged. Figure 2a shows the glass (g) and buffer (e) regions along
with the probable region of fracture initiation (arrow). Figure 2b is a high magnification
view of the fracture initiation site (arrow). What appear to be diametrically opposed
projections of the buffer coating in figure 2a are actually regions of adhesive.

Figure 3 is an SEM of the fiber taken at 45 degrees from the fiber axis, showing the
extensive damage in the buffer region and the initiation site (arrow). Figure 4 a and b
are also SEM images of the buffer coating showing extensive damage in a region
away from the fracture site. Such damage could have taken place from possible
chemical reactions of the buffer with the adhesive used to hold the fiber on the bobbin
or from high temperatures reached during "pay-out" of the fiber. The damage could
have also been caused by mechanical means. Either by a scoring of the fiber during
spool manufacture or by hitting a sharp object during "pay-out".

Most of the fracture surfaces seen in micrographs of damaged fibers of both Type A
and Type B fibers exhibited brittle cleavage patterns. Inclusions or regions of high
porosity were not observed in the core material. In most cases, some debris was
present on both the glass fracture surface and the buffer material. By energy disper-
sive X-ray (EDX) capability of the SEM, the debris was analyzed as being mostly
silicon (from the fracture of the Si0 2 fibers). Most of the fracture surfaces exhibited
extensive damage and the fracture initiation site could not be determined. However, a
few fiber breaks showed the mirror (k), mist (I) and hackle (m) regions indicative of a
glass fracture surface as illustrated in figure 5. It has been demonstrated by
Mecholsky et. al. 6 and Jonhson et. al. 7 that a linear relationship exists between flaw
size and mirror radius. Flaw size relates to the fracture stress of a material in the
following relationship: 6-7

Constant = Fracture Stress x (Mirror Radius) 12

Constant used for SiO 2 glass = 270 kpsi (M)1/2
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For the fracture in Figure 5 a mirror radius of 8 microns was measured and a fracture
stress of approximately 96 kpsi was calculated using the above equation. An average
stress of 50-100 kpsi was calculated for both Fiber A and B. Other fracture morphology
observation of similar fibers in high speed/dynamic environments are indicative of a
high stress failure (see fig 6a. and 6b.). In Figure 6a cracks in the buffer are indicated
with arrows. Figure 6b is a higher magnification of Figure 6a showing the core (glass)
of the fiber. The fracture initiation site could not be located although the general direc-
tion of the crack movement is probably as indicated by the arrow (Figure 6b.). The
fracture surface in this break appears most likely what one would expect for a high
stress fracture.

Such fracture probably originated on the site of the fiber where cracks in the buffer
were observed. What is significant in this data is that during actual use of the fiber two
things happen. These are: a) the strength of the fiber drops an order of magnitude
and b) the UV acrylate protective buffer does not offer much protection to the fiber. In
the case of acrelate coated fibers, the damage of the coating is manifested by
deformation while in the case of the "hermetic" coated fiber damage of such coating
would most likely propagate throught the fiber causing the fiber to shatter. At times the
buffer becomes damaged, or separates from the fiber thus introducing stresses or
damage sites for the fiber to fail. Similar data for the "Hermetic" coated fiber is not
presently available due to the lack of availability of such material. However, since the
coating material is brittle and hard the failure processes might be totally different.

SOL-GEL DEPOSITED PROTECTIVE COATINGS FOR S102 FIBERS

The "Sol-Gel" process 9 is one in which the final product is obtained from reactive
precursor materials (such as metal organics or metal alkoxides) by chemical or
thermal means. This process involves the formation of a solution or colloidal
suspension (SOL) followed by a gelling stage (GEL) prior to the conversion to the final
product. The Sol-Gel process offers the means to coat these fibers by simple dipping
techniques during production as well as to "fine tune" the chemical bonding of these
coatings onto the fibers for strength and durability in harsh environments. There are
many fiber optical communication applications which can only be made possible if
truly "hermetic" sealed coatings for SiO 2 fibers which are durable, nonpermeable to
moisture, do not degrade the optical quality of the original fiber, are cost effective and
available. Materials of choice for the SiO 2 fiber coatings are lithium aluminum silicate
(LAS) glass ceramics having the stuffed b-quartz structure. These materials have
crystalline phases which range from 60 to 100% and show low helium permeability.
They have low thermal expansion coefficient with a varying from ± 10.8 to 10.6 in the 0
to 600K temperature range. 10

Figure 7 shows SEM pnotograph of the uncoated and coated SiO 2 fibers. The coated
fiber was coated with the LAS-like gel after dipping in 49% hydrofloric acid (HF) solu-
tion. Details on the synthesis and coating application have been reported
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elsewhere.1 1 Figure 8a and 8b are SEM photographs taken at larger magnifications
of the coated fiber. As it can be seen from the SEM photographs, the coating is well
dispersed on the fiber (Fig 8 (a and b)) making virtually total covering. Figure 8b
shows that the surface of the fiber is undamaged from the acid treatment, even when
49% HF is used.

Basic observation during the coating process suggested that the more viscous gels
gave thicker coatings which were more likely to crack and unbound during drying,
while the less viscous gels gave thinner coatings which dried more uniformally and
were less likely to crack.

It was determined that the coating adhesion and/or quality depends on:
1. Type and viscosity of the gel
2. Pretreatment of the SiO 2 fiber
3. Drying/annealing profile of the coated fibers (slower heating rates showed better

coating adhesion).
4. Coating thickness

X-ray diffraction data on the coated fiber showed that the coating remained non-
crystalline up to 8000C. Above 8000C, the coating appears to crystallize and separate
from the fiber.

CONCLUSIONS

In the first section of this paper, an overview of critical properties necessary for a fiber
optic data link used in military environments has been presented. It has been shown
that a variety of thermal and mechanical properties both of the fiber and of the coating
are very important. The data presented shows that what appear to be improvements
on the coating (for example "hermetic" coating) might ultimately degrade the
mechanical properties of the fibers.

In the second section of the paper, a synthetic method for coating applications has
been addressed. The data presented illustrates that the Sol-Gel offers the means to
coat fibers by simple dipping techniques during production and to "fine tune" the
chemical bonding of the coating to the fiber for strength and durability. It also offers a
cost-effective and mass-production method to coat fibers during the drawing stages.
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*Figure 2. SEM images of Fiber B

after it has been damaged from
a) "pay-out" experiments, a) Shows

the glass (g) and buffer (e) regions,

along with the fracture initiation site
(arrow). b) Shows a high magnifi-
cation view of a with the fracture
initiation site indicated with an
arrow.

b)

Figure 3. SEM photograph of Fiber
B taken 45 degrees from the fiber
axis showing the fracture initiation
site (arrow) and extensive buffer
damage.
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a)

Figure 4. SEM images of fiber B
taken 45 degrees from the fiber axis
showing an extensively damaged
buffer in a region away from the
fracture site. b) shows a higher
magnification view of a).

Figure 5. High magnification SEM
photograph of.Figure 2 showing the
mirror (k), mist (I) and hackle (m)
region of the fracture surface.



a) Shows the glass (A) and buffer
(B) regions of the biber. Cracks in
the buffer are indicated with arrows.

b) Higher magnification view of e
showing the glass portion of the fibei
The arrow indicates direction of crac
growth.

Figure 6. Representative SEM photographs of a high stress failure in Fiber B.
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uncoated coated

Figure 7. SEM Photograph of the
SiO 2 fiber uncoated and coated with
an "LAS-like" coating using the Sol-
Gel Method.

a)

Figure 8. Higher magnification
SEM photographs of the SiO 2 "LAS-
like " coated fiber, a) Shows the
coating surface. b) Shows the
smooth interface between the fiber
and the coating

-- coating

,,-smooth interface

-.,,-- fiber
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CORROSION RESISTANCE OF MULTILAYER ELECTRODEPOSITED COATINGS

R. Weil and C. Sheu

Stevens Institute of Technology,
Hoboken, NJ 07030

ABSTRACT

The corrosion properties of multilayer Cr-Mo and
Ni/NiSn/Ni and Sn/NiSn/Sn sandwich electrodeposits
were determined by voltammetry and compared to
those of single-layer coatings. When the
thickness did not exceed a value where cracks
developed, single-layer Cr-Mo deposits had
smaller critical current densities for the onset
of passivity and in the passive region than pure
chromium. In multilayer deposits these current
densities were even smaller. Sandwiching a NiSn
layer between tin or nickel improved the strength
without detrimentally affecting the ductility.
The NiSn layer prevented pits from penetrating
through nickel, but increased the corrosion rate
of tin.

INTRODUCTION

Multilayer, electrodeposited coatings have exhibited improved
corrosion resistance. Duplex nickel deposits under chromium are
the best known examples. In these coatings, a bright nickel
layer acts as a sacrificial anode to a semi-bright one
preventing pits from penPtrating to a steel substrate. Many
electrodeposits exhibit the so-called banded structure in which
alternate darker and lighter layers are observed on
metallographically prepared cross sections. In alloy
electrodeposits the banded structure is generally due to
compositional variations (1). The banded structure has been
reported (2) to improve corrosion resistance. Multilayer
deposits can be intentionally produced in several ways. It has
been shown (3,4) to be possible to vary the composition of
electrodepositei 1Iloys only by changing pulse-plating
parameters. By alternately changing the peak current density or
other pulse-plating parameters, layers of different composition
can be deposited in the same plating solution. It is, ot course
also possible to produce layers of different composition by
platinq each layer in a difterent solution. A study of the
corrosion resistance of two types of multilayer coatings
produced by varying the plating parameters in the same solution
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and by deposition in ditferent baths is reporteo here.

One type were chromium-molybdenum electrodeposits in which the
layers were produced by only varying the pldtinq condlitions.
Composites in which a lay,r oi an intermetallic phasc, NiSn was
sandwiched between tin or nickel, constituted the second type.
In these deposits the NiSn layer was plated in a difternt
solution than the pure metals. The corrosion resistance of
single-layer deposits of the same thickness as the multilayer
ones was determined tor comparison purposes. The mechanical
properties of some single and multilayer deposits were also
measu red.

EXPERIMENTAL PROCEDURE

The Cr-Mo deposits were electroplated in a solution containing
300 g/1 chromic acid and 75 g/l ammonium molybdate. The
substrates were sheets of low-carbon stoel. Tri thicknesses of
the single-layer deposits were ljm, 2Vim and 5 Jim. The
compositions were about 0.1, 0.3, 0.8 and 1.4% Mo. The
different compositions were obtained by varying the current
density between 0.2 and 1 A/cm2 at 60C. The multilayer deposits
consisted of 250 nm thick layers of 0.1% Mo and 250 nm thick
ones of 1.4 % Mo for total thicknesses of 21im and 5 pin. The
layers of different composition wi-re obtained again by varying
the current density. Chromium of the same thickness as the
single-layer Cr-Mo deposits was also pldted on steel for
comparison. Tne 5 vm thick sinql(, and multilayer deposits w re
also annealed at 70C for 10 hours and at 120C for 2 hours.

Corrosion testing consisted ot varyinq the potential between
-0.5 and 1.5 V and measuring the current at a scanning rate of
lmV/sec in a 5 % sulfuric-acid solution. The surface structures
of all deposits and those of the cross section ot the multilayer
ones were observed by scanning electon microscopy. The chemical
compositions were determinea with energy-dispersive X-rays in
the same instrument.

The Sn/NiSn/Sn and Ni/NiSn/Ni composites were plated on
low-carbon steel and on electropolished copper substrates. Tin
was pulse plated in a solution composed of 2i0cc/1 stannous
tluoborate, 15 cc/i fluoboric acid, 6 g/l gelatin and I q/1
beta-naphthol at 50C and a pH of 2.5-3.5. The square-wave, peak
current density was 0.4A/cni2 , the frequency was 5 Hz and the
duty cycle 0.5. After tin was plated to a thickness of 201 vm,
the samples were transferred to a solution composed of 192 g/l
potassium pyrophosphate, 71 g/l nickel chloride and 20 g/l
glycine in which the NiSn layer was deposited. Layers of NiSn
varying in thickness from 50 to 250 nin were pulse plated with a

2
peak current density ot 60 mA/cm . The othr pulse variables

333



were the same as those used for tin platinq. The samples were
then returned to the tin-plating solution to plate an additional
20 pm thick layer of tin. Tin without NiSn was also deposited
to a thickness of 40 im. The Ni/NiSn/Ni sandwiches were
produced by first plating a 2Opim thick nickel deposit in a
standard Watts solution containing 300 g/l NiSO04x7H20, 60 g/l
NiCl2 x6H 20 and 37.5 g/l boric acid at 5C and a pH was 3. The
peak current density was I.lmA/cm 2; the pulse frequency and duty
cycle were again the same as those used for platinq tin. After
transferring the samples to the solution for NiSn plating in
which layers varying in thickness from 50 to 400 nm were
deposited, they were returned to the Watts solution. Here an
additional 20 pm of nickel was deposited. Forty pm thick nickel
deposits were also plated in the Watts solution. Deposits of
only NiSn of various thicknesses were also plated on steel and
copper substrates.

The deposits on steel substrates were corrosion tested. Testing
consisted of varying the potential between -0.5 and 2 V vs a
standard calomel electrode' at a scanning rate of 1 mV/sec and
recording the current. The Ni/NiSn/Ni sandwiches were tested in
3% sulfuric acid; the Sn/NiSn/Sn deposits in a solution
containing 1% sulfuric acid and 0.4% sodium nitrate. The
deposits plated on copper substrates were used to determine the
mechanical properties. The substrates were dissolved in a
chromic-sulfuric acid solution after the shape of the tensile
specimen had been imprinted on the deposit using
photolithography. The preparation and size of the tensile
specimens and the device to test them have been previously
described (4) in detail.

RESULTS AND DISCUSSION

Chromium-Molybdenum Deposits

The effect of the deposition current density on the composition
of the Cr-Mo alloys is shown in Figure 1. It is seen that the
molybdenum content can be varied from about 0.1 to 1.4% by only
chanyinq the current density. At current densities below 0.2
A/cm the deposits were dull. Above I A/cm 2 rough deposits were
obtained. Therefore only the range of 0.1 to 1.4% Mo was
investigated.

A typical voltammetric curvo for a 2 pm deposit containing 1.4%
Mo is shown in Figure 2. The current densities for the onset of
passivity, i.e., the critical current density and the ones in
the passive region for sinqle-layered dvposits with several
molybdenum contents and for the multilayer one are listed in
Table I.
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Table 1
Corrosion Data for Two Micrometer Thick Deposits

Deposit Critical Current Passive Region
Density (mA/cm2 ) C. D. (mA/cm2 )

Chromium 0.3 0.2
Cr-0.1% Mo 1.1 0.1
Cr-0.3% Mo 0.5 0.1
Cr-0.4% Mo 0.2 0.]
Cr-0.8% Mo 0.2 0.1
Cr-1.4% Mo 0.2 0.1
Multilayer 0.07 0.03

It can be seen from Table 1 that the deposits containing 0.1 and
0.3% Mo have higher critical current densities than chromium.
Deposits containing more than 0.4% Mo have smaller critical
current densities than chromium. The current density in the
passive region of the single-layer Cr-Mo deposits is also lower
than than of chromium and even smaller for the multilayer one.
The results for the single-layer deposits are in agreement with
previous ones. Multilayer Cr-Mo deposits have not been
previously investigated. Malinin and Falicheva (5) reported a
decrease in the passivation current by a factor of 2.4 when 7
g/l K2MoO4 was added to a chrome-plating solution. A lowering
of the critical current with increasing molybdenum content in
chromium-base alloys was also reported by Shluger, et.al. (6).

The reason for the corrosion behaviour of the 2 1m thick
deposits may be deduced from their structures. As observed by
scanning electron microscopy, all deposits exhibited a nodular
structure as illustrated in Figure 3. This structure is
characteristic of many fine-grained deposits. It consists of
grooves surrounding groups of many small grains. The grooves
may be caused by compositional variations resulting locally in a
slower deposition rate. It appears that corrosion started in
the grooves as they were observed to become deeper. After
raising the potential into the transpassive region, more grooves
were observed to have formed as shown in Figure 4. The decrease
in the measured critical current density witn increasing
molybdenum content was due to the nodules being larger, i.e.,
fewer grooves. If the corrosion current is concentrated in the
grooves, the fewer there are, the higher is the current density.
Therefore if there are few grooves, the critical current density
will be reached at a lower overall value. The deposition of
multiple layers resulted in fewer and shallower grooves and thus
in the lowest observed critical current density.

Deposits thinner than 2 pm did not exhibit a passive region.
Pits, which had penetrated to the steel substrates were
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observed. Apparently, the deposit in grooves was either very
thin or non-existant. Thus before reaching the critical current
density, the steel substrate became exposed. Before corrosion
testing, some 5 um thick deposits exhibited a few fine cracks
which followed the grooves surrounding the nodules. These
cracks, one of which is indicated by an arrow in Figure 5,
undoubted resulted from the high stresses which are
characteristic of chromium electrodeposits. The critical
current densities for the onset of passivity and the current
density in the passive region are listed in Table 2 for some 5
Pm thick deposits.

Table 2
Corrosion Data tor Five Micrometer Thick Deposits

Deposit and Heat Treatment Critical Current Passive Region
Density (mA/cm2 ) C. D. (mA/cm2)

Cr-0.3% Mo As Plated 1.1 0.08
Cr-l.4% Mo As Plated 1.7 0.07
Multilayer As Plated 2.7 0.08

Cr-0.3% Mo 10 Hr at 70C 0.4 0.03
Cr-].4% Mo 10 Hr at 70C 1.4 0.04
Multilayer 10 Hr at 70C 1.2 0.05

Cr-0.3% Mo 2 Hr at 120C 0.1 0.03
Cr-l.4% Mo 2 Hr at ]20C 0.4 0.03
Multilayer 2 Hr at 120C 0.2 0.04

The hiqher critical current densities of the 5 pm thick,
as-plated samples were probably due to the fine crackV. The
5 pm thick deposits also cracked in the transpassive region.
However, these cracks, which are the more prominent ones seen in
Figure 5, are much wider than the ones present before corrosion
testinq. The 2 pm thick ones did not show any cracks before or
after cortosion testing. Apparently the stresses had not
reached the magnitudes to cause cracking in the thinner
deposits. It is proLa'le that stress corrosion cracking occurred
in the thicker deposits. High internal stresses in chromium
deposits have boen attributed primarily to hydrogen (7). To
assess the c -O.cL ol hydiroqn on the corrosion behaviour, the 5
P'm thick samples wero annealed in vacuum. The results are also
recorded in Table 2. Annealing reduced the critical current
densitie-s for the onset or passivity and in the passive region.
It is possible that the grooves around the nodules may also have
become more corrosiov receptive because of stress or hiqher
hydrogen contents. The annealed deposits still cracked after
the poLential was raised into the transpassive reqion. Possibly
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there were causes ot stress other than hydrogen.

Sn/NiSn/Sn and Ni/NiSn/Ni Deposits

The main reason for plating tin and nickel with a NiSn layer
sandwiched in them was to determine the effect on the mechanical
properties. However, the uffect oi the intermetallic-phase
layer on the corrosion resistance was also ot interest. The
mechanical properties of tin and nickel deposits containing NiSn
layers of various thicknesses are listed in Table 3.

Table 3
Mechanical Properties

NiSn Thick- Yield Tensile Elon-

ness (nm) Strength Stength gation

(MPa) (MPa) (%)

Ni/NiSn/Ni Composites

0 283 445 3
50 369 600 3
100 369 616 3
150 374 617 3
200 356 590 3
250 396 646 3
300 364 618 3
350 371 625 3
400 377 618 3

Sn/NiSn/Sn Composites

0 17 18 23
50 20 24 6
100 21 25 6
150 23 26 5
200 24 27 5
250 27 31 3

As seen from Table 3, the presence of a NiSn layer substantially
increased the strengths of the deposits. The NiSn layer
apparently did not affect tho ductility of the nickel deposits,
but caused the tin aeposits to become considerably more brittle.
Attempts to determine the mechanical properties of the
intermetallic phase by itself were not successful as it was to
brittle to handle for testing. NiSn is a metastable phase
having a hexagonal nickel arsenide structure and therefore would
be expected to be brittle.
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It would have been desirable to plate the entire deposits in one
solution. By adjusting the plating variables it was possible to
deposit almost pure nickel or pure tin in the solution usfd to
plate NiSn. However the nickel deposits were so highly stressed
that they exhibited cracks on their surfaces. The tin deposits
did not crack but were considerably less ductile than the one
listed in Table 3. It was theretore necessary to plate the
matrix and the intermetallic-phase layer in different solutions.

The voltammetry graphs of nickel from the Watts solution showed
a critical current density of about I mA/cm . This current
density also prevailed in the passive region. Whon a layr of
NiSn was sandwiched between nickel, the critical current density
was 5 mA/cm 2 . The current density in the passive region was
again 1 mA/cm 2. A deposit consisting only of NiSn also
exhibited essentially the same critical and passive-rn gion
current densities as the single-layer nickel deposit. It was
also observed that fewer pits had formed in the Ni/NiSn/Ni
composite after bringing the potential into the transpassive
region than in nickel by itself. The pits which were observed
in the nickel deposit when a NiSn layer was present were wider,
had flat bases and did not penetrate to the steel substrate . A
posssible explanation for the effect of the NiSn layer is that
is was the cathode for a few pits in the nickel which reached
it. This effect would result in a higher critical current in the
nickel and consequently the wider pits. The deposition of a
NiSn layer probably resulted in fewer pits in the top nickel
deposit because the plating interruption resulted in nucleation
rather than continued growth. Being the cathode, the NiSn layer
prevented pits from penetrating into the bottom nickel layer and
reaching the steel substrate.

Tin with and without a NiSn layer did not passivate in the 1%
H 2SO4 solution. When a pit in the top tin layer reached the
NiSn, corrosion was accelerated. The top tin layer then
disappeared rapidly.

CONCLUSIONS

it has been shown that Cr-Mo multilayer deposits can have better
corrosion resistance provided they are not so thick that the
internal stresses reach values at which crackinq occurs.
Sandwiching a layer of an intermetallic phase, NiSn between tin
or nickel increases the strength without a detrimental decrease
in ductility. One aspect of the corrosion resistance of nickel
is improved by the NiSn layer in that pits do not penetrate to
steel substrates. The corrosion rate of tin was accelerated by
the presence ot the NiSn layer.
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DEPOSIT SHOWING NODULAR STRUCTURE.

340



fig. 4 SCANNING ELECTRON MICROGRAPH OF 2 pm THICK MULTILAYER
DEPOSIT AFTER CORROSION TEST.
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Fig. 5 OPTICAL MICROGRAPH OF 5 um THICK DEPOSIT SHOWING FINE
CRACKS (INDICATED BY ARROW) AND COARSE ONES DUE TO
STRESS CORROSION
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ABSTRACT

Shore Intermediate Maintenance Activity, San
Diego, (SIMA(SD)), lead SIMA for the evaluation and
introduction of corrosion-control technologies
evaluates the applicability and cost-effectiveness of
metal-spray coating (MSC) and organic powder-
coating (OPC) systems for topside shipboard
components as applied by Navy enlisted
personnel. This paper compares the technical
characteristics of aluminum flame-wire and flame-
powder MSCs; the application equipments, processes
and quality-control checkpoints; the application
times for coating shipboard components; and the 3
months performance evaluation of topside shipboard
components preserved with MSC topped with OPC.

1. INTRODUCTION

Metal-spray coatings (MSC) and organic powder coatings (OPC) have been applied to naval
ship components at the Shore Intermediate Maintenance Activity, San Diego (SIMA (SD))
Corrosion Control Shop for over four years. As the technologies advance, new forms of
materials and methods of application are evaluated. Those which prove to be the most
cost effective are implemented to improve product thoughput and service life.
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2. BACKGROUND

The Corrosion Control Shop, SIMA (SD), was established in September 1984 to provide
.MISC to topside ship components, as well as high pressure steam valves, and provide
materials or guidance on the remaining 15 NAVSEA designated Corrosion Control
Systems, as they are described in reference (1). At the shops inception, the primary
service provided on site at the shop was MSC in the form of wire sprayed aluminum, with
the required sealer, barrier and topcoat paint systems as specified in DOD-STD-2138 (Ref.
2). OPC services were initially coordinated by the shop and provided by local coating
service vendors. On-site OPC services became available in November 1985 at SIMA (SD),
in the form of epoxy powder coatings. References (3) and (4) describe the standard time
development, shop services, and service life evaluation of coatings applied during the
Pilot Corrosion Control Shop Service Test.

The Corrosion Control Shop is fully manned and operated by Navy enlisted
personnel. Turnover of personnel is rapid due to shore duty, rate training and deployment
schedules; therefore, new technicians are continously being trained.

The product processed by the Corrosion Control Shop has typically been topside ship
components from surface ships, which have been in service for 0-20 years. They include
water tight doors and latches, vent screens, fire fighting equipment, light fixtures,
stanchions, steam riser valves, etc. The aluminum MSC is applied to thick steel items to
provide galvanic and barrier protection against corrosion. The epoxy powder coatings are
applied to aluminum and thin gage or geometrically complicated steel components,
providing barrier protection. The majority of components are in a service environment of
salt spray and sunlight exposure, as well as mechanical abuse from members of Ship's
Force.

During the first three years that the shop was operating, MSC was applied as wire-sprayed
aluminum (WSA). The WSA process consists of gun fed with aluminum wire, which is
melted by an oxygen-acetylene flame and sprayed with a continuous stream of pressurized
clean dry air.

Over the past six months the shop has begun using a powdered alunimum spray gun. This
system is similar in that it uses an oxygen-acetylene flame to melt the aluminum, and
compressed air to deliver the melted aluminum to the steel product, but the aluminum is
fed as a fine powder, conveyed by air or an inert gas to the gun.

The organic powder coatings have been applied utilizing electrostatic spray equipment and
epoxy powder coatings. The component being coated is electrically grounded, and the
powder is charged up to 100 kV static electricity. The static charge and having the
component preheated above 300OF facilitates providing a 8-12 mil thick coat.

Within the past year, a planned evaluation of applying OPC over MSC and surveying its
performance has been carried out. The OPC serving as a sealer, barrier and topcoat in
lieu of the standard five coat paint system reduces the shop time from 5-6 days to 1-2
days. This is due to the OPC being fully cured upon removal from the curing oven, where
as the standard paint system required drying periods between coats.
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3. EQUIPMENT, PROCESSES AND QUALITY CONTROL

3.1 Metal Spray Coatings (MSC)

Both MSC processes utilized by the Corrosion Control Shop have the same work station
functions and quality control checkpoints. The primary difference lies in the application
equipment and their specific operation procedures. Table I lists the work stations
function and quality checkpoints.

TABLE I
WORK STATION FUNCTION AND QUALITY CONTROL CHECKPOINTS FOR

ALUMINUM METAL SPRAY COATINGS
FUNCTIONS

WORKSTATION PRODUCTION QC CHECK

1. Surface Preparation 9 Solvent clean 0 Clean substrate
• Trisodium phosphate wash
* Abrasive cleaning
0 Heat cleaning
a Caustic bath

2. Masking 0 Mask fit/function surfaces e Properly masked

3. Anchor-Tooth e 50.75 Pm (2.3 mil) AIaOs grit quality/size
Blasting anchor tooth e Clean, dry air

0 White.metal finish * SSPC-5 finish

4. Thermal Spraying a Preheat substrate to 120C * Substrate > SC dew point
* Spray g0-450 to substrate * Pounds per hour

and 13-20 cm standoff determination (for
7S.100/Jm(3.4mlls)per powdered Al)
crossing pass 0 Proper time between
175-250 um for S $0C anchor.tooth blasting and
service; 250-375 um for start/completion of
> 80C service spraying

S Coupon bend test
(e uipment system check)
Thickness measurement

S Visual examination

S. Sealing/Painting •S 8 0Cservice: S.coat 0 Wetfilm thickness
paint schedule; 250pm 9 Minimun/maximum drying
total thickness times between paint coats

0 > 600C service: 2-coat 0 Dry film thickness
paint schedule; 75Mm total
thickness

3.1.1 Wire Sprayed Aluminim (WSA)

WSA was the initial metalizing process implemented by the SIMA Corrosion Control
Shop. Specific spray guns utilized at SIMA Corrosion Control Shops include Metco 10E,
liE and 12E, and the Mogal TJ-5. Training programs were developed for each type of
application system. Reference 3 describes the process, as implemented at SIMA San
Diego, meeting the requirements of DOD-STD-2138. Continued feed of aluminum is very
sensitive to exact wire size and the lack of nicks or bends in the wire. A wire spray gun
has numerous moving parts, due to the wire feed mechanism being driven by the
compressed air stream. These parts include an air turbine, reduction gears, controlling
clutches and feed rollers. It is the weight and maintenance (or lack of maintenance) of
these parts that make the gun difficult to use.

344



3.1.2 Powder Sprayed Aluminum

The powder sprayed aluminum process began its implementation in October 1988. The
Corrosion Control Shop retains the same requirements as specified in DOD-STD-2138 for
the powdered aluminum, as for the wire aluminum. Those requirements include:

o Surface profile of 2-3 mil accomplished with aluminum oxide.

o 7-10 mil thick aluminum coating.

o Certification requirements for operators and facility.

In the past, powder sprayed aluminum coatings were considered to have lower tensile
strength than WSA coati .rs (Ref. 5). This has not been the case at SIMA (SD) with the
current equipment, tensile pulls of the powder sprayed coatings have been around 4000-
6000 psi (3000-4000 psi is typical for tensile pulls of WSA at SIMA SD). The coatings
surface is also smoother than for WSA. WSA typically has small globules (2 mm diameter)
occuring on the coating surface which are susceptible to being chipped off, even when
topcoated with paint or OPC. These chips can lead to premature breakdown of the
coating system at these areas. The smoother powder spray coating has a better visual
appearance as well, but ample roughness to accept paint or OPC.

Initially, when the Corrosion Control Shop began implementing the powdered aluminum
MSC process, only one brand of equipment had been procured by the U.S. Navy. The
equipment manufacturer recommended that only their aluminum powders be
utilized. SIMA (SD) worked with other manufacturers to get additional sources of
compatible powder. At this date SIMA (SD) is able to procure aluminum from three
sources (Miller Thermal, Metco and Wear Control Technology). The price per pound of
aluminum powder verses wire are essentially the same.

Overall, the process is proving to be more efficient for Corrosion Control Shop use. The
powder sprayed aluminum process requires only one operator, but the WSA process often
required an additional person to straighten the wire feeding into the gun. The process has
proven to be faster, from 30 to 50% faster than the WSA process. For example, a 50 cal.
Machine Gun Tripod, which normally took 33 man-minutes to apply WSA, where as only 23
man-minutes are required for powder sprayed aluminum. The numbers include a 2.55 shop
allowance factor (Ref. 6), but only view the aluminum spray application. Of the total
man-hours required to process an item (from its receipt by the shop, through surface
preparation, MSC application and painting) the MSC application makes up one fifth of the
man-hours. Therefore, any impacts on the man-hours for applying MSC must be
multiplied by a factor of 0.2 to determine the total effect on SIMA labor hours (eg. a 50 %
change in MSC application time changes the total process time by 10%).

A potential problem with the rapid spray rate is the chance that the operator can get
ahead of the preheated region. In the slower WSA process, the heat transfer from the
area being coated to the suriounding area occurs easily. A lack of proper preheat
diminishes the adhesion of a MSC. This would not be detectable on the tensile pull
coupons, nor the bend te3t coupons. Their small size is rapidly preheated. A tensile test
such as ASTM D4541 needs to be accomplished on pieces of product which have been
coated at high speeds.
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The powder spray aluminum process does require an additional quality control step,
concerning tile pounds per hour spray rate of tle gun. Tile rate is determined by spraying
the gun into a tared, noncombustible container, over a measured period of time. The
container is then weighed again to yield the sprayed aluminum weight. A step by step
procedure has been developed and is in use at SIMA (SD). This test is accomplished at the
beginning of each shift. Adjusting tile gun to specific pounds per hour (15 lbs/hr typical) is
more critical for tile powdered aluminum process because of the additional gas controls
(carrier gas) and the potential speed of this type of application process.

3.2 Organic Powder Coatings (OPC)

The electrostatic spray powder coating process is being utilized by SIMA Corrosion
Control Shops as an alternative to the standard paint systems. OPC's provide a tough pore
free finish that cures quickly and releases almost no volitiles (0-5%). The low organic
volitile compound (VOC) output adapts well to the increasingly stringent air pollution
regulations. Originally, NAVSEA required 8-12 mil of epoxy to be applied, but thick
coatings are more likely to chip, and some of the stock epoxy powders available to SIMA's
were not formulated for that thick of film. SIMA (SD) has recently requested permission
to use only 6-10 mils of epoxy powder instead.

Having a fast curing organic coating which fulfills the sealer, barrier and topcoat
requirements for MSC's is advantageous to shop operations. The entire powder coating
process and product cool down is accomplished within a day, and several items can often
be coated at once. Approximate process time will be two hours, including suspension,
preheat, application, curing and cool down. The five coat paint system will require five
days for the required drying time between coats. Ovens could be used to more quickly
cure the paint systems, but the time limits and temperatures would be extremely critical
with minute variations capable of causing extreme porosity, wrinkling or cracking of the
paint films.

The reduced coating and curing time allows for more product to be processed hecause of
more floor space being immediately available. However, the initial SIMA rr. -hours are
not impacted as significantly as the products residence time in the shop, be%.duse it .a the
cure time that is reduced, not the application time.

A two-coat application of OPC is employed. Powders can be formulated i'nd ground to
provide the proper thickness (6-10 mils) in one coat. However, good protective coating
practice requires mulitple coats to ensure no holidays. Dry powder's physical appearance
prior to baking makes bare or thinly coated areas difficult to see.

The process for applying OPC's over MSC requires the same concerns as for coating over
porous castings. A MSC has a porous region at its surface. If a preheated part cools down
before or during application of the OPC, air in the pores will expand when the item is
placed in the oven for final curing. The gas then bubbles through the coating while the
coating is setting up, leaving holes, or pores, in the film. This can be avoided by
preheating the component 50-700 above the cure temperature, and then applying the two
coats and curing at a normal cure temperature. For example, preheat at 390-400OF then
gel and cure at 340-350OF (the gel step is an intermediate partial cure in the oven
performed between the application of the first and second coats). The procedure was
developed and refined during the trial application on the USS Elliot (DD 967) and USS
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Barbey (FF 1088). The step by step procedure has been forwarded to NAVSI'A for official
dissemination to other SIMA's. The MSC applied to both of these ships was WSA.

Currently the Navy only approves the use of epoxy OPC for corrosion control. A
performance specification has been drafted, but not finalized. SIMA shops are permitted
to purchase standard stock powders from commercial vendors, so long as the color is
similar to the Navy requirements, and the powder meets some basic physical requirements
on hardness, salt spray resistance, impact strength and thickness capability. Most
manufacturers will not produce custom colored powders until an official specification is
finalized. However, two manufacturers have produced color materials for the Navy
standards in haze gray, white, black, yellow, red and a few other colors. Due to the exact
color match requirements not in effect until the specification is finalized, the current
color matched powders are often overlooked for cheaper approximate matches.

3.3 Other Coating Process Evaluation

Another organic powder coating process is that for flame sprayed epoxy. Flame sprayed
thermoplastics, such as nylon, have been utilized in specialized applications, but flame
sprayed thermosetting resins are part of a new technology.. One of the driving forces for
NAVSEA to look more seriously at powder fed flame spray systems for corrosion control
was the idea of using the same spray unit to apply both aluminum and the organic
topcoat. NAVSEA requested the powder gun manufacturers (METCO, EUTECTIC and
UTP) to provide a system which could apply both the aluminum and epoxy resin, without
changing guns or nozzels. A simple one-step control for changing from the aluminum to
the epoxy hopper was desired.

The project has required modification of the spray systems, and research on the epoxy
resin materials. At this point the application process is very slow. For example, to
utilize the same gun and nozzle for both coatings required a compromise due to the
coating materials having different thermal properties. One system that could do both has
to utilize a nozzle that has to operate around 4 lbs/hr. The powder sprayed aluminum
process, with a more efficient nozzle can spray at 15 lbs/hr, allowing more surface to be
coated. The electrostatic powder spray guns currently in use at SIMA for applying OPC's
have output capacities of 28 lbs/hr.

The cost effectiveness of flame sprayed epoxy is questionable at this time. It may have
application in new construction for preparing equipment foundations. However, it does
not appear as a viable alternative to the electrostatic sprayed OPC with oven curing in a
Corrosion Control Shop.

4. EVALUATED SERVICE LIFE OF MSC COATED WITH OPC

Of the two ships chosen for a detailed service test of the MSC coated witi, OPC, only one,
the USS Barbey (FF 1088) has been evaluated. The USS Elliot (DD 967) was still in the
shipyard completing its overhaul at the writing of this report. The USS Barbey underwent
a six month review on 24 August 1988. The scheduled 12 month review could not be
accomplished due to the ship being deployed.
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Components were evaluated according to the following condition definitions:

EXCELLENT No failures, or failures are negligible.

GOOD Failures in isolated spots, slight failures thinly
distributed.

FAIR Failures concentrated in definite patches (over
one square foot): Slight failure distributed.

POOR Failures covering most of area.

These conditions are based on "failures" that lead to Ship's Force having to perform
maintenance. In many cases, very negligible degradation may have occurred to the actual
substrate, but the coating has problems that will make its visual appearance unacceptable.

Twenty-five components, coated with OPC over MSC, were surveyed on the USS Barbey
on 24 August 1988. Three of those items (stanchions) were already painted over by Ships
Force because of the bad color match. Twelve Items were considered in excellent
condition with no discoloration. These twelve Items were typically stowed inside, or had
sides that faced interior areas. Six of those same components had surfaces which faced
the exterior, and these were rated as good, with discoloration. The remaining five
components were considered in fair condition, primarily due to pinholing.

Yellowing was the primary type of discoloration observed on components receiving
exposure to the sun. This is a common problem with epoxies. It is anticipated that
chalking will be present on the next survey.

Protection of the MSC from corrosion was accomplished by the OPC. No problems with
blistering or peeling of properly applied coating were noted.

SI14A (SD) is in the process of requesting authorization from NAVSEA to perform a
service test with a more sun resistant OPC. The most common type recommended by
powder manufacturers for the Navy's exterior applications is a Triglycedial Isocyanurate
(TGIC) polyester. The service test would be performed on a ship, with half of its doors
being coated with epoxy and the other half with TGIC polyester, after application of the
MSC. Periodic six month surveys will then be accomplished to monitor the coating's
relative performance.

5. SUMMARY

The SIMA (SD) Corrosion Control shop has initiated the implementation of powdered
aluminum MSC and the utilization of OPC as a sealer, barrier and topcoat over the MSC
for naval corrosion control purposes. The adhesion of flame-powder MSC on large
components needs to be investigated, to assure that coating quality is not being sacrificed
in lieu of the more rapid application speed. The flame-powder MSC gun has been easier to
maintain, and the aluminum powder of similar cost to the wire. Early results from the
service test of MSC coated with OPC indicate that corrosion protection is being
satisfactorly provided. Additional tests are under development to further reduce Ship's
Force maintenan=ce manhours with sunlight resistant OPC's.
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DETERIORATION CONTROL/LIFE PREDICTION OF POLYMERIC
MATERIALS

Dr. Robert E. Sacher
Material Durability Branch (SLCMT-TMM)

US Army Material Technology Laboratories
Watertown, MA 02172-0001

ABSTRACT

Polymeric materials must be exposed in natural
environmental and realistic accelerated aging
conditions to simulate field conditions. The
materials also must be well characterized before
and after exposure to provide the Army with a
database for the design and appropriate
implementation in current and next generation
systems. Lack of materials durability knowledge
and polymeric materials, especially structural
composites, in Army systems and has had a
significant impact on materials costs, design, and
perceived reliability. Studies involving long term
exposure at environmental test sites (up to 16
years) and accelerated testing will be presented
for composite materials and coatings. Test sites
include Panama Everglade test site in Florida,
Desert Sunshine (hot/dry), Maynard, MA
(temperature), Alaska and various accelerated
atmoshpere such as EMMAQUA EMMA and the
Weatherometer. Chemical, physical and mechanical
data will be used to illustrate the various
correlations between the natural and exposed
environmental test sites. In fact a life prediction
strategy using an acceleration factor of 10 will be
discussed and recommended for the deterioration
control/life prediction of composite materials used
in Army systems.

(Manuscript Not Available at the Time of Printing)
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EVALUATION of COMPOSITE AVIONIC CONNECTORS

M. Marchese, B. Dobbs, E. White and G. Slenski
Materials Integrity Branch
Systems Support Division

Wright Aeronautical Laboratories
Wright-Patterson Air Force Base, Ohio

ABSTRACT

Composite connectors were placed in a salt spray
test according to ASTM-B117. This was done to
determine if these special metallized plastic
connectors are resistant to corrosion. Surface
and insulation resistance measurements were
eriodically made during the 500 hour test. All
he connectors functioned within specification

with no evidence of corrosion. The composite
connector should provide adequate corrosion
resistance in most field applications.

INTRODUCTION

Electrical connectors are an inportant part of the packaging when
used in avionic application. This results from the multiple
requirements placed upon the connector; lightweight, corrosion
resistant, tough, and reliable. The composite connector
(metallized plastic in the simplest case) fulfills these
requirements very well. The requirement that the connector be
corrosion resistant results from the moisture condensation that
collects on the connectors when aircraft descend from the cold
high altitudes into moist, warm, tropical environments. A test of
corrosion resistance was given to three metallized plastic Deutsch
connectors. A description of the test and the results are
provided in the following article.

CORROSION TESTING

Three Deutsch connectors were placed in a panel. Two of the
connectors were opened to show the interiors. The connector sizes
were 12, 16, and 20 gauge wire, respectively. The connector
shells were a metallized plastic. The characteristic X-Ray
analysis of the metal in the scanning electron microscope (SEM)
showed that tin was a principle constituent.

Three wires were connected to each side of the connectors so that
electrical continuity through the pins could be measured. One
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was connected to the middle pin, and one wire was connected to
the lower middle pin. The resistance of each of these three
circuits through the connector and out the opposited side of the
connector was measured. The resistance from each of the three
pins to the connector shell was measured and the resistance from
the front to the back of the connector shell was also measured.
For each connector, seven resistance measurements were made.
The test procedure used was MIL-STD--1344A, Method 3004.1.

A salt spray chamber was adjusted to meet ASTM-B117 and the
connectors were placed in it for 500 hours. During the test,
the connectors and wires were laid out horizontally and
resistance measurements were made at 24, 48, 120, 192, 384 and
500 hours. The insulation resistance measurements from the
connector pins to the connector shell were made at the 100 volt
bias. The pin-to-pin measurements were made at a constant
voltage of 20 millivolts.

TEST RESULTS

The three deutsch connectors before testing are shown in Figure
1. Figure 2 shows two of the connectors thath were opened
before testing. Figures 3 and 4 show the opened connectors
after salt spray testing.

The initial and final reisistance measurements are given in
Table I. The reisistance measurements at the other times did
not deviate substantially from these values.

All connectors functioned within specifications after the 500
hours salt spray test and no corrosion was evident on either the
connector shells or the connector pins.

CONCLUSIONS

The metallized plastic Deutsch connectors successfully passed
the corosion resistance salt spray test. We believe thath these
connectors will function well in field application of avionic
equipment.
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TABLE 1: DEUTSCH CONNECTORS 500 HOUR SALT SPRAY TEST RESULTS

12 Gauge Wire Connector

Initial Resistance Final Resistance
(ohm) (ohm)

Outer Tip Pin 1.2 x 10-3  1.2 x 10-3

Center Pin 1.3 x 10-3  1.1 x 10-3

Lower Middle Pin 1.2 x 10-3  1.0 x 10-3

Outer TopPin to Shell 1 x 1013  1 x 107

Center Pin to Shell 8 x 1012 1 x 107

Lower Middle Pin to Shell 1.5 x 1013 1.5 x 107

Connector Shell-to-Shell 9.8 x 10-3  20.8 x 10-3

16 Gauge Wire Connector

Outer Tip Pin 2.6 x 10-3  2.9 x 10-3

Center Pin 2.5 x 10-3  2.4 x 13-3

Lower Middle Pin 2.5 x 10-3  2.4 x 10-3

Outer Top Pin to Shell 2 x 1012 8 x 106

Center Pin to Shell 4 x 1012 8 x 106

Lower Middle Pin to Shell 3 x 1012 8 x 106

Connector Shell-to-Shell 9.4 x 10-3  8.7 x 10-3

20 Gauge Wire Connector

Outer Top Pin 4.8 x 10- 3  7.9 x 10- 3

Center Pin 5.1 x 10-3  5.0 x 10-3

Lower Middle Pin 4.9 x 10-3  4.7 x 10-3

Outer Top Pin to Shell 5 x 1012 1 x 108

Center Pin to Shell 2 x 1012 1 x 108

Lower Middle Pin to Shell 3 x 1012 1.5 x 108

Connector Shell-to-Shell 8.6 x 10-3  19.6 x 10-3
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FIGURE 1 - 12, 16 and 20 gauge wire FIGURE 3 - Open connector after salt
Deutsch connectors, as received, in- spray test.
stalled in a panel before the 500
hour salt spray teat,
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FIGURE 2 - Open connector before FIGUR' 4 - Open connector after pelt
salt spray test, spray test.

35



CORROSION PROPERTIES OF HIGH STRENGTH LOW ALLOY STEELS FOR

SHIP STRUCTURAL APPLICATIONS

Denise M. Aylor
David Taylor Research Center

Bethesda, MD 20084

ABSTRACT

Corrosion properties of HSLA-80 and HSLA-1O0 were compared

to high tensile steel (HTS) and HY80. Overall, the test

results indicated similar corrosion behavior for all steels.

The steels exhibited uniform corrosion in seawater

immersion, tidal zone, and marine atmospheric environments.

The crevice corrosion resistance of these steels was

excellent after 9-12 months' seawater exposure. High

velocity corrosion testing (parallel flow and cavitation)

identified a similar degree of corrosion attack on HSLA-80,

HSLA-100, and HY80 at seawater velocities up to and

including 80 ft/s. HSLA-80 exhibited a slightly higher

corrosion rate than the other steels at 100 ft/s, presumably
due to a lower total nickel content for HSLA-80 which

limited its ability to form a protective film. Jet

impingement resistance was excellent for all steels.

INTRODUCTION

The utilization of higher yield strength (HY) steels for ship

construction has always been of interest to the U.S. Navy. HY steels

have been extensively used in the Navy due to their high strength and

toughness properties (1,2). However, these martensitic steels require

strict fabrication controls to guarantee quality welds that are free of

cracking. These stringent requirements result in high fabrication costs

(2). High strength, low alloy (HSLA) steels were developed with the

goal of increased weldability (thus reduced fabrication costs), along

with high strength and toughness properties similar or better than the

HY steels. The HSLA steels are currently replacing HY steels as well as

high tensile steel (HTS), where the higher strength HSLA steels allow

significant weight savings due to the reduced cross sections required

(3).

Effective utilization of the HSLA steels requires corrosion properties

that are at least comparable to the currently used steels. The

objective of this paper is to examine the marine corrosion behavior of

the HSLA steels (specifically HSLA-80 and -100) and to compare their

properties to HY80 and 1iTS. The corrosion rates quantified by the tests

reported in this paper are not directly applicable to seawater
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applications since steels are never exposed unprotected. Alloy steels
must be protected by coatings and cathodic protection to provide the
necessary long life corrosion resistance.

MATERIALS AND METHODS

The chemical compositions of each of the steels evaluated are included
in Table 1. Each of the corrosion tests performed is briefly described
below. All testing was done at the LaQue Center for Corrosion
Technology (LCCT) in Wrightsville Beach, North Carolina.

General Corrosion

General corrosion specimens (24 in2 (155 cm2) size) of HTS, HY80,
HSLA-80, and HSLA-100 were exposed in the following environments: (1)
full immersion in natural seawater flowing at 1.6 ft/s (0.5 m/s), (2)
alternate tidal immersion, where specimens are alternately wetted and
dried with fluctuations in the tide, and (3) marine atmospheric
exposure, 25m from the ocean and angled 300 from horizontal facing the
ocean. Duplicate panels were exposed for 9-12 months.

Crevice Corrosion

Crevice gorrosi n specimens consisted of a 36 in2 (232 cm 2) panel with
two 1 in (6 cm ) crevice washers of the same material as the panel.
Duplicate specimens of HSLA-80, HSLA-100, HTS, and HY80 were exposed in
1.6 ft/s (0.5 m/s) flowing seawater for 9-12 months. Holes were drilled
in the center of each panel and the washers. The steel washers were
bolted to opposite sides of each panel with Teflon washers and a metal
rod containing a Teflon sleeve.

High Velocity Corrosion

High velocity corrosion testing was performed on HSLA-80, HSLA-100, and
HY8O specimens. Parallel flow, cavitation, and jet impingement testing
was done to characterize the steels in a variety of high velocity test
conditions under varying seawater flow rates.

The parallel flow test utilized a nylon nozzle, into which the specimens
(0.75 x 3.5 x 0.125 in. (1.9 x 8.9 x 0.3 cm)) were inserted and oriented
parallel to the seawater flow. Nonmetallic spacers were positioned
within the nozzle to allow establishment of the seawater flow and to
prevent excessive corrosion at the leading and trailing edges cf the
specimens. Duplicate specimens of each steel were run for 30 dpys at
velocities ranging from 5-100 ft/s (1.5-30 m/s).

Cavitation testing was performed for 30 days on duplicate specimens at
seawater flow velocities of 50-100 ft/s (15-30 m/s). The cavitation
specimens were identical to the parallel flow specimens except for the
hole drilled in one end of each specimen. The hole created a seawater
flow disturbance, causing cavitation downstream. The cavitation erosion
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damage to the specimen downstream of the hole was the primary measure in
the test.

Jet impingement specimens were positioned vertically in a holder located
at a fixed distance from a seawater jet nozzle. The holder was
completely immersed in seawater and a constant impingement velocity was
maintained throughout the test (4). Tests were run on 3-4
specimens/material (each 0.5 x 3.5 x 0.25 in. (1.3 x 8.9 x 0.6 cm)) for
30 and 60 days at seawater velocities of 5-50 ft/s (1.5-15 m/s).

RESULTS AND DISCUSSION

General and Crevice Corrosion

General corrosion results for the steels are included in Table 2. The
scatter seen in the corrosion data is common, with a scatter range of
approximately 3 mils per year (mpy) typical for low-alloy steels (5).
All of the steels generally displayed similar corrosion rates in each
environment, with specimens in the 25m atmospheric environment showing
significantly less severe corrosion than in the other two environments.
All panels exhibited uniform corrosion after the exposure.

Crevice corrosion results are compiled in Table 3. No crevice attack
was noted between the washers and the panel for any of the steels
evaluated. The corrosion rates reported in Table 3 give an indication
of the general corrosion behavior of the panels due to the absence of
any crevice corrosion. These rates were calculated based on the boldly
exposed surface areas, excluding the unaffected crevice area. The
corrosion rates are comparable to the general corrosion rates reported
above.

High Velocity Corrosion

The parallel flow, cavitation, and jet impingement data reported here
contain a large degree of data scatter. This degree of scatter is
common in high velocity testing, predominanitly due to flow and
cavitation instabilities in the test apparatus as well as specimen
vibration during exposure and seawater temperature fluctuations related
to moving large volumes of water at high speeds.

The parallel flow and cavitation data are plotted in terms of corrosion
rate and maximum depth of attack versus seawater flow velocity in
Figures 1-4. The maximum depths of attack reported are due to corrosion
on the bold surface of each specimen. The depth of attack measurements
represent the deepest pit depth on each specimen and are reflective of
local metallurgical defects in the specimens or more likely, local
flow-turbulence extremes caused by the test apparatus. Corrosion due to
edge attack under the specimen holder also occurred during the parallel
flow and cavitation testing. This edge attack is presumably caused by
specimen movement within the holder with consequent removal of any
protective films/corrosion products formed, and is not an indication of
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the erosion resistance of the material. The corrosion due to attack at
the edges is not reported separately here but is incorporated into the
overall corrosion rates plotted, as they are determined from mass loss
measurements.

The parallel flow data is included in Figures 1 and 2, In general, the
corrosion rates increased with flow velocity, The extent of data
scatter in both the corrosion rate and depth of attack data reported is
typical, as stated above. The corrosion rates were similar among the
steels at each velocity up to and including 80 ft/s (24 m/s). Slightly
higher corrosion rates were exhibited by HSLA-80 at 100 ft/s, but the
maximum depth of attack measurements at this velocity (and at 50, 65,
and 80 ft/s (15. 20, and 24 m/s)) were similar. The higher corrosion
rate reporte4 at 100 ft/s (30 m/s) is likely due to the lower total
nickel content of this steel compared to the other steels, which reduces
the formation of protective films.

Corrosion rate and maximum depth of attack data for the cavitation tests
is plotted in Figures 3 and 4, The type of corrosion attack on these
specimens resembled the attack on the parallel flow specimens. No
increased corrosion was evident on the cavitation specimens directly
downstream of the hole. The cavitation corrosion rates were similar for
all of the steels tested except at 100 ft/s (30 m/s). Again, the
HSLA-80 exhibited higher corrosion rates at 100 ft/s (30 m/s), and the
maximum depths of attack at this velocity (and at 80 ft/s (24 m/s)) were
also slightly higher.

Jet impingement results are compiled in Table 4. No measurable depth of
attack was reported at the impingement site for any of the three steels,
although some staining was observed in the impingement area for HSLA-80
and HY80 in the 15 and 30 ft/s (5 and 9 m/s) tests. Although no depth
of attack was measured in the impingement area for any of the specimens,
general corrosion did occur outside the area of impingement. The
corrosion rates listed in Table 4 document the extent of general
corrosion between the three steels at varying flow rates. For the
HSLA-80 and HY80 steels, the corrosion rates generally increased with
flow velocity The corrosion rates reported for HSLA-100 were
significantly higher than the other steels in the 5-30 ft/s (1.5-9 m/s)
range This difference in corrosion rates can be attributed to
variations in the oxygen content of the seawater. The 5-30 ft/s (1.5-9
m/s) impingement tests run on HSLA-100 were all conducted during the
winter months when the oxygen content is typically higher (average of 9
ppm in the winter versus 6 ppm in the summer). The higher oxygen
content promotes an increased corrosion rate. All other jet impingement
tests were run in the spring/summer months when the oxygen content was
lower.

In summary, all three steels exhibited exzellent impingement corrosion
resistance. The increased general corrosion rates found for the
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HSLA-100 in comparison to HY80 and HSLA-80 were not a result oi reduced
impingement resistance, but can be attributed to differences ir the
oxygen content of the seawater during the test runs.

SUMMARY

The objective of this paper was to compare the marine corrosion
properties of HSLA steels with the conventionally used HY and high
tensile steels. The results have shown that overall, the corrosion
properties of HSLA-80 and HSLA-100 are similar to HY8O and HTS. No
adverse corrosion problems are anticipated by replacing the HY steels
and HTS with HSLA-80 or -100. However, all alloy steels in seawater
applications must be protected by coatings and cathodic protection for

adequate corrosion resistance.

Specific test results showed that all of the steels evaluated (HSLA-80,
HSLA-I00, HY80, and HTS) exhibited uniform, general corrosion, averaging
5-7 mpy in seawater and tidal immersion environments and 1-2 mpy in the
marine atmosphere. The crevice corrosion behavior of all of the steels
was excellent, with no crevice attack found after 9-12 months' exposure
in natural seawater. The high velocity corrosion tests identified
increasing corrosion rates with increasing flow velocity for HSLA-80,
HSLA-100, and HY80. In particular, the parallel flow and cavitation
data showed a similar degree of corrosion attack for all steels up to 80
ft/s (24 m/s) flow velocity. Marginally higher corrosion rates were
reported for HSLA-80 at 100 ft/s (30 m/s) in these tests, which was
attributed to the lower total nickel content of HSLA-80 that limited its
protective film forming capability., Jet impingement resistance was
excellent for all three steels evaluated.
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Table 2

General Corrosion Results

Exposure Average Corrosion

Material Code Location Rate (mpy)

HSLA-80 FZZ Seawater Immersion 5

(12 month Tidal Zone 6

exposure) 25m Atmospheric Lot 2

FUG Seawater Immersion 6
Tidal Zone 7
25m Atmospheric Lot 2

HSLA- 100 GOJY Seak';ter Immersion 7

(9 month Tidal Zone 5

exposure) 25m Atmospheric Lot 2

HY-80 FNR Seawater Immersion 5

(12 month Tidal Zone 4

exposure) 25m Atmospheric Lot 1

HTS GAK Seawater Immersion 6

(12 month Tidal Zone 8
exposure) 25m Atmospheric Lot 2
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Table 3

Results of Crevice Corrosion Testing in 1.6 ft/s (0.5 m/s) Flowing Seawater

Average

material Corrosion Rate (rtpy) Comments

*iSLA-8O Panel 8 No crevice attack
Washer 10 between washer and

(12 nwwtl cxoogure) panel

NSLA-100 Panel 8 No crevice attack

Washer 9 between washer and

(9 month exposure) panel

NYBO Panel 6 No crevice attack

Washer 6 between washer and

(12 month exposure) panel

NTS Panel 7 No crevice attack

Washer 7 between washer and

(12 month exposure) panel
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Table 4

Results of 30- and 60-Day Jet Impingement Tests in Filtered Natural Seawater

Material Velocity Corrosion Rate (mpy) Maximum Depth of

ft/s(mls) 30 Days 60 Days Attack (mils)

30 Days 60 Days

OSLA-80 501.5) 7 6 No measurable

8(2) 6 6 attack at
Imp~ingement site

15(5) 9 10 Staining Staining

30(9) 11 11 Staining Staining

50(05) 16 No measurable

attack at

Imp~ingement site

HSLA-100 5(1.5) 20 15 No measurable

10(3) 19 15 attack at

15(5) 20 16 imp~ingement site
30(9) 17 13
50(15) 21

HY80 5(1.5) 6 6 No measurable

8(2) 6 6 attack at

imp~ingemfent site

15(5) 10 10 Staining Staining

30(9) 12 10 Staining Staining

50(15) 18 -- No measurable

attack at
impingement site
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CORROSION CHARACTERIZATION OF DEPLETED URANIUM-2% MOLYBDENUM
PENETRATORS IN SYNTHETIC SEAWATER

K. L. Vasanth and C. M. Dacres

Naval Surface Warfare Center
Materials Division

Electrochemistry Branch
10901 New Hampshire Avenue

Silver Spring, MD 20903-5000

The corrosion behavior of depleted uranium-2%
molybdenum alloy penetrators and their
assemblies with nylon sabots were studied in
synthetic seawater for eight months at 500, 600 and
700C. The results indicate that the nylon sabots
can prevent corrosion of the bare depleted uranium
(DU) alloy in salt water environment provided that
the temperature does not exceed 500C. At higher
temperatures, cracking of the nylon sabots and
severe corrosion of the depleted uranium-2%
molybdenum alloy penetrators were observed.
Exposure of the bare DU alloy and their assemblies
to 93% relative humidity at room temperature for nearly
eight months did not cause any adverse effect.

INTRODUCTION

Depleted uranium and depleted uranium alloys are used for a vari-
ety of applications like aircraft counter weights, subatomic
particle detectors for accelerators and radioactive waste shield-
ing (1). Defense agencies are interested in depleted
uranium alloys because of their high-density, low-cost, avail-
ability and their excellent ballistics capability. The tri-
services (Army, Navy and Air Force) have at least one program in
which a depleted uranium alloy is a candidate material for
ballistic applications (2). The Navy currently uses depleted
uranium alloy with 2 weight% Mo (DU-2 Mo) for manufacturing
kinetic energy penetrators. Depleted uranium alloys are known to
be susceptible to general corrosion and stress corrosion cracking
(SCC), particularly at high humidity (95%) and high temperature
(740C). Trazaskoma (3) has documented a comparison of the corro-
sion and stress corrosion cracking resistance of two depleted
uranium alloys: DU-0.75 Ti used by the Air Force and DU-2 Mo used
by the Navy.
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In an attempt to prevent the corrosion of DU alloys, metallic
coatings of Ni and Ni-Zn on DU-2 Mo alloy were investigated by
Crowe (4). A recent study (1) has shown that galvanizing
DU-0.75 Ti and DU-6 Nb alloys with Zn provided corrosion protec-
tion which was in turn enhanced by treating coated zinc with
chromate conversion coatings. Orman (5) and Orman and Walker (6)
have reported that an organic coating of styrene-butadiene copo-
lymer containing powdered aluminum can significantly reduce cor-
rosion in humid air.

BACKGROUND

Unalloyed uranium suffers from poor corrosion resistance of the
stable alpha phase, low hardness and yield strength, lack of
dimensional stability and inability to be heat treated (7).
Addition of Nb, Zr, Mo, or Ti tends to stabilize the body
centered cubic (bcc) gamma phase, which permits heat treatment and
results in increased corrosion resistance. A detailed investiga-
tion has been made of the corrosion behavior of binary alloys
U-Ho and U-Ti, and the effects of the other alloying elements by
M. Levy et al (7).

The objective of this investigation was to characterize
the corrosion behavior of DU-2 Mo alloy penetrators (bare) and
their assemblies with nylon sabots in synthetic seawater.

EXPERIMENTAL

The following types of samples were received from suppliers
for corrosion studies: 1. DU-2 Mo with Mod.0 nylon jacket
(#68-0), 2. DU-2 Mo with Mod.l nylon jacket (#68-1) and 3.
bare DU-2 Mo (#68). The specified chemical composition of the
DU-2 Mo alloy is given in Table 1.

Table 1

ALLOWABLE CONCENTRATION RANGE OF ELEMENTS

Depleted Uranium 97.7% min. by weight
Molybdenum 1.8 to 2.2% by weight
Hydrogen 5 ppm max.
Nitrogen 80 ppm max.
Oxygen 75 ppm max.
Iron 50 ppm max.
Carbon 300 ppm max.
Total ImpuritiesI  1000 ppm max.

1. Include hydrogen, nitrogen, oxygen, iron, carbon, titanium
aluminum, silicon, phosphorus, nickel, copper, calcium,
magnesium, sulphur and zirconium.
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Laboratory Immersion Tests

The DU-2 Mo alloy samples and their assemblies with nylon
sabots were weighed in the as received condition. A test matrix
was developed to systematically investigate the corrosion behav-
ior of DU-2 Mo alloy samples and their assemblies immersed in
synthetic seawater (see Table 2). Each sample was immersed in a
bottle containing 200 ml of synthetic seawater and maintained at
500, 600, and 700C. These samples were monitored carefully and
water loss due to evaporation was compensated by periodically
adding distilled water. Samples in 700C bath needed water
replenishing every other day. The temperatures of the three
baths were controlled thermostatically within ± 0.50C.

Table 2

TEST MATRIX FOR DU-2 Mo ALLOY PENETRATORS AND THEIR ASSEMBLIES

Immersion in Synthetic Seawater 93% R. H.

Sample 500C 600C 700C

68-0 3 3 3 3

68-1 3 3 3 3

68 (Bare) 3 3 3 3

* R. H.- relative humidity.

The first set of samples were removed from the three temperature
baths after 30 days immersion in synthetic seawater. Each
sample was carefully rinsed with distilled water and cleaned in
an ultrasonic cleaner for five minutes to remove loose corrosion
products. These samples were later air dried and weighed. The
second and third set of samples were removed and treated in a
similar manner after 128 days and 224 days immersion, respec-
tively.

Relative Humidity Test

A saturated aqueous solution in contact with an excess of a
definite solid phase at a given temperature will maintain a
constant humidity within any enclosed space (8). In the present
investigation a saturated aqueous solution of Na2SO4 .10 H20
was used in contact with its solid phase to maintain 93%
relative humidity in a closed container. The penetrator
samples were kept on a porous plate just above this solution.
The container with samples and sodium sulphate solution was main-

368



tained at ambient temperature. The loss of water due to evapora-

tion was compensated by the addition of distilled water.

Surface Evaluation

Scanning electron micrographic examination (SEM) and energy
dispersive X-ray spectrum analysis (EDAX) were performed on
unexposed DU-2 Mo alloy. Stereomicroscopic pictures were taken
for the unexposed alloy and for the samples removed from immer-
sion test in synthetic seawater at 500C, 600C and 700C.
The results are discussed in the following sections.

RESULTS AND DISCUSSION

Weight loss/weight gain data obtained for DU-2 Mo alloy penetra-
tors and their assemblies were used to compute corrosion rates.
Figures 1 through 3 show plots of corrosion rate in mils per year
(mpy) as a function of time in days for three different tempera-
tures. Figure 4 shows the two types of penetrators, 68-0 and
68-1 with nylon assemblies and 68 bare DU-2 Mo alloy penetra-
tors in the as received condition and before the immersion test.
Samples 68-0 and 68-1 contain 68 bare DU-2 Mo alloy
penetrators enclosed in a nylon jacket of modification Mod.0
and Mod.1, respectively.

After 30 days immersion in synthetic seawater at 700 C, only
the bare DU-2 Mo alloy penetrators showed slight corrosion.
A small amount of black corrosion product, possibly U02 , was
found on the bottom of the glass bottle. The penetrator assem-
blies removed from 500C, 60°C and 700C baths after 30 days
immersion in synthetic seawater did not show any degradation.
But, after 128 days immersion at 600C and 700C, the nylon
assemblies showed cracks exposing the bare alloy to corrosion.
The cracks were wider (,3 mm) in the assemblies removed from
700C bath compared to those taken out from 600C bath.
At each temperature, the corrosion rate for bare DU-2 Mo
alloy was higher than that obtained for the penetrator with
assemblies. In addition, it can be seen from the plots of corro-
sion rate versus immersion time (see Figures 1-3) that the corro-
sion rate for the bare alloy increased as a function of immersion
time for each test temperature. The downward trend observed in
the corrosion rate for the penetrator with assemblies can be
attributed to the weight gain recorded as a result of trapping
some of the corrosion products and traces of moisture within the
cracked nylon assembly. The similar variation of these plots for
the two types of assemblies with Mod.0 and Mod.1 sabot, show
that these two designs or models of nylon sabots, perform in a
similar manner in synthetic seawater environment.
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The condition of the penetrator assemblies and the bare DU-2 Ho
alloy penetrators after 224 days immersion test in synthetic
seawater at 500C, 600C and 700C are shown in Figure 5,
respectively. The bare DU-2 Mo alloy penetrators corroded the
most at each temperature as compared to the ones with assemblies.
The penetrator removed from 700C temperature bath showed cracks
on the main body of the penetrator alloy and severe corrosion.
The two types of penetrator assemblies with Mod.0 and Mod.1
sabot, showed increased cracking of the nylon sabots as a func-
tion of temperature. It appears that initially crevice corrosion
occurred due to the interaction of seawater with bare DU-2 Mo
alloy in the assemblies. The buildup of corrosion products
between the DU-2 Mo and the nylon sabot created a force which was
sufficient to initiate a crack in the sabot assembly. The crack-
ing of the assembly exposed more DU-2 Mo to the environment and
combined with the high temperature further increased the corro-
sion of the alloy. In fact, the assemblies from 700C bath showed
large cracks and significant shape distortion as well. In these
cases, a small weight increase was recorded due to trapped corro-
sion products within the cracked nylon sabots.

The corrosion of uranium by humid air as well as by aqueous
media can be represented by the following reactions:

U + 2H20 ----- > U02  + 2H2

2U + 3H2 ------- > 2UH3

2UH3 + 4H20 ----- > 2UO2 + 7H2

If excess moisture is present, U02 on the surface of uranium
may react with moisture to form greenish-black foliations of the
hydrate, U02 .2H20. A hi,,ner oxide like U308 when present may
react with water to form U308 .H20 which is yellow (9). In the
tests performed here black UO2 was the predominant corrosion
product. However, partial oxidation of this to U308 was observed
in some cases by the yellow color that appeared on the surface
of the bare penetrators and on the inner walls of the glass
container in which the test was carried out.

The DU-2 Mo alloy penetrators and their assemblies exposed for
eight months to 93% relative humidity at room temperature, appeared
good. No signs of spalling or other forms of corrosion were
observed. It should be noted that DU alloy with 2% No has been
reported to form voluminous corrosion products after 103 days
exposure to 740C and 95% relative humidity (4).
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Surface Evaluation Results

Figure 6 shows a SEM of the surface of the unexposed DU-2 Mo
alloy. The surface appeared smooth with some light colored
patches similar to the one shown in the center of the picture.
These were identified by EDAX to be silicon inclusions.
A typical EDAX spectrum of this alloy is given in Figure 7. It
can be seen that this alloy contains small quantities of silicon,
aluminum and molybdenum along with the major element, uranium.

Stereomicroscopic pictures were taken for the samples removed
from immersion test in synthetic seawater maintained at 500C,
and 700C. Figures 8 and 9 show how the bare alloy suffers
from increased corrosion as the immersion time is increased from
128 to 224 days at 500C. Figures 10 and 11 show the severity of
corrosion that occurred at 700C with increase in immersion time.
Cracking of the nylon sabots and corrosion of the inner bare
penetrator in the assembly are shown in Figure 10. In some
cases, the surface showed circular areas around which corrosion
was severe. This may possibly be due to local galvanic interac-
tions between DU and the various inclusions. As observed from
SEM photograph and the EDAX spectrum of DU-2 Mo alloy inclusions
of Si, Al (see Figures 6 and 7) may be responsible for establish-
ing local galvanic cells with DU.

SUMMARY

1. Bare DU-2 Mo alloy penetrators showed mild corrosion after
30 days immersion in synthetic seawater at 500C. Even at this
temperature, the rate of corrosion increased as a function of
immersion time.

2. Temperatures higher than 500C lead to severe corrosion and
shape distortion of the bare alloy penetrator and their
assemblies.

3. The penetrator assemblies with nylon sabots did not show
any degradation after about six months immersion in synthetic
seawater at 500C. The nylon sabots cracked at higher tempera-
tures exposing the bare alloy to corrosion. The cracking of the
sabots resulted in shape distortion as well.

4. Both the bare DU-2 Mo alloy and their assemblies showed no
signs of corrosion on exposure to 93% relative humidity at room
temperature.
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Figure 6. SEM of unexposed DU-2 Mo alloy-
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Figure 7. EDAX Spectrum of IDU-2 Mo alloy.
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Figure 8. Surface of bare DU-2 Mo alloy after 128 days
immersion in synthetic sea water at 50 C.O OX)

Figure 9. Surface of bare DU-2 Mo alloy after 224 days
immersion in synthetic sea water at 50 C. (40X)
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Figure 10. Cracking of nylon sabot and corrosion of DU
alloy in the assembly after 128 days immersion
in synthetic sea water at 70 C. (40X)

Figure 11. Severe corrosion of bare DU-2 Mo alloy after
224 days immersion in synthetic sea water at
70 C. (40X)
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THE USE OF CERAMIC COATINGS FOR INHIBITION TO
VANADIUM ATTACK IN GAS TURBINE COMPONENTS

Robert L. Clarke and Joel S. Patton
David Taylor Research Center

Code 2813
Annapolis, MD 21402

ABSTRACT

Zirconia-based ceramic coatings were evaluated for
hot-corrosion resistance in standard low-velocity
low-pressure burner-rig tests. These tests were
conducted at both the low temperature 7040C
(13000F) and high temperature, 900'JC (16506F) hot-
corrosion regime. The coatings were applied by
either the electron beam-physical vapor deposition
(EB-PVD) process or by vacuum plasma spraying
(VPS). The use of zirconia at higher temperatures
requires a stabilizer in order to provent
undesirable phase transformations which would lead
to lower corrosion resistance. The most commonly
used stabilizer is yttria, however, other
stabilizers are being evaluated such as ceria.
Results of several ceramic coating candidates are
presented and compared by means of measuring
overall depth of attack in the coating.The analysis
of the results will also include a comparison of
the ceramic coating to present metallic coatings.
It is expected that the lives achievable with a
successful ceramic coating would be approximately
20X better than current metallic coatings could
achieve when used with high impurity fuels.

(Manuscript Not Available at the Time of Printing)
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NAVY AIRCRAFT GAS TURBINE ENGINE CORROSION PREVENTION/CONTROL

G. T. Browne, Materials Advisor
COMNAVAIRLANT (Code 528)
Norfolk, VA 23511-5188

K. G. Clar, Materials Engineer
Naval Air Development Center (Code 6062)

Warminster, PA 18974-5000

All Navy aircraft gas turbine engines have
experienced significant hot corrosion problems at one
time or another. Oxidation, sulfidation, chloride
attack, acidic and basic fluxing are predominant
corrosion mechanisms. In an attempt tc control this
problem, solvent emulsion cleaning compounds
(qualified to MIL-C-85704) are used to remove sea salt
and other contaminants from engine blades and vanes.
In addition to reducing corrosion, cleaning removes
the sticky organic deposits which trap corrosive
agents, dirt and dust and rob the engine of power due
to losses in compressor efficiency. A water-base
cleaner is under development at NADC which may be used
on fired (operating) turbine engines.

BACKGROUND

Gas path corrosion has been observed on all Navy gas turbine
engines (GTE). At ambient temperatures, corrosion occurs only
in the presence of an electrolyte, but at temperatures above 650
°C oxidizing gases can cause rapid corrosion of even the more
noble metals. The rate at which corrosion occurs depends
strongly on the presence of corrosive contaminants. In the cold
section (compressor), contaminants ingested into the inlet duct
stick to oxidized oil deposits and accumulate. This is often
referred to as the "flypaper effect." In the hot section
(turbine), contaminants are entrained in the hot combustion
gases. To reduce corrosion rates, aircraft engines are
periodically washed with a diluted solvent emulsion cleaner and
rinsed with fresh water. The cleaner removes oxidized oil films
and entrapped debris including corrosive agents such as salt,
dirt, dust, and environmental pollutants. This cleaning process
has two important benefits. First is the removal of potentially
harmful contaminants, thereby minimizing corrosion. This occurs
mainly in the compressor section. But since the cleaner flows
through the entire engine gas path, some contaminants are also
removed from the turbine blades and disks. The second benefit,
perhaps even more important than the first, is the restoration
of compressor efficiency by removing the "flypaper effect"
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debris which interferes with airflow. Table 1 shows some
examples of Navy engine wash cycles.

TABLE 1. Examples of Navy Engine Wash Cycles.

Aircraft Engine Required wash intervals

H-46 T-58 Each 50 operating hours ashore *
Each 25 operating horrs at sea

H-53 T-64 Each 50 operating hoars ashore *
Each 25 operating hours at sea

F-14 TF-30 Each 180 operating hours
A-6 J-52 Each 200 operating hours
P-3 T-56 Each 300 operating hours
* Fresh water rinses after overwater flight

CORROSION OF GAS TURBINE ENGINES

Aircraft turbine engines corrode both on the ground at ambient
conditions and in flight, when temperatures up to 400 °C are
achieved in the high pressure stages of the compressor section
and in excess of 850 C in the turbine section. On aircraft
carriers, salt spray, maintenance fluids, ship stack gases and
exhaust from other engines can contaminate non-operating
engines. Although aqueous electrochemical corrosion can occur
at ambient temperature and the lower temperatures found in an
operating compressor, this mechanism is not important in an
ambient turbine section due to the highly corrosion resistant
alloys which must be used to minimize the effects of hot
corrosion. Since hot corrosion reactions cannot occur below
about 650 OF, these mechanisms are not responsible for
compressor corrosion damage.

In a turbine engine compressor, corrosive agents are ingested
during operation and contaminate and corrode only surfaces on
which they adhere. Some particulates are trapped on blade and
vane surfaces by sticky thin films derived from leaking engine
oil or accumulated airborne organic materials. Hygroscopic
particulates may adhere without assistance under the proper
humidity and surface temperature conditions. Subsequently,
absorption of moisture from humid air forms an electrolyte
solution which attacks compressor alloys by uniform, galvanic,
pitting and intergranular corrosion. Table 2 shows
contamination levels for helicopter and fighter engine
compressors operated in Western Europe as reported by Kolkman
and Mom (1]. Sulfate, a signiticant component of sea salt and a
reduction product of atmospheric sulfur dioxide, was found to be
the predominant ionic contaminant and is present in
concentrations which appear to be independent of rinsing
frequency. Either sulfate is not removed by rinsing or it
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accumulates rapidly and maintains a constant thickness by
spalling.

TABLE 2. Contamination Levels in Engine Compressors
Operated in Western Europe (pmol/m2 of airfoil surface) [1]

Engine Type Helicopter Fighter Fighter
Environment Land Land & Sea Land & Sea
Water Rinse Daily Weekly Never

(774 hrs)
Ion species

F- < 50 250 na
Cl- 1 900 6 900 6 100
SO4-3 19 000 17 000 16 400
P04  na na < 80
NO- 2 700 1 500 590
HP 2 000 1 50
NH + 14 000 230 90
Na" na na 29 500
K+ +2na na 1 900
Ca+2  na na 4 200
Mg+2  na na 3 800

na = not analyzed

In the turbine section of an operating gas turbine engine,
erosion and hot corrosion (occurring above 650 °C) damage occurs
continually but at a rate which depends on the presence of
corrosive agents. Turbine corrolents include those which are
ingested by the compressor as wel. as those derived from fuel
and some engine alloys themselves. Idble 3, from Jones (2],
lists some of the agents responsible for hot corrosion,
mechanisms and required temperatures.

TABLE 3. Species Degrading Gas Turbine Blades [2]

Corrodent Mechanism Temperature (QC_

02 Oxidation > 1000
Na2SO 4  Hot corrosion 850 - 950

Sulfidation

SO2  Sulfidation/ 650 - 950
Oxidation

Na20 Basic fluxing 850 - 950
MO 3 (W03, V20) Acidic fluxing 850 - 950
Eutectic suleates Low temperature 650 - 750
(CoSO4-Na2SO4 ) hot corrosion

NaCl Chloride attack 650 - 950
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The direct reaction of turbine superalloys with oxygen occurs at
temperatures above 1000 oC, but sulfidation/oxidation reactions
can occur as low as 650 0C. Dissolution of protective oxide
films through basic and acidic fluxing and the catalytic effect
of chloride are also significant mechanisms.

In order to minimize the effects of hot corrosion, engine
manufacturers have invested their resources in the development
of harder, more corrosion resistant alloys. The development of
diffusion, metallic overlay, and ceramic protective coatings has
resulted in a marked improvement in the service life of turbine
components [3). However, given enough time all protective
coatings erode allowing corrosion to resume. Especially rapid
blade failures were observed for aircraft deployed in the Middle
East following erosion caused by airborne sand.

An additional source of contamination which can lead to
premature coating or alloy corrosion due to some of the above
mechanisms is unauthorized cleaning compounds. Although heat
resistant coatings can reduce corrosion at high temperatures,
some are affected by highly alkaline cleaning compounds. For
these reasons, strict pH limits (7.5 to 9.5) and limits on the
elemental content of cleaners (see Table 4) have been
established by engine manufacturers and incorporated into a
military specification (4].

TABLE 4. Composition Limits on Turbine Engine Cleaner [4]

Element Maximum concentration (ppm)

Sulfur (S) 500
Chlorine (Cl) 100
Sodium (Na) 50
Potassium (K) 50
Phosphorus (P) 50
Other metals L0

Examples of typical engine component corrosion problems are
shown in Figures 1 through 8.

CLEANING OF GAS TURBINE ENGINES

For more than 20 years, Navy aircraft gas turbine engines have
been cleaned to minimize corrosion and to recover lost engine
power. When incoming airborne particulates stick to partially
oxidized oil deposits in a compressor section, the aerodynamic
characteristics of blades and vanes are slightly altered
resulting in decreasing engine pressure ratios, increasing
temperatures, and subsequent loss of performance. To restore
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engine efficiencies, a solvent emulsion cleaner is applied using
the Navy GTE corrosion control cart. This towable cart is
charged with 3000 psi (21 MPa) compressed air and uses a 1:4
mixture of cleaner concentrate to water. An engine wash begins
with a cold engine being motored by the starter and a spray ring
or a wand is used to direct the cleaning solution into the inlet
duct at 45 to 65 psi (3.1 to 4.1 MPa). The engine is stopped to
allow 15 minutes for the cleaner to degrease the compressor.
Fresh water is then sprayed into the inlet duct with the engine
motoring again until the discharge water runs clear. To prevent
corrosion caused by trapped water, the engine is finally dried
by running for at least 5 minutes or by "windmilling" using the
starter for at least 15 minutes.

DEVELOPMENT OF A NEW GTE CLEANER/METHOD

The above procedure has several drawbacks. First, an engine
must be cold to prevent the hydrocarbon solvents in the cleaning
solution from vaporizing too quickly or even igniting. Second,
the solvent in such cleaners are a source of air and water
pollution. For example, each corrosion control cart in the San
Diego Air Pollution Control District can only be used with a
permit. Third, if the engine is not completely dried by running
or windmilling, corrosion is promoted. One solution to these
problems is to apply a water-base cleaner to an operating
engine. Although not as effective as solvent emulsion cleaners
at ambient temperatures, water-base cleaners can be very
effective at the temperatures encountered in an operating
compressor. If this approach is successful, the time required
for engine cooling and drying can be eliminated, corrosion
problems which occur with the omission of the drying cycle will
disappear and the pollution attributed to engine washing will be
minimized. Finally, engine washing at temperatures below 0 °C
will be feasible.

Reference [4], developed by the Naval Air Development Center,
makes use of an oxidized engine oil laboratory soil for cleaning
efficiency testing. Water-base cleaning products are being
evaluated using the same soil and test equipment, but applied
using steam to simulate the hot engine conditions of a fired
(operating engine) wash. However, currently available
proprietary products exhibit cleaning efficiencies of only 30
percent compared to the 90 percent efficiencies of the current
solvent emulsion cleaners.

CONCLUSION

Even though the engine wash program does not stop corrosion,
documentation indicates that this program extends the useful
life of many GTE components. However, more research is needed
to develop high performance alloys and coatings which can
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survive and function in the high temperature erosive/corrosive
GTE environment. With the emphasis on higher temperatures to
develop more thrust with less fuel, erosion/corrosion effects
must be a major consideration for all engine developers.
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Fiqure 1. Corrosion Crackinq of T-56 Turbine Vane

Figure 2. Catastrophic Failure of T-56 Turbine Vane
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Figure 4. Coating Failure and Cracking of F402 Turbine Vane

Figure 5. Corrosion at Trailing Edge of F402 Turbine Vane
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Figure 6. Rust at Disk Attach Point on F402 Turbine Blade

Figure 7. Cracking and Corrosion on J-52 Turbine Vane
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Figure 8. Erosion and Corrosion of TF-34 Turbine Blade
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MICROSCOPY OF THE CORROSION OF
HIGH-TEMPERATURE COATINGS

G. H. Meier and F. S. Pettit
Department of Materials Science and Engineering

University of Pittsburgh

The results of morphological studies of the oxidation and hot corrosion of
diffusion aluminide, CoCrAIY overlay, and zirconia thermal-barrier coatings
are presented. The influence of Pt additions on the cyclic oxidation and hot
corrosion behavior of diffusion aluminides is described in detail. It is shown
that the composition of the substrate has a substantial influence on the
corrosion rates and morphologies. The development of the hot corrosion
morphologies of CoCrAIY coatings on Ni-base superalloys is described and
the use of transmission electron microscopy in characterizing the fine details
of these morphologies is discussed. Finally, the development of the hot
corrosion morphologies of stabilized zirconia thermal barrier materials is
described.

INTRODUCTION

Gas turbine engines are widely used in propulsion systems and in power generating equipment.
Materials used in gas turbines may be subjected to a range of environmental conditions depending
upon their location in the engine and the operating characteristics of the unit. Materials used for the
high pressure turbine are exposed to rather severe conditions in that temperatures are high and salt
deposits can accumulate on the surfaces of hardware. The temperature of high pressure hardware
depends on operating conditions and the particular application in which the gas turbine is being used.
Aircraft gas turbines usually operate hotter than marine or land-based gas turbines. High pressure
turbine materials can be exposed to temperatures in the range 600 to 1100'C where the upper limit
is encountered only intermittently. The formation of deposits on hardware is determined by the
composition of the gas and the temperature of the hardware. Depending on the purity of the fuel
and ingested air and temperature, deposits such as NaAO4 can accumulate on hardware surfaces at
metal temperatures in the range from 600 to about 1000"C. Some fuels can contain vanadium which
can lead to the presence of vanadium compounds, such as NaVe 3, in the deposits.

The severe environments encountered in turbines generally require that the superalloy components
be protected by coatings. The coatings may be divided into two categories: those applied for
corrosion protection and thermal barrier coatings. Coatings applied for corrosion protection consist
of diffusion coatings and overlay coatings. The most widely used diffusion coatings are the
aluminides while typical overlay coatings are physically vapor deposited(PVD) CoCrAIY coatings.
Thermal barrier coatings are typically plasma sprayed coatings of stabilized zirconium dioxide. The
purpose of the thermal barrier coatings is to reduce the temperature of the underlying metallic
components. These coatings reduce the environmental degradation of the components but are not
inert. The aluminide and overlay coatings are subject to several forms of degradation. In high
temperature applications(e.g. aircraft engines) the coatings undergo isothermal and cyclic oxidation
and interdiffusion with the superalloy substrate. At lower temperatures the coatings are subject to
degradation which is accelerated by the presence of surface deposits such as sulfates(hot corrosion).
Thermal barrier coatings are susceptible to corrosion associated with sulfate deposits particularly
when vanadium is present. The major effect of this form of degradation is preferential removal of
the stabilizing oxides such as yttria.

An important aspect of minimizing the effects of the above-mentioned forms of degradation involves
understanding the mechanisms of degradation. The development of this understanding involves
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the ability to reproduce the corrosion morphologies found in service by conducting well-controlled
laboratory experiments. This paper presents the results of experiments used to ascertain the pertinent
variables which reproduce the corrosion morphologies observed in service.

RESULTS AND DISCUSSION

Diffusion Aluminide Coatings

Pack cementation is a very common CVD process used to produce diffusion aluminide coatings. In
this process a part is immersed in a pack mix and heated in a retort purged with an inert gas. The
pack mix includes an aluminum source, an inert filler, and an activator to accelerate AI transfer from
the source to the substrate. The final microstructure depends on the temperature of the pack, the
pack mix, and any pretreatment of the part to be coated. The coating microst uctures that result
from the pack process have been divided by Goward and Boone into two types T'2, those produced
by a high Al activity source and those produced by a low activity source. Often these types are
referred to as the low temperature and high temperature types, respectively. This coating
classification was established using Jannsen and Rieck's work on diffusion in nickel aluminides.1
Their work showed that only Al atoms are mobile in the aluminum rich aluminides and Ni atoms are
the only mobile species in aluminum deficient aluminides. From this work it was concluded that
outward growing coatings form mainly by Ni diffusion out to the coating surface. Inward growing
coatings were concluded to form predominantly from Al diffusion into the substrate.

Aluminide coatings are degraded via reaction with the environment(corrosion) and by interdiffusion
with the substrate. Both processes result in depletion of aluminum from the coating. A significant
advance in the technology of diffusion aluminides was made when other elements such as Cr, Ta, Si,
and most notably Pt were incorporated into aluminide coatings. 4' The platinum modification to
straight or normal diffusion aluminides resulted in a much more degradation resistant coating-" 1

Platinum modified aluminide coatings are used commercially in the hot section of turbine engines.11

Various processing schemes have been developed to add platinum to diffusion aluminide coatings
each of which produces coatings with different microstructures. In most of these processes platinum
is electroplated as a thin layer (r 3-10pm) on the surface prior to aluminizing. The platinum
aluminides formed using high activity packs involve aluminum diffusion through the platinum layer.
If the Pt content of the layer is high enough at the surface a continuous PtAI2 phase will form.
Lower Pt contents may cause NiAl(p) precipitates to form in PtAl2 or vice versa. When the Al
reaches areas in the Pt layer where the Pt content is lower than that needed to form PtAI2, a
hyperstoichiometric NiAI (p) phase forms. Al is mobile in this phase until the Al content decreases
to where Ni atoms become the mobile species. The resultant structure is similar to that for a straight
aluminide with the exception of the zone containing the PtAI2. Some inclusions of alumina may also
be present in this zone as a result of the grit blasting of the substrate prior to Pt electroplating and
are excellent markers of the original surface. The platinum aluminide structures formed with a low
activity pack evolve in a different manner. The Al still moves through the Pt layer eventually
forming a hypostoichiometric NiAI phase in regions where the Pt content is lower. Nickel atoms are
the only mobile species in this phase. The continued growth of the coating is mainly by Ni movement
outward which results in a two zone structure. The first zone at the surface of the coating contains
PtA12 precipitates in hyperstoichiometric NiAI. The second zone is a Ni-rich NiAI that forms via
interdiffusion.

Platinum improves the lives of aluminide coatings. However, coatings can be degraded by different
processes such as oxidation, high temperature hot corrosion and low temperature hot corrosion. This
section of the paper is concerned with defining the types of degradation for which platinum is an
effective means to extend coatings lives. In addition, the mechanisms by which platinum produces
such beneficial effects will be described.

Several straight aluminide and platinum aluminide coatings were studied on the superalloy substrates
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Table 1 Compositions of Alloy Substrates(wt%)

Sample Ni Cr Al Ti Co Ta Mo W Hf B Zr C Nb

IN738 Bal. 16 3.4 8.5 1.7 1.7 1.7 2.6 - .01 - .17 .9

MAR M200 Bal. 9 5 2 10 12 - .015 .05 .15 1

RENE 80 Bal. 14 3 5 9.5 - 4 4 * 015 .32 .17 -

CMSX-3 Bal. 7.7 5.5 .9 4.9 5.8 .6 7.8 .1

PWA 1480 Bal. 9.8 5.1 1.5 4.7 11.9 - 4 -

EDS indicated the presence of Hafnium.

whose compositions are indicated in Table 1. Micrographs showing the microstructures of typical
as-processed coatings are presented in Figure I. The coatings are a straight aluminide(PWA 73) and
a Pt-aluminide on IN738. The light discontinuous phase evident at the surface of the Pt-modified
coating is PtAl which lies in a matrix of (Pt,Ni)AI. Carbides exist in the inner zone. Alumina
particles from tile grit blasting are also evident in the Pt-aluminide coating. These particles are in
the inner zone and appear to be from 1-4 pm in diameter. Alpha-refractory metal precipitates can
be observed beneath the PtAl2 layer. The PWA 73 coating has a three zone structure.

Isothermal oxidation tests were performed on a number of the coating systems at 1100°C in air. The
platinum modified coatings usually had smaller weight increases than the conventional aluminide
coatings, however, some of the conventional aluminides also exhibited very small weight increases.
This test was further complicated by the fact that some weight losses may have occurred on the
platinum modified samples due to PtO2 vaporization from the platinum tabs used to support the
coupons for electroplating. Cross sections of the scales of both coating types on MAR M200 are
presented in Figure 2. The scale upon the straight aluminide coating is about 4 times thicker than
that on the Pt-modified coating. These thicknesses were used to calculate parabolic rate constants.
Values of 2.8 x 10"12 and 2 x 10-13 g2/cm"-sec were obtained for the oxides formed upon the
conventional and platinum aluminides, respectively. The value of 2 x 10-13 is in good agreement with
alumina growth on platinum-aluminum alloys. 2  The coating microstructures after isothermal
oxidation are compared in Figure 3. The diffe:ence in the amount of degradation between the
coatings is evident. The straight aluminide had formed an appreciable amount of -I' next to the scale.
In some areas a lighter imaging -1 phase is next to the scale. This view of the coating also shows that
the scale formed on the straight aluminide is much thicker than that shown in Figure 2 in scme
places. The platinum aluminide on the other hand displays a continuous layer of P phase adjacent
to the scale with a another phase, -y', appearing at the grain boundaries.
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Cyclic oxidation tests were performed at 1100, 1135 and 1200"C and typical weight change versus time
measurements from these tests are presented in Figures 4 and 5 for different coating systems. In
all of these tests the platinum modified coatings performed better than the conventional aluminides.
In particular, protective alumina scales were maintained for longer periods of time on the platinum
modified coatings compared to the conventional coatings. Some platinum modified coatings exhibited
lives greater than others because substrate elements influenced the coating lives. Figure 6 shows
micrographs of the surface of coated IN738 after 322 cycles of testing. The Pt-aluminide coating
displays alumina whiskers.and outgrowths upon a web or lacy structure. Little variation in the scale
morphology is observed. The EDS of the general scale on a Pt-aluminide indicates a scale rich in
Al and Cr. The surface of the straight aluminide shows a considerable amount of relief and no one
oxide morphology dominates. The EDS analyses of these scales are similar to the Pt modified coating
but indicate a higher amount of Ti. Figure 6 indicates substantial spalling of the alumina from both
coatings. Therefore, it does not appear that the beneficial effects of Pt are associated with improved
scale adherence.

Results obtained from acoustic emission tests with several coating systems are presented in Figure
7 and are consistent with the proposal that the platinum modified coatings do not exhibit substantially
better oxide scale adherence than the straight aluminide coatings. Therefore, it is proposed that Pt
improves the ability of the coatings to reform alumina scales after spalling.

The various aluminized alloys were exposed to high temperature hot corrosion conditions which
consisted of coating with Na2SO4 deposits and exposing to air at 1000"C under thermal cycling.
Results obtained from these tests are presented in Figure 8. These data show conclusively that the
platinum modified coatings are better than coatings that do not contain platinum. Typical
microstructures of specimens exposed to cyclic hot corrosion conditions are presented in Figure 9.
The amount of degradation is much more extensive in the coating that does not contain any platinum.
Examination of the data presented in Figure 8 shows that there also is an effect of substrate
composition. Coatings have shorter lives on Rene 80 compared to CMSX-3 which in turn are not as
good as coatings on PWA 1480. The significant difference between these substrates is the amount and
type of refractory elements. Rene 80 contains both Mo and W. CMSX-A contains mainly W whereas
PWA 1480 contains predominantly Ta. In the hot corrosion literature it is well documented that
refractory elements such as Mo and W can have a profound effect upon hot corrosion behavior. The
results obtained for the high temperature hot corrosion tests show that platinum extends the lives of
diffusion aluminide coatings. Optimum lives, however, depend on the composition of the superalloy
substrate. These results are interpreted in terms of the Pt additions excluding refractory metals from
the outer regions of the coatings and in improving the ability to reform alumina scales under cyclic
conditions as described above.

Low temperature hot coi rozion experiments were conducted by coating the aluminized alloys with
NaSO4 and exposing them to oxgyen plus S03 under isothermal conditions at 700°C. The weight
change data for coating systems exposed to low temperature hot corrosion conditions are presented
in Figure 10. The weight changes ari not as large as those of the high temperature hot corrosion test
but still very much larger than would have been observed in the absence of a deposit and without any
SO0 in the gas phase. Examination of !hese results show that the weight changes for the coatings
which contain platinum are usually significantly less than those which do not contain any platinum.
This observation is also supported by metallographic examination of the exposed specimens. As can
be seen in Figure 11, less attack of the coating on CMSX-3 with platinum has occurred than of the
coating with no platinum. No obvious influence of substrate composition was evident in the low
temperature hot corrosion tests.
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Hot Corrosion of CoCrAIY Overlay Coatinys

The exposure of CoCrAIY overlay coatings to the low temperature hot corrosion conditions described
above, for example in marine turbines, is known to cause even more severe degradation than is
experienced by the aluminide coatings. The typical morphology is a pitting type as illustrated in
Figure 12(a). Higher magnification SEM observation of the corrosion front, Figure 12(b), indicates
some preferential attack of the Al-rich P-CoAl phase and the precipitation of sulfides ahead of the
corrosion front. EDS analysis of these sulfides, Figure 12(c), shows them to be Ti-sulfides. The Ti
has diffused up from the IN738 substrate. Combination of SEM, Cross-sectional TEM, and selected
area electron diffraction, Figure 13, indicates that the bulk of the pit contains Cr2O3 and a mixed
spinel of Co, Cr, and Al. Combination of bright-field and dark-field transmission electron
microscopy, Figure 14, indicated that the metal islands in the lower part of the pit were virtually pure
Co. The combination of the above morphological observations with thermodynamic and kinetic
analyses, which have been eliminated for the sake of brevity, have lead to a model for this form of
degradation. This model involves the preferential removal and reprecipitation of Al and Cr at the
corrosion front, which prevents a protective oxide from forming, followed by the dissolution of Co
into the sulfate melt.

Vanadium-Induced Corrosion of Thermal Barrier Coatings

Thermal barrier coatings, such as stabilized zirconia, are now being used to reduce metal surface
temperatures. It is well established that deposition of vanadium-containing compounds on these
coatings can cause severe corrosive attack. Under some conditions this attack is associated with the
removal of the stabilizer from the coating. The experimental procedure to examine the effects of
vanadium was similar to that for sulfate hot corrosion except that Na2 SO4 + NaVO 3 deposits were
used and, in some experiments, the activity of V20, was fixed in the gas phase by flowing gases over
a crucible of V205 at a fixed temperature. Polycrystalline zirconia specimen. bilized with 6 and
12% Y 0 were examined. A single crystal of ZrO -6% Y2 03 was also studieu. At 900"C it was
found hat the corrosion attack could be described'by mcsuring the thickness of a porous zone
which developed at the surface of the specimens, Figure 15. The thickness of this zone as a function
of time is presented in Figure 16 for 6 wt% Y20 3 - ZrO2. The kinetics are linear and the rates
become greater as the activity of V 0 in the deposits is increased. Examination of degraded
specimens shows that Y2 0O is removed'from the ZrO2 and precipitated at the surface of the specimen
as YVO 4, Figure 15. Some zirconium is also removed from the samples since a small amount of a
phase containing zirconium and vanadium was detected upon the surfaces of specimens, Figure 15.
The porosity is concentrated at grain boundaries of the specimens but a porous zone was also
observed on the single crystal. The depths of the porous zones formed upon the 12% Y20 3 specimens
were not as great as those formed upon the 6 % specimens.

The morphological observations have lead to a model for the development of the porous zone and
compound formation on the specimen surfaces which is presented in Figure 17. The model involves
the dissolution of Y20 3 from the ZrO2 by reactions of the type,

Y20 3 + 3VO 3 ' = 2Y3+ + 3VO4
3" (I)

At sufficiently high V20 5 activities precipitation of YVO 4 occurs on the specimen surface.

SUMMARY

The above examples have illustrated the use of various forms of microscopy in the evaluation of
high temperature corrosion morphologies. They have, hopefully, illustrated the necessity for utilizing
this tool hi developing mechanisms for high temperature corrosion processes.
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Figure 1 SEM micrographs of typical diffusion aluminide coating microstructures. Left is PWA
73 on IN738. Right is Pt-aluminide on 1N738.

Figure -2 Cross-sections of scales after isothermal oxidation in air for 1 week at I I 00*C. The
left is PWA 73 on MAR M200 and the right is a Pt-aluminide on MAR M200.

Figure 3 Cross-sections of PWA 73(Ieft) and Pt-aluminide(right) on MAR M200 after
isothermal oxidation in air at I I100 0C for I week.
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Figure 6 Surface micrographs of PWA 73(top) and Pt-aluminide(bottom) on IN 738 after 322

hours of cyclic oxidation at I 100 0C. Note that there is evidence of scale spalling from both coatings.
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Figure 9 Cross-sections of coated PWA 1480 after 300 hours of cyclic hot corrosion in air at
1000"C. Coating at left is PWA 73 while at right is Pt-alumini-de.
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Figure 10 Low temp, .ature hot corrosion kinetics for various systems at 700*C and 10-4 atm. SO3.

Figure I I Cross-sections of coated CMSX-3 after 24 hour exposure to low temperature hot
corrosion conditions at 700TC. Left is PWA 73 while right is Pt-aluminide
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Figure 13 (Top) SEM image of a typical low temperature hot corrosion pit. (Center) TEM image
of the corrosion product in the center of the pit. (Bottom) Selected area electron diffraction from the
reaction product in the pit.
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0.2 mr

Figure 14 (Top) TEM image of the corrosion product at the base of a low temperature hot
corrosion pit showing a metallic particle at arrow. (Bottom) Bright-field image of the particle
obtained using an fcc-Co reflection.

404



0
I~n

C'~ +

00

W Il I .. o

>- lj$0I *

CYC

0

0- 4 4)

+ + 00

oo Og

21~ 0
(Wd)~~~ ~~ NO±NLNd±~d~NIS~

-4)
M 0

- .00
Qy, 20'

4) 0

405



HOT CORROSION RESISTANT Sc203-STABILIZED ZrO2 COATINGS

Robert L. Jones

Naval Research Laboratory
Code 6179

Washington, DC 20375-5000

A Navy/industry effort is underway to develop corrosion-
resistant ceramic coatings for gas turbine blades which
would allow burning of cheaper, and more abunduant vanadium-
and sulfur-containg fuels in Navy ship propulsion gas
turbines. Scandia-stabilized zirconia (SSZ) has been
identified by NRL as a promising candidate for this purpose.
NRL results indicate that SSZ is substantially more
resistant to molten vanadate/sulfate hot corrosion than
yttria-stabilized zirconia. The acid-base theory of ceramic
corrosion which pointed to scandia as a corrosion-resistant
stabilizer for zirconia, and the experimental findings that
confirmed the idea, will be described.

INTRODUCTION

The Navy currently has about 100 gas turbine powered ships, including guided
missile frigates, destroyers, and the Aegis equipped cruisers intended to
provide AAW/ASW defense for the carrier battle groups. It is imperative that
the engines in these ships operate with maximum power, fuel economy,
reliability, and endurance. A major potential problem for gas turbines in
ships is hot corrosion; i.e., high temperature corrosion of the gas turbine
blades by molten salt deposits produced from contaminants in the engine fuel
and/or sea salt in the intake air. In the early development of gas turbines
for boat and ship propulsion, it was not unusual for unprotected engines using
aircraft alloys to be corroded to uselessness in 300 hrs or so. However, on
present day US Navy ships, gas turbine blades normally exceed 10,000 hrs of
service before requiring replacement for hot corrosion damage. This huge
improvement has been made possible by use of advanced air filtering systems,
limits on allowable fuel impurity levels (e.g., below 1% sulfur), and
particularly by industry/Navy development of corrosion-resistant blade
superalloys and coatings for marine gas turbines.

Among the Navy's fuel limitations is the requirement that the fuel should be
vanadium-free. Most crude oils contain trace vanadium but, since this
vanadium is combined with heavy organic molecules and tends to remain with the
residual in distillation, it has been possible to meet Navy specifications of
no vanadium by burning distillate fuel. As petroleum reserves diminish,
however, and lower quality crudes having higher levels of vanadium must be
used, it will be increasingly difficult to insure vanadium-free fuel for Navy
ships, especially for fuel purchases in foreign ports.
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Vanadium in the fuel will present a new problem in hot corrosion prevention
for the Navy. Burner rig tests at NSRDC, Annapolis (1) have shown, for
example, that the hot corrosion rate of CoCrAlY (an alloy of Co, Cr, Al and
Y), the current Navy anti-corrosion blade coating, is increased by up to 5X by
less than 10 ppm of vanadium in the fuel. The increase in the hot corrosion
rate of MCrAlY (where M - Co, Ni or Fe) coatings caused by vanadium has been
confirmed by Seiersten and Kofstad (2).

A general approach to improving the hot corrosion resistance of CoCrAlY has
been to raise the Cr level while reducing the Al content. However, laboratory
studies at NRL (3) indicate that even Co-35w/oCr-6w/oAl-0.5w/oY undergoes
accelerated attack by vanadate-containing melts. Using higher levels of Cr
results in brittleness of the CoCrAlY coating, lessened corrosion and
oxidation resistance at 900'C and above, and the possibility of detrimental
sigma phase formation within the substrate superalloy. Therefore, while it
might be possible to reformulate CoCrAlY (or some other metallic coating) to
include molten vanadate corrosion resistance, it must be borne in mind that
the requirements for molten sulfate and vanadate protection, for oxidation
resistance, and for appropriate physical properties of the coating are
complex, and in some instances conflicting. Another point to recall is that
CoCrAlY essentially represents the culmination of more than 40 years of
development of metallic coatings for gas turbines, and that the potential for
further improvement in metallic coatings may be limited.

For these reasons, a part of the Navy's effort in gas turbine material
development is being turned to ceramics as a potential new material for gas
turbine coatings. Contracts have been awarded by NAVSEA to the Garrett
Auxiliary Power Division of Allied-Signal Aerospace Co. (formerly Garrett
Turbines) and to General Electric for the development of vanadate-resistant
ceramic coatings for use on blades in Navy shipboard gas turbines. The Navy
interest is spurred also by NASA development of stabilized zirconia for use as
thermal barrier coatings in aero gas turbines, where many of the problems
associated with ceramic blade coatings such as coefficient of thermal
expansion mismatch, thermal fatigue and spalling, and bond coat oxidation
appear to have been solved. The NRL research reported below, which has
identified scandia as a corrosion-resistant stabilizer for zirconia, was
conducted in support of the NAVSEA program for development of ceramic coatings
for shipboard gas turbines.

SCANDIA AS A CORROSION-RESISTANT STABILIZER FOR ZIRCONIA

It seems paradoxical to propose zirconia as a molten vanadate-resistant gas
turbine coating, when yttria-stabilized zirconia (YSZ) is well known to be
degraded by vanadium impurities in fuel. But we must note that, while YSZ is
attacked by certain molten vanadates, it has not been shown that the rate of
attack is greater than that of metallic CoCrAlY under the same conditions.
Indeed, preliminary burner rig tests (4) indicate that YSZ is significantly
less degraded than CoCrAlY by low concentrations of vanadium in 1% sulfur-
containing fuel. Other burner rig tests (5) also show YSZ to be substantially
more resistant to combined S03/Na2SO4attack at 700

0C (i.e., "low temperature
hot corrosion") than CoCrAlY.
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In addition, closer study reveals that the critical step in YSZ degradation is
the reaction between the Y203 component of YSZ and V206 from the vanadate melt,
which is essentially a Lewis acid-base reaction, viz

Y20s (base) + V205 (acid) - 2 YVO4 (salt) [1]

The acid-base nature of reaction [1] was demonstrated in experiments (6) which
examined the reaction of the various vanadates and V20 with the different
ceramic oxides. The results are summarized in Table 1, where the acidity
(i.e., V20 activity) of the vanadium compounds increases from Na3VO4 to V20,
and the acidity of the ceramic oxides from Y203 (most basic) to Ta2O5 (most
acidic).

Table 1

Reaction Behavior of Ceramic Oxides with
Vanadium Compounds of Increasing V20S Activity,

Showing Products Formed

&aSYD4  XI5 Y_

3Qs NR YVO4  YVO4
9&% NR NR CeVO4

NR NR ZrV2O7 (but slowly)
Na4Ge9 O20  Na4GeqO20  NR

1A,..Q NaTaO3  Na2Ta 4 011  alpha-TaVO6

* NR - no reaction
** As ppt from H20 solution

The reactions in Table 1 follow classical acid-base behavior, with acids
reacting with bases, and vice versa, but no reaction occurring between
compounds of comparable acid-base strength. For example, note that NaVO3
reacts as an acid with basic Y203 but as a base with acidic GeO2 and Ta2O.
More importantly, Table 1 shows that ZrO2 itself is resistant to reaction even
with pure V20, and that vanadate-resistant zirconia engine coacings should be
possible if a more acidic ceramic oxide than Y20$could be found for use as a
stabilizer for zirconia.

Following this hypothesis, we identified scandia (Sc2O3) as a potential
corrosion-resistant stabilizer for zirconia. Scandia is the most acidic of
the rare earth oxides (7) and is an effective stabilizer for zirconia (8);
that is, low percentages of scandia (5-7 mole-percent) added to zirconia
stabilize the tetragonal zirconia structure, and prevent the catastrophic
tetragonal-to- monoclinic phase transformation that normally occurs when pure
zirconia is cycled between high and low temperature. The following
experiments were then conducted to confirm that scandia in fact provides a
vanadate-resistant stabilized zirconia, and to give some indication of the
improvement in corrosion resistance that might be expected for scandia-
stabilized zirconia (SSZ) over yttria-stabilized zirconia.
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TESTS CONFIRMING VANADATE-RESISTANCE OF SCANDIA-STABILIZED ZIRCONIA

The tests were performed in a progressive manner, looking in order at:

1) the chemical reactions of pure scandia
2) the resistance of laboratory-prepared sintered SSZ pellets vs.
sintered YSZ pellets to molten NaVO3 at 7000 and 900°C
3) and then (as a preliminary to preparation of plasma sprayed zirconia
coatings), the performance of SSZ vs. YSZ plasma spray powders against
high temperature mixtures of NaVO3/V205, and NaVO3/Na2SO4under different
SO partial pressures.

Chemical reactions of scandia with vanadium compounds and SO,/Na.4

Scandia was tested, in the same manner as in Table 1, for chemical reaction
with vanadium compounds at 7000 and 9000C. X-ray diffraction showed that NaVO3
produced some ScVO4 formation at 700, but none at 900°C; with V20, formation
of ScVO4 occurred at both temperatures. Scandia is thus confirmed to be more
acidic than Y203 (which forms YVO4 readily at both 7000 and 900°C at the V205
activity associated with NaVO3), but still sufficiently basic that some ScVO4
formation occurs with NaVO3 at 7000, although not at 900*C.

Yttria can be leached from YSZ by other reactions than the yttrium vanadate
reaction. One such reaction is a mixed sulfate formation, which is also a
Lewis acid-base reaction but with SO as the acid, and which can be written as

Y20$(in ZrO 2) + 3 S03 + Na2SO4 - Y2(SO4)3-Na2SO4(as mixed sulfate) [2]

To test the extent that a similar reaction might occur with scandia, 50 mole-
percent mixtures of Y203-Na2SO4and Sc2O3-Na2SO4 were brought to equilibrium at
different temperatures under air containing 13 Pa of equilibrated S02-SO3
(chosen as approximately equivalent to the S02-SO3 partial pressure in gas
turbines burning moderately sulfur-contaminated fuel). The degree of sulfate
formation was calculated from the weight gain of the mixtures, in accordance
with reaction [2). Complete sulfation of the oxide corresponds to 50 mole-
percent sulfate formation. As seen in Fig. 1, Y203 is essentially completely
sulfated even at 800'C (46.3 mole-% sulfate formation, 93% conversion of
oxide). Scandia, on the other hand, gives only 9.9 mole-percent sulfate
formation (20% oxide conversion) at 7000, and only 0.3 mole-percent sulfate
formation (0.6% oxide conversion) at 8000C. These results confirm that Sc203
acts as a stronger acid than Y203 in reaction with SO3, and indicate that SSZ
should be significantly more resistant to degradation via a sulfation
mechanism than YSZ, especially above 800'C.

Reaction/destabilization behavior of SSZ vs, YSZ ceramic pellets against NaVO,
at 7000 and 9000C

Sintered pellets of Sc203(5wgt-%)-ZrO2and Y203(8wgt-%)-ZrO2were subsequently
prepared for us by Dr. Jay Wallace (formerly of the Ceramics Branch, NRL, and
now at NIST), using identical techniques of preparation. Both sets of pellets
were essentially 100% tetragonal as prepared, which verifies the effectiveness
of SC1O3 as a stabilizer for ZrO2. When these pellets were coated with 10
mg/cm of NaVO3 and heated at 7000, the YSZ pellets reacted strongly with the

NaVO3 , producing large quantities of YVO4 crystals on the ceramic surface (Fig.
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2), and giving extensive destabilization of the YSZ tetragonal structure.
Conversely, the NaVOS film on the SSZ pellecs remained effectively unreacted
(Fig. 2), with little evidence of SSZ destabilization after long periods at
700*C. No indication of ScVO4 was seen, even though some ScVO4 formation was
found above in NaVO3 reaction with pure Sc203 at 700'C. This is not

inconsistent, however, since the activity of Sc203 in solid solution in ZrO2
would be lower than with pure Sc203.

In the 9000 experiments, NaVO3 was deposited onto the YSZ and SSZ pellets by a

vapor deposition method where the pellets were supported over a boat

containing molten NaVO3 during the furnace exposure. At the end of the run,

the vanadate films were gently washed from the pellet surfaces, and the pellet
surfaces x-rayed. The x-ray diffraction pattern from SSZ (Fig. 3) showed only

the tetragonal ZrO2 peaks (marked T in Fig. 3), and no evidence of ScV04 ,

establishing that the scandia-stabilized zirconia was not attacked or

destabilized. The yttria-stabilized zirconia, in contrast, was strongly

attacked and destabilized, with the x-ray diffraction pattern showing large

YVO4 (marked Y) and monoclinic ZrO 2 (marked M) peaks and much diminished
tetragonal ZrO2 peaks.

Resistance of SSZ vs. YSZ plasma spray powders to mixed NaVOg-V20O UaO~sgL

While SSZ is thus superior to YSZ in resistance to molten NaVO3 , the deposits
encountered in engines will not be NaVO3 , but rather complex sulfate/vanadate

mixes. Fuels containing vanadium will also likely contain sulfur, and
depending on the relative amounts of Na, S and V ingested, certain activities

of Na2O, SOS, and V206 will be produced in engine gas. The SOS and V205 will

then compete for reaction with Na2O in the deposit formation process. Under

marine gas turbine conditions, the equilibrium reaction determining the blade

deposit composition, as shown by Luthra and Spacil (9), is expected to be

2 NaVOS + SO - V205 + Na2SO4  (3]

For fixed Na/V ratios, an increased SO partial pressure in the engine will

tend, e.g., to increase the V205 activity in the NaVO3-V20-Na2SO4 melt on the

blade surface.

Experiments were therefore conducted to evaluate the resistance of plasma

spray powders of SSZ and YSZ (obtained preliminary to the production of plasma

sprayed zirconia test coatings) to sulfate/vanadate mixes intended to simulate

engine deposits. For these tests, the SSZ (7 mole-percent Sc2O3 , 90%

tetragonal as received) and YSZ (8 wgt-percent Y203 , 100% tetragonal) powders

were exposed (using 0.6 g ceramic to 0.6 g salt mix) to NaVO3 -V2Omixtures, or

NaVO3-Na2SO4 mixtures under equilibrated S02-SO3 in air, at 700 and 900°C.

The destabilization rates were monitored durii,g these tests, with the degree
of destabilization at the various times being estimated by

% destabilization - M [4]
(M + T)

where M is the monoclinic (ilI) peak height at 28.20 in Fig. 3, and T is the

tetragonal (111) peak height at 30.2'. Equation [4] gives nearly quantitative
results for simple mixtures of tetragonal and monoclinic zirconia (10). In
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the present case, the 50% salt contained in the x-ray specimens causes
interferences, so that the individual % destabilization data points can only
be considered as qualitative. The behavior trends are highly consistent,
however, and provide informative insight concerning the destabilization
kinetics.

Table 2 summarizes the results obtained in experiments where the SSZ and YSZ
spray powders were mixed with NaVO3 containing progressively increasing mole-
fractions of V206 and heated at 700 and 9000C for up to 300 hrs.

Table 2

Destabilization Behavior and Products Formed for
Yttria- and Scandia-Stabilized Zirconia Powders

Reacting with Melts of Different NaVO3-V2O5Compositions

ait
Comvosition

NaVO3  DS, YVO4  no DS
10 m/o V2 06 in NaVO3 -- no DS
15 m/o V2 05 in NaVO5  -- DS starting, ScVO4

20 m/o V2 05 in NaVO3  -- DS, ScVO4

NaV3O8 (50 m/o V2 0-NaVOS) DS, YVO4  DS, ScVO4
V206 DS, YVO4 , DS, SCVO4 ,

ZrV20 at 700, ZrV20 at 700,
but n=t 9000C but =o 9000C

DS - destabilization

The data in Table 2 are explainable in terms of acid-base reaction behavior.
Yttria is sufficiently basic that it forms YV04, with destabilization of the

zirconia resulting, at the V206 activity associated with pure NaVO3 . Scandia
on the other hand, being more acidic, requires about 15 mole-percent excess
V205 before ScVO4 formation and destabilization commences. And finally
zirconia is the most acidic and reacts only with pure V20, and then not
strongly, as evidenced by the instability of the ZrV2O7 product at 9000C.

The effect of SO in the corrosion environment was then examined by exposing
YSZ and SSZ to combinations of NaVO3 and Na2SO4while having different partial
pressures of S02-SO3 in the furnace gas. The results can be described as
follows: Neither SSZ or YSZ was destabilized by being mixed with pure Na2SO4
and exposed at 8000C under equilibrated SO, (where SO,'- S02 + SO3) partial
pressures as high as 150 Pa. This indicates that sulfation or mixed sulfate
formation per se is not a controlling reaction in the destabilization process
for either SSZ or YSZ (except perhaps for very high SO3 partial pressures).
In tests with 50 mole-percent NaVO3-Na2SO4under air containing no S03, SSZ was
not attacked, but YSZ was rapidly destabilized at 850'C (cf. Fig. 4).
Evidently the V205 activity at 8500C, even when the salt mixture contains 50
m/o Na2SO4, is high enough to react with the Y203 in YSZ, but not high enough to
react with Sc203 in SSZ.

Experiments to determine the highest SO3 partial pressures that scandia-

stabilized zirconia could tolerate without destabilizing produced these
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results: With both pure NaVO3 and 50 m/o NaVO3-Na2SO4at 700 and 800'C,
destabilization occurred within 24-48 h at SO, partial pressures as low as 5
Pa (the lowest partial pressure obtainable in our gas control system as
currently configured). However, with 50 m/o NaVO3-Na2SO4at 850

0C, SSZ
withstood (Fig. 4) up to 25 Pa SO, for 100 h without any indication of
destabilization, although destabilization did commence at about 48 h with 125
Pa SO,. (Note: the SSZ was 90% tetragonal, or 10% "destabilized", as
received, but simply mixing with NaVO3 (in its HT form) perturbs the zirconia
peaks so as.to indicate about 15% destabilization even at time - 0.)

The SSZ behavior in Fig. 4 can also be explained in oxide acid-base terms.
The critical factor in destabilization is the V205 activity, which is
diminished by addition of Na2SO4, but increased by the SO overpressure
according to reaction [3]. Raising the temperature tends to prevent
destabilization in two ways: first, the equilibrium reaction, SO3 - SO2 + 1/2
02, moves to the right as temperature increases, with the S03/SO2 ratio in air
decreasing from 1.09 at 7000 to 0.22 at 850°C (11), and second, a higher V206
activity is required, as the temperature increases, for the ScVO4 formation
that leads to destabilization of SSZ (cf. Table 2). Scandia-stabilized
zirconia can then be expected to be stable at the higher engine operating
temperatures, and with high Na to V contaminant ratios, and not excessive
sulfur in the fuel; at lower temperatures, and with high V and S, SSZ may be
destabilized, but in either case, SSZ should be substantially more resistant
than YSZ to molten vanadate/sulfate corrosion.

CLOSURE

Further furnace and burner rig tests are planned, using plasma sprayed SSZ
coatings on coupons and burner rig test pins, to quantitatively define the
limits of temperature and Na, S and V contaminant fuel levels that can be
tolerated by scandia-stabilized zirconia coatings. The thermal shock
resistance and other thermomechanical properties of SSZ will also be studied.
If these prove acceptable, engine testing of scandia-stabilized zirconia
coatings will be recommended.

Scandia is expensive, and currently costs about the same as platinum ($20/g).
However, platinum itself is used in gas turbine blade coatings, as, Zor
example, in the commercially successful, and widely used platinum-augmented
aluminide coatings. In these coatings, a platinum underlayer approximately
0.3 mils (7.5 microns) thick is deposited onto the blade prior to
aluminization, with the platinum cost being about $0.32/cm2 of coating. On
the other hand, the cost for Sc2O3 in a Sc20(7m/o)-ZrO2coating of 10 mils (250
microns) thickness would be $0.20/cm2 , and only $0.10/cm for a 5 mil coating,
which is of the order of coating thickness used in many marine gas turbines.
Although measures would be required for recovery of the SSZ ceramic in plasma
spraying, etc., the additional materials cost for SSZ coatings thus should not
be prohibitive, especially considering the potential benefits of a vanadate-
resistant blade coating to the Navy in fuel cost savings, increased
availability of fuel, and insurance against engine damage by low quality fuel
use in emergency situations.

Finally, the Lewis acid-base approach appears to be a powerful technique for
understanding the reactions of oxide ceramics. It could well be useful in
other ceramic problem areas such as the prediction and prevention of
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interaction between ceramic (or metal) fibers and ceramic matrices in

composite ceramics for future ultra-high temperature aerospace engines.
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Fig. 1 Sulfation behavior of 50 mole-percent Y203-Na 2SO4
vs. 50 mole-percent SC2O3-Na 2SO4 under 13 Pa of
equilibrated S0 2 -S0 3 in air at 7000C.
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ABSTRACT

Premature failures in the breech chambers of cartridge-pneumatic
starters occur infrequently but the damage that ensues is extensive
enough to warrant serious concern. These failures have occurred well
below the manufacturer's rated life of the chambers and in some cases
after only a few firings.

Factors which might affect the failures are: (1) inaccurate knowledge of
stresses existing in the chambers, (2) pressure overloads due to rapid
burning of flawed cartridges, (3) higher than expected temperatures
encountered in the combustion process and (4) stress corrosion
cracking, perhaps aided by residual stresses, occurring between firings
and significantly shortening the life of the chambers.

A comprehensive study was undertaken to determine which of these
factors were involved in the failures. Finite element analyses, as well as
service pressure, temperature, and residual stress measurements were
performed on both used and unused chambers. Acoustic emission,
ultrasonic, and eddy current NDT methods were explored to locate
potential failure origins.

The results showed that FEM predicted stresses were within 15% of
measured values at normal pressures and temperatures. Dynamic
pressure measurements in the chambers during firings showed normal
to below normal values apparently due to variations in the burning
characteristics of the cartridges. Although residual stresses were
negligible, moisture was shown to accelerate the corrosion process
brought on by the presence of the combustion residue in the chamber.
NDT techniques were shown to be capable of locating pitting from the
outside of the chamber.
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I. INTRODUCTION

Cartridge-pneumatic starters are mechanical systems used to accelerate jet engine rotors to
a speed sufficient for starting the engine[l]. The starters are used in two modes: first the
cartridge mode, in which a rapidly burning charge is ignited within a closed chamber(breech
chamber) and the expanding gasses are used to provide the energy to rotate the engine; and
secondly, the pneumatic mode, in which air from another engine or ground support
compressor provides the necessary energy. The cartridge mode has two distinct advantages:
it is self-sufficient, thus independent of ground support, and it provides quick start
capability.

In recent years, premature failures in breech chambers have been prevalent enough to
cause concern. Metallurgical studies 2,3] have identified stress-corrosion cracking in the
4340 steel forged chambers as a possible failure mechanism. These failures have occurred
at a number of firings well below the manufacturer's rated life and occasionally have
occurred after only a few firings.

The goal of the work reported here was to provide a comprehensive analysis of the starter
breech chamber to determine the cause or causes of failure and to suggest a solution for
preventing the failures. In addressing this goal, the following tasks were conducted:

1. The temperatures, pressures, and selected stresses which occur in the chambers
during firings were measured.

2. A finite element stress analysis using the actual pressures and temperatures in the
chambers was conducted.

3. The propensity of the material to initiate and propagate cracks under the combined
influence of stress and corrosive residue left after firing was determined. The
likelihood of stress corrosion cracking occurring between firings was addressed.

4. Residual stresses in new and used chambers were measured.

S. A defect detection technique to locate flaws which may have grown in the chambers as
a result of use or storage was sought.

6. An algorithm for predicting the remaining life in a chamber was developed.

II. RESIDUAL STRESS MEASUREMENT

Concern about the role of residual stresses which may arise from manufacturing or from
service induced loads led to an experimental study of the residual stresses in both used and
new chambers. The technique chosen for this study was the hole-drilling method, a
semi-destructive method for measuring the residual stresses near the surface of a material.
The method requires the placement of a three element strain gage on the surface, drilling a
small hole at the center of the gages, and measuring the relaxation strains induced by the
drilled hole. The requirenents of the hole-drilling method are spelled out in an ASTM
standard[4].

Both the finite element analysis and previous examinations of failed chambers indicated
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that the highest stresses occurred on the inside surface of the chambers. A procedure was
established for removing the heat shields by carefully machining the welds bonding the
shields to the chambers. A special fixture was designed and constructed to drill the hole in
the chamber from the inside surface while maintaining the drill normal to the chamber wall.
A drawing of the hole-drilling fixture is shown in figure 1. A small air turbine drill, which
was designed for dental uses and which was capable of up to 350000 rpm, was used to drill
the holes. Use of the high speed and dental burrs have been shown to minimize the effect
of induced machining strains. Further details of the hole-drilling fixture and techniques
used in this study are available in the literature[5].

To calibrate the technique and to determine the effects of several potential error inducing
factors on the accuracy of the residual stress measurements, several preliminary
experiments were conducted. Four mild steel specimens(0.103 x 1.45 x 12 in) were
annealed at a temperature of 475 * F for three hours to relieve residual stresses. These four
specimens were used to evaluate the effects of machining strains. During these
experiments, the largest induced strain was observed to be 31 Ps but the average absolute
value of all the induced strains was 16 Ms. With this evidence, the inaccuracy in stress due to
induced machining strains may be assumed to be less than about 1 ksi.

Several flat specimens(0.090 x 2 x 14 in) were machined from a 0.5 x 4 in bar of 4340 steel
and heat treated commercially to hardness of Rc 43. These specimens were used to
determine the calibration constants used in the residual stress measurement algorithm(l).
An analytical technique for estimating these calibration constants[6] was also used to check
the measured values. The two sets of constants agreed to within 10%.

All residual stress measurements were corrected for the drilled hole offset. Although
precautions were taken to reduce the offset, errors on the order of 0.005 in could not be
avoided. The offset was measured by microscope after the hole was drilled and the residual
stress calculations corrected[7] for the offset.

Table 1. Results of the Residual Stress Measurements.

Chamber Distance from Principal Residual
No. Chamber Center Stresses

(in) (psi)

2 (used) 1.69 2580. 2060.
2 (used) 2.69 830. 1820.
7 (new) 1.65 530. 350.
7 (new) 2.60 210. 2220.
7 (near nozzle) 2.63 -75. 2300.
3 (after failure) 2.63 34042. 19182.
(near nozzle)

Residual stresses were measured at locations in three different chambers. The results are
shown in Table 1. The first four measurements on chambers 2 and 7 were made at the
indicated radii approximately 1800 from the exit nozzle. The last two measurements were
made in the vicinity of the nozzle. The measurement on chamber 3 was made after it had
been fired several times and had failed near the exit nozzle. The chamber wall had bulged
but was not cracked; however a crack was evident near the weld in the nozzle.
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Aside from the measurement in the failed chamber, the results indicate that the levels of
residual stresses in the chambers were very small and would have a negligible effect on the
failure of a chamber.

III. STRAIN AND TEMPERATURE MEASUREMENT

The gas pressure and the temperature at various locations in a chamber were measured
during firing of the cartridge. A breech starter assembly and nozzle ring were permanently
supported in a test cell suitable for firing and discharge of the hot gasses. A pressure
transducer built from a steel tube and four 5 mm single element strain gages, arranged in a
four active arm Wheatstone bridge, was used to sense the pressure in the chambers. After
being amplified with a single conditioner, the output of the pressure transducer was
recorded with a strip chart recorder or digital transient recorder.

Solid wire thermocouples located on the outer surface and in the bottom of a 0.080 in deep
drilled hole were used to measure the temperature on the outer and near-inner surface of
the chamber. The thermocouples were bonded to the surfaces with a ceramic cement
capable of withstanding temperatures up to 2800 * F. The thermocouple output was
monitored directly with a strip chart recorder.

Strain measurements were also made on some of the tests. Three element rectangular
rosettes were mounted on the outer surface of the chamber with epoxy based cement. Each
of the gages were connected in a single active arm bridge with three passive resistors. The
output of the bridges, after being amplified with a suitable signal conditioner, were
recorded with a strip chart recorder or with a digital transient recorder.

Typical results for temperature, pressure and stress are shown in figure 2. The values
shown in the inset of figure 2a are maximum temperatures which were recorded after the
firing cycle was completed. The pressure history reaches its nominal value in approximately
one second but may fluctuate somewhat during the remaining cycle time. As shown in
figure 2b, the stress history at a point on the outside of the chamber tracks the pressure very
well.

IV. FINITE ELEMENT ANALYSIS

Various finite element models were used to compute the stresses in the chamber when
subjected to the pressures measured in the tests described above. The chamber was
modeled both as an axisymmetric and as a three-dimensional shell structures. Two finite
element codes, SAP IV and MSC/NASTRAN, were used to compute the static stresses due
to the internal pressure in the chamber[8].

Three different 3-D models were constructed in the course of this study: a coarse mesh
model using 2254 nodal points, 380 elements, and one layer through the thickness; a
medium mesh model using 2254 nodal points, 526 elements, and two layers through the
thickness; and a fine mesh model using 3369 nodal points, 902 elements, and four layers
through the thickness at the top of the chamber. A drawing of the final model is shown in
figure 3.

Results of the finite element computations are shown in figures 4 and 5. The stress
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distributions shown are on the inside and outside surfaces of the chamber dome along a line
extending from the apex of the dome toward the side wall in a direction 1800 from the
nozzle. These locations, especially from 2 to 3 in from tie apex, are the approximate
positions of the apparent origins of failure detected in the field. Surface stresses measured
experimentally are also plotted in the figure for comparison.

The finite element models examined here show good agreement with each other and with
the experimental results. The experimental results are within 10% of the FEM calculation
on the upper surface and with 15% on the lower surface. The differences are in part due to
the differences in thickness of the chambers used in the experiments which were measured
to be a few mils thicker than the nominal 0.090 in used in the analysis.

The maximum stresses on both the inside and the outside surfaces occur very close to the
region of maximum curvature in the dome of the chamber. This is attributed to the strong
bending action caused by the relatively flexible dome being attached to a rather ri[i
cylinder. Further computations showed that these stresses could be reduced by decreasing
the chamber thickness just below the region of intersection.

Thermal effects were also included in some of the calculations. Two different temperature
profiles were examined. The first was taken from temperatures measured on the inside and
outside surfaces of the dome about 5 sec after ignition in the experimental phase of this
project. This temperature profile, shown in figure 6, represents the steepest gradient
obtained through the thickness of the dome during the burn. The temperature was assumed
to vary linearly through the thickness and was assumed constant on the side wall. The
second profile was derived from measurements made about 19 sec after ignition and which
showed a negligible thermal gradient through the wall.

Comparisons of the principal stress distributions between the ambient (70 "F) and elevated
temperature cases showed different effects of temperature on the stress. The stresses
computed for the model with temperature profile 1 showed a reduction of stress on the
inside surface and an increase on the outside surface. This is attributed to the
counteractin& flexural stresses caused by the higher inside surface temperatures. The
stresses associated with temperature profile 2 were slightly lower than those in the ambient
case.

V. NON-DESTRUCTIVE TESTING FOR DETECTING FLAWS

Acoustic emission tests were conducted on several chambers to determine if cracks in the
chambers could be detected during the normal maintenance procedure which included a
pressure proof test of the chamber. Tests were conducted on new chambers which had
never been installed or fired; on used chambers which were pulled from service at random
for these tests and which had been fired but not recently; and 'fired' chambers, a
designation for new chambers fired in our facility within a few days of AE testing.

The AE tests utilized a commercial four channel computer based instrument (PAC 4000)
which could provide location of the AE sources and could store many thousands of AE
events on floppy disk. The transducers used for these tests were 150 kHz resonant units and
the signals were filtered in the preamplifiers by bandpassing the frequency range 100 - 300
kHz. The transducers were in all cases coupled to the parts with a viscous resin(Dow
Chemical V9) customarily used for this purpose and were held in place with rubber bands.
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In all of the AE tests one of the transducers was mounted on an inactive part(block of
aluminum) in order to monitor false events due to electromagnetic sources.

The first series of tests simply monitored unpressurized new and used chambers to
determine if AE activity could be detected without further stimulus. Two chambers, one
new and one used, were alternately monitored for periods ranging from 12 to 96 hours. The
results showed considerable AE activity from the used chamber early in the tests with
almost no activity from the new chamber. The AE from the used chamber did decrease
over the period of one month but remained substantially higher than that from the new
chamber. This decrease in activity was attributed to a gradual drying of the combustion
residue in the used chamber. Subsequent tests of used chambers subjected to alternate
cycles of oven drying and injection of water in the space between the dome and the heat
shield led to the realization that the moisture accelerated corrosion process could be 'heard'
with sensitive AE equipment.

A second and longer series of tests utilized several new, used, and fired chambers
monitored under a variety of conditions. One used chamber was sawn in half to allow
comparative test on the two halves under different conditions. Table 2 shows the results of
several of these AE tests. It is evident that the oxide layer and the moisture interact to
produce the AE signals. An analysis of the signal levels and energy indicate that there are a
few high energy si~nals apparently associated with a cracking mechanism, probably with
cracking of the oxide layer but possibly due to stress corrosion cracking, and a larger
number of signals associated with a corrosion mechanism.

Table 2. Results of the Split Chamber AE Tests.

No. Experiment Half Events Counts Time Counts/hr
1 Chamber split into two A 9 320 3.8 84.2

dry halves. No moisture B 33 2150 3.8 565.8

2 Tap water added to A 92 3000 18.5 162.2
both halves B 83 23000 18.5 1243.2

3 Oxide layer in B A 46 2850 11.6 245.7
mechanically removed B 18 2350 11.6 202.6

4 B washed with Alcanox A 6 1100 9.2 119.6
Both halves dried B 0 0 9.2 0.

5 Both sprayed with A 20 680 10.5 64.7
distilled water B 6 550 10.5 52.4

A procedure using conventional ultrasonic equipment was developed for scanning the dome
of the breech chambers with a water-coupled, normal-incidence ultrasonic transducer.
Both focussed and plane UT transducers were used. The scanning was accomplished with a
three-axis computer-controlled bridge coupled to a custom designed and built mechanism
to move the transducer in a circular pattern. A high speed digitizer was used to capture the
ultrasonic signals which were transferred to a computer and processed digitally. A
computer program was used to control the scanning, capture the date, process it, and store
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the data for later use. It was established that a pit with a diameter of 12 mils could be
resolved with a focussed 20 MHz transducer.

VI. STRESS CORROSION STUDIES

A continuing concern throughout this project had been the characterization of the
environment within the breech chamber that is responsible for the sever corrosion problem
on the inside surface of the dome. Removal of the heat shields from several new chambers
indicate that the inner surface of the dome is only partially plated with electroless nickel,
covering only a fan shaped area about 3 in. in radius about the gas exit nozzle. Heavy
pitting of the inside surface is a characteristic of the corrosion process. In some failed
chambers, pits as deep as 40-50% of the wall thickness were found, and fracture of the
dome was directly related to cracks initiated at the base of the corrosion pits.

Breech chambers cut open for analysis of failures provided samples of the 'corrosion
product' residue which is a combination of the products of corrosion of the steel chamber
and some of the solid combustion products of the breech chamber cartridges. X-ray
elemental analysis on the SEM indicated the presence of chlorine and sulphur but
otherwise was not helpful in identifying the compounds present in the residue. X-ray
diffraction analysis show the presence of the following compounds: KCI, NH4 NO3 , Fe30 4,
FEOOH, and FeCl2 . The NH 4 NO3 in the corrosion product residue is known to cause
stress corrosion cracking in high strength steels. Additionally, the pH of the typical residue
is 2.8 indicating that a hydrogen-assisted cracking process is also possible.

The susceptibility of the breech chamber steel(AISI 4340, heat treated to a hardness of Rc
40) to stress corrosion cracking in the environments produced in the chambers was
evaluated by a constant extension rate test. The CERT method has been shown to be very
effective in determining whether or not a material is susceptible to SCC in a given
environmen. The method involves application of a constant extension rate on the order of
10",k to 10-0 in/sec to a tensile specimen and the determination of the ductility of the
specimen subjected to the test environment. Susceptibility to SCC is demonstrated if there
is a ductility minimum at a particular extension rate.

Results of the CERT tests of 4340 steel specimens in a paste made from the corrosion
product residue are shown in figure 7. The ductility is presented as the reduction in area in
the paste normalized by the reduction in area in oil at the same extension rate. The
minimum that occurs at a rate of 10-0 in/sec indicates that the 4340 is susceptible to stress
corrosion cracking in this combustion product residue.

VII. FATIGUE LIFE PREDICTION

The goal of this portion of the project was to integrate the information obtained in the
other tasks to predict the remaining life of a chamber. To do this the flaw shape and size
must be known. Predictions are based on two types of flaws: a semi-ellipsoidal cavity and a
semi-elliptical crack. Stress intensity factors were determined from standard sources[9,10
and a correction factor was calculated from a finite element analysis of a three dimensional
semi-ellipsoidjl cavity in the chamber. The plane strain fracture toughness was assumed to
be 50 ksi*in l '' and a crack growth rate equation of the form
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da/dN = 4.0786 x 10-9 (,&K) 2 .4302

was used, where a is tbecrack length in inches and AK is the amplitude of the stress
intensity factor in ksi*inl /' m.

The calculated life shows predictably that, as the crack depth to chamber dome thickness
increases, the fatigue life decreases. For a crack with a depth to width of 0.2, the critical
crack length is less than 0.3 times the depth of the chamber dome. Extensive calculations of
the predicted life as a function of crack depth and aspect ratio may be found in the project
report[ lI].

VII. CONCLUSIONS

The maximum stress in the chamber occurs on the inside surface near the intersection of
the spherical cap and the cylindrical side wall. For an internal pressure of 1200 psi, the
maximum stress is 165 ksi. The elevated temperatures present during firing reduces the
maximum stress slightly. The maximum stress could be lowered by redesigning the
thickness distribution of the chamber wall.

Measurement made on chambers during firings showed outside to inside wall temperatures
ranging from 500 * F to 800 * F and variations from 840 to 1200 psi in the peak pressure.
The residue deposited on the chamber dome is highly acidic and contains Ammonium
Nitrate and Potassium Chloride. The 4340 steel chamber material is susceptible to stress
corrosion cracking in this environment which produces pitting. Cracks initiate at these pits
and moisture accelerates and may be necessary for initiation of the corrosion process.

The SCC mechanism can be monitored with acoustic emission and active flaws can be
detected at pressures well below the failure pressure. Both ultrasonic and eddy current
NDT techniques can detect pitting from the outside of the chambers. The UT is more
sensitive and capable of detecting pits as small as 12 mils. A life cycle analysis was
developed but more information on fracture toughness and fatigue crack propagation of
4340 in the corrosive environment is needed to make accurate predictions of the life of the
chambers.
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Fig. 1: Hole Drilling Fixture for Residual Stress Measurements.
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Fig. 3: Three-Dimensional Fine Mesh Model.
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THE EFFECT OF VOC REGULATIONS ON PROTECTIVE
COATINGS USED BY THE NAVY, ARMY, and AIR FORCE

Stephen D. Rodgers
ARINC Research, Inc.

and
James A. Ellor

Ocean City Research Corporation

ABSTRACT

Recently promulgated regulations limit emission to
the atmosphere of volatile organic compounds (VOC)
from protective coatings. These regulations
represent a portion of a large regulatory effort
enforcing the Clean Air Act. The VOC regulations
have affected the protective coatings specified by
the Navy, Army and Air Force. The subject
discussion presents a synopsis of the VOC
regulatory impact upon the Navy Army, and Air
Force. The discussion is divided Into three areas.
The first is a summary of VOC regulation having the
greatest effect on the military. The second area
presents specific, widely used, military coatings
or coating procedures affected by the regulation.
The third area discusses efforts to comply with the
regulations including coating reformulation,
coating substitution, and coating process
modifications.

[Manuscript Not Available at the Time of Printing]
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ABSTRACT

During the past 12 years, it has been necessary for the U.S. Army to correct several
design deficiencies that were causing extensive corrosion problems on the Lighter Air
Cushion Vehicle, 30-Ton (LACV-30). The Army tasked ARINC Research Corpora-
tion to analyze the current LACV-30 corrosion-prevention maintenance procedures
and replacement materials. The analysis found that many of the vehicle's subsystems
were not designed to withstand the marine environment. The analysis also addressed
the issues of corrosion-prevention training, depot and field facilities, and resupply of
parts. This paper summarizes the analysis and describes techniques for correcting the
problems identified. It ais) presents recommendations for improving the procurement
and maintenance of amphibious vehicles.

INTRODUCTION

The lighter Air Cushion Vehicle, 30-Ton (LACV-30) is an amphibious vehicle capable of transporting 30 short
tons of cargo (Figure 1). Its operational role is to convey cargo from supply ships at anchor to shore facilities.
Typically operated by a crew of three-operator, navigator, and crewman-the vehicle rides on a cushion of air
formed within a neoprene-fabric skirt assembly. It is capable of traversing a variety of terrains, from surf to sand
to pavement. Four engines enable it to attain speeds of above 57 miles per hour in calm waters, over a range of
300 miles. The engines drive two lift fans, which fill the skirt assembly with air; and two propellers, which push
the vehicle forward. The rudders and propeller pitch provide directional control. The hull is constructed of 15
modular aluminum units joined by rivets. Watertight compartments in the hull give the vehicle its positive buoy-
ancy in water.*

Bell-Textron, which developed the two LACV-30 prototypes for the Army was awarded the contract for the first
12 LACV-30s in 1978. Construction for that purchase was completed in 1983. A second contract was awarded to
Bell-Textron in 1981 for another 12 vehicles. The last LACV-30 was delivered to the Army in 1986. The vehicle
was purchased as a riondevelopmental item (NDI), although changes were made to the original design to accom-
modate Army requirements. The Army currently owns 26 LACV-30s: 2 stationed at the Army Charleston Stor-
age Activity in South Carolina and 24 stationed at Ft. Story, Virginia. The 8th and 331st Army Transportation
Companies operate and maintain them, performing both field and intermediate-level maintenance. Heretofore,
depot overhaul was performed at the Charleston facility, but the depot facility will be moved this year to Ft.
Story. Engine rework is performed by the Naval Air Rework Facility, Cherry Point, North Carolina.

*Operator's Manual for the L ighter Air Cushion Vehicle. 30-Ton (LACV-30), NSN 2305-01-061-6230,
TM 55-2305-001-10. Washington, DC: Department of the Army, April 1987, pp. 1-1 and 1-2.
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HISTORY OF CORROSION PROBLEMS ON THE LACV-30

During the past 12 years, the readiness posture of the LACV-30 fleet has continually been threatened by corro-
sion damage. Both complex and -imple subsystems have experienced high replacement rates. It has been
necessary to redesign several subsystems, at considerable cost to the Army. In March 1988 ARINC Research
Corporation was tasked to conduct a corrosion survey of the LACV-30 fleet. The survey found corrosion prob-
lems on the vehicles purchased under both the first and second contracts. The corrosion on the newer vehicles,
was excessive in the light of their relatively short period of service.

In July 1988 ARINC Research was tasked to conduct a corrosion engineering analysis of the LACV-30. The
objective was to review the existing corrosion-prevention materials and procedures, suggest improvements to
correct the problems where necessary, and develop a corrosion-control manual based on the findings of the engi-
neering analysis.

DATA COLLECTION

Different types of data were needed to conduct the corrosion engineering analysis. The first type encompassed
the corrosion or deterioration problems identified in maintenance and survey reports. The descriptions and pho-
tographs in these reports defined the scope and pattern of corrosion on the vehicles.

It was also necessary to obtain data on current maintenance materials and practices. The LACV-30 procurement
history had a significant impact on these data. The vehicle was purchased as an NDI. As in many such procure-
ments, the original drawings, and thus the materials information, were not freely available. In addition, since
there had been a redesign of the vehicle for the second purchase, some of the materials used on its subsystems
differed from the earlier version.

Approved corrosion-prevention maintenance practices are defined in the maintenance, inspection, and supply
manuals. Depending 6n the complexity of the system, there can be several maintenance and inspection levels,
from field repair to full overhaul and rework. The documentation for each level of maintenance was reviewed.

The third type of data was gathered from interviews with maintenance personnel and engineers. Interviews with
the maintenance personnel focused on their use of existing manuals and their ability to execute required proce-
dures. They also provided an indication of the maintenance personnel's level of corrosion-prevention training.
The interviews with engineers centered on design history and maintenance policies, as well as anticipated
changes to the LACV-30 maintenance policy and capabilities.

After the LACV-30 documentation was collected, the caise of each corrosion or deterioration problem was
determined. The assessment was based on survey photographs, available materials information, component
configuration, and known corrosion and deterioration mechanisms. In developing a recommended solution to a
specific problem, ARINC Research engineers considered the type of repair equipment available at Ft. Story, the
training and availability of maintenance personnel, and the current procedures and products used for LACV-30
maintenance.

LACV-30 CORROSION TRENDS

Thirty-three specific corrosion problems were addressed in the LACV-30 corrosion analysis. These problems
have affected 25 of the vehicle subsystems as listed in Table 1. Analysis of these problems identified several
trends First, carbon steel fasteners were frequently used to secure aluminum mating surfaces. This caused sur-
face corrosion and pitting to develop around the fastener area. Part of the solution to the problem was to change
the fastener metal to corrosion-resistant (CRES 316 or 304) stainless steel.
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Table 1. LACV-30 Subsystems Affected by Corrosion

Life Rails Battery Compartments
Fin-Rudder Assembly Rudder Bar Assembly
Exciter Ignition Cabin Heater Assembly
Oil System IF.xhaust Pipe Assembly
Horn System I 'lectrical Connectors
Antenna Deck Hardware
Fenders Splice Plates
Cargo Fittings Puff Port Actuator
Skirt Hinge Pins Bifurcated Duct
Fuel System Auxiliary Power Unit
Nacelle Strut Support Plenum Air System
Engine Roof Assembly Lift Fan Assembly
Air Conditioner

In addition, the hard, stiff polysulfide sealant that was applied to the fasteners often cracked, allowing water
intrusion into the fastener crevice. The sealant was replaced with an antiseize compound that contained corro-
sion inhibitors. This compound was particularly recommended for fasteners that are adjusted or removed
frequently. The application of water-displacement compounds to unexposed metal surfaces near fasteners was
also recommended.

Finally, many of the corroded stationary metal structures either were bare or were painted with an aviation coat-
ing system. The recommended solution for many of these parts included painting the surface with a marine epoxy
paint, MIL-P-24441. Most of the recommended solutions involved changes in both the fastener metal and the
protective coating. More frequent inspections and maintenance were also strongly recommended.

ADDITIONAL BENEFITS OF THE CORROSION ENGINEERING ANALYSIS

The LACV-30 corrosion engineering analysis also provided a comprehensive second look at the system's design.
As a result of the analysis, recommendations were made to change the current maintenance schedule, lubrica-
tion schedule, and installation method for electrical connectors. Suggestions were also offered for redesigning
several structural components to reduce safety hazards or to eliminate costly repairs.

In addition, a significant amount of supply information was obtained and reviewed. Much of this information
identified the metals used to fabricate the fasteners and delivery systems used on the LACV-30. For instance,
many of the part numbers listed in the resupply list identify the components by military or industrial specification
nomenclature, such as MS _ _ _, NAS... ,AN _ . Most of these specifications, which are available on either
microfiche or microfilm in Army libraries, list the metals and coatings used by manufacturers. The compilation of
these standard fastener data for most Army systems could assist the engineers in the evaluation of corrosion or
structural problems. This information could also help maintenance personnel to better understand how resupply
parts are selected and the importance of various maintenance procedures.

Thc corrosion engineering analysis also found several instances in which the manufacturer assigned a commer-
cial part number tather than a standard specification number. Somctimes no specification exists, because the
component is a proprietary product. For several LACV-30 components, however, specific vendors and part
numbers are assigned to commonly a-ailable components. In particular, the electrical connectors, rivets, and
sealants were assigned vendor part numbers even though sc cral qualified vendors are available. The commer-
cial part numbers listed in the LACV-30 supply list should be recxamined to determine whether there are corre-
spondig federal or military specifications. There may be several manufacturers ho can supply equivalent or
better quality products, at lower costs.
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RECOMMENDATIONS FOR IMPROVED MAINTENANCE CAPABILITIES

TraInIng

The corrosion surveys found that training was needed to improve several areas of the LACV-30 maintenance.
The LACV-30 has a unique, aircraft-like construction; yet it operates as an amphibious craft. It is difficult to find
maintenance personnel with both the aircraft and marine maintenance experience and training necessary to
maintain this vehicle. As a result, many of the maintenance procedures performed on the LACV-30 are learned
"on the job." This approach can introduce improper procedures and replacement materials. The maintenance
procedures described in the LACV-30 manuals need reinforcement with on-site training.

Further, the maintenance personnel should be given specific corrosion prevention and control (CPC) training.
Because there is little CPC training available to Army enlisted personnel, only a few of the LACV-30 mainte-
nance personnel have learned corrosion-prevention techniques. The development of a proposed LACV-30 Cor-
rosion Control Technical Bulletin is a significant step toward providing CPC training. Any instruction must
address the unique construction and operation of the LACV-30, as well as general CPC theories and principles.
These techniques can be taught by videotape, formal courses, certification programs, or a combination of these
methods.

Finally, it is necessary for LACV-30 maintenance personnel to learn how to apply and touch up different paint
systems. They should have an understanding of the differences in paint types, proper surface preparation, paint
preparation and mixing, handling of spray gun equipment, and use of personal protective equipment. Proper
paint application can significantly improve the readiness profile and reduce the maintenance requirements of
the LACV-30.

Use of Longer-Lasting Coatnos

The corrosion engineering analysis determined that many LACV-30 corrosion problems could be resolved by
using longer-lasting coatings. The first recommendation was to use marine paint formulations for the exterior
and nonskid paint systems. The second was to use two specialty coatings for selected structural components:
flame spraying and powder coating. All of these paint systems require depot-level facilities.

A polyurethane paint is currently used to protect the exterior surfaces of the vehicle. The corrosion surveys
showed that this paint is peeling from the surfaces of the vehicle, providing little protection from corrosion. The
recommendation was to change the exterior coating to a marine epoxy system. Marine paints are commonly used
to prevent corrosion on equipment that is exposed to humid coastal environments. The MIL-P-24441 system has
demonstrated superior performance on Navy ships over the past 15 years. This specification was recently
reformulated to comply with environmental regulations for volatile organic compounds (VOCs).

The current nonskid coating is formulated by mixing sand into the specified polyurethane system. The mixture is
applied to the aft decks of the vehicle. Like the exterior coating, this coating is peeling off of the decks, providing
little protection from slipping. It was recommendcd that the existing nonskid system be changed to a more resis-
tant, longer-lasting marine-based system, DOI)-C-24667 (with QP1..-24483 being used until a qualified parts list
[QPL] is available for DOD-C-24667).

It was also recommended that structural components in hard-to-reach areas on the LACV-30 be coated with
either a flame-sprayed or piwder coating. It is difficult to inspect or maintain these components even when the
vehicle is undergoing intermediate maintenance. The surveys showed that many of these co)mpOnents were
experiencing extensive corrosion.

The flame spraying prtocess for corrosion cOntrol typiNally involves applyingan aluminum or zinc coating to steel
structural surfaces. A marine topctt paint is applicd over the flamc-sprayed coating to scal it. Aluminum is the
preferred metal in flame spraying for ,narinc applications. ' he metal coating protctS the steel by scrving a
sacrificial anode (the aluminum coating %&ill orrode instead of the steel strutlure). I l,trmC-spl,t)Cd coatings are
very durable and corrosion-resistant. l-ame snring c ben lso b used to rebuild worn surlIccS. By II ul blIshing
used parts, flame spraying can reduce the cost of parts replacement.
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Aflame spraying facility consists of a special application booth and support equipment. Training instruction and
manuals are usually developed to support the implementation of this maintenance procedure. DOD-STD-2138
addresses the use of flame spraying forcorrosion control. MIL-STD-1687 addresses its use for machinery repair.
The one drawback to flame spraying is that it is very expensive in comparison with other paint processes.

Powder coating electrostatically attaches paint powder to the surface of a part. The part is then placed in a heated
oven and baked until the powder becomes a solid coating. Many different types of paints, such as epoxies, polyes-
ters, and polyethylenes, can be applied by powder coating, with epoxies often being used for marine applications.
A powder coating facility typically consists of a special application booth, support equipment, and a large oven.
Training courses and manuals will be needed to support the implementation of this process.

The principal advantage of powder coating is that it limits the exposure of workers and the environment to haz-
ardous solvents. Powder coatings are not as durable as flame-sprayed coatings, but are much less expensive to
apply. Compared with conventional coatings, the powder coatings are more durable, more corrosion-resistant,
and only slightly more expensive to apply. However, their use is limited. The candidate parts must be amenable
to oven heating for a short period without detrimental effect to their structures, be small enough to fit in the
available ovens, have no moving elements, and not be subjected to erosion. Yet, even with these limitations,
there are many LACV-30 parts that could be powder-coated.

Structural Repair

Army weapon systems and support equipment are now being fabricated from a wider variety of materials than
ever before, including aluminum alloys and composite materials. The repair techniques for these newer materi-
als are very different from those used on steel. Aluminum, for example, is much more difficult to weld than mild
steel; it requires special temperature control and more exacting welding procedures.

Recently cracks have developed on the aft decks of several LACV-30s. They can be attributed to a combination
of the aluminum alloy used, the stress profile of the deck, and the operating environment. The maintenance
crews have tried to repair these cracks with welds and threaded fasteners but have not effectively corrected the
problem. The LACV-30 maintenance personnel need intensive instruction and the appropriate equipment and
facilities if they are to perform welding repairs on the aluminum structure. Improper welding practices can intro-
duce more problems than they correct.

The approach to repairing composites varies with the type of composite used. The LACV-30 has fiberglass duct-
ing, as well as a disk system constructed of aluminum honeycomb sandwich material. Both of these subsystems
experience erosion damage.'lhe disks arc also damaged by corrosion. The existing protective coating and sealant
provide only temporary protection. Unique procedures, sealants and bonding materials, and training are
required to maintain both of these subsystems.

LACV-30 CORROSION CONTROL TECHNICAL BULLETIN

In the spring of 1989, the U.S. Army 'l'roop Support Command (I'ROSCOM) was planning to issue the recom-
mended corrosion control proccdures to LACV-30 maintenance personnel in the form of a technical bulletin.
The approach to preparing a corrosion control tehnical bulletin includes selecting the most useful information
for the maintenance personnel and then deciding on a logical order for presentation. Interviews with LACV-30
maintenance personnel indicated a nced foi them to learn how to recognize corrosion and deterioration on a
variety of materials. Thus it would bc ncccssary for the bulletin to emphasize the detection of corrosion and
deterioration and the idcntilication ol mctals. The theory of corrosion would be offered in the appcndi\c ,as
reference information.

The surveys showed that S,-vcil corrosion1 pIt0lltI.S could bc att ibutcd to imptopcr fastencr scle.tion. muade-
quatc SU1rdLC prcparaltion, oi impropcr ting apliction. The maintenatc l ersonnel need to lcai i the ini-
poltant role of propci surlace prCpai ation in the adhcsion of paint or picscr\al ti~e. The manual ,as tIhciefoic
planned to I)romidc genceal guidanLc lr the sclcUtio and mnaintcnauc offlstencrs,. i cscrat\ cs., nd intl. as
well as insti imtioi min sui face pi cparation and tle appllc ation of prcservati,,es ard paint.s.
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The proposed technical bulletin would address corrosion prevention on specific LACV-30 components. Each
problem would be presented in a "problem summary," which identifies the corroded parts, states the current
maintenance procedures, and then recommends new maintenance procedures and replacement material.

It is aiso recommended that the current Lubrication Order be revised to encompass more frequent lubrication
and the use of more corrosion-resistant lubricants. The recommended schedule for lubrication is based on either
operational hours or calendar days. Providing both operational and calendar-based scheduling is essential to
improving current military inspection and maintenance schedules.

The appendixes to the technical bulletin would provide reference information on corrosion theory and technical
terms. In anticipation of the Ft. Story facility's acquiring full depot maintenance capability, it is considered
important that the maintenance crews begin learning how to maintain marine paint systems. Thus one of the
appendixes would describe the procedures for applying marine paint with compressed-air and airless spray guns.

SUMMARY

Most of the galvanic corrosion and paint deterioration problems found on the LACV-30 were due to improper
material selection during the design phase. Further, the design did not provide proper access or enhanced corro-
sion protection for all areas of the vehicle. Finally, the surveys indicated that the maintenance personnel need
on-site corrosion, coating application, and maintenance training. TROSCOM has taken that first important step
to addressing these problems by providing a corrosion resource for use by LACV-30 maintenance personnel.

The Army Material Command has directed that all of its major subordinate commands (MSCs) incorporate CPC
techniques into their maintenance documentation. The recommendations made for improving the maintenance
of the LACV-30 could be applied by other MSCs to several military weapon systems and support equipment.
Only a few of the corrosion problems are unique to the design and operation of the LACV-30. Incorporating
CPC techniques into existing maintenance documents is only the first step to improving the readiness of military
equipment. CPC principles need to be applied throughout the life cycle of the equipment, from design to
decommissioning.

435



t21 It 6 in.

On Cushion 37 ft 77 ______ft___

Off Cushion 37 ft

148

436



EXPERT SYSTEM FOR CORROSION OF AIRCRAFT

Dr. Chris Westcott
Atomic Energy Research Establishemnt

AIRE, Harwell, U.K.

ABSTRACT

An expert system has been developed for the Air
Force for use in aircraft design using the SPICES
rule based programming language written in PROLOG.
The expert system contains a free test database
information retrieval system using STATUS. The
expert system can be operated on personal
computers. The expert system used an AGARD
corrosion handbood for source material. For
further information please contact Mr. Fred H.
Meyer at (513) 255-5117.

(Manuscript Not Available at the Time of Printing]
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FAILURE ANALYSIS/CORROSION of STRUCTURAL MATERIALS

R. Williams and F.H. Meyer
USAF - WRDC

Wright-Patterson AFB, Ohio

ABSTRACT

The Structural Failure Analysis Group of the Air
Force WRDC Materials Laboratory performs numerous
analysis on field weapons syustem structural
failures. This paper presents a number of
representative completed studies including
recommended action to prevent future occurrences.

[Manuscript Not Available at the Time of Printing]
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PERMEATION MEASUREMENTS OF HYDROGEN TRAPPING
IN SOME HSLA STEELS

J. A. Smith
Code 6327

Naval Research Laboratory, USA
Washington, D.C. 20375-5000

ABSTRACT

The polarization behavior, H-permeation (electrochemical), and slow strain rate test
(SSRT) fracture behavior of six HSLA steels were studied in 0.6N NaCI solutions. Three
types of HSLA steels at high and low sulfur contents were utilized. On the basis of the results
obtained it is confirmed that increased trapping causes greatly reduced diffusivity and low
stress corrosion cracking (SCC) and/or hydrogen assisted cracking (HAC) resistance. The
HAC mechanism, contrary to popular belief, is not related to grain boundary segregation of
sulfur. A mechanism of the phenomenon is proposed.

INTRODUCTION

The phenomenon encountered In steel called hydrogen embnttlement, or better termed
hydrogen assisted cracking, has long been debated, and at this writing is still far from being
totally understood. What is understood is that the phenomenon is characterized by a loss in
metal/alloy mechanical properties Induced by the entrance of hydrogen into the metal
system [1-8]. The sources of the hydrogen may vary from humid air to cathodic protection
schemes. Whatever the source hydrogen as adatoms enters the metal or alloy and diffuses
through it. Most of the hydrogen adatoms will diffuse through the metal, and form hydrogen
gas at the outer free metal surface. However, in the course of diffusing through the metal or
alloy, any crystalline defect, in homogeneity, or precipitate may interact with the hydrogen
and serve as a pseudo-free surface or trapping site. An indication of the comparative
strengths of some of pseudo-free surfaces or traps for hydrogen are given in Table 1
[9,10].

TABLE 1. Trappng Sites and thew Trapping Energy

in Iron Base Alloys

TraWng Site Trap Energy Ret.

kJ/mol

TiC interfaces 87 4 3
A1203 Interfaces 79 4 5
MnS interfaces 72 4 4
Microvoids 40 4 1
ODislocations 26 4 2
Grain ooundanes Is 4 2

This paper describes observations of cathodic hydrogen trapping in HSLA steels,

in which the influence of microalloying additions and various sulfur levels are considered.
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EXPERIMENTAL PROCEDURES

The composition and characteristics of the HSLA alloys used in these studies are shown in
Table 2, and examples of their microstructures are shown in Figs. 1-3.
Electrochemical polarization/permeation experiments performed to analyze the trapping of

hydrogen in these HSLA steels utilized an adaptation of Devanathan and Stachurski cell [11]
and is shown in Figure 4. The experiments were performed on alloy membranes vacuum
annealed for two hours and then furnace cooled. These specimens were then surface ground
through 600 grit emery paper and cut to provide 1.27 mm thick specimens with
Input/ou,,ut diameters of 19mm. Complete details of the procedures are given elsewhere
[12].

TABLE 2. Compehibn (wrt. %) and Yield Strength.
ftil qb VA % I  C. To 1 0

N S 1.43 2.1 .31 .31 .23 .04 ,IM .0 0 .4 1iD .104 10. 5

N U 1.114 1.1 l .22 ,1O .41 .14 .081 414 1A AIL .IS 14 .

"I Il a i 21. 0 . AS .-- . 4 .11 .003 .00) .094 .011 .1 4 .I 1

11108 1.44 3.4 .9 -- .30 .11 . ,O .001 W* __ .0o1 .111 "1.,
4114.1 .11 .91 .19 .04 ,1 4 A.t1l 9 _ .r 14 .86 111.3
Arl. 1 . .91 1 .:4 ,l me I. - -- ,:WO . 0 1 01.6

In the slow strain rate (SSR) tests utilized in this study LT tensile specimens 127 mm long
and 2.8 mm in diameter were pulled to fracture at a strain rate of 1.45 x 10.6 /sec. The
tests were carried out at open circuit and various controlled potentials. After testing the
SSR specimens were examined metallographically and by scanning electron microscop~y.
Selected fracture surfaces were examined with auger spectroscopy to analyze for impurity
segregation on or near the fracture surface.

RESULTS

A. Polarization Curves
Figures 5-7 show that the anodic currents of alloys HY 80 and HY 82 are clearly lower than

those in either the HY 100 and HY 102 alloys or the A710-1 and A710-3 alloys.
B. SSR Behavior
Susceptibility to hydrogen assisted cracking is evaluated using the ratio of percentage

reduction in area at failure of alloy materials tested under specified conditions to that of the
same alloy tested in air. Figure 8 shows the ratio values for the alloys tested in 0.6N NaCi
solutions at open circuit, -850 mV, and -1000 mV potentials. In these 0.6N NaCI solutions
all of which have a pH of 6.3, the hydrogen evolution potential ( EH/H2 ) calculated by the
Nernst equation is approximately -610mV. Although the hydrogen is thermodynamically
possible at -610mV, generally only a small portion enters the metal. The extent of
hydrogen entry depends on many factors such as alloy composition, surface conditions,
chemistry of the electrolyte, pressure, temperature, etc.. It is the formation and absorption
of atomic hydrogen into an alloy that represents the initial step in the HAC mechanism. At
the test potentials of -850 mV and -1000 mV, the conditions are considered cathodic enough
to cause detectable amounts of absorbed hydrogen. The fractograph of alloy HY 80 tested at
1.45 x 10-6/sec. and shown Figure 9 represents a typical example of the hydrogen
environmental effect viewed in these alloys.
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C. Permeation Behavior
Hydrogen permeation data obtained from straining electrode tests conducted at -1000 mV

are given in Table 3. These data are the average of three tests performed under the same
conditions. The data obtained at a straining rate of 1.45 x 10"6/sec. show significant
increases in the permeation current density in the plastic strain range. These increases
indicate that for the alloys studied, plastic deformation Influences hydrogen transport. This
influence is thought to be a hydrogen-dislocation Interaction with subsequent hydrogen
sweep-in via dislocation motion. No observable increase in permeation values were detected
within the elastic range.

TABLE 3. Hydorog PolimsatmlO date obtained at .1000 mV for straining alloy

amL YIIL ISTMT H-P"ItMIAflON -InMIIAT"O 010.11 bert Ce
MPA *0%yeMAIMI 010%yseMAIMS Male.. mY(ICE) Mole-HIM$

V a $all6 ? 6.1 4.1 0.66 -753 6.47
MY a 12.1 36.3 44.1 3.11 -743 3.66

NY 1N 52.6 7.3 41 0.112 -742 s6.6
Ny 10 563.6 16,6 63.4 3.73 .733 3.33
All 1 7.3 s? 27.1 0.143 76 21.1
A71.1 633.6 6 06 1.4 .736 0.1

fe . 160 *. 139 .146

DISCUSSION OF THE PRESENT RESULTS

Previous Investigations of HAC in steels have established that the evolution and adsorption
of hydrogen at the metal/solution interface may be represented by the following reaction
sequence [131:

H20 + e" - OH' + Had Charge Transfer Reaction (CTR)
or

H30 + + e" - H20 + Had
The adsorbed hydrogen atoms produced by the (CTR) reaction may combine to form hydrogen
gas (H2) by the Tafel reaction:

Had + Had a H2
or the electrochemical Heyrovsky reaction

H30 + Had + e- - H2 + H20
or

H20 + Had +e" - H2 + OH'
or they can be absorbed by the alloy: Hads - Habs

Asiuming the charge transfer step is the rate-determining step, then the absorption
reaction (Hads - Habs) for a electrochemically charged membrane may be expressed with
Fck's first law as follows: J - -D dc/dx (1)
where (D) is the diffusion coefficient.
At steady-state the differential equation becomes J00 - DC/L:
(C) is the hydrogen solubility just below the cathodic surface of the membrane, (L) is the
membrane thickness, and (D) is the diffusion coefficient. (D) is calculated using the
following equation: D - L2/6tL
where tL is the time lag for hydrogen to reach the exit surface.
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The data in Table 3 suggests that hydrogen diffusivities in these alloys depends on impurity
content. A decrease in diffulsivity is noted in going from the pure iron value (Do) to the
diffusivity values for the HSLA alloys (D). This reduction in diffusivity is considered
proportional to trap strength and trap density. Based on this consideration a equation
describing the trap dependent diffusion of hydrogen in an alloy was derived by McNabb and
Foster[1 4].

dC/dt - Nt dn/dt (2)
where Nt is the density of traps.
and dn/dt - trapping rate - kCL(1-n) - pn (3)
where n - fractional occupancy of traps;

CL - lattice concentration of hydrogen;
k - transition probability for hydrogen transport from lattice site to trap;
p - transition probability for hydrogen transport from trap to lattice site.

Traps may be classified as fixed such as a precipitate or a grain boundary and these are
considered saturable traps. Or they may be classified as not fixed such as voids where the
trap type Is termed unsaturable. If the rate constants k and p are large the traps are called
reversible. However, if they are small such that equilibration does not occur within the
relaxation time ,T, for lattice hydrogen to diffuse through the alloy lattice then the traps are
Irreversible. For reversible traps the alloy's effective diffusivity (D) is lowered during
permeation testing while irreversible traps are considered to saturate at steady state and not
affect alloy diffusivity.
In our tests, the initial transients of the alloy electrochemical permeation tests are

nonreproducible in both breakthrough time and rise to saturation. However subsequent
transients are reproducible. The shifts in breakthrough time and rise to saturation are
considered to be the result of strong irreversible traps. These traps fill during the first
transients and retain their hydrogen during subsequent transients. At steady state the
McNabb and Foster equation predicts that permeation through a material with traps has the
same value as a trap free material. Thus for reversible traps characterized by a single
energy value the McNabb and Foster solution for equation (2) is:
tT - tL(l + 3a /B + 6a /B 2-6/B 3(1 + B) In(1 + 8) (4)
where a - NTk/p trapping parameter

B - Cok/p - n/1-n activity of hydrogen in trap
Co - lattice hydrogen
NT = number of traps
tT a lattice time lag
L = membrane thickness

Kumnick and Johnson [15] discuss tne above equation in light of the two limiting forms of
the McNabb-Foster expression. For low trap saturation equation (4) becomes ...... tT/tL
.1 + oo (5). While for high saturation equation (4) becomes--tT/tL - 1 + 3Nt/Co =
Do/D (6). where tL - time lag for trap free material. Because the time of the experiments
are relatively long, high saturation conditions are judged applicable in these tests.

TABLE 4. TMPP" d*enWeS W HSLA Uloy8.

syL YIEW SThsTI4 H-KPRMIATTON R&UATO 0*10.t 1 Ce OWD TRAP 0041TY

MPA *N0%YSMAM2 @t210%YS,MA1I2 W21jee MeleJ.fIM3 N1110.26

NY 0 166.7 3616 $4.1 0.112 1.47 144.5 1I..

MY 52I 162. 35,3 44.1 3.15 2.6I 44.1 2.32

NY 00 52.01 73 41 0.122 56.6 1136.3 1300

mY 102 102. 11.6 13.4 3.73 3.23 37.3 2.43

A710.1 677.3 1 7 27.1 0.143 21.1 72 461

A710.3 623.S So It 1.24 1.1 112.1 20.4

Fe .. 10 .. 135 . . ..
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TABLE 5. CathOdiC Ottft expeoitnced by sioys durng SSR tktng at Oe cicuit potenhal.

MATIVA. POTNTINA. RANOfmV CAT'401 OffiT

mY so .96l to .997 46
mY It .663 to .702 4

mY 100 .663 to -731 146
HY 102 .63 to .634 71
A710.1 -446 to .736 90
A710. -461 to .709 46

The data on trap density determined from equation (6) is presented in Table 4. For a
dynamic straining electrode which would occur during SSR testing, hydrogen transport
would not only be affected by the accumulation of hydrogen at grain boundaries,
matrix/precipitate interfaces, the tortuous path established in the alloy during the
deformation process, and the chemistry of the internal surfaces, but also by the
accumulation of hydrogen at mobile dislocations and its subsequent sweep into the lattice. All
of these factors tend to alter the permeation behavior of an alloy, the former would tend to
decrease the permeation current and the later would tend to increase it.
One of the most important symptoms of hydrogen Involvement in the cracking process of

metals and alloys, i.e. hydrogen embrittlement, is the loss of plasticity. H-embrittlement
affects almost all of the mechanical properties of an alloy (ductility, yield strength, etc.)
The influence of hydrogen on the aforementioned properties is based on the initial properties
of the metal and the parameters of hydrogen absorption. At -1000mV, hydrogen greatly
reduces the ductility of these alloys and has a modest effect on their strength. This is
apparent in the low sulfur alloys and is seen in Figure 10-12 where increases In the
amount of absorbed hydrogen (electrochemically produced at .850 mV and .1000 mV)
generally reduces the ultimate strength and increases the yield strength of the tested
material. In the case of the high sulfur alloys, the story is mixed showing evidence of work
hardening, and a reduction in yield strength for alloys HY 80 and A710-1. For HY 100
work softening and a reduction in yield strength is revealed. These observations suggest
higher trapping in the HY 100 alloy as indicated by the data in Table 4. Additionally,
observations of alloy response to slow strain rate deformation at the alloy corrosion
potentials show a trend toward increased negative electrochemical potential during testing,
Table 5. This trend strongly suggests that the behavior of the metal/solution interface
during deformation continuously adjusts itself to the shifting electrochemical
characteristics of the'interface. According to present theory a fixed charge exists on the
surface of an alloy membrane in solution that is determined by the preferentially adsorbed
ions on the alloy surface. Ideally at open circuit potential this fixed charge in the unstressed
alloy is zero and the corresponding potential is called the potential of zero charge (PZC)
[16,17]. Potentials to the right of PZC would produce cathodic charges and to the left anodic
charges. Any surface disturbances produced during slow straining tend to cause cathodic
drifts in freely corroding alloys and cathodic current increases in cathodically potentiostated
alloys. Such occurrences would increase the cation (e.g. H+) selective tendencies of the
surface. Consequently, the alloy possessing the greatest cathodic drift or cathodic current
increase would be expected to possess the greatest near surface hydrogen concentration.
Hence, discernable increases in permeation current density should occur in these alloys if
not complicated by trapping (e.g. HY 100).
Since the fracture mode is transgranular in all specimens whether charged with hydrogen

or uncharged, the loss in ductility is apparently not caused by embrittlement of the grain
boundaries. Thus other sites such as copper rich dispersoids, impurity inclusions (MnS),
etc., must serve as nuclei for HAC/SCC fracture. Observations of metallographically
prepared specimens of alloy A710-3 clearly show the total number of voids and the void size
increased in this high copper, low sulfur alloy after hydrogen charging suggesting that the
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primary effect of hydrogen in this alloy is microvoid nucleation. According to a model
proposed by Leblond and Dubois [18 this Increase in void number and size may be the
result of a decreased hydrogen solubility in the lattice of the high copper, low sulfur alloy.
In the high copper, high sulfur alloy, A710-1, particle-matrix separation together with
some microvold nucleation is considered the main function of hydrogen involvement. The
role of copper In the HAC/SCC behavior of HSLA alloys HY 82 and HY 102 is also noted. Here
the alloys are as identical as possible except for their copper content. The ductility Index of
HY 102 Is found to be slightly less than half that for HY 82 in slow strain rate tests at
-1000mV. However, failure times are practically the same for both alloys. No clear effects
are discernable because of other Interactions and factors such as work hardening, etc.
In observing the possible Involvement of other microalloying elements it is noted that

manganese Is present in sufficient amounts to fulfil its primary purpose of tying up the
sulfur as MnS Inclusions. These inclusions are present as both elongated and spherical
particles. The former are predominate In the high sulfur alloys and hydrogen assisted
cracking in the high sulfur alloys is found to be associated with these inclusions.
Transgranular fracture features existent in these alloys appear to result from mechanically
Induced separation along the inclusion/matrix interfaces [19]. Since the normal stress Is
not believed to be large enough to fracture at the grain boundaries a "woody" fracture
appearance results. In accord with the findings of LUEcuyer et al. [20] there is some
evidence that Mo rich precipitates have a tendency to segregate around MnS inclusions;
however, our present knowledge is Insufficient to tell the effect or nature of these
precipitates, I.e. whether they serve as Innocuous hydrogen traps capable of diverting
hydrogen away from the nocuous MnS traps or possess some other function.
The pattern unfolding for these alloys Is as follows. The alloy/solution Interface properties

appear to be less important in determining HAC/SCC behavior than the weakening of
precipitate/matrix interfaces and the embrittlement of surrounding material by absorbed
hydrogen. Copper gives some indication of promoting void growth In high copper-low sulfur
alloys (A710-3). However, In high copper-high sulfur alloys (A710-1) the sulfur
appears to moderate or eliminate any involvement of copper in the cracking process.

CONCLUSKM

Experiments were carried out to study the effects of sulfur and microalloying on the
hydrogen assisted cracking behavior of some HSLA steels. Particular attention was paid to
hydrogen permeation and hydrogen trapping effects. The major conclusions of this work are:

1. Cracking is transgranular cleavage and Is not related to sulfur at grain
boundaries.

2. Increased trapping in high sulfur HSLA steels caused a reduction in
diffusivity and low HAC/SCC resistance.

3. No conclusive special HAC/SCC effects are found for the microalloys of
Cu and Mo.
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(A) HY 80, NORMAL S

(B) HY 82, LOW S

FIG. 1 - The Microstructures of HY 80 (high sulfur) and HY 82 (low sulfur).
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(A) HY 100, NORMAL S

(B) HY 102, LOW S

FIG. 2 - The Microstructures of HY 100 (high sulfur) and HY 102 (low sulfur).
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(A) A710-1, NORMvAL S
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(B) A710-3, LOW S
FIG. 3 - The Microstructures of A710-1 (high sulfur) and A710-3 (low suitur).
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ION IMPLANTATION OF 4340 ESR STEEL TO REDUCE
HYDROGEN EMNRITTLEMENT

R. Brown
U.S. Army Materials Technology Laboratory

Watertown MA
and

L. Pruitt
Department of Chemical Engineering

University of Rhode Island, Kingston, RI 02881

ABSTRACT

Boron, nitrogen and platinum were ion implanted
into Rc 38 and Rc 55 4340 ESR steel discs and
circumferentially notched tensile samples to
investigate their role in retarding hydrogen
embrittlement. Hydrogen uptake studies were
conducted by a Barnacle electrode after charging in
3.5% NaCl to determine the relative efficiencies of
the implanted species in retarding hydrogen uptake.
In all cases, hydrogen uptake was markedly reduced
by ion implantation. The microstructural changes
to the near surface layers of the steel due to ion
implantation were investigated by transmission
electron microscopy and related to the uptake data.
Slow strain tensile tests in 3.5% NaCl with a
crevice in the notch were conducted and failure
load measured to detail the effect of ion
implantation on mechanical strength. A relative
rankinq of boron being worst to platinum being the
best in mitigating hydrogen embrittlement was
determined by this testing. A rationale for this
strength ranking and a comparison with the uptake
data will be discused.

[Manuscript Not Available at the Time of Printing]
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TOW MISSILE STRESS CORROSION STUDY
(RING SPECIMENS)

1 12
Wayne M. Rethoney Joseph A. Falco , Charles F. Hickey, Jr.

U.S. Army Materials Technology Laboratory
ATTN: SLCMT-MRM
Arsenal Street

Watertown, Massachusetts n2172-0001

ABSTRACT

This report addresses a stress corrosion study on 300 grade,
18% cobalt-containing, maraging steel (C-300) and the 250
grade, cobalt-free, maraging steel (T-250) TOW missile motor
cases. In the early 1980's cobalt became d strategic
element. This event led to the implementation of the use of
T-250, in place of C-300, in this missile system. This paper
attempts to establish relative differences in stress
corrosion susceptibility between the two materials in the
component fabricated condition.

The specimens used in this study were ring type specimens
which were machined from along the length of the actual
rocket motor cases. Each specimen was notched, precracked,
and tested in a salt water environment. Load versus time to
failure data was obtained. Also investigated was the
possible effects of residual stress on the load versus time
to failure data.

Results indicate significant scatter in the data, which could
be attributed to the residual stresses along the length of
the rocket cases. There was no significant difference in
time to failure between the two steels.

INrRODUCTION/BACKGROUND

In 1984, the U.S. Army Missile Command (MICOM) requested the U.S. Army Material
Technolcgy Laboratory (MTL) to do a feasibility study on obtaining fracture
toughness values (KIc) on TOW rocket motor cases. The wall thickness of the
missile motor case (0.072 inches) was found to be too thin for obtaining a valid

'Mechanical Engineer, 2Metallurgist
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fracture toughness value. Therefore, only a fracture toughness indicator (Kq)
could be addressed. In order to obtain Kq values, the cylinders were precracked
using a method developed by MTL. This method involved the use of a series of
ring specimens taken from four TOW missile cases fabricated by the shear
spinning method. The specimens were electro-discharge machined (E.D.M.) to a
depth that did not penetrate the cylinder wall. The ring specimens were then
subjected to a slowly increasing internal pressure until the crack propagated
through the cylinder wall causing specimen failure. All loads and deflections
were recorded. However, no relative values for fracture toughness could he
determined. The results of the testing displayed the need for further study of
this problem.

Since the notch sensitivity was important, a test to determine this criterion
for the missile case was undertaken before any other testing for material
properties could be accomplished. A notch running across the face or width was
machined into each of the specimens. The notch depth of a number of ring
specimens was varied (i.e. specimen #1 had a notch depth of 0.020 inches,
specimen #2 had a notch depth of 0.025 inches etc.). These specimens were then
tested with the notch in tension using a split "in" ring test fixture (Figure 1).
A constant dead weight load was applied to the fixturing using a load rupture
machine (Figure 2). This test not only gave an indication of the material's
notch sensitivity, but also indicated that there may be significant residual
stresses in the missile cases. These residual stresses may have some effect on
the material fracture toughness.

PRECRACKED
AREA

NOTE: arrows incicalte !ading

Figure 1. Sniit "D" ring test fixture
wan specrmen.
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Figure 2. Load rupture machine.

In 1987, a study on the stress corrosion susceptibility of the material used in
the TOW missile motor cases was initiated. Two types of stress corrosion tests
were performed. The cantilever bend type specimen was used to define the
susceptibility to stress corrosion cracking (KIscc) in plate form for the C-300
and T-250 material. The results of that work are reported by Scanlon and Hickey
of MTL [1]. This paper addresses the relative susceptibility to stress
corrosion cracking of fabricated missile cases using the previously described
ring type specimens. The specimens were tested in a 3.5% sodium chloride (NaC!,
distilled water solution with load versus time data being ohtained.

The possibility of residual stresses playing a major role in the time to failure
data was considered. An attempt to measure the residual stresses acting on the
rings was made using non-destructive techniques. American Stress Technologies
Inc. of Pittsburg, PA performed a series of Rarkhausen noise tests for MTL.
These rings were supplied to MTL by MICOM. Adjacent rings were destructively
tested for residual stresses by MICOM using a milling machine and a strain gage
rosette.

[1] Scanlon, J. F. and Hickey, C. F., Jr. "Stress Corrosion Cracking of
Maraging Steels", MTL Technical Report
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TEST PROCEDURE

A total of four cases were cut into cylindrical ring specimens. Two of the
missile cases were fabricated from T-250 cobalt-free maraging steel and the
remaining two cases were fabricated from C-300 cobalt-containing maraging steel.
Ten one inch wide specimens were cut from each case (Figure 3). This provided
twenty T-250 ring specimens and twenty C-300 ring specimens for testing. A
slot, 0.50 inches in length and 0.025 inches in depth, was centered across the
width of each specimen using an electro-discharge machine (E.D.M.) machining
process. The purpose of this notch was to initialize the propagation of a crack
in the specimen. To propagate the crack, each specimen was internally
pressurized with an oil and water solution. This internal pressure applied to
the cylinder walls provided the necessary means for generating the hoop stresses
needed to propagate the crack. The pressure was cycled between 500 psi and
3000 psi at a frequency of IS Hz. until a through wall crack developed causing a
loss of internal pressure. Once the specimen was precracked in this manner, it
was then statically loaded in the load rupture machine with the crack in tension
until it failed.

j. * I I I I I I

~1:0j 9 8 7:6 5 14: 3 21
£ i ,I

NOTE • - TRANSVERSE DIRECTION

CIRCUMFERENTIAL DIRECTION

Figure 3. Location of specimens from motor case.

The load rupture machine has two separate split "D" ring fixtures, making it
capable of testing two specimens at the same time and recording their times to
failure as a function of the constant load. A specimen is placed into the split
"D" ring fixture which is located within the salt bath. The tensile load is
applied to the specimen using the mechanical lever principal which employs a
beam with a dead weighz on one end. Due to the location of the fulcrum point of
the beam, the specimen is loaded with a weight equal to eight times the applied
dead weight load.
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EXPER IMENTAL RESULTS

The results from the stress corrosion tests indicate no appreciable difference
between the T-250 and C-300 steels. Figure 4 shows that both steels behave the
same as a function of the same load. The time to failure did not significantly
change between the two materials.

7000- -]T -250 & ---------

6500

C-300 D3

6000"

4 4

4000-

3500-

3000- ' I ' ! ' I I '1 ' I ' ' " ' ' ' l

0 20 40 60 80 100 120 140 160 180 200 220

TIME (HRS)

Figure 4. Stress corrosion of T-250 and C-300 steel ring specimens.
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Tables 1 and 2 display the actual numbers for the load vs. time to failure. For
the T-250, the average time to failure was 48.5 hours while the C-300 had an
average time to failure of 58.6 hours. These averages include the results of 15
specimens from each material group of 20 specimens. The first five specimens
from each group were used to establish a load versus time to failure data base.
The loads for the T-250 (3776 lbs.) and C-300 (3768 lbs.) were chosen as a base
for the average time to failure at 50 hours. Each specimen was examined after
failure and the percent precracked area was calculated. The average percent
precrack area of both materials was within 2-3 percent. This was the basis for
taking the average times to failure as the governing criterion for the
comparison of both materials.

Table 1 Table 2
Stress Corrosion Data Stress Corrosion Data
T-250 Maraging Steel C-300 Maraging Steel

Load Time Load Time
(1b) (hr) (ib) (hr)

6030 11.7 5744 221.5

4752 93.0 6384 10.1

4752 53.5 5744 31.1

4088 46.5 5088 24.7

4088 39.5 3768 q3.1

3776 209.4 113.7

53.9 70.5

90.8 63.1

18.1 18.4

62.9 18.5

65.1 14.8

36.7 49. q

22.2 19.6

11.4 71.1

15.0

27.3

12.9

23.5

10.8
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Typical fracture surface appearances of failed specimens are displayed in Figure
5 and Figure 6. The C-300 typically showed a textured fracture appearance while
the T-250 had little or no textured appearance.

Figure 6. Fracture surface appearance - T-250.

When the failed specimens were examined, an offset in the fracture was observed.
One explanation for this offset was due to the possibility that large residual
stresses were present. If these stresses are of a tensile nature and are acting
on the notch, premature failure due to stress corrosion may take place.
Measurement of these stresses could be made using a non-destructive testing
technique called the Barkhausen Noise method. In using this method, a probe
(coil) is placed in contact with the surface of the specimen. The probe emits a
magnetic field that measures the alignment of the lattice structure. This
nondestructive evaluation (NDE) techni qie was performed by American Stress
Technologies Inc. on specimens provided by MTL. Tables 3 and 4 are those
results of the testing as function of depth. The tables do not provide actual
stress values, but show increases and decreases in the noise level as the
stresses change magnitudes. Actual stress values could be obtained if a
calibration specimen was available. These noise levels do show a similar stress
pattern, however, with those obtained by the residual stress measurement
techniques used at MICOM.
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Table 3
Measurement of Residual Stress

(Barkhausen Noise Method)
Small Ring

Depth 1  Direction Attenuation
Location (mw) of Scan (dbm) Type

00 0.02 Transverse 24.2 Compression

0.07 Transverse 11.1 Compression

0.02 Circumferential 35.0 Low Compression

0.07 Circumferential 72.0 Tension

ID 0.02 Transverse 62.0 Low Tension

0.07 Transverse 100.0 Tension

0.02 Circumferential 9.8 Compression

0.07 Circumferential 7.4 Compression

Table 4
Measurement of Residual Stress

(Barkhausen Noise Method)
Large Ring

Depth Direction Attenuation Stress
Location (mm) of Scan (dbm) Type

OD 0.02 Transverse 21.0 Compression

0.07 Transverse 9.0 Compression

0.02 Circumferential 50.0 No Stress

0.07 Circumferential 82.0 Tension

ID 0.02 Transverse 83.0 Tension

0.07 Transverse 55.0 No Stress

0.02 Circumferential 11.0 Compression

0.07 Circumferential 8.0 Compression

1Conversion factors: 0.02mm = 0.0008 in., 0.07 mm = 0.0030 in.
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SUMMARY AND CONCLUSIONS

This report contains the results of a qualitative investigation as to the
susceptibility to stress corrosion cracking between the C-300 and T-250 TOW
missile motor cases. Load versus time data was obtained from ring type
specimens which were machined from missile cases of both materials, and tested
in a 3.5% NaCi environment. The effect 6f residual stress on the time to
failure data is also addressed. The conclusions from this paper are as follows:

1. Time to failure data indicates no appreciable difference between the T-250
and C-300.

2. The residual stresses in the rocket motor cases in the vicinity of the
cracks may have played a role in time to failure in the corrosive
environment.

3. A larger population of specimens is needed to better determine differences
between the two materials.

4. A fracture toughness math model for thin-walled cylinders should be
developed.
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STRESS CORROSION CRRCKING OF MARAGING STEELS

James F. Scanlon and Charles F. Hickey, Jr.
U.S. Army Materials Technology Laboratory

Watertown, MA 02172-0001

ABSTRACT

The 250 and 300 grades of the 18% Ni cobalt-
containing (C) and cobalt-free .(T) maraging steels
were tested in 3.5% NaCl solution in a cantilever
bend apparatus to determine their susceptibility to
stress corrosion cracking. These alloys represent
current or candidate materials for missile moeor
case applications. In recent years, since cobalt
is a critical and strategic element, emphasis has
been placed on the suitability of substituting the
T versions for the C versions in the TOW and
Stinger missile systems. One questiion which has
arisen and is addressed in the study is the
difference in susceptibiltiy to stress corrosion
cracking between the C and T versions. This study
has determined that the values of KTc for C-250,
T-250, C-300 and T-300 are 29, 21, 18 and 16
ksiVin, respectively. Electron and optical
microscopy were used to investigate the mechanisms
of failure. Electrochemical methods were also
employed to characterize the general corrosion
behavior of the alloys.

[Manuscript Not Available at the Time of Printing]
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DESIGNING CONDUCTIVE SEALS FOR NAVAL AIRCRAFT:
A CASE HISTORY

J.J. Thompson, W.V. Lin, and D.P.W. Thomas
Naval Air Development Center
Warminster, PA 18974-5000

ABSTRACT

Naval aircraft pose a special challenge to the designers of
conductive seals. Conductive seals are required to shield
flight critical avionics from electromagnetic interference
(EMI); yet, present designs have caused severe structural
corrosion damage. Design criteria for conductive seals are
often conflicting, requiring compromises for optimum
performance in hostile electromagnetic and marine
environments. The challenge is exemplified by the series of
seal design changes required on a naval fighter aircraft.
Early designs ensured conductivity by using noble metals,
but caused deep pitting of the aluminum structure. The
latest design successfully provides corrosion protection by
double encapsulation of noble metal in sealant. The
conductive seal operating environment and design criteria
are discussed with respect to naval aircraft needs of
performance, inspectability, and maintainability.

INTRODUCTION

Modern aircraft are dependent upon avionics for almost every facet of operation.
For example, dramatic weight savings and capability improvements have been
achieved by replacing hydraulics with electronics and using wires and integrated
circuits in advanced flight controls. This control concept is known as "fly by
wire".

As avionics technology has moved from vacuum tubes to integrated circuits, the
sensitivity of electronic components to electromagnetic interference (EMI) has
dramatically increased. Modern circuits operate at low power levels which can be
disrupted with low level noise. EHI can affect avionics by introducing garbled
and false signals, disrupting memory, and destroying circuits. With the increase
in susceptibility has come a concurrent increase in the power and number of EMI
sources. The proliferation of long range radar and communication systems has
produced a severe electromagnetic environment.

Shielding is used to protect avionics from the electromagnetic environment.
Shielding is accomplished by enclosing electronic equipment in a conductive shell
(a Faraday shield). The shell reduces the incident EM energy to tolerable levels
through reflection and absorption. Joints and seams provide a point for EHI
leakage. Conductive gaskets are used to provide electrical continuity across
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joints to ensure a continuous protective shell. Conductive gaskets also aid
lightning strike protection by providing a conductive path.

Corrosion is a major cause of shielding deterioration. Corrosion protection has
traditionally relied upon oxides, organic coatings, and other non-conductive
films to act as a barrier to the environment. Conversely, EMI gasketing has
traditionally relied upon non-oxidizing, conductive noble metals. EMI seals
eliminate corrosion protective coatings to ensure a conductive path across a
joint. A typical low electrical resistance joint of silver and aluminum is a
dissimilar metal couple with a large galvanic driving force for corrosion.
Corrosion produces non-conductive films allowing EMI intrusion, and degrades the
load bearing capabilities of a structure.

The Navy maintains a data base of electromagnetic compatibility (EMC) problems
entitled AMITS (Air Systems EMI Corrective Action Program (ASEMICAP) Management
Information and Tracking System). The following are examples of the kinds of
problems that can result from inadequate, deteriorated shielding. Aircraft and
helicopters can jettison bombs while taking off from an aircraft carrier due to
the response of bomb release circuits to carrier transmitters. Helicopter rotor
blades and aircraft wings can inadvertently fold when illuminated by radar.
Shipboard EMI can cause aircraft computers to "dump" programs necessary for the
operation of mission essential equipment.

Combining corrosion protection with EMI shielding in a severe corrosive and EM
environment poses a significant challenge in designing and maintaining conductive
seals. This paper discusses EMI seal requirements of naval aircraft by examining
the operating environment and the corrosion driven redesign of a conductive seal.

NAVAL AIRCRAFT OPERATIONAL ENVIRONMENT

Naval aircraft deployed on an aircraft carrier encounter a combination of high
humidity, temperature, atmospheric salt content, and stack gases. Communication
and radar systems require use of a wide range of frequencies at high power
levels. The severe environment aboard aircraft carriers necessitates extensive
protective measures.

Corrosive Environment

Corrosion is most active while the aircraft is at sea level. Naval aircraft
spend considerable time on the flight decks of aircraft carriers exposed to sea
spray and sulfur-bearing stack gases. Atmospheri sait concentration in marine
tropical environments is approximately 2.5 x 10- g/m . Deployed aircraft
encounter temperatures of 90 F (32 C) and 90% relative humidity for months at a
time. Measurements made of surface moisture from aircraft on flight decks
determined te pH to be between 2.4 and 4.0, and also detected the presence of
sulfete ion. The carrier environment can be considered to contain salt spray
with weak sulfuric acid. The severity of the s~ipboard environment compared with
other marine environments is shown in Figure 1.
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The proximity to a marine environment obviously poses major corrosion problems
for the aircraft exterior. Not so obvious is the intrusion of saline moisture
into avionic equipment and systems installed in apparently protected areas.
Salt laden moisture can be rapidly driven into cracks and crevices by 40 mph
winds during normal flight operations. Experience has indicated the wide range
of flight loads, inherent airframe flexing, and inevitable seal deterioration
make a water-tight airframe unobtainable. The effectiveness of a seal in
minimizing moisture intrusion depends upon the structural stiffness of the
airframe, the thickness, compressibility, permeability and freedom from voids in
the gasket, and spacing of the fasteners. Weight and maintainability
considerations have led to doors with little design margin for less than optimum
conditions. Seal deterioration arises from dimensional changes, periodic
maintenance actions, and attack by various fluids, heat, ozone, etc. Fastener
areas can be important points for water intrusion. Maintenance actions requiring
access door removal and replacement can cause the fastener holes to elongate and
increase diameter.

While efforts continue to improve the moisture resistance of airframes, judicious
design should be based on the assumption that the corrosive exterior environment
will be present both outside and inside a naval airframe.

Electromagnetic Environment

Communications and radar systems have dramatically increased the power and
frequency range of electromagnetic waves used in commercial and military
applications. A naval battle group uses a frequency spectrum froi 10 kHz to 40
GHz at power levels for individual emitters of almost 14,000 V/m. Actual power
levels of seven ol the frequently used radar systems have been measured aboard an
aircraft carrier. With only one system operating, the power levels for most of
the flight deck exceedgd the commonly specified level of 200 V/m used for Navy
qualification testing. Older aircraft8and avionics presently operational were
tested at field strengths up to 20 V/m.

Shielding is used to attenuate the external field to a level where the avionics
are not susceptible. The equation for shielding effectiveness is given as
follows:

SE = -20 log (Ei/E0)

where SE is shielding effectiveness in decibels (dB4, El is the incident field
strength, and Eo is the transmitted field strength. For example, to shield
avionics of older aircraft tested at 20 V/m from an external field o 1000 V/m,
34 dB attenuatlon is required. The trend towards increasing emitter power,
microcircuits sensitivity, and avionics dependence will increase future shielding
requirements.

CASE HISTORY OF CONDUCTIVE SEAL DESIGNS ON A NAVAL AIRCRAFT

Modern naval aircraft are typically carrier based, multi-mission, and are under
fly-by-wire control. They are designed so the airframe acts as a conductive
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shell to partially shield the internal avionics. The fuselages consists largely
of graphite/epoxy and aluminum access doors over an aluminum frame. EMI seals on
door joints in the dorsal region protect flight control wire bundles necessary
for safety of flight. EMI seals have required several redesigns because of
extensive corrosion of thloaluminum structure. The potential corrosion problem
was recognized in design, but at the time the environment was not well
characterized making it difficult to determine performance standards, testing,
and establishment of corrosion control methods. These factors, to a large
degree, still hold true.

Initial Seal Design

A design for one aircraft originally used noble conductive materials and relied
on environmental seals to protect the dissimilar metal couples. The composite
door was electrically bonded to the aluminum longeron by a round compressible EMI
gasket (see Figures 2 and 3). The gasket consisted of monel wire mesh knitted
around a silicone sponge core. Titanium rub strips were used on either side of
the knitted wire mesh to prevent galling. The rub strips were bonded to the
aluminum longeron with a silver-filled epoxy adhesive. The Ti/Ag/Al dissimilar
metal interface was covered with polysulfide form-in-place (FIP) seal to provide
environmental protection. The EMI gasket was spot bonded to the rub strip at one
inch (25 mm) intervals with a non-conductive epoxy adhesive.

After three years service an aircraft undergoing thorough inspection was
observed to have pits up to 70 mils J1.8 mm) deep in the aluminum longeron
beneath the Ti rub strip (Figure 4). In this area corrosion damage 10 mils
(0.25 mm) deep causes concern. Damage was not noted before this inspection
because the area was hidden beneath the rub strip and FIP seal. The damage was
particularly severe at low points in the scalloped longeron where the width of
the FIP seal was less than one-eighth inch
(3 mm).

Second Seal Design

The damage severity and unknown loss in EMI shielding forced prompt action. A
two prong approach was used. Similar EMI seals on the accessib}1 radar bulkhead
were sprayed with an electronics grade water displacing coating each time the
bulkhead was opened. On the dorsal longeron, the EMI seals were redesigned
(Figure 5a) to replace the dissimilar Ti/Ag/Al interface. The monel knitted wire
mesh was replaced by steel wire electroplated with a copper flash followed by
tin. The plated wire mesh is soft and allowed the removal of the Ti rub strips.
Other composite-skinned aircraft effectively utilize a metal-sprayed coating
consisting of 80% Sn/20% Zn for EMI shielding. Measurements of electrochemical
rest potential indicated Sn/Zn metal spray is compatible with aluminum. Metal
spraying can be performed aboard ship, allowing any damage in the seal area to be
inspectable and repairable. These advantages made the plated wire mesh and Sn/Zn
coating appear to be an ideal solution.

One year and one deployment after implementing the second seah design, pits up to
30 mils (0.8 mm) deep were observed in the longeron. Testing in S02 salt spray
(ASTM G85.A4) and electrochemical studies utilizing the zero impedance ammeter
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technique showed the Sn/Zn coating initially cathodically protects the aluminum
through Zn and Sn dissolution. However, a dealloying process occurred with time.
A Sn rich coating formed which was electrochemically incompatible with aluminum.
The rest potential shifted from that of zinc (compatible with Al) to that of Sn
(incompatible .with Al). The porous nature of the metal-sprayed coating allowed
the environment access to the longeron substrate almost immediately. Also, the
non-conductive spot adhesive formed hard spots which prevented the door from
closing tightly to the FIP seal. The wire knitted mesh exhibited extensive red
rust. The water-displacing compound was found in lab testing to effectively
protect the Sn/Zn coating for up to two weeks.

The galvanic incompatibility of tinlxith aluminum is consistent wlh previous
testing of EMI joints aboard ships. In contrast, other studies have shown a
good quality tin plating provides the best overall performance, but noted results
between geographical locations are highly variable.

Present Seal Design

After two unacceptable designs, corrosion became the dominant concern. To
address this, the corrosion prone knitted wire braid and tin/zinc metal spray
coating were eliminated. Instead, a fluorosilicone elastomer rope filled with
silver coated aluminum particles was bonded onto the structure using a
fluorosilicone room temperature vulcanizing (RTV) compound (Figure 5b). The RTV
and FIP seal completely covered the conductive gasket/structure interface,
preventing moisture ingress.

There were some initial concerns about the corrosion resistance of this design.
First, the conductive particles are silver coated creating a large
electrochemical potential difference between the aluminum longeron and the
gasket. Secondly, the fluorosilicone RTV adhesive evolves acetic acid during
curing, which is known to accelerate corrosion. Detailed examination of other
aircraft of this type which had been deployed to the Indian Ocean for 7-8 months
showed only minor and isolated pitting corrosion, no more than 2 mils (0.05 am)
deep. However, other problems were observed developing from the design,
materials, and personnel training. The primary problems were electrical contact,
and maintenance considerations.

Poor electrical contact between the conductive gasket and the longeron was the
primary problem of this design. This arose from pressing the conductive rope
through the RTV and from joint unevenness. A non-conductive skin formed between
the gasket and the longeron if the conductive gasket was not applied quickly.
Large joint unevenness due to door bowing, production tolerances, and corrosion
removal cannot be compensated by the uniform diameter of the conductive gasket
rope.

Poor electrical contact also arose from joint unevenness which caused permanent
deformation of the gasket. Damage to the conductive rope resulted in areas where
pressure exceeded the maximum pressure limit of the material. The mechanical
properties of the fluorosilicone, and the maximum pressure limit, are reduced by
loading conductive particles into an elastomer. Compression set degraded both
the EMI and environmental seal capabilities.

470



Maintenance considerations also have been an issue. This seal was designed to be
maintained aboard a carrier deck. Because shielding of this location is
considered necessary for safety of flight, an aircraft with a damaged seal is
grounded until the EMI seal is repaired. A procedure exists for seal repair
aboard ship, but the skill required for proper installation has made repair
feasible only at a depot facility when the carrier returned to port. The
fluorosilicone RTV in an enclosed area requires four to eleven days to cure.
Even if this design had been repairable on a carrier, seal repair would require
(theoretically) an aircraft to be grounded until the RTV cured.

Other concerns were the poor adhesion of the RTV to both the polysulfide and
conductive rope, and incomplete coverage of the structure with the RTV. Both
situations could allow moisture to penetrate to the conductive gasket/longeron
interface and cause corrosion. Poor adhesion may have been caused by inadequate
surface preparation or by using a RTV beyond its shelf life. These two problems
may be alleviated by increased training and experience of maintenance personnel.

Potential Seal Design and Materials

The design complexity and large joint mismatch made conductive gaskets, which are
cured before installation, inappropriate for this application. Conductive form-
in-place (CFIP) seals (Figure 5c) combine EMI seals with an environmental seal.
CFIP seals are elastomers filled with conductive particles which are cured
directly on the aircraft. This best compensates for large joint unevenness and
provides improved electrical contact. Using CFIPs instead of pre-formed gaskets
would eliminate an intermediate, non-conductive adhesive between the conductive
seal and the structure. Under current investigation is a polythioether sealant
filled with nickel coated carbon and a chromate inhibitor.

The major problem with using CFIP seals is the consistency of seal properties
after installation. Similar to other aircraft sealants, CFIP seal properties are
dependent on the cure environment and mixing procedure. Proper mixing procedure
is essential to obtain uniform properties. Conductive gaskets have more
consistent properties because they are made in a controlled manufacturing
environment where the quality of the material can be assured before use. CFIP
application draws upon the experience and training fleet personnel presently have
with conventional sealants. CFIPs have great potential to meet the need for EMI
seals in joints with large unevenness and difficult operational requirements.

Another approach to forming conductive materials uses chemical bonding agents
(CBAs). The CBAs are mixtures of chelating and reducing agents which reduce
oxides. The resulting elemental metal and metal complexes form a conductive
medium. Corrosion protection is provided by scavenging oxygen, and through
formation of a hermetic barrier coating. This approach has been found effecve
with steel for intermodulation interference (IMI) applications aboard ships.
For EMI applications involving aluminum, a conductive elastomer has ,en
developed consisting of adiprene, ascorbic acid, and zinc carbonate.
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CONDTIVE SEAL DESIGN CONSIDERATIONS

The lessons derived from a naval aircraft EMI seal redesign provide insight into
general conductive seal guidelines. These fall into two categories: (1)
properties which should be incorporated into seal design and tested; and, (2)
inspection and maintenance procedures to ensure optimum operation.

Design Guidelines for Conductive Gaskets

Conductive gasketing is used to provide an electrical ground and EMI shielding
across a joint, and often employs an environmental seal. They are used on
temporary apertures such as access panels. These panels have seams that must be
electromagnetically sealed. The form of a gasket is determined by attachment
methods, force available, joint unevenness, available space and the EMI shielding
criteria. The major material requirements for EMI gaskets include:

(1) Good electrical properties - Good conductivity is taken as an rough,
indirect measure of EMI shielding. In addition, a contact
resistance of 2.5 milliohms is specifieh across joints for
grounding, lightning strike protection.

(2) Corrosion resistance of gasket material - Properties should not
change with service, e.g. corrosion which produces an insulating
layer of material.

(3) Compatibility with the mating surface - Electrochemical
compatibility to prevent galvanic corrosion.

(4) Good adhesive qualities - Required for electrical contact and
environmental sealing.

(5) Chemical resistance to solvents - Properties should not change with
exposure to operational chemicals e.g. fuel, paint stripper,
hydraulic fluid, etc.

(6) Resilience - Resistance to compression required for electrical
contact and environmental sealing. Long term pressure should not
cause permanent deformation (compression set). Normal deflection
for solid rectangular elastomer seals range from 5 to 15%.

(7) Wear resistance - Important when the gasket is repeatedly
compressed and depressed.

(8) Conformability - Accommodate joint unevenness

The often conflicting material requirements create difficulties in seal design.
For example, replacing the monel wire mesh with plated steel wire mesh allowed
the Ti rub strips to be removed, but aircraft vibration wore away the tin plating
and exposed the vulnerable steel substrate.

Some of the important lessons learned during the design evolution concerned
corrosion test methods. The initial test samples consisted of a sandwich of
graphite epoxy, environmental seal, and aluminum encapsulating the EMI seal. All
aspects of the simulated seal were perfect. The significance of test results was
biased toward neutral salt spray (ASTH B117) results. Experience showed these
assumptions were incorrect. Environmental seals leak, the EMI seal was exposed
to a corrosive environment. The naval operating corrosive environment was found
to be more closely represented by SO2 salt spray (ASTM G85). Later test samples
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were open to the environment, contained reasonable flaws, and were tested up to

four weeks in SO2 salt spray.

Recommended Inspection and Maintenance Requirements

Aircraft requirements are well reviewed ih a manual19 on EMC theory and practice
issued by NAVAIR for the naval maintenance community. EMI gaskets should be
periodically checked to ensure they are continuing to provide their intended
functions. Inspection intervals should balance the need for proper operation and
the environment, with the destructiveness caused by surface wear of gaskets with
opening and closing. Gaskets may deteriorate through attack by operational
chemicals, corrosion, and wear. Therefore, inspection should include the
following guidelines:

(1) Check for corrosion products, pitting of the aluminum surface, or
bulges in the sealant due to corrosion beneath the gasket.

(2) Check the bonding of the gasket to the structure to prevent
moisture ingress.

(3) Check for loss of electrical condy~tivity of the gasket,2 0 or its
electrical bond to the aircraft.

(4) Check for wear and swelling of the gasket.
(5) Check for compression set of the seal.
(6) Check maintenance procedures are being followed, e.g. avoid

cleaning solvents which can wash away conductive particles.

If the gasket shows deterioration, the design should allow easy repair and/or
replacement.

A chattering relay test based upon MIL-STD-46221 is under investigation as a
method to inspect EHI shielding integrity. With a battery powered EMI source
inside an aircraft and a portable receiver outside, the EM field is measured with
the door open and closed to determine attenuation. Portability requirements for
the receiver limit the frequency range which may be measured.

CONCLUSIONS

The recognized need to shield against a severe EM environment in a corrosive
atmosphere has been met with only partial success. Current practices are either
too short lived or too labor intensive to ensure the shielding needed for long
term survivability in the hostile carrier environment. Problems experienced with
EMI seals are illustrated by the corrosion driven design evolution on a naval
aircraft. The major problems were determined to be maintaining conductive seal
performance due to electrochemical incompatibility, joint unevenness, mechanical
degradation, and repair difficulties. Seal design for naval applications should
consider the need for inspecting and maintaining performance, and assume the
impossibility of sealing from the corrosive marine environment. Failure to
consider these lessons learned will result in aircraft EMI susceptibility and
potential catastrophic consequences.
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EFFECT OF APPLIED DIRECT AND ALTERNATING CURRENTS

ON THE CORROSION BEHAVIOR OF 90/10 Cu-Ni

R. K. Conrad and J. F. McIntyre

Naval Surface Warfare Center
Materials Division

Electrochemistry Branch
10901 New Hampshire Avenue

-Silver Spring, MD 20903-5000

Corrosion failure of 90/10 Cu-Ni seawater piping is a

recognized problem in the Navy. Many corrosion failures
have been attributed to erosion/corrosion, impingement, and
cavitation effects. To mitigate these types of attack, it

is necessary to carefully control flow velocities and
optimize piping geometries. Another potential contribution
to seawater piping failure is accelerated attack by stray-
currents. A laboratory nvestigation was conducted to
study the effects of applied direct and alternating cur-
rents on the corrosion behavior of 90/10 Cu-Ni. Corrosion
behavior was determined by weight-loss measurements. Both
direct and alternating currents were applied by two
methods: internal and external. External currents were
forced across the metal/solution interface and internal
currents were applied through the bulk of the alloy. The
influence of impingement attack was also studied with and
without the application of direct currents.

INTRODUCTION

Preliminary laboratory results on the effect of applied direct currents
(DCs) and alternating currents (ACs) on 90/10 Cu-Ni (CN) are reported
herewith. This research was conducted to support the Naval Surface War-
fare Center's task to determine the effect of stray currents on the corro-
sion behavior of navy seawater cooling pipes. Potential-drop measurements
made on several ships revealed that DCs and ACs were present in CN seaw-
ater piping. Subsequent measuremnts determined that ACs were introduced
into the seawater piping by pumps located on the ship's cooling skid.
However, during these measurements, the source of DCs was not ascertained.
Laboratory tests were conducted concurrently with shipboard measurements
to aid in establishing the corrosion behavior of CN piping in the presence
of stray currents.

BACKGROUND

The action of stray currents on metallic structures can lead to acceler-
ated failures. Stray currents enter a structure at a point of low
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electronic resistance and often travel for some distance before exiting at
a point of least resistance. The place where stray currents exit the
structure acts as the anode and preferentially corrodes at a high rate.
This phenomenon has been associated with buried pipe lines and ship hulls.
Stray currents originate from faulty cathodic protection systems on buried
pipe lines or leakage of current from nearby power stations. Stray-
current. corrosion on steel ship hulls originates almost exclusively from
poor grounding of welding equipment. The current return path to the weld-
ing equipment is through the ship's hull, exiting at the water/steel
interface, and returning to welding equipment on shore. A number of
articles can be found in the literature on stray current corrosion.1 -9 A
schematic of this mechanism is illustrated in Figure 1.

'-'he present understanding of the stray current corrosion mechanism sug-
gests that this form of corrosive attack should not be problematic in
seawater piping, provided piping runs are not electrically isolated.
Although ACs and DCs are present in the pipes, the chance that premature
failures are caused exclusively by stray currents is minimal. The
Fresence of an insulating material, e.g., high impedance oxide or other
dielectric substance, in the electrical current path would be necessary
for stray currents to affect corrosion. In the absence of an insulator,
which blocks current passage, the movement of currents through the piping
system should proceed unimpeded. It is unknown what effect stray currents
will have on the corrosion behavior of pipes locally thinned by erosion-
corrosion, impingement, or cavitation. Laboratory investigations hav
been designed to focus on this unanswered question. Laboratory tests will
be complemented by controlled dock-side tests on CN piping, where the
individual effects of flow velocity, stray currents, and microhial attack
will be investigated.

EXPERIMENTAL

Corrosion behavior of CN was determined by weight-loss (WL) measurements.
Samples were machined into 1" diameter disks from 1/16" sheet supplied by
Metal Samples, Inc. The elemental composition for CN is given in Table 1.

TABLE 1. ELEMENTAL COMPOSITION OF 90/10 Cu-Ni

Cu Ni Fe 14n Zn Pb P C S

88.15 9.51 1.53 .605 .098 .005 .005 .003 .002

All samples were wet-ground down to a 400 grit SiC finish, rinsed in dis-
tilled water (DW), the surface cleaned with a cotton swab, rinsed with DW,
and dried in a stream of air. Samples were weighed to the nearest 0.1 mg
using an analytical balance. All samples were exposed to ASTM synthetic
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seawater for 7 to 14 days. At the conclusion of exposure testing,
samples were cleaned with DW, corrosion products were removed by a 1-2
minute soak in deaerated 50 v/o HCI, and reweighed to obtain the exper-
imental WL. Blank samples were subjected to the same chemical post-
treatment to attain WL induced by the stripping solution. A plot of WL
against time of exposure to the cleaning solution is shown in Figure 2.
No correction on the WL data was necessary because actual samples were
exposed to the stripping solution for 1-2 minutes, which is less than the
time required to produced noticeable WLs. Corrosion rates were calculated
from the WL data and are reported as mils per year (mpy).

ACs and DCs were applied to a given sample by either an internal or exter-
nal method. External application of AC or DC involved forcing a current
across the metal/solution interface using a graphite rod, as an auxiliary
electrode, and a DC power source or an AC wave generator (see Figure 3).
The internal method involved application of ACs or DCs through the bulk of
the metal. A sample holder was constructed from polyethylene and designed
so that the metal sample was exposed on two sides. The sample configura-
tion was similar for both externally and internally applied currents. For
application of internal currents the test sample was sandwiched between
two copper o-rings; current entered through the first copper o-ring,
passed through the bulk of the metal, and exited through the second copper
o-ring (see Figure 4).

Preliminary tests were also initiated to study the influence of solution
impingement on the corrosion behavior cf 90/10 Cu-Ni in the absence and
presence of applied internal DCs. A schematic of the test apparatus is
shown in Figure 5. The same sample holders were used in this round of
testing as were used for previous tests. The sample was held at a fixed
distance from a 1/8" diameter orifice, which created a jet impingement on
the sample. ASTM synthetic seawater was used for impingement tests. A
flow velocity of 1000 ml/min was maintained with a Master Flex®
peristaltic pump.

RESULTS

The corrosion rate of CN alloy in the absence of enplied currents is
summarized in Table 2 for 7-14 day exposures. It can be seen that the
corrosion rate at 7 days was identical to that at 14 days. All samples
were uniformly attacked and covered with a thin, dark, adherent oxide
layer.

The application of external DCs and ACs resulted in greatly accelerated
attack. A summary of corrosion rates for externally applied currents can
be seen in Tables 3 and 4. In comparison the corrosion rate for CN
increased significantly with the application of either external DCs or
ACs. As compared to freely corroded CN samples, the corrosion rate was
about an order of magnitude higher for 0.49 mA/cm 2 DC and AC and two
orders of magnitude higher for 5 mA/cm2 DC. Corrosion rates were higher
for applied DCs than for ACs. The corrosion rate decreased as the
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TABLE 2. CORROSION RATES FOR 90/10 Cu-Ni
EXPOSED TO ASTM SYNTHETIC SEAWATER

Days WL (mg) MPY

7 2.2 2.06*

14 4.1 1.94@

average of six tests

@ average of three tests

TABLE 3. CORROSION RATES FOR 90/10 Cu-Ni
EXPOSED TO ASTM SYNTHETIC SEAWATER
FOR 7 DAYS WITH APPLIED EXTERNAL DCS

Current Density
(mA/cm2) WL (mg) MPY#

0.05 4.6 23.4

0.50 39.5 37.0

4.90 378 354

average of three tests
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TABLE 4. CORROSION RATES FOR 90/10 Cu-Ni
EXPOSED TO ASTM SYNTHETIC SEAWATER
FOR 7 DAYS WITH APPLIED EXTERNAL ACS

Current Density
(mA/cm2) Hz WL (mg) mpy*

0.50 10 23.3 22
5.10 10 22.8 23

0.50 30 23.6 24
5.10 30 27.8 28

0.05 50 9.4 9
0.50 50 24.5 23
5.10 50 11.3 11

0.50 60 14.7 14
5.10 60 3.6 3

0.50 300 10.0 8
5.10 300 34.1 28

average of two tests

frequency of the AC signal increased, with an exception at 300 Hz for an
applied AC of 5 mA/cm 2 . This anomaly occurred because of severe crevice
corrosion between the o-ring seal and the sample surface. All test
samples were covered by a two layer film: an inner, dark, tightly adherent
film and loosely adherent outer blue-green layer.

The application of internal DCs and ACs to exposed CN samples showed no
change in the corrosion rate as compared to those with no applied cur-
rents. The results for internally applied currents are summarized in
Tables 5 and 6. A comparison of the corrosion rates for CN without applied
currents and those samples subjected to internal currents are nearly iden-
tical; in fact, it appeared as though the application of internal DCs and
ACs reduced the rate of attack. All surfaces were uniformly attacked and
covered with thin dark adherent oxide layer.

Several samples were subjected to vigorous agitation using a magnetic
stirring device. This test was conducted to determine whether increased
flow across the sample surface would increase the corrosion rate. The
magnitude of the solution flowing past the sample was not measured.
Results indicated that the corrosion rate remained unaffected by increased
agitation for samples with no applied currents. A sample with an applied
internal DC of 10.2 mA/cm 2 exhibited a slight increase in the corrosion
rate when exposed to an agitated solution (see Table 7).
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TABLE 5. CORROSION RATES FOR 90/10 Cu-Ni
EXPOSED TO ASTM SYNTHETIC SEAWATER
FOR 7 DAYS WITH APPLIED INTERNAL DCS

Current Density
(mA/cm2) WL (mg) MPY*

0.50 1.25 1.2

4.95 0.85 0.8

10.2 1.15 1.1

average of 2 tests

TABLE 6. CORROSION RATES FOR 90/10 Cu-Ni
EXPOSED TO ASTM SYNTHETIC SEAWATER
FOR 7 DAYS WITH APPLIED INTERNAL ACS

Current Density
(mA/cm 2 ) Hz WL (mg) MPY

0.50 10 1.9 1.8
5.10 10 0.5 0.5

0.50 30 0.1 0.01
5.10 30 3.0 2.8

0.50 50 0.0 0.0
5.10 50 0.5 0.5

0.50 60 2.1 1.85
5.10 60 1.9 1.7
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TABLE 7. CORROSION RATES FOR 90/10 Cu-Ni
EXPOSED TO ASTM SYNTHETIC SEAWATER
FOR 7 DAYS WITH SOLUTION AGITATION

Condition WL (mg) mpy*

No Applied Currents 1.84 2.0

Applied Internal DC 2.63 2.9
(10.2 mA/cm

2)

, average of two tests

DISCUSSIONS

At a uniform corrosion rate of 2 mpy (the rate of freely corroded CN), it
would take approximately 45 years for a 3" diameter CN pipe of .095"
thickness to fail. However, stray DCs of 0.5 or 5.0 mA/cm 2 would lead to
failure in 2.5 years and 3.25 months, respectively. This assumes that
stray current corrosion can be represented by the external current appli-
cation tests of this study. A similar increase in failure time can be
expected for low frequency, i.e., <60 Hz stray ACs.

CN seawater pipes have failed in 3 to 6 months on a number of ships, this
corresponds to corrosion rates of between 190 and 350 mpy. From potential
drop measurements made on navy ships, the magnitude of DCs was approxi-
mately 5 mA (2.8 mA/cm 2 for a 3" diameter pipe). If all of this current
exited the pipe at one localized spot, e.g., a 0.5 cm2 area, the resulting
5.6 mA/cm 2 DC would be sufficient to cause a leak in the pipe in 3 months.
However, this could only occur in the vicinity of an insulator in the CN
pipe. Because no insulators are used in CN seawater piping, i.e., at
flange connections, it is unlikely that stray currents will cause
premature failure.

A current flowing in pipes containing water usually causes no accelerated
corrosion to the inside of the pipe.10 The high electrical conductivity
of CN compared to water (or seawater) makes it nearly impossible to gener-
ate corrosion currents across the pipe/water interface which are suffi-
cient to accelerate corrosion. For example, as described by Uhlig,10

... since the resistance of any conductor per unit length
equals p/A where p is the resistivity and A is the cross-
sectional area, then the ratio of current carried by a
metal pipe compared to that carried by the water it con-
tains is equal to PwAm/PmAw, where subscripts w and m
refer to water and metal, respectively. For iron, pm -
10-5 0'cm and for potable water Pw may be 104 O'cm.
Assuming that the cross-sectional area of water is 10
times that of the steel pipe, it is seen that if current
through the pipe is 1 A, only about 10"8 A flows through
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the water. This small current leaving the pipe and
entering the water causes negligible corrosion.
If seawater is transported instead, with Pw - 20 0-cm,
the ratio of currents is 2 X 106, indicating that even in
this case most of the current is carried by the metallic
pipe and there is very little stray current corrosion on
the inner surface.

Accelerated corrosion of CN seawater piping can be attributed to other
failure mechanisms: erosion/corrosion, cavitation, impingement, or micro-
bial attack. The interaction of these modes of failure with stray-
currents is not well understood. It has not been determined whether
stray-currents in pipes exacerbate erosion/corrosion, cavitation, or
impingement failures.

Preliminary tests to investigate the effect of solution impingement on the
corrosion behavior of CN in the absence and presence of applied internal
DCs indicated that the corrosion rate was significantly increased by solu-
tion impingement (see Table 8). In fact initial results indicate that
the corrosion is further exacerbated by applied internal DCs. No explana-
tion for thin behavior has been proposed.

TABLE 8. CORROSION RATES FOR 90/10 Cu-Ni EXPOSED
TO ASTM SYNTHETIC SEAWATER FOR 7 DAYS
WITH AND WITHOUT APPLIED INTERNAL DCS
AND SUBJECTED TO JET IMPINGEMENT

Condition WL (mg) mpy

No Applied Currents 7.9 10.6

Applied DC Internal 14.7 25.7
(10 mA/cm

2 )

average of three tests

CONCLUSION

The uniform corrosion rate of CN exposed to synthetic seawater is small
and pipe failures, in the absence of highly localized attack, should not
occur for many years. Because of the deleterious effects of high flow velo-
cities, impingement, and cavitation, highly corrosion resistant CN is sus-
ceptible to accelerated failures. Induced external DCs or ACs leads to
rapid corrosion of CN, which should be indicative of active stray-
currents. However, the presence of currents flowing through the bulk of CN
test samples did not promote accelerated corrosion. The application of
internal Des or ACs should be representative of currents found in the CN
seawater piping. It is proposed, in the limit of this investigation, that
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currents which remain in the bulk of the pipe will not result in premature
failures. It remains unclear as to the nature of the interaction which
occurs between stray currents found in the CN piping and the mechanically
induced acceleration of CN piping corrosion caused by high flow veloci-
ties, impingement, or cavitation.
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APPLICATION OF CORROSION-CONTROL
TECHNOLOGIES TO EMP-HARDENING

FITTINGS AND OTHER DEVICES IN THE NAVAL
TOPSIDE ENVIRONMENT

N. Andrew Greig
ARINC Research Corporation

a Subsidiary of Arinc Incorporated
2551 Riva Road

Annapolis, Maryland 21401

ABSTRACT

The U.S. Navy is retrofitting major combatant warships to enclose exposed topside
cables in shielded conduit to protect low-power solid-state electronics from disruption
or damage due to a nuclear electromagnetic pulse. Metal fittings are used to connect
conduit to topside electrical penetrations and enclosures. Inappropriate material
selection, inadequate weather sealing, and poor mechanical design led to corrosive fail-
ure of these fittings. Marine environmental exposure testing of typical fitting assem-
blies confirmed that incipient corrosion destroys the low-resistance electrical ground
path required for EMP hardening. This paper presents recommended short-term and
long-term improvements in materials selection, fitting mechanical design, and
weather-sealing materials and techniques to improve the life-cycle performance of
EMP-hardening fittings. It describes recent efforts to develop corrosion-resistant
materials and components for EMI/EMP applications in the marine environment.

INTRODUCTION

The naval topside environment includes both natural conditions, such as salt-water splash/spray, thermal cycles
(-40 to 150*F), ultraviolet radiation, and man-made influences such as S02 stack gas, solvents, detergents, fuels,
and lubricants. Deterioration of naval topside equipment due to the effects of these environmental conditions is
unlikely to be forestalled by routine maintenance, because of the time, manpower, and material constraints typi-
cal of warships at sea. Topside equipment must be designed to resist environmental conditions if acceptable
life-cycle performance is to be achieved.

Naval topside equipments also are exposed to a wide and powerful spectrum of electromagnetic energy, the
sources of which must be considered. Failure to protect complicated clectronics against the effects of electro-
magnetic interference (EMI) has led to operational failures. For example, high.fequency radio transmissions
have caused shutdown if main propulsion turbines in FFG-7 Class frigates1 and severe disruption of avionics.2

Another, more ominous source of electromagnetic energy is the electromagnetic pulse (EMP) generated by an
exo-atmospheric nuclear detonation. The peak field energy is believed to be 50,000 volts per meter over a broad
frequency band (1 Hz through 1 GHz). 3 Department of Defense (DoD) Directive 4245.4, of 25 July 1988, directs
all DoD components to "...ensure that the nuclear survivability of non-major systems is evaluated for possible
impacts on critical functions supporting vital missions..." and to ensure that consideration is given to cost-
effective means of achieving nuclear survivability, including EMP hardening. The EMP en"ironment is defined
in DOD-STD-2169A.

Hardening encompasses measures for attenuating the transfeL of EMI/EMP energy to an electronic or electrical
system to prevent disruption of or permanent damage to the affected system. The U.S. Navy has employed exter-
nal shielding to harden topside cables. The cables are encased in shielded conduit, and mechanical fittings are
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used to attach the conduit to an electrical enclosure, stuffing tube, or connector backshell. External shielding
enables the conduit to absorb the EMI/EMP energy and shunt most of it to the ground plane (ship structure)
through the fittings. The fittings, also called shielded ground adapters (SGA) or conduit ground adapters
(CGA), must be grounded 3600 at the termination points. Broadband attenuation of 80 decibels (dB) is consid-
ered the minimum necessary to achieve EMP hardening with shielded conduit.

The most widely used conduit consisted of galvanized steel interlocking convolute containing an integral, helical
copper ground wire. This flexible metallic tube was covered with extruded thermoplastic for watertightness.
Fittings consisted of mechanically deposited zinc-coated steel or malleable iron bodies with tapered national
pipe thread (NPT) ends; a toothed jam nut for installation into electrical enclosures; a zinc-coated steel ground-
ing ferrule that threads into the inner diameter of the metal convolute; and a female NPT cap nut to maintain
contact between the ferrule and fitting body and to compress a plastic sealing ring against the conduit jacket,
thereby excluding water.

Stuffing tubes are used topside for cable penetrations through bulkheads or decks. These stuffing tubes contain
packing compressed with gland nuts to provide a moisture- and gas-tight seal between weather areas and ship
interior spaces. Specially manufactured adapters were required to replace the stuffing tube gland nuts and
accept the conduit ground fittings. The same material specified for stuffing tube gland nuts was used to manufac-
ture these adapters: brass for steel stuffing tubes, and aluminum for aluminum stuffing tubes. The aluminum
adapters were cadmium-plated and chromate-treated to achieve an olive drab finish in accordance with Federal
Specification QQ-P-416, Type II, Class 3.

This commercial hardware was inadequate to withstand the corrosive environmental threat to topside equip-
ment. In December 1986, the Board of Naval Inspection and Survey reported corrosive deterioration of recently
installed EMP-hardening fittings before completion of ship overhaul while the ship was still in drydock. Field
inspections confirmed corrosive deterioration, including general corrosion, galvanic corrosion, and failure of
corrosion-resistant plating. Weather-sealing attempts were nonuniform and ineffective.

EXPERIMENTAL APPROACH
ARINC Research Corporation performed a marine atmospheric exposure test to verify the corrosion mecha-
nisms observed aboard ship and to determine whether incipient corrosion actually impaired the functional per-
formance of EMI/EMP-hardening fittings. The deleterious effects of incipient corrosion on electronics are
well known. 4, 5 Corrosion-product buildup has been reported to increase impedance enough to destroy EMP
hardness. 6

For baseline testing, the same types of commercial conduit, fittings, ad adapters identified during field inspec-
tions were assembled into military specification stuffing tubes and electl:cal enclosures. A 12-inch length of
conduit was used in all assemblies for consistency among test assemblies. Three corrosion-resistant steel
(CRES) 316 fittings were tested to compare performance with four CRES 303 fittings of the same design. Five
sealant systems were selected for evaluation. Ninety-degree box elbows made of znc-coated malleable iron were
used for sealant evaluations, because they exhibited extensive shipboard corrosion , id would be the most diffi-
cult to seal. Table I lists the fittings, sealants, and shipside connections examined in this experiment.

The sealants selected for evaluation represented current U.S. Navy technologies, with one exception: a proprie-
tary gelatinous strip product (Raychem GclTek") designed to provide a flexible, watcr-occlusine seal.
Fiberglass had been used to weatherseal EMP fittings at one shipyard, and good short-term results had been
reported. RTV silicone (MIL-A-46146) and heat-shrinkable cable repair sleeving (MIL-I-23053/15) arc
sealant techniques specified in Navy standards for electrical equipment. Polysulfide scalant (MIL-S-81733,
Class 1-2) has been employed to seal avionics enclosures and is used for sealing topside fasteners. This material
also was selected because it was available in the federal stock system, could provide a flexible long-term seal, and
contained chromates for inhibiting corrosion if moisture penetrated the seal.
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TABLE 1

FITTINGS, ATTACHMENTS, AND SEALANTS

Boxes Stuffing l'ubcs
Shipside Fitting 7 Brass Steel Aluminum Steel Aluminum

Group 1: Baseline Hardware
Zinc/Steel Box Fitting 2 1 1
Brass T-Type Adapter 2
Aluminum T-IType Adapter 1 2
Aluminum Adapter 1 I
CRES 303 2 2
CRES 316 1 1 1

Group 2: Sealants
Polysulfide 2 2 1
Fiberglass 1 1 1
Silicone 1 1 1
Gelatinous Strip 2 2 1
Heat-Shrink Boot 1 1 1

Quantitative data were obtained by measuring the change in dc electrical resistance through the specimen
assemblies during the 11-month exposure period. A study of electrical-enclosure cover panels confirmed that dc
resistance on the order of 2.5 milliohms was required (but was not the sole criterion) for ensuring the effective-
ness of low-impedance EMI/EMP shielding.e The study also related increases in dc resistance to thu onset and
progress of corrosive attack at the junction of the cover plate and the enclosure. The dc resistance has been
shown to be consistent with low-frequency ac impedance measurements on similar fittings.7

The test assemblies were mounted on a test stand at the Ocean City Research Sea Isle test site in New Jersey.
The test site is approximately 150 feet from the shoreline. To accelerate the simulated naval topside environ-
ment, the test assemblies were sprayed with natural seawater three times a day, weather permitting. Exposure
testing began in mid-November 1987. CRES fittings were added to the test stand in January 1988. Aphotograph
of the test stand is presented in Figure 1.

Resistance measurements were taken by using a four-terminal Kelvin bridge device (GenRad Model 1666 d
resistance bridge). Test probes were soldered inside the box, inside the elbow, and at the end of the 12-inch
length of conduit-an arrangement that permitted measuring resistance across both the fitting-to-box junction
and the fitting-to-conduit junction. The test-probe locations were similar for stuffing-tube assemblies, except
that no probe could be installed inside the adapter, because of the need to insert a dummy 0.5-inch cable inside
these assemblies. Figure 2 illustrates the specimen arrangements and resistance-measurement wire-solder
points. Conduit from the baseline stuffing-tube adapters was installed into the steel and brass boxes with
baseline metal-box fittings. The conduit test probes were soldered to the box-fitting body instead of the conduit,
adding another junction that could suffer corrosion damage; the junction is included in the stuffing tube-to-
conduit resistance measurements. The test probes for the CRES stuffing-tube fittings were installed as shown in
Figure 2.

OBSERVATIONS

Initial dc resistance measurements were taken in mid-November 1987, following assembly of the tcst stand and
specimens. The dc resistance across the electrical box-to-fitting junction was more than an order ot magnitude
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lower than resistance between the fitting and 12 inches of conduit. "'his low contact resistance (0.0002 to 0.002
ohm) is attained by direct metal-to-metal contact between tapered pipe threads and a toothed jam nut that cuts
into the inside wall of the junction x)x. The higher circuit resistance can bc attributcd to the more passive
contact fitting-to-conduit junction or to the line resistance over 12 inches of conduit, or to both. °'he initial con-
tact and circuit resistances were comparable among all assemblies irrespective of box, stuffing tube, or fitting
material.

Figure 3 is a compilation of junction-box/scalant resistance measurements taken at approximately one-month
intervals. Fittings installed in electrical boxes made of three different materials-aluminum, steel, and brass-
were tested. Only 2 of the 24 specimen assemblies have exhibited significant increases in dc resistance. For all
electrical boxes, the elbow-to-box resistance values have remained uniformly low (0.001 to 0.09 ohm) and exhibit
a very gradual increasing trend for all specimens. 'his gradual aging trend also is observed for the conJuit-to-box
resistance readings.

Figures 3(a) and 3(b) indicate no gross failures of fittings installed in the aluminum junction box. Unlike the
other twojunction boxes, this box isa heavy wall a,:ting that is more rigid at the fitting junction. Aluminum boxes
also provide a large anode-to-cathode area ratio, reducing corrosion rates.

Figures 3(c) and 3(d) for the steel junction box indicate that the fitting scaled with heat-shrink sleeving has failed
electrically. Comparison of the curves for this specimen on the two figures indicates that the failure is at the
fitting-to-box junction. In contrast, the failure of the heat-shrink-sleeved specimen installed in the brass junction
box shown in Figure 3(e) appears to be at the fitting-to-conduit junction, since the I igure 3(f) curve at the fitting-
to-box junction is flat.

Figure 4 presents the data for dc resistance between aluminum and steel stuffing tubes and 12 inches of conduit,
including various adapters. Except for the CRi.S fittings, these data also include the resistance across the
conduit-to-fitting junction for the box fitting attaching the conduit to the underside of the steel or brass box.
Resistance measurements for the aluminum stuffing tube are in the range of 0.04 to 0.2 ohm except for the two
aluminum ''-type special adapter assemblies, both of which failed. While the zinc coating on the steel cap had
powdered, the Iridite coating on the adapter body appeared sound. Subsequent disassc.mbly inspection revealed
more extensive corrosion of the box-fitting grounding ferrule than of the adapter grounding ferrule. The steel-
stuffing-tube data of Figure 4(b) show one failure of the aluminum adapter specimen, which exhibited the
highest dc resistance observed (20 ohms). These results were expected, inasmuch as held inspections revealed
extensive corrosion of aluminum adapters. However, the failure may have occurred in the box fitting rather than
at the aluminum adapter.

The CRES 303 stuffing-tub,; fittings had rust st,.r. over 80% of the surfice, while the CRES 316 fittings of the
same design had only 20% surface staining. None of the CRES stuffing-tube adapters exhibited dc resistance
fluctuations in either steel or aluminum stuffing tubes.

All baseiine fitting surfaces not covered with sealant or residual zinc-dust antisci.e thread lubricant were cor-
roded. The uncoated control specimens all had corrosive powdei ing of the zinc coating and varying degrees of
running rust. 'Ie appearance of these fittings would be expected to deteriorate, consistent with field inspection
observations. Vinyl tape on the gelatinous strip was unraveling. The R'IV silicone sealant had discolored and
would be expected to become brittle because of the effects of UV radition. The polysulfide coating had the best
post-exposure appearance.

The key finding of these tests is that incipient corrosion can defeat the purpose of EMIP hardening in is little as
two months after installation. Further, the severity of visible comiosion could not be correlated with elctrical
grounding failure. Thus visual inspection cannot determine whether or iot .n installed NMP-hardcning fitting is
functional.

DISCUSSION AND RECOMMENDATIONS

The following discussion of the performance of LMP-hardening fitti:igs is baised on tufrosion Lngincuring infer-
ences drawn from field inspection and exposure testing d,tta describcd hercin ,nd ftom related studies reported
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in the literature. Recommendations are presented separately, but the interrelationship of the technical factors
discussed below should be considered in developing new generations of EMP-hardenifg fittings.

Materials

Ship inspection data and results of the environmental exposure testing confirm the obvious: construction mate-
rials for EMP-hardening fittings must be inherently corrosion-resistant and must be galvanically compatible
with the shipside electrical equipment to which the fittings are grounded.

Brass-alloy or bronze-alloy fittings would be satisfactory with the numerous brass electrical enclosures
employed, because these alloys are corrosion-resistant and machinable. Aluminum alloy 6061 is also corrosion-
resistant and offers the advantage of light weight for fittings used in aluminum electrical enclosures and stuffing
tubes. However, using either of these fittings with an incompatible electrical enclosure would lead to grounding
and corrosion failure in a short period, unless the fittings were completely sealed from the environment.

CRES alloy 316 (17% Cr, 12% Ni, 3% Mo) may be suitable as either a box or stuffing-tube fitting material. The
passive-film behavior of CRES makes this material reasonably compatible even with aluminum. CRES 316 is
more expensive and harder to machine than some other alternatives, but the life-cycle benefits outweigh the
marginally higher (10% to 30%) unit costs.

Metal Plating and Conversion Coating

Active-metal plating materials, such as cadmium and zinc, have been shown to be ineffective by field inspections
and controlled observation of environmental exposure tests. On the basis of acid salt fog testing, a dual plating of
cadmium and electroless nickel over either CRES 316 or aluminum was considered effective for aircraft fittings
subjected to high marine humidity.8 These plating combinations are specified for heavy-duty connectors in
accordance with MIL-C-28840.

Mechanical Design

Field inspections identified at ieast two mechanical design features that should be avoided. First, the single revo-
lution of thread contact of toothed jam nuts is insufficient to maintain box-fitting connections. Second, tapered
pipe-threaded fittings used with aluminum adapters impart tensile stress, which, in combination with aluminum-
corrosion-product expansion, is sufficient to split the adapter.

These observations suggest that fittings having low-stress machine threads with adequate thread engagement
should be employed. A toothed or serrated jaw nut is necessary to cut through any paint or conversion coating on
the inside surface of thin-wall electrical enclosures to assure grounding. Locking mechanisms are necessary to
ensure that thread preload can withstand the mechanical pounding and vibration imparted to topside equip-
ments. Environmental seals should be employed at each junction to protect the grounding paths from oxidation
due to moisture.

For standardization, the conduit-to-fitting conncction should be compatible with any qualified lMP-hardening
shielded conduit. A study9 of several fitting-to-conduit connection designs, including iris rings and five dual-cone
arrangements, concluded that surface transfer impedance was controlled by the shield braid. As a result, this
study suggested that factors other than minimizing impedamc could bc used to select fitting-to-conduit connec-
tion designs. These factors could include watertightness, integrity under vibration, ease of use, and ease of
assembly. The compatibility matrix of Table 2 suggests that either iris rings or dual-cone connections have the
broadest applicability.

Sealants

Ih ideal seflant would be easy to apply, tpalc ol sealhng losC and difficult geometries, and cnironmcn-
tally stable; and it would retain flexibility for many )cais. None ol the scalants invc,,tigtted haI ,ll of these
characteristics.
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TABLE 2

COMPATIBILITY OF FITTING JUNCTIONS WITH EMP CONDUIT

Conduit ConstructionFitting Junction Metal Braid Over Braid Over
Convolute Metal Convolute Plastic Core

Grounding Ferrule Yes* Yes* No
Iris Ring Yes Yes Yes**
Dual Cone Yest Yes Yes
CRES Cinch Band No Yes Yes
"Light Bulb" Threads No Yes Yes
Solder Yes* Yes Doubtful
* Not interchangeable, because of incompatible thread forms.

** Iris rings probably would work, but they have not been tested with this con-
duit. The plastic core may be too flexible to ensure sufficient compression
of the iris ring between the fitting wall and the shielding braid.

t Dual-cone junctions probably could work, but they have not been tested with
metal-convolute-only EMP conduit.

t No data on convolute-only. Heat-input controls are required to prevent
melting of plastic core and damage to internal cable.

The wrap-type sealants, including heat-shrinkable sleeving, gelatinous strip, and fiberglass, were difficult to
apply to the closely spaced elbows. Fiberglass is brittle and does not adhere to the thermoplastic conduit jacket.
Heat-shrinkable boots or cable repair sleeving may be appropriate for weather-sealing straight-run fitting
arrangements, but care must be taken to ensure that the wrap is completely sealed at both ends.

The air-curing compounds, including polysulfide, silicone, and fiberglass, were somewhat messy and difficult to
apply. Polysulfide was the most difficult compound to handle, because it is a two-part mixture having a limited
application period (two hours). '[he silicone sealant required no pre-mixing. However, silicone sealants have
exhibited deterioration in topside environments and should be used only in conjunction with an overwrapping of
either electrical tape or vinyl tape, or both.8

Polysulfide sealant exhibited the best post-exposure performance and is recommrnded because of its environ-
menial stability, resistance to fuels and detergents, and flexibility. Since polysulfide is extremely adherent, it
should be applied only to fittings that are not routinely disconnected for maintenance.

IQrque

Several studies have noted the importance of controlling torque to assure adequate grounding of SGAs.
electrical enclosures, and other cable-shielding assemblies such as pipe and condulet. 6.7. 1"' Previous studies
have shown that connector transfer impedance is inversely proportional to assembly torque and that use of
nonconductive thread lubrication is necessary to case assembly and achieve consistent electromagnctic icas-
urements.' 2 The application of a zinc-dust antiseize compound on all threaded peices is recommended to
prevent galling. The zinc-dust will also act to mitigate corrosion if moisture penetrates the threaded joint. it is
recommended for all threaded connections, regardless of material.

NAVY ACTION TO MITIGATE CORROSION OF EMP-HARDENING FITTINGS

With respect to lIMP hadeining, the Navy has acted to mitigate cotrosive dctclitlatton b) Issuing Tch-
nical Rcpt t 407 -TR 01101 and levision lI ol the "(outtling and Bonding Standai d." N II,- S II)- 1310. 1oth
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documents require the use of fittings that meet MIL-C-28840 requirements for materials and finishes, .clect ion
of fitting material for galvanic compatibility with the shipside equipment, treatment of threads with antiscizc.
and weather sealing with polysulfide sealant in accordance with MIL-S-81733. The Navy also is preparing a
procurement specification for EMP-hardening conduit and fittings, MI1.-C-XX254. This spccificatitm will
provide long-term remedies by standardizing hardware; encouraging use of corrosion-rcsistant materials ,nd
integral weather seals; and imposing qualification testing to demonstrate adequacy of mcchi(,cal dcsign, corl o-
sion resistance, and electrical performance. These actions implement many of the spccif'c findings repot ted in
this paper.

The clear lesson from the ship EMP-hardening experience is that environmental effects on system functional
performance must be considered during initial design. Encouragingly, recent Navy-sponsorcd cl lorts to design
new grounding devices reflect healthy consideration of corrosion control. Two clforts arc described here.

Conduit Ground Adapters

The Naval Underwater Systems Center (NUSC) has been tasked by NAVSEA to develop a conduit ground
adapter (CGA) for elcctrically grounding EMP-hardening conduit to stuffing tubes. NUSC assembled a multi-
disciplinary team-consisting of mechanical, electrical, and materials engineers-to attack this problcm. Using
empirical research7 and newly developed analytical models, the NUSC team has dcsigncd its CGA from first
principles. The NUSC CGA employs corrosion-resistant materials and integral weather scals. This design
avoids the thread-conductive-path problem by using iris rings to couple the CGA to the outside of the stuffing
tube. This iris ring arrangement shunts current to the outer skin of the stuffing tube, since the NUSC CGA
analytical model showed that this was the most effective way of shielding the conduit-encased cable. Photo-
graphs of the design are presented in Figure 5.

Bond Strap

Heavy-duty bond straps shown in MIL-STD-1310 typically are multistrand copper wires crimped into alumi-
num or CRES lugs. The lugs are either welded or bolted to ship structures. Not surprisingly, these bond straps
suffer rapid corrosive failure and mechanical damage, requiring frequent replacement.

NAVSEA tasked the Naval Coastal Systems Center (NCSC) to develop a :-ore corrosion-rcsistant )ond stral)
for naval topside environments. NCSC also assembled a multidisciplinary team of enginecrsand used analytical
modeling to design a new bond strap from first principles. The new bond straps are provided in complete kits
with instructions, as shown in Figure 6. Seaside corrosion testing confirmed the efficacy of the design. 3

INTEGRATED SYSTEM DESIGN

The pieceding sections have addressed the desirability of accounting for environmental factOrs in clcctionic
component design. Better reliability and lower life-cycle costs can be achieved by imposing considcration of
environmental factors during the design of entire weapon systems. Specific attention to corrosion cLntrol is
implemented by the Army through the Corrosion Prevention and Control Program and by the Navy through the
Shipboard Corrosion Control Program. These programs are having positive impacts on the design ,nd proiduc-
tion of military aircraft and ships. However, a more comprehensive analysis of the Total Thrcat lnvironmcnt
(ITE) is required.

TIE addresses all en, mental conditions, both natural and combat-related, against which a niltarp s)stcm
must be expected to s e and continue its mission. Merely identifying the TFE for a new system ISAi significant
task, because requirements may be specified in an array of different and conflicting militarp standards and top-
level instructions. Threats can include electromagnetic influences (EMI, EMP, TREI-), ocrprcssuic lioTi
nuclear or conventional weapon blasts, thermal transients from nuclear blasts, both opei atinl and c,ipons-
detonation inultiaxial shock and vibration, and resistance to NBC agents and dccontamination to catmttS I hc
various levels of subsystem degradation due to TIE factors must be defined and assessed in the dcsign phasc.
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It is necessary to coordinate policy guidelines and requirements related to'111 analysis. Many factors may be
found to overlap, permitting definition of environmental envelopes. For example, I 'IMP considerations domi-
nate up to I GHz, but EMI considerations dominate beyond I (A 1z. Othcr requirements may conflict; for
example, the dielectric-isolation requirements for corrosion control have been found to be in conflict with the
grounding requirements for E.MI/l-MP hardening in specifications for 1l)1G-51 Class destroyers. Coordination
is even more important for common equipments used by more than one service, such as some communications
sets and helicopter airframes.

SUMMARY

The dc electrical resistance measurements of 35 1 iMP-hardening fitting assemblies exposed to a simulated naval
topside environment confirm that incipient corrosion can destroy functional performance in several months.
Funcfional deterioration can occur before there is any visible corrosion-induced cosmetic or mechanical failure
of the EMP-hardening fitting. Future hardening retrofits should use corrosion-resistant fitting materials such as
bronze or CRES 316, specify proper installation torque using zinc-dust antiseizc thread lubricants, and use
polysulfide sealant. Recent service-sponsored component development programs demonstrate the efficacy of
addressing corrosion control during the initial design of topside electrical devices and treatments. Further coor-
dination is required for the proper design of military equipment to withstand the "'lotal Threat Environment,
which includes natural and combat-related electrical, chemical, and mechanical conditions.
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Figure 1. Test Stand Supporting Aluminum, Steel, and Brass Electrical Enclosures and Aluminum and
Steel Stuffing Tubes with Installed EMP-Hardening Fittings and Conduit
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Photo Couwfty of NUSC 0-37t,.s

Figure 5. NUSC CGA Prototype V: a) Part of Aluminum Adapter and Partially Assembled Brass
Adapter; b) Aluminum Adapter Installed on Aluminum Stuffing Tube (Flange is Part of EMP
Shielding-Effectiveness Test Apparatus)
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Abstract

Investigations by the Wright Research & Development Center
Materials Laboratory Equipment Failure Analysis Group of corrosion related
problems in Air Force avionic equipment will be presented. Case histories
of component failures will be discussed in the following areas: connector
pins, antennas, RAM modules, potentiometers, proximity switches, IC
components, electronic hybrid modules and wire braiding. Past experience
indicates that approximately 20% of the failure investigations performed are
related to corrosion.

Introduction

New Air Force aircraft, missiles and space systems are increasingly more
complex. This makes high reliability more difficult to attain. When
electrical failures degrade system performance, the Air Force mission is
hindered by increased maintenance, safety of flight issues and fault
isolation. The reliability and maintainability of military electronic
systems rests heavily upon an ability to isolate part failures, establish
the cause of failure and recommend corrective action to nsure improved
performance. The Electrical/Electronic Failure Analysis Group of the System
Support Division of the Materials Laboratory, Wright-Patterson AFB, has the
facilities and expertise to investigate specific component failures on Air
Force weapon systems. The Failure Analysis Group has investigated a large
number of electronic and electrical failures. It has been established that
while eighty percent of these failures are caused by materials and
manufacturing process defects, about twenty percent of the failures are
caused by corrosion problems. A few of the case histories of electronic
failures associated with these corrosion problems will. be presented along
with recommended corrective actions and a diszussion of, the benefits of
these analyses. The discussion includes a wide range of electronic
applications which have been proven susceptible to ,corrosion. Topics
consist of connector pins, an airborne antenna, several integrated circuits
(Its), discrete components, hybrids and finally aircraft wiring.

Backpanel Connector Pins

After backpanel pins were found to have a black appearance on their tips
during an inspection, the manufacturer submitted the pins for an evaluation
of the corrosion and contamination. The manufacturer claimed that the Vlack
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material was the result of contamination corroding the gold plating on the
pins (Figure 1). The contaminants were identified as containing chlorine and
potassium.

Initially, the pins were metallurgically mounted and cross-sectioned for
examination in the scanning electron microscope (SEM). The associated energy
dispersive x-ray analysis was used to determine the elemental composition of
the pins. The base material of the pins was a phosphor bronze containing
copper (Cu), tin (Sn) and phosphorus (P). The base metal was then plated
with a 50 microinch thick coating of nickel (Ni). The final material
deposited on the nickel was gold (Au). Figure 2 is an SEM micrograph of a
cross-sectioned pin showing the base metal and the two platings.
Measurements of the plating thicknesses indicated conformance to the
corresponding plating specifications.

Optical examinations of the pins were conducted and several anomalies were
found. A green material was found on the tips and sides of several pins
(Figure 3). Elemental x-ray analysis of this area identified copper and
chlorine. Therefore, the green material was suspected to be a copper
chloride compound. The chlorine contamination was suspected to have come
from the city tap water used in the final rinse cycle of the plating
process. There was no corrosion of thc pin's gold plating from the
potassium or chlorine contamination.

White deposits were found on the board (Figure 4) and on the pins (Figure
5). Analysis in the SEM and chemical analysis by infrared (IR) spectroscopy
of the white residue identified potassium on the pins and a metal carbonate
on the board. The IR spectrum resembled that of lead c.irbonate. The
presence of a carbonate indicated that the boards were being inadequately
cleaned and that organic contaminants may have been present. These organics
(possibly flux residues) combine with moisture and form weak acids which
leach lead out of tin/lead solder found in the board holes. Potassium was a
major constituent in the vendor's plating process and was identified as the
source of contamination on the pins.

Physical damage to the pin platings (as seen by flattening of the pin tips)
as a result of misregistration of the board holes, during the pin insertion
process, exposed the base phosphor bronze material on the pins (Figure 6).
This allows the bronze base material to be attacked by contaminants (Figure
7). This corrosion of the phosphor bronze material also caused defoliation
of the nickel and gold platings (Figure 8). Continued delamination of the
platings exposed more of the pin base material and allowed oxidation of the
copper to occur. This oxidation product, observed to be the blackened pin
tips, is suspected to be a copper oxide (Figure 9). To alleviate the
physical damage to the pins during the insertion process, a softer phenolic
backplate material has been used. This, in conjunction with making the
holes larger, appears to have eliminated plating damage due to board
expansion and hole misregistration.

The corrective action taken by the pin vendor to eliminate the pin
contamination was the implementation of a high pressure deionized water
rinse. To date, this appears to be an adequate fix in removing pin
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contamination. Finally, the board cleaning procedures were reviewed at the
board manufacturer's facility to insure proper removal of all organic and
inorganic contaminants.

Airborne Antenna

An airborne antenna was submitted for failure analysis after exhibiting
corrosion in the field during aircraft inspection. Figure 10 is a
photograph of the disassembled antenna as received. The antenna assembly
consisted of three pieces: the horn (largest piece), waveguide (smaller
rectangular piece), and the matching assembly (tubular piece).

Several corrosion sites were found on the horn and waveguide components. One
of the larger corrosion sites found on the horn is shown in Figure 11. A
typical corrosion site on the waveguide component is shown in Figure 12.
Also found on the bottom of the waveguide was an area indicating the
presence of subsurface corrosion. This blistered area is shown in Figure 13.

Chemical analysis of the antenna material indicated the antenna was
fabricated from aluminum and plated with copper, then tin. Literature
indicated the base metal composition was similar to 6061 aluminum alloy.
While this alloy has a high resistance to corrosion because of the thin
oxide film which forms on the surface, contact with other metals (copper in
this case) should be avoided as the resulting galvanic couple could initiate
corrosion.

Examination of the eroded areas on the horn and the waveguide components
indicated that the corrosion initiated from the surface of the aluminum
beneath the plating. The copper and tin platings eventually flake off. This
is verified in Figure 14 where the corrosion area is between the aluminum
and copper plating. The area f the waveguide where the plating was intact,
but had a bubbled appearance due to subsurface corrosion, was an earlier
stage of the corrosion process. There was no separation or corrosion
between the copper and tin platings.

In order to determine the effects of the corrosion on the antenna's
electrical operation, surface resistivity measurements were made using the
4-point probe method. Surface conductivity of both intact and corroded
areas of the antenna were measured and compared. A polished copper plate
was used as a standard to compare the test results with that of a relatively
conductive surface. A number of readings were taken in each case and an
average resistance value was calculated. The measurements of uncorroded
areas ranged from 0.0029 to 0.003 milliohms while corroded areas ranged from
0.2930 milliohms to nonconductive. The typical requirement is 2.5 milliohms
between probe points. Therefore, the corrosion was affecting the surface
conductivity and eventually the surface became nonconductive. Since the
signal in an antenna travels close to the surface (skin effect), the
corrosion could attenuate the signal and degrade the electrical operation of
the antenna.

The corrosion products were chemically analyzed and the closest match was
the reference spectrum of aluminum oxide hydroxide (A001i). The AlOOH is
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typically produced when Al forms a galvanic couple with a dissimilar metal,
Cu in this case, in the presence of moisture. Aluminum is anodic and copper
is cathodic. The A100H is insoluble in water and is nonconductive.

Therefore, the corrosion may be attributed to two factors. The first factor
was the use of conductive platings on the aluminum base metal which promote
corrosion under certain environmental conditions. The second factor was the
intrusion of moisture into the antenna housing. There could have been flaws
in the surface of the plating which could have allowed moisture or other
contaminants to penetrate. Poor plating integrity may also have been due to
improper aluminum surface preparation.

A repair procedure to fix antennas in the field was investigated.
Initially, an attempt to remove the corrosion by gritblasting was successful
(Figure 15). The treated surface was shown to be electrically conductive
(0.0045 milliohms). Next, a conductive and corrosion resistant coating was
analyzed. It was decided to follow the corrosion removal by gritblasting
with a chromate conversion coating on the eroded areas. The conversion
coating would protect the bare aluminum surface from further degradation as
well as provide the necessary electrical conductivity. The suitability of
this technique was determined by treating a section of the antenna in this
manner and leaving an adjacent section of the antenna untouched. The
chromate conversion coating procedure conformed to MIL-C-5541 Class III
conductivity requirements. Surface resistance measurements were then taken
of the treated and untreated surfaces on the coupon. The coupon containing
both areas was placed in a salt fog/spray environment conforming to ASTM
B117 to determine corrosion resistance. The duration of the test was 168
hours. The surface conductivity of the two areas was measured at the
completion of the environmental exposure. Surface conductivity was
relatively consistent throughout the treated region. The resistivity of the
treated surface changed from 0.0038 milliohms to 0.0056 milliohms after 168
hours of salt spray exposure. This is well under the 2.5 milliohms maximum
requirement. When measurements were taken on the treated area, results
varied from relatively low resistivity initially (0.0043 milliohms) to
comparatively high values (5906 milliohms). Some areas were nonconductive.
Figures 16 and 17 are photographs of the test coupon before and after it was
removed from the salt spray exposure. There was a lack of corrosion in the
area treated by gritblasting and conversion coating. The plating peeled off
on the corners on the untreated base metal. Therefore, gritblasting to
remove corrosion and then coating the surface with chromate conversion
coating according to MIL-C-5541 seems to be an adequate repair procedure.
If left untreated, the platings will eventually flake off leaving a non-
conductive surface. The chromate conversion coating provided more than
adequate protection from further corrosion, as well as adequate surface
conductivity. It is also important to insure complete removal of the
platings, especially copper, on the antenna prior to coating. This coating
is for Al only and does not adhere to copper as Figure 16 indicates.

RAM Modules

Three RAM (rando access memory) models, which were experiencing thermal
failures, were submitted for analysis. These RAM modules developed
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corrosion when constant current was applied during the accumulation of burn-
in cycles. The corrosion mechanism was believed to be moisture related
based on previous testing conducted by two other laboratories. A
representative RAM module is shown in Figure 18.

Initially, the RAM modules were examined externally. Areas of corrosion
were found on all three of the RAM modules. Close-ups of a sample of the
corroded areas are shown in Figures 19 through 22.

Samples from two corroded areas were analyzed chemically using infrared
techniques. The corrosion sample's IR spectrums most resemble the IR
spectrum of lead carbonate (PbCO3 ). The corrosion was always associated
with areas that have tin/lead solder. Because of this, it was determined
that the source of lead was the lead contained in the solder. It was
suspected that there was a contaminant present which leaches the lead fromd
the solder. Once exposed, this lead is oxidized to lead oxide (PbO). Lead
oxide, combined with moisture and carbon dioxide from the air, which form
carbonic acid (H CO ), react to firm lead carbonate (PbCO3 ). This
hypothesis was su poted by the experimental evidence of the corrosion
appearing during the burn-in cycle when moisture was present.

The contaminant which leached the lead from the solder was likely one of the
rinse solutions in the soldering process. The contaminant was also organic
in nature. Organic materials, namely organic acids, have been known to
react with the lead in solder tinned leads.

The probable cause of the excessive currents during the ATP burn-in cycle is
the leakage currents caused by the presence of the PbCO between the leads.
It was recommended to review the rinsing solution used Luring the soldering
process to insure no contaminants are present which would leave residues on
the RAMs. Also the humidity testing should be done without biasing the RAMs
to verify that moisture triggers the corrosion process once PbO is formed.
The vendor suggested conformally coating the RAMs. This is not recommended
since the contaminant would be sealed inside. Conformal coating is only a
time barrier to moisture. Corrosion would still occur unless the
contaminate was removed. The corrosion process would just take longer.

Resistor Potentiometers

Another example of hardware examined in the Electronic Failure Analysis
Laboratory was resistor potentiometers. The manufacturer submitted eight
potentiometers for failure analysis (Figure 23).

Each of the resistive components of the potentiometers was examined
optically. On several of the components, cracks or discontinuities were
observed in the silver epoxy where the brass pin protrudes from the surface
of the disk (Figure 24). The resistance between pins was then measured, and
several opens were measured, especially where severe cracks in the epoxy
were found. These cracks were analyzed with elemental x-ray analysis in the
SEM and found to contain sulfur (Figure 25).
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Since the manufacturer suspected thermal shock as the mode of failure,
attempts were made to reproduce the failure. Using a solder iron similar to
one used in the factory environment, a thermal shock test was performed
reaching temperatures of 585 F, but no failures resulted. A liquid
nitrogen test -195 C), where the potentiometers were submerged in liquid
nitrogen, was also performed and no failures could be produced.

The silver epoxy was then contaninated with sulfur compounds, and the
potentiometers were baked at 640 F for five minutes. This resulted in
severe cracks similar to the field failures (see Figures 26 and 27). It was
then concluded that thermal shock alone was not the cauce of cracks in the
resistive element of the potentiometer, but the presence of sulfur was also
required. Cigarettes proved to be the source of sulfur contamination.

Recommendations to the manufacturer included eliminating sulfur
contamination from the potentiometer environment and to heatsink the
potentiometer during soldering.

Wiring Braiding

A sample of contaminated organic braiding and shield conductor from an
aircraft and a bottle of concentrated flame retardant were submitted for
analysis. After noting severe corrosion on the structure of several
recently produced aircraft, an investigation was performed that revealed the
submitted braiding was the source of corrosive materials. Specifically a
flame retardant product used on the fabric wire braiding was suspected of
containing the corrosive materials. The submitted braiding material is
shown in Figure 28. Chemical analysis indicated the braiding was a
polyester. The material was also found to be flammable. The white
contamination product was identified as a polycarbonate. The source of the
white residue found on the braiding could not be determined. The ammonia
salts added to the braiding for flame resistance were not found in the
polyester fabric. The shielded conductor next to the polyester braiding
exhibited corrosion damage (Figure 29).

The corroded shielding was examined in the SEM with elemental x-ray analysis
(Figure 30). The shielded conductor was identified as copper (Cu) with tin
(Sn) plating. The green and white corrosion product contained the following
elements: aluminum (Al), bromine (Br), phosphorus (P), and sulfur (S).
This shielded conductor exhibited galvanic corrosion which was accelerated
by moisture and the presence of contamination made up of bromine, phosphorus
and sulfur. The exposed copper had been corroded by the tin and copper
galvanic couple. The source of contamination was most likely the flame
retardant treated braiding which was in physical contact with the shielding.
The chemical analysis supported this since the flame proofing compounds were
identified as ammonium phosphate, ammonium sulfamate and ammonium bromide.
These salts are amphoteric and form either weak acids or bases when exposed
to moisture or high humidity.

The flame retardant material was evaluated in a sandwich corrosion test (SAE
ARP-1512) and immersion corrosion test (ASTM-F 485). Bare aluminum 7075-T6
samples were used in both tests. After 168 hours, the panels with the flame
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retardant exhibited severe corrosion as shown in Figures 31 and 32. After
168 hours at 95 F in the immersion test, the flame retardant had lost half
of its volume and solidified into a milkly white mass. The samples
remaining in the fluid exhibited corrosion pits. It was concluded from
these two tests that the flame retardant is severely corrosive to aluminum
in the humid atmosphere. Based on the analysis, it was recommended that the
use of ammonia salt based materials should be discontinued in this
application.

Integrated Circuits

A large group of integrated circuits were submitted for analysis after a
white residue was noted between the package leads. The devices were UV-
PROMs in ceramic dual-in-line packages.

The white residue was present at the glass frit and lead interface (see
Figures 33-35). The residue was analyzed using energy dispersive x-ray
analysis. The following elements were identified: lead, tin, silicon, and
sulfur. The overlapping of the sulfur and lead energy peaks prevented
positive identification of sulfur. The residue was examined with infrared
and Auger spectroscopy. The infrared analysis matched the residue to lead
sulfate basic (2PbSO4PbO). The Auger analysis identified lead, sulfur,
carbon, oxygen and tin. The three analysis techniques provided sufficient
evidence that the white residue was lead sulfate. The lead sulfate was
found to be sufficiently soluble in water to cause excess leakage currents
to develop between the PROM leads. The lead was most likely leached from
the tin/lead solder. The source of sulfur was most likely from sulfuric
acid. It is speculated that the components were exposed to sulfur dioxide.
This compound is produced by car exhaust and other pollution sources. The
components had been stored for approximately a year in an uncontrolled
environment. During this period of time, the components were rem 8ved from
printed wiring boards and exposed to temperatures in excess of 500 F for up
to five minutes. Hot water and mechanical cleaning was found to remove a
large amount of the white residue. This process, however, degraded the
solderability of the component leads. The presence of the white residue and
several other unrelated anomalies resulted in all of the PROMs being
scrapped.

Conclusion

The penetration of moisture and contaminants into electronic systems has
many detrimental effects including corrosion. Corrosion is becoming an even
more significant factor in the reliability of electrical and electronic
equipment. This is caused by many reasons. One is that in most electronic
systems, dimensions have been reduced for faster signal processing and
higher density. This means that most metallizations are thin or small in
cross-sectional areas and the individual metallizations are closer together.
In such systems, only trace amounts of moisture or contaminants can create
favorable conditions for corrosion. Another factor is the exposure of
electronics to harsher environments. Corrosion occurs during manufacturing,
storage, shipping and service. With this in mind, methods for
minimizing or preventing corrosion should be considered at the beginning of
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the design stage. Corrosion engineers, as well as electronic engineers,
should be a part of the design stage. These designs should usually be based
on the worst case scenarios and the assumption that moisture will be present
in the intended application. Metals should be used in their most corrosion-
resistant form. Therefore guidelines in MIL-STD-1250 and MIL-STD-454 should
be followed. If it can be avoided, dissimilar metals (one anodic the other
cathodic for example) as defined in MIL-STD-889 should not be used in
contact with each other. Otherwise plate with a metal to reduce the
potential difference of the couple. All aluminum, unless plated, should be
coated with a chemical film in accordance with MIL-C-5541 or anodized in
accordance with MIL-A-8625. Cleaning solutions should be used to insure
complete removal of residues such as flux or processing solutions. In a
hermetically sealed packet, it is important to properly cure materials
inside the package to prevent outgassing of potential contaminants.
Remember, it is always less expensive to redesign or choose an alternate
material on the drawing board than to analyze the cause and or replace
fielded equipment. Paraphrasing the old addage "an ounce of prevention is
better than a pound of cure."
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Figure 1: Backpanel pins suibmitted Figure 3: Close-up view of a pin
for examination. MAC: 4X. tip with the green contamination,

suspected to be a copper chloride
compound. MAC: 51X.

rigitre 2: SFM mitcrograph showing the Figure 4: Wh,4te deposit found on
base phosphor bronze~ watetial and~ the backpanel board which was analyzed
nickel and gold platings. MAC: 600X. Lo be a metal carbonate.

MAC: 12X.
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Figure 5: Example of white residue Figure 7: Example of pins with
found on pins which was examined plating damage, green contamination
elemental x-ray analysis and found and plating defoliation.
to be postasium rich. MAC: 4X. MAC: lox.

Figure 6: A comparison of two pins. Figure 8: SEM micrograph showing
The one on the left displaying a eroded base material and defoli-
flattened tip and complete removal ation of the two platings.
of the nickel and gold platings and MAG: 100OX.
the one on the right is undamaged.
MAC: 45X.
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Figure 9: Blackened pin tip which was Figure 11: Close-up of a corrosion
examined using elemental x-ray analysis. site on the horn. ACG: 1.7X.
MA: 44X.

Figure 10: Antenna assembly as Figure 12: Close-up of a corrosion
received. MAG: 0.2X. site on the waveguide. HAG: 1.X.
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Figure 13: Area on waveguide revealing Figure 15: Corroded area after
subsurface corrosion. HAG: 2.5X. grit-blasting treatment.

MAC: 2.OX.

Figure 14: Cross-section of area of Figure 16: Coupon after chromate
subsurface corrosion (SEM photomicro- conversion coating applied and
graph), Note the Sn and Cu platings before salt spray exposure. The
and the corrosion. MAG: 900X. arrow points to the converted area.

The reddish brown area is copper
where the chromate conversion
coating did not adhere.
MAO: 1.6X.
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Figure 17: Coupon after chromate Figure 19: Corrosion located at
conversion coating applied and after the end of the RAM around the
salt spray exposure. The arrow points castellations and on the coding.
to converted area. MAG: 1.1X. HAG: 7.64X.

7:~, ~

~,, ~? N

Figure 18: Bottom view of RAM modules Figure 20: CorrosionT area foune
as received. YAG: 1.63X. arourd the pickage lead. NAG: 6X.

514



Figure 21: Close-up of the corrosion Figure 23: Top (left) and bottom
shown in Figure 20 that was chemically (right) views of potentiometers as
analyzed. MA(: 66X. received. MAC: 1.1X.

-ii......
Figure 22: Photograph showing the Figure 24: Example at pin showing
extent o'f the corrosion around and blackish tint discoloration in a
between the castellations of the severely cracked pin. MAC: 27.5X
leadless cbips. This was likely
responsibMe for the leakage currents
and excessive currents during the
ATP burn-In cycle. MAG: 6X.
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Figure 25: SEM micrograph of cross- Figure 27: View of pin showing
sectioi of cracked pin showing con- severe cracking after sulfur

tamination. MAG: 1000X. contamination and bake.
MAG: 27.5X.

Figure 26: View of pin showing con- Figure 28: The braiding material

dition before sulfur contamination as received. Note the surface

and bake. MAG: 27.5X. desposites (light area).

MAG: 0.6X.

516



Figure 29: Close-up of the shielded Figure 31: Sandwich corrosion test
corductor. Vote the exposed copper samples after 168 hours. The
conductor and green and white corrosion sample on the right was the control
products. MAC: 13X. and the left sample was exposed to

flame retardant. Note the pitting
corrosion (black spots) on the left
sample. MAC: 0.84X.

Figure 30: SEM micrograph showing Figure 32: Close-up of the pitting
corrosion damage to the copper con- corrosion on the left sample from
ductor (see arrow) and corrosion Figure 31. Note the structural
product (upper right corner). The damage to the surface. MAC: 16X.
corrosion product contained aluminum,
ccpper, tin, bromine, sulfur and
phosphorus. MAG: 320X.
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Figure 33: White residue found on the Figure 35: White residue tound on
glass frit of a PROM. MAC: 6.5x. the glass frit of one of the PROMs.

Note that the residue can be
mechanically removed (arrow).
FAG: 16X.

Figure 34: Underside of the PROM glass
frit and lead interface. Note the
accumulation of the white resudue.
MAG: 20X.
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A NEW TECHNIQUE FOR DETERMINING CORROSION
RESISTANCE BEHAVIOR OF LUBRICANTS

P. J. Kennedy and V. S. Agarwala
Naval Air Development Center

Warminster, PA 18974

ABSTRACT

A method, based on a new corrosion sensor, has
been developed to quantitatively determine the
corrosion resistance behavior of lubricants,
hydraulic fluids, greases and solid films. It is
based on the electrochemical concept of measuring
the corrosion current generated by a galvanic couple
underneath a thin oil film. The magnitude of this
current was directly related to the effectiveness
of the oil film in preventing corrosion. The
corrosion resistant properties of the lubricants
have been related to the chemical structures of
the film, the type of contaminant and composition
of the additive. It was shown that the steel
coated with a thin film of turbine engine oil
corroded at a maximum rate of 0.01 mdd where as
the oil contaminated with 100 ppm sea salt
increased the corrosion rate by a factor of 300.
Conversely, the maximum corrosion rate could be
reduced further to 0.0008 mdd by addition of an
appropriate corrosion inhibitor to the oil.

INTRODUCTION

The primary function of a lubricant, as the name implies, is
to reduce friction and wear. Presently, operation of Naval
aircraft require turbine engine oils, transmission oils,
various special lubricants, hydraulic fluids, specially
formulated greases and solid film lubricants. All of these
lubricated areas are essentially unprotected and potential
corrosion areas, except for the protection provided by the
oil itself. For example, corrosion protection of hydraulic
pistons, engine components and bearings rely to a great
extent on the formation and stability of thin oil films.
This investigation was a result of a reported problem
concerning corrosion of naval aircraft turbine engine
bearings (1). These bearings are lubricated with a neopentyl
polyol ester type of turbine engine oil that corresponds to
the requirements of the Mil-L-23699 military specification.
Polyol esters type fluids were chosen for this application
since these fluids exhibit a much higher thermal stability
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than most lubricating oils; however these esters are more
polar and exhibit a stronger affinity for water. These
latter characteristics suggest that the turbine oil films
would be less hydrophobic and, therefore, less effective in
preventing corrosion than petroleum oils. The particular
corrosion process that was initially studied involved pitting
that occurred on the raceways of naval aircraft ball and
roller bearings. The studies suggest that this pitting is
associated with the low level contamination in the turbine
engine oil with the ingestion of salt laden air of the marine
environment (2). The initial approach to this problem was to
develop a rust inhibited version of the turbine engine oil.
Thus, a rust inhibiting system was incorporation into the
turbine engine oil; however, competitive adsorption effects
resulted in a trade-off in wear resistance. Therefore, this
study was initiated to better understand the corrosion
mechanism.

Conventional procedures for estimating corrosion inhibiting
characteristics of a thin oil film involve either visually
monitoring a steel plate coated with an oil film for the
first signs of corrosion (3) or measuring the weight loss
associated with corrosion (4). These test procedures are
designed to study the practical condition where a thin oil
film (in the process of draining from a metal surface)
provides corrosion protection by acting as a barrier to a
hostile environment. However, these methods lack in
sensitivity for detecting micro-corrosion effects that would
result in response to a change in environmental conditions.
The intent of this investigation was to develop a quanitative
test procedure having sufficient sensitivity to study rusting
under thin oil films. Oil films that were studied as part of
this investigation include turbine engine oils, salt
contaminated oils, additive free and additive containing
petroleum oils.

EXPERIMENTAL

The technique developed consisted of a corrosion monitoring
probe which is essentially a galvanic cell formed by the
alternate stacking of rectangular plates of copper and steel.
The copper and steel plates were approximately 140 mm in
length, 25 mm in width and 0.80 mm in thickness. Actual
construction involved alternately placing the copper and
steel plates in an aluminum mold so that the final spacing
was approximately 0.8 mm. After soldering wire leads to each
plate, the assembly was potted using a two part epoxy system.
The epoxy was built-up around the metal plate assembly so as
to encase the five interior sides of each plate leaving only
one exterior edge face exposed. All electrical leads were
also encased in the epoxy block. The epoxy block was then
polished to expose only the side faces of the copper and
steel plates and further shaped to provide a 60 degree angle
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with the resting surface. The construction of the corrosion
probe can be seen in Figure 1.

The concept for using a corrosion monitor for studying the
corrosion process in thin oil film systems evolved from the
use of similar type probes on naval aircraft carriers (5-6).
Of course, the probe shown in Figure 1 has undergone
considerable design modifications related to construction
materials, shape and auxiliary cooling capability in order to
allow its use in oil systems (7). The original corrosion
monitoring probes was based on a design that used teflon
spacers (1). Its primary function was to monitor the
corrosivity of sea environment due to moisture and salt in
the absence of any protective films. The developmental
history of this probe and related theory have been reported
elsewhere (5,8). In operation, a thin film of water
condenses on the dry probe such that it spans the spacer
material and acts as pathway for ion flow between steel and
copper surfaces. In other words, this condensed film acts as
an electrolyte to complete the galvanic cell and allows a
flow of current. The principles involved in using this prob
as a corrosion monitor were reported previously (5).
Usually, the cathodic metal (e.g., copper) corrodes very
little or not at all and corrosion of the anodic metal (e.g.,
steel) is increased significantly. The driving force for
this couple is the galvanic potential developed between the
two dissimilar metals in the environment. The magnitude of
the corrosion current is dependent upon this potential which
in turn is dependent upon three important environmental
variables, temperature, relative humidity and the corrosive
elements of the environment. In this study, the three
environmental variables are held constant and therefore the
electrochemical response of the probe, in the absence of any
complicating factors, should be reproducible.

The significant aspect of this study is that the surface of
the probe are coated with thin films of oil that insulate the
probe from contact of the corrosive environment. Thus, the
initiation of corrosion marks the break-down point of the oil
film, and the magnitude of the corrosion sheds light on the
corrosive nature of the oil film and environment. Usually,
the break-down point of the oil film is marked by a sharp
increase in corrosion current. This current was recorded on
an hourly basis using an electronic device consisting of a
zero resistance ammeter (ZRA), an analog to digital converter
and a data logger. The ZRA was constructed using a
potentiostat (Aardvark Model PEC-1) in which the current
between the working and counter terminals were adjusted to
zero. A standard resistance box was connected between the
reference and counter terminals to convert the current into a
potential drop for amplification and recording. The digital
data logging system was a commercially available instrument
from Precision Digital (Model 1040). The primary advantage
of this type of recording system was that current variations
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Figure 1 - Schematic of corrosion probe showing copper and
steel plates embedded in an epoxy matrix.
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Figure 2 - Typical current transients from an uncoated probe
versus the probe coated with various lubricant films using an
ambient temperature probe in a mist environment.
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of up to three orders of magnitude could be easily recorded
without changing the resistance between the reference and
counter terminals. A 100 K Ohm resistor was.adequate to
measure current in the range of 0.01 to 10 microamps.

Turbine engine oils, hydraulic fluids and mineral oils were
investigated for corrosion inhibiting ability in the absence
and presence of contaminants. The turbine engine oil used in
this study conformed to the Mil-L-23699 specification. The
effect of salt contamination on the effectiveness of this oil
in inhibiting corrosion was investigated by doping the oil
with a 10% aqueous sea salt solution. One of the corrosion
inhibited turbine oils used was an experimental commercial
product. The other corrosion inhibited turbine engine oil
was prepared in this laboratory and contained a mixture of
quaternary compounds of dichromate, nitrite, molybdate and
borate, called DNBM, at about 4% concentration. The light
mineral oil was a laboratory grade paraffin with a viscosity
of 125 SUS, the heavier oil was a typical pharmaceutical oil
with a 340 SUS viscosity.

Oils were evaluated in an environmental chamber maintained at
100% relative humidity and ambient laboratory temperature.
Occasionally a fine mist was necessary to produce quick
condensation on the monitoring probe. Testing involved both
the use of uncoated probes and oil coated probes. The
surface preparation involved hand polishing with 360 and 600
grade silicon carbide paper, alcohol cleaning and a surface
deactivation step that involved coating the exposed surface
with a film of distilled water for 5 minutes. The surface of
the probe was then towel dried and coated with an oil film
for a five minute interval and then allowed to drain off of
the surface in the environmental chamber.

RESULTS AND DISCUSSION

The probe used in the initial part of this study was
cylindrical and consisted of alternating copper and steel
plates separated by teflon spacers. This assembly was
mechanically held together by two brass bolts which acted as
electrical pathways for the cell. This cell was illustrate
in a previous paper (1). The major problem with this type of
construction was a significant loss in internal resistance
during and after testing due to oil/water diffusion at the
teflon/metal interfaces. Other problems involved the
relative slowness of the probe to develop corrosion and
general difficulties in polishing and reproducing identical
drainage characteristics. The initial difficulty with probe
contamination was resolved by casting the plates in epoxy.
More realistic drainage conditions were obtained by using a
face angled at 60 degrees to the surface. One other
significant improvement involved using a cooling coil in the
top portion of the probe to insure continuous condensation on
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the probe. A further improvement in probe performance was
achieved by placing the cooling coil behind the body of the
probe rather than on top of the probe.

Preliminary studies involved the use of a probe that was
operated at room temperature (1). It was similar to the one
shown in Figure 1 except that this probe was not equipped
with a cooling coil. Typical data are shown in Figure 2 for
the ambient temperature operation of the probe. Under the
standard test conditions, approximately 24 hours were
required before significant corrosion was observed on the
uncoated or oil-free probe. Visual observations indicated
that several hours were required before the build-up of small
droplets on the probe surface and several additional hours
were required for these droplets to grow to the critical size
necessary to span the gap between two metal plates. This
initial condensation can be attributed to the presence of
saturated air at a temperature a few degrees above that of
the probe. Figure 2 indicates that thin films of turbine
engine oil, a light paraffin oil and a corrosion inhibited
oil vary in their effectiveness in protecting the steel
surface from the surrounding environment. The general
corrosion process does not appear to be gradual but rather
fairly abrupt. The large peaks and valleys in the corrosion
current versus time curves are probably related to the make
and break in the surface film due to fluctuations in
temperature, and condensation developing with time on the lid
of the environmental chamber which produce droplets, and
eventually grow to a critical size and rain down on the
probe. After such an occurrence, tae droplets evaporate or
run off of the surface and thus create a relatively dry
surface condition for a while.

The reproducibility of data is an important consideration.
Figure 3 shows corrosion current tracings for 3 separate
evaluations that involved coating the probe with thin films
of mineral oil. Reproducibility in the case of mineral oils
is very good. During testing, the oil is allowed to drain
away from the surface. Figure 3 suggests that the amount of
oil or the emulsified condition of the oil remaining on the
surface of the probe after three to four days is insufficient
to provide any significant level of corrosion protection. The
data illustrated in Figure 3 required approximately 3 weeks
to collect. Since the large variations in peaks and valleys
were believed to be due to laboratory temperature variations,
it was decided that more meaningful data could be obtained if
the probe was equipped with an cooling coil. A circulating
bath containing antifreeze at 150 C was used to force coolant
through the probe and thus cause condensation directly on the
unprotected plate edge face of the probe or directly onto the
protective oil film. Results obtained using the cooled probe
are shown in Figure 4. A comparison of these data with data
in Figure 2 indicates a significant difference in corrosion
current transients. Data in Figure 4 indicates that mineral
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Figure 3 - Three consecutive transients showing reproducible

behavior of ambient temperature probe coated with thin films
of mineral oil and operated in mist environment.
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Figure 4 - Typical current transients from a cooled probe
(150 C) operating in a mist environment at ambient
temperature and coated with thin films of various oils.
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oil is less effective in preventing corrosion relative to
turbine engine oil under cooled probe conditions as compared
to ambient probe conditions (cf Figure 2). The corrosion
accelerating effects of 100 ppm sea salt contamination in
turbine engine oil is also illustrated. The corrosion
inhibited turbine engine oil was also effective in preventing
corrosion under cooled probe operating conditions. This may
be related to the observation that droplet condensation does
not occur on the lid of the environmental chamber under
cooled probe conditions.

The corrosion behavior transients of a series of light and
heavy mineral oil is shown in Figure 5. This evaluation was
done using the cooled probe; reproducibility was excellent.
Here, four of the five mineral oils were paraffin oils in the
125-130 SUS viscosity ranqe whereas the fifth oil was a
pharmaceutical grade oil in the 340-365 SUS range. The
heavier oil is indistinguishable from the lighter oil and
thus shows that viscosity effects are insignificant under
these test conditions. The transients in Figure 5 suggest
that corrosion currents initiate within two to four hours of
exposure and rapidly ncrease to a high current density of
approxintately 1 pA/cm withn 9 to 10 hours, based on the
steel surface area of 16 cmi. The corrosion current then
decreases to a steady-state current density of < 0.1 pA/cm2.
The general reduction in peaks and valleys due to the cooled
probe can also be observed in the transients.

The results on the effect of thin hydrocarbons films on the
corrosion of steel are also presented in Table 1. The data
is given for two cooled probes operated at 150 C. These
probes were similar but were of different construction with
regard to the placement of the cooling coils. The time
required for the maximum corrosion current to develop and the
cumulative amount of iron oxidized per square cm of steel
surface after 24 hours of testing were considered critical
parameters in defining the corrosion process and are listed
for both probes in this table. The data frovi blank runs or
tests that were made using probes that were free of oil films
are also shown. The average maximum corrosion current was
about 7 uA and required approximately 12 hours to develop.
After one day of testing, the cumulative amount of corrosion
was severe and was approximately 7 pg/cm2 . This data was
based on four separate evaluations for each probe and showed
a high degree of consistency.

It seems reasonable to assume that coating the probes with
thin films of mineral oil would provide some degree of
corrosion protection. A limited amount of corrosion
protection was observed to occur as shown in Figure 2 when
the probe was operated at room temperature but did not appear
to occur when the probe was cooled as in Figure 4. Cooling
the probe greatly increases the rate of condensation on the
surface of the oil coated probe and decreases the time
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Figure 6 - The effect of sea salt contamination level in
turbine engine oil on the corrosion rate of steel.
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required for corrosion initiation from 3.5 days to nearly two
hours. From Table 1, it can be inferred that paraffin oil is
not a corrosion inhibiting lubricant. Lighter molecular
weight hydrocarbons such as octene, octane and dodecane are
readily evaporated from the surface of the probe. The
results (Table 1) show a significant reduction in cumulative
corrosion current or total amount of iron oxidized due these
light hydrocarbons. One possible explanation would be that
evaporation of these hydrocarbons leaves behind a residue-
film of hi~her molecular weight oxidation products which are
of protective nature.

This corrosion probe evolved out of a study concerned with
factors responsible for the corrosion of turbine engine
bearings. The primary factor appears to be related to low
level salt water contamination of the turbine engine oil as a
result of operating in the marine environment. Figure 6
shows the effect of salt contamination on corrosion rates and
illustrates that salt concentrations of even 5 ppm can
significantly accelerate corrosion rates. Concentrations of
salt in the 5 ppm range have already been reported in fleet
studies and this data illustrates that this low level
contamination can contribute significantly to rusting. The
effect of salt is more clearly illustrated in Table 2. The
turbine engine oil provides a significant level of corrosion
inhibition when compared with the uncoated probe or probe
coated with mineral oil. Adding as little as 5 ppm sea salt
produced a 50 fold increase in the corrosion rate. A further
increase in salt concentation to 100 ppm produced even a more
significant increase in the total amount of iron oxidized
after 24 hours of testing (cf. Table 2).

One approach to this problem would be to use commercial
organic corrosion inhibitors in the turbine engine oil. The
corrosion current transients in the presence of a rust
inhibitor were very sporadic but very small in magnitude,
average less than 0.01 pA at steady-state. Perhaps, it can
be assumed that a close-packed monolayer of rust inhibitor
with fairly strong bonds to the surface would form under
these conditions. This monolayer would be expected to act as
a barrier protecting the surface from the environment. Quite
often, corrosion inhibited oils fail by initially forming
several extremely small corrosion spots of < 1 mm in
diameter. After several days of exposure to high humidity
conditions, these spots would tend to slowly increase in
size. It appears that either a passive film develops or that
the monolayer is capable of repairing itself within a matter
of a few hours since the corrosion current shows a tendency
to return to the base line value.

The use of an organic corrosion inhibitor in a turbine engine
oil formulation is questionable since orqanic materials are
generally thermally unstable at the bearing operating
temperatures. A possible solution would be to use an
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TABLE 1. CORROSION OF STEEL IN THE PRESENCE OF

HYDROCARBON FILMS

PROBE #1 PROBE #2

HYDRO- RUN MAX. (TIME) AMT. Fe MAX. (TIME) AMT. Fe
CARBON # CURRENT OXIDIZED CURRENT OXIDIZED
FILM (pA) (days) * (pA) (days) *

BLANK 1 5 0.4 4.0 7 0.9 6.0
(NO OIL 2 6 0.4 5.0 8 0.8 7.0
FILM) 3 12 0.5 12.0 8 0.5 8.0

4 6 0.5 6.0 4 0.8 5.0

AVERAGE 7.2 0.5 6.8 6.8 0.7 6.5

PAR- 1 11 0.40 8.5 1 0.40 1.0
AFFIN 2 10 0.45 8.5 5 0.45 5.0
OIL 3 15 0.35 12.0 7 0.35 7.0

4 11 0.40 10.5 6 0.40 5.5
5 12 0.45 9.0 9 0.35 8.0
6 11 0.45 11.0 8 0.35 6.0
7 12 0.35 10.0 9 0.35 9.5
8 12 0.40 9.8 8 0.50 7.8

AVERAGE 12 0.40 9.9 7 0.40 6.2

OCTENE 1 1 0.5 0.65 2.3 1.8 0.14
OCTENE 2 1 1.2 0.50 1.2 0.4 0.60

AVERAGE 1 0.8 0.60 1.8 1.1 0.37

OCTANE 1 1.6 0.70 1.4 0.6 0.70

DODECANE 3 1.6 2.20 0.2 0,4 0.15

* pg/cm2/day
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TABLE 2. THE EFFECT OF SALT CONTAMINATION ON THE
RUST INHIBITING PROPERTIES OF TURBINE ENGINE OIL.

FLUID RUN MAX. CURRENT (TIME) AMT. Fe OXIDIZED
TYPE # (pA) (days) (pg/cm2/day)

TURBINE 1 2.40 12 -.001
ENGINE OIL 2 0.45 7 -.020
(NO ADDED 3 0.30 8 -.005
CONTAMINANT) 4 2.40 9 -.004

AVERAGE 1.39 9 -.008

TURBINE 1 1.30 4.5 0.010
ENGINE OIL 2 0.50 0.5 0.200
WITH 5 PPM 3 1.20 0.5 1.000
SEA SALT 4 1.00 1.0 0.200

5 0.50 6.0 1.000

AVERAGE 0.90 2.5 0.480

TURBINE 1 13.00 0.5 10.000
ENGINE OIL 2 6.00 1.0 4.000
WITH 100 PPM 3 6.00 0.5 5.000
SEA SALT 4 2.60 5.0 1.000

5 0.50 6.0 0.200

AVERAGE 5.60 1.4 4.000

TURBINE 1 0.005 0.5 0.0016
ENGINE OIL 2 0.003 0.2 0.0005
WITH 4.2%
DNBM
AVERAGE 0.004 0.4 0.0010

ENGINE OIL 1 0.800 0.5 0.0350
WITH 4.2%
DNBM + 100
PPM SALT
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inorganic system to provide corrosion protection. One such
system is DNBM which is a blend of dichromate, nitrite,
borate and molybdate quaternary ammonium salts. The
corrosion inhibiting properties of the DNBM system on steels
have been reported elsewhere (9). The data in Table 2 show
that the DNBM does significantly improve the corrosion
inhibition characteristics of turbine engine oil. One
surprising finding came in a study of the affect of adding
the DNBM to a turbine oil made highly corrosive through
addition of 100 ppm of sea salt. This can be seen in Table 2
by comparing the corrosion rates in turbine engine oil
containing 100 ppm sea salt in the presence and absence of
DNBM inhibitor. The net effect of DNBM was a reduction of
corrosion rate by two orders of magnitude. The galvanic
currents measured with the probe were in fact negative in
polarity. This suggests that in the galvanic probe, copper
had become an anode and steel behaved like a cathode. In
other words the steel surface became passive due to the DNBM.
The overall corrosion currents were extremely small
suggesting that this particular inhibitor system may provide
a practical solution to this problem.

CONCLUSIONS

The electrochemical method (galvanic probe) represents an
interesting alternative to standard test procedures that are
now being used to determine the corrosion inhibiting
characteristics of thin oil films. Some of the advantages in
the use of this probe over alternative techniques are the
quanntitative nature of the probe, ease in accelerating the
test procedure and extremely high sensitivity. It represents
an important tool, along with such approaches as AC impedance
spectroscopy, in studying corrosion under thin oil films.
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DUAL MODE CORROSION MONITORS

?rank Ansuini, Technical Director

Electrochemical Devices, Inc.
PO Box 31, Albion, RI 02802

Telephone 401/333-6112

This paper describes a prototype dual mode
corrosion monitor capable of measuring both
instantaneous corrosion rate and the cumulative
corrosion loss in atmospheric environments. The
system consists of two components: a small flat
sensor to be located in the area to be monitored
and a battery powered meter unit to query the
sensor. The sensor element is made of steel which
is far more sensitive to atmospheric corrosion than
most other metals; thus the sensor will react
before significant damage has been done to other
materials. The sensor itself is actually two
discrete sensors on the same substrate and photo-
etched from the same foil. Corrosion rate is
measured using two-electrode Linear Polarization
Resistance (LPR) while cumulative loss is measured
by the Electrical Resistance (ER) method. The
meter has been designed for operation by personnel
with minimal corrosion knowledge. Its primary
purpose is to alert an operator of the existence of
corrosive conditions, thereby allowing remedial
action to be taken before extensive corrosion
damage has occurred.

INTRODUCTION

Two quantities are of interest in the field of corrosion
monitoring: instantaneous corrosion rate occurring at the time
of measurement and cumulative corrosion loss which has occurred
over some extended time interval. Both types of measurements are
needed to properly monitor corrosion. Rate measurements define
the severity of a corrosion problem and are often the first
indication of an abnormal situation. Loss measurements serve as
a back-up for rate measurements by maintaining a record of the
total amount of corrosion damage which has occurred.
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Corrosion rate is frequently monitored by using the Linear
Polarization Resistance (LPR) technique. An LPR sensor typically
consists of three electrodes: a working electrode which is the
metal of interest, a reference electrode whose potential remains
constant throughout the test, and a counter electrode through
which a biasing current flows to the working electrode. This
bias current should be sufficient to cause the potential of the
working electrode to shift a small amount, typically 10 mV,
relative to the reference electrode. The ratio between the
potential shift and the current required to cause it is termed
the polarization resistance and is inversely proportional to the
instantaneous corrosion rate.

A simplification of this method involves using only two
electrodes, both made of the same metal. One remains the working
electrode, the other combines the functions of the reference and
counter electrodes. As with the three electrode method, the
voltage/current ratio is inversely proportional to the
instantaneous corrosion rate.

Cumulative corrosion loss is often determined by the Electrical
Resistance (ER) method. The electrical resistance of a single
electrode exposed to the environment is measured. As this
electrode thins from corrosion, its resistance increases
proportionately. Temperature variations in resistivity are
compensated by providing a second electrode of the same material
and initial resistance but shielded from the environment. The
measurement circuit measures the increase in the resistance of
the active electrode relative to that of the dummy electrode.

Most corrosion monitoring equipment will typically use only one
of these techniques. If both rate and loss information is
desired, it is necessary to install two separate monitoring
systems. The cost of corrosion monitoring could be reduced if a
sinqle corrosion sensor could be designed which was capable of
measuring both rate and loss. We had proposed that such a sensor
could be made using the photo-fabrication process. The sensor
itself is actually two discrete sensors on the same substrate and
photo-etched from the same foil. The fact that all electrodes in
the sensor originated from the same piece )f metal greatly
minimizes any errors resulting from individual electrodes having
slightly different compositions or processing histories.

A dual mode sensor would prove particularly advantageous when
used as corrosion detectors in nominally "dry" areas such as
ordinance storage sites or electronic enclosures. in the ER
(loss) mode, the sensor will record all corrosion which occurs
including normal indoor atmospheric oxidation. In the LPR (rate)
mode, the sensor will fully respond when the surface is wet, such
as would occur if atmospheric moisture condensation has occurred,
and will partially respond when the humidity is high enough to
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permit electrochemical activity. The presence of a surface film
of moisture can accelerate corrosion by orders of magnitude over
that which would occur in the absence of the surface film. The
practical implications of a sensor's ability to discern between
condensing and non-condensing conditions is that it can be used
to determine the integrity of hermetically sealed or otherwise
intentionally dry environments.

Any reading from the sensor in the LPR mode would be indicative
of high humidity or condensing conditions and therefore necessary
corrective actions should be immediately initiated. High
readings in the ER mode only would be indicative of prior, but
not present, existence of corrosive conditions. This would also
warrant investigation. It is conceivable that the ratio between
the corrosion rates measured by the LPR and ER modes can be used
to infer the amount of time the sensor surface was wet, but the
relationship certainly will not be linear. There will also be a
rough correlation between the corrosion rate of the metal used
for the sensor element and that exhibited by other metals in the
same environment. Such correlations are best determined
empirically and in specific environments.

SENSOR DESIGN

Feasibility Tests - During a Phase 1 SBIR contract the
feasibility of producing dual mode sensors was demonstrated [1].
Sensors made by etching a proprietary pattern into foils of zinc,
aluminum, copper and steel were tested in an Accelerated
Atmospheric Corrosion Test Chamber modeled after one described in
the literature [2]. Weight loss panels concurrently exposed with
the prototype sensors permitted direct comparisons to be made of
the corrosion rates as determined by each of the specimen types.
The results of this project, and a subsequent project involving
copper nickel and steel sensors in synthetic seawater [3], showed
that good agreement exists on corrosion data obtained by all
three test methods.

One of the findings of the Phase 1 project was that sensors made
of steel were significantly more sensitive than those made of the
other metals tested. This suggested that steel element sensors
could be adapted to serve as corrosion monitors in very benign
environments. The output of the sensors, when used as corrosion
detectors, must be considered qualitative in nature since only
steel is being used as the sensing element. In order for the
sensors to be quantitative, the sensing element obviously must be
made of the same metal as the structure of interest.

Sensor Design Refinement - A major part of a follow-on Phase 2
SBIR contract was devoted to rufining the design of the sensor to
effect both an overall size reduction is well as optimizing
details of the various features f the sensing trace. Working
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patterns for each portion of the sensor were prepared so that
they could be evaluated independently. A composite pattern
combining the features of the preferred ER and LPR working
patterns would be prepared as the final pattern.

Previous work on kinetics of atmospheric corrosion has shown that
virtually all corrosion activity occurs during periods when the
surface wet. For this reason, all optimization testing was
conducted with sensors immersed in aerated distilled water. The
corrosion rate of steel, as measured by weight loss panels, was
about 5 mpy. ER specimens were designed to evaluate the effect
of aspect ratio (trace width:tr,.ce thickness) on the response of
the sensor. High aspect ratio specimens were preferable as they
minimize error when using a simple data reduction model which
presumes all metal loss occurs on the top surface. ER sensors
consistently report higher corrosion losses than weight loss
panels. This is normal as the data reduction model presumes a
uniform loss of metal while in actuality the corroded surface is
rough and irregular. The effect is that the measured resistance
reflects and reports the lesser amount of metal remaining under
the deeper gouges. In an extreme case, where the trace is
virtually severed by a single corrosion pit, the ER method would
report a loss equal to the trace thickness. In some cases, the
enhanced sensitivity of the ER method would be advantageous.

Variables evaluated on the LPR sensor were trace width and gap
width. Sensitivity is increased by reducing both dimensions as
this reduces the effect of solution IR drop over the surface of a
given electrode and between electrodes. In addition, fine
geometry sensors have an actual exposed area which can be
significantly higher than the apparent exposed area (footprint)
due to contributions from the sidewall. Since the measured
current is dependent, in part, on the exposed area, fine geometry
sensors will give a stronger signal than a coarse geometry sensor
of the same apparent area.

The redesigned corrosion sensor, shown in Figure 1, incorporates
those features shown to be beneficial in earlier work. The
electrical resistance trace (loss measurement) was designed with
a high aspect ratio (9:1) to minimize sidewall effects. The
linear polarization resistance sensor (rate measurement) was
designed with narrow electrodes (6 mil) separated by narrow gaps
(3 mil). The sensor, photoetched from 1 iil steel foil, consists
of two discrete patterns. The main pattern contains the LPR
trace and the ER, active trace while the back pattern contains
the ER, dummy trace. The main pattern is partially masked during
final lamination so only the active portions of the trace are
exposed; the back pattern is completely masked. Double sided
adhesive tape is applied to the underside for attaching the
sensor to a surface. The patterns terminate in six contact pads
to which a ribbon cable is soldered.
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ELECTRONICS DESIGN

Corrosion Rate Circuit - The corrosion rate circuit (Figure 2) is
essentially a mini-potentiostat. It supplies whatever current is
necessary, within the limits of the components, to keep the
signal electrode at a preset bias voltage referenced to common.
Since the other electrode is at common, the bias voltage is, in
effect, applied between the electrodes. A 20 mV bias voltage is
preset at trimmer VR4; this is within the range of bias
potentials for which the resultant current flow bears a linear
relationship to instantaneous corrosion rate. Higher bias
voltages can be used, but in these cases the resultant current
flow will be proportional to the conductivity of the electrolyte
covering the sensor rather than the sensor's corrosion rate.

An operational amplifier (U7), set up as a current to voltage
converter, supplies current to keep the LPR electrodes at the
preset bias voltage. A voltage proportional to this current is
generated across R6. An instrument amplifier (U8) re-references
this signal to common, backing out the bias voltage. The display
driver (U4) has a logarithmic scale so that the total response
range of the display is just under two orders of magnitude. LED
Bar Graphs operating in the dot mode were selected as the display
in order to provide for a display which is easily absorbed and
interpreted by operating personnel without extensive training in
corrosion. It provides data with only one significant digit of
accuracy; for monitoring purposes, this is usually adequate. If
more precise data is required, the actual applied bias voltage
and the resulting current flow can be measured at test points on
the circuit board.

Corrosion Loss Circuit - The corrosion loss circuit (Figure 3) is
a standard resistance bridge of the type used to query resistance
based transducers. Since the resistance of each sensor trace is
also affected by temperature, the circuit has been set up to
measure the difference in resistance between the traces, thus
removing the temperature effect. The active and dummy resistance
traces form two legs of the bridge, a pair of resistors on the
circuit board, R5, form the other two legs. On a new sensor,
when the resistance of the active trace equals that of the dummy
trace, the voltage drop across both traces would be equal. As
the resistance of the active trace increases due to thinning from
corrosion, the voltage drop across the two sensor traces becomes
uneqvil. An instrument amplifier (U9) senses this inequality and
responds with an amplified signal proportional to it.

Linear display drivers (U5 and U6) activate an LED on the bar
graph array which is proportional to the resistance increase of
the active trace and hence the loss of thickness of this trace
due to corrosion. A cumulative corrosion loss on the sensor of
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about a quarter mil will cause an LED dot in the middle of the
range to light. When this level of loss is reported, it is safe
to assume that serious corrosion damage has likely occurred to
sensitive parts in the same environment. These parts should be
inspected and a new sensor installed after the inspection.

Electronics Operation - The meter is shown in Figure 4. To query
the sensor, the sensor cable is first plugged into the meter.
Battery level is checked by pushing the black button, if the
batteries are fine, a green LED will light in the hole marked
"OK". If no light shows, the batteries are weak and should be
replaced. Corrosion rate on the sensor is checked by pushing and
holding the toggle switch down. It should be held about 30
seconds for an accurate reading. The upper bars will light if
the sensor surface is partially or fully wetted. The middle bars
will light if the humidity level near the sensor is high enough
to be of concern. The lower bars will light if the atmosphere is
not overly corrosive. Cumulative loss is checked by pushing and
holding the toggle switch upward. Each succeeding higher bar
corresponds to a thickness loss of about 0.025 mils (0.000025")
of steel lost from the sensor surface.

SYSTEM RESPONSE

Meter Correlation - The rate part of the meter was correlated by
replacing the sensor with a variable resistor. A 20 mV bias
voltage was placed across the resistor and the resistance varied
to determine the LED shift points. The current at these shift
points was treated as a measured current from a sensor which was
converted to corrosion rate. The following values were used for
the constants:

Electrochemical Equivalent: EE = 27.92 (Based on iron
going to the doable valence oxidation state.)

Polarization Constant: B = 25 mV (An estimate) for a
rigorous conversion, this should be experimentally determined.)

Density: 7.86 gm/cc (Handbook value.)

Units Conversion Constant: K = 0.1288 (For adjusting the
units from uA/sq.cm. to mpy)

Area: A = .884 sq.cm. (Calc. from sensor dimensions)

Applied Bias Voltage: Vb = 20 mV

The results of these calculations are shown in Figure 5. On
the meter label, the following terms were arbitrarily assigned to
steel corrosion rates: High - 4 mpy, Modetate - 1.5 mpy, Low -
0.5 mpy.
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Sensor Response - Polarization Resistance is defined as the slope
of the potential/current density curve in the vicinity of the
free corrosion potential. In the following discussion, the term
is used to refer to the slope of a potential/current curve, i.e.
an adjustment was not made for the area of the sensor. Since all
the sensors were identical, this mathematical short-cut will not
have any effect on results where relative corrosion rates are
compared. The area of the sensor must be taken into account when
the data is converted to an absolute corrosion rate.

Sensors were tested at several bias levels and in solutions with
various conductivities (distilled, tap and salt waters). Bias
voltages ranged from 0 to 100 mV and it took about a minute after
application of the voltage for the current to stabilize. The
sensor has a direct linear response with the applied bias
voltage, Vb, and an inverse linear response with the logarithm of
the electrolyte resistivity. This is in line with the expected
behavior of these types of sensors.

Ultimately, the quantity being measured is the corrosion rate
which varies inversely as the polarization resistance, Rp, which
is defined as dE/dI, i.e. CR = K(I/Rp) where K is a constant
accounting for the sensor material and exposed area. Since
one of the two bias voltages used was zero, dE = E so Rp = E/dI.
The problem comes with response current; the two electrodes may
spontaneously develop a small bias between them due to local
inhomogenieties in the metal. Therefore, E = 0 is actually an
applied bias and hence there could be a response current. To
precisely calculate Rp, one should use dI (I @ Vb - I @ 0).
However, this would increase the complexity of the circuitry by
requiring either a microprocessor or alternate means to store the
first reading. Since a goal of this project is to keep the
electronics simple, we determined the difference in measured
rates which would occur if the erroneous assumption was made that
I = 0 at E = 0 so Rp = E/I. It turns out that this creates an
error at low bias voltages which decreases as Vb increases.

Figure 6 shows the log of the inverse polarization resistance at
several bias voltages calculated by both methods. Two things are
apparent on examining this figure. First, for applied bias
voltages greater than 20 mV, the difference in measured rates
between the two modes of data reduction becomes minimal; it is
about the same magnitude as the inter-sensor variation. Second,
the error has the effect (.f reporting a slightly higher corrosion
rate (inverse polarization resistance) which is 'referable to
understating the rate. It appears,therefore, that a functional
monitoring unit can be made by setting Vb = 20 mV.

Further verification of the single point technique of doing
linear polarization measurements as versus the conventional two
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point technique was obtained in another experiment. During each
measurement event, the polarization resistance was calculated
by the two point method at +/- 10 mV. Figure 7 shows the value
of 1/Rp plotted against current measured by the single point
method for the same reading. The data lie in close to a straight
line with a slope of close to one (0.93). Regression analysis
shows the correlation coefficient to be 0.975 (1.0 means perfect
correlation). These data demonstrate that the single point
technique, as used in the dual mode sensor electronic meter, can
provide corrosion rate data for monitoring purposes equivalent to
that obtained with more sophisticated instruments using two point
techniques. The range of rates measured in this test was
approximately six orders of magnitude and span the range likely
to be encountered in service.

FUTURE WORK

Based on the work to date, several areas for modifications
and improvements to both the sensor and the meter have been
identified. Designs exist for a single layer sensor which will
allow further size and cost reductions. The meter display is
being converted to LCD to reduce power consumption and permit
continuous monitoring. Alarm circuits, provision for line power
and the ability to export data to a logger will also be added.

Mixed-gas environmental chambers are increasingly used to
simulate indoor corrosion. To date, much of the work done in
these chambers has involved exposure of fabricated parts
(connectors, contacts, etc.) which were tested before and after
exposure to the chamber. A direct and quantitative comparison of
the effects of various atmospheric gas mixes on the corrosion
behavior of common metals can now be obtained through the use of
these new sensors. Sensors manufactured in each of the metals of
interest can be concurrently exposed in a mixed gas chamber and
the corrosion rate continuously logged.
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Figure 5 Corrosion Rate, mpy
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MONITORING CORROSION WITH AN AUTOMATED ELECTRICAL
RESISTANCE CORROSION PROBE MONITORING SYSTEM

John T. Stropki, Gerhardus H. Koch, and Mark T. Byrne
Battelle

505 King Avenue
Columbus, Ohio 43201

ABSTRACT

The ability to automatically detect and/or monitor the
corrosion of structural components, located within
difficult-to-access areas on aging military aircraft and
equipment, could contribute to a significant reduction in
the annual depot maintenance expenditures of the United
States Air Logistic Command Centers. Reductions in the
frequency of PDM overhauls, corrosion inspections, and
unanticipated structural rework/repairs could be achieved
if a system were available to accurately monitor the
corrosion of components within these areas.

During the past several years, Battelle engineers have
concentrated on improving the electrical resistance (ER)
corrosion probe monitoring system. The results of these
efforts have confirmed that the ER system is capable of
accurately measuring the (1) level of corrosivity, and (2)
relative magnitude of corrosion attack on structural
components located within the difficult-to-access areas of
fixed and rotary winged aircraft systems. The most recent
development of an automated data acquisition/logging
system, which electronically interfaces with the ER
corrosion probe, represents a further step in optimizing
the operational reliability and efficiency of the system.

INTRODUCTION

Substantial expenditures of nai-ipower and money are disbursed annually by the
United States Air Force for the inspection and subsequent repair of corrosion
which occurs on airframe components that are located in difficult-to-access
areas on both fixed and rotary-winged military aircraft systems. Quite often,
these areas contain crevices, grooves, pockets, and/or sharp corners which
tend to entrap and accumulate moisture and organic/inorganic contaminants.
Increases in the concentration of these contaminants, in combination with the
extreme atmospheric conditions (i.e., humidity and elevated temperatures) that
are characteristic to some geographic locations, will contribute to an
appreciable decrease in a components inherent corrosion resistance, increasing
the frequency and magnitude of pitting and/or intergranular corrosion attack
which occurs on the "exposed" surfaces of the components. If this condition
remains undetected, which is normally the case in many of these difficult-to-
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access areas, the component and/or surrounding system will prematurely fail as
a result of corrosion. Any ability to automatically detect the initiation, and
monitor the growth of the corrosion attack within these areas, would certainly
reduce the level of effort and funds expended to inspect and repair/replace the
components that have corroded.

Additional reductions in aircraft maintenance expenditures would also be
realized if the costs associated with performing routine corrosion related
inspections were minimized. Specifically, extensive amounts of time and effort
are required to disassemble, remove and reassemble airframe structures and/or
systems which surround many difficult-to-access areas. These procedures, as
well as the actual inspections are quite costly if the magnitude of corrosion
attack in these areas is minimal at one inspection interval, and extensive at
another. This inability to conclusively quantify the degree of corrosion-
related damage on the airframe components in the difficult-to-access areas,
without performing the time consuming visual inspections, necessitates the need
to develop a reliable, inexpensive corrosion probe monitoring system.

BACKGROUND

Battelle-Columbus has used a commercially available Corrosometere/CK-3®
corrosion probe monitoring system during several USAF/WR-ALC sponsored research
programs to monitor the corrosion of airframe components located in difficult-
to-access areas on two C-141 transport aircraft.( 1,2,3) As expected, the
results from each of the programs confirmed that the electrical resistance (ER)
measurement technique represents a feasible method of monitoring the (1)
environmental corrosivity, and (2) relative level of corrosion developing on
airframe structures located within these areas. However, from these programs,
it was determined that there were inherent problems associated with the design
and operation of this particular system. Specifically, the manual operation of
the data logger'and limited sensitivity of the corrosion probes restricted the
performance quality and/or operational efficiency of this system.

In response to the limitations associated with the Corrosometer/CK-3 system,
Battelle was contracted by the USAF/WR-ALC to design, and fabricate an improved
or automated version of the ER corrosion monitoring system. Such a system was
developed, and comparatively tested against the manually-operated
Corrosometer/CK-3 system in a series of three environmentally controlled
laboratory experiments. The results acquired from each of these test exposures
confirmed that the system was capable of automatically detecting and monitoring
the relative rates of corrosion attack occurring on both uncoated and coated
test elements of commercially available ER corrosion probes.

In addition to laboratory experimentation, a prototype version of the automated
ER corrosion probe monitoring system was instrumented on a USAF H-53
helicopter. At the time of installation, this aircraft was undergoing
extensive rework during a scheduled PDM interval at the PNARF facility in
Pensacola, Florida.
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MONITORING SYSTEM

Corrosion Probes

In principle, the electrical resistance (ER) method of corrosion detection
operates on the fundamental principle that the electrical resistance of a
metallic conductor increases as its cross-sectional area decreases. Therefore,
the backbone of any ER monitoring system is an electrical resistance corrosion
probe.

The ER corrosion probes used by Battelle in all field and laboratory exposure
tests were manufactured by Rohrback Cosasco Systems. Each probe was thin
(approx. 0.125 inch) and composed of two 0.009 inch thick 7075-T6 Al elements.
Approximate dimensions of a typical ER corrosion probe are documented in
Figure 1. As shown, one of the elements on the probe is protectively sealed in
a glass coating. This element is referred to as the reference element,
whereas, the second element, which is uncoated, is considered the test element.
Since both elements are identical in size, shape, and composition when the
probes are manufactured, the nominal resistances of the two elements are
assumed to be identical.

Exposure to a suspected corrosive environment causes the test element of a
standard ER corrosion probe to corrode. Subsequently, the resistance of this
element increases. The resistance of the reference element remains constant
throughout the duration of the service exposure. Continuous and/or
intermittent monitoring of the change in resistances, measured as a ratio of
the resistances between the two elements, gives an indication of the inherent
corrosivity of the environment and magnitude of corrosion attack occurring on
the surfaces being monitored.

Data Logger/Acquisition System

Many of the measurement systems which are available for monitoring the ratio
of resistances between two elements on a ER corrosion probe make use of a
manually-balanced resistance bridge. In numerous studies,(4,6,6) this
technique has been an effective method of measuring the minute resistance
changes that are inherent to a corroding probe. However, many of the portable
data logger/acquisition systems which are available for acquiring and storing
these probe measurements are manually operated. This mode of operation is
suspected of reducing the operational reliability and overall efficiency of the
system.

Battelle improved the efficiency and reliability of the ER corrosion monitoring
system by designing and fabricating an automated data logger/acquisition
system. This system, which is interfaced with multiple ER corrosion probes, is
small, programmable and inexpensive to operate and maintain. During "active"
monitoring, the system automatically controls, acquires and stores all response
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signals which are emitted from a maximum of ten ER corrosion probes. Actual
data manipulation and/or corrosion rate calculations, for the individual
probes, are processed within the data logger or via an IBM-PC computer system.

The following textual summary serves to define the basic operation of a
"prototype version" of the automated data logger/acquisition system. The
block diagram in Figure 2 serves to illustrate the placement of the various
subsystems within the laboratory prototype that is currently instrumented
onboard an H-53 helicopter.

Operation

By design, the automated system has three separate operating modes: dormant,
warm-up, and data acquisition. Most of the time, the system will be dormant,
drawing approximately 100 j/A from the available power source. At pre-
programmed time intervals, the system will power up for a one hour "warm-up"
period. During this period, all subsystems, except the current source will
draw power. The expected current drain during this period will be 50-100 mA.
At the end of the warm-up cycle, the current source turns on, and the (1)
Squirrel*, and (2) Tattletale** systems begin logging data from each of the
corrosion probes. For this mode, an additional 100 mA of current is required.
Following data acquisition, the system turns off until the next scheduled power
up cycle. As a result of these three discrete operating modes, the effective
battery drain is minimized, thus, extending the operational service life of the
system. In most instances, it is assumed that there will be only one "active"
power-up cycle per 24 hour period. Additional cycles are possible, however,
increasing the number of cycles will substantially reduce the effective service
life of the system's power supply.

* The Squirrels data logger is being used as a back-up acquisition system in
the prototype version of the monitoring system. The replacement of this
data logger with the Tattletale computer is imperative, because of size,
weight and cost reduction requirements.

** The Tattletale Model IV single board computer was selected to serve as a
controller and primary data logger for the monitoring system. As packaged,
this inexpensive unit features a BASIC language interpreter for easy
programming, an onboard 10-bit A/D converter, 16 programmable digital I/O
lines, small (2.25 X 3.75 inches) size, and a low (2-15 mA) power operating
mode. A typical unit is capable of being programmed to control the (1)
zero calibration, (2) power supply, and (3) current source circuits that
are incorporated into a standard monitoring system. In addition, each unit
is capable of storing data onto a 32K x 8 RAM chip. A single 512K datafile
expansion board has been installed as a complement to the memory storage
that is standard for the basic unit.
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EXPERIMENTAL PROCEDURES

In earlier experimental programs( 1,2.3), the feasibility of monitoring the (1)
level of environmental corrosivity, and (2) relative magnitude of airframe
corrosion attack, was determined by characterizing the performance of the ER
corrosion probe monitoring system as a function of exposure to several
difficult-to-access areas on USAF transport aircraft. Conversely, the
performance of the automated ER corrosion probe monitoring system was evaluated
in both the laboratory and the field environments.

Laboratory Environment

Three standard accelerated corrosion tests were performed in the laboratory to
comparatively evaluate the operational performance of the (1) manual
Corrosometer/CK-3 monitoring system, and (2) automated ER corrosion probe
monitoring system. An abbreviated description of the testing protocol for each
of these tests, as well as a listing of the number and types of ER corrosion
probes exposed within each test is summarized in Table 1. As tested, all
corrosion probes were positioned at approximately 30 degrees from vertical in
the salt fog test chamber.

Measurements from the individual corrosion probes, using both the manual and
automated systems, were recorded three times a day throughout the duration of
the scheduled exposure period. Individual corrosion rate profiles were
generated directly from these measurements, along with temperature profiles
that were produced from the temperature data recorded for inside and outside
the salt fog chamber. Collectively, these individual profiles were used to
characterize the sensitivity, accuracy and reliability of the response data
acquired from each of the monitoring systems.

Post-test optical microscopy and metallographic cross-sectional analysis
techniques were used to characterize, as well as quantify the corrosion attack
which was noted on both the test and reference elements of the individual
corrosion probes. Also included in the analyses was an assessment of the
level of protection afforded by each of the coating systems that were applied
to each of the tested probes.

Aircraft Environment

The "in-service" performance quality of a prototype version of the automated
ER corrosion monitoring system was to be determined after 15 months of exposure
onboard a single H-53 helicopter (S/N 69-5784). This particular aircraft was
selected by the Air Force because of the followng:

It was undergoing major depot maintenance at the
Pensacola Naval Air Rework Facility (PNARF) in
Pensacola, Fl.
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0 It was to be comissioned to a seacoast
installation where the corrosivity index will be
higher than most inland installations.

* It contained several corrosion prone areas or
"hot spotsm, which are difficult to access during
routine inspection intervals.

In addition, the corrosion probes and monitoring system would be subjected to
the adverse operating conditions (i.e., vibration, shock and salt water
contamination) which are characteristic to many rotary winged aircraft.

A total of four ER corrosion probes, three temperature thermistors and one
data logger/acquisition system were instrumented on the H-53 helicopter.
Figures 3a and 3b serve to document the plac~ement of two corrosion probes (one
chromated only and one chromated/primed/topcoated) and one thermistor on the
internal surfaces of the structural skins (F.S. 320 - V.L. 90) of the RH
sponson tank. A second set of two probes (one chromated and one
chromated/primed) and one thermistor were mounted to the internal surfaces of
fuselage panels which are located beneath the center floor section of the
aircraft. Figures 4a and 4b document the location (i.e., F.S. 520 - W.L. 87),
as well as orientation and placement of the probes within this section of the
aircraft. As shown in Figure 4a, this area is adjacent to the hinged section
of a cargo ramp, which entraps a significant amount of moisture (i.e., seawater
and condensate) during normal service. A review of the maintenance records
for this aircraft indicated that the airframe structures in this latter area
and the area beneath the fuel bladder (RH sponson tank) incur appreciable
amounts of corrosion attack after limited service exposures.

The orientation and placement of the data acquisition system and/or cabinet
within the cabin section (i.e., F.S. 422-442 and W.L. 140) is detailed in
Figure 5. As shown, the hermetically sealed cabinet was securely mounted to a
pair of stabilizer webs which were riveted to both the fuselage panel and two
support stringers. The electrical connector (probe and thermistor) ports are
located at the bottom of the cabinet.

RESULTS AND DISCUSSION

Laboratory Environment

All corrosion probe measurements that were recorded by the two monitoring
systems, during each of the three accelerated laboratory tests, are graphically
sumarized In Figures 6 to 8. As presented, the measurements are plotted as a
function of exposure time.

A review of the data summarized within each of the summary plots yields several
obvious conclusions. Specifically, the monitoring systems confirmed that the
test elements on the chromated (NIL-C-5541) corrosion probes, exposed to
Tests 1 and 3 (Figures 6 and 8), incurred significant corrosion attack. As
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shown in Figure 6a, the single probe tested In the ASIN Bl7 test environment
began to detect corrosion attack after 250 hours of continuous exposure. The
photomicrographs in Figures 9a and 9b serve to illustrate the level of pitting
and/or intergranular corrosion attack, which was confined within two separate
metallographically cross-sectioned areas on the test element of this probe.
As shown, the upper and lower surfaces of the element had incurred corrosion
attack after the scheduled exposure period. By comparison, both of the
achromated-onlya probes tested in the ASTN B368 test (i.e., Test No. 3)
detected the onset of corrosion after only 30 hours of exposure. These probes
were removed from the test chamber after 200 hours of exposure, and
metallographically cross-sectioned. Figures 10 and 11 serve to document the
level of attack to both test elements from these probes.

The data recorded for the chromated probe, which was exposed to the corrosive
environment of Test No. 2, indicates that the test element on this probe did
not corrode during the scheduled 500 hour test exposure. The suspected reason
for this observance is related to the cyclic nature of the test exposure.
Specifically, the dryout period that was included in each 1-hour test cycle
caused all corrosion products and/or films which formed on the surface of the
probes element to dry. This intermittent drying served to retard both the
initiation and growth of corrosion attack on this probe's test element, as
well as the test elements for the balance of the probes (i.e., primed and
primed/topcoated) that were exposed to this particular corrosion test.

The data scatter measured by the automated monitoring system, during Tests 1
and 2 for the 0-100 hour measurement Interval, was related to (1) temperature
fluctuations within the test chambers, and (2) externally induced electrical
noise generated by various electronic test instruments. Specifically, several
strip-chart recorders, in-line filters, and electrometers were connected,
disconnected and reconnected to the Interface circuits during this particular
time period. The measurements made using this equipment served to calibrate
the monitoring system, and also adjust its measurement sensitivity as a
function of environmental variability.

The response measurements recorded for the coated (i.e., chromated/prmed
and/or chromated/primed/topcoated) probes that were exposed to the two ASTN
Bl17 tests (i.e., Tests 1 and 2) suggest that the test elements on these
probes had incurred a minimal amount (I.e., 0.05 mpy) of corrosion attack.
This result was confirmed by both corrosion probe monitoring systems and the
post-test examinations (visual and microscopic) that were performed on the
individual probes. Conversely, there were areas of localized pitting and/or
intergranular corrosion attack detected on the coated elements of several
corrosion probes that were exposed to the ASTN B368 corrosion test. The
results attained from this latter test were expected when considering the
aggressiveness of the test solution.

Aircraft Environment

To date, no corrosion probe data has been retrieved from the automated ER
monitoring system that was installed on the H-53 helicopter selected to
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participate in this program. The reasons for this limitation are related to
the fact that at this time the aircraft has not yet been commissioned to
"active" flight status.

CONCLUSIONS

The results from the laboratory testing that was conducted on the two ER
corrosion probe monitoring systems confirm that the automdted system is capable
of automatically monitoring the corrosivity of an environment, as well as
detecting corrosion attack. Actual response data recorded using this system
were statistically similar to the data recorded by the manually-operated
Corrosometer/CK-3 monitoring system. The data suggests that the automated
system is sensitive to moderate temperature and time-of-wetness fluctuations,
which are inherent to highly corrosive environments. The scheduled
installations of several prototype versions of the monitoring system into
"flight-active" aircraft systems will verify the systems operational
performance accuracy and reliability.
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FIGURE 1. PHOTOGRAPH OF CORROSOMETER' ELECTRICAL
RESISTANCE (ER) CORROSION PROBE
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FIGURE 2. FUNCTIONAL BLOCK DIAGRAM OF ELECTRONIC DATA LOGGER/ACQUISITION
INSTRUMENT USED BY AUTOMATED CORROSION PROBE MONITORING SYSTEM
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(a) R.H. Sponson Tank (Arrows Indicate Placement
of Corrosion Probes)

(b) Coated and Uncoated ER Corrosion Probes

FIGURE 3. iHOTOGRAPHS DOCUMENTING PLACEMENT AND ORIENTATION
OF ER CORROSION PROBES WITHIN THE R.H. SPONSON
TANK OF AN H-53 HELICOPTER (S/N 69-5784)
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(b) Coated and Uncoated ER Corrosion Probes

FIGURE 4. PHOTOGRAPHS DOCUMENTING PLACEMENT AND ORIENTATION OF
ER CORROSION PROBES WITHIN THE LOWER FUSELAGE SECTION
OF H-53 HELICOPTER (S/N 69-5784)



FIGURE 5. PHOTOGRAPH DOCUMENTING ORIENTATION AND LOCATION
OF DATA ACQUISITION SYSTEM WITHIN CABIN AREA
OF H-53 HELICOPTER
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(a) Cross-Section of Chromated Only
Test Element

(b) Severity of Pitting and Intergranular
Attack

FIGURE 9. MICROGRAPHS DOCUMENTING CORROSION ATTACK
TO TEST ELEMENT OF CHROMATED CORROSION
PROBE, AFTER 250 HOURS OF ASTM B117-85
CORROSION TESTING
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FIGURE 10. MICROGRAPH OF PITTING AND INTERGRANULAR CORROSION
ATTACK THROUGH CROSS-SECTIONED AREA OF PROBE NO. 5,
AFTER 30 HOURS OF ASTM B368-85 CORROSION TESTING

FIGURE 11. MICROGRAPH OF PITTING AND INTERGRANULAR CORROSION
ATTACK THROUGH CROSS-SECTIONED AREA OF PROBE NO. 6,
AFTER 30 HOURS OF ASTM B363-85 CORROSION TESTING
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DEVELOPMENT OF A MULTIPLE ELEMENT SENSOR FOR
LOCALIZED CORROSION OF STAINLESS STEEL

Timothy P. Anguish, Paul V. Janavicius, Jm H.

Department of Materials Science and Engineering
Case Western Reserve University

Cleveland, Ohio 44106

ABSTRACT

Sensors manufactured by microelectronic fabrication techniques can measure corrosion rates
directly or determine effectiveness of corrosion control systems. Various sensor elements are
described. The combination of multiple-dement sensors and data bases for corrosion behavior
provides a powerful technique to enhance durability and reliability of equipment and
structures. An application of this technology for localized corrosion is described.

INTRODUCTION

The annual cost of corrosion for the United States is estimated to be 4.2 percent of the Gross National
ProducL' Improved methods to monitor corrosion and to forewarn of corrosive conditions could greatly
reduce the costs of corrosion. Projects are underway at Case Western Reserve University to develop
corrosion sensors using microelectronic techniqtues.

Recent advances in microelectronic fabrication make it possible to reproducibly manufacture planar sensor
elements. Typical fabrication methods include etching, vacuum deposition, crystal growth, diffusion, and
micromachining. Photolithography for chemical etching and the use of stencils and masks for film deposition
provide precise control of the size and geometry. Mniaturized devices based on conductors, semiconductors,
and dielectrics can be wade by both thick film and thin film iechniques Typical devices include Ag/AgCI
chloride sensors, Nafion coated Ag/AgCI reference electrodes, thermistors, resistance temperature detectors,
Pd/PdO pH sensors, and ion selective field effect transistors.

Corrosion processes are controlled by the combination of the corrosion resistance of the .metal and the
corrosivity of the environment. The corrosivity can be defined by several parameters. Where a data base for
the corrosion behavior of a metal is available in terms of these parameters, sensors to monitor the
environment can be used to warn of incipient corrosion. For stainless steel in chloride solutions, the critical
parameters are temperature, pH, chloride concentration, oxygen concentration and oxidizing potential. This
paper describes the development of a multi-element sensor to monitor corrosion of stainless steel in chloride
solutions.

Multiple Controlling Parameters Determine Corrosion Rate

Multiple controlling parameters control most corrosion reactions. Typical parameters include potential,
temperature, pH, chloride concentration, and oxygen concentration. The effects of these parameters on
corosion rate are discussed below.

Pitting of stainless steel in chloride solutions increases as the solutions become more acidic. Figure 1 shows
the effec, of pH on critical pitting potential for 18-8 stainless steel.' The pitting potential is lowest for pH to
6 and thea rises rapidly with increasing pH. The potential-pH (Pourbaix) diagrams for a metal provides en
indication of the effect of pH on the corrosion behavior of a metal.'

The potential of a metal it, solution can indicate its tendency to corrode. The potential is governed by both
the specific oxidizing power of the constitutnts and by the concentration of the constituents in solution.
Changes in the concentration can stimulate the formation or dissolution of protective films. Figure 2
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illustrates the typical relationship between potential and corrosion rate of an active metal' As the potential
becomes more positive, the corrosion rae of the metal increases. The relationship between potential and
corrosion rate for an active-passive-transpassive metal is shown in Figure 3 Where the anodic polarization
curve is known, the potential of the metal in the solution can be monitored to determine the corrosion state.

Temperature affects a corrosion reaction in a number of ways! The solubility of species important to the
corrosion reaction is temperature dependent, and a change in temperature can have a prominent effect on the
concentration. The corrosion of iron in a system open to the atmosphere is shown in Figure 4? The
corrosion rate increases linearly with temperature to near the boiling point where the corrosion rate decreases
sharply. This decrease is attributed to the decreasing solubility of oxygen at boiling, and the resultant
decrease in rate of the cathodic process. Corrosion reactions that are controlled primarily by the process of
metal oxidation will have a temperature dependence which is reflected by an Arrhenius expression.

r - A exp (-E/RT)

Where r is the corrosion rate, A is a constant, E is an activation energy, R is the gas constant, and T is the
absolute temperature. This behavior is shown in Figure 5? A rule-of-thumb is that the corrosion rate
doubles for each 10C increase in temperature.

The effect of chloride on the corrosion of stainless steels is shown in Figure 6. Increasing chloride
concentration decreases the pitting potential of 18-8 stainless steel.' The corrosion of carbon steels in the
presence of oxygen is another example of the effects of solution chemistry. As the amount of oxygen in
solution is reduced the corrosion rate is reduced.

The complexity of the interdependence of variables in a corrosion reaction is apparent. It is difficult to
predict corrosion behavior in dynamic situations. This makes it necessary to monitor the relative corrosivity
of the solution in order to avoid the degradation and eventual failure of component materials. The use of
multiple sensors in conjunction with the currently available databases can be used successfully to prevent
unexpected failures. Presently there is a large database on corrosion behavior. The corrosion behavior of
commonly used metals has been well documented. These data are useful in determining the regions of safe
and unsafe operation with respect to solution corrosivity.

Microelectronic Sensors Monitor The Controlling Parameters

A sensor is one or more transducer elements used to monitor a system. Transducer elements are devices that
convert physical, chemical, or electrochemical characteristics of a system to electrical signals.

For corrosion applications, transducers sensitive to temperature, concentration of aggressive species, pH,
aeration conditions, electrode potential, changes in weight, etc. are of interest. For any corrosion system an

* array of various transducer can be arranged to generate electrical responses that give information on the
corrosion conditions in the system at any time. If real-time information on the corrosion conditions is
obtained, corrective actions can be initiated before serious damage to the system occurs. The use of such
sensors prevents damage to equipment and results in savings from reduced replacement costs and shorter
down times.

There ar, two types of transducers in a corrosion system, inactive and interactive elements. An inactive
olement takes input from the system and generates signals. Interactive sensing elements are output/input
devices which pertub the system while measurements of the response are made. The two types of elements
require different circuitry. Inactive elements only require electronic measurement circuitry, while interactive
elements requite signal generation and measurement cir-cuitry. A transducer element for real-time
measurements of corrosion is a direct sensing element. Indirect measurements determine corrosion based upon
environmental variables rather than direct measurement of corrosion.

Two approaches apply to the manufacture of a multi-element sensor, modular or integrated. In a modular
design, individual elements are manufactured separately and are combined by fixing to a support structure.
An integrated design manufactures the elements directly on a common substrate. Advantages of modular
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design include the ability to combine a wide variety of devices; each manufactured by a fairly simple process.
Modular design avoids the affect of the production of one element having a detrimental effect on another
element. An integrated design on the other hand would be advantageous for high production runs and can
favor smaller sensors.

Several seasing elements are described here. A working electrode on a sensor can be made of the metal of
interest. A surface of the equipment can be monitored, the metal can be deposited on an inert substrate by
either thick or thin film techniques, or the metal electrode could be cut from a bulk sample and attached to
an inert substrate.

The potential is an important piece of information for determining corrosion of a metal. The potential is
measured with respect to a reference electrode. A common reference electrode involves a "Metalllnsoluble
Metal Salt Ionic Solution (reversible species)" reaction, e.g.

MAn + e = M + An

where M is a metal atom and An is an anion and e is an electron.
The potential of an electrode is given by the Nernst equation

E = E. - (2.303RT/F)Iog a,,.

where E is the potential, E. is the standard half cell potential with respect to hydrogen, R is the gas constant,
T is the Kelvin temperature, F is Faraday's constant, and a, is the activity of the anion in the solution.
Large, conventional, reference electrodes maintain solutions with known ionic activity. When electrode size is
reduced, a problem arises in maintaining a known ion concentration around the electrode while having
conductivity with the corrosive solution. A remedy to this problem is to use a polymer coating on the metal
which immobilizes the anions but is permeable to cations! The polymer is saturated with a known
concentration of anions to keep the activity constant The life of many currently available reference
electrodes is short, but further development of electrodes and membranes will extend lifetimes.' An example
of a reference electrode currently used is the silver/silver chloride (Ag/AgCI) system. A silver substrate is
polarized in .IN HCI at 1.0 V for 30 seconds to produce AgCI on the surface of the Ag elecrzode1 A
coating of Nafion saturated with NaCI can cover the electrode to maintain a constant activity of cb ,ride ions.

There are several single-component sensors currently available which give information on specific aspects of
the corrosivity of an environment. These include temperature, pH, chloride, oxygen, and other ion-sensitive
sensors. By selecting individual elements a wide variety of conditions can be monitored in almost any
corrosion system.

Several different transducers can be used to measure temperature. Diodes, transistors, integrated circuits (IC),
thermocouples, resistance thermometers, and thermistors are a few devices currently used for temperature
measurements.' If a modular design of a multi-element sensor is utilized, any of these devices could be used.
A resistance thermometer or resistance temperature detector (RTD) is most suitable in terms of micro-
fabrication methods.

A transducer sensitive to pH is based on the potential of a metal/metal oxide reversible reaction. The
electrochemuical reaction for the reduction of a metal oxide is given by

MO + 2H" + 2e = M + H O

where M is a metal atom, and 0 is oxygen. The potential of this electrode is Nemstian and is controlled by
temperature and pH

E = E.- (2.303RT/F)IpH]

The meta!/metal oxide system chosen for the electrode may be affected by the presence of other aggressive
species in the system. An example of this is the paIadium/palladium oxide (Pd(PdO) electrode which is
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unsuitable in electrolytes containing CiV ions since the chloride causes dissolution of PdO. A cation permeable
membrane can be used to protect the electrode but the life of the electrode will be limited by the durability
of the membrane!","

An ion-sensitive element can be made for a redox system involving the ion of interest. The potential will
be Nernstian and will depend on the activity of the ion in solution. For a chloride sensitive element a
Ag/AgCI electrode is exposed directly to the electrolyte.2 Ion-selective electrodes can also be made from
monitoring the potential of an inert electrode. The fenic/ferrous ion system is an example of a redox couple
which has been monitored by measuring the potential of a gold electrode versus a reference electrode. These
two examples are inactive or potentiometric in nature, and the potential of the electrode is measured against a
reference electrode.

Interactive sensors can also be used to determine the amount of a species in an environment. A three
electrode oxygen sensor has been developed." The sensor consisted of two three pronged gold electrodes and
a Ag/AgCI electrode. A square mesh geometry with 24 interconnected gold microelectrodes is fabricated on
one electrode. Using the meshed gold electrode as a working electrode, the bare gold electrode as a working
electrode and the Ag/AgCI electrode as a reference (chloride concentration was known), the reduction of
dissolved oxygen to hydroxyl ions was monitored using polarograms or V-I scans. A plateau was observed in
the current which corresponded to oxygen concentration. The current measured at a polarization of 0.8 V for
300 s also corresponded to oxygen concentration.

Other ion-selective elements use FET's that are connected to ion selective membranes. These devices are
known as ion selective field effect transistors (ISFET) or chemical field effect transistors (ChemFET). The
gate potential of the FET is affected by ion exchange at the membrane anolyte which in turn changes the
conductance of the FET. The durability of the ion selective membrane and the packaging of the PET are key
factors affecting the application and life of the ISFET.

Two ways to measure corrosion directly are linear polarization and resistance measurements. Linear
polarization is an interactive technique in which a small voltage pulse is applied between two electrodes while
the current is monitored. The ratio between the voltage and the current is the polarization resistance and can
be related to fe corrosion current. The corrosion current can be converted to a mass loss rate." Electrical
resistance can be used to determine the thickness of a metal foil. Measurement of resistance is straight
forward and the resistance change can be converted to weight loss or corrosion rate. Direct measurements of
corrosion are useful in cases where uniform corrosion limits the lifetime of the material. Localized corrosion
limits the applicability of these methods.

DISCUSSION

A multi-element sensor is being developed to monitor the localized corrosion of 316 stainless steel used in
bleaching processes. The high chloride concentration is conducive to pitting, and several studies have been
made as to the controlhing parameters." ," A model was developed by Matamala relating the pH, temperature,
and chloride concentration to the critical pitting potential of 316 stainless steel." This relationship was
determined using anodic polarization to measure pitting potentials. Equations relating pitting potential to pH,
temperature, and chloride content were obtained using linear regression. An equation is shown below.

E, = 2570 - 5.8IT + 0.07 pH - 0.49 T log[Cr

Where E, is the critical pitting potential in millivolt. versus a saturated calomel electrode, T is the absolute
temperature, and [CI-I is the concentration of chloride in parts per million. Plotted in three dimensions this
equation defines a surface above which pitting occurs and below which pitting does not occur. A diagram of
this surface at constant pH is shown in Figure 7. The values of parameters measured by the multi-element
sensor can be compared to this surface to indicate the behavior of 316 SS.

The position of the surface boundary between no corrosion and pitting depends upon alloy composition. In
general, the surface moves to higher values as the ickel, chromium and molybdenum concentration of the
alloy increases. The effect of increasing corrosion resistance of the alloy is shown in two dimensions in
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Figure 3. Me cqopecd bdaaivior of a sam of alloys can be determined where a data base is available for
tsnu om am d I Fers of the soluion.

In a biceing Iuu n t is inIy-w-toa avoid conditions conducive so ping A sensor containing a
woiking electrode of 316 stainles sibed, an RTD tempeature sensor. a pH elecrode, a coated Ag/AgCl

IuaicDe ecto*, and a AgJAgCI chloride seunsor is in the initial stas of devlekipt. A modular design
duwn saemstallin Flgue 9 is bieing used during the developmental stages. An integrated design would

be alqtpmI nlkr dhe pmpicr procssig sequencc: has been detrinmed. The sensor is encapsutd a polymer
for piolecton uid caw of phiecane (figure 10). The multi-elemreut sensor can be mounted ;o monitor the
bmI F arn of a meta ounpon or mounted directly so monitor the behavior of the equipmcnL

CINwSKN
Sensors: cmn be used so cawiro the high cost of corrosion. Measurements of Ore corrosivity of the system or
direct measurements of corrosion can be male with various transducer elements. Corrosion systems rarely
dqeen an one vaiahl radher, acmpmamr pH1. concentration of aggressive species, and electrode potential
ut vaiables dig determine the corrosion behavior of a system.

Multil ~im aueats of the cormvity of a solutio can be made using an aray of transducers which ame
sensitive a), specific permcrs of a corioive system A modular or integrated decign can be apled to the

consrucionof nmkli-lent sensors. Modular design allows the construction of a wide variety of multi-
eenm sanr from a smock of singlecomponent sensors. Integrated design, on dre other hand, is suitable

for high production runis and sensos of reduaced size. Transducers which are crrently available have limited
lifeUne toa the ifuability of polymer coatings, interconnects, and adhesives.

The variables that affect the corrosion rate of a specific system can be found in existing data bases prior to
sensor design. Fcr 316 stainless Mtels used in the bieaching processes, pitting is the corrosion process that
imits the lifetime of maserial The environment in te process can be monitored using a working electrode
of 316 stainless sted. a coated Ag/AgCI reference electrode, a temperature transducer, a Ag/AgCI chloride
sensor. and a pH electrode. By monitrig these puuaneters the critical regions where pining is pirobable can
be avoided. The monitoring of critical parameters can be applied to most corsion systems, for the control
of the high cost of corrosion.
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AEROSPACE MATERIALS LABORATORY TRIBOLOGY OVERVIEW

Alfeo A. Conte, Jr.

Naval Air Development Center
Warminster, Pennsylvania 18974-5000

ABSTRACT

A brief overview will be presented on the work performed
at the Aerospace Materials Laboratory of the Naval Air
Development Center in the area of tribology.

Without functional high temperature lubricant/bearing
systems, advances in aerospace propulsion technology will be
severely limited. Advanced Naval aircraft propulsion systems
will be required to operate at temperatures outside the
performance range of metals. Ceramics are being proposed for
this application because of their ability to maintain high
hardness at elevated temperatures and thus support heavy
loads. The tribology of ceramic materials however, has not
been as thoroughly explored as that of metals and is still in
it's infancy. The fundamental tribological characteristics of
ceramics resemble glasses more than metals in that there is a
strong tendency for ceramics to fracture rather than
plastically deform under impact load. Failure is usually via
micro and/or macrofracture processes. A basic understanding
of ceramic failure mechanisms and processes that contribute
to failure are being studied for rolling, sliding and
oscillatory contacts as a function of temperature, motion and
load. Silicon nitride, silicon carbide and zirconia have been
identified as potentially useful materials for further study.

Lubrication above 350 C will be limited to solids. Several
approaches are possible utilizing films, composites, powder
lubrication or ion implantation techniques. The primary
driving factor for the selection of a lubricating material is
long term high temperature (750 C) stability coupled with
inherent lubricity especially in oxidative environments.
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Other important considerations include strong adhesion of

.3,irface films or replenishment techniques which will meet
du~ability requirements. Cvrrent widely used lubricating
solids are lamellar materials such as molybdenum disulfide
and graphite. These materials are deficient in resistance to
oxidation (400 C and 600 C), respectively. New directions
tzvard research in the realm of high temperature lubricating
materials i'3 urgently n(eded. Intercalated graphite,
phthalouyanifie complexes and Schiff's oases are examples of
materials with potentially improved lubricating
charactoristics.

A method based on a new corrosion sensor, has been developed
to quantitatively determine the corrosion resistance behavior
of lubricants. It is based on the electrochemical concept of
measuring the corrosion current generated by a galvanic
couple beneath a thin oil film. The magnitude of this current
was found to be directly related to the effectiveness of the
oil film in preventing corrosion. This method represents an
interesting alternative to standard procedures that are now
being used to determine the corrosion inhibiting properties
of thin oil films. The advantages in the use of the probe
compared to alternative techniques are the quantitative
nature of the probe, ease in accelerating the test procedure
and extremely high sensitivity.

Sensor probes located in the pump housing of an experimental.
aerospace coolant/dielectric system are malfunctioning
causing the system to "shut down". Corrosion of the sensors
and possible arcing had been reported. The fluid used in this
system is a perfluorinated hydrocarbon conforming to MIL-H-
81829 spec .ication. An investigation of used fluid property
changes viscosity, specific gravity, dielectric strength,
volume resistivity and hydrolytic stability) revealed that no
degradation of the fluid had occurred as a result of system
usage or contamination. Qualitative corrosion tests with
52100 steel coupons immersed in fluid contaminated with water
showed that water intrusion can cause corrosion and that the
fluid by itself does not contribute to corrosion. Examination
of a corroded needle valve revealed corrosion at both the
"entry" and "exit" ports. Corrosion was more evident on the
"entry" port although the "exit" was also onsidered to be
severely corroded. Corrosion progressed outward along the
threads to a point where the connecting lines were attached.
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The corrosion product (red rust) was found to be similar to
that produced in laboratory tests. From the results of this
investigation it was concluded that the perfluorinated fluid
is stable in the presence of copious quantities of water and,
any corrosion observed in the system is considered due solely
to water intrusion and not chemical breakdown of the fluid.

A particular US Navy problem which has been at the forefront
of maintenance attention for over a decade, involves the use
of 2-ethyl-l-butyl silicate ester (2-EBSE) in airborne radar
systems. Contamination of the radar system with alcohol and
silica called for immediate maintenance procedures to
alleviate or eliminate this problem. These costly procedures
have controlled the problems somewhat but have not eliminated
them. The search for a replacement fluid led the US Navy to
propose the use a polyalphaolefin (PAO) based fluid which
possessed all of the desirable properties of a good
coolant/dielectric fluid and in addition was considered to be
hydrolytically stable. Interest in this candidate fluid was
also expressed by the US Air Force which also has the
identical problem as the US Navy, but not to that great of an
extent. As a result of work performed in the area of
coolant/ dielectric fluid technology, PAO based fluids are
now being proposed as a replacement for currently used
silicate ester coolant/dielectric media in US military
aircraft radar systems. Silicate esters are known to be
hydrolytically unstable, forming solid contamination (Si02),
which is attracted to electronic components and alcohol,
which posses a fire hazard threat. PAO fluids are synthesized
hydrocarbons which are hydrolytically stable and offer
improved fire-resistance, heat transfer capability and
lubricity compared to silicate ester fluids.

Finally, grease lubricated bearing failures due to corrosion
will be discussed.
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DEVELOPMENT OF LABORATORY TEST
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Abstract

In the performance of qualification testing of weapons
lubricants conforming to MIL-L-63460, "Lubricant, Cleaner
and Preservative for Weapons and Weapons Systems" (CLP),
it was noted that the candidate lubricant's ability to
pass standard laboratory salt spray and humidity cabinet
tests did not necessarily reflect its ability to pass the
"M60 Salt Water Immersion Firing Test". This paper deals
with the development of laboratory tests which appear to
predict the ability of a CLP type lubricant to prevent
failure in the firing test. Steel panels treated with
different CLP lubricants were exposed to the ignition by-
products of a propellant and subjected to various types of
laboratory simulated high humidity conditions in order to
assess which test methods would reliably predict the CLP's
ability to protect against corrosion due to the propellant
by-products.

INTRODUCTION

When a company wishes to have its weapons lubricant qualified under Military
Specification MIL-L-63460 "Lubricant, Cleaner and Preservative for Weapons and
Weapons Systems" (CLP), the product must successfully meet all requirements of
the specifi.ation. Two of the laboratory test requirements which qauge a
CLP's corrosion prevention ability are the salt spray resistance test
described in F.deral Test Method Standard No 791 Method 4001 and protection
from rust in' the humidity cabinet described in ASTM D 1748. Although two
candidate CLP lubricants passed all laboratory test requirements in the
specification, they did not provide sufficient corrosion protection to the M60
machine gun ;p the salt water immersion gun firing test requirement. The
conducting of live firing qualification tests is a lengthy and expensive
process, thus it was decided that a laboratory test to simulate the salt water
immersion gun test would be developed to assist in screening out inferior CLP
candidate lubricants prior to testing on the M60 machine gun.

576



Initial investigation revealed that subjecting CLP treated steel panels to
heat alone did not serve to duplicate the results observed in the gun firing
tests. It was not until treated panels were exposed to the ignition by-
products of propellant and exposed to laboratory simulated high humidity
conditions that results were seen paralleling the results observed in the salt
water immersion gun firing tests.

EXPERIMENTAL PROCEDURES

Test Panel Preparation

Steel panels, as called for in ASTM D 1748 "Rust Protection by Metal
Preservatives in the Humidity Cabinet", were cleaned in a heated bath of
hexane followed by immersion in a bath of hot methanol. After cleaning, the
panels were sloshed in a beaker of the test oil for one minute and allowed to
drain for two hours. They were then sloshed in a five percent aqueous sodium
chloride solution for one minute and allowed to drain another fifteen minutes.
After draining, each panel was suspended, test face down, two inches above a
porcelain evaporating dish containing three grams of the double base small
caliber propellant WC844. The propellant was ignited, exposing the test face
of the panel to the hot propellant by-products. Following this the panels
were exposed to the following controlled high humidity conditions:

1. The humidity cabinet described in ASTM D 1748. Temperature was ftaintained
at 1200F.

2. An environmental chamber utilizing wet and dry bulb temperature controls.
Both wet and dry bulb temperatures were maintained at 1200F in order to
achieve an atmosphere of condensing humidity.

3. Static humidity chambers consisting of distilled water in glass
desiccators. Temperatures of the chambers varied during the investigation.

Test Panel Inspection

Upon completion of the exposure in the high humidity environments, the panels
were removed, wiped lightly with tissue paper soaked with petroleum ether and
observed for rusting on the test faces. Corrosion was considered significant
only if the rust spot was 2mm or greater and involved visible pitting or
etching of the metal. Rusting of the panels within 1/8 inch of 'their edges,
rust spots smaller than 2mm and staining of the panels were not'considered
significant corrosibn.

I

The balance of the dxpbsure times of the test panels to the high humidity
conditions was for a 96 hour period. A round of testing usually consisted of
three panels conditioned with the test lubricant and propellant by-products.

577



DISCUSSION

The investigation involved the use of four different CLP type lubricants. Two
of the test lubricants, labeled A and B, were candidate CLP oils which
successfully met the salt spray and humidity corrosion protection requirements
of MIL-L-63460, yet failed to pass the salt water immersion gun firing test.
The other two lubricants, labeled C and D, successfully met all corrosion
protection requirements.

Results With The ASTM D 1748 Humidity Cabinet

Exposure in the humidity cabinet of the panels coated and conditioned with the
two inferior CLP lubricants A and B and the WC844 propellant residue failed to
produce extensive corrosion on the panels even after an extended period of
time (Tables 1 and 2). Because of the poor results obtained with the ASTM D
1748 Humidity Cabinet, its use was discontinued after conducting a few rounds
of tests.

Results With The Environmental Chamber With Wet And Dry Bulb Controls

Panels coated with lubricant A and exposed to WC844 propellant ignition by-
products consistently showed significant corrosion when conditioned in the
environmental chamber. Only one panel in the three rounds of tests conducted
failed to show significant corrosion (Table 3). Panels treated with the other
inferior CLP lubricant B paralleled these results. As seen in Table 4, only
one panel in four rounds of tests did not corrode.

The data for three rounds of tests using panels coated with lubricant C are
shown in Tabel 5. No panel exhibited significant corrosion even after eight
days exposure in the environmental chamber. As seen in Table 6, results for
lubricant D parallel those of the other acceptable CLP lubricant in that no
significant corrosion was noted on the test panels even after eight days
exposure in the environmental chamber.

Results With The Static Humidity Chambers

The successful use of static humidity chambers to duplicate the corrosion
results observed in the salt water immersion gun test is desirable because the
commercial companies submitting CLP candidates would have the means to screen
their own products at a modest cost prior to submission for qualification
testing. The environmental chamber utilizing dry and wqt bulb controls is a
relatively expensive apparatus not usually found in a commercial company's
laboratory.
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Static Humidity Temperature of 75°F

The first round of test panels treated with lubricant A and WC844 propellant
ignition by-products failed to show significant corrosion even after a period
of 14 days in the static humidity chambers (Table 7). It was decided to try
this test procedure with the covered desiccators placed in the oven at
elevated temperature.

Static Humidity Temperature Of 1300F

Test rounds two, three and four (Table 7) showed that placing .overed
desiccators containing the lubricant A treated panels in an oven maintained at
130°F resulted in rusting of at least one of the test panels in each of these
three rounds, however, the corrosion was not very extensive. In the case of
panels coated with lubricant B and exposed to the propellant by-products,
Table 8 shows that in the first four rounds of tests, only two test panels in
round two exhibited significant rusting.

Static Humidity Temperature Of 130 0F and 750F

To promote corrosion of the treated test panels, it was decided to employ
cyclic conditions in the static humidity chamber test procedure. After
initially placing the covered chambers in the oven at 1300F overnight, the
chambers were removed in the morning, left uncovered at room temperature for
six hours, then again covered and placed in the oven overnight. This cycle
was performed for the duration of the test.

For the test panels treated with the inferior CLP lubricants A and B,
corrosion increased dramatically. For test rounds five and six of lubricant A
(Table 7) and rounds five and six for lubricant B (Table 8), only one test
panel treated with lubricant B failed to exhibit significant corrosion.
However, for test round seven, involving both of the inferior labricants in
the cyclic static humidity chambers, no corrosion appeared on any of the
panels.

Test panels treated with the two qualified CLP lubricants C and D showed no
significant corrosion after a round of environmental cycling in the static
humidity chambers over periods of 13 and 14 days, respectively (Tables 9 and
10).
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CONCLUSIONS

Humidity Cabinet Conforming to ASTM D 1748

This method does not serve to duplicate results observed in the M60 machine
gun salt water immersion firing test.

Environmental Chamber Using Wet and Dry Bulb Controls

Results of this study show this method to be the best for predicting the
ability of a CLP type lubricant to protect against corrosion in the M60 salt
water irmersion gun test. Results of this method consistently agreed with
those observed in the actual M60 qualification firing tests. As a result,
this test method was incorporated into the qualification test section of MIL-
L-63460.

Static Humidity Chambers

With the exception of the last round of tests performed with the inferior CLP
candidates A and B, this method appears to be a reliable alternative to the
use of the environmental chamber. However, further testing would be required
to be conducted with the four test lubricants in order to have full confidence
in this method's ability to consistently predict the ability of a CLP
lubricant to prevent corrosion in the M60 salt water imersion firing test.
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Table 1. Lubricant A in ASTM D 1748 humidity cabinet

Test duration
Test round Test specimen (days) Extent of corrosion

1 1 4 None

2 11 None

3 11 None

2 1 18 One rust spot

2 25 None

3 25 None

Table 2. Lubricant B in ASTM D 1748 humidity cabinet

Test duration

Test round Test specimen (days) Extent of corrosion

1 1 18 None

2 18 None

3 18 None

581



Table 4. Lubricant B propellant in environmental chamber

Test duration
Test round Test specimen (days) Extent of corrosion

1 1 4 Rusted area: 16 x 13mm

2 4 Rusted area: 55 x 13mm

3 4 Rusted area: 23 x 21mm

2 1 4 17 rust spots

2 4 20 rust spots

3 4 20 rust spots

3 1 4 Rusted area: 33 x 32mm
and one rust spot

2 4 Rusted area: 43 x 19mm
and one rust spot

3 4 None

4 1 4 Rusted areas:23 x 10mm
15 x 10mm, 10 x 8mm
6 x 5mm and six rust

spots

2 4 One rust spot

3 4 Rusted areas: 16 x 10mm
and 4 x 2m
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Table 3. Lubricant A in environmental chamber

Test duration
Test round Test specimen (days) Extent of corrosion

1 1 4 Rusted area: 50 x 25mm

2 4 Rusted area: 37 x 4mi

3 4 Rusted area: 57 x 30mm

2 1 4 Five rust spots

2 4 Six rust spots

3 1 4 Rusted areas: 10 x 5mm
and 9 x 8mm, and three
rust spots

2 4 None

3 4 Rusted area: 9 x 8mi
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Table 5. Lubricant C in environmental chamber

Test duration
Test round Test specimen (days) Extent of corrosion

1 1 8 None

2 8 None

3 8 None

2 1 8 None

2 8 None

3 1 4 None

2 4 None

Table 6. Lubricant D in environmental chamber

Test duration

Test round Test specimen (days) Extent of corrosion

11 8 None

2 8 None

2 1 4 None

2 4 None

3 4 None

4 4 None

5 4 None

6 4 None
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Table 7. Lubricant A propellant in static humidity chamber

Test Test Temperature Test duration
round specimen (0F + 50F) (days) Extent of corrosion

1 1 75 4 None

2 75 8 None

3 75 14 None

2 1 130 6 One rust spot

2 130 6 Rusted area: 28 x 15mm

3 1 130 4 Two rust spots

2 130 4 None

3 130 4 None

4 1 130 4 One rust spot

2 130 4 Four rust spots

3 130 4 None

5 1 130,75 4 Rusted area: 11 x Sm
and five rust spots

2 130,75 4 Rusted areas: 14 x 9nun
9 x 4m, and five

rust spots

3 130,75 4 Ru&ted area: 41 x 29mm

and three rust spots

6 1 130,75 4 One rust spot

2 130,75 4 Three rust spots

3 130,75 4 Rusted areas: 38 x 16mm
4 x 2mm, 10 x 4mm and

five rust spots

7 1 130,75 4 None

2 130,75 4 None

3 130,75 4 None
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Table 8. Lubricant B propellant in static humidity chamber

Test Test Temperature Test duration
round specimen i0F+ 50F) ( Extent of corrosion

1 1 130 4 None

2 130 4 None

3 130 4 None

2 1 130 4 One rust spot

2 130 4 Four rust spots

3 130 4 None

3 1 130 4 None

2 130 4 None

3 130 4 None

4 1 130 4 None

2 130 4 None

3 130 4 None

5 1 130,75 4 Rusted areas: 48 x 18mm
5 x 3m and two rust

spots

2 130,75 4 Rusted areas: 55 x 21mm
5 x 5mmn, and one

rust spot

3 130,75 4 None

6 1 130,75 4 Rusted area: 27 x 13m
and two rust spots

2 130,75 4 Rusted area,: 17 x l8mm
and 13 x 8 mm

3 130,75 4 Rusted areas: 47 x 22mm
7 x 5mm, and two rust

spots

7 1 130,75 4 None

2 130,75 4 None

3 130,75 4 None
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Table 9. Lubricant C propellant in static humidity chamber

Test Test Temperature Test duration
round specimen (0F + 50F) (days) Extent of corrosion

1 1 130,75 13 None

2 130,75 13 None

3 130,75 13 None

Table 10. Lubricant D propellant in static humidity chamber

Test Test Temperature Test duration

round specimen (OF + 5°F) (days) Extent of corrosion

1 1 130,75 14 None

2 130,75 14 None

3 130,75 14 None
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ABSTRACT

The soundness and comparative quality of various coatings were evaluated
with a CSEM-Revetest automatic scratch tester. These coatings were: TiB 2
on MP35N alloy, TiN on PH 17-4 steel, A120 3-SiO 2-Cr2O3 on PH 17-4
steel and Plasma Enhanced CVD-processed SiC on 4340 low alloy steel.
During scratch testing the acoustic emission signal intensity, the frictional or
tangential force and the friction coefficient were plotted versus load, as well
as time at various constant loads. Results were interpreted in terms of
coating microstructure which was investigated by optical and scanning
electron microscopy. The TiN-coated steel specimens exhibited higher
coatin cohesive and adhesive loads than the others, as well as a lower
friction coefficient, which would indicate that they would also exhibit a
better abrasive wear resistance. Significant difference in quality and
soundness was detected for TiN coatings processed by different methods.

INTRODUCTION

The U.S. Army Laboratory Command (LABCOM) and Armament, Munitions and Chemical
Comand(AMCCOM) have been developing a new high performance gun that utilizes a liquid
propellant charge. This gun, generally refeired to as the LP Gun, offers a number of advantages
over the conventional gun.This gun uses a proprietary seal design and combustion phenomena
known as regenerative technology that allows controlled combustion of a hydroxyl ammonium
nitrate (HAN)-based monopropellant to provide superior ballistic performance of the gun. This
new design, however, offers significant challenges for materials in general and seal materials in
particular. The corrosive nature of the propellant is not only detrimental to materials durability but
ensuing corrosion products quite often affect the performance of the propellant. Extreme high
temperatures and pressures in combination with thermomechanical fatigue experienced by seals
demand performance that no single material can satisfactorily deliver. Consequently, emerging
coating technology is being considered for mitigating damage under these severe
conditions.Coating processes that can satisfy the need to preserve the heat treatment, the structure
and the surface finish of the substrate were given the first priority. Accordingly, thin films
deposited by a number of vapor deposition processes were considered. A number of candidate
coatings were applied on the substrate structural materials, usually 17-4 PH steel. These coated
samples were first screened for compatibility with the LP and the successful candidates were
considered for the seals application.
Certain thin films processed by physical vapor deposition (PVD) or chemical vapor deposition
(CVD) are extensively used industrially because of their remarkable specific resistance to abrasion,
erosion, microwelding and galling, corrosion, high temperature oxidation and radiation damage,
and sticking by their lubricity, as well as for their magnetic and dielectric properties. Such coatings
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as TiC, TIN, Ti(C, N), Cr23C2, A120 3 and combinations thereof are commonly applied to
cemented carbide cutting inserts, high speed steel tools and roller bearing elements used under
severe service conditions, of either very high or low temperatures, corrosive environments and
where lubrication may be absent. Thin film-coating of tools with TiN is widely practiced because
service life between regrinding operations is then lengthened and machine down-time is reduced,
hence productivity is increased. Also, the reduced friction characteristics of TiN coatings enable
drilling speeds and feeding velocities to be increased in the order of two to three times without
significant tool wear. Drilling dynamometer traces confirmed that a coated drill requires less torque
and thrust forces (cutting and feed forces) than a conventional steam tempered twist d ill [1, 2].

Other common applications of coatings are for electrical contacts, body implants, watches and
jewelry (TiN for gold and TiC for silver colors). Deposition of TiN coatings through PVD in
vacuum, using evaporation of Ti with an electron beam or arc-discharge, as well as sputtering or
atomic bombardment to atomize the target material [3] often leads to poor adhesion to the substrate.
This problem can be overcome by plasma-assisted processes, such as PAPVD or PACVD, which
yield excellent coatings on a wide range of steel substrates.

It was realized, very early on , that in addition to providing chemical compatibility, the coating
process itself played a significant role in the eventual performance of the coating in a 30 mm LP
Gun dedicated for seal testing. Hence a screening test for evaluating variations in both the coating
proc,;ss and the resultant coating quality was needed.The structure, integrity, properties and
performance of films depend on adhesion to the substrate. Sufficiently good intrinsic cohesive
strength of the coating and adhesive strength to the substrate material yield considerably increased
tool life and performance of work-pieces. Three significant coating properties are:(l) Elastic strain
limit, which is an important parameter related to wear [4, 5]- where a high elastic strain value will
inhibit crack initiation and propagation thus reducing wear; (2) hardness, which if high is a
dominant property reducing wear (abrasive, adhesive, fretting)- most metal (Al, Ti, W, Hf)
nitrides are hard and so are their carbides, borides and oxides; (3) hot hardness which for cutting
tools should be as high as possible. Ceramic coatings deposited by PVD or CVD techniques
should, therefore, be desirable by providing additional advantages of : (a) Good resistance to
abrasion; (b) low friction coefficient, hence good resistance to adhesive wear (c) low compatibility
with substrates, hence greatly reduced possibility of seizure, galling, scuffing and solid
solutioning; (d) low thermal conductivity, which makes them good thermal barriers against tool
bulk tool heating; (e) good corrosion mesistance, such as TiC in sea water and; (f) attractive
cosmetic gold color of nitrides, such as TiN, ZrN and HfN. Among these nitrides TiN is the best
because of the low cost and the ease of the titanium target manufacturing. ZrN is less hard than
TiN and HfN is very expensive.

Coatings deposited by PVD or CVD must meet the following requirements: (1) Good substrate
bonding, with no spalling even when the coated substrate is bent by 900. A higher substrate
temperature will limit the formation of columnar crystallites, leading to lower porosity [6]. Good
coatings of commercial TiN exhibit a very fine grain size and a high dislocation density; (2)
controllable surface topography; (3) uniform coating thickness; (4) high structural integrity and ;(5)
reproducible quality through computer-controlled vacuum processing and more rigorous product
assurance.

Most of the CVD or PVD-processed thin hard coatings have excellent tribological properties. with
a low friction coefficient (gL*) against themselves or steel and are thus very wear resistant [7-111.
Unlubricated bearings with coated balls or rings have been used in high temperature applications
[12], or in the high vacuum of outer space [13] very successfully.

The interfacial bond strength or adhesion of the coating to the substrate is a very important property
of thin, hard coatings. Poor adhesion leads to "flaking" (adhesive failure), whereas poor cohesion
causes chipping (cohesive failure). Adhesion can be evaluated by various techniques some of
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which, however, have serious limitations. Among them the "scratch test" first proposed by
Heavens [14] and introduced by Benjamin and Weaver [15] has led to consistently meaningful
results and is applicable as a quality control tool in production of many different kinds of parts
with soft coatings.This method for soft coatings uses other criteria for failure than those pertinent
to hard coatings of this study.

A reliable quantitative measurement of adhesion is still elusive [16]. Benjamin and Weaver [15]
analyzed the scratch test in detail and showed that the action of the indenter involves plastic
deformation of the substrate and that this deformation generates a shearing force at the
film/substrate interface around the rim of the indentation produced by the point. This shearing
adhesive force was expressed in terms of tip radius, radius of the circle of contact, indentation
hardness of the substrate material and critical load, which was defined as the minimum force
applied to the stylus that stripped the film cleanly from the substrate leaving a clear channel [14,
15]. Ahn, Mittal and MacQueen [17] established that: (1) A thin film, such as gold on glass may
get detached before formation of a cleared track and, conversely an originally clear film may be
made optically translucent around the scratch trace without being removed; (2) the form of the
track depends on the relative hardness of the film and substrate; (3) stylus size, shape and surface
finish, as well as film thickness influence whether failure occurs first in the film, the substrate or
at the interface; (4) film detachment often occurs at loads lower than that required for track
clearance which appears to depend on film tearing, film pile-up in front of the stylus, as well as the
presence of dust and imperfections. The subjectivity of the complete removal criterion led to
doubts regarding the quantitative reliability of the scratch test as a measure of thin film adhesion
[16, 18]. It was always observed [18] that at stylus loads well below the "critical load" there was
some film detachment in spots, within the central portion of the track. Such observations led to
the concept of "Threshold Adhesion Failure" (TAF) [16], which occurs if, within the boundaries
of a scratch and over its 1-cm path, removal of the film from its substrate can be detected by
transmitted light with a microscope at 40X at even one spot, no matter how small. Since each
stylus exhibits its own individual scribing and testing characteristics, the TAF mean loads of one
thin film sample can only be compared with another or with a "standard", provided that for all
measurements the same stylus was used in the same position in the instrument. Stylus loadings
should not exceed those levels at which crescent formation of the substrate will occur, if the TAF
determination is to be valid.

In scratch testing stresses are introduced at the interface by deforming the surface with a moving
diamond tip. The applied load is increased stepwise or continuously until the deformation causes
stresses which result in flaking or chipping of their coating. The smallest load at which the coating
cracks (cohesive failure) or is detached (adhesive failure) is called the critical load and is
determined by optical or electron microscopy, as well as by acoustic emission (AE). Usually, the
onset of AE signals and the microscopical observation of the first damage occurring in the coating
correlate quite well. The method is used in research as well as in production control. In the
automatic scratch test which was developed at LSRH scratches are made at constant translational
speed and linearly increasing load, with automatic recording of the AE-Normal Load diagram. The
purpose of this work was to use this CSEM-Revetest automatic scratch testing apparatus to
compare the quality and soundness of various coatings,and measure their adhesive strength to a
given substrate.

EXPERIMENTAL PROCEDURE

The following types of specimens prepared by various processes were used in this investigation:
TiB2-coated MP35N nickel-base alloy specimens; TiN-coated PH 17-4 steel specimens; PH 17-4
steel specimens coated with a ternary A120 3-SiO2-Cr2G3 oxide; and SiC-coated 4340 low alloy
steel specimens.
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Succimen freaadon

TiB2-coated MP35N specimens were prepared by a conventional CVD batch process, using a
mixture of BCl3(g) and evaporated TiC'j(l). Deposition temperature was 1 000°C and the rate was
about 0.6 jim/h.

The TiN film was deposited on PH 17-4 steel specimens by Cathodic Arc PVD, a process using
arc evaporation. The advantages of the arc evaporation device are that no molten metal pool is
generated and thus the source can be used in any orientation; also the evaporation rate is much
higher than with a sputtering source. The process was mainly developed for coating tool and die
steels, as well as carbide cutting and forming tools with wear resistant materials. In contrast CVD
involves a gaseous chemical reaction and requires elevated substrate temperatures (up to I 050C)
which may be detrimental to the dimensions and metallurgical structure of the components. PVD
processes, which are more recent involve vaporizing the coating material inside a vacuum chamber
containing the parts to be coated. The process is excellent for parts with critical tolerances because
the required substrate temperature is much lower, usually only 150-500C. For this TiN wear
coating applications, the Cathodic Arc PVD process uses multiple arc evaporators to vaporize the
coating materials directly from the s lid. The vapor energy level is high (50 to 150 eV) and the
level of ionization is very high (80-90%). Hence, adhesion is superior. Two different groups of
specimens were processed, using different equipment and sets of process variable values.

The A1203-SiO2-Cr2O3 wear resistant coating was deposited by a CVD batch process on PH 17-4
steel specimens at a temperature of about 1000*C and a rate of about 0.5pgm/h. Deposition was
followed by heat-treatment to reharden the substructure.

Another type of specimens used herein consisted of SiC-coated 4340 low alloy steel. The SiC
coatings were processed through decomposition of silane (SiH4) and ethylene (CH2=CH2) in an
RF discharge. The coatings, designated as a-SiC:H invariably contained H2 and had nominal
Si/C ratios of unity, as detected by X-ray photoelectron spectroscopy (XPS). These coatings were
partially or totally amorphous. As entrapped hydrogen diffuses out of the coatings resultant
shrinkage causes tensile residual stresses in the deposit. It is well established that at elevated
substrate temperatures less hydrogen is incorporated in the coatings. Accordingly coatings
deposited at elevated temperatures can better retain the compressive stresses generated by ion
bombardment than those at low substrate temperatures. Coatings of 0.2, 0.4 and 0.75grn were
processed by applying 25W to the substrate electrode at an ion bombardment energy of 90 eV.

Specimen Testing

The soundness and quality of various coatings was evaluated primarily with a CSEM-Revetest
automatic scratch testing apparatus (moving diamond tip radius=200 pm and angle 1200), Figure
la, coupled with an X-Y chart recorder (LINSEIS) with an input impedance Ri >5 KOhm and a
sensitivity range S> 1 mV/cm. 'r apparatus includes a diamond indenter with an original tip
radius of 0.2mm, a resonant ac .c emission (AE) detector (Bruel & Kjaer, Denmark) with an
AE preamplifier, amplifier and signal converter, a load cell with a load driving motor and a
sample table with a driving motor and a screw drive for manual lateral sample stage displacement.
Two proximity switches settle the end of the stroke of the sample table and two others limit the
end of the stroke of the loading device. Pen-lift of the chart recorder can be achieved either
automatically or manually directly from the control unit.

The testing procedure may be summarized as follows: The diamond point first comes down until it
touches the surface of the sample. Then the normal load (force Fn) applied to the diamond
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immediately starts to increase linearly with time and its instantaneous value is displayed. During
the motion of the table the upper load display (min-max) flickers. When this force exceeds the
preselected lower load the sample starts to move and continues until the applied force reaches the
desired upper load limit.Then the diamond is discharged and lifted-up from the sample surface and
the table moves back automatically to its original position, so after lateral translation the equipment
is ready for the next test. The adjustable test parameters are: Force range 1-200N, load display:
100 div (full scale= 100/200N), sample table translation speed: 10mm/min and loading rate:
OON/min. Scratch testing is also possible under constant load applied to the diamond point

enabling scratching penetration to lie within the coating, at the coating/substrate interface, or within
the substrate.

Specimen cross-sections were examined metallographically , Figure 2, to determine film
thickness and uniformity of coatings, as well as the presence of porosity or other discontinuities.
The free surface of coatings was examined by SEM as was the scratch track morphology.

RESULTS AND DISCUSSION

During a variable load scratch test , Figure 3a, the first acoustic event on an acoustic emission
versus load curve corresponds to the crack initiation within the coating at a load LC (load for
cohesive failure). Next the slope of the curve abruptly increases at a load LA (load for adhesive
failure), which corresponds to the propagation of the crack at the coating-substrate interface,
causing delamination. Scratch tests were conducted on all specimens. Results may be summarized
as follows:

(1) TiB2 - Coated MP35N Specimens

A photomicrograph of a cross-section of a coated specimen is shown in Figure 2a. The coating
thickness is not very uniform and some amount of microporosity is apparent. The results of the
scratch test at variable load between 0 and 70N are exhibited ion Figure 3a, where the acoustic
emission signal intens; (arbitrary units), the tangential or friction force, Ft (N) and the friction
coefficient, g* have betn plotted versus normal load, Fn (N). The AE curve shows that cohesive
failure occurs at a load ,C- 7N and adhesive failure at LA = 28N. The friction coefficient
gradually increases with load from about 0 to 0.75, because of increasing penetration of the
diamond point. The same parameters (AE, Ft, and .*) have been plotted in Figure lb at constant
load versus time. Selected loads were: 4N (below LC), 6N (about equal to LC), ION (above LC)
where the scratch lies entirely inside the coating and 29N (above LA where the scratch penetrates
into the substrate. At a load of 4N there is no acoustic emission, because the corresponding stress
is below the yield point of the coating material.

Figures 4a-d are scanning electron micrographs illustrating the morphology of the scratch obtained
under variable load (0 -70N). A top view of the virgin coating illustrated in Figure 4a and scratch
morphology is shown in Figures 4b-d. Figure 4b corresponds to the beginning of the scratch and
to a load 35-40N. Some remaining islands of the film are still visible on the nickel-base substrate.
Figure 4c corresponds to the middle of the scratch at a load of about 50-55N. All the film has by
now been removed and crescent shaped cracks appear on the substrate surface. Figure 4d
illustrates the morphology of the end of the scratch.

(2) TiN - Coated PH 17-4 Steel Specimens

Two different types of specimens, I and II, produced by different manufacturers were evaluated by
scratch testing. A photomicrograph of a cross-section of specimen I is illustrated in Fig. 2b. The
coating thickness is uniform and the coating-substrate interface appears to be sound, hence
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adhesion is expected to be good. In Fig. 3b the AE responses of both specimens and the friction
coefficients, pt*, have been plotted versus normal load, Fn, which varied between 0 and 75N. For
specimen I LC=31N and LA = 37N. For specimen HI both the cohesive and adhesive failure loads
were substantially lower. The friction coefficient, g* is about 0.3 for both specimens. Figures 2c
and d show that the coating on specimen 11 is very thin, of nonuniform thickness and locally
discontinuous. It is clear that the friction coefficient of TiN coatings is less than that of TiB2. The
friction coefficient 10*= pp + pa, where pp is the ploughing component and pa is the adhesive
component. Though the surface of TiN coatings is smoother than that of TiB2, hence the
ploughing component for TiN is expected to be lower than that of TiB2, it is still believed that the
adhesive component for TiN is also much lower than that of TiB2, hence the abrasive wear
resistance of the nitride should be superior to that of boride. Figure 5 illustrates SE micrographs
of a scratch on TiN-coated PH 17-4 steel specimen I performed with a variable load between 0 and
70N. Figures 5a and b correspond to two locations at which the loads were 40-45N, 55-60N and
65-70N, respectively. In Figure 5a longitudinal striations appear in the coating. In Figure 5b the
remaining islands of TiN are clearly visible with a crescent-like arrangement. Figure 8c shows a
scanning electron micrograph of a scratch on TiN-coated PH 17-4 steel specimen II. Removal of
TiN coating in the track occurs at a significantly lower load.

(3) (A1203 - SiO2 - Cr203) - Coated PH 17-4 Steel Specimens

The cross-section of this specimen is illustrated in Figure 2e. The coating is thick, uniform and
continuous.Figure 3c shows for this coating and for a variable load test, between 0 and 75N, an
LC = 22N and LA = 38N. The friction coefficient gradually increases with increasing normal load
to about 0.3, which is approximately equal to that of TiN. Scanning electron micrographs of a
scratch on this coating for a linearly variable load between 0 and 70N are illustrated in Figure 6a
for the beginning of the scratch (38 - 53N) and in Figure 6b for the end of the scratch (60-65N).

(4) Plasma Enhanced CVD SiC-Coated 4340 Steel Specimens

AE, the tangential or frictional load and the friction coefficient were plotted versus variable load
between 0 and 80N, Fig 3d. In this case LC - 17N and LA = 33N. They are both lower than that
of TiN, which shows that the latter is a superior coating. The friction coefficient g* , of SiC on
the other hand is comparable to that of TiN.

SUMMARY

The CSEM-Revetest automatic scratch testing apparatus was used for evaluating the quality and
soundness of various coatings: TiB2 on MP35N alloy, TiN on PH 17-4 steel, A1203 - SiO2 -
Cr203 on PH 17-4 steel and PECVD SiC on 4340 low alloy steel. The scratch test gives the
acoustic emission signal intensity, frictional or tangential force and the scratching or friction
coefficient versus load, or versus time at constant load. It was concluded that TiN-coated PH 17-4
steel specimens of Type I exhibited higher cohesive and adhesive loads than the Type II coated
specimen or the other specimens tested, as well as a lower friction coefficient, which would imply
that the type I specimens should also.exhibit a better abrasive wear resistance.
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Figure 1: (a) Overall view of the CSEM-Revetest scratch tester.
(b) Acoustic emission signal (AE), tangential or frictional load and
friction coefficient versus time at various constant loads. TiB 2-
coated MP35N specimen.
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Figure 2: Photomicrographs of cross-sections of various coated
specimens. (a) TiB2-coated MP35N nickel-base alloy, (b) TiN-coated
PH 17-4 steel, Type I, etched with picral, (c), (d) TiN-coated PH 17-4
steel, Type II and (e) (Al203-SiO2-Cr2O3 )-coated PH 17-4 steel.
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Figure 3: Acoustic emission signal (AE, arbitrary units), tangential
or frictional load and friction coefficient versus normal load,
variable between 0 and 70N. (a) TiB2-coated MP35N nickel-base alloy,
(b) TiN-coated PH 17-4 steel, Types I and II, (c)(A1 2 0 3 -SiO2 -Cr 2 O-
coated PH 17-4 steel and (d) PECVD SiC-coated 4340 low alloy steel.
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Figure 6: Scanning electron micrographs of a scratch in (A1203-

Si0 2-Cr2O3)-coated PH 17-4 
steel specimen taken closer to 

the

beginning of the scratch (a) and farther away (b).
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ALUMINUM CORROSION CAUSED BY AQUEOUS ZINC ION

Robert Summitt and Rajayya Manesh
Metallurgy Mechanics and Materials Science

Michigan State University
East Lansing, Michigan 48824

ABSTRACT

Zinc exposed to the atmosphere is coated with a
slightly soluble film of basic zinc carbonate; its
solubility is increased when atmospheric sulfur
dioxide is present. Thus water in contact with
zinc contains 90 umol/l or more of zinc ion.
Aluminum is anodic to zinc in the electromotive
series, and aluminum alloys are anodic to zinc in
salt water, consequently aqueous solutions of zinc
ion are corrosive to aluminum alloys. Immersion
exposure tests and galvanostatic/ potentiostatic
measurements have been performed in order to
determine the corrosion rates of AA-2024 in the
presence of zinc ion. The results show that the
use of zinc-coated steel fasteners with aluminum
alloys will create a corrosive environment for
aluminum alloys if water is present.

[Manuscript Not Available at the Time of Printing]
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THE ELECTRON NUMBER DIAGRAM: A NEW TOOL FOR
ANALYSIS OF AQUEOUS REDOX SYSTEMS

Michael J. Zappia
John C.Angw
Rebecca Yung

Department of Chemical Engineering
Case Western Reserve University

Cleveland, OH 44106

The electron number diagram is a new kind of phase diagram designed
for the graphical display and analysis of complex, aqueous redox
systems. In this approach the electrons are treated as a separate
chemical component. The resulting diagrams are the electrochemical
analog of conventional metallurgical T-x diagrams, long used In process
metallurgy. They have many conceptual an practical advantages for
analyzing processes that take place in aqueous corrosion,
hydrometallurgy and the electrodeposition of compounds, for example,
gallium arsenide.

Current research includes the experimental confirmation of computed
diagrams for the aqueous sulfur system. A preliminary experimental
electron number diagram for the aqueous sulfur system at pH = 2.8 has
been constructed.

Algorithms for the construction of diagrams for systems containing two
redox elements, such as the Fe-S, In-Sb and U-C systems, have been
developed. Thrje-dimensional equilibrium diagrams for use in complex
redox systems have been constructed in three different forms. The
results are illustrated using the aqueous Ga-As, Cd-Te and U-C
systems. Regimes leading to enhanced solubility of uranium compounds
when complexing agents such as fluoride ion are present are illustrated.
Conditions under which direct electrodeposition of 111-V and I-VI
compounds, e.g., CdTe, can be expected are determined.

INTRODUCTION

A phase diagram is a useful means of summarizing large amounts of thermodynamic
information in a convenient, compact form. This thermodynamic information can be used to
understand the behavior of very complex chemical systems and to plan experiments and
interpret experimental data.

Various types of phase diagrams have been developed for electrochemical systems.
Potential-pH diagiams are the most familiar and have been applied in corrosior studies,
hydrometallurgy, geologic studies and electrodeposition. Potential-pH diagrams display the
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stability of chemical species on a field of potential (E) versus pH. The authors have
previously developed a thermodynamic framework for systems containing one redox element,
which they applied to the calculatica and geometric interpretation of Pourbaix diagrams (1)
and potential-pH diagrams for complex systems (2). Within this framework, an efficient
computational algorithm for the construction of potential-pH diagrams was developed. This
algorithm represented a significant departure from previous computer methods (3,4).

However, because potential is not a conserved quantity, the use of potential-pH diagrams is
not convenient in all cases. For example, a point cannot be located on a potential-plI
diagram from a knowledge of composition. It is also difficult to follow process trajectories on
these diagrams. Finally, the relationship between potential and composition is not always
clear. Large potential changes sometimes occur over very small composition ranges, while
large composition changes can occur at constant potentials.

ELECTRON NUMBER DIAGRAMS

The electron number diagram is a new graphical representation of multiphase equilibrium in
aqueous redox systems (5). The electron number diagram is a Lfansformed potential-pil
diagram in which potential is replaced by its thermodynamic conjugate, the electron
number. The electron number is a measure of the number of electrons per atom of active
redox element and thus a conserved quantity. In the case of a system containing a single
redox element, such as the aqueous copper system, the electron number of a copper species is
numerically equal to its electrochemical valence. Electron number diagrams can be used
with potential-pH diagrams to provide a more complete understanding of the
thermodynamic structure of an aqueous redox system.

On an electron number diagram, phase stability at a fixed pH is displayed on a field of the
logarithm of the activity of the active element versus the average electron number 2 of the
active element. Figure 1 shows the electron number diagram for the aqueous uranium
system at pH = 4. Electron number diagrams often exhibit features resembling eutectics,
peritectics and congruent dissolving points. All of these features appear in Figure 1.

Figure 1 and the other calculated figures in this paper were constructed using tabulated free
energy data at 25 oC and I bar (6,7,8). Potentials are given with reference to the normal
hydrogen electrode. Pure solid phases and ideal aqueous solutions were assumed in
calculating these figures. Consequently, activities and concentrations are used
interchangeably. While convenient, this assumption is not necessary. The equilibrium
calculations yield values of activity; concentrations may then be determined using
appropriate activity coefficient data or solution models.

Three types of regions appear on electron number diagrams. In the single-phase aqueous
region, no solid phases are stable. In a two-phase region, a single solid exists in equilibrium
with the aqueous phase. Notice that in the two-phase regions the constant potential tihs
also serve as tie lines. Figure 1 (drawn for pH = 4) shows that at -logio[Uaq = 8.48, and E =
0.15 V, solid U02, for which z = 4, exists in equilibrium with a solution for which = 5.65.
In a two-phase region, the relative amounts of uranium in the solid phase and in the aqueous
phase can be determined using the inverse lever arm rule along tie appropriate tie line. In
the inaccessible region, below the lowest-lying horizontal lines, the system cannot exist in
equilibrium because solubility limits would be exceeded. Along each of the horizontal lines
dividing the two-phase and inaccessible regions, two solids and the aqueous phase ale stable.
For example, again referring to Figure 1, at -logio[U]aq = 1.96, the solids U and U02 are ill
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equilibrium with an aqueous phase for which 7 = 3.

Because electron number is a conserved quantity, graphical material balances can be
performed and process trajectories can be followed on electron number diagrams. A process
which involves no net transfer of electrons to or from the system takes place at constant 7
and thus lies on a vertical line on an electron number diagram. For example, evaporation
paths at constant -i can be used to predict which solids form as an aqueous solution is
concentrated at constant pH. Evaporation and dilution trajectories can be followed at
constant potential as well as at constant 1 Processes that involve a net increase or decrease
in the number of electrons in a system at constant concentration and pH lie on horizontal
lines on an electron number diagram. Mixing processes can also be shown on electron
number diagrams; graphical material balances can be used to determine the electron number
of the system that results from the combination of systems of known i and concentration.

PRELIMINARY EXPERIMENTAL ELECTRON NUMBER DIAGRAM FOR THE
AQUEOUS SULFUR SYSTEM

A preliminary electron number diagram for the aqueous sulfur system at 25 oC and pH = 2.8
* 0.3 has been constructed. The diagram shown in Figure 2 acludes experimental data and a
solid line indicating the phase boundary predicted by thermodynamic calculations. Inside
the two-phase envelope, solid sulfur exists in equilibrium with dissolved sulfur-containing
species; outside, sulfur is stable only in the aqueous phase.

Two different types of experiments have been used to obtain the data needed to construct an
experimental electron number diagram. In the first type of experiment, solutions of sodium
sulfide (I = -2) and sodium sulfite (Y = 4) are mixed to give a solution for which 0.03 M <
[SIaq < 0.4 M and -2 <1 < 2. Acidification of these solutions into the pH range of interest
causes the precipitation of solid sulfur. The distribution of sulfur between the solid and
aqueous phases, determined by chemical analysis, is used with sulfur and electron balances
to determine the electron number of the aqueous phase in equilibrium with solid sulfur. This
gives a point on the two-phase envelope.

The data obtained in this manner agree with the computed diagram on the location of the
right side of the two-phase boundary near i = 2; however, the the data show far greater
solubility than the calculations predict at intermediate values of , e.g., near = 0. See
Figure 2. The formation of metastable intermediates and colloidal sulfur, and sluggish
kinetics could contribute to this difference. The solutions used in these experiments are
similar to Wackenroder's liquid, a complex, metastable mixture of sulfur species including
colloidal sulfur (9,10).

The failure to include important species in the database used to calculate the theoretical
diagram could also be significant. For exampl€, protonated polysulfides have not been
included in the theoretical calculations because of the unavailability of data. Thionates have
also been excluded from this calculation.

The second type of experiment is a direct determination of the two-phase envelope by
determining whether or not a solid phase precipitates. A solution of known electron number
and concentration, which defines a point (i, -log0[Slaq) on an electron number diagram, is
acidified into the range of interest. If the solution remains clear, then the point (7,
-logio[S]aq) is outside the two-phase region; if solid sulfur forms, then the point is inside the
envelope. By considering a series of closely spaced solutions, the location of the phase
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boundary can be determined.

The data from the direct determinations show a sulfur solubility much closer to that
predicted by the calculations. See Figure 2. The major uncertainty of the visual method
involves the detection of an extremely small amount of dispersed solid sulfur. This problem
is being addressed by directing a laser beam through the solution. Colloidal sulfur, even in
very small quantities, causes scattering that is visible as a line through the solution.
Preliminary tests with a 5-mWatt He-Ne laser suggest that sulfur solubility is lower than
that indicated by the direct determination test data in Figure 2. This would move the
experimental two-phase boundary even closer to that predicted by theory.

That the two different types of experiments produce different apparent sulfur solubility
curves is not surprising. The sulfur and electron balance experiments use relatively
concentrated solutions, which begin to precipitate sulfur at 5 < pH < 7 and form large
amounts of solid S. The formation of large amounts of high molecular weight metastable
polysulfides in this environment could account for the large apparent sulfur solubility,
greater than that predicted by the calculations. For electron numbers near i = 0, the direct
tests use very dilute solutions and solid S forms in very small amounts (if at all) near pH = 3.
Polysulfides are less likely to form in these dilute solutions. Further experimental work and
more theoretical calculations using an expanded database will be needed before final
conclusions can be drawn.

SYSTEMS CONTAINING TWO REDOX ELEMENTS

Many aqueous systems of great interest, such as Fe-S, In-Sb and U-C, contain two active
redox elements. As a logical extension of previous work for systems containing a single
active redox element, a thermodynamic framework for the generation of phase diagrams for
binary aqueous systems (i.e., systems containing two active redox elements) has been
developed (11).

Three independent intensive variables must be fixed to specify equilibrium in a binary redox
system at constant pH, temperature and pressure. For a system containing active redox
elements M and N, the three intensive variables chosen are the potential E and the chemical
potentials of the two redox elements. Once the equilibrium problem has been solved in the
computationally convenient space given by E, pm RT, and p,/RT, the equilibrium surface
can be constructed in this chemical potential space. Figure 3 shows the equilibrium surface
for the aqueous U-C system at pH = 4. On the surface of the figure, a single solid phase
exists in equilibrium with the aqueous phase. Inside the surface (at lower chemical
potentials), a single aqueous phase exists; outside the surface (at higher chemical potentials),
the system cannot exist in equilibrium.

The equilibrium surface from chemical potential space can also be reconstructed in other
three dimensional spaces, such as -loglo[M]a/ -loglo[N]aq/E space or 2/ -logo[M]a 1/
-loglo[N]aq space. These alternative representations are constructed from the same
thermodynamic information but can provide further insight into the structure of the aqueous
redox system. Figure 4 shows the equilibrium diagram for the aqueous U-C system at p11 =

4 in -logio[Ulaq/ -logio[C]aq/ E space. These diagrams have been drawn using extremely
wide concentration ranges to illustrate the structure of the diagrams and to show the
extreme insolubility of some of the solids. Also, it should be noted that some regions of the
diagrams can exist only with very large H2 and 02 pressures. Each constant potential line at
constant pH corresponds to fixed pressures of both H2 and 02.
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The U-C equilibrium diagram in Figure 4 is a surface in three-dimensional space. On the
surface, a solid phase is in equilibrium with the aqueous phase. Above the surface, the
system is undersaturated, so no solid phases exist in equilibrium; the volume below the
surface is inaccessible in equilibrium because the solubility limit is exceeded. Note that two
solids can coexist in equilibrium with the aqueous phase along a line formed by the
intersection of the equilibrium surfaces of two solids; four phase invariant points, where
three solids and the aqueous phase are stable, also appear on the diagram.

Diagrams of this type can be used to compare solubilities of solids as a function of p11 and
activities of complexing species. For example, this information could be used in the study of
the leaching of uranium solids into groundwater. Figure 5 shows the equilibrium surface for
the U-C-F- system at pH = 4 and a fluoride activity of 0.1. Notice the increased solubility
of uranium, compared with Figure 4, in which F- was not included. In the U-C-F- system
shown in Figure 5, fluoride ion is assumed to undergo no redox transitions.

Another application of these diagrams is in the study of the electrodeposition of Ill-V
semiconductors from aqueous solutions. Figure 6 shows the three dimensional equilibrium
surface for the aqueous Ga-As system at pH = 13. Notice the low potentials, favoring
hydrogen evolution, in the regions where GaAs is stable. Constant -loglo[Ga]aq contours are
shown on the surface. Figures 7 and 8 show the equilibrium surfaces for the aqueous Cd-Te
system at pH = 2.5 and pH = 10, respectively. In Figure 8, the equilibrium surface for
Cd(OH) 2, which lies in the -logn0[Cd]= 5.2 plane, is not shown, as it would obscure other
parts of the diagram. Constant -logj0[Cd]aq contours show the shape of the surface. These
diagrams permit one to identify regions which will minimize the co-evolution of hydrogen
while GaAs or CdTe is being deposited.

Electron number diagrams for binary systems can be constructed, provided that electron
number has been defined for a species containing two active redox elements. The standard
formation reaction for a species Sk containing active redox elements M and N and
complexing species X and Y can be written as:

M+am am + an N

am a ]
__ .[ + n k Sk +hkH + + w kt 20 + xkX + yk y + zke -

where am is the number of atoms of element M per molecule of species Sk and a,, is the
number of atoms of element N per molecule of species Sk. Note that the formation reaction,
in this normalized form, is written for a total of one mole of active redox element. Thus, the
electron number of a species Sk, containing two active redox elemenqts, can be unambiguously
identified with the coefficient Zk in the above equation.

For example, the standard formation reaction for UO2(CO 3)2 is written as:
a U + UC= aU2C3 + -H- H20 +7

where a U = 1, a c = 2, h = 16 / 3, w = -8 / 3, z = 14 / 3, x = 0 andy = 0.

The equilibrium surface for the aqueous Cd-Te system at pH = 10, shown in Figure 8 in E/
-loglo[Te]aq/ -logo[ Cd]aq space, can be replotted in i/ -logio[Te]aq/ -logo[Cd]aq space. The
three dimensional electron number diagram for the aqueous phase in equilibrium with solid
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CdTe is shown in Figure 9. Contours of constant -logio[Cd]aq have been plotted to show tile
curvature of the surface. Each point on this aqueous surface is in equilibrium with CdTe. A
complete diagram would therefore show tie lines between the aqueous surface and Cdl1e, i.e.,
the Z = 0 plane. These tie lines have been omitted for purposes of clarity. Notice how the
composition of the solution in equilibrium with CdTe changes over the range of tile solid's
stability.

CONCLUSIONS

The electron number diagram, a new graphical representation of phase equilibrium in
aqueous redox systems, has been developed. The use of electron number, a conserved
quantity, as a variable allows graphical material balances to be performed on the diagrams.
Process trajectories can also be followed on these dia rams, which are the electrochemical
analog of conventional metallurgical T-x diagrams. Electron number diagrams provide
information complementary to that given by potential-pH diagrams and have applications
in many areas including corrosion studies, hydrometallurgy, geologic studies and
electrodeposition.

A preliminary experimental electron number diagram has been constructed for the aqueous
sulfur system at pH = 2.8. Two types of experiments have been used to map out the
boundary of the two-phase envelope in which solid sulfur and the aqueous phase coexist in
equilibrium. Current experimental data show greater solubility than predicted by theory,
but more sensitive experimental methods and an expanded database for the computed
diagrams are being investigated.

A thermodynamic framework for the generation of electrochemical phase diagran, for
systems containing two redox elements has been developed. Three-dimensional equilibrium
diagrams have been constructed at constant pH in a chemical potential/ electrochemical
potential space, in concentration/ electrochemical space and in concentration/ electron
number space.
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Figure 5. The aqueous U-C-F- system at pH =4, aF. =0.1.
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Figure 6. The aqueous Ga-As system at pH = 13.
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Figure 8. The aqueous Cd-Te system at pH 1 10. Stable surface for Cd(OH) 2 is not shown.
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611



COMPUTER ENHANCED TEST METHODOLOGY FOR FATIGUE
CRACK GROWTH RATE DETERMINATION IN A MARINE

ENVIRONMENT

S.T. Scheirer and G.A. Gehring Jr.
Materials Research & Testing Div

Ocian City Research Corp.

ABSTRACT

Testing methodology was developed to determine
crack growth rates at low frequencies in the
threshold region for A-710 high strength steel in a
marine environment. In order to accurately
reproduce service effects, test parameters included
a consideration of cathodic protection to mitigate
corrosion and an actual seawater test environment.
Computer hardware was developed to permit frequency
shifting during testing without system
perturbations. Compliance gage and electric
potential methods were adapted for crack length
measurement in the presence of calcareous deposits
and cathodic polarization. In the seawater tests
deposit formation occurred over the entire crack
face, thereby retarding crack growth significantly
compared to testing in air or in freely corroding
seawater. Retardation effects were most prominent
at slower growth rates and low frequencies. A
propagating fatigue crack was arrested upon
switching from 5.0 Hz to 0.5Hz under conditions of
cathodic protection. This occurred at a growth
rate of about 8c10 -8 in/cycle, compared to crack
arrest at 2x10" in/cycle under freely corroding
conditions. Results of this program reinforce the
desirability of conducting fatigue and other long
term material characterization tests in a realistic
test environment.

[Manuscript Not Available at the Time of Printing]
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ABSTRACT

Moisture induced failures and corrosion significantly degrade
weapon system and equipment readiness. Application of
Desiccant Wheel Dehumidification technology to operational
equipment has increased system Mean Time Between Failure
(MTBF) by nearly 300% and reduced operation and maintenance
costs by 20% for Scandinavian military forces. Recent test results
such as those conducted by the Army of the Federal Republic of
Germany have underscored the superb operating capabilities of
Desiccant Wheel dehumidification. Main battle tanks were
removed from desiccant wheel dehumidified storage after a
period of more than eleven years, having received absolutely no
maintenance during that period the tanks were like new with no
defects or corrosion due to the long term storage.

THE PROBLEM - CORROSION

Moisture-induced corrosion significantly degrades aircraft and weapon system
readiness. It increases life cycle and maintenance support costs. Corrosion can be in
the form of rust, water stains, mold, mildew or other types of organic and inorganic
degradation. Corrosion reduces productivity--of people and of resources.

The cost of corrosion to the U.S. economy is tremendous. Research conducted by the
National Bureau of Standards as well as the U.S. Army Material Technology
Laboratory, estimate the 4.2% of the Gross National Product, or around $170 billion

in 1988 dollars is the cost of metallic corrosion alone.(1) If one considers the
financial impact of corrosion on other types of materials such as electronics, clothing
and textiles to name just a few, the numbers are even more staggering. This figure
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includes approximately $2-$4 billion in estimated annual damage in each of the

individual U.S. Military Services.

THE CAUSE - MOISTURE

In basic terms, three main things must be present in order for corrosion to be
created: air (oxygen), moisture and a chemical, or electrochemical, reaction. Take
away any one of these and there is no corrosion problem.

Since oxygen is always present in the atmosphere, and few materials are totally
corrosion resistant, the variable that determines if corrosion will take place or not is
the concentration of moisture. Moisture, however, should not be used
interchangeably with precipitation. Scientific experiments carried out actually show
no clear relationship between precipitation and the formation of corrosion.(2)
Research does, however, clearly indicate a direct relationship between relative
humidity and corrosion rates.(3-5) Thus, covered storage alone is not necessarily a
key to corrosion prevention.

Relative humidity (RH) is defined as the ratio of the vapor pressure of water in a
given mixture compared with the vapor pressure at saturation at the same
temperature.(6 ) In other words, RH is the percentage of moisture in a given sample
in relation to the maximum moisture content of air at a specified temperature.

The link between RH and corrosion is not new. As early as 1923 and 1927, W.H.J.
Vernon outlined the characteristics of iron in his report to the Atmospheric
Corrosion Research Committee of the Faraday Society. Vernon demonstrated that
at above 50% RH the rate of corrosion of iron, lead and aluminum changes from a
linear to an exponential progression. His research also indicated that the layers
formed on the surface of those metals by corrosion tend to accelerate the rate of
corrosion rather than to decrease it.(7) Vernon's research may appear to be dated,
however, the general conclusions from this research have not changed. These
"studies are the starting point for all subsequent research on the subject of the
relationships between corrosion, humidity and atmospheric contamination.

As evidence of this fact, research conducted by S. Tosto and G. Brusco in 1984 clearly
indicated the relationship of increasing relative humidity to increased corrosion in
both High Strength Low Alloy and Low-Carbon steel.(8) Their study indicated the
rate of corrosion at 55% RH was minute while at 95% RH the rate was very high. In
fact, at a high relative humidity, rates of corrosion are 100 - 2000 times greater than
corrosion rates at lower humidity values.(9"10)

Research has proven that the rate of corrosion is also influenced by pollutants. The
greater the pollution, the higher the rate of corrosion. This is especially true of
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THE OPTIONS - TO STOP CORROSION

Protective Coatings

Protective coatings are widely used to reduce the negative impact of corrosion.
Properly used, protective coatings can be moderately effective in reducing corrosion
and protecting against its impacts. In certain applications, such coatings may be the
only alternative.

Unfortunately, while the use of paints, oil-based preservatives and other coatings is
helpful, the process is extremely labor intensive, expensive and the ultimate results
often means reduced readiness for that item or material.(21) Coatings can also
become ineffective when scratched or otherwise damaged. Corrosion can even be
increased if surfaces are not prepared properly. Moisture can actually .be sealed into
the space or material being coated creating adverse results.

Eagkng
The use of traditional packaging for corrosion control is widespread throughout the
Department of Defense (DoD) and the economy as a whole. Various types of
containers and barrier materials are employed to prevent the movement of
moisture across them into the space to be protected. Packaging in water-resistant or
water-vapor resistant barriers can be especially effective for items in storage and
transit, where no other corrosion prevention alternatives exist. Modern technology
has developed a variety of new packaging techniques which can be effective for
specific applications. Packaging techniques, while effective, are often extremely
expensive.

Packaging techniques do not always prevent moisture-related corrosion and faults.
According to the laws of physics, moisture in the form of water vapor will always
flow from high vapor pressure to low vapor pressure. In many cases the packaging
employed cannot stop nature and moisture damage occurs. Packaging can also be
damaged during handling and transportation rendering this corrosion control
technique ineffective. The use of desiccant (static) materials such as silica gel and
activated alumina can increase the effectiveness of packaging. This material is
placed into the container and absorbs moisture when it enters the container or space
to be protected. Damage to the container can negate the effectiveness of this
packaging approach. Manpower requirements and desiccant replacement increase
the overall cost of this option.

Environmental - Dehumidification

The use of dry air to preserve and protect various materials has been in practice for
thousands of years. Natural dehumidification, by locating in a dry climate, is
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frequently an optimal solution. The Egyptians have long known the benefits of
using the dry desert climate to protect and store their national treasures. Some years
ago, a perfectly preserved mummy was removed from its resting place in the desert
and brought to a museum in England. The higher relative humidity resulted in
immediate decay. But, after placing the mummy in an atmosphere of dry air created
by a desiccant wheel dehumidifier, all decay was once again halted. World military
forces are also familiar with the benefits of dry air. This explains why the U.S. Air
Force has stored aircraft in the desert of Tucson, Arizona.

Since the feasibility of storing all equipment in a dry desert climate does not exist for
obvious reasons, a method was developed to bring the dry environment to the
equipment. Dynamic dehumidification was pioneered and refined during the 1930s.
At the end of World War II, dehumidification was used to preserve (or "mothball")
some 3000 merchant and naval vessels. Dehumidification was also used extensively
to preserve and protect equipment stored in warehouses. This practice continues
today, and one of the main reasons the refit of the Battleships Iowa and Missouri
proceeded on time (and under budget) was the corrosion was not perceptible within
the sealed envelope of the ship(22).

Dynamic dehumidification can be accomplished through the use of heating,
refrigeration or desiccants. During heating of the air, the moisture content (absolute
humidity) and dew point (the temperature at which moisture condenses out)
remain unchanged. To maintain acceptable RH levels by heating, the air in the
room must be heated well in excess of the outside ambient temperature in the
summer and winter. Using heat there is risk that the temperature of the materials
will lag behind the temperature of the surrounding air and condensation (and
corrosion) will form on the material. Heating is also very expensive and therefore,
not practical for most applications.

Refrigeration can also be used to dehumidify the air. In this process moisture is
actually condensed out. Refrigeration, however is most effective in hot, humid
conditions where a relative humidity of 65-70% is desired. If a lower RH level is
needed (45-50% for example), or if the refrigeration equipment must operate at
ambient temperatures of 45 degrees F - 50 degrees F, this method is not practical or

cost-effective.(23)

Dynamic dehumidification through the use of desiccants is another method used to
control relative humidity and prevent corrosion and moisture related damage from
occurring. Moisture removal occurs by passing air over substances which have a
strong afinity for moisture. These substances are known as desiccants and are
capable of extracting moisture directly from the air.

Traditional desiccant dehumidification equipment has been successfully used in
military and commercial applications since World War II. Such equipment has
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proven effective in certain operaional functions and large scale storage facilities.
This equipment, which is of a granular or liquid type, has proved to be cost-effective
and has been shown to reduce the relative humidity and dew point of air, thereby
eliminating corrosion and its negative impact. Wide-spread use of traditional
dehumidification equipment, however, has been limited to select applications due
to its large size, weight, complexity, energy consumption and high life cycle and
maintenance support costs.

STATE-OF-THE-ART DESICCANT WHEEL (DEW) DYNAMIC

DEHUMIDIFICATION

The Teghnology

In Scandinavia, corrosion problems due to high relative humidities, pollution and
salt air have long caused difficulty for the military and industry. Driven by military
necessity, proximity to potential adversaries, and the need to reduce logistics support
costs for materials, equipment and weapon systems, Sweden adopted and further
developed state-of-the-art DEW dynamic dehumidification technology. They set as
their preservation and corrosion prevention requirements such parameters as:

• Effective dehumidification in all climates
• Low investment cost
• Low operating cost
• Simple installation
• Simple maintenance and supervision
• High reliability
• Rugged, light-weight and compact (24)

To meet these requirements, a unique and cost effective dehumidification
technology was developed. DEW technology utilized a desiccant impregnated
honeycombe-construction wheel. Unlike traditional dehumidifiers that use a "bed"
or chamber filled with granular or liquid desiccants that can spill, settle, cake and
disperse into the air, the DEW method employs a unique Honeycombe constructed
media impregnated with desiccant to eliminate the problems inherent with 'beds"
or chambers. This allows the DEW Honeycombe wheel to operate on either a
vertical or horizontal plane, unlike traditional desiccant dehumidifiers which are
generally relegated to horizontal operations to maintain the desiccant in place. The
Honeycombe DEW construction also allows for light weight and compact design and
thus reduced power requirements. Operating on a rotary principle, air is
dehumidified in one section of the wheel while the desiccant is simultaneously
dried and reactivated in another section. These developments included portability
(reduced size), improved maintainability and reliability due to few moving parts,
and simple operation with minimal training.
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Expanding Technology Applications

While the technology has been effective in all traditional applications, it is
interesting to note that new applications have also been developed that capitalize on
its size and capability advantages. For example, significant strides have been made
with this technology in the area of vehicle preservations. Recent evaluation by the
Federal Republic of Germany (FRG) Bundeswehr and the U.S. Army on the use of
DEW technology dehumidification in association with flexible plastic covers may
revolutionize the methods by which vehicular equipment is stored and maintained.

In Bundeswehr evaluations of DEW technology, M48-A2 main battle tanks were
overhauled and then placed into flexible plastic covers connected to these
dehumidifiers. The evaluations began in the summer of 1976. The method, using
flexible plastic covers and DEW dehumidifiers, is referred to as the Enclosed Dry Air
Method (EDAM). The M48-A2 tanks were stored, without any maintenance
whatsoever being performed, for a period of 11 years and 3 months. Upon removal
in October, 1987, the tanks were tested, driven and weapons fired. The results
verified that the vehicles were totally free of corrosion, fully operational and in a
condition equal to or better than similar equipment in every day use.(25) Based on
these results and other data inputs, the Bundeswehr is reportedly going to "lay-up"
and preserve one-third of their forces using this technique on a rotating basis. It is
important to note that energy costs for this technique are extremely low and the
storage package (flexible cover and DEW dehumidifier) required minimal attention
and maintenance during the 11 year study.

Similarly, evaluations conducted by the U.S. Army 21st Support Command in
Europe also indicated that the use of DEW technology with flexible plastic covers
was the most cost-effective method to store war reserve materials (specifically,
tracked vehicles were evaluated).(26) The 21st Support Command evaluations
included most known storage techniques. For practical and economic reasons, three
methods were selected for final evaluation. These methods, selected for final
evaluation, were (a) building controlled humidity warehouse (CHW), (b) DEW
technology dehumidifiers in combination with flexible plastic covers, and (c)
maintaining the status quo (routine maintenance--no humidity control). Results
demonstrated that the DEW plastic cover method provided the benefits of a CHW at
a fraction of the total cost. In fact, the system had distinct ndvantages over CHW in
that it was portable and could be easily transported to wherever the equipment was
going. Analysis also indicated that this EDAM technique was only slightly more
expensive than the status quo option. A primary difference was that the vehicles
protected against atmospheric corrosion and moisture related faults with DEW
technology were maintained at readiness levels close to 99%, while those receiving
the standard maintenance were at readiness levels below 50%.
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DEW technology is also currently used by Scandinavian, European and NATO forces
to control moisture-induced aircraft failures and corrosion. Requiring no
modification to aircraft, dehumidifiers are connected directly to aircraft propulsion
systems (through air intakes) and routed through existing environmental control
ducts to airframe cavities, avionics, radar, fire control and life support systems.

Test results in Sweden demonstrated that aircraft connected to portable DEW
equipment while on the ground achieved significant improvement in system Mean-
Time-Between-Failure (MTBF). The MTBF for radar and cockpit instrument
systems of the dehumidified aircraft improved nearly 300% in relation to aircraft
which were not dehumidified.(27) While this dramatic improvement was achieved
and quantified on radar and cockpit instrument systems, the propulsion, air frame
and associated systems also benefitted.

The one year test, conducted by the Swedish Air Force in 1981, was expanded and
repeated in 1985. Results confirmed aircraft which were not receiving DEW
deteriorated while those receiving DEW showed continued improvement. The
bottom line of this test was a 5% increase in absolute availability, resulting in
another 1.2 aircraft "put on the line" for the typical 24 aircraft fighter squadron. This
gain was achieved in a cost effective manner. Savings in manpower and materiel
quickly offset initial investment costs and later contributed to continued lower
support costs. Five dollars was saved every year for each dollar spent on the initial
procurement of DEW dehumidification equipment. Operation and support costs
were reduced 20%, increasing the productivity of maintenance manpower. DEW
equipment has also improved overall system reliability and performance and has
reduced system fault indications by up to 65%.

In another test on installed J79 engines, similarly impressive results were achieved.
The Danish Air Force found that circulating Dry Air through installed engines
eliminated engine corrosion. Upon tear down, test engines were found to have no
corrosion or heat generating residue from burned preservative oil. DEW solved the
problems long associated with salt corrosion. Engine performance and condition
were improved and crack formation in engine parts was prevented. Also, fresh
water rinses and the need for preservation oil were eliminated. In addition, engine
tear-down is now easier and consumes fewer man hours. The Danish Air Force
estimated that DEW has saved well over $5,000,000 since full scale implementation.
Furthermore, it is now generating savings of approximately $1,000,000 annually on
engine related maintenance alone.(28)

The U.S. Navy is now leading a Tri-Service evaluation of DEW technology
application to U.S. Military air.raft. This evaluation will include aircraft in all
operating environments. It is anticipated that the technolo ,y will be implemented
on a broad scale and result in sigrdficant logistics and operational benefits.
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To address significant moisture-induced corrosion problems in ammunition storage
sites in Europe, the U.S. Air Force is considering large-scale application of the DEW
technology plastic cover approach. Ammunition containers have corroded to a state
where they afford no protection to the stored 30mm aircraft ammunition.
Inventory losses running about 1.5% per year amount to some $12+M. Estimates to
refurbish the containers or to procure new ones ranged from $200 - $300 per
container (for some 100,000 containers), and even this approach would not totally
prevent inventory loss due to moisture damage. The solution being considered is to
place the containers (in their current state) into flexible plastic covers, with
continual dehumidification provided by DEW technology equipment. Additionally,
this option results in the least disruption to ammunition storage sites and offers
continuing ammunition inventory protection, reducing inventory shrinkage due to
moisture-related corrosion to virtually zero.

In the above example, flexible plastic covers will be used with the DEW technology
equipment to achieve the dehumidified environment. Existing buildings can,
however, be dehumidified in a cost-effective manner using this same DEW
technology equipment. Converting warehouses to controlled humidity warehouses
involves simple sealing of cracks, vents, doors and other areas of air infiltration.
This method can be as simple as stapling polyvinyl plastic sheets over such openings
as well as using simple sealing material around doors, windows etc. DEW
technology equipment can be sized to ensure that the proper environment is
maintained. Through the establishment of a slight overpressurization of the space
to be dehumidified, the "dry air" finds any remaining air egress routes, and thus
maintains the RH at the desired levels. Installation of this technology equipment is
relatively simple and straight-forward. It can be installed inside or outside (requires
no protection) and can be adapted to existing air ducting or merely provide the "dry
air" through flexible conduits or tubing.

In summary, U.S. Military use of this new technology is increasing steadily. The
equipment has been used to prevent corrosion in such varied applications as ICBM
missile silos, munitions storage facilities, test and evaluation chambers, Trident and
Polaris submarines, Naval vessels, maritime prepositioned ships, Strategic Defense
Initiative, commissaries and the Space Shuttle, to name just a few. Considering the
high cost of moisture-induced corrosion (4.2% of GNP - $170B Annual Cost in 1988),
there appear to be few areas that cannot benefit from this state-of-the-art corrosion
control technology.
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Chemical warfare (CW) agents and the attendant
decontaminants degrade aircraft and ground support equipment
materials. Degradation may include the compromise of
mechanical, chemical, optical and electrical properties
which result in an inability of a system to perform an
intended function. In order to address this vulnerability,
personnel will benefit by having access to a comprehensive
technical data base detailing the interaction between
materials of construction and chemical warfare agents,
decontaminants and chemical agent simulants. Design
engineers will then be able to minimize accessibility of the
critical components or material. The Aeronautical Systems
Division (ASD), through Battelle Columbus Division (BCD),
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has accomplished the initial development of the U.S. Air
Force Materials Data Base which contains information on
materials degradation caused by exposure to decontaminants
and CW agents. A prototype version has been distributed to
a select number of aerospace contractors and government
agencies.

OBJECTIVES

The objectives of this program were to collect, organize, and develop an
automated mechanism for handling data describing the effects of chemical
warfare agents, simulants and decontaminants upon materials and systems.

APPROACH

In order to develop a data base which best meets the user's needs, users were
given a choice in determining how the data base was constructed.
Representative aerospace contractors and government personnel were invited to
a workshop in which a Strawman of the data base was presented. The users then
recommended revisions for the approach that would lead to the development of a
data base that is more useful to them. A prototype of the data base was
designed incorporating user's comments, and a second workshop was held to
demonstrate the data base. Additional user comments were obtained during the
demonstration and subsequently integrated into the data base design. The
prototype was then released to a select group of aerospace contractors and
government agencies. A discussion of the data base features and operational
requirements is provided as follows.

DATA BASE CONTENT

The data base contains information on literature documents relevant to the
material effects of CW agents, decontaminants, and simulants. The data base
is relational, menu driven, and can be manipulated to search for desired
information on chemicals, materials, components, and degradation effects.
Help screens are available throughout the data base. There are six major
categories of information in the data base as described below and illustrated
in Figure 1.

(1) Bibliographic Tables
(2) Degradation Tables
(3) Test Facility Tables
(4) Community Members Tables
(5) Synonym Tables
(6) Chemical Properties Tables.

Representative screen displays of data base records are presented in
Figures 2-5.
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The bibliographic records contain the following information: assigned data
base reference number, title, authors, performing organization, sponsoring
organization, associated report numbers, publication date, contract number,
document classification, availability, and government accession number. Each
of these records has associated keyword and subject area fields for each
reference. Selected documents include an abstract describing the referenced
report.

The degradation data records contain technical information regarding specific
experiments performed in the referenced documents. The degradation records
are divided into specification tables and levels of interaction data (Levels
1-3). The specification tables include the material specification, component
specification, test specification, and rating criteria.

Level 1 of the interaction data summarizes the effects between a selected
material/chemical or component/chemical interaction. Level 2 describes the
test conditions associated with Level 1 data and includes the test
temperature, test exposure, number of samples, etc. Level 3 describes a
summary of the material property being tested provides the detailed data for a
test including the test values, time values, percent change from the control,
percent deviation from control, etc.

The test facility records contain information regarding laboratories licensed
to test with chemical surety materiel (CSM). The information includes the
address of the laboratory, a point of contact, and description of the
facility.

The community member records contain organizational information regarding
personnel who are involved in materials testing, design engineering, and the
chemical defense community. The synonym records contain information
regarding synonyms, acronyms, ASTM codes, and tradenames used to describe
various chemicals, materials, and properties. These records are meant to
standardize the terminology of the data base and aid in search routines.

The chemical property records contain physical property information regarding
the CW agents, decontaminants, and simulants referenced in the data base.
These records are useful to identify specifics of the chemical threat and for
general information on the chemicals.

HARDWARE/SOFTWARE REQUIREMENTS

An IBM* XT, AT or 100% compatible computer equipped with at least one floppy
disk drive and 640K RAM memory is required to access the data base. The data
base itself is stored on a 20 megabyte capacity Bernoulli cartridge which
requires a Bernoulli Box (20 megabyte by 20 megabyte) for operation. An
internally fixed disk for the computer would not be allowed for the classified
version unless security requirements can be met. A color monitor and an IBM
compatible printter are recommended.
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In terms of software, a computer operating system such as MS-DOS or PC-DOS is
required. The relational data base management system used for operation of
the data base is Microrim's RBase* System V. The estimated cost of the
hardware and software is about $7,000.

SECURITY REQUIREMENTS

The data base is available in unclassified and classified (SECRET/NOFORN)
versions. Therefore, certain hardware and facility security requirements must
be met for the classified version. The unclassified version of the data base
does not require the hardware and facility requirements by Defense
Investigative Service (DIS). However, the program sponsor does request each
agency maintain a controlled access for each unclassified version.

DIS approval must be obtained prior to operating the classified data base
version by providing them with a Standard Practice Procedure Document. In
general, the major requirements of DIS can be satisfied by either buying
TEMPEST hardware, fabricating or buying shielded enclosures, employing red and
black engineering, or establishing control space. The most cost effective
means is through the use of control space in which there must be at least 30
meters from the system to any point of possible undetected interception of
data. There must also be a one meter area around the system in which no
pipes, phone lines, or power lines are present. No communication devices or
fixed hard disks are allowed on the system. Cartridges and printed
information from the data base are considered classified information and must
be treated as such according to DoD 5200.1R/AFR 205-1.

DISTRIBUTION

The data base will be distributed to users by the U.S. Air Force. Initially,
a small group of users are being provided with a prototype of the data base
avld will be asked to make recommendations of the format, ease of use, etc.
After the initial issue has been reviewed and modified as needed, the data
base will be made available to other government facilities and to a select
broader group of major manufacturers and contractors who have a need to know.
Others with a need to know may access the information contained in the data
base through the Chemical/Biological Information Analysis Center (C/BIAC)
located in Edgewood, MD. The data base cartridge will come with a User's
Guide describing system operations.

CONCLUSIONS

This program is intended to provide equipment designers with the information
needed to ensure the chemical warfare (CW) survivability of aircraft and
ground support equipment. This program includes organizing and disseminating
existing information as well as developing a standardized structure for
generating data needed in the future.
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FIGURE 2. BIBLIOGRAPHIC TABLE EXAMPLE OUTPUT
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DEGRADATION DESCRIPTIVE SUMMARY TABLE - LEVEL 1

UNCLASSIFIED
Reference Number: 1
Material Code: MQ Extension: 0
Chemical Code: GD Extension: 0
Component Name: -0-
Test Type Number: 1
Test Indicator: MODERATE
Rating Confidence: HIGH
General Remarkst (U) Moderate interaction rating due to major

effects on tensile strength at 300% elongation,
with the other properties varying at 6.85 and
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Component Remarks: -0-
Cnemical Remarks: (U): NS
Material Remarks: (U): GD beaded on MQ - poor wetting
Test Remarks: (U): NS
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DEGRADATION DESCRIPTIVE SUMMARY TABLE - LEVEL 1-
CONDITIONAL SUMMARY TABLE - LEVEL 2

UNCLASSIFIED

Reference Number: I
Material Code: MQ Extension: 0
Chemical Code: GD Extension: 0
Component Name: -0-
Test Type Number: 1
Test Number: I
Exposure State: LIQUID
Exposure Units: G/SQM
Test Temperature: 23.
Conditional Rating: MAJOR
Number of Samples: 7
Total Time: 24.

Remarks: (U): Major rating dne to severe effects on maximum
elongation, major effects on tensile strength
properties and toughness, and the others, neglig.
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FIGURE 3. EXAMPLE OF OUTPUTS OF MATERIAL DEGRADATION TABLES
(LEVELS I THROUGH 2)
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N DESCRIPTIVE SUMMARY TABLE - LEVEL
CONDITIONAL SUMMARY TABLE - LEVEL 2

PROPERTY DATA TABLE - LEVEL 3

UNCLASSIFIED

Reference Number: 1
Material Code: MQ Extension: 0
Chemical Code: GD Extension: 0
Component Name: -0- Test Type Number: I
Test Number: 1 Property Code: SHOR.A.HRD
Property Unit: % Property Rate: NEGLIGIBLE
Total Property Change: -4.30000019
Test Specifications: ASTM D-2240

Time Values Property Values % Change Stnd Dev

0.5 44. -2.20000005 3.599999905
1. 45. 9.80000191 2.
6. 45. 0. 2.900000095

24. 44. -4.30000019 1.700000048
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FIGURE 4. EXAMPLE OF OUTPUTS OF MATERIAL DEGRADATION TABLES
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CHEMICAL SYNONYM TABLE

UNCLASSIFIED

Chemical Code: STB

Common Name: SUPER TROPICAL BLEACH

Chemical Classification: DECONTAMINANTS

Chemical Type: NA
Chemical Name: NS
Chemical Form: NS
Chemical Composition: BLEACHING POWDER CONSISTING PRIMARILY OF

DOUBLE SALTS Ca(OCL)2-2Ca(OH)2 AND CaC12-
Ca(OH)2-H20 WITH Ca ADDED AS A DESICCANT.
NORMALLY DISSOLVED IN WATER: 566 GRAMS STB.

Other Names: CHLORINATED LIME, BLEACHING POWER

=Press Enter for next Box, PgDn or PgUp for pages, ESC, for menu-

MATERIAL SYNONYM TABLE

UNCLASSIFIED

Material Name: WROUGHT ALUMINUM ALLOW 2024

Material Code: A92024

Material Category: METALS

Material Family: ALUMINUM

Material Trade Names: NS

[Press Enter for next Box, 1-gDn or PgUp for pages, ESC, for imenu

FIGURE 5. EXAMPLE OUTPUTS OF SYNONYM TABLES
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